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Abstract: This paper proposes to add Protocol stack for RSPP transport in TS 23.586.
1. Introduction
Transport of RSPP over PC5 is described in clause 5.3.2 of TS 23.586, but the Protocol stack for RSPP transport is still missing.
2. Text Proposal
It is proposed to capture the following changes into TS 23.586.
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[bookmark: _Toc133441687][bookmark: _Toc133442116]6.1	Protocol stack for RSPP transportVoid
PC5-U is used for RSPP messages transport.
For V2X capable UEs, the protocol stack for RSPP transport is depicted in Figure 6.1-1.


Legend:
-	PC5-U: The SDAP/PDCP/RLC/MAC/PHY functionality is specified in TS 38.300 [xx].
-	For PDCP SDU type "Non-IP", a "Non-IP Type" header included in the SDU by upper layer to indicate the type of non-IP messages carried will be specified in stage 3 specification.

Figure 6.1-1: Protocol stack for RSPP transport
For ProSe capable UEs, the protocol stack for RSPP transport is depicted in Figure 6.1-2.


Legend:
-	PC5-U: The SDAP/PDCP/RLC/MAC/PHY functionality is specified in TS 38.300 [xx].

Figure 6.1-2: Protocol stack for RSPP transport

* * * * End of changes* * * *
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