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[bookmark: _Toc517082226]* * * * First change * * * *
6.18.2	UE initiated User Plane Connection
UE may trigger the user plane connection establishment if the UE does not have user plane connection with LMF. Figure 6.18.2-1 shows a procedure triggered by UE to support positioning over the user plane connection between UE and LMF.


Figure 6.18.2-1: Positioning via a User Plane Connection between UE and LMF initiated by UE
1.	UE may send a user plane establishment request to AMF, the user plane establishment request is included in the MO-LR message via NAS Message, if UE decides to prepare a user plane connection for upcoming positioning requests. The location service request type in the MO-LR request message is LCS user plane connection establishement.  
2.	[Conditional] If the UE is authorized based on UE Subscription to use the user plane positioning, AMF selects an LMF which capable to establish a user plane session for positioning with the UE.
3.	[Conditional] The AMF sends a Nlmf_Location_UPConfig Request towards LMF to request set up of an LCS-UP connection.
4.	[Conditional] If LMF accept to utilize user plane for positioning and there is no established secure user plane connection between the UE and LMF, LMF sends a user plane information to AMF to indicate UE to accept and utilize user plane for positioning. The user plane information includes the user plane positioning address of the LMF, security related information.
[bookmark: _GoBack]5.	[Conditional] When AMF receives the user plane information from LMF in step 4, AMF forwards it to UE via a MO-LR response included in DL NAS TRANSPORT message.
6.	[Conditional] UE establishes a secured user plane connection with LMF.
7.	[Conditional] LMF responds to AMF that user plane connection between the UE and LMF has been established.
8.	[Conditional] The AMF stores the LCS-UP connection context as part of UE context
9.	[Conditional] After the secure user plane connection is established, if LMF determines to utilize the user plane connection for positioning after receiving a positioning request from AMF, or UE determines to utilize the user plane connection for positioning, LPP messages are transferred between UE and LMF for UE based positioning, UE assisted positioning and delivery of assistance data. Supplementary services event report messages from UE may also be transferred to LMF via the established user plane connection.
* * * * End of changes * * * *
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