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	[bookmark: _Hlk131794032]Reason for change:
	It’s proposed to resolve the following ENs for support of PDU Set handling.
1. Clarify the usage of PSIHI and remove the following EN.
Editor’s NOTE: Usage of PSIHI is FFS.
2. 
Editor's Note: The PSER definition may be subject to change if RAN2 provides any feedback on that.
Based on the LS from RAN2 (R2-2302010), the PSER only defines an upper bound for a rate of non-congestion related PDU Set losses and the usage of PSER is up to network implementation. Therefore, it’s proposed to remove the EN, update the PSER definition and also add a NOTE for clarification.

3. “Protocol Description” is used for per packet detection for PDU Set identification, therefore it should be moved to the Packet Detection Information part of the PDR.

4. 
Editor's Note: The need for AN PSDB and definition of AN PSDB is FFS.
The AN PSDB is used for the gNB to indicate the upper bound for the delay that a PDU Set may experience for the transfer between the UE and the NG-RAN. The PSDB is equal to the sum of the AN PSDB and the CN PDB and RAN should derive the AN PSDB based on the CN PDB accordingly.

5. The following EN is removed by quote to SA4 TS.
Editor’s Note: How to document the UPF derivation of the PDU Set Information from the RTP/SRTP header or payload is FFS in coordination with SA4.
6.It is suggested to change the following EN into a NOTE:
Editor's note:	[XRM] The applicability and details of PDU Set handling in uplink direction is pending RAN WG's progress.
Into
NOTE: The applicability and details of PDU set handling in uplink direction are defined in RAN specifications including TS 38.321[143], TS 38.331[28], and TS 38.300[27].
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* * * * 2nd change * * * *

5.7.1.2	QoS Profile
A QoS Flow may either be 'GBR' or 'Non-GBR' depending on its QoS profile. The QoS profile of a QoS Flow is sent to the (R)AN and it contains QoS parameters as described below (details of QoS parameters are described in clause 5.7.2):
-	For each QoS Flow, the QoS profile shall include the QoS parameters:
-	5G QoS Identifier (5QI); and
-	Allocation and Retention Priority (ARP). 
-	Optionally the PDU Set QoS Parameters as described in clause 5.7.7.
-	For each Non-GBR QoS Flow only, the QoS profile may also include the QoS parameter:
-	Reflective QoS Attribute (RQA).
-	For each GBR QoS Flow only, the QoS profile shall also include the QoS parameters:
-	Guaranteed Flow Bit Rate (GFBR) - UL and DL; and
-	Maximum Flow Bit Rate (MFBR) - UL and DL; and
-	In the case of a GBR QoS Flow only, the QoS profile may also include one or more of the QoS parameters:
-	Notification control;
-	Maximum Packet Loss Rate - UL and DL.
NOTE:	In this Release of the specification, the Maximum Packet Loss Rate (UL, DL) is only provided for a GBR QoS Flow belonging to voice media.
Each QoS profile has one corresponding QoS Flow identifier (QFI) which is not included in the QoS profile itself.
The usage of a dynamically assigned 5QI for a QoS Flow requires in addition the signalling of the complete 5G QoS characteristics (described in clause 5.7.3) as part of the QoS profile.
When a standardized or pre-configured 5QI is used for a QoS Flow, some of the 5G QoS characteristics may be signalled as part of the QoS profile (as described in clause 5.7.3).
* * * * 3rd change * * * *
[bookmark: _Toc131516520]5.7.7	PDU Set QoS Parameters
[bookmark: _Toc131516521]5.7.7.1	General
PDU Set QoS Parameters are used to support PDU Set based QoS handling in the NG-RAN. The followings are the PDU Set specific QoS characteristics:
1.	PDU Set Delay Budget (PSDB).
2.	PDU Set Error Rate (PSER).
3.	PDU Set Integrated Handling Information (PSIHI).
Editor's note:	Usage of PSIHI is FFS.
[bookmark: _Hlk132619116]For a QoS Flow supporting PDU Set based QoS handling, tThe QoS Profile includes the PDU Set QoS Parameters described in this clause (see clause 5.7.1.2). The PCF determines the PDU Set QoS Parameters based on information provided by AF and/or local configuration. The PDU Set QoS parameters are sent to the SMF as part of PCC rule. The SMF sends them to NG-RAN as part of the QoS Profile. 
If the NG-RAN receives PDU Set QoS Parameters and supports them, it applies PDU Set QoS Parameters as described in this clause. 
[bookmark: _Toc131516522]Editor's note:	[XRM] The applicability and details of PDU Set handling in uplink direction is pending RAN WG's progress.
NOTE: The applicability and details of PDU set handling in uplink direction are defined in RAN specifications including TS 38.321[143], TS 38.331[28], and TS 38.300[27].
5.7.7.2	PDU Set Delay Budget
The PDU Set Delay Budget (PSDB) defines an upper bound for the delay that a PDU Set may experience for the transfer between the UE and the N6 termination point at the UPF, i.e. the duration between the reception time of the first PDU (at the N6 termination point for DL or the UE for UL) and the time when all PDUs of a PDU Set have been successfully received (at the UE for DL or N6 termination point for UL). PSDB applies to the DL PDU Set received by the PSA UPF over the N6 interface, and to the UL PDU Set sent by the UE.
NOTE:	To enable support for PSDB, it is required that a maximum inter arrival time between the first received PDU and the last received PDU of a PDU Set complies with SLA. This maximum inter arrival time does not exceed PSDB. NG-RAN behaviour when the SLA is not fulfilled is implementation specific and out of scope of this specification.
A QoS Flow is associated with only one PDU Set Delay Budget. The value of the PDU Set Delay Budget is the same in UL and DL. PSDB is an optional parameter that may be provided by the PCF. The provided PSDB can be used by the NG-RAN to support the configuration of scheduling and link layer functions.
When the PSDB is available, the PSDB supersedes the PDB for the given QoS Flow. 
Editor's note:	The need for AN PSDB and definition of AN PSDB is FFS.
[bookmark: _Toc131516523]5.7.7.3	PDU Set Error Rate
The PDU Set Error Rate (PSER) defines an upper bound for the rate of PDU Sets that have been processed by the sender of a link layer protocol (e.g. RLC in RAN of a 3GPP access) but that are not successfully delivered by the corresponding receiver to the upper layer (e.g. PDCP in RAN of a 3GPP access). Thus, the PSER defines an upper bound for a rate of non-congestion related PDU Set losses. The purpose of the PSER is to allow for appropriate link layer protocol configurations (e.g. RLC and HARQ in RAN of a 3GPP access).
NOTE 1:	In this Release, a PDU Set is considered as successfully delivered only when all PDUs of a PDU Set are delivered successfully. 
NOTE 2:	How RAN enforces PSER is up to RAN implementation.
A QoS Flow is associated with only one PDU Set Error Rate. PSER is an optional parameter. If the PSER is available, the usage of PSER supersedes the usage of PER. The value of the PDU Set Error Rate is the same in UL and DL.
Editor's note:	The PSER definition may be subject to change if RAN2 provides any feedback on that.
[bookmark: _Toc131516524]5.7.7.4	PDU Set Integrated Handling Information
The PDU Set Integrated Handling Information (PSIHI) indicates whether all PDUs of the PDU Set are needed for the usage of the PDU Set by the application layer in the receiver side. PSIHI is an optional parameter.
* * * * 4th change * * * *
5.8.2.4.2	Traffic Detection Information
The SMF controls the traffic detection at the UP function by providing detection information for every PDR.
For IPv4 or IPv6 or IPv4v6 PDU Session type, detection information is a combination of:
-	CN tunnel info.
-	Network instance.
-	QFI.
-	IP Packet Filter Set as defined in clause 5.7.6.2.
-	Application Identifier: The Application Identifier is an index to a set of application detection rules configured in UPF. 
For Ethernet PDU Session type, detection information is a combination of:
-	CN tunnel info.
-	Network instance.
-	QFI.
-	Ethernet Packet Filter Set as defined in clause 5.7.6.3.
In this Release of the specification for Unstructured PDU Session Type, the UPF does not perform-QoS Flow level traffic detection for QoS enforcement.
Traffic detection information sent by the SMF to the UPF for a PDU Session may be associated with Network instance for detection and routing of traffic over N6. In the case of IP PDU Session Type, Network Instances can, e.g., be used by the UPF for traffic detection and routing in the case of different IP domains or overlapping IP addresses. In the case of Ethernet PDU Session Type, different Network Instances can e.g. be configured in the UPF with different ways to handle the association between N6 and the PDU Sessions. 
Based on SMF instructions, UPF may identify the PDU Sets, according to the Protocol Description in PDR, to derive the PDU Set Information for DL traffics and send it to RAN via DL GTP-U header of each PDU identified as belonging to a PDU Set. The PDU Set Information, is described in clause 5.37.5. The PDU Set identification can be done by UPF implementation or by detecting RTP/SRTP header or payload. The details of the RTP/SRTP headers, header extensions and/or payloads used to identify PDU Sets are defined in TS 26.522 [X].
Editor’s Note: How to document the UPF derivation of the PDU Set Information from the RTP/SRTP header or payload is FFS in coordination with SA4.
* * * * 5th change * * * *
[bookmark: _Toc131516582][bookmark: _Toc131517023][bookmark: _Hlk130904402]5.8.5.3	Packet Detection Rule
The following table describes the Packet Detection Rule (PDR) containing information required to classify a packet arriving at the UPF. Every PDR is used to detect packets in a certain transmission direction, e.g. UL direction or DL direction.
Table 5.8.5.3-1: Attributes within Packet Detection Rule
	Attribute
	Description
	Comment

	N4 Session ID
	Identifies the N4 session associated to this PDR. NOTE 5.
	

	Rule ID
	Unique identifier to identify this rule.
	

	Precedence
	Determines the order, in which the detection information of all rules is applied.
	

	Packet 
	Source interface
	Contains the values "access side", "core side", "SMF", "N6-LAN", "5G VN internal".
	Combination of UE IP address (together with Network instance, if necessary), CN tunnel info,

	Detection
	UE IP address 
	One IPv4 address and/or one IPv6 prefix with prefix length (NOTE 3).
	packet filter set, application identifier, Ethernet PDU Session

	Information.
NOTE 4.
	Network instance (NOTE 1)
	Identifies the Network instance associated with the incoming packet.
	Information and QFI are used for traffic detection.
Source interface identifies the

	
	CN tunnel info
	CN tunnel info on N3, N9 interfaces, i.e. F-TEID.
	interface for incoming packets

	
	Packet Filter Set
	Details see clause 5.7.6.
	where the PDR applies, e.g. from access side (i.e. up-link),

	
	Application identifier
	
	from core side (i.e. down-link),

	
	QoS Flow ID
	Contains the value of 5QI or non-standardized QFI.
	from SMF, from N6-LAN (i.e. the

	
	Ethernet PDU Session Information
	Refers to all the (DL) Ethernet packets matching an Ethernet PDU session, as further described in clause 5.6.10.2 and in TS 29.244 [65].
	DN), or from "5G VN internal" (i.e. local switch).

	
	Framed Route Information
	Refers to Framed Routes defined in clause 5.6.14.
	Details like all the combination possibilities on N3, N9 interfaces are left for stage 3 decision.

	
	Protocol Description
	Indicates service protocol used by the flow (NOTE 8).
	

	Packet replication and detection carry on information
	Packet replication skip information NOTE 7
	Contains UE address indication or N19/N6 indication. If the packet matches the packet replication skip information, i.e. source address of the packet is the UE address or the packet has been received on the interface in the packet replication skip information, the UP function neither creates a copy of the packet nor applies the corresponding processing (i.e. FAR, QER, URR). Otherwise the UPF performs a copy and applies the corresponding processing (i.e. FAR, QER, URR).
	

	NOTE 6
	Carry on indication
	Instructs the UP function to continue the packet detection process, i.e. lookup of the other PDRs.
	

	Outer header removal
	Instructs the UP function to remove one or more outer header(s) (e.g. IP+UDP+GTP, IP + possibly UDP, VLAN tag), from the incoming packet.
	Any extension header shall be stored for this packet. 

	Forwarding Action Rule ID (NOTE 2)
	The Forwarding Action Rule ID identifies a forwarding action that has to be applied.
	

	Multi-Access Rule ID (NOTE 2)
	The Multi-Access Rule ID identifies an action to be applied for handling forwarding for a MA PDU Session.
	

	List of Usage Reporting Rule ID(s)
	Every Usage Reporting Rule ID identifies a measurement action that has to be applied.
	

	List of QoS Enforcement Rule ID(s)
	Every QoS Enforcement Rule ID identifies a QoS enforcement action that has to be applied.
	

	Protocol Description
	Indicates service protocol used by the flow e.g. H.264/RTP, SRTP (NOTE 8).
	

	NOTE 1:	Needed e.g. if:
	-	UPF supports multiple DNN with overlapping IP addresses;
	-	UPF is connected to other UPF or AN node in different IP domains.
	-	UPF "local switch", N6-based forwarding and N19 forwarding is used for different 5G LAN groups.
NOTE 2:	Either a FAR ID or a MAR ID is included, not both.
NOTE 3:	The SMF may provide an indication asking the UPF to allocate one IPv4 address and/or IPv6 prefix. When asking to provide an IPv6 Prefix the SMF provides also an IPv6 prefix length.
NOTE 4:	When in the architecture defined in clause 5.34, a PDR is sent over N16a from SMF to I-SMF, the Packet Detection Information may indicate that CN tunnel info is to be locally determined. This is further defined in clause 5.34.6.
NOTE 5:	In the architecture defined in clause 5.34, the rules exchanged between I-SMF and SMF are not associated with a N4 Session ID but are associated with a N16a association.
NOTE 6:	Needed in the case of support for broadcast/multicast traffic forwarding using packet replication with SMF-provided PDRs and FARs as described in clause 5.8.2.13.3.2.
NOTE 7:	Needed in the case of packet replication with SMF-provided PDRs and FARs as described in clause 5.8.2.13.3.2, to prevent UPF from sending the broadcast/multicast packets back to the source UE or source N19/N6.
NOTE 8:	Not for PDR matching. It mMay be provided when to assist PDU Set identification when PDU Set Identification marking applies to the PDR. See TS 26.522 [x]



* * * * 6th change * * * *
 5.37.5	PDU Set based QoS Handling
[bookmark: _Toc131517024]5.37.5.1	General
A PDU Set is comprised of one or more PDUs carrying an application layer payload such as, e.g. a video frame or video slice. The PDU Set based QoS handling by the NG-RAN is determined by PDU Set QoS parameters specified in clause 5.7.7 and PDU Set information provided by the PSA UPF as described in clause 5.37.5.2.
Editor's note:	The applicability and details of PDU Set handling in uplink direction is pending RAN WG's progress.
In addition to the PDU related service information, the AF may provide PDU Set related assistance information for dynamic PCC control. One or more of the following PDU Set related assistance information may be provided to the NEF/PCF using the AF session with required QoS procedures in clauses 4.15.6.6 and 4.15.6.6a of TS 23.502 [3].
-	PDU Set QoS parameters as described in clause 5.7.7
-	Protocol Description: Indicates protocol and payload type used by the service data flow.
AF provided PDU Set QoS Parameters and Protocol Description may be used in determining the QoS Profile by the PCF and identifying the PDU Set information by the PSA UPF.
Editor's note:	Whether a standardized S-NSSAI (SST) is defined for XRM or whether non-standardized S-NSSAI is used is FFS.

[bookmark: _Toc131517025]5.37.5.2	PDU Set Information and Identification
To support PDU Set based QoS handling, the PSA UPF identifies PDUs that belong to PDU Sets and determines the below PDU Set Information which it sends to the NG-RAN in the GTP-U header. The PDU Set information is used by the NG-RAN for PDU Set based QoS handling as described above.
The PDU Set Information comprises:
-	PDU Set Sequence Number.
-	Indication of End PDU of the PDU Set.
-	PDU Sequence Number within a PDU Set.
-	PDU Set Size in bytes.
-	PDU Set Importance, which identifies the relative importance of a PDU Set compared to other PDU Sets within a QoS Flow.
The NG-RAN may use the PDU Set Importance within a QoS Flow for PDU Set level packet discarding in presence of congestion.
Editor's note:	Whether and how PDU Set Importance can span across QoS Flows is FFS.
Editor's note:	The PDU Set Size is pending SA WG4 progress on SA WG4 5G_RTP WI. It is up to SA4 to decide whether PDU Set Size in an SA4 defined RTP header, extension header and/or payload is in bytes and whether the PDU Set Size in an SA WG4 defined RTP header, extension header and/or payload includes the RTP and/or IP overhead.
NOTE 2:	The PDU Set Information can be different for different PDU Sets within a QoS Flow.
The SMF instructs PSA UPF to perform PDU Set marking and may provide the PSA UPF the Protocol Description indicating the header, extension header (e.g. RTP/SRTP) and payload type (e.g. H.264) used by the service data flow. The Protocol Description may be received in the PCC rule, based on information provided by the AF or by PCF local policies as described in clause 5.37.5.1.
PSA UPF can identify the PDU Set Iinformation using the Protocol Description and the received RTP/SRTP headers or using implementation specific means. The details of the RTP/SRTP headers, header extensions and/or payloads used to identify PDU Set Information are defined in TS 26.522 [x].
Editor's note:	PDU Set Information in RTP/SRTP header, extension header and/or payload is pending SA WG4 progress on SA WG4 5G_RTP WI.
For each DL PDU received on N6 for which PDU Set based QoS handling is indicated from the SMF, the PSA UPF applies the rules for PDU Set identification and provides PDU Set Information which is available to the RAN in the GTP-U header.
* * * * End of changes * * * *

