3GPP TSG-WG SA2 Meeting #157	S2-2307646
Berlin, Germany, May 22 – 26, 2023	(revision of S2-2306388)

Title:	[DRAFT] Reply LS to SA2 on authorization for multi-path Scenario 2
Response to:	LS to SA2 on authorization for multi-path Scenario 2 (S2-2306321/R2-2304506)
Release:	Rel-18
Work Item:	NR_SL_relay_enh, 5G_ProSe_Ph2

Source:	SA2
To:	RAN2
Cc:	RAN3

Contact Person:	
Name:	LaeYoung Kim
E-mail Address:	laeyoung.kim@lge.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	


1. Overall Description:
SA2 would like to thank RAN2 regarding the LS on authorization for multi-path Scenario 2. 

SA2 discussed the following question asked by RAN2.

	RAN2 would like to check with SA2 whether multi-path transmission authorization and subscription function is required in Scenario 2 in the following cases:
· multi-path transmission authorization function for a UE acting as the remote UE in scenario 2
· multi-path transmission subscription function for a UE acting as the remote UE in scenario 2
· authorization function for a UE acting as the relay UE in scenario 2
· subscription function for a UE acting as the relay UE in scenario 2



As clause 6.6.1 of TS 23.304 describes as below, Service Authorization information provided to NG-RAN is to support PC5 radio resource control in NG-RAN.

	[bookmark: _Toc131159090]6.6	Procedures for Service Authorization to NG-RAN
[bookmark: _Toc19199147][bookmark: _Toc27821937][bookmark: _Toc36126292][bookmark: _Toc45012616][bookmark: _Toc51754042][bookmark: _Toc51754176][bookmark: _Toc51839003][bookmark: _Toc66692739][bookmark: _Toc66701921][bookmark: _Toc69883600][bookmark: _Toc73625627][bookmark: _Toc131159091]6.6.1	General
In order to support PC5 radio resource control in NG-RAN, ProSe service Authorisation information and PC5 QoS parameters for ProSe need to be made available in NG-RAN. This clause describes the corresponding procedures and aspects.



Based on the WID on NR_SL_relay_enh and RAN2 agreements related to Scenario 2, SA2's understanding is that in Scenario 2, not PC5 link but non-3GPP link (but not PC5 link) is used between a relay UE and a remote UE. , and SA2 has neither studied nor investigated this Scenario.

Therefore, SA2 would like to provide the following answer to the question from RAN2:

■ Multi-path transmission authorization and subscription function in for Scenario 2 for in all cases is out of SA2 scope.  SA2 assumes that the existing authorization and subscription function specified in TS 23.304 is for Scenario 1, so applicable for 5G ProSe-enabled Layer-2 Remote UE and 5G ProSe-enabled Layer-2 UE-to-Network Relay.


2. Actions:
To RAN2 group.
ACTION: 	SA2 kindly asks RAN2 to take above answer into consideration for further work.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting#158	August 21 – 25, 2023	Gothenburg, Sweden
TSG-SA2 Meeting#159	October 09 – 13, 2023	Xiamen, China
