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	Reason for change:
	Aspect#1:
S2-2303753 proposed to enable indoor/outdoor indication as an output of LMF. Therefore, it means NWDAF can also obtain this information from GMLC. It is proposed to add this parameter in section 6.2.12.1 general description part.
Aspect#2:
S2-2303372 (got updates in S2-2305587 in SA2#156e) proposed to enable NWDAF to request aggregated report for a single UE. It requires the NWDAF provides a reporting time as the latest time for reporting. However, TS23.288 also needs to emphasize this part for easier location info retrieval by NWDAF from GMLC.

Aspect#3:
Besides, it is also proposed to resolve the EN, 
Editor's note:	Based on which analytics ID that NWDAF determines to obtain UE location from LCS system will be added in the future.
Analytics IDs that utilize finer granularity location information are:
· 6.7.2 UE mobility analytics
· 6.9 QoS sustainability analytics
· 6.17 LCS accuracy analytics
· 6.19 Relative proximity analytics
· 6.x Traffic flow analytics (name subjects to modification, agreed in S2-2306105 in SA2#156e)
Among which, 
· 6.9 QoS sustainability analytics requires the Location information in Analytics filter information to be finer granularity area instead of TA/cell defined AoI.
· 6.17 LCS accuracy analytics collects input data from GMLC for the pre-training model, which has no dependency on NWDAF consumer input data
· 6.7.2 UE mobility analytics and 6.x traffic flow analytics both require preferred granularity of location as below cell level in Analytics reporting information.
· 6.19 relative proximity analytics mainly depends on the analytics ID to determine from where to fetch UE location.
Therefore, it is proposed to make above analytics ID as examples and delete the EN.
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[bookmark: _Toc131158391][bookmark: _Toc114572098]6.2.12	Data Collection from LCS system
[bookmark: _Toc131158392]6.2.12.1	General
The NWDAF may collect location information for a target UE or a group of target UEs from LCS system. The collected location related information can include:
‐	Location estimate of the UE;
-	Time stamp of location estimate;
-	Velocity of the UE as defined in TS 23.032 [34];
-	Information about the positioning method used to obtain the location estimate of the UE;
-	Indication of Indoor/Outdoor for the location estimate 
-	Indication of area event, when UE enters, is within or leaves the Geographical area;
-	Indication of motion event when UE moves by more than some predefined straight line distance from a previous location.
NOTE:	The location information that can be retrieved is defined within the location service response in clause 5.5 of TS 23.273 [39].
NWDAF shall use Ngmlc service as defined in TS 23.273 [39] to have access to the information provided by LCS system. Only Mobile Terminated Location Request (MT-LR) is supported, including both Immediate Location Request and Deferred Location Request.
NWDAF may determine to query LCS system instead of AMF to obtain UE's location information based on the following attributes as received from NWDAF consumer:
-	analytics ID (e.g. QoS sustainability analytics, LCS accuracy analytics, relative proximity analytics, UE traffic analytics);
Editor's note:	Based on which analytics ID that NWDAF determines to obtain UE location from LCS system will be added in the future.
-	Preferred granularity of location information.
[bookmark: _Toc131158393]6.2.12.2	Procedure for data collection from LCS system
The interactions between NWDAF and LCS system for data collection are illustrated in Figure 6.2.12.2-1. The data collected depends on the use cases. This figure is an abstraction of how NWDAF collects location information from LCS system. The actual procedures that NWDAF may use are as follows:
-	For a target UE, both 5GC-MT-LR procedure for the commercial location service as specified in clause 6.1.2 and deferred 5GC-MT-LR procedure as specified in clause 6.3 of TS 23.273 [39] can be utilized;
-	For a group of target UEs, bulk operation of LCS Service Request Targeting to Multiple UEs as specified in clause 6.8 of TS 23.273 [39] can be utilized.


Figure 6.2.12.2-1: Data collection from LCS system
1.	NWDAF requests the location related information from GMLC about a target UE (that may be identified by a SUPI) or a group of target UEs (identified by a group ID). The NWDAF can also request an aggregated report of UE location related information from GMLC about a target UE. 
2.	GMLC interacts within LCS system to obtain the UE's location information. If privacy verification is required, GLMC will interact with UE before sending the location information to NWDAF.
3.1	If it is Immediate Location Request, GMLC sends the location service response including the location estimate to the NWDAF.
3.2	If it is Deferred Location Request, GMLC sends the location service response including the indication of event occurrence to the NWDAF.
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