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**** First Change ****

AC.3	IMS Data Channel Service Subscription
[bookmark: _Hlk134431730]Service Subscriptionbers for entitled to use IMS Data Channel shall be an extension allocated into the  HSS a Data Channel service profile in HSS. The Data Channel subscription information shall be used by the IMS AS during IMS session initiation or update to check whether subscribers are allowed to use DC media.  IMS AS  third-Party Registration.
IMS AS Service specific data (e.g. MMTel) is enhanced with DC specific service data and optionally stored in HSS repository data and retrieved by IMS AS using N71 interface.
DCSF service specific data is used by DCSF for data channel management. This data may optionally be stored in HSS repository data using N72 interface.
The Data Channel subscription information contains the following data:
-	An indication whether the subscriber is authorized to use Data Channel service.
-	Optionally, a list of subscribed Data Channel applications or a Data Channel application profile ID. The list may contain per subscribed application the binding information as described in clause AC.5.
NOTE:	The Data Channel application profile ID, if present, can be used in the DCSF to select the Data Channel applications the subscriber is authorized to use.
Editor's note:	The exact nature of the Data Channel Service profile, and how it is used is FFS.
Editor's note:	It is FFS whether the Data Channel service profile is downloaded to the S-CSCF during initial IMS Registration or from the IMS AS via N71/Sh.
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