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	[bookmark: _Hlk134704291]The indication of "emergency" RRC Establishment in the RRC message from the L2 Remote UE is added.

	
	

	Consequences if not approved:
	Missing Remote UE requirement for emergency service. 

	
	

	Clauses affected:
	5.4.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






[bookmark: _Toc20204194][bookmark: _Toc27894883][bookmark: _Toc36191961][bookmark: _Toc45193051][bookmark: _Toc47592683][bookmark: _Toc51834770][bookmark: _Toc122443414]***** First Change *****
[bookmark: _Toc131158933][bookmark: _Toc131528023][bookmark: _Toc20204166][bookmark: _Toc27894854][bookmark: _Toc36191929][bookmark: _Toc45193019][bookmark: _Toc47592651][bookmark: _Toc51834738][bookmark: _Toc122443382]5.4.4.2	Emergency service from 5G ProSe Remote UE via via 5G ProSe Layer-2 UE-to-Network Relay
[bookmark: _Hlk134695493]For a 5G ProSe Layer-2 UE-to-Network Relay to advertise its support of emergency service, the serving NG-RAN support of emergency services is required as the 5G ProSe Layer-2 Remote UE may select a different PLMN from the Layer-2 Relay.
When establishing RRC connection for emergency services, the 5G ProSe Layer-2 Remote UE shall set the RRC Establishment Cause to "emergency". 

