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1	Overall description
SA2 thanks CT3 for their LS on API enhancement for GMEC services and AIMLsys services. SA2 would like to provide the following reply. 
Question 1: Whether SA2 is planning to merge these two APIs into a single one?
SA2 reply: During the SA2 discussions, the consideration of merging the two APIs, namely Nnef_AFRequestForQoS and Nnef_MultiMemberAFsessionWithQoS, into the Nnef_AFsessionWithQoS was thoroughly discussed. SA2 concluded that due to the considerable differences in the procedures, required functionalities and targeted scenarios, the two APIs will remain separate. Nevertheless, recognizing that there are certain commonalities between Nnef_MultiMemberAFsessionWithQoS and the Nnef_AFsessionWithQoS, it was agreed to consolidate the Nnef_MultiMemberAFsessionWithQoS into the Nnef_AFsessionWithQoS service API. 
Question 2: What is the common part and/or difference between the Nnef_AFRequestForQoS service API and the Nnef_MultiMemberAFsessionWithQoS service API?
SA2 reply: Both APIs share the common part in terms of QoS requirements and QoS monitoring. However, the primary distinction between them is that the Nnef_AFRequestForQoS is specifically created for a UE identified by a GPSI or a group identified by a group ID, while the Nnef_MultiMemberAFsessionWithQoS is designed to support a list of UEs identified by their IP addresses. Another noticeable difference is that Nnef_AFRequestForQoS relies on TSCTSF or UDR to resolve the group ID or store the AF request thus to support applying the AF request for both the on-going PDU Sessions and the future PDU Sessions in compliance with specific temporal invalidity condition. MultiMemberAFsessionWithQoS, on the other hand, counts on NEF to convert the AF request into multiple Nnef_AFsessionwithQoS requests to be forwarded to each of the UE's serving PCF. It would be also worth mentioning that MultiMemberAFsessionWithQoS offers a novel mechanism for monitoring a consolidated data rate where NEF notifies the AF only when the aggregated data rate of the currently active UEs exceeds the designated threshold.
2	Actions
To CT3: 
ACTION: 	3GPP SA2 kindly asks CT3 to take the above information into consideration. 

3	Dates of next TSG SA WG 2 meetings
SA2#158	21 – 28 Aug, 2023	Goteborg, Sweden
SA2#159	09 – 13 Oct, 2023		Xiamen, China

