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1. Introduction/Discussion
There is an overlap of steps described in this clause and the referred clause in TS 23.273. This paper proposes to remove the overlapping steps and add enhance the delta description instead.
Also 
Aligning headers of the sub-clauses.
2. Text Proposal
It is proposed to capture the following changes in TS 23.586.
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Figure 6.5.1.1-1: MO-LR procedure for UE with NAS connection using SL positioning
1.	If the UE is in CM-IDLE state, UE instigates the UE triggered Service Request as defined in clause 4.2.3.2 of TS 23.502 [3] in order to establish a NAS signalling connection with the AMF.
2.	The UE sends an MO-LR Request message included in a UL NAS TRANSPORT message specified in step 2 clause 6.2 in TS 23.273 [8]. UE may include indication that SL positioning is requested.
3.	The AMF selects an LMF as described in TS 23.273 [8] clause 5.1.
4.	The AMF invokes the Nlmf_Location_DetermineLocation service operation towards the LMF as specified in TS 23.273 [8].
5.	The LMF invokes the Namf_Communication_N1N2MessageTransfer service operation towards the AMF to request the transfer of a Downlink (DL) Positioning message to the UE. The DL Positioning message may include a list of candidate Located UE(s) as assistance data if SL positioning is requested in MO-LR request in step 2.
6.	The AMF forwards the Downlink Positioning message to the UE in a DL NAS TRANSPORT message. The AMF includes a Routing identifier.
7.	UE can trigger 5G-MO-LR and the LMF determines that SL positioning will be used to determine the absolute location of the UE as specified in 5G-MO-LR procedure using SL positioning in clause 6.x.2 of TS 23.273[8] or the UE can trigger SL-MO-LR procedure defined in clause 6.x.1 of TS 23.273 [8] is performed with the following adaptations:
-	UE1 is the Target UE, and UE2/…/UEn is the Llocated UE and/or SL Reference UE.
-	It is indicated in step 8 that location calculation assistance by the network is needed and absolute location is requestedired.
-	A list of candidate Located UE(s) may be included in the assistance information in step 13.
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6.5.1.2	5GC-MT-LR Procedure for Network based SL Positioning for UE with NAS connection using SL positioning
5G-SL-MT-LR using SL positioning procedure as defined in clause 6.xy.5 of TS 23.273 [8] is performed with the following adaptations:
-	UE1 is the Target UE, and UE2/…/UEn is the Located UE.
-	The LMF performs the It is indicated in step 1 that absolute location estimationis required.

* * * * End of changes* * * *
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