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**** First Change ****


[bookmark: _Toc131154732]AC.7.X	Mr’/Cr Procedure
To enable the use of MRF as media resource function for IMS DC, there is a need to map the MF MRM SBI services, operations, and attributes to Mr’/Cr requests and responses.  Table AC.7.X-1 defines a high level mapping between  MF MRM SBI services, operation and  Mr’/Cr Requests:
Table AC.7.X-1: MF MRM SBI service operations mapping to Mr’/Cr
	Nmf_MediaResourceManagement (MRM) service operation name
	Source
	Destination
	Mr’/Cr Request

	Nmf_MRM_Create
(create one media context including one media termination)
	IMS AS
	MRFC
	INVITE <media context service information> 


	Nmf_MRM_Update 
(add new media termination to existing media context with one or multiple media streams)
	IMS AS
	MRFC
	INVITE <media context service information>

	Nmf_MRM_Update
(modifying the ‘DC Media Specification’ data of one or multiple media streams of a media termination)
	IMS AS
	MRFC
	INFO 

	Nmf_MRM_Update
(add/update/delete media stream of an existing media termination)
	IMS AS
	MRFC
	reINVITE 

	Nnf_MRM_Delete
(media context delete)
	IMS AS
	MRFC
	BYE 




**** End of Changes ****
