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[bookmark: _Toc131157715]* * * First Change * * * *
6.18.3	Modification of User Plane Connection between UE and LMF
The figure 6.18.3-1 shows how a secure user plane connection between UE and LMF is modified. The flow describes change of LMF but applies also when source and target LMF is the same. The procedure can also be used to terminate the user plane connection to Source LMF not selecting any Target LMF.



Figure 6.18.3-1: Connection modification between UE and LMFs
1a.	[Conditional] The LMF discovers a need to change LMF or re-establish the user plane connection between UE and LMF. The LMF sends an Nlmf_Location_UPNotify message that includes user plane information and indicates the reason for modification. The address of the AMF was provided to LMF as a "Notification Target Address" in latest Nlmf_Location_UPConfig message or Nlmf_Location_UPNotify Subscribe message.
NOTE:	The LMF change procedure is independent from the SSC mode of the PDU Session with dedicated DNN used for positioning. For SSC mode 2/3, PSA UPF connection with the LMF can be relocated with UE movement and LMF can discover the need to change LMF to reduce the user plane path latency.
1b.	[Conditional] AMF based on LMF indications need to reselect an LMF used for user plane positioing. LMF needs to be capable to establish a user plane session for positioning with the UE. Further at AMF relocation the target AMF needs to inform the LMF of the AMF change.
[bookmark: OLE_LINK14]2.	[Conditional] If LMF reselection has occurred, AMF sends an Nsmf_PDUSession_Update_SMContext Request to inform SMF of the change of LMF. SMF determines whether UPF relocation needs to be performed based on the information of target LMF and the preconfigured information, and send an Nsmf_PDUSession_Update_SMContext Response to AMF.
23.	[Conditional] If AMF reallocation has occurred, this step step is skipped. Otherwise, steps steps 3-8 of figure Figure 6.18.2-1 are performed between AMF, UE, UPF, and Target LMF with addition that UE also terminate connection to Source LMF. If UPF relocation has occurred in step 2, the relocated UPF shall be used.
34.	The AMF sends an Nlmf_Location_UPConfig Request towards the source LMF. The message may include a request for the Source LMF to terminate a specific user plane connection to the UE and the Target LMF. Alternatively, it may include information about AMF reallocation.
45-56.[Conditional] The source LMF may invoke an Nlmf_Location_LocationContextTransfer Request service operation towards the target LMF to provide the current location context of the UE, if there is periodic and triggered UE location events report context. The target LMF informs source LMF of the location context transfer operation results.
67.	[Conditional] If the user plane connection to source LMF is still active, the source LMF terminates the connection to the UE.
78.	The LMF sends Nlmf_Location_UPConfig Response message to AMF to confirm connection termination or acknowledge change of AMF.
* * * End of Changes * * * *
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