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	Reason for change:
	As concluded in TR 23.700-88, PIN ID needs to be supported by 5G.

	
	

	Summary of change:
	Add a new clause to describe identifers for PIN.

The 5G System already supports group identification and group membership management through External Group ID and Internal Group ID.

A PIN also has exactly the same requirements that can be already fullfilled using this group management feature.

It is proposed that a PIN is identified externally by a PIN ID.

It is also proposed that External Group ID and Internal Group ID is used to identify and manage the PEGC UEs that are part of a PIN.

	
	

	Consequences if not approved:
	It is not clear how the PIN is identified and how the PEGCs that are part of a PIN are managed in 5GC
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	This CR's revision history:
	Updates in rev6:
· Clause title is changed to “Identifiers for PIN”
· It is clarified that “A PIN is managed at the PIN application layer”
· It is clarified that “In 5GS a PIN ID is only used in the traffic descriptor of URSP rules, for routing traffic of specific PIN towards a dedicated (DNN, S-NSSAI) combination”
· 
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A PIN is managed at the PIN application layer. In 5GS a PIN ID is only used in the traffic descriptor of URSP rules, for routing traffic of specific PIN towards a dedicated (DNN, S-NSSAI) combination. If a PIN contains more than one PEGCs, the list of PEGCs may be grouped together following the 5G VN group management principles as specified in clause 5.29.2. Then the PEGCs of a PIN can be identified by an External Group ID by the AF for PIN. The AF for PIN may use the External Group ID to manage the list of PEGC that are part of a PIN and for providing URSP guidance and/or QoS requests applicable to all the PEGC UEs.
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