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1. Overall Description:
SA2 thanks RAN3 reply and question for UP based QNC exposure and data rate exposure.
SA2 has reached the consensus that to remove the data rate exposure description in Rel-18 specification.
For UP based QNC, SA2 have some discussion and reached the consensus as below:
	- The QNC in UP based QNC is intent for the Notification Control without Alternative QoS Profiles (TS 23.501 5.7.2.4.1a). The QNC for alternative QoS profiles are not supported.
- The delay for QNC exposure through UP is smaller than delay for QNC exposure through CP. Therefore the QNC information for GBR flows can be sent to AF in low latency, which can help AF adjust the DL packet data rate in time.
-Out of sequence delivery is not a problem for UP based QNC exposure.	
Please check the attached S2-230xxxx which has been approved in SA2 to support the UP based QNC.

One more thing, SA2 has already decided to support ECN marking for L4S to expose the congestion information in Rel-18 as described in TS 23.501(v18.1.0) clause 5.37.3 as well as the S2-230xxx. SA2 would like to ask RAN3 work to support this feature.

2. Actions:
To RAN3 group:
ACTION: 	SA2 respectfully asks RAN3 to take the above information into consideration, and provide feedback if needed.

3. Date of Next TSG-SA2 Meeting:
SA2#158	from 2023-08-21	to 2023-08-25		Goteborg
SA2#159	from 2023-10-09	to 2023-10-13		Xiamen




