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	Reason for change:
	In TS 23.273, as described in clause 6.12.2, for the procedure of cancellation of reporting of location events by an AF, an NF or External LCS Client or GMLC in clause 6.3.3,the user plane connection to the LCS Client or AF shall be released during the cancellation process if a user plane connection is used. As described in clause 5.10, the position messages can be routed to an established PDU Session or can trigger the establishment of a new PDU Session, to enable the release of user plane connection, the PDU session release/modification shall be added to the reporting cancellation procedures and performed according to whether the LCS Service use an established PDU Session or trigger the establishment of a new PDU Session. 
When the UE receives a location cancellation request from AMF, the resources may still be transferred via the user plane connection. To ensure the integrity of the resources transferred via the user plane connection, UE shall defer the request to release the user plane connection.

	
	

	Summary of change:
	Add a timer to the procedure of the cancellation of reporting of location events with a user plane connection. After receiving the Cancel Location request from AMF, UE initiates a deferred timer and release the user plane connection after the time expires instead of initiating a user plane connection release immediately. PDU session release/modification will be performed according to whether the LCS Service use an established PDU Session or trigger the establishment of a new PDU Session.

	
	

	Consequences if not approved:
	When the UE receives a location cancellation request from AMF, how the user plane connection be released will be unclear. And as the resources may still be transferred via the user plane connection, UE release the user plane connection immediately will cause interruptions of the transfer of resources. 
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[bookmark: _Toc517082226]* * * * First change * * * *

[bookmark: _Toc131157705]6.16.2	Cancellation of Reporting of Location Events with a User Plane Connection
A UE may cancel a deferred 5GC-MT-LR procedure for periodic, or triggered location events where a user plane connection is used by the following the procedure defined in clause 6.3.2. After the UE receives the acknowledgment of the cancellation at step 6 in clause 6.3.2, the UE shall release the user plane connection to the LCS Client or AF if the LCS Client or AF has not yet initiated release of the user plane connection.
An AF or External LCS Client or a GMLC may cancel a deferred 5GC-MT-LR procedure for periodic or triggered location where a user plane connection is used by the following the procedure defined in clause 6.3.3. After the UE has returned the acknowledgment of the cancellation at step 9 in clause 6.3.3, the UE shall release the user plane connection to the LCS Client or AF if the LCS Client or AF has not yet initiated release of the user plane connection. After receiving the Cancel Location request from AMF in step 8, UE initiates a deferred timer and release the user plane connection after the time expires. If the LCS Service uses a dedicated PDU session, the UE requests to release the PDU session. If the LCS Service reuses the existing PDU session of another service, the UE requests to modify the PDU session. 
* * * * End of changes * * * *


