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1. Overall Description:
SA2 thanks RAN3 for their LS (R3-232169) on RAN information exposure for XRM. In the LS, RAN3 asked SA2 to clarify the following issues:
· UP based QNC may not be able to support reporting alternative QoS parameters.
· Even in UP based QNC, QNC reporting delay is also possible, e.g. due to the hysteresis before determining the QNC result, and the delay depends on RAN’s implementation.
· UP based QNC is on top of GTP-U/UDP which may cause out of sequence delivery.
After discussion, SA2 would like to provide the following clarification corresponding to the above issues:
-	In this release, SA2 decides not to report the alternative QoS parameter for UP based QNC.
- the purpose of UP based QNC is to reduce the reporting latency to AF after RAN determining the QNC, the control plane function in 5GC usually deployed in a central location which could have a long CP path introducing high latency, comparing to the CP based QNC, the local UP path could reduce the latency from 5GC side.
- SA2 thinks that the case out of sequence should be rare, and  even the out of sequence delivery could happen, it can be solved by RAN3 in some way.


2. Actions:
To RAN3 group.
ACTION: 	SA2 kindly asks RAN3 to take the above into account.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #158		August 21 – 25, 2023			Goteborg, SE
TSG-SA2 Meeting #159		October 09 – 13, 2023			Xiamen, CN

