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********** 1st Change **********
[bookmark: _Toc20204427][bookmark: _Toc27895126][bookmark: _Toc36192223][bookmark: _Toc45193336][bookmark: _Toc47592968][bookmark: _Toc51835055][bookmark: _Toc131528428]5.2.2.5.2	Namf_Location_ProvidePositioningInfo service operation
Service operation name: Namf_Location_ProvidePositioningInfo
Description: Provides UE positioning information to the consumer NF.
Input, Required: UE Identification (SUPI or PEI), Client Type.
Input, Optional: required Location QoS instance(s), Supported GAD shapes, UE Privacy Requirements, LCS Client Identification, Deferred location type, Deferred location parameters, Notification Target address, Notification Correlation ID, Scheduled Location Time, service type, LMF ID, UE unaware indication, request for user plane reporting to an LCS Client or AF, user plane address of an LCS Client or AF, user plane security information for an LCS Client or AF, cumulative event report timer, maximum number of user plane event reports to an LCS Client or AF.
Output, Required: Success/Failure indication
Output, Optional: Geodetic Location, Local Location including Coordinate ID, Civic Location, Indoor/Outdoor indication, Position Methods Used, Failure Cause, achieved Location QoS Accuracy.
See steps 4 and 10 of clause 6.1.1, steps 5, 14, 18 and 22 of clause 6.1.2 and steps 5 and 6 of clause 6.3.1 in TS 23.273 [51], for examples of usage of this service operation.
[bookmark: _Toc20204428][bookmark: _Toc27895127][bookmark: _Toc36192224][bookmark: _Toc45193337][bookmark: _Toc47592969][bookmark: _Toc51835056][bookmark: _Toc131528429]5.2.2.5.3	Namf_Location_EventNotify service operation
Service operation name: Namf_Location_EventNotify
Description: Provides UE location related event information related to emergency sessions or deferred location to the consumer NF.
Input, Required: Type of location related event (e.g. emergency session initiation, deferred location for the UE available event, activation of location for periodic or triggered location, mobility of a target UE to a new AMF or MME for a deferred location), UE Identification (SUPI or PEI).
Input, Optional: GPSI, Geodetic Location, Local Location including Coordinate ID, Civic Location, Indoor/Outdoor indication, Position methods used, Notification Target address, Notification Correlation ID, address of a new AMF or MME or MSC server Identity for 5G-SRVCC as specified in TS 23.216 [81], achieved Location QoS Accuracy.
Output, Required: None.
Output, Optional: None.
See steps 5 and 8 of clause 6.10.1 and step 19 of clause 6.3.1 in TS 23.273 [51] and clause 6.5.4 of TS 23.216 [81] for examples of usage of this service operation.
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