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[bookmark: _Toc493487903]FIRST CHANGE
[bookmark: _Toc131155008]
5.1	General architecture
Figure 5.1-1 depicts the MBS reference architecture. Service-based interfaces are used within the Control Plane. Support for interworking at reference points xMB and MB2 is described in Annex C.



Figure 5.1-1: 5G System architecture for Multicast and Broadcast Service.	Comment by Ericsson: Remove Nmb10 as it is pure control plane
Add Nmb14
NOTE 1:	The MBSF is optional and may be collocated with the NEF or AF/AS, and the MBSTF is an optional network function.
NOTE 2:	The existing service-based interfaces of Nnrf, Nudm, and Nsmf are enhanced to support MBS. The existing service-based interfaces of Npcf and Nnef are enhanced to support MBS.
NOTE 3:	A MBS-enabled AF uses either Nmbsf or Nnef to interact with the MBSF.
Figure 5.1-2 depicts the 5G system architecture for MBS using the reference point representation.



Figure 5.1-2: 5G System architecture for Multicast and Broadcast Service in reference point representation.
NOTE 4:	The existing reference points of N1, N2, N4, N5, N10, N11, N30 and N33 are enhanced to support MBS.
NOTE 5:	Regarding the functionalities, Nmb13, N29mb and Nmb1 are identical, Nmb5 and Nmb10 are identical, Nmb9 and N6mb are identical.

Next CHANGE

[bookmark: _Toc131155012]5.3.1	Reference point
The 5G System Architecture for MBS contains the following new reference points:
N3mb:	Reference point between the RAN and the MB-UPF.
N4mb:	Reference point between the MB-SMF and the MB-UPF.
N6mb:	Reference point between the MB-UPF and the AF/AS.
N7mb:	Reference point between the MB-SMF and the PCF.
N11mb:	Reference point between the AMF and the MB-SMF.
N16mb:	Reference point between the SMF and the MB-SMF.
N19mb:	Reference Point between the UPF and the MB-UPF.
N29mb:	Reference point between the MB-SMF and the NEF.
Nmb1:	Reference point between the MB-SMF and the MBSF.
Nmb2:	Reference point between the MBSF and the MBSTF.
Nmb5:	Reference point between the MBSF and the NEF.
Nmb8:	Reference point between the MBSTF and the AF.
Nmb9:	Reference point between the MB-UPF and the MBSTF.
Nmb10:	Reference point between the MBSF and the AF.
Nmb12:	Reference point between the MBSF and the PCF.
Nmb13:	Reference point between the MB-SMF and the AF.
Nmb14:	Reference point between the NEF and the MBSTF.
[bookmark: _Toc70079021]5G System Architecture for MBS reuses the existing reference points of N1, N2, N4, N10, N11, N30 and N33 with enhancement to support MBS.

END OF CHANGES
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