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[bookmark: _Toc493487903]FIRST CHANGE
[bookmark: _Toc131528666]

Next CHANGE

[bookmark: _Toc131528663]5.2.6.25.5	Nnef_TimeSynchronization_ConfigUpdateNotify operation
Service operation name: Nnef_TimeSynchronization_ConfigUpdateNotify
Description: Forward the notification for the time synchronization configuration or (g)PTP time distribution status change. When the NEF receives a notification of a change corresponding to a time synchronization configuration or (g)PTP time distribution status from the TSCTSF, it forwards the notification by invoking a Nnef_TimeSynchronization_ConfigUpdateNotify service operation to the NF consumer(s) that has subscribed for the event. The event parameters are described in Table 5.2.27.2.5-1.
Known NF Service Consumers: AF.
Inputs, Required: As specified in clause 5.2.27.5.2.
Inputs, Optional: As specified in clause 5.2.27.5.2.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

Next CHANGE

[bookmark: _Toc36192208][bookmark: _Toc45193321][bookmark: _Toc47592953][bookmark: _Toc51835040][bookmark: _Toc131528409]5.2.2.2.17	Namf_Communication_NonUeN2MessageTransfer service operation	Comment by zte-v3: This clause is covered by Nokia 23.502 CR
Service operation name: Namf_Communication_NonUeN2MessageTransfer
Description: NF Service Consumer requests to transfer a non-UE specific message to NG-RAN node(s) via N2.
Input, Required: N2 Message Container.
Input, Optional: TAI List, RAT Selector (ng-eNB or gNB), Global RAN Node List, Send Write-Replace-Warning-Indication, Send Stop-Warning-Indication.
Output, Required: N2 Information Transfer Result.
Output, Optional: PWS Result Data.
PWS Result Data is included when parts of a PWS received message have not been comprehended or were missing, or if the message contained logical errors. It may contain the Unknown Tracking Area List which may be present in the associated PWS response message.

Next CHANGE

[bookmark: _Toc36192209][bookmark: _Toc45193322][bookmark: _Toc47592954][bookmark: _Toc51835041][bookmark: _Toc131528410]5.2.2.2.18	Namf_Communication_NonUeN2InfoSubscribe service operation
Service operation name: Namf_Communication_NonUeN2InfoSubscribe
Description: The NF Service Consumer invokes this service operation to subscribe to the delivery of non-UE specific information from the NG-RAN node sent via N2 to the AMF.
Input, Required: NF Service Consumer ID, N2 information type to be subscribed.
Input, Optional: NoneTiming synchronization status reporting indication.
Output, Required: None.
Output, Optional: None.
[bookmark: _Toc36192210][bookmark: _Toc45193323][bookmark: _Toc47592955][bookmark: _Toc51835042][bookmark: _Toc131528411]
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