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	SL Positioning Client UE is not assumed to support Ranging/Sidelink positioning capability, so there’s no RSPP layer on the SL Positioning Client UE, hence, the service request is handled on the Application layer.
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	Clarifies that the Ranging/SL Positioning service request/response from/to SL Positioning Client UE is handled at Application layer.
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For Ranging/SL Positioning service exposure to a UE through PC5 in the following way:
-	SL Positioning Client UE discovers one of the two or more UEs described in clause 5.6.1, e.g. the SL Reference UE(s) or Target UE(s), using the Ranging/SL Positioning application specific Application Layer IDs;
-	SL Positioning Client UE invokes the Ranging/SL Positioning service request to the discovered UE, e.g. SL Reference UE/Target UE, with the attributes described in clause 5.6.1. This request includes in the User Info field the Application Layer ID of the SL Positioning Client UE, and the SL Reference UE(s) and Target UE(s). The Ranging/SL Positioning service request/response is conveyed by PC5-U and handled in the Ranging/SL PositioningApplication layer. The signalling is handled as application layer traffic by V2X layer or 5G ProSe layer.
-	The UE providing the exposure service triggers the authorization of SL Positioning Client UE for the Ranging/SL Positioning service invocation, performs the Ranging/SL positioning control between Reference UE and Target UE (as defined in clause 5.3), and returns the Ranging/SL positioning result to SL Positioning Client UE.
Editor's note:	Privacy handling on Ranging /SL Positioning service exposure through PC5 will be aligned with SA WG3.
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