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	Reason for change:
	The NOTE in agreed CR4287R6 is missed in the implementation of clause 5.44.4 “Identifiers for PIN” in 23.501 v18.2.2. 

Although the PIN ID is transparent to 5GC, but it shall be unique in a PLMN, otherwise different PIN configuration with same PIN ID may occur in URSP, which cause URSP configuration conflict. In order to make the PIN ID unique, if the PIN ID is pre-configured by PLMN, the operator shall make sure it is unique in the PLMN, if the PIN ID is provided by AF, the AF can use format of “unique string in AF+AF domain/ID” to make the PIN ID unique in the PLMN.

	
	

	Summary of change:
	1. Add the missing NOTE back and clarify that the “application layer ID” is as the string part of the PIN ID.
2. Add the content of the PIN ID that make it unique in a PLMN
3. Editorally change “PEGC UEs” to “PEGCs”

	
	

	Consequences if not approved:
	PIN ID may not be unique in a PLMN and cause conflict in URSP configuration
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[bookmark: _Toc138309733]5.44.4	Identifiers for PIN
A PIN is managed at the PIN application layer. In 5GS, a PIN ID is only used in the traffic descriptor of URSP rules, for routing traffic of specific PIN towards a dedicated (DNN, S-NSSAI) combination. 
The PIN ID is unique in a PLMN, and consists of the following parts:
a.	A string that is unique in the PLMN, or unique in an AF who assigned the PIN ID.
b.	In case the PIN ID is assigned by an AF, a domain name or AF ID of the AF.
NOTE:	The PIN ID provided by AF for PIN uses a value of application layer ID as the string.
If a PIN contains more than one PEGCs, the list of PEGCs may be grouped together following the 5G VN group management principles as specified in clause 5.29.2. Then the PEGCs of a PIN can be identified by an External Group ID by the AF for PIN. The AF for PIN may use the External Group ID to manage the list of PEGC that are part of a PIN and for providing URSP guidance and/or QoS requests applicable to all the PEGCs UEs.
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