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	Reason for change:
	In SA2#156E meeting, the data key of MBS Session Assistance Information in parameter provisioning is left open (see excerpt below from Table 5.2.3.6.1-2) as stage 3 input is required.
Table 5.2.3.6.1-2: Parameter Provision data types keys
	Parameter Provision Data Types
	Data Key
	Data Sub Key

	…
	…
	

	MBS Session Assistance Information
	(NOTE)
	

	…
	..
	

	NOTE:	The MBS session ID and GPSI(s) for one MBS session are provisioned in one message to the UDM.



Stage 3 CR C4-232640 (TS29.503 CR1079) is agreed in CT4#116, which propose to adopt external group ID as the data key.
With the above, the table note is not needed.
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This service is for allowing NEF to provision of information which can be used for the UE in 5GS.
Parameter Provision data types used in the Nudm_ParameterProvision Service are defined in Table 5.2.3.6.1-1 below.
Table 5.2.3.6.1-1: Parameter Provision data types
	Parameter Provision data type
	Description

	Expected UE Behaviour parameters
	See clause 4.15.6.3

	Network Configuration parameters
	See clause 4.15.6.3a

	5G VN group configuration data
	5G VN Group Data and 5G VN Group membership management parameters for the 5G VN Group. See clause 4.15.6.3b and clause 4.15.6.3c.

	Location Privacy Indication parameters
	Location Privacy Indication parameters of the "LCS privacy" Data Subset of the Subscription Data.
See clause 5.2.3.3.1 and clause 7.1 of TS 23.273 [51].

	Enhanced Coverage Restriction Information
	See clause 4.27.1 and clause 5.31.12 of TS 23.501 [2].

	ECS Address Configuration Information
	See clause 4.15.6.3d.

	Multicast MBS group membership management parameters
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Authorization information
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Assistance Information
	See clause 7.2.9a of TS 23.247 [78].

	DNN and S-NSSAI specific Group Parameters
	See clause 4.15.6.3.e.

	Application-Specific UE Behaviour parameters
	See clause 4.15.6.3f.



At least a mandatory key is required for each Parameter Provision Data Type to identify the corresponding data as defined in Table 5.2.3.6.1-2.
Table 5.2.3.6.1-2: Parameter Provision data types keys
	Parameter Provision Data Types
	Data Key
	Data Sub Key

	Expected UE Behaviour parameters
	GPSI or External Group ID
	-

	Network Configuration parameters
	GPSI
	-

	5G VN group data
	External Group Identifier
	-

	5G VN group membership management parameters 
	External Group Identifier
	-

	Location Privacy Indication parameters.
	GPSI
	-

	Enhanced Coverage Restriction Information
	GPSI
	-

	ECS Address Configuration Information
	GPSI or External Group ID or any UE
	-

	Multicast MBS group membership management parameters
	External Group Identifier
	-

	MBS Session Authorization information
	External Group ID
	-

	MBS Session Assistance Information
	External Group ID (NOTE)
	

	DNN and S-NSSAI specific Group Parameters
	External Group ID
	

	Application-Specific UE Behaviour parameters
	GPSI or External Group ID
	

	NOTE:	The MBS session ID and GPSI(s) for one MBS session are provisioned in one message to the UDM.
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