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	Reason for change:
	Stage 3 CR C4-232640 (TS29.503 CR1079) is agreed in CT4#116, which proposes to adopt external group ID as the data key.
With the above, clarification is also needed in Table 7.2.9a-1: 
Table 7.2.9a-1: MBS Session Assistance information
	Parameters
	Description

	MBS Session Assistance information
	A list of UEs represented by GPSIs that are preferred to be kept connected when the MBS Session represented by the indicated MBS session ID the UE joined is active.
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[bookmark: _Toc138249764]7.2.9a	AF provisioning MBS Session assistance information
After the AF obtains the MBS Session ID of a multicast MBS Session as specified in clauses 7.1.1.2 and 7.1.1.3, the AF may provision the MBS Session assistance information for the UE(s) via NEF to UDM using the procedure of external parameter provisioning as specified clause 4.15.6.2 of TS 23.502 [6] with the following enhancements:
-	the AF may provision MBS Session Assistance Information, which indicates that a UE is preferred to be kept connected when the related MBS Session the UE joined is active.
Table 7.2.9a-1: MBS Session Assistance information
	Parameters
	Description

	MBS Session Assistance information
	A list of UEs, represented by GPSIs within a multicast MBS group (represented by External Group ID), that are preferred to be kept connected when the MBS Session represented by the indicated MBS session ID the UE joined is active.

	
	MBS Session ID



NOTE 1:	MBS Session Assistance information has no effect if the function of UE receiving MBS multicast in RRC_INACTIVE state is not used. The AF does not provision the MBS Session assistance information if the AF knows that the PLMN does not support the function of UE receiving MBS multicast in RRC_INACTIVE state.
NOTE 2:	The AF can provide the MBS Session assistance information for the UEs based on observed or expected UE data transmission behaviour, e.g., a frequent talker and/or the group leader of a multicast group represented by an MBS Session ID.
NOTE 3:	If the MBS Assistance Information is already available when a UE joins a multicast MBS Session, the SMF provides the information to the NG-RAN in the UE join procedure as specified in clause 7.2.1.3. If the MBS Assistance Information becomes available in the UDM, the UDM performs procedure of Session Management Subscriber Data Update Notification to SMF as specified in clause 4.5.2 of TS 23.502 [6] per subscription data change notification requested by the SMF.
If the AF is authorised by the UDM to provision the UE list MBS Assistance information, the UDM resolves the GPSI to SUPI, and requests to create, update or delete the provisioned UE list MBS Assistance information as part of the MBS subscription data for each SUPI.
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