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	Reason for change:
	The below EN needs to be solved:
Editor's note:	The exchange between the Localised Service Provider or the SNPN providing access to localized service and the HPLMN or the subscribed SNPN acting as Credentials Holder is FFS.
[bookmark: _GoBack]The Localised Service Provider or the SNPN providing access to localized service can exchange information with HPLMN or the subscribed SNPN based on the services agreements, which can be used by the HPLMN or the subscrbed SNPN to generate the Credentials Holder controlled list of preferred SNPNs for access Localized Services. However how to exchange the configuration information is not yet specified. The configuration information may be exchanged via OAM mechanism or via exposure interfaces, the latter requires to further extend the NEF exposure capability and the related services. At this stage of the work for this release the exchange via OAM represents the solution with less impact and that enbles the support of the functionalities, therefore this OAM approached is proposed for adoption. 
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc138309966]N.6	Configuration of Credentials Holder for determining SNPN selection information
To enable the HPLMN or the subscribed SNPN acting as Credentials Holder to generate and provision UEs with SNPN selection information for discovery and selection of SNPNs providing localised services, based on service agreement between the Localised Service Provider or the SNPN providing localized services and the HPLMN or the subscribed SNPN acting as Credentials Holder, the Localised Service Provider or the SNPN providing access to localized services can provide configuration information for SNPN selection to the HPLMN or the subscribed SNPN acting as Credentials Holder. The configuration information is exchanged via OAM. The configuration information for SNPN selection may contain at least one of the following parameters:
a.	Identifier of the SNPN providing access to one or more localized services;
b.	Identification of each localized service;
c.	validity information for each localized service, e.g. the validity time information or/and location assistance information; and/or
d.	List of UE IDs (e.g. GPSIs or External Group ID) identifying the UEs subscribed with a localized service.
Editor's note:	The exchange between the Localised Service Provider or the SNPN providing access to localized service and the HPLMN or the subscribed SNPN acting as Credentials Holder is FFS.
The operator of the HPLMN or the subscribed SNPN acting as Credentials Holder then may use the information received from the SNPN providing localised services and/or Localized Service Provider to create or update the Credentials Holder controlled prioritized lists of preferred SNPNs/GINs for accessing Localized Services and provision the UEs using the Steering of Roaming procedure as defined in TS 23.122 [17].

* * * * End of changes * * * *

