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	[bookmark: _Hlk124197746]Reason for change:
	There is EN in clause 5.37.5.3 as below:
[bookmark: _GoBack]Editor's note:	In the case of handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling, whether there is a reason for the target NG-RAN node to temporarily handle both unmarked PDUs and marked PDUs within the same QoS flow is FFS.
Whether and how the NG-RAN temporarily handles both unmarked PDUs and marked PDUs within the same QoS flow is to be defined. If the QoS Flow is configured with the legacy QoS parameter, the NG-RAN hands the PDU with the PDU Set marking with the legacy QoS. If the QoS Flow is configured with PDU Set QoS but the packet without PDU Set marking, how the NG-RAN handles these packets is decided by the RAN WG.
But from SA2 point of view, after the QoS Flow is handover to the target NG-RAN supporting PDU Set handling, the SMF can initiate the PDU Session Modification to configure the PDU Set QoS to the QoS Flow. 

	
	

	Summary of change:
	The following new text is added and the EN is removed.
After the handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling, the SMF can initiate the PDU Session modification procedure to activate the PDU Set handling for the same QoS flow.

	
	

	Consequences if not approved:
	It is unclear how to handle the QoS Flow from the 5G core network after handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc138309689][bookmark: _Hlk123885936][bookmark: _Hlk128084116]5.37.5.3	Non-homogenous support of PDU set based handling in NG-RAN
By sending at least one PDU Set QoS parameter to the NG-RAN, the SMF requests the NG-RAN to activate PDU Set QoS handling for a given QoS flow and the NG-RAN provides the SMF with an indication of whether the PDU Set QoS parameter is accepted or not. At NG-RAN Xn handover and N2 handover, the target NG-RAN provides to the SMF with an indication of whether the target NG-RAN node supports PDU Set based handling, as specified in TS 38.413 [34]. Based on the NG-RAN indications, the SMF configures the PSA UPF to activate/deactivate the PDU Set identification and marking.
In the case where the PSA UPF identifies and marks PDUs with PDU Set information in GTP-U header it shall start doing so from a complete PDU Set.
After the handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling, the SMF can initiate the PDU Session modification procedure to activate UE, the NG-RAN and PSA UPF of the PDU Set handling for the QoS flow(s).
Editor's note:	In the case of handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling, whether there is a reason for the target NG-RAN node to temporarily handle both unmarked PDUs and marked PDUs within the same QoS flow is FFS.
* * * * End of changes * * * *

