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********************* First Change *********************
[bookmark: _Toc19197266][bookmark: _Toc27896419][bookmark: _Toc36192586][bookmark: _Toc37076317][bookmark: _Toc45194763][bookmark: _Toc47594175][bookmark: _Toc51836806][bookmark: _Toc138395085][bookmark: _Toc131529359]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "Technical Specification Group Services and System Aspects; System Architecture for the 5G System".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.203: "Policies and Charging control architecture; Stage 2".
[5]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[6]	3GPP TS 23.179: "Functional architecture and information flows to support mission-critical communication service; Stage 2".
[7]	Void.
[8]	3GPP TS 32.240: "Charging management; Charging architecture and principles".
[9]	3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[10]	3GPP TS 23.161: "Network-Based IP Flow Mobility (NBIFOM); Stage 2".
[11]	3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".
[12]	3GPP TS 23.167: "3rd Generation Partnership Project; Technical Specification Group Services and Systems Aspects; IP Multimedia Subsystem (IMS) emergency sessions".
[13]	3GPP TS 29.507: "Access and Mobility Policy Control Service; Stage 3".
[14]	Void.
[15]	3GPP TS 22.011: "Service Accessibility".
[16]	3GPP TS 23.221: "Architectural requirements".
[17]	3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[18]	3GPP TS 32.421: "Telecommunication management; Subscriber and equipment trace; Trace concepts and requirements".
[19]	3GPP TS 24.526: "UE Equipment (UE) policies for 5G System (5GS); Stage 3".
[20]	3GPP TS 32.291: "Charging management; 5G system, Charging service; stage 3".
[21]	3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; Stage 2".
[22]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[23]	3GPP TS 23.280: "Common functional architecture to support mission critical services; Stage 2".
[24]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[25]	3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".
[26]	3GPP TS 23.272: "Circuit Switched (CS) fallback in Evolved Packet System (EPS); Stage 2".
[27]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".
[28]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[29]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[30]	3GPP TS 24.237: "IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) Service Continuity; Stage 3".
[31]	3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia telephony; Media handling and interaction".
[32]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[33]	3GPP TS 23.548: "5G System Enhancements for Edge Computing; Stage 2".
[34]	3GPP TS 23.304: "Proximity based Services (ProSe) in the 5G System (5GS)".
[35]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[36]	3GPP TS 29.514: "Policy Authorization Service; Stage 3".
[37]	IETF draft-ietf-detnet-yang: "Deterministic Networking (DetNet) YANG Model".
Editor's note:	The reference to draft-ietf-detnet-yang will be revised to RFC when finalized by IETF.
[38]	IETF RFC 5279: "A Uniform Resource Name (URN) Namespace for the 3rd Generation Partnership Project (3GPP)".
[39]	GSMA PRD NG.135, Version 1.03.0: "E2E Network Slicing Requirements".
[40]	3GPP TS 26.522: "5G Real-time Media Transport Protocol Configurations".
[41]	3GPP TS 23.586: "Architectural Enhancements to support Ranging based services and Sidelink Positioning".
[42]	IETF RFC 8939: "Deterministic Networking (DetNet) Data Plane: IP".
[43]	3GPP TS 23.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
[bookmark: _Toc19197394][bookmark: _Toc27896547][bookmark: _Toc36192715][bookmark: _Toc37076446][bookmark: _Toc45194896][bookmark: _Toc47594308][bookmark: _Toc51836939][bookmark: _Toc131529355]********************* Next Change *********************
[bookmark: _Toc138395265]6.6.2.1	Structure Description
The UE Route Selection Policy (URSP) includes a prioritized list of URSP rules.
Table 6.6.2.1-1: UE Route Selection Policy
	Information name
	Description
	Category
	PCF permitted to modify in a URSP
	Scope

	URSP rules
	1 or more URSP rules as specified in table 6.6.2.1-2
	Mandatory
	Yes
	UE context



The structure of the URSP rules is described in Table 6.6.2.1-2 and Table 6.6.2.1-3.
Table 6.6.2.1-2: UE Route Selection Policy Rule
	Information name
	Description
	Category
	PCF permitted to modify in a UE context
	Scope

	Rule Precedence
	Determines the order the URSP rule is enforced in the UE.
	Mandatory
(NOTE 1)
	Yes
	UE context

	Indication for reporting URSP rule enforcement
	Determines the need for reporting the URSP rule enforcement in the UE.
(NOTE 10)
	Optional
	Yes
	UE context

	Traffic descriptor
	This part defines the Traffic descriptor components for the URSP rule.
	Mandatory
(NOTE 3)
	
	

	Application descriptors
	It consists of OSId and OSAppId(s) (NOTE 2, NOTE 8).
	Optional
	Yes
	UE context

	IP descriptors
(NOTE 6)
	Destination IP 3 tuple(s) (IP address or IPv6 network prefix, port number, protocol ID of the protocol above IP) (NOTE 8, NOTE 12).
	Optional
	Yes
	UE context

	Domain descriptors
	FQDN(s) or a regular expression which are used as a domain name matching criteria (NOTE 7, NOTE 8).
	Optional
	Yes
	UE context

	Non-IP descriptors
(NOTE 6)
	Descriptor(s) for destination information of non-IP traffic (NOTE 8, NOTE 12).
	Optional
	Yes
	UE context

	DNN
	This is matched against the DNN information provided by the application (NOTE 8).
	Optional
	Yes
	UE context

	Connection Capabilities
	This is matched against the information provided by a UE application when it requests a network connection with certain capabilities (NOTE 4, NOTE 8) or traffic categories (NOTE 5).
	Optional
	Yes
	UE context

	PIN ID
	Matched against a PIN ID for a specific PIN configured in the PEGC (NOTE 9).
	Optional
	Yes
	UE context

	Connectivity Group ID
	Matched against a Connectivity Group ID for a specific Connectivity Group configured in the 5G-RG (NOTE 11).
	Optional
	Yes
	UE context

	List of Route Selection Descriptors
	A list of Route Selection Descriptors. The components of a Route Selection Descriptor are described in table 6.6.2.1-3.
	Mandatory
	
	

	NOTE 1:	Rules in a URSP shall have different precedence values.
NOTE 2:	The information is used to identify the Application(s) that is(are) running on the UE's OS. The OSId does not include an OS version number. The OSAppId does not include a version number for the application.
NOTE 3:	At least one of the Traffic descriptor components shall be present.
NOTE 4:	The format and some values of Connection Capabilities, e.g. "ims", "mms", "internet", etc. are defined in TS 24.526 [19]. More than one Connection Capabilities value can be provided.
NOTE 5:	The format and values of Connection Capabilities Traffic Descriptor to match against standardized traffic categories are defined in TS 24.526 [19] according to the requirements in GSMA PRD NG.135 [39]. The reserved values of Connection Capabilities to match operator-specific traffic categories are specified in TS 24.526 [19]. Traffic categories requested by the UE application are independent from the UE's Operating System. Operator-specific traffic categories values are out of scope of 3GPP specifications. Details on how UE applications indicate traffic categories to the UE's Operating System are out of scope of 3GPP specifications.
NOTE 6:	A URSP rule cannot contain the combination of the Traffic descriptor components IP descriptors and Non-IP descriptors.
NOTE 7:	The match of this traffic descriptor does not require successful DNS resolution of the FQDN provided by the UE Application.
NOTE 8:	Not applicable for PINE traffic.
NOTE 9:	The PCF delivers traffic descriptor with PIN ID based on S-NSSAI/DNN as specified in clause 6.2.1.3. PIN ID only applies to traffic to/from PINEs. PIN ID and other traffic descriptor components are mutually exclusive, i.e. if PIN ID is included in a URSP rule, then no other traffic descriptor components are supported in the same URSP rule.
NOTE 10:	A URSP rule can contain this indication only if the URSP rule includes a Connection Capabilities Traffic descriptor.
NOTE 11:	Only applies to traffic to/from NAUN3 devices behind the 5G-RG (as defined in TS 23.316 [27]) and may only be combined with IP descriptors and/or non-IP descriptors in the same URSP rule.
NOTE 12:	May also be applied for traffic from NAUN3 devices behind the 5G-RG (as defined in TS 23.316 [27]).



Table 6.6.2.1-3: Route Selection Descriptor
	Information name
	Description
	Category
	PCF permitted to modify in URSP
	Scope

	Route Selection Descriptor Precedence 
	Determines the order in which the Route Selection Descriptors are to be applied. 
	Mandatory
(NOTE 1)
	Yes
	UE context

	Route selection components
	This part defines the route selection components
	Mandatory
(NOTE 2)
	
	

	SSC Mode Selection
	One single value of SSC mode.
(NOTE 5)
	Optional
	Yes
	UE context

	Network Slice Selection
	Either a single value or a list of values of S-NSSAI(s).
	Optional
(NOTE 3)
	Yes
	UE context

	DNN Selection
	Either a single value or a list of values of DNN(s).
	Optional
	Yes
	UE context

	PDU Session Type Selection
	One single value of PDU Session Type
	Conditional
(NOTE 8)
	Yes
	UE context

	Non-Seamless Offload indication
	Indicates if the traffic of the matching application is to be offloaded to non-3GPP access outside of a PDU Session.
	Optional
(NOTE 4)
	Yes
	UE context

	ProSe Layer-3 UE-to-Network Relay Offload indication
	Indicates if the traffic of the matching application is to be sent via a ProSe Layer-3 UE-to-Network Relay outside of a PDU session.
	Optional
(NOTE 4)
	Yes
	UE context

	ProSe Multi-path Preference
	Indicates if the traffic of the matching application is preferred to be sent via a PDU Session over the Uu reference point and a ProSe Layer-3 UE-to-Network Relay outside of a PDU session.
	Optional
(NOTE 9)
	Yes
	UE context

	Access Type preference
	Indicates the preferred Access Type (3GPP or non-3GPP or Multi-Access) when the UE establishes a PDU Session for the matching application.
	Optional
	Yes
	UE context

	PDU Session Pair ID
	An indication shared by redundant PDU Sessions as described in clause 5.33.2.1 of TS 23.501 [2].
	Optional
	Yes
	UE context

	RSN
	The RSN as described in clause 5.33.2.1 of TS 23.501 [2].
	Optional
	Yes
	UE context

	Route Selection Validation Criteria
(NOTE 6, NOTE 7)
	This part defines the Route Validation Criteria components
	Optional
	
	

	Time Window
	The time window when the matching traffic is allowed. The RSD is not considered to be valid if the current time is not in the time window.
	Optional
	Yes
	UE context

	Location Criteria
	The UE location where the matching traffic is allowed. The RSD rule is not considered to be valid if the UE location does not match the location criteria.
	Optional
	Yes
	UE context

	NOTE 1:	Every Route Selection Descriptor in the list shall have a different precedence value.
NOTE 2:	At least one of the route selection components shall be present.
NOTE 3:	When the Subscription Information contains only one S-NSSAI in UDR, the PCF needs not provision the UE with S-NSSAI in the Network Slice Selection information. The "match all" URSP rule has one S-NSSAI at most.
NOTE 4:	If this indication is present in a Route Selection Descriptor, no other components shall be included in the Route Selection Descriptor.
NOTE 5:	The SSC Mode 3 shall only be used when the PDU Session Type is IP.
NOTE 6:	The Route Selection Descriptor is not considered valid unless all the provided Validation Criteria are met.
NOTE 7:	To support VPLMN specific URSP rules, Time Window and/or Location Criteria in the Route Selection Descriptor may contain VPLMN-specific values.
NOTE 8:	This component shall be present when the Route Selection Component does neither include the "Non-Seamless Offload indication" nor "ProSe Layer-3 UE-to-Network Relay Offload indication".
NOTE 9:	If this indication is present in a Route Selection Descriptor, ProSe Layer-3 UE-to-Network Relay Offload indication shall not be included in the Route Selection Descriptor.



Each URSP rule contains a Traffic descriptor (containing one or more components described in Table 6.6.2.1-2) that determines when the rule is applicable. A URSP rule is determined to be applicable when every component in the Traffic descriptor (for traffic descriptor components other than the PIN ID) matches the corresponding information from the application, matches the information configured for a PIN (if the URSP rule contains a PIN ID traffic descriptor component) or matches the information configured for a Connectivity Group (if the URSP rule contains a Connectivity Group ID traffic descriptor). A URSP rule is determined not to be applicable when for any given component in the Traffic descriptor:
-	No corresponding information from the application/for a PIN/for a Connectivity Group is available; or
-	The corresponding information from the application/for a PIN/for a Connectivity Group does not match any of the values in the Traffic descriptor component.
NOTE 1:	It is recommended to avoid listing more than two components in the Traffic descriptor of a URSP rule. 
If a URSP rule is provided that contains a Traffic descriptor with two or more components, it is recommended to also provide URSP rule(s) with lower precedence and a Traffic descriptor with less components, in order to increase the likelihood of URSP rule matching for a particular application.
Each URSP rule contains a list of Route Selection Descriptors containing one or multiple Route Selection Descriptors each having a different Route Selection Descriptor Precedence value. A Route Selection Descriptor contains one or more of the following components:
-	Session and Service Continuity (SSC) Mode: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting the included SSC Mode.
-	Network Slice Selection: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting any of the included S-NSSAIs, see clause 5.15.4 in TS 23.501 [2]. It includes one or more S-NSSAI(s).
-	DNN Selection: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting any of the included DNNs. It includes one or more DNN(s). If a DNN Selection component is provided in the Route Selection Descriptor then the UE shall use any of the DNNs of the DNN Selection component, instead of the DNN requested by the application for the PDU Session that is used to route the traffic of the matching application. If there is no DNN Selection component in the Route Selection Descriptor, then the UE shall use the DNN requested by the application for the PDU Session that is used to route the traffic of the matching application.
NOTE 2:	To provide uniform service experience for UEs from earlier Releases, when a USRP rule with a DNN in both, Traffic descriptor and Route Selection Descriptor, is provided to the UEs, the DNN(s) used in the Traffic descriptor would also need to be included in the policy for DNN replacement in the network. In addition, a lower priority Route Selection Descriptor without a DNN would also need to be provided to the UEs.
-	PDU Session Type Selection: Indicates that the traffic of matching application shall be routed via a PDU Session supporting the included PDU Session Type. The possible PDU Session Types are defined in clause 5.6.10 in TS 23.501 [2].
-	Non-Seamless Offload indication: Indicates that traffic of the matching application is to be offloaded to non-3GPP access outside of a PDU Session when the rule is applied. If this component is present in a Route Selection Descriptor, no other components shall be included in the Route Selection Descriptor.
-	ProSe Layer-3 UE-to-Network Relay Offload indication: Indicates that the traffic of the matching application is to be sent via a ProSe Layer-3 UE-to-Network Relay outside of a PDU Session when the rule is applied. If this indication is absent and the ProSe Multipath Preference indication is absent then the traffic matching the URSP rule shall not be sent via a ProSe Layer-3 UE-to-Network Relay outside of a PDU Session. If this component is present in a Route Selection Descriptor, no other components shall be included in the Route Selection Descriptor.
-	ProSe Multipath Preference indication: Indicates that the traffic of the matching application is preferred to be sent via a PDU Session over the Uu reference point and a ProSe Layer-3 UE-to-Network Relay without N3IWF outside of a PDU Session. The traffic of the matching application may be sent via a PDU session over Uu reference point or via ProSe Layer-3 UE-to-Network Relay outside of a PDU Session when e.g. one of the paths is not available. If this indication is absent and the ProSe Layer-3 UE-to-Network Relay Offload indication is absent then the traffic matching of the URSP rule shall not be sent via a ProSe Layer-3 UE-to-Network Relay outside of a PDU Session. If this component is present in a Route Selection Descriptor, other components can be included in the Route Selection Descriptor to determine the PDU Session over the Uu reference point.
-	Access Type Preference: If the UE needs to establish a PDU Session when the rule is applied, this indicates the Access Type (3GPP or non-3GPP or multi-access) on which the PDU Session should be established. The type "Multi-Access" indicates that the PDU Session should be established as a MA PDU Session, using both 3GPP access and non-3GPP access.
NOTE 3:	The Access Type of 3GPP also includes the use of 5G ProSe Layer-2 UE-to-Network Relay access as defined in TS 23.304 [34]. The Access Type of non-3GPP also includes the use of 5G ProSe Layer-3 UE-to-Network Relay with N3IWF as defined in TS 23.304 [34].
-	PDU Session Pair ID: An indication shared by redundant PDU Sessions as described in clause 5.33.2.1 of TS 23.501 [2].
-	RSN: The RSN for redundant PDU Sessions as described in clause 5.33.2.1 of TS 23.501 [2].
NOTE 4:	For backward compatibility, PCF may provide a RSD with PDU Session Pair ID and RSN and a RSD without PDU Session Pair ID and RSN in the URSP rule. In this case, the RSD with PDU Session Pair ID and RSN has a lower precedence value (i.e. higher prioritised) than the one without PDU Session Pair ID. If a non-supporting UE receives the RSD containing PDU Session Pair ID, it ignores this RSD.
NOTE 5:	The UE may also set the PDU Session Pair ID and RSN parameters based on UE implementation as described in clause 5.33.2.1 of TS 23.501 [2].
-	Time Window: The Route Selection Descriptor is not be considered valid unless the UE is in the time window.
-	Location Criteria: The Route Selection Descriptor is not be considered valid unless the UE's location matches the Location Criteria.
NOTE 6:	The structure of the URSP does not define how the PCF splits the URSP when URSP cannot be delivered to the UE in a single NAS message.
NOTE 7:	It is expected that UE applications will not be able to change or override the PDU Session parameters in the URSP rules. A UE application can express preferences when it requests a network connection (e.g. certain Connection Capabilities), which can be mapped into specific PDU Session parameters by the URSP rules.
NOTE 8:	A Route Selection Descriptor can include a Time Window and/or a Location Criteria or neither a Time Window nor a Location Criteria. A URSP rule can include RSDs with or without validation criteria at the same time.
In the case of network rejection of the PDU Session Establishment Request, the UE may trigger a new PDU Session establishment based on the rejection cause and the URSP policy.
When the PCF provisions URSP rules to the UE, one URSP rule with a "match all" Traffic descriptor may be included.
NOTE 9:	When URSP rules containing NSSP are available to the UE and the URSP rule with the "match all" Traffic descriptor is not part of them, a UE application that has no matching URSP rule and no UE Local Configuration cannot request a network connection.
The URSP rule with the "match all" Traffic descriptor is used to route the traffic of applications which do not match any other URSP rules and shall therefore be evaluated as the last URSP rule, i.e. with lowest priority. There shall be only one Route Selection Descriptor in this URSP rule. The Route Selection Descriptor in this URSP rule includes at most one value for each Route Selection Component.
NOTE 10:	How to set the URSP rule with the "match all" Traffic descriptor as the URSP rule with lowest priority is defined in TS 24.526 [19].
NOTE 11:	The URSP rule with the "match all" Traffic descriptor is not applicable to PINE traffic.
If a URSP rule is provided with an Indication for reporting URSP rule enforcement, the UE follows the procedures specified in clause 6.6.2.4.
********************* End of Changes *********************

