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1. Overall Description:
SA2 thanks SA6 for the LS on MBS service area update clarification and would like to provide the following answers (DP S2-2308700 may be referenced for more discussion). SA2 also agreed to the clarification as in the attached CRs.
	Q1. SA6 would like to ask SA2 whether the AF/NEF will interact with the NRF to re-select the capable MB-SMF during the MBS session update with requested MBS service area?


A1: During MBS session update, there is no MB-SMF re-selection (see clause 7.1.1.6 of TS 23.247).


	Q2. SA6 would like to ask CT3 and CT4 to clarify the scenario(s) when the error “UNKNOWN_MBS_SERVICE_AREA 404 Not Found The requested MBS service area (e.g. identified by the Area Session ID) cannot be found.” in 3GPP TS 29.522 can occur? Is the MBS service area not found in MB-SMF, NRF or NEF? Can it occur during MBS session update?  


[bookmark: S2-2308305][bookmark: S2-2308297]A2: This is a question for CT4/CT3 (which is replied in S2-2308305/C4-232466 and S2-2308297/C3-232410). 


	Q3. SA6 would like to ask SA2 to confirm whether the scenarios described above from SA6, CT4 and CT3 can occur during MBS session update. If yes, what are the mechanism(s) defined by SA2 to be employed to overcome an MBS session update failure? 


A3: For local MBS service, the current assumption is that an MB-SMF is able to serve any TA of an MBS Service Area if the MBS Service Area is within the same SMF Service Area, therefore, the scenario included in S6-231320 is not expected to occur in the deployment currently supported. 
Note that the deployment that an MBS Service Area covers an area larger than an SMF Service Area is not specified, see below from TS 23.247:  
4.1	Overview of multicast and broadcast communication
…
Interaction between Multicast/Broadcast Service and support of deployments topologies with specific SMF Service Areas is not specified in this Release.


2. Actions:
To SA6:
ACTION: 	SA2 kindly asks SA6 to take the above information into consideration.

3. Date of Next TSG SA WG2 Meetings:
SA WG2 Meeting #159       October 09 – 13, 2023 	Xiamen, CN
SA WG2 Meeting #160       November 13 – 17, 2023 	Chicago, US

