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**** First Change ****
[bookmark: _Toc138248981]Annex AA (normative):
Support of SBA in IMS
[bookmark: _Toc138248982]AA.1	General
[bookmark: _Toc138248983]AA.1.0	Overview
This Annex AA describes support for SBA for IMS nodes. This Annex is intended to be used in conjunction with 5GC.
[bookmark: _Toc138248984]AA.1.1	Architectural Support
Figure AA.1.1-1 shows the architecture to support SBA interactions between IMS entities.

[bookmark: _MON_1738499630]


Figure AA.1.1-1: System Architecture to support SBA in IMS
NOTE 1:	The DCSF and MRF supports NF registration and discovery, but they do not provide services in this release of the specification.
NOTE 2:	The AS in this clause applies to the IMS AS specified in annex AC. DC application server including AR application server do not apply.
Editor's note:	Whether the AS in Figure AA.1.1-1 needs to be changed to IMS AS is FFS.
Figure AA.1.1-2 shows the architecture using the reference point representation.

[bookmark: _MON_1743248920]


Figure AA.1.1-2: System Architecture to support SBA in IMS in reference point representation
NOTE 23:	In this Release of the specification the SBI capable IMS AS supporting data channel services is collocated with the TAS.
NOTE 34:	In Figure AA.1.1-2, if an MRF supporting DC functions instead of a DCMF is used, then existing IMS interfaces (Mr' and Cr) are used for control of the DC media.
[bookmark: _Toc138248985]AA.1.2	Reference point to support SBA in IMS
Following reference points are realized by service-based interfaces in IMS:
N5:	Reference point between the PCF and an AF.
NOTE:	P-CSCF acts as an AF from PCF point of view. N5 Reference point is defined in TS 23.501 [93].
N70:	Reference point between an SBI capable I/S-CSCF and an SBI capable HSS.
N71:	Reference point between an SBI capable IMS AS and an SBI capable HSS.
DC1:	Reference point between an SBI capable IMS AS and DCSF.
DC2:	Reference point between an SBI capable IMS AS and DCMF.
N72:	Reference point between DCSF and an SBI capable HSS.
[bookmark: _Toc138248986]AA.1.3	Service based interface to support SBA in IMS
Npcf:	Service-based interface exhibited by PCF.
Nhss:	Service-based interface exhibited by an SBI capable HSS.
These SBI services provide equivalent functionality to the Diameter Rx and Cx/Sh reference points.
Nimsas:	Service-based interface exhibited by an SBI capable IMS AS.
Ndcmf:	Service-based interface exhibited by DCMF.
These SBI services provide functionality to support data channel management and media handling in IMS network.
To support co-existence of IMS nodes supporting SBA services and IMS nodes not supporting SBA services SBI enabled IMS nodes may support both SBI and non-SBI interfaces.
NOTE:	Nnrf may assist other IMS nodes to use NRF to perform registration, discovery, or selection, as described in clause AA.4.
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