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	Reason for change:
	Clarification on 5G ProSe UE-to-UE Relay Discovery. The purpose of RSC is not only to indicate the connectivity service it provides, but also to identify the authorized users it would support. So, we need to describe the RSC with both functionalities of RSC. 

Also, it is better to directly state the UE-to-UE Relay Layer indicator instead of noting the reference. There is no benefit to use the reference (e.g. shortening the sentence). It may cause people to waste time to find which parameter provides this function.

Rev1
Clarify that 5G ProSe UE-to-UE Relay and the 5G ProSe End UE are aware of whether a RSC is offering UE-to-UE Relay service based on the UE-to-UE Relay Layer indicator.as specified in clause 5.1.


	
	

	Summary of change:
	Describing the RSC correctly and stating explicitly the UE-to-UE Relay Layer indicator. 

Rev1
Clarify that 5G ProSe UE-to-UE Relay and the 5G ProSe End UE are aware of whether a RSC is offering UE-to-UE Relay service based on the UE-to-UE Relay Layer indicator as specified in clause 5.1.



	
	

	Consequences if not approved:
	Misunderstanding RSC and causing inefficiency
Rev1
The policy related to RSC to be referred in clause 5.1 is not clear. 
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[bookmark: _Toc138254873]6.3.2.4.1	General
[bookmark: _GoBack]5G ProSe UE-to-UE Relay Discovery is applicable to both 5G ProSe Layer-3 and Layer-2 UE-to-UE Relay Discovery for public safety use and commercial services. To perform 5G ProSe UE-to-UE Relay Discovery, the 5G ProSe End UE and the 5G ProSe UE-to-UE Relay are pre-configured or provisioned with the related information as described in clause 5.1.
A Relay Service Code (RSC) is used in the 5G ProSe UE-to-UE Relay Discovery, to indicate the connectivity service the 5G ProSe UE-to-UE Relay provides to 5G ProSe End UEs. The RSCs are pre-configured or provisioned on the 5G ProSe UE-to-UE Relay and the 5G ProSe End UE as defined in clause 5.1. The 5G ProSe UE-to-UE Relay and the 5G ProSe End UE are aware of whether a RSC is offering 5G ProSe Layer-2 or Layer-3 UE-to-UE Relay service based on the UE-to-UE Relay Layer indicatorthe policy as specified in clause 5.1. A 5G ProSe UE-to-UE Relay supporting multiple RSCs advertises the RSCs using multiple discovery messages, with one RSC per discovery message.
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