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1. Overall Description:
SA2 thanks RAN2 for question related to the details of the CAG for mobile IAB.

SA2 has specified the CAG mechanism as included in clause 5.35A.7 of TS 23.501 for MBSR/mobile IAB covering following aspects:
- MBSR/mobile IAB node is configured with CAG identifier(s) and responsible for broadcast the CAG identifier(s) when MBSR is integrated into the system.
- UE access control to MBSR/mobile IAB node is based on the CAG information provided in the subscription data. 
- In Rel-18, the CAG information for UE access control is enhanced with “time validity information” which indicates the applicable time duration of CAG identifier(s) as described in clauses 5.30.3.3 and 5.30.3.4 of TS 23.501. No AS layer impact is expected for this enhancement, as the “time validity information” is not provided to NG-RAN by AMF and is only provided to UEs that indicated the support of the validity information in NAS.

SA2 indicates that CAG for MBSR/mobile IAB is applied under the concept of existing PNI-NPN as further clarified in the agreed CR.


2. Actions:
To RAN2
ACTION: 	SA2 kindly asks RAN2 to take above information into consideration. 

3. Date of Next SA2 Meeting:
SA2#159   			October     09 - 13, 2023 				Xiamen, CN
SA2#160   			November 13 - 17, 2023 				Chicago, US

