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1. Overall Description:
SA2 thanks SA3 on the response to the SA2 LS on security aspects for Ranging/Sidelink Positioning.
During the development of the Ranging_SL solutions, SA2 identifies the following questions in addition to question 1-4 asked in S3-232329 / S2-2305727:
Q5:  Are there any security issues in the solutions ofFor Network based SL positioning for UE without NAS connection, are there any security issues identified for transmitting location related information of the UEs (including the location of the Located UE, the Ranging/SL Positioning measurement data/result and the location of the Target UE) between the LMF and the Target UE via Located UE? Are there any other security issues in the solution of Network based SL positioning for UE without NAS connection.
Q6: In the SL-MO-LR Procedure defined in TS 23.273, how are the secure groupcast and/or unicast links established between UEs 1 to n?
Q7: In the SL-MO-LR Procedure defined in TS 23.273, application layer ID or GPSI is used to identify UEs 1 to n. How is the GPSI of UE 2 to n obtained by the serving GMLC of UE1?
 
2. Actions:
To SA3, RAN2
ACTION: 	
SA3: Answer the above question Q5 and Q6 s and feedback to SA2.
RAN2: Answer question Q6 and feedback to SA2.

3. Date of Next SA2 Meetings:
SA2#159	9th-13th, Oct 2023	Xiamen, CN
SA2#160	13th-17th, Nov 2023	Chicago, US
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