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FIRST CHANGE
[bookmark: _Toc138249049]

[bookmark: _Toc138248351]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [68] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [68].
5GS	5G System
API	Application Program Interface
APN	Access Point Name
AS	Application Server
A2P	Application to Person
BCSM	Basic Call State Model
BG	Border Gateway
BGCF	Breakout Gateway Control Function
BS	Bearer Service
CAMEL	Customised Application Mobile Enhanced Logic
CAP	Camel Application Part
CDR	Charging Data Record
CN	Core Network
CS	Circuit Switched
CSCF	Call Session Control Function
CSE	CAMEL Service Environment
DC	Data Channel
DCAR	Data Channel Application Repository
DCMF	Data Channel Media Function
DCMTSI	Data Channel Multimedia Telephony Service for IMS
DCSF	Data Channel Signalling Function
DHCP	Dynamic Host Configuration Protocol
DNN	Data Network Name
DNS	Domain Name System
ECN	Explicit Congestion Notification
ENUM	E.164 Number Mapping
GGSN	Gateway GPRS Support Node
GLMS	Group and List Management Server
GMLC	Gateway Mobile Location Centre
GRUU	Globally Routable User Agent URI
GUP	Generic User Profile
HSS	Home Subscriber Server
IBCF	Interconnection Border Control Function
I‑CSCF	Interrogating‑CSCF
IETF	Internet Engineering Task Force
IM	IP Multimedia
IMC	IMS Credentials
IMS	IP Multimedia Core Network Subsystem
IMS ALG	IMS Application Level Gateway
IMSI	International Mobile Subscriber Identifier
IN	Intelligent Network
IP	Internet Protocol
IPv4	Internet Protocol version 4
IPv6	Internet Protocol version 6
IP‑CAN	IP-Connectivity Access Network
IP‑SM‑GW	IP Short Message Gateway
ISDN	Integrated Services Digital Network
ISIM	IMS SIM
ISP	Internet Service Provider
ISUP	ISDN User Part
IWF	Interworking Function
NP	Number portability
MAP	Mobile Application Part
MGCF	Media Gateway Control Function
MGF	Media Gateway Function
MRB	Media Resource Broker
MRFC	Multimedia Resource Function Controller
MRFP	Multimedia Resource Function Processor
NAI	Network Access Identifier
NAPT	Network Address Port Translation
NAT	Network Address Translation
NA(P)T-PT	Network Address (Port-Multiplexing) Translation-Protocol Translation
II-NNI	Inter-IMS Network to Network Interface
OSA	Open Services Architecture
P2A	Person to Application
P2P	Person to Person
P‑CSCF	Proxy‑CSCF
PCC	Policy and Charging Control
PCEF	Policy and Charging Enforcement Function
PCRF	Policy and Charging Rules Function
PDN	Packet Data Network
PDP	Packet Data Protocol e.g. IP
P‑GRUU	Public Globally Routable User Agent URI
PLMN	Public Land Mobile Network
PSI	Public Service Identity
PSTN	Public Switched Telephone Network
QoS	Quality of Service
RAB	Radio Access Bearer
RFC	Request for Comments
SCS	Service Capability Server
S‑CSCF	Serving‑CSCF
SDP	Session Description Protocol
SGSN	Serving GPRS Support Node
SLF	Subscription Locator Function
SNPN	Stand-alone Non-Public Network
SSF	Service Switching Function
SS7	Signalling System 7
SIM	Subscriber Identity Module
SIP	Session Initiation Protocol
S‑GW	Signalling Gateway
TAS	Telephony Application Server
T‑GRUU	Temporary Globally Routable User Agent URI
THIG	Topology Hiding Inter-network Gateway
TrGW	Transition Gateway
UE	User Equipment
UMTS	Universal Mobile Telecommunications System
URL	Universal Resource Locator
USIM	UMTS SIM






MORE CHANGES


[bookmark: _Toc138248984]AA.1.1	Architectural Support
Figure AA.1.1-1 shows the architecture to support SBA interactions between IMS entities.








Figure AA.1.1-1: System Architecture to support SBA in IMS
NOTE 1:	The DCSF and MRF supports NF registration and discovery, but they do not provide services in this release of the specification.
Editor's note:	Whether the AS in Figure AA.1.1-1 needs to be changed to IMS AS is FFS.
Figure AA.1.1-2 shows the architecture using the reference point representation.







Figure AA.1.1-2: System Architecture to support SBA in IMS in reference point representation
NOTE 2:	In this Release of the specification the SBI capable IMS AS supporting data channel services is collocated with the TAS.
NOTE 3:	In Figure AA.1.1-2, if an MRF supporting DC functions is used instead of a DCMF is used, then existing IMS interfaces (Mr' and Cr) are used for control of the DC media.

MORE CHANGES



[bookmark: _Toc138248985]AA.1.2	Reference point to support SBA in IMS
Following reference points are realized by service-based interfaces in IMS:
N5:	Reference point between the PCF and an AF.
NOTE:	P-CSCF acts as an AF from PCF point of view. N5 Reference point is defined in TS 23.501 [93].
N70:	Reference point between an SBI capable I/S-CSCF and an SBI capable HSS.
N71:	Reference point between an SBI capable IMS AS and an SBI capable HSS.
DC1:	Reference point between an SBI capable IMS AS and DCSF.
DC2:	Reference point between an SBI capable IMS AS and DCMF.
N72:	Reference point between DCSF and an SBI capable HSS.


MORE CHANGES


[bookmark: _Toc138248986]AA.1.3	Service based interface to support SBA in IMS
Npcf:	Service-based interface exhibited by PCF.
Nhss:	Service-based interface exhibited by an SBI capable HSS.
These SBI services provide equivalent functionality to the Diameter Rx and Cx/Sh reference points.
Nimsas:	Service-based interface exhibited by an SBI capable IMS AS.
Ndcmf:	Service-based interface exhibited by DCMF.
These SBI services provide functionality to support data channel management and media handling in IMS network.
To support co-existence of IMS nodes supporting SBA services and IMS nodes not supporting SBA services SBI enabled IMS nodes may support both SBI and non-SBI interfaces.
NOTE:	Nnrf may assist other IMS nodes to use NRF to perform registration, discovery, or selection, as described in clause AA.4.



MORE CHANGES


AC.1	General
This annex describes IMS architecture enhancements to support data channel services.
Data channels are always established in the context of an IMS MMTel session.
Service based interfaces applicable to data channel services are specified in AA.2.43, and AA.2.5.
The architecture in this annex supports separation of signalling function and media function supporting data channel services. A network function for data channel management signalling, Data Channel Signalling Function (DCSF), is specified. The network function to handle data channel media can be provided in two ways:
-	by enhancing the existing IMS MRF (called MRF) to perform media functions related to DC, which interacts with the IMS AS via enhanced Mr'/Cr interfaces; and
-	by introducing a new network function called Data Channel Media Function (DCMF), which interacts with the IMS AS via the service-based interface DC2. MF provides media capabilities in support of  IMS DC, and Augmented Reality. 

NOTE:	In this release of the specification the IMS AS supporting data channel services is collocated with the TAS.
In this Release of the specification IMS Data Channel is supported in the case of non-roaming and home routed roaming scenarios.



MORE CHANGES


AC.2.1	Architecture
Figure AC.2.1-1 shows the data channel architecture when using the service-based DC media function.





Figure AC.2.1-1: Architecture option of IMS supporting DC usage with DCMF
Figure AC.2.1-2 shows the data channel architecture when using the MRF.


Figure AC.2.1-2: Architecture option of IMS supporting DC usage with MRF
NOTE 1:	MDC2 may connect different IMS security domains.
NOTE 2:	DC5 reference point is not specified in 3GPP.
NOTE 3:	MDC1, MDC2 and MDC3 reference points are not specified in 3GPP.
NOTE 4:	DC3 and DC4 reference points are not specified in this Release.
NOTE 5:	Enhancements to the N33 reference point for support of data channel services are not specified in this Release.
[bookmark: _Toc138249051]
MORE CHANGES


AC.2.2.1	Data Channel Signalling Function (DCSF)
The DCSF is the signalling control function that provides data channel control logic. The DCSF is not involved in SIP signalling. The DCSF supports the following functionalities:
-	The DCSF receives event reports from the IMS AS and decides whether data channel service is allowed to be provided during the IMS session;
-	The DCSF manages bootstrap data channel and (if applicable) application data channel resources at the DCMF or MRF via the IMS AS;
-	The DCSF supports HTTP web server functionality to download data channel applications (bootstrapping) via DCMF and/or MRF to the UE based on UE subscription.
-	The DCSF downloads data channel applications from the Data Channel Application Repository;
NOTE 1:	The detailed procedures to download data channel applications to the UE are out of scope of this specification.
-	The DCSF interacts with NEF for data channel capability exposure via N33;
NOTE 2:	Interaction with NEF is not specified in this release of the specification.
-	The DCSF interacts with the DC Application Server for DC resource control via DC4/DC3, and for traffic forwarding via MDC3/MDC2.
NOTE 3:	Interaction with the DC Application Server for resource control is not specified in this release of the specification.

MORE CHANGES


[bookmark: _Toc138249053]AC.2.2.3	Data Channel Media Function (DCMF) / MRF
The DCMF and MRF provide the media resource management and forwarding of data channel media traffic . The DCMF and MRF provides the following functionalities:
-	The DCMF and MRF manage the data channel media resources (bootstrap and application data channel resources, if applicable) under the control of the IMS AS;
-	The DCMF and MRF terminate the bootstrap data channel from the UE and forward HTTP traffic between the UE and DSCF via MDC1;
-	The DCMF and MRF may anchor the application data channel in P2P scenarios, if required, and forward application data traffic from/to the UEs;
-	The DCMF and MRF relays traffic on the A2P/P2A application data channels between the UE and the DC Application Server via MDC2.
[bookmark: _Toc138249054]
MORE CHANGES


AC.2.2.4	IMS AS
The IMS AS is enhanced to support the following functionalities:
-	The IMS AS interacts with the DCSF via DC1 for event notifications;
-	The IMS AS receives the data channel control instructions from the DCSF and accordingly interacts with the DCMF via DC2 or wit MRF via Mr'/Cr for data channel media resource management;
[bookmark: _Toc138249055]

MORE CHANGES

AC.2.3	Reference points
The following service-based reference points are defined to support data channel service in IMS:
-	DC1:	Reference point between the DCSF and the IMS AS.
-	DC2:	Reference point between the IMS AS and DCMF.
-	DC3:	Reference point between the DCSF and NEF.
-	DC4:	Reference point between the DCSF and DC Application Server.
-	DC5:	Reference point between the DCSF and DCAR.
-	N72/Sc:	Reference point between the DCSF and HSS.
The following service- based reference points are updated to support data channel signalling control in IMS:
-	N70/Cx/Dx:	Reference point between the CSCF and HSS.
-	N71/Sh:	Reference point between the IMS AS and HSS.
The following reference points are defined for data channel media handling:
-	MDC1:	Reference point for transport of data channel media between data channel media function (either DCMF or MRF) and DCSF.
-	MDC2:	Reference point for transport of data channel media between data channel media function (either DCMF or MRF) and DC Application Server.
-	MDC3:	Reference point for transport of data channel media between DCSF and DC Application Server.
The following reference point is updated to support data channel media handling:
-	Mr'/Cr:	SIP based reference point between IMS AS and MRF.

MORE CHANGES


[bookmark: _Toc138249057]AC.4	IMS DC Channel Setup
The following principles apply when an IMS Data Channel is established: -
-	UE can establish an IMS Data Channel simultaneously while establishing an IMS audio/video session or upgrade an ongoing IMS audio/video session through a re-INVITE to an IMS Data Channel session.
NOTE:	An IMS Data Channel established simultaneously with an IMS audio/video session can have impact to the IMS session setup time.
-	The UE may be configured by the HPLMN either via Device Management or in the UICC when to initiate a DC establishment request. If the UE is not configured, it is left for UE implementation when to initiate the DC establishment request. The UE shall not initiate a DC establishment request if the network has not indicated support for IMS DC service during IMS registration.
-	If a UE that has not subscribed to IMS Data Channel establishes an IMS Data Channel simultaneously with an IMS audio/video IMS session, the IMS AS shall discard the Data Channel request and proceed with the audio/video IMS session establishment.
-	The DCSF provides stream ID and a corresponding URL to the DCMF or MRF via the IMS AS during data channel media resource reservation for the bootstrap data channel that enables downloading a subscriber specific graphical user interface to the UE via the bootstrap data channel. The stream ID is optional. Once the DCMF or MRF, acting as HTTP proxy, receive a HTTP GET Request containing the root ("/") URL through the bootstrap data channel, the DCMF or MRF replaces the root ("/") URL in the HTTP GET Request with the subscriber specific URL corresponding to the stream ID (if available) of the bootstrap data channel and forward the request to the DCSF for downloading the subscriber specific graphical user interface to the UE. The DCMF retrieves the stream ID of the bootstrap data channel from the transport layer of the data channel connection. The UE shall maintain the HTTP session state when interacting with the DCMF.

MORE CHANGES


[bookmark: _Toc138249059]AC.6	Data Channel Media Setup
DCMF and the MRF provides media anchoring when needed for the IMS Bootstrap Data Channel, and the IMS Application Data Channel. To that effect, they support the following capabilities:
-	HTTP Proxy: In this configuration, DCMF/MRF supports terminating DTLS with HTTP traffic being transparent to DCMF/MRF. This mode is deployed both for Bootstrap Data Channel, and HTTP Application Data Channels. Figure AC.6-1 illustrates the protocol stack for the HTTP proxy configuration mode for the Bootstrap Data Channel case.
	When used with HTTP Application Data Channel, the downloaded Data Channel application will in this case communicate with the DC Application Server, using basic HTTP, within the same bootstrap SCTP association as in which this application was downloaded. UDP, TCP and SCTP should be supported as the transport layer protocols for MDC2.


Figure AC.6-1: DCMF/MRF "HTTP Proxy" Media Configurations
-	UDP Proxy: In this configuration, DCMF/MRF transparently proxies HTTP traffic to its target. This mode is deployed only for Application Data Channels. Figure AC.6-2 illustrates the protocol stack for the UDP proxy configuration mode for the Application Data Channel case, providing a Person2Application/Application2Person/Person2Person Data Channel Application.


Figure AC.6-2: DCMF/MRF "UDP Proxy" Media Configurations
[bookmark: _Toc138249061]
MORE CHANGES


AC.7.1	Bootstrap Data Channel Setup Signalling procedure
Figure AC.7.1-1depicts a signalling flow diagram for establishing a bootstrap data channel in a person-to-person use case. The MF anchors the bootstrap data channel, and the originating network is offering a bootstrap data channel to the remote peer as well for application download.
In the call flow the two UEs have already established an IMS audio session, and the originating UE is updating the IMS audio/video session to an IMS data channel session.
NOTE 1:	Some SIP signalling not relevant for the procedure, is not shown in the call flow below.





Figure AC.7.1-1: Bootstrap Data Channel set up Signalling Procedure
The steps in the call flow are as follows:
1.	UE#1 sends the SIP INVITE request with an initial SDP to the IMS AS, through P-CSCF and S-CSCF in the originating network. The initial SDP contains offers for the bootstrap data channel establishment request with bootstrap DC stream ID. In this example procedure, the SDP contains both bootstrap data channel offers for originating side and terminating side.
NOTE 2:	This SIP INVITE can also be a SIP re-INVITE performed after the initial IMS audio session is setup.
2.	IMS AS validates user subscription data to determine whether the data channel call request should be notified to DCSF.
	If the IMS AS determined, based on the user profile, that data channel call request needs to be notified to DCSF, the IMS AS selects a DCSF for this user based on local configuration or discovery and selection of a DCSF instance via NRF.
	If the IMS AS determined, based on the user profile, that the data channel call request need not to be notified to DCSF, or DCSF decides that DC request is not allowed, the IMS AS proceeds with normal IMS procedures to setup the MMTel session without performing Data Channel bootstrapping, by deleting DC related media information and sending the updated SIP INVITE to the originating S-CSCF.
3.	IMS AS notifies the DCSF of the call event sending Nimsas_SessionEventControl_Notify (SessionEstablishmentRequestEvent, Session ID, CallingID, CalledID, SessionCase, Event initiator, MediaInfoList, DC Stream ID) request to the DCSF.
4.	After receiving the DC control request, the DCSF determines the policy about how to process the bootstrap data channel establishment request based on the related parameters in the Data Channel control request and/or operator strategy.
5.	Since the SessionEstablishmentRequestEvent indicates that served user is offered local bootstrap media, DCSF, based on its policies reserves originating side MDC1 media information, as well as the terminating side MDC1 remote bootstrap media (targeting remote UE), which are used to receive UE request for application downloading from MF or enhanced MRF.
6.	DCSF invokes the Nimsas_MediaControl_MediaInstruction (SessionID, MediaInstructionSet) operation based on its policies instructing the IMS AS how to set up bootstrap data channel with MF both for originating and terminating side. The MediaInstructionSet provided by the DSCF, includes its MDC1 media endpoint addresses created in step 5, DC Stream ID, and the replacement HTTP URL representing the application list offered via the MDC1 interface.
	In this scenario, the DCSF instructs the IMS AS to terminate bootstrap data channel establishment request on originating MF, and initiate remote bootstrap data channel establishment request(targeting remote UE) as well as forwarding remote bootstrap data channel establishment request of served user (targeting remote DCSF) towards terminating network.
7.	The IMS AS selects a MF based on local configuration or discovers and selects a MF instance or enhanced MRF supporting DC media function via NRF.
8.	IMS AS invokes Nmf_MRM_Create(List of Media Termination Descriptors) service operation to instruct MF to allocate required data channel media resources. IMS AS request creation of two different Media Terminations, one representing the local bootstrap media to be terminated and the other representing the remote bootstrap media to be offered to remote UE. Each Media Termination includes information required to allocate resources in both Mb and the MDC1 interfaces. The MF responds with the negotiated data channel media resource information to IMS AS. If MRF is used, IMS AS uses Mr'/Cr to the MRF to reserve data channel media resources. 
NOTE 3:	The MF media resource allocation in step 8 could be done with one or multiple service invocations.
9.	IMS AS responds to the MediaInstruction request received in step 6. The response may include the atomic success result of operation and also includes negotiated data channel media resource information for MDC1.
10.	The DCSF stores the media resource information and responds to the Notify Request received in step 3.
11-13.	IMS AS sends the INVITE which includes the updated SDP offer adding media information of MF or enhanced MRF via the originating S-CSCF to remote network side and UE#2. In this scenario, the SDP offer for bootstrap data channel to UE#2 is included.
14.	UE#2 and terminating network returns an 18X response with the SDP answer to bootstrap data channel to originating network. According to the received SDP answer, MF or enhanced MRF may update data channel media resource information for UE#2.
15-16:	UE#2 and terminating network returns a 200 OK response.
17.	The IMS AS notifies the successful session establishment event, Nimsas_SessionEventControl Notify (SessionEstablishmentSuccessEvent, SessionID, MediaInfoList) to DCSF.
18-9.	The DCSF responds to the notification.
19.	200 OK forwarded to UE#1 which indicates the bootstrap data channel has been established.
20-23:	The bootstrap data channels have been established between originating MF or MRF and UE#1/UE#2. The UEs send application request messages to MF or enhanced MRF to request a data channel application or an application list if multiple DC applications are available, via the established bootstrap data channel with its data channel capabilities. The MF or MRF replaces the root URL with the replacement URL received in steps 8 and forwards the message to received media point of DCSF. The DCSF provides the application list and proper data channel applications further to UE#1 and UE#2 based on their data channel capabilities and their choices through MF or MRF.
	The bootstrap data channels have also been established between terminating MF or MRF and UE#1/UE#2. The data channel application is requested and downloaded to UE#1 and UE#2 from terminating DCSF
	Steps 20-23 may be executed after step 14, if the SDP answer in 200 OK to the PRACK and UPDATE messages contain the information required to establish bootstrap and application data channels.
NOTE 4:	IMS-AGW needs to allow the establishment of bootstrap and application data channels based on the information in the 200 OK to PRACK and UPDATE messages.
24.	Subsequent procedures continue.
NOTE 5:	In the DC application list, the DCSF may provide DC applications supported by both UEs, or only supported by the UE who sends the application request message. The detail of how to provide the application list to the UE and how to use it by the UE are based on implementation and out of scope of 3GPP.
[bookmark: _Toc138249063]
MORE CHANGES


AC.7.2.1	Person to Person (P2P) Application Data Channel Setup
Figure AC.7.2.1-1 depicts a signalling flow diagram for establishing an application data channel in a person-to-person use case. In this scenario, the MF is not used to anchor the Application data channel.
In the call flow the UEs have already established an IMS audio session, and the originating UE is updating the IMS audio/video session to an IMS data channel session.






Figure AC.7.2.1-1: Person-to-Person Application Data Channel set up Signalling Procedure
The steps in the call flow are as follows:
0.	IMS session and bootstrap data channel have been established. Selected data channel application(s) have been downloaded to UE#1 and possibly UE#2.
1.	UE#1 sends the SIP reINVITE request with an updated SDP to IMS AS, through originating network P-CSCF and S-CSCF. The updated SDP contains the bootstrap data channel information, as well as the requested application data channel and the associated DC application binding information, according to TS 26.114 [76].
2.	The IMS AS validates user subscription data to determine whether the media change request event should be notified to the DCSF.
3.	The IMS AS notifies the DCSF, via Nimsas_SessionEventControl_Notify (MediaChangeRequest Event, Session ID, Event Direction, Event initiator, Media Info List) of the media change request event.
4.	After receiving the session event notification, the DCSF determines the policy about how to process the application data channel establishment request based on the related parameters (i.e. associated DC application binding information) in the notification and/or operator policy.
5.	The DCSF determines that the added application data channel media descriptor of the SDP offer takes UE#2 as target endpoint and does not require anchoring on the local MF or enhanced MRF. If MF or enhanced MRF needs to anchor application data channel, DCSF would have used the Nimsas_MediaControl service operation to instruct IMS AS to allocate data channel media resources of the MF or enhanced MRF.
6.	DCSF responds to the notification received in step 3.
7-8.	IMS AS sends the re-INVITE to the originating S-CSCF and then to the terminating network side and UE#2.
9-11.	UE#2 and terminating network returns a 200 OK response with SDP answer for application data channel to originating network. Based on the received DC application binding information in the SDP offer of the re-INVITE, UE#2 may need to download the corresponding DC Application signalled in the SDP offer, if not done already and associate it with the requested application DC.
NOTE:	The UE at the terminating side is capable to determine if to use the DC application based on the received DC application binding information.
12.	IMS AS notifies the DCSF of the successful data channel modification.
13.	DCSF responds to the notification.
14-15.	The IMS AS sends 200 OK response to the originating S-CSCF and P-CSCF.
16.	The originating network P-CSCF executes QoS procedure for application data channel media based on the SDP answer information from the 200 OK response.
17.	P-CSCF returns the 200 OK response to UE#1.
18.	UE#1 sends ACK to the terminating network.
19.	The application data channel between UE#1 and UE#2 is established. In this example, it is not anchored in MF/ MRF.

MORE CHANGES


[bookmark: _Toc138249064]AC.7.2.2	Person-to-Application (P2A) Application Data Channel Setup
Figure AC.7.2.2-1 depicts a signalling flow diagram for establishing an Application Data Channel in a person to application use case.






Figure AC.7.2.2-1: Person-to-Application (P2A) Application Data Channel set up Signalling Procedure
The steps in the call flow are as follows:
0-3.	Steps 0-3 of clause AC.7.2.1 applies.
4.	After receiving the session event notification, the DCSF determines the policy about how to process the application data channel establishment request based on the related parameters (i.e. associated DC application binding information) in the notification and/or operator policy.
5.	The DCSF determines that the added Application Data Channel media of the offer takes DC Application Server as target endpoint and requires to anchor in the MF or MRF.
6.	The DCSF invokes Nimsas_MediaControl service operation to instruct IMS AS to terminate the media flow of the originating UE to MF. The instruction also includes information to be consumed by the MF that the data channel media shall be relayed via the MDC2 interface.
7.	The IMS AS invokes Nmf_MRM_Create(List of Media Termination Descriptors) service operation to instruct MF on application data channel establishment and data channel media resource reservation based on the DC media information received from DCSF. If enhanced MRF is used, IMS AS uses Mr'/Cr to enhanced MRF to reserve data channel media resources.
8.	The IMS AS notifies the MediaControl instruction control response to DCSF.
9.	The DCSF stores the media resource information and sends a P2A application data channel establishment request (including the MDC2 SDP offer received from MF) to the DC Application Server via DC3/DC4.
10.	DC Application Server accepts the P2A application data channel establishment request, returning an MDC2 SDP answer and is prepared for UE#1 traffic through MDC2.
NOTE:	Details on how DCSF communicates with the DC Application Server is out of scope of this Release.
11.	DCSF requests IMS AS to update the MF resource with MDC2 media endpoint information of DC Application Server.
12.	IMS AS updates the MF resource.
13.	IMS AS notifies the MediaControl instruction control response to DCSF.
14.	DCSF replies to the Nimsas notification request.
15-16.	IMS AS sends the re-INVITE to remote network side and UE#2, via the originating S-CSCF, which does not include application data channel request in the SDP for the application data channel.
17-19:	UE#2 and terminating network returns a 200 OK response with SDP answer for audio/video.
20.	IMS AS notifies the DCSF about the successful result of the MediaChangeRequest event.
21.	DCSF replies to the notification.
22-23.	The IMS AS includes SDP answer for application data channels to UE#1 in 200 OK response and sends 200 OK response to S-CSCF and P-CSCF.
24.	The originating network P-CSCF executes QoS procedure for application data channel media based on the SDP answer information from the 200 OK response.
25.	CSCF returns the 200 OK response to UE#1.
26.	UE#1 send ACK to the terminating network.
27.	The application data channel between UE#1 and DC Application Server is established via MF or MRF. MF or MRF forwards data channel traffic between UE#1 and DC Application Server based on MDC2 media point information received in step 9 and 12.

MORE CHANGES


[bookmark: _Toc138249065]AC.7.2.3	Person-to-Application and Application-to-Person (P2A2P) Procedure
This procedure enables originating and terminating UE to establish application data channels for the same application to communicate with the same Data Channel Application Server.
The P2A2P procedure requires the establishment of application data channels from UE#1 to DCMF and from UE#2 to DCMF. The two application data channels are associated with the same application. This enables UE#1 and UE#2 to interact with the same DC Application Server simultaneously and the DC Application Server to correlate the data exchanged with both UEs. The P2A procedures as described in clause AC.7.2 are used to establish one application data channel between UE#1 and DCMF and, for A2P scenario, one application data channel between UE#2 and DCMF. In case of two involved UEs, this enables independent communication between UE#1 and UE#2 with the DC Application Server.






Figure AC.7.2.3-1: Symmetric Application Data Channel Establishment
0.	IMS session and bootstrap data channels are established. Selected data channel applications are downloaded to UE#1 and possibly UE#2.
1.	UE#1 sends SIP re-INVITE request with an updated SDP to IMS AS. The updated SDP contains the bootstrap data channel, the application data channel information and associated DC application binding information.
2.	IMS AS validates the data channel media description information and/or user subscription data to determine whether the DCSF needs to be notified.
3.	IMS AS selects and notifies the DCSF about the call event and data channel establishment request.
4.	The DCSF determines how to process the application data channel establishment request based on the parameters (i.e. associated DC application binding information) in the notification from DCSF and/or operator policies.
5.	DCSF determines that the added application data channel media in the SDP offer requires the DC Application Server is the endpoint for both originating and terminating UE and that the application DC must be anchored at the DCMF or MRF. DCSF communicates with the DC Application Server for DC resource control. Once the application data channel is established, the DC Application Server will send/receive traffic to/from UE#1 through the MDC2 interface.
NOTE 1:	Details on how the DCSF communicates with the DC Application Server are out of scope of this release.
6.	DCSF invokes Nimsas_MediaControl service to send data channel control request to IMS AS, including information how to relay data channel media via the MDC2 interface.
7.	IMS AS reserves data channel media resources at the DCMF via DC2 or at the MRF via Mr'/Cr based on the DC media information received from DCSF.
8.	IMS AS notifies the DCSF about MediaControl instruction control response.
9.	DCSF communicates with the DC Application Server for DC resource control and provides information on data channel media resources reserved at the DCMF.
10.	The DCSF stores the media resource information and replies to the Nimsas notification request.
11-12.	IMS AS sends re-INVITE which include the SDP offer from DCMF or MRF for the application data channel to the originating S-CSCF and then to the remote network and UE#2.
13-16.	UE#2 and terminating network return 200 OK with SDP answer for audio/video and for the application data channel. The terminating network P-CSCF executes QoS procedure for application data channel media based on the SDP in the 200 OK. Based on the received DC Application binding information in the re-INVITE, UE#2 may need to download the corresponding DC Application signalled in the SDP offer, if not done already and associate it with the requested application DC.
NOTE 2:	The UE at the terminating side is capable to determine if to use the DC application based on the received DC application binding information.
17.	IMS AS notifies the DCSF about the successful result of the MediaChangeRequest event.
18.	DCSF replies to IMS AS.
19-20.	The IMS AS includes SDP answer for application data channel to UE#1 in 200 OK and sends 200 OK to S-CSCF and P-CSCF.
21.	The originating network P-CSCF executes QoS procedure for application data channel media based on the SDP in the 200 OK.
22.	P-CSCF returns the 200 OK to UE#1.
23.	UE#1 sends ACK to the terminating network.
24.	The application data channel between UE#1 and DC Application Server is established via DCMF or MRF. DCMF or MRF forwards data channel traffic between UE#1 and DC Application Server via MDC2.
25.	The application data channel between UE#2 and DC Application Server is established via DCMF or MRF. DCMF or MRF forwards data channel traffic between UE#2 and DC Application Server via MDC2.

MORE CHANGES


[bookmark: _Toc138249067]AC.7.4	NF service registration and discovery
If the NRF is used for NF registration and discovery, the DCSF and the DCMF shall register their services at the NRF before providing services to consumers, and existing NRF based mechanism needs to be extended with DC specific profiles. according to clause 4.17.1 of TS 23.502 [94].
[bookmark: _Toc138249069]
MORE CHANGES

AC.7.4.2	DCMF Registration and Discovery
The DCMF profile includes NF type=DCMF and may include information to select a local DCMF to minimize transmission delays in the media path, this may include IP address or location.
Editor's note:	Usage of IP address and IP address ranges is FFS.
The DCMF can update and deregister in the NRF after registration and the procedures are specified in clauses 4.17.2 and 4.17.3 of TS 23.502 [3].
After registration in the NRF, the DCMF and its services can be discovered by other consumer NFs as specified in clauses 4.17.4 and 4.17.5 of TS 23.502 [94].
[bookmark: _Toc138249078]
MORE CHANGES


AC.9.2	Architecture


Figure AC.9.2-1: Architecture to support AR communication
To support AR communication, the data channel architecture is enhanced as follows:
NOTE 1:	The term "AR communication" includes many different combinations of use cases, device capabilities and AR media content for which network assisted functions can be provided.
AR Application Server (AR AS):
-	The AR Application Server is responsible for AR service control related to AR communication, including AR session media control, AR media capability negotiation with the UE.
NOTE 2:	The AR Application Server is a specific DC Application Server and is out of scope of 3GPP.
MF/MRF:
-	The MF/MRF supports AR media processing. It receives and stores AR service media handling logic from the AR AS, and provides Augmented Reality MF capability based on the AR data received from UE.
NOTE 3:	AR data includes AR metadata and AR related media, e.g. audio, video, etc.
IMS AS:
-	The IMS AS receives the media control instructions from the DCSF and accordingly interacts with the UE for connecting the UE's audio/video media termination to the MF.
The following reference points are used for network assisted IMS AR related signalling.
-	DC4: Reference point between the AR Application Server and the DCSF for AR service handling and AR session media control. This is out of scope of this Release.
-	DC2: Service based reference point between the IMS AS and the MF for AR media resource management.
-	Mr'/Cr: Reference point between the IMS AS and the MRF for AR media resource management.
The following reference points are used for IMS AR related media.
-	MDC2: Reference point between the AR Application Server and the MF for transmission of application data channel traffic.
NOTE 4:	The MDC2 reference point is not specified in 3GPP.
-	Mb: Reference point used for IMS media transport and AR media transmission.
[bookmark: _Toc138249079]AC.9.2.1	UE Centric AR Communication
For the UE centric case, AR traffic is transparent to the IMS network and is exchanged between the two peer UEs via the deployed media functions (e.g. IMS AGW/TrGW).
NOTE:	The UE can download the AR metadata from AR AS through application data channel.
[bookmark: _Toc138249080]AC.9.2.2	Network Centric AR Communication
Multiple realization alternatives for network assisted AR are available depending on device capability and what requirements the AR application has on the media transport protocol used between the UE and the network assisted AR function. AR services can be delivered via the following mechanisms:
-	The AR application server provides network assisted rendering by having all AR media being transported using an established application data channel between the UE and the AR application server. This scenario represents a standard P2A/A2P data channel application as per clause AC.7.2 and consequently not requiring any further description.
-	An IMS Media Function (MF)/Media Resource Function (MRF) having the Augmented Reality Media Function (ARMF) capability, provides required network assisted AR media processing.
NOTE:	The AR capability can be provided by either a Media Function or enhanced MRF.
[bookmark: _Toc138249081]AC.9.3	Procedures
[bookmark: _Toc138249082]AC.9.3.1	UE Centric Procedure


Figure AC.9.3.1-1: Establishment of UE Centric AR communication session
Figure AC.9.3.1-1 depicts a typical call flow procedure to establish a UE centric AR IMS session from UE-A perspective. The main steps in the call flow are as follows:
1.	UE-A initiates an IMS communication with UE-B, including establishment of bootstrap data channel.
2.	The user of UE-A upgrades the IMS session with AR experience.
	UE-A initiates a re-INVITE adding media descriptors required by the AR application to be established E2E, e.g. RTP and/or application data channels. Application data channel may be anchored in the MF/MRF.
	In this scenario, the UE performs AR media rendering based on the AR data from its local application.
NOTE:	In other scenarios, the UE may acquire AR data from other sources, e.g. the peer UE, the AR AS etc.
3.	UE-A captures the AR data, performs AR media rendering locally and then encodes AR media e.g. audio/video media stream.
4.	UE-A sends the AR media to the peer through the established media connection(s).
5.	UE-A receives the AR media from the peer through established media connection(s).
6.	UE-A decodes the AR media and performs AR media rendering locally and displays it on its screen.
[bookmark: _Toc138249083]AC.9.3.2	Network Centric Procedure
Figure AC.9.3.2-1 depicts an example for a call flow procedure to establish a network centric AR IMS session from UE-A perspective with complete rendering in the network for one of the UEs (UE-A) involved in AR communication. The main steps in the call flow are as follows:


Figure AC.9.3.2-1: Establishment of Network Centric AR communication session
1.	The UE-A initiates an IMS session and establishes audio and video session connections with the UE-B. The bootstrap data channel(s) are established at the same time for both the UE-A and UE-B.
AR Media Rendering Negotiation Procedure:
2.	The UE-A decides to request network media rendering based on its status such as power, signal, computing power, internal storage, etc.
3.	The UE-A finishes AR media rendering negotiation with the AR AS.
NOTE 1:	The media negotiation for split rendering between the UE and the network is out of scope of this Release.
NOTE 2:	The negotiation procedure in steps 2, 3, and 4 is specified in TS 26.xxx series.
4.	If the negotiation result is successful in step 3, the UE-A initiates new P2A application data channels, which are used for AR data transmission between the UE-A and the network. During the P2A application data channel establishment procedure, the DCSF will instruct the MF via IMS AS how to establish the data channel and corresponding media processing specification.
5(Optional). IMS AS initiates a Media re-Negotiation request with UE-A, to connect UE-A's audio/video media stream to MF.
6.	IMS initiates a Media re-Negotiation request with UE-B, to connect UE-B's audio/video media stream to MF.
	The UE-A can request to change the network rendering content if the status changed in the UE-A, such as low power, low computing power, etc.
Networking Centric Procedure:
7.	The UE-A starts AR media rendering.
8.	The UE-A sends AR data to MF for network assisted rendering.
9.	Based on the AR data received from the UE-A and/or instructions received from the AR AS, the MF performs AR media rendering according to the negotiation result in step 3.
10.	The MF sends the rendered audio/video media stream to the UE-B.
[bookmark: _Toc122440420]
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