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[bookmark: _Toc138252998]********************* Start of Changes *********************
6.16.1	General
This clause specifies the procedure on how NWDAF can provide NWDAF-assisted PFD Determination analytics, in the form of statistics.
To assist determination of PFDs for known application identifiers, if the related Service Level Agreement does not preclude, an NWDAF may perform data analytics on existing PFD information and user plane traffic and provide analytics results in the form of new or updated PFDs, e.g. IP 3-tuple list in PFD is new or updated, to an analytics consumer in the 5GC. The NEF(PFDF) as the consumer may forward new or updated PFD information provided by the NWDAF to the UPF via the SMF to detect a known application, as defined in TS 23.502 [3].
The service consumer may be a NEF(PFDF).
The consumer of these analytics shall indicate in the request or subscription:
-	Analytics ID = " PFD Determination";
-	Target of Analytics Reporting: "any UE";
-	Application identifier;
-	Analytics Filter Information optionally containing:
-	S-NSSAI;
-	DNN;
-	An Analytics target period indicates the time period over which the statistics are requested;
-	Optionally, the preferred level of accuracy on the PFD statistics;
NOTE: 	The NWDAF uses the locally configured level of accuracy if the consumer of this analytics does not provide it in the request.
-	Optionally, maximum number of objects. This refers to the analytic output (i.e. maximum number of new or updated PFDs);
-	In a subscription, the Notification Correlation Id and the Notification Target Address are included.
[bookmark: _Toc138252999]********************* Next Change *********************
6.16.4	Procedures
Figure 6.16.4-1 shows the procedure that a consumer can use to request PFD Determination analytics.


Figure 6.16.4-1: A procedure for NWDAF-assisted PFD Determination
1.	The Consumer NF (NEF(PFDF)) requests or subscribes to the NWDAF to request PFD Determination analytics for a known application identifier. The Target of Analytics Reporting is set to Any UE.
	The Analytics Filter Information may optionally include the S-NSSAI and/or DNN.
2.	The NWDAF fetches currently stored PFD information in use from UDR via NEF(PFDF) for the Application ID provided in step 1, as listed in Table 6.16.2-1.
3.	The NWDAF collects information from the UPF (event "UserDataUsageMeasures") as listed in Table 6.16.2-1 either via SMF (Option 1) or directly from UPF (Option 2) as defined in clause 5.8.2.17 of TS 23.501 [2]. NWDAF discovers the SMF (Option 1) or UPF (Option 2) through NRF as defined in clause 4.15.4.5.3 of TS 23.502 [3]. The event "UserDataUsageMeasures" is defined in clause 5.2.26.2 of TS 23.502 [3], the subscription to the event may include an Application ID set to a value that allows the NWDAF to retrieve input information to derive PFD Determination Analytics for the Application ID that is provided by the consumer.
NOTE:	The Application ID provided by the consumer and the Application ID provided to the UPF to retrieve input data for PFD Determination Analytics can be different ones.
4.	UPF reports the data directly to NWDAF.
5.	The NWDAF derives PFD Determination analytics, e.g. new or updated PFD information for the existing Application ID. When the consumer provides the preferred level of accuracy, the NWDAF provides PFD Determination Analytics that reaches this level to the consumer. When the consumer does not provide the preferred level of accuracy, the NWDAF provides PFD Determination Analytics that reaches the level that is locally configured.
6.	In the case that PFD information for the existing Application ID is new or to be updated, the NWDAF notifies PFD Determination analytics to the consumer NF (i.e. NEF(PFDF)) with PFD Information.
********************* End of Changes *********************
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