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[bookmark: _PERM_MCCTEMPBM_CRPT13420005___5][bookmark: _Toc51769125][bookmark: _Toc11137165][bookmark: _Toc27846628][bookmark: _Toc36187756][bookmark: _Toc59095475][bookmark: _Toc27846554][bookmark: _Toc20149834][bookmark: _Toc47342502][bookmark: _Toc59095553][bookmark: _Toc51769202][bookmark: _Toc45183583][bookmark: _Toc47342425][bookmark: _Toc45183660][bookmark: _Toc5026447][bookmark: _Toc36187679][bookmark: _Toc20149762][bookmark: _Toc114665633]* * * * First change * * * *
[bookmark: _Toc131517020]5.37.3.2	Support of ECN marking for L4S in NG-RAN
ECN marking for L4S may be supported in NG-RAN as specified in TS 38.300 [27].
To enable support of ECN marking for L4S in NG-RAN, dedicated QoS Flow(s) are used for carrying L4S enabled IP traffic. The SMF may be dynamically configured, to, based on PCC Rule, to provide an indication for ECN marking for L4S to NG-RAN for a corresponding QoS Flow(s), but in the absence of such dynamic configuration the use of L4S ECN marking by the RAN for L4S on a QoS flow is controlled by a coordinated configuration in NG-RAN and 5GC.
The criteria based on which NG-RAN decides to mark ECN bits for L4S is NG-RAN implementation specific.
In the case of inter NG-RAN UE mobility, if the ECN marking for L4S has been enabled on source NG-RAN, but the target NG-RAN does not support ECN marking for L4S, then the SMF may, if supported, enable ECN marking for L4S in PSA UPF as defined in clause 5.37.3.3.
* * * * Second change * * * *
[bookmark: _Toc131517021]5.37.3.3	Support of ECN marking for L4S in PSA UPF
To enable ECN marking for L4S by a PSA UPF, a QoS Flow level ECN marking for L4S indicator may be sent by SMF to PSA UPF over N4. SMF also indicates to NG-RAN to report the congestion information (i.e. a percentage of packets that UPF uses for ECN marking for L4S) of the QoS Flow on UL and/or DL directions via GTP-U header extension to PSA UPF. If there is no UL packet when report for DL and/or UL needs to be provided, NG-RAN may generate an UL Dummy GTP-U Packet for such a reporting.
The SMF may be dynamically configured, based on PCC Rule, to provide an indication for ECN marking for L4S to PSA UPF for a corresponding QoS Flow(s), but in the absence of such dynamic configuration the use of ECN marking by the PSA UPF for L4S on a QoS flow is controlled by a coordinated configuration in NG-RAN and 5GC.
Upon successful activation of congestion information reporting for UL and/or DL, PSA UPF uses information sent by NG-RAN in GTP-U header extension (see TS 38.415 [116] and TS 38.300 [27]) to perform ECN bits marking for L4S for the corresponding direction.
NOTE:	How the congestion information is converted to ECN markings is UPF implementation specific.
The criteria based on which NG-RAN decides to provide the congestion information is up to NG-RAN implementation.
In the case of PSA UPF relocation, if the ECN marking for L4S has been enabled on source PSA UPF SMF should select a target PSA UPF supporting ECN marking for L4S. If the target PSA UPF does not support ECN marking for L4S, then SMF may, if supported, switch to ECN marking for L4S in target NG-RAN by following clause 5.37.3.2. In such case, the target NG-RAN stops sending congestion information to the target PSA UPF.
In the case of inter NG-RAN UE mobility, and if the congestion information reporting has been enabled on source NG-RAN while the target NG-RAN does not support congestion information reporting, then the SMF shall inform PSA UPF to stop ECN marking for L4S. The SMF may, if supported, switch to ECN marking for L4S in NG-RAN by following clause 5.37.3.2. For a given QoS Flow, if the target NG-RAN supports congestion information reporting, the target NG-RAN shall report congestion information to UPF once it is available.
* * * * End of changes * * * *

