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	Reason for change:
	The EN for L2 U2U QoS handling can be removed based on the following agreement achieved in RAN2 #122:
AS layer is responsible for QoS split in L2 U2U relay.

	
	

	Summary of change:
	Remove the EN for L2 U2U QoS handling.
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	The EN doesn’t align with RAN2 agreement.
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[bookmark: _Toc138254770]5.6.3.2	QoS handling for 5G ProSe Layer-2 UE-to-UE Relay
For a 5G ProSe Layer-2 End UE connecting with another 5G ProSe Layer-2 End UE(s) via 5G ProSe Layer-2 UE-to-UE Relay, the source 5G ProSe Layer-2 End UE and the target 5G ProSe Layer-2 End UE negotiate the end-to-end QoS for the traffic transmission between source 5G ProSe Layer-2 End UE and target 5G ProSe Layer-2 End UE. The QoS enforcement for first hop PC5 interface (between the source 5G ProSe Layer-2 End UE and 5G ProSe Layer-2 UE-to-UE Relay) and second hop PC5 interface (between the 5G ProSe Layer-2 UE-to-UE Relay and the target 5G ProSe Layer-2 End UE) is specified in TS 38.300 [12].
Editor's note:	It is FFS whether and how to perform QoS enforcement for first hop PC5 interface (between the source 5G ProSe Layer-2 End UE and 5G ProSe Layer-2 UE-to-UE Relay) and second hop PC5 interface (between the 5G ProSe Layer-2 UE-to-UE Relay and the target 5G ProSe Layer-2 End UE).
* * * * End of changes * * * *

