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	Reason for change:
	In clause AC.7.4.2, the following editor’s note exists:
Editor's note:	Usage of IP address and IP address ranges is FFS.

To remove this editor’s note, what IP address or IP address range are used needs clarification.
It is previously proposed to use IP address or IP address range of P-CSCF, but the proposal was rejected. Therefore it is proposed to clarify that UE IP address and IP address range are used for selecting local MF. Based on IP range planning, the IP address or IP address range of the UE, which are managed by SMF or UPF close to MF, can be configured in the MF. The MF can register the IP address or IP address range to the NRF. 
The IMS AS can use UE IP address to find a MF close to the UE via NRF by matching the IP address or IP address range the MF registers.

This contribution also aligns the usage of term MF by replacing term DCMF to MF.
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**** First Change ****
[bookmark: _Toc138249069]AC.7.4.2	DCMF Registration and Discovery
The DCMF profile includes NF type=DCMF and may include information to select a local DCMF to minimize transmission delays in the media path, this may include UE IP address or IP address range which indicates the UE is close to the MF, or location information of the MF.
Editor's note:	Usage of IP address and IP address ranges is FFS.
The DCMF canmay update and deregister in the NRF after registration and the procedures areas specified in clauses 4.17.2 and 4.17.3 of TS 23.502 [3].
After registration in the NRF, the DCMF and its services can be discovered by other consumer NFs as specified in clauses 4.17.4 and 4.17.5 of TS 23.502 [94].


**** End of Changes ****
