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[bookmark: _Toc138764000]5.2.26.1	General
The following table shows the UPF Services and UPF Service Operations.
Table 5.2.26.1-1: NF services provided by the UPF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nupf_EventExposure
	Notify
	Subscribe/Notify
	NEF, AF, NWDAF, TSNAF/DCCF/MFAF/TSCTSF

	
	Subscribe
	Subscribe/Notify
	NWDAF/DCCF, SMF

	
	Unsubscribe
	Subscribe/Notify
	NWDAF/DCCF, SMF

	Nupf_GetPrivateUEIPaddr
	Get
	Request/Response
	NEF

	Nupf_GetPublicUEIPaddr
	Get
	Request/Response
	SMF



>>>> NEXT CHANGES<<<<
[bookmark: _Toc27846933][bookmark: _Toc36188064][bookmark: _Toc45183969][bookmark: _Toc47342811][bookmark: _Toc51769513][bookmark: _Toc59095865]5.2.26.x	Nupf_GetPublicUEIPaddr Service
5.2.26.x.1	General
This service provides the public UE IP address and port number to the service consumer.
5.2.26.x.2	Nupf_GetPublicUEIPaddr Service operation
Service operation name: Nupf_GetPublicUEIPaddr_Get
Description: NF service consumer gets the UE Public IP address and port number that used between UE and the Data Network if NAT is used in UPF. 
Inputs, Required: PDU Session ID.
Inputs, Optional: DNN, S-NSSAI.
Outputs, Required: UE Public IP address, port number.
Outputs, Optional: None.
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