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1. Overall Description:
[bookmark: _GoBack]SA2 thanks RAN3 for the LS (R3-234745/ S2-2310127) and would like the provide the answers as following.

To ensure signalling-based and management-based QoE measurement continuity for MBS across RRC states, RAN3 agreed that the QoE measurement configuration information should be made available to the gNB serving the UE when the UE transits from the RRC_IDLE to RRC_CONNECTED state. In that respect, RAN3 is discussing whether the QoE measurement configuration information should be stored at the UE or at the AMF while the UE is in RRC_IDLE state. After the UE transits from the RRC_IDLE to RRC_CONNECTED state, this information should be provided to the serving gNB. The QoE measurement configuration information to be stored includes the following, per QoE configuration:
· QoE reference.
· The IP address or ID of the Measurement Collection Entity.
· The measConfigAppLayerID.
· Service type.
· QoE measurement type (s-based or m-based measurement) for MBS broadcast service.
· (Working Assumption): available RAN visible QoE metrics.
· Additional information to be stored is FFS.
In addition, RAN3 agreed that, after a UE configured for QoE measurements transits from the RRC_IDLE to the RRC_CONNECTED state, the gNB serving of the UE should be aware of the status of MBS QoE measurement session.

Question: RAN3 respectfully asks SA2 to inform RAN3 whether there are any technical issues with storing the above listed QoE measurement configuration information at the AMF. The QoE measurement configuration information stored at the AMF would be transparent to the AMF.
SA2 Answer: Technically, the AMF could be enhanced to store and provide the above configuration information as a transparent container. However, the AMF cannot indicate to the gNB the status of MBS QoE measurement session, which is only known by the UE side.



2. Actions:
To RAN3 group.
ACTION: 	SA2 asks RAN3 group to take the above into account and provide feedback if any.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #160		November 13 – 17, 2023			Chicago, USA
TSG-SA2 Meeting #160-Ad hoc	January 22 – 26, 2024			E-meeting


