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1. Overall Description:
SA2 thanks SA6 for the response clarifying KPIs of the requirements for mission critical services. 
SA2 thanks RAN2 for the responses (1) when gNB may move the UE involved in an active MBS Session to RRC_INACTIVE and (2) providing estimated packet delay due to paging (see “the total delay from paging in RRC_INACTIVE to the transition to RRC_CONNECTED to first downlink packet(s) transmission can be expected to be below 1s (i.e. <1000ms)”).    
From the RAN2 responses, if paging is performed, the KPIs of requirement for mission critical service cannot be guaranteed.

SA2 notices that SA6 has agreed to S6-232723 (in Aug meeting) which includes the following:
[bookmark: _Toc433209825][bookmark: _Toc460616163][bookmark: _Toc460617024][bookmark: _Toc91062792]10.9.1.3.x	Floor idle during an MCPTT session
During silence (when no talk burst is ongoing), the floor control server may send floor idle message to all floor participants from time to time.

Therefore, if the floor control server can send Floor Idle message during silence to ensure that the UE is kept in a state that can receive MBS session data without being paged, the source of concern raised in the original SA6 LS S6-231018 (i.e. joined UE becomes IDLE) will not exist. 
During the silent period without DL media, the multicast MBS session used for this group communication might become inactive and the joined UEs become IDLE.
 

2. Actions:
To SA6/RAN2:
ACTION: 	SA2 kindly asks SA6/RAN2 to take the above into consideration.


3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #160   November 13 – 17, 2023 	Chicago, US
TSG-SA2 Meeting #Ad hoc   January 22 – 26, 2024 	E-meeting


