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	Reason for change:
	The Group Message Correlation ID is assigned by the NEF during the Nnef_MBSGroupMsgDelivery_Create service operation (i.e. is a mandatory output parameter of the service operation), whereas the External Group ID is provided by the AF as mandatory input parameter of the Nnef_MBSGroupMsgDelivery_Create service operation.
For the Nnef_MBSGroupMsgDelivery_Update service operation and Nnef_MBSGroupMsgDelivery_Delete service operations, both the Group Message Correlation ID and the External Group Identifier are defined as mandatory input parameters.
However, the External Group Identifier is redundant in those service operations and could lead to contradictions with the Group Message Correlation ID. For service based operations it is preferable to use a parameter assigned by the NF service provider (such as the Group Message Correlation ID) as resource identifier.
The External Group IdentifierID  is also not supported in stage 3 TS 29.522 for the Nnef_MBSGroupMsgDelivery_Update service operation and Nnef_MBSGroupMsgDelivery_Delete service operations. In TS 29.522 Figure 5.29.2.1-1 the following related resource model is defined:
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The ”delRef” parameter in stage 3 corresponds to the Group Message Correlation ID.

	
	

	Summary of change:
	The External Group IdentifierID is removed as mandatory input parameter from the Nnef_MBSGroupMsgDelivery_Update service operation and Nnef_MBSGroupMsgDelivery_Delete service operations.

	
	

	Consequences if not approved:
	Contradiction related to Parameters of the Nnef_MBSGroupMsgDelivery_Update service operation and Nnef_MBSGroupMsgDelivery_Delete service operations between stage 2 and stage 3, and unnecessary redundant parameters in stage 2 that complicate a service-based design.
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[bookmark: _Toc145927858]9.4.4.3	Nnef_MBSGroupMsgDelivery_Update service operation
Service operation name: Nnef_MBSGroupMsgDelivery_Update
Description: This service is used by the NF Service Consumer to replace group message delivery.
Inputs, Required: Group Message Correlation ID, External Group Identifier.
Inputs, Optional: Group Message Payload, MBS service area, Group Message Delivery Start Time, Stop Time.
Outputs, Required: Acceptance Status
Outputs, Optional: Cause, service area without MBS capability.
[bookmark: _Toc145927859]9.4.4.3a	Nnef_MBSGroupMsgDelivery_Delete service operation
Service operation name: Nnef_MBSGroupMsgDelivery_Delete
Description: This service is used by the NF Service Consumer to recall (or cancel) group message delivery.
Inputs, Required: Group Message Correlation ID, External Group Identifier.
Inputs, Optional: None.
Outputs, Required: Acceptance Status.
Outputs, Optional: Cause.
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