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Abstract of the contribution: A new key issue of supporting services based on IMS data channel is proposed.
1. Discussion
In the SID of FS_NG_RTC_Ph2, the following work task is introduced:
-
WT-4: Enhancements to IMS data channel related services and operational aspects.
-
WT-4.1: how to support standalone IMS data channel without accompanying audio/video/messaging media in an IMS session.
-
WT-4.2: how to support 3GPP PS Data Off for IMS data channel and applications over IMS data channel.

-
WT-4.3: study enhancements of IMS DC architecture and procedure to support multiplexing a SCTP connection for multiple DC applications. Alignment with SA4 is required

In R18, the data channels will only be established in the context of an IMS MMTel session; and standalone data channels without accompanying media in an IMS MMTel session are not supported. In R19, it is proposed to study standalone IMS data channel without accompanying audio/video/messaging media.
In TS 22.011, it is described that services over IMS data channel shall be configurable by the HPLMN operator to be part of the 3GPP PS Data Off Exempt Services.
Multiplexing a SCTP connection for multiple DC applications can be used in varied scenarios; it is also proposed to study how to support this.

2. Proposal
It is proposed to capture the following changes into TS 23.700-77.
* * * * Start of Changes * * * * 

5.X
Key Issue #X: Services based on IMS data channel
5.X.1
Description

The Key Issue aims to study enhancement of IMS architecture to support the services based on IMS data channel as following aspects:
-
How to support standalone IMS data channel without accompanying audio/video/messaging media in an IMS session; what are the impacts on the functionalities and Bootstrap/Application DC channel setup procedures in existing IMS architecture.
-
How to support 3GPP PS Data Off for services over IMS data channel.
-
Study how to support multiplexing a SCTP connection for multiple DC applications; what enhancements of IMS DC architecture and procedures are needed.

NOTE1:
3GPP PS Data Off for services over IMS data channel should be aligned with the requirements in TS 22.011 [X].
NOTE2:
For multiplexing a SCTP connection aspect, alignment with SA4 is required.
* * * * End of Changes * * * * 
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