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Abstract of the contribution: This pCR proposes a new Key Issue to Study whether and how XR related network capability/information can be exposed towards the application layer.
1 Introduction
In SA#101, SA agreed on the new study on architecture enhancement for XRM Ph2. One of the objectives is to study whether and how XR related network capability/information (e.g. if the QoS profile requested by AF cannot be met, network can indicate the alternative QoS profile) can be exposed towards the application layer.

This paper proposes a new key issue to study support XR related network capability/information exposure towards the application layer of XRM services.
2 Proposal

This contribution proposes to include Key Issue x in TR23.700-70 according the following proposal:
Start of changes
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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TS 23.501: "System Architecture for the 5G System (5GS); Stage 2".

5
Key Issues

5.x
Key Issue #x: XR Related Network Status Exposure
5.X.1
Description

5GS and XR/media services cooperate to provide a better user experience using External Network Exposure. Based on the QoS Monitoring, the 5GS can expose the congestion information, data rate information and round trip delay to the AF, as described in clause 5.37.4 of TS 23.501[x].

SA2 did not have sufficient time to consider the other XR related network capability/information exposure to the application layer. E.g. when the PDU set based handling, if the QoS profile requested by AF cannot be met, network can indicate the alternative QoS profile including the reselected PDU set QoS parameters, and expose to the AF based on the QNC. 

This key issue will study whether and how XR related network capability/information can be exposed towards the application layer. In particular, this key issue will study: 
-
Whether and what network capability/information will be exposed from the 5GC to the application layer.
-
How the network capability/information will be exposed from the 5GC to the application layer.

NOTE:
Alignment and coordination with RAN work will be needed for the study.
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