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1. Overall Description:
SA2 thanks RAN2 for their LS (S2-2310122/ R2-2309283) on misalignment between PTW and Coverage Window. SA2 has the following replies to RAN2’s questions:
Q1: Whether the issue of misalignment between PTW and Coverage Window is valid from SA2’s point of view?

SA2 reply: From SA2’s point of view, misalignment between PTW and Coverage Window may exist. If the eDRX cycle covers in-coverage period and out-of-coverage period, based on the current eDRX mechanism, the PTW may locate in the out-of-coverage period which causes UE end up with no PTW during the in-coverage period in the eDRX cycle.


Q2: If the answer to Q1) is yes, whether it can be solved by any method that SA2 has already specified or by network implementation, or there is need for further enhancement?

SA2 reply: Such misalignment can be avoided through network implementation. When the MME/AMF determines the eDRX parameters for a UE, it can take discontinuous coverage information (e.g. unavailability period duration and/or start of unavailability period) into account to assign the eDRX cycle length within the in-coverage period. Based on this, there is at least one PTW within the in-coverage period which ensures the network can paging UE in the eDRX cycle.

2. Actions:
To RAN2
ACTION: 	SA2 kindly asks RAN2 to take above information into account. 

3. Date of Next SA2 Meeting:

SA2#160   		November 13 - 17, 2023 			Chicago, US
SA2-Ad Hoc	January 22 – 26, 2024			Online
