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	[bookmark: _Hlk131794032]Reason for change:
	The existing Round trip delay measurement over multiple QoS flows actually includes two aspects:
· Round trip delay for one service data flow, the UL traffic and DL traffic are separated into two QoS flows, as defined in 5.37.6.
· Round trip delay for two service data flows, one UL direction service data flow and one DL direction service data flow, which are over two QoS flows respectively.

Besides, in case of AF requested measurement, AF doesn’t know and care it is over one or multiple QoS flow(s). QoS flow mapping is within 5GS and transparent to AF. The aspects need further correction. 

Also, as requested by LS on Issues on QoS Monitoring parameters for XR service(S2-2310102), the QoS Monitoring request for QoS parameter needs to be clarified, e.g. reporting period, and periodic and event triggered reporting frequencies.

Also, as requested by LS on Data rate monitoring (C4-233573/S2-2310108), monitoring averaging window for data rate needs to be clarified.


	
	

	Summary of change:
	- Refine the Round trip delay measurement.
- Other editorial changes. 
- Clarify QoS Monitoring request for QoS parameter.
- Clarify monitoring averaging window for data rate.
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[bookmark: _Toc145935806][bookmark: _Toc145936259][bookmark: _Toc138309685][bookmark: _Toc138309734][bookmark: _Toc138309686][bookmark: _Toc138309689][bookmark: _Toc20149793][bookmark: _Toc27846585][bookmark: _Toc36187711][bookmark: _Toc45183615][bookmark: _Toc47342457][bookmark: _Toc51769157][bookmark: _Toc122440257][bookmark: _Toc131516477]5.8.2.18	QoS Flow related QoS monitoring and reporting
The SMF may configure the UPF to perform QoS monitoring for a QoS Flow and to report the monitoring results with the help of the following parameters provided in the Session Reporting Rule (SRR) described in clause 5.8.5.11:
-	QoS parameter(s) to be measured indicating the subject of the QoS monitoring as defined in clause 5.45;
-	Reporting period indicating the time interval in which a new measurement result and a potential report has to be available. If no measurement result is available to the UPF within the Reporting period, the UPF shall report a measurement failure;
-	Reporting frequency indicating the type of the reporting as "periodic" or "event triggered":
-	If the Reporting frequency indicates "periodic", the UPF shall send a report each time the reporting period is over.
-	If the Reporting frequency indicates "event triggered", a Reporting threshold for each parameter in the QoS parameter(s) to be measured and a Minimum waiting time are provided as well. The UPF shall send a report when the measurement result matches or exceeds the indicated Reporting threshold. Subsequent reports shall not be sent by the UPF during the Minimum waiting time. If measurement results are received during the Minimum waiting time , the UPF shall report the minimum and the maximum measurement result only afterwhen the Minimum waiting time is over.	Comment by Paul Schliwa-Bertling: Minimum and maximum do not apply to all QoS Parameters.
-	(Optional) Target of the reporting and Indication of direct event notification indicating that the UPF shall send the reports to a different NF than the SMF (i.e. to the Local NEF or the AF). The NF is described by a Notification Target Address and a Notification Correlation ID. The SMF can also indicate that the UPF shall send the reports to both, the NF indicated by the Target of reporting and to the SMF. If so, the UPF shall send the reports to the SMF as well. If the Indication of direct event notification is not provided, the UPF shall send the reports to the SMF.
-	(Optional) Reporting suggestion information as defined in clause 5.8.2.17 applicable to Target of the reporting to reduce the UPF performance impacts.
The UPF sends reports to the SMF in the form of QoS Monitoring Report as described in clause 5.8.5.12 and reports to the Local NEF or the AF via the Nupf_EventExposure_Notify service operation described in clause 7.2.29.
5.37.4	Network Exposure of 5GS information
5GS and XR/media services cooperate to provide a better user experience using External Network Exposure.
Based on the AF request, the 5GS can expose the following information based on the QoS Monitoring as defined in clause 5.33.3 and/or clause 5.45:
-	For tThe UL and/or DL congestion information monitoring (see clause 5.45.3), 
Based on the PCC rule from PCF, the SMF requests the NG-RAN to report the information via GTP-U header to PSA UPF. This NG-RAN reported information is common to support congestion information exposure and to support ECN marking for L4S in PSA UPF as described in clause 5.37.3.3. In the case of congestion information exposure, the PSA UPF exposes the UL and/or DL congestion information via Nupf_EventExposure service or via SMF/PCF/NEF as described in clause 5.8.2.18. It can be applied to a Non-GBR or GBR QoS flow.
-	The UL and/or DL Data rate information (see clause 5.45.4):
Based on the PCC rule from PCF, the SMF requests the PSA UPF to measure and report the information. They of UL and/or DL for the QoS flow may be measured and exposed to the AF directlybased on SMF request as one of the following:
-	measured and reported by PSA UPF via Nupf_EventExposure service or via SMF/PCF/NEF as described in clause 5.8.2.18.
-	ForThe round trip delay for two service data flows considering the UL direction of a service data flow and the DL direction of another service data flow
multiple QoS Flows of the XR service (e.g. the UL and DL are separated into two flows)  in the same PDU Session.
, iIt is determined based on the QoS Monitoring for packet delay of individual QoS Flows as described in clause 5.33.3. The AF includes in the request the necessary information for the PCF to derives the separateassociated QoS monitoring policies requirements for each direction packet delay(see clause 5.33.3) PCC rulebased on AF request and local policy. The PCF provides the two QoS Monitoring policies in the PCC rules for the XR service data flows. The PSA UPF reports the delay information per QoS Flow to the SMF. The SMF reports to PCF. The PCF derives round trip delay information  based on the two direction’s packet delay result for the XR service data flows and exposes the information to the AF directly or via NEF.
-	The round trip delay for one service data flow. 
In case the service data flow is on two QoS flows (i.e. the UL traffic and DL traffic of the service data flow are separated into two QoS flows respectively) in the same PDU Session, similarly to the round trip delay for two service data flows over two QoS flows, the PCF triggers QoS Monitoring for each direction packet delay of individual QoS flows respectively and derives round trip delay based on the two direction QoS flows’ packet delay monitored result.
NOTE:	How PCF calculates the requested round trip delay for multiple QoS flows from delays of individual QoS Flows is not defined in this specification.
The AF may provide the Alternative QoS parameter set requirements and Averaging Window to the NEF/PCF for the GBR QoS Flow as specified in clause 4.15.6.6 of TS 23.502 [3].
Estimated bandwidth for 5QI may be exposed by NWDAF (according to information described in clause 6.9.2 of TS 23.288 [86]) to AF.
[bookmark: _Toc145936308][bookmark: _Toc138309735]* * Next change * * * *
5.45	QoS Monitoring
[bookmark: _CR5_45_1][bookmark: _Toc145936309][bookmark: _Toc138309736]5.45.1	General
[bookmark: _Hlk146632871]QoS monitoring comprises of measurements of QoS parameters and reports of the measurement result for a QoS Flow and can be enabled based on 3rd party application requests and/or operator policies configured in the PCF. Event Reporting from PCF is specified in clause 6.1.3.18 of TS 23.503 [45] and User Plane QoS Flow related QoS monitoring and reporting in clause 5.8.2.18.	Comment by Ericsson (M.Mas): Updated to indicate what is specified on those clauses. From 5.8.2.18 there are references to 5.8.5.12 for SR Reports and to Nupf as well.
The AF may request measurements for one or more of the following QoS parameters, which may trigger QoS monitoring for service data flow(s):
-	UL packet delay, DL packet delay, round trip packet delay for a service data flow, see clause 5.45.2.
-	Congestion, see clause 5.45.3.
-	Data Rate, see clause 5.45.4.
-	Packet Delay Variation, see clause 5.37.7.
-	Round trip packet delay considering UL on a service data flow and DL of another service data flow are on different QoS flows, see clause 5.37.4.	Comment by Ericsson (M.Mas): Terminology aligned with TS 23.503 (merged S2-2310737)
The following AF requested QoS requirements may trigger QoS monitoring for service data flow(s):
· Round-trip latency requirement, see clause 5.37.6.

The PCF may generate the authorized QoS Monitoring policy for a service data flow based on the QoS Monitoring request received from the AF (as described in clause 6.1.3.21 of TS 23.503 [45]) or based on PCF local policy or configuration reasons, such as PCF awareness of dynamic satellite backhaul connection. The PCF includes the authorized QoS Monitoring policy in the PCC rule and provides it to the SMF. 
The QoS parameter(s) that can be measured by means of QoS monitoring are listed below. The QoS monitoring policy in PCC rule (described in clause 6.3.1 of TS 23.503 [45]) may include the following:
-	UL packet delay, DL packet delay, round trip packet delay, see clause 5.45.2.
-	Congestion, see clause 5.45.3.
-	Data Rate, see clause 5.45.4.
[bookmark: _Hlk146818213]The SMF configures the UPF to perform QoS monitoring for the QoS Flow and to report the monitoring results as described in clause 5.8.2.18 with parameters determined by the SMF based on the authorized QoS Monitoring policy received from the PCF or local configuration or both. 
The SMF may also configure RAN to measure the QoS parameters by sending QoS monitoring request based on the authorized QoS Monitoring policy received from the PCF and/or local configuration. The QoS monitoring request to the NG RAN for different parameters is as defined in clause 5.45.2 and 5.45.3.
The following clauses describe the QoS parameters which can be measured and any specific actions or constraints for their measurement.
NOTE:	The QoS parameter which can be measured are parameters which describe the QoS experienced in the 5GS by the application, i.e. they are not restricted to the 5G QoS Parameters defined in clause 5.7.2.
5.45.2	Packet delay monitoring
QoS Monitoring for packet delay allows for the measurement of UL packet delay, DL packet delay or round trip packet delay between UE and PSA UPF. The details of the QoS Monitoring for packet delay are described in clause 5.33.3.
	Comment by Paul Schliwa-Bertling: This was already covered by the NOTE, and specified in those referred clauses. The two QoS Flow cases is already covered in referred 5.37.4
[vivo] the proposal comes from LGE and I also think the content of the NOTE should be captured in the normal text. Since behaviour with “may” “should” should be in the normal text not “NOTE”.



NOTE:	The PCF may calculate Packet Delay Variation (clause 5.37.7) and the round trip packet delay when UL and DL are on different QoS flows (clause 5.37.4) based on packet delay monitoring results of QoS flows.  
[bookmark: _Toc145936311][bookmark: _Toc145936312]5.45.3	Congestion information monitoring
The NG-RAN may be required to provide the UL and/or DL QoS Flow congestion information to UPF (i.e. a percentage of congestion level for exposure). The UPF may be required to monitor and expose the UL and/or DL QoS Flow congestion information reported from the NG-RAN.
QoS monitoring request for congestion information provided by the SMF to the NG-RAN is to trigger  andthe NG-RAN to measure and reporting for UL and/or DL QoS Flow congestion information to PSA UPF is as defined in 5.37.3. The QoS monitoring request for congestion information includes the QoS monitoring indication for congestion information. 
NOTE:	How the RAN measures and reports the congestion information is up to RAN implementation.
The PSA UPF reports the received UL and/or DL QoS Flow congestion information to the target NF as instructed by the QoS Monitoring request (see clause 5.8.2.18) from the SMF. 
For the reporting of this parameter only the Reporting frequency ‘event triggered’ applies, see clause 5.8.2.18. The UPF shall send a report when the measurement result crosses the indicated Reporting threshold. Subsequent reports shall not be sent by the PSA UPF during the Minimum waiting time.
Only one of ECN marking for L4S (in the case of ECN marking for L4S in RAN as described in clause 5.37.3) or QoS monitoring of congestion information may be requested to NG-RAN for a QoS Flow. They are mutually exclusive, therefore, measurements of Congestion information on a QoS Flow are not provided in QoS Monitoring reports if SMF enables ECN marking for L4S in RAN (see clause 5.37.3).


5.45.4	Data rate monitoring
The QoS Monitoring for data rate allows the measurement of the UL and/or DL data rate per QoS flow at the PSA UPF and it can be applied to a Non-GBR or GBR QoS flow. The data rate is measured over a monitoring averaging window with a standardized value.
The SMF may configure the UPF to perform and report QoS monitoring for data rates as described in 5.8.2.18. According to the QoS Monitoring request for UL and/or DL data rate from the SMF, the UPF is required to initiate data rate measurement for a QoS Flow and to report the measured data rate as instructed.

* * * * End of changes * * * *

