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[bookmark: _Toc144097216]IPR call reminder:
"I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work of 3GPP.
Delegates are asked to take note that they are thereby invited:
-	to investigate whether their organization or any other organization owns IPRs which are, or are likely to become Essential in respect of the work of 3GPP.
-	to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms"
[bookmark: _Toc144097217]Antitrust policy Reminder:
"I also draw your attention to the fact that 3GPP activities are subject to all applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG/WG meeting including the Chairman and Vice Chairman. In case of question I recommend that you contact your legal counsel.
The leadership shall conduct the present meeting with impartiality and in the interests of 3GPP.
Furthermore, I would like to remind you that timely submission of work items in advance of TSG/WG meetings is important to allow for full and fair consideration of such matters."



[bookmark: _Toc144097218]1.1	Opening of the meeting
The SA WG2 Chair, Andy Bennett (Samsung) welcomed delegates to the meeting in Gothenburg, Sweden. The Secretary and Vice Chairs introduced themselves. The Vice Chairs were Dario Serafino Tonesi (Qualcomm) and Wanqiang Zhang (Huawei). The Secretary was Maurice Pope (ETSI MCC).
Mr Stefan Rommer (Ericsson) welcomed delegates to Gothenburg and provided information about the Gothenburg history and points of interest including supermarkets and restaurants in the area. Meeting access control arrangements were detailed in the slides. SA WG2 were wished a successful meeting in Gothenburg.

[bookmark: _Toc144097219]2	Agenda
S2-2308267 (AGENDA) SA2#158 meeting Agenda (Source: SA WG2 Chair)
Document for: Approval
Abstract: 
The meeting agenda.
Comment: Revised to S2-2309205.
Comment: S2-2309205: Revision of S2-2308267. This AGENDA was approved.
Plenary Discussion:
The agenda was revised with schedule updates in S2-2309205. The draft updated agenda was provided in the DRAFTS folder and was reviewed. Updates to the schedule for parallel sessions were made to accommodate company clashes on topics where possible and may be updated throughout the week according to progress on the topics. The final version will be provided at the end of the meeting and was approved.
Status: Approved.
[bookmark: _Toc144097220]2.1	IPR Call and Antitrust Reminder
The SA WG2 Chair read out the IPR and Anti-trust Reminders as shown above.

[bookmark: _Toc144097221]3	SA2#157 Meeting report
S2-2308268 (REPORT) Draft Report of SA WG2 meeting #157 (Source: SA WG2 Secretary)
Document for: Approval
Abstract: 
Draft Report of SA WG2 meeting #157 for approval.
Comment: This REPORT was approved.
Plenary Discussion:
The draft report included revision marked statements for the report which had been received from Nokia and Huawei. The report was approved and will be uploaded to the FTP server with revisions accepted as version 1.0.0.
Status: Approved.

[bookmark: _Toc144097222]4	General
This agenda item was convened by Andy Bennett (Samsung).
[bookmark: _Toc144097223]4.1	Common issues and Incoming LSs
LS for information only - propose to note
S2-2308270 (LS IN) LS from CableLabs: Feedbacks on solutions for 5WWC_Ph2 Key Issue 1 (Source: CableLabs (CableLabs LS Response on 3GPP Rel-18 5WWC_Ph2))
Document for: Information
Abstract: 
Dear Colleagues, CableLabs thanks SA WG2 for LS S2-2207761 regarding solutions studied under FS_5WWC_Ph2. The following table captures CableLabs feedback. For each solution, CableLabs assumes the applicable device type(s) as listed in column 3 of the table. CableLabs prefers solutions supporting both 5G-RG and FN-RG (e.g., via W-AGF), wherever applicable, in 3GPP s normative work.
Comment: Revision of Postponed S2-2306267 from S2#157. Postponed.
Plenary Discussion:
Nokia proposed to postpone this and await additional information. This was then postponed.
Status: Postponed.
S2-2308287 (LS IN) LS from ITU-T SG11: LS on initiation of new work item Q.FMSC-SA 'Signalling architecture of fixed, mobile and satellite convergence for IMT-2020 networks and beyond' (Source: ITU-T SG11 (SG11-LS70))
Document for: Information
Abstract: 
This liaison statement is to inform ITU-T SG13 and 3GPP SA2 about the initiation of new work item Q.FMSC-SA 'Signalling architecture of fixed, mobile and satellite convergence for IMT-2020 networks and beyond'.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308343 (LS IN) LS from SA WG5: Reply LS to LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020' (Source: SA WG5 (S5-234651))
Document for: Information
Abstract: 
SA WG5 thanks ITU-T SG13 Q21 for their LS SG13-LS80 on Y.3159 Framework for classifying network slice level in future networks including IMT-2020 . SA WG5 would like to inform ITU-T Q21/13 that there is no overlap between the work item in ITU-T on developing a framework for classifying network slice levels and the work in SA WG5 on network slice management and charging. SA WG5 addresses Management and Charging aspects of the Network Slice with: 1. Network Slice Management 2. Network Slice Charging {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308350 (LS IN) LS from SA WG3: LS-Reply on Introduction of the domain 'ipxnetwork.org' (Source: SA WG3 (S3-233786))
Document for: Information
Abstract: 
SA WG3 thanks 5GMRR for their LS to 3GPP on the introduction of the domain 'ipxnetwork.org' in addition to '3gppnetwork.org'. SA WG3 acknowledges that the domain 'ipxnetwork.org' has been introduced by GSMA for specific pre-5G roaming use cases. The 5G architecture as currently specified, however, stipulates that for any given roaming relation, exactly two SEPPs are involved, and that they mutually authenticate each other using a combination of the PLMN ID of the operator whose network edge they represent, and the domain name '3gppnetwork.org'. While it is in principle possible to use a different domain suffix like 'ipxnetwork.org' for SEPP discovery purposes in the context of intermediaries, such discovery and SEPP identification may have security implications. Given that an anticipated SA WG1 study will cover scenarios involving intermediaries, it seems prudent to await the results of this study before updating specifications with respect to introducing domain names for intermediary discovery. SA WG3 believes that a SEPP discovery procedure that covers all deployment scenarios in a manner that preserves e2e security between roaming partners is required, and kindly asks GSMA to provide further details on the mechanisms already documented. SA WG3 would also like to get confirmation on the following: If an operator decides to use a Hosted SEPP managed by a service provider instead of operating its own SEPP, then the Hosted SEPP s service provider would become the edge of one PLMN and, hence, the Hosted SEPP should become part of the PLMN security domain. If this is the correct understanding, an operator should also allow the IPX provider to use the operator domain name to connect to the other PLMN s SEPP to fulfil the SEPP behaviour as specified in clause 5.9.3 of 33.501.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308347 (LS IN) LS from SA WG6: LS to GSMA on publication of GSMA OPG and OPAG documents (Source: SA WG6 (S6-232145))
Document for: Information
Abstract: 
SA WG6 would like to thank GSMA OPG for the information about published documents from OPG/OPAG. SA WG6 notices that GSMA OPG is working on the transformation aspect of southbound network API(s) to the northbound service API(s)/OAM API(s), which are related to several work items in SA WG6. SA WG6 also notices that network slice is one of important topics in GSMA OPG. SA WG6 would like to inform GSMA OPG that SA WG6 has an on-going work about the network slice capability enablement (NSCE) in service enabler architecture layer (SEAL) and the related specification in TS 23.435. The NSCE work item focuses on defining the slice service API (i.e. northbound API) to the third party s application by aggregating southbound APIs defined by SA WG5 for slice management as well as APIs defined by SA WG2 (e.g. NEF API for network slice status report). The NSCE mainly provides the following services: - Application layer network slice lifecycle management - Network slice optimization based on AF policy - Network slice related performance and analytics monitoring - predictive slice modification in edge based NSCE deployments/in Inter-PLMN deployment - Multiple slices coordinated resource optimization - Network slice adaptation for VAL application - Network slice fault management capability exposure, etc.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308288 (LS IN) LS from TSG SA: Reply LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs (Source: TSG SA (SP-230763))
Document for: Information
Abstract: 
This reply LS also takes into account the following LSs received from GSMA: SP-230351: LS to 3GPP on IPX Requirements for 5GS Roaming (5GMRR Doc 41_38r2) SP-230352: LS to 3GPP (SA WG1, SA WG2, SA WG3) on Roaming Value Added Services requirements (5GMRR Doc 41_39r2) SP-230353: LS with Roaming Hubbing requirements and LS response to SA WG3 LS (S3-214456) on 5GS Roaming Hubbing (5GMRR Doc 41_40r4) SP-230376: LS on GSMA 5GMRR Working Solution Assumption L-PRINS and Data Session Control (5GMRR Doc 41_41r3) TSG SA has concluded that the roaming requirements in the LSs from GSMA 5GMRR need a SA WG1 study to describe and discuss the use cases and derive potential service requirements. SA invites interested parties to contribute their use cases and requirements in SA WG1 as per normal 3GPP working procedures. This would then be followed by any architectural and protocol work as needed. TSG SA would like to inform GSMA that earliest possibility to undertake this work would be Rel-19 (refer to 3GPP workplan in SP 230738).
Comment: SA WG2 replied to the GSMA LS at SA2#157 in S2-2307983. Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308330 (LS IN) LS from SA WG1: LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs (Source: SA WG1 (S1-231776))
Document for: Information
Abstract: 
SA WG1 has discussed the LSs from GSMA 5GMRR, S1-231055, 056, 057 and 058 as well as the LS from SA WG3 S1-231034, and concluded that a SA WG1 study would be needed to describe and discuss the use cases and derive potential service requirements. SA WG1 suggest SA to inform GSMA 5GMRR that SA WG1 welcomes all interested parties to contribute in SA WG1 with their use cases and requirements.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308334 (LS IN) LS from SA WG3: LS on Further input to address GSMA LS on requirements for intermediaries in the roaming ecosystem (S3-232344) (Source: SA WG3 (S3-233308))
Document for: Information
Abstract: 
In addition to SA WG3 response in LS S3-232155, SA WG3 would like to provide further input to 3GPP working groups in preparation of a consolidated 3GPP response to GSMA. Document S3-233349 provides an overview of related requirements captured in 3GPP. After having reviewed the requirements, SA WG3 believes that further refinement and clarification is needed, as follows. (a) Some requirements may be outside 3GPP scope. Identifying such requirements may require a collaborative effort among multiple 3GPP working groups, and may require clarifications from GSMA. (b) The current 5G service architecture appears to cover the majority of the new GSMA requirements. Some requirements, however, may not be covered. For such requirements, which are also considered to lie within 3GPP scope, SA WG3 has sent a LS to SA WG2(S3-232155) and is expecting feedback. SA WG3 remains open for this to be a collaborative effort. (c) The main requirement provided in the GSMA LSs (S3-232344 bundle) appears to be that 'entities may need access to messages exchanged between PLMNs to be able to offer their services and that any action of these entities is to be attributable . The requirements received in the S3-232344 LS bundle need to be reconciled with the 5G architecture and the e2e security requirements received in S3-180338, as they retain their validity, as captured in TS 33.501, clause 5.9.3 (requirements for e2e core network interconnection security). {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308331 (LS IN) Reply LS on 3GPP work on Energy Efficiency (Source: SA WG1 (S1-231805))
Document for: Information
Abstract: 
SA WG1 thanks SA WG5 for their LS S5-232903, and questions. SA WG1 answers and clarifications are provided below: Q1: Please correct and/or complement the table present in the attached document if and where deemed appropriate. [SA WG1 answer]: SA WG1 would like to inform that there is no ongoing study related to Rel-18 anymore. However, SA WG1 provides an update to the table provided by SA WG5 here below. Note that the ongoing SID on Energy Efficiency as service criteria (SP-230235) relates to Rel-19 and not Rel-18. For SA WG5 convenience, changes below are provided as highlighted text (new text in red, old text strikethrough). {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308341 (LS IN) LS on 3GPP work on Energy Efficiency (Source: SA WG4 (S4-231111))
Document for: Information
Abstract: 
SA WG4 fully supports SA WG5 s and 3GPP s overall efforts addressing energy efficiency and the ongoing climate emergency. {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308300 (LS IN) LS from CT WG3: LS on AKMA service restrictions in Rel-17 (Source: CT WG3 (C3-232563))
Document for: Information
Abstract: 
As per Rel-17 TS 33.535, cl 4.4.0, Roaming aspects are not considered in the present document. CT WG3 noticed that if Non-3GPP access can be supported for AKMA services, it is unclear for the network on how to identify the roaming scenario: As per current SA WG2 architecture, an LBO roaming UE could connect via 3GPP access in VPLMN and simultaneously connect via Non-3GPP access to HPLMN. When the UE establish PDU session via 3GPP access, VPLMN AMF/SMF is selected, and PDU session is treated as roaming. When the UE establish PDU session via Non-3GPP access, HPLMN AMF/SMF is selected, and PDU session is treated as non-roaming. It is possible that the UE could use 3GPP access (VPLMN) related PDU session and connect to the AF in the HPLMN to access AKMA services, which should be detected and denied by the Home Network in the release 17 as defined in Rel-17 TS 33.535. However, the UE can connect to the AF in the HPLMN to access AKMA services via the Non-3GPP access from above scenario. CT WG3 would like to ask SA WG3: Question1: Is Rel-17 AKMA services supported for the UE connected via Non-3GPP access? Question2: If the answer to Question 1 is affirmative, then how the network could identify the PDU session is related to roaming UE and deny AKMA services?
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308307 (LS IN) LS from CT WG4: Reply LS on the maximum length of Routing ID (Source: CT WG4 (C4-232623))
Document for: Information
Abstract: 
CT WG4 would like to thank RAN WG3 for the LS R3-232170. CT WG4 would like to provide the following response to the information provided from RAN WG3: Regarding LMF Routing ID IE in the NRPPa transport messages defined in TS 38.413, RAN WG3 has agreed to the attached CRs which clarify that the maximum length of the Routing ID IE is 16 octets, referring to the value of NfInstanceId defined in TS 29.571. CT WG4 would like to confirm that the maximum length of the Routing ID IE which is defined in RAN WG3 specification is correct. Furthermore, CT WG4 would like to suggest RAN WG3 refer to RFC 4122 for the encoding of the 16 octets (NF Instance ID encoded as UUID version 4) instead of referring to NF Instance ID of TS 29.571, because the encoding of the NF Instance ID is defined differently over 5GC SBIs. CT WG4 respectfully asks RAN WG3 to take the above information into account.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308311 (LS IN) LS from RAN WG2: LS on applicability of UAC for Network Controlled Repeater (Source: RAN WG2 (R2-2306611))
Document for: Information
Abstract: 
In Release 18 WI Network-Controlled Repeater, at the RAN WG2#119bis-e meeting the following agreement, where the part related to UAC is highlighted: NCR-MT should ignore cellBarred, cellReservedForOperatorUse, cellReservedForFutureUse cellReservedForOtherUse, intraFreqReselection indications and UAC configuration if broadcast in system information. The agreement means that the NCR-MT skips the access control check for its access attempts to a cell. The NCR node is a network node similar to the IAB-node. For IAB which is also a network node, specification text in 24.501for an IAB-node to skip the access control was introduced, triggered based on LS R2-2003868 as highlighted below:
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308312 (LS IN) LS from RAN WG2: Reply LS on GNSS integrity parameters (Source: RAN WG2 (R2-2306681))
Document for: Information
Abstract: 
RAN WG2 would like to thank CT WG4 for the LS on GNSS integrity requirement parameters definition, and would like to ask CT WG4 to take the following RAN WG2 feedback into consideration: Question: CT WG4 would like to kindly ask RAN WG2 to define the data structure of TTA, TIR and AL, and provide the related reference to CT WG4 in order to implement this feature. Answer: The requested parameters TIR, AL and TTA are represented as follows - Target Integrity Risk (TIR): The range can be adopted from TS 37.355 defined within TargetIntegrityRisk-r17 of IE CommonIEsRequestLocationInformation. The recommended range is calculated by P=10-0.1n [hour-1] where n is from 10 to 90 and the range of the TIR is 10-1 to 10-9 per hour. - Alert Limit (AL): The parameter is separated into a horizontal and vertical alert limit. The range can be adopted from horizontal and vertical protection level defined in TR 37.355 within IntegrityInfo-r17 of the IE CommonIEsProvideLocationInformation. The recommended range for both horizontal and vertical alert limit are 0 to 500 meters, with 0.01 meters granularity. - Time to Alert (TTA): The range can be adopted from the use cases for integrity listed in TR 38.857, Table 9.2.4, where the TTAs listed in different use cases have the range from 100ms to 30s. The recommended value range is from 0.1 to 30s, with 0.1s granularity.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308319 (LS IN) LS from RAN WG3: Reply LS on the use of PEI during an Emergency PDU Session (Source: RAN WG3 (R3-233313))
Document for: Information
Abstract: 
RAN WG3 thanks RAN WG2 for their LS on the use of PEI during an emergency PDU session. RAN WG3 considers that specification impacts on RAN WG3 procedures would be necessary to have gNB disable the UE-ID based subgrouping when paging UEs in Emergency PDU session in RRC idle or RRC inactive state. RAN WG3 will not initiate to discuss these enhancements unless requested by RAN WG2.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308324 (LS IN) LS from RAN WG3: LS on Multiple Trace/MDT configurations (Source: RAN WG3 (R3-233481))
Document for: Information
Abstract: 
RAN WG3 discussed the case that a NG-RAN node receives multiple Trace/signalling based MDT configurations from the CN for the same UE. RAN WG3 has reached the following understanding: When a NG-RAN node receives a Trace activation request, it should start the new session if the Trace Reference is different from the Trace Reference of any existing session for the UE. During handover procedure or UE context retrieval procedure, the source NG-RAN node forwards only one Trace/MDT configuration to the target NG-RAN node and informs the AMF of the failure of the non-forwarded Trace/MDT configurations via the Trace Failure Indication procedure.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308339 (LS IN) LS from SA WG4: Reply LS on alignment of activities on UE data collection, reporting and event exposure (Source: SA WG4 (S4-231092))
Document for: Information
Abstract: 
SA WG4 acknowledges TSG SA LS on the topic of alignment of activities on UE data collection, reporting and event exposure and provides the following answers to the questions posed. {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308340 (LS IN) Reply LS on the reuse of EVEX as specified in TS 26.531 (Source: SA WG4 (S4-231109))
Document for: Information
Abstract: 
SA WG4 thanks SA WG6 for its continued interest in the possible reuse of the SA WG4-defined EVEX framework in the context of its current Work Items 'Application Data Analytics Enablement Services' (ADAES) and 'application service management in eSEAL2'. SA WG4 also thanks SA WG6 for explaining its requirements in more detail and is pleased to provide the following information which it hopes is useful. {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308345 (LS IN) LS from SA WG6: Reply LS on the reuse of EVEX as specified in TS 26.531 (Source: SA WG6 (S6-232001))
Document for: Information
Abstract: 
SA WG6 thanks SA WG4 for their rely LS on possible reuse of the SA WG4-defined EVEX framework and also for providing agreed CR 0005 for TS 26.531. Regarding SA WG4 kindly invites SA WG6 to explain their requirements in greater detail to SA WG4 , SA WG6 would like to provide following details about the requirements. For, 2. The UE Application shall be able to send/push collected data on-demand (i.e. without need for setting up session) to ASP through a request/response mechanism. {. . .}.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308342 (LS IN) LS from SA WG5: LS on Slice based (wholesale) differentiation and charging in roaming (Source: SA WG5 (S5-234453))
Document for: Information
Abstract: 
SA WG5 thanks GSMA NG ENSWI for their LS on Slice based (wholesale) differentiation and charging in roaming. SA WG5 would like to inform GSMA NG ENSWI, SA WG5 has created a Rel-18 work item to cover the charging solution for addressing the Business requirements for slice-based (wholesale) differential reporting and charging of traffic in the roaming case, expressed in the LS, based on the TS 23.501 and TS 23.502 procedures related description. This work item (attached S5-234455) is submitted for approval to the next June TSG SA#100. SA WG5 can confirm, by allowing the mapping of the VPLMN S-NSSAI(s) to the HPLMN S-NSSAI(s) to be available to CHF in VPLMN, this solution will allow wholesale with slice based differentiation. The solution is valid for Roaming Home routed as well as for LBO.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
S2-2308325 (LS IN) Reply LS to RAN2 on flightpath information forwarding for UAV (Source: RAN WG3 (R3-233493))
Document for: Information
Abstract: 
RAN WG3 thanks RAN WG2 for informing the progress on UAV flight path information transmission during handover. RAN WG3 agreed adding the UAV flight path information into RAN WG3 specifications for NGAP (TS 38.413), and XNAP (TS 38.423). The agreed TP capturing the UAV flight path information are attached, while the referred IE to RRC is FFS to wait until RAN WG2 finalization of the definition of UAV fight path information.
Comment: Noted.
Plenary Discussion:
This LS was noted.
Status: Noted.
Other
S2-2308283 (LS IN) LS from ITU-T SG13: LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020' (Source: ITU-T SG13 (SG13-LS80))
Document for: Action
Abstract: 
This liaison statement informs about the consented Recommendation ITU-T Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'.
Comment: Revision of Postponed S2-2306315 from S2#157. Noted.
Plenary Discussion:
There was no specific action for SA WG2 and this was noted.
Status: Noted.
S2-2308286 (LS IN) LS from GSMA 5GMRR: LS to 3GPP on the introduction of the domain 'ipxnetwork.org' in addition to '3gppnetwork.org' (Source: GSMA 5GMRR (5GMRR Doc 42a_04r2))
Document for: Action
Abstract: 
Background: GSMA 5GMRR has defined procedures for SEPP Discovery in support of 5G SA Roaming and would like to inform 3GPP about the usage of the domain name ipxnetwork.org in addition to the well-known '3gppnetwork.org'. Discussion: To differentiate between SEPP instances deployed by either a PLMN or managed by a service provider on behalf a PLMN (Outsourced SEPP) versus SEPP instances of a service provider (Hosted SEPP and Hub based use cases), the new distinct domain name ipxnetwork.org has been introduced in support of the latter instances. The domain name '3gppnetwork.org' has been referenced in TS 23.003 and TS 33.310, and there may be more instances in other 3GPP specifications. It is suggested to add a reference to the domain 'ipxnetwork.org' in those cases as well. Please note that the domain 'ipxnetwork.org' is an existing dormant GSMA domain name and was originally introduced in anticipation for the support of e.g. specific roaming use cases with SS7 and Diameter. Action: GSMA 5GMRR kindly asks 3GPP to take the above information into account and to update existing 3GPP specifications were needed.
Comment: Noted.
Plenary Discussion:
Input from SA WG1 was awaited on this and this LS was noted.
Status: Noted.
S2-2308271 (LS IN) LS from GSMA 5GMRR: LS to 3GPP on IPX Requirements for 5GS Roaming (Source: GSMA 5GMRR (5GMRR#41 Doc 38r2))
Document for: Action
Abstract: 
GSMA 5GMRR thanks SA WG3 for their reply LS (S3-231389) on PRINS middle boxes. This LS response focuses on the requirements from IPX providers, one of the roles in the roaming eco-system. Actions: GSMA 5GMRR kindly asks 3GPP to take the following actions: SA WG1 to update their specifications in order to support IPX provider requirements that are currently not covered. SA WG2 to enhance the 5G architecture to meet the IPX provider requirements. SA WG3 to define a security solution that includes the IPX providers requirements.
Comment: Revision of Postponed S2-2306271 from S2#157. Noted.
Plenary Discussion:
Input from SA WG1 was awaited on this and this LS was noted.
Status: Noted.
S2-2308272 (LS IN) LS from GSMA 5GMRR: LS Roaming Value Added Service Requirements (Source: GSMA 5GMRR (5GMRR Doc 41_39r2))
Document for: Action
Abstract: 
This LS focusses on one of the three roles in the roaming eco-system, namely roaming value-added service (RVAS) providers. Actions: GSMA NRG 5GMRR kindly requests 3GPP to consider the attached service requirements from RVAS providers. GSMA 5GMRR kindly asks 3GPP to determine how the 5G specifications can be adapted to support these requirements. GSMA 5GMRR asks 3GPP to take note of the current sponsored roaming facilitation using dual or multi-IMSI profiles on the SIM, and advise on any concerns with respect to authentication or concealment algorithms. SA WG1, SA WG2, and SA WG3 are kindly asked to take into account the above requirements of GSMA 5GMRR to enable RVAS providers.
Comment: Revision of Postponed S2-2306272 from S2#157. Noted.
Plenary Discussion:
Input from SA WG1 was awaited on this and this LS was noted.
Status: Noted.
S2-2308273 (LS IN) LS from GSMA 5GMRR: LS with Roaming Hubbing requirements and LS response to 3GPP SA3 LS (S3-214456) on 5GS Roaming Hubbing (Source: GSMA 5GMRR (5GMRR Doc 41_40r4))
Document for: Action
Abstract: 
This LS lists Roaming Hubbing specific requirements and responds to SA WG3 LS on 5GS roaming hubbing (S3-214456). Actions: GSMA NRG 5GMRR kindly requests 3GPP to consider the above service requirements for roaming hubs and to provide advice on how these requirements can be supported using current specifications. Moreover, the group kindly requests SA WG1, SA WG2 and SA WG3, and CT WG4 to update their specifications in order to support requirements that are currently not covered to support the RH use cases that are established in roaming to date and that should be provided for 5G SA roaming and interconnect, too. 5GMRR would like to work together with 3GPP in order to develop solutions that meet these requirements while complying to the 5GS architecture and security specifications.
Comment: Revision of Postponed S2-2306273 from S2#157. Noted.
Plenary Discussion:
Input from SA WG1 was awaited on this and this LS was noted.
Status: Noted.
S2-2308274 (LS IN) LS from GSMA 5GMRR: LS on GSMA 5GMRR Working solution assumption on L-PRINS and Data Session Control (Source: GSMA 5GMRR (5GMRR Doc 41_41r3))
Document for: Action
Abstract: 
This LS describes a working solution assumption aiming to converge the needs of a service provider and the security architecture as put forward in the 5G SA roaming eco-system. Action to SA WG2: GSMA 5GMRR kindly requests SA WG2 to consider the Service Provider Data Session Control call flow in this LS and to provide feedback.
Comment: Revision of Postponed S2-2306274 from S2#157. Noted.
Plenary Discussion:
Input from SA WG1 was awaited on this and this LS was noted.
Status: Noted.
S2-2308348 (LS IN) LS from GSMA OPG: LS on GSMA OPG PRDs publication and document name change (Source: GSMA OPG (OPG_142_Doc_03))
Document for: Action
Abstract: 
GSMA OPG would like to notify 3GPP and ETSI of the recent release of several GSMA PRDs: OPG.02 Operator Platform: Requirements and Architecture version 5.0. OPG.03 Southbound Interface Network Resources APIs version 3.0. OPG.04 East-Westbound Interface APIs version 3.0. Action: GSMA OPG kindly ask 3GPP and ETSI to take the above into consideration.
Comment: Noted.
Plenary Discussion:
This LS was reviewed and noted.
Status: Noted.
S2-2308349 (LS IN) LS from GSMA TSGUEWIFI: LS reply to SA WG2 on 3GPP and non-3GPP interworking information in VoWiFi (Source: GSMA TSGUEWIFI (UEWIFI11_005))
Document for: Action
Abstract: 
GSMA TSG UEWIFI would like to thank SA WG2 for the reply LS in S2-2307898/UEWiFi10_003 on 3GPP and non-3GPP interworking capabilities. SA WG2 pointed out that specifications 3GPP TS 24.167 already have mechanisms that indicate to the UE which types of handovers are allowed, i.e., Allow_Handover_PDN_connection_WLAN_and_EPS, Allow_Handover_PDU_session_non-3GPP_and_NG-RAN, Allow_Handover_PDN_connection_non-3GPP_and_NG-RAN. However, 3GPP TS 24.167 does not completely address the problem statement that the UEWIFI group formulated. Firstly, configuration of Management Objects that inform the UE of the supported handovers are cumbersome and prone to failures. That is: These Management Objects are pre-configured by OEM and/or configured with OTA (over the Air) methods by OEM. This makes these Management Objects static . Therefore, whenever network policy changes the MNO has to share the parameters with the OEM and the OEM needs to update this with OTA methods. Updating Management Objects this way has a number of limitations, e.g., it can take a long time to update all devices in the affected operators network, OEM may not support such updates after some time. OTA upgrade is not a reliable way as end users may ignore OTA upgrade notification. The update success rate is not guaranteed. If the operator doesn t support Device Management protocol, configurations cannot be updated by using OTA methods, then UE will encounter a handover failure and call drop when choose an undesired target network. Secondly, configuration of Management Objects that inform the UE of the supported handovers do not allow different handover policy for different parts of the network. The Management Objects don t allow for differentiating policies between different regions of a country served by the operator. It is difficult for operator to deploy nationwide 5G coverage in the near future (or in some cases never). Operators may want to have different cellular and Wi-Fi handover policy in different parts of the network, e.g. allow HO to VoNR in sub-set of the regions covered by their network. The Management Objects only apply to IMS PDN connection, non-IMS services which use other PDN connections will also need the interworking indication to make handover decision. Thirdly, configuration of Management Objects that inform the UE of the supported handovers are not useful in roaming scenarios. The Management Objects don t allow for differentiation handover capability when cellular and WLAN network belongs to different operators. When UE roams to cellular network of PLMN B and simultaneously connected to ePDG of PLMN A, there is no way to decide whether handover of IMS PDN connection from ePDG of PLMN A to SMF of PLMN B is supported depends on these parameters. In addition, though the procedures specified in 3GPP TS 23.502 for transfer of PDU session from non-3GPP access (WLAN) to 5GS or EPS using EPS fallback provides a solution when network doesn t support VoNR. However, when UE initiates a IMS voice call over WiFi and it is camped on NR simutaneously, this solution can not solve the handover issue when network doesn t support the handover from VoWiFi to VoNR but support VoNR. Therefore, we propose to convey the 3GPP and non-3GPP interworking handover indications from cellular network and/or Wi-Fi network to UE rather than using Management Objects. {. . .} Actions: GSMA TSG UEWIFI kindly requests SA WG2 to take the information above into account and define possible solutions for the proposals.
Comment: Postponed.
Plenary Discussion:
It was suggested to await more information on any WIs produced for this and this was postponed.
Status: Postponed.
S2-2308269 (LS IN) LS from BBF: BBF answer to your liaison S2-2207761 solutions for 5WWC_Ph2 Key Issue 1 (Source: BBF (LIAISE-562-05))
Document for: Action
Abstract: 
Dear colleagues, We would like to thank you for sharing TR23.700-17 and for requesting BBF feedback regarding your study on How to support differentiated services (e.g., QoS and charging) for the same and different Non-3GPP devices, and UEs connected behind a 5G-RG . We would also like to thank you for the effort spent in highlighting the key elements and assumptions of the different solutions in TR23-700-17. At first, for any solution you would consider, we would like to expose how managing both RGs and end-user devices in the home network is happening via TR-069 and/or TR-369 (USP), based on the TR-181i2 Device:2 Data Model. To this end, we attach a slide presentation on this topic. We would like to request 3GPP to consider this for any solution chosen.
Comment: Revision of Postponed S2-2306266 from S2#157. Postponed.
Plenary Discussion:
This LS was postponed.
Status: Postponed.
S2-2309201 (LS OUT) [DRAFT] LS on Support of NSWO for 3GPP UE behind 5G-RG (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
This includes the LS that last meeting was not send. It would be preferable to send this meeting and not wait next one.
Convenor comment:
Meeting number incorrect.
Comment: Revision of (unhandled) S2-2306862 from S2#158. Postponed.
Plenary Discussion:
This LS was postponed.
Status: Postponed.
S2-2308299 (LS IN) LS from CT WG3: LS on Support of multiple UEs in Northbound APIs (Source: CT WG3 (C3-232510))
Document for: Action
Abstract: 
CT WG3 is currently working under NBI18 WID (which is a stage 3 only WI), on specifying the technical enhancements to the 3GPP Northbound and Application Layer interfaces and APIs. In this regard, CT WG3 is discussing the support of list of UE(s) in various northbound APIs like NEF APIs in TS 29.522, SCEF APIs in TS 29.122, SEAL APIs in TS 29.549 etc. Currently, various northbound APIs only support either single UE information (external Identifier, MSISDN, Gpsi etc) or group of UEs (external group identifier, VAL group Identifier, etc). The northbound function (NEF, SCEF, Edge Enabler Server, SEAL server, etc) receiving the API request, may use the UE(s) information to further invoke the downstream 3GPP network services to fulfil the AF s request. When the AF has to invoke a northbound API targetting multiple UE(s) that do not belong to same group (identified by a group identifier like external group identifier), then the AF can either invoke the multiple northbound API individually for each UE or modify/create an external group for this set of UE(s) and invoke the northbound API for the created/modified group. CT WG3 has also observed that other APIs allow a third option, namely providing a list of UE(s) as the target of the request (instead of a GPSI or a group id). Question 1: Do SA WG2 and SA WG6 believe that the addition of this option (i.e. the option to provide a list of UE(s) as the target) to any API can be implemented by stage 3 as a signalling optimization or are there pros and cons that render it necessary to determine the existence (or not) of this option in stage 2 on a case by case basis? The implications on the E2E procedures (whether downstream APIs, e.g. 5GC APIs, should also be updated to support this list of UE(s) mechanism) should also be considered. Action: CT WG3 kindly asks SA WG2 and SA WG6 to clarify on the above question and update the specifications accordingly (if required).
Comment: Response drafted in S2-2308613. This was Postponed.
Plenary Discussion:
The response in S2-2308613 was reviewed. This was Postponed.
Status: Postponed.
S2-2308613 (LS OUT) [DRAFT] Reply LS on support of multiple UEs in Northbound APIs (Source: China Mobile)
Document for: Approval
Abstract: 
Reply LS on support of multiple UEs in Northbound APIs.
Comment: Response to S2-2308299. Revised to S2-2309410.
Comment: S2-2309410: Revision of S2-2308613. WITHDRAWN.
Plenary Discussion:
This was left for discussion on the reply to provide and revised in S2-2309410.
Plenary Discussion:
It was decided to postpone this reply and the incoming LS and this was then withdrawn.
Status: Withdrawn.
S2-2308282 (LS IN) LS from SA WG4: Reply LS on the reuse of EVEX as specified in TS 26.531 (Source: SA WG4 (S4-230683))
Document for: Action
Abstract: 
SA WG4 thanks SA WG6 for its LS on possible reuse of the SA WG4-defined EVEX framework in the context of the Application Data Analytics Enablement Services (ADAES) and application service management in eSEAL2 work items in order to avoid duplication of effort. {. . .} Action: In relation to requirement 1, SA WG4 asks SA WG2 to comment on the possibility of extending the Naf_EventExposure service to include a query operation in support of the stated SA WG6 requirement.
Comment: Revision of Postponed S2-2306308 from S2#157. Noted.
Plenary Discussion:
This LS was considered an issue between SA WG4 and SA WG6 and was noted.
Status: Noted.
S2-2308280 (LS IN) LS from CT WG4: Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS (Source: CT WG4 (C4-231396))
Document for: Action
Abstract: 
CT WG4 thanks ITU Study Group 11 for their LS on Proposed new draft Recommendation 'Signalling requirements and procedures for bypassing network elements of IMS'. CT WG4 acknowledges that how to deal with the network element (such as IMS HSS) with service interruption to alleviate the impact to the served user is not specified. CT WG4 would like to point to ITU Study Group 11 that the IMS Restoration Procedures for the SCC-AS service interruption is specified in clause 6 of 3GPP TS 23.380. Action: CT WG4 kindly asks SA WG2 for SA WG2 s view from normative Stage 2 perspective on the ITU-T LS (C4-231011), and to provide feedback to ITU-T SG11 and CT WG4.
Convenor comment:
No response. Postpone, or note?
Comment: Revision of Postponed S2-2306301 from S2#157. Response drafted in S2-2309411 (withdrawn). Postponed.
Plenary Discussion:
Ericsson suggested replying that SA WG2 agree with the response provided by CT WG4. This was drafted off-line in S2-2309411.
Status: Postponed.
S2-2309411 (LS OUT) [DRAFT] Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS (Source: SA WG2)
Document for: Approval
Abstract: 
To: . CC: . Attachments: .
Comment: Created at meeting. Response to S2-2308280. Not provided. WITHDRAWN.
Plenary Discussion:
Not provided. WITHDRAWN.
Status: Withdrawn.
S2-2308431 (CR) 23.501 CR4701 (Rel-17, 'F'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415 (Source: LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson)
Document for: Approval
Abstract: 
Summary of change: 2 - Make [14] Void. - Add RFC 8415. 5.8.2.2.1 - Replace RFC 3736 with RFC 8415.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308432 (CR) 23.501 CR4702 (Rel-18, 'A'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415 (Source: LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: 2 - Make [14] Void. - Add RFC 8415. 5.8.2.2.1 - Replace RFC 3736 with RFC 8415.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308433 (CR) 23.401 CR3738 (Rel-17, 'F'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415 (Source: LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson)
Document for: Approval
Abstract: 
Summary of change: 2 - Make [20] and [21] Void. - Add RFC 8415. 4.3.9.2 & 5.3.1.1 - Replace RFCs 3736 and 3633 with RFC 8415. 5.3.1.2.6 - Replace RFC 3633 with RFC 8415.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308434 (CR) 23.401 CR3739 (Rel-18, 'A'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415 (Source: LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: 2 - Make [20] and [21] Void. - Add RFC 8415. 4.3.9.2 & 5.3.1.1 - Replace RFCs 3736 and 3633 with RFC 8415. 5.3.1.2.6 - Replace RFC 3633 with RFC 8415.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308425 (CR) 23.316 CR2106 (Rel-17, 'F'): RFCs related to DHCPv6 are obsoleted by RFC 8415 (Source: Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the IETF reference for the prefix Delegation RFC Replace in 9.6.2 reference to [17] (was an IETF spec) to proper reference [18] to TR -069.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308426 (CR) 23.316 CR2107 (Rel-18, 'A'): RFCs related to DHCPv6 are obsoleted by RFC 8415 (Source: Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Update the IETF reference for the prefix Delegation RFC Replace in 9.6.2 reference to [17] (was an IETF spec) to proper reference [18] to TR-069.
Comment: This CR was agreed.
Plenary Discussion:
This CR was approved.
Status: Agreed.
S2-2308611 (CR) 23.501 CR4748 (Rel-18, 'F'): General corrections and alignment for TS23.501 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Alignment of NF services for TS 23.501.
Comment: Check Acronym (General)! Revised to S2-2309412.
Comment: S2-2309412: Revision of S2-2308611. This CR was agreed.
Plenary Discussion:
Changes already included in other CRs should be removed and the WI Code should be corrected. Nokia asked for a correction on the description of the correlation part. This was left for off-line discussion and revised in S2-2309412.
Plenary Discussion:
This was reviewed and approved.
Status: Agreed.
S2-2308612 (CR) 23.502 CR4300 (Rel-18, 'F'): General corrections and alignment for TS23.502 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Alignment of NEF services for TS 23.502.
Comment: Check Acronym (General)! Revised to S2-2309413.
Comment: S2-2309413: Revision of S2-2308612. This CR was agreed.
Plenary Discussion:
The WI Code should be corrected. Ericsson asked to improve the title of the CR to more specific description of the changes. This was left for off-line discussion and revised in S2-2309413.
Plenary Discussion:
This was reviewed and approved.
Status: Agreed.
S2-2309287 (CR) 23.501 CR4891 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add or normally in the last sentence.
Comment: Revised to S2-2309414.
Comment: S2-2309414: Revision of S2-2309287. Revised off-line to S2-2310024.
Comment: S2-2310024: Revision of S2-2309414. This CR was agreed.
Plenary Discussion:
Ericsson asked for clarification of this change. Nokia suggested improving the text to clarify it. It was indicated that this is aligned with existing text. Ericsson agreed that this should be improved. This was left for off-line discussion and revised in S2-2309414.
Plenary Discussion:
This was reviewed and approved.
Status: Agreed.
S2-2309365 (DISCUSSION) Discussion on clarification of non-allowed area for MPS and MCX (Source: T-Mobile USA INC)
Document for: Agreement
Abstract: 
This document discusses the issue of bypassing non-allowed area for MPS and MCX use case. LS from CT WG1 in S2-2306265 at SA WG2#157 with a partial reply sent in S2-2307790.
Comment: Noted.
Plenary Discussion:
This was noted and can be discussed at the next meeting.
Status: Noted.
[bookmark: _Toc144097224]4.2	P-CRs/CRs related to use of inclusive language in 3GPP
There were no contributions to this agenda item.

[bookmark: _Toc144097225]5	Pre-Rel-17 Maintenance (excluding all 5G topics)
This agenda item was convened by Andy Bennett (Samsung).
[bookmark: _Toc144097226]5.1	3GPP Packet Access Maintenance
S2-2308507 (CR) 23.401 CR3740 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover (Source: Nokia, Nokia Shanghai Bell, UScellular)
Document for: Approval
Abstract: 
Summary of change: The handling of QCIs is clarified, including the case of non-standardized QCI values.
Parallel discussion:
Revised off-line to add Vodafone as a supporting company in S2-2309629.
Parallel discussion:
Some clarifications on the reason for these changes were requested. Qualcomm suggested the existing text seems to imply the changes added here and asked whether a simple clarification of the text for the roaming scenarios could achieve the intended clarification. Nokia commented that they also indicate which nodes need to take actions. Huawei commented that this uses a default QCI, which uses a dedicated call flow and the service data flow can be used before the call flow. Nokia replied that this is not adding a default QCI, but uses the local configuration. This was left for further off-line discussion and revised in S2-2309645.
Parallel discussion:
Nokia asked for this to be postponed pending off-line discussions. This was postponed.
Comment: Revised to S2-2309629.
Comment: S2-2309629: Revision of S2-2308507. Revised in parallel session to S2-2309645 (withdrawn). Postponed.
Comment: S2-2309645: Revision of S2-2309629. Postponed. WITHDRAWN.
Status: Postponed.

[bookmark: _Toc144097227]5.2	QoS and PCC Maintenance
There were no contributions to this agenda item.

[bookmark: _Toc144097228]5.3	Non-3GPP Access Maintenance
There were no contributions to this agenda item.

[bookmark: _Toc144097229]5.4	IMS and IMS-Related Maintenance
There were no contributions to this agenda item.

[bookmark: _Toc144097230]6	Rel-15/Rel-16 Maintenance for 5G (only related to 5GS_Ph1 Work Item)
This agenda item was convened by Andy Bennett (Samsung).
[bookmark: _Toc144097231]6.1	General aspects, concepts and reference models
S2-2308699 (CR) 23.502 CR4320 (Rel-15, 'F'): AF influence data key correction (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Removing 'or' in data key for DNN and S-NSSAI.
Parallel discussion:
Nokia asked for clarification on what happens if the AF targets are in the UE. The 'and/or' changes in the table should be clarified and the reference to NOTE X should be revision marked. Huawei asked whether this should be changed from Rel-15, or Rel-17 should be updated with potentially a note on applicability to previous releases. Ericsson replied that it is the consideration of the consequences if earlier Release is not updated. Huawei suggested that the CR cover sheet for a Rel-17 CR could be used to indicate this is applicable to Rel-15 onwards. This was left for further off-line discussion and revised in S2-2309646.
Parallel discussion:
Further issues were raised and this was left for off-line discussion and revised in S2-2309946.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309646.
Comment: S2-2309646: Revision of S2-2308699. Revised in parallel session to S2-2309946.
Comment: S2-2309946: Revision of S2-2309646. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309202 (CR) 23.502 CR4410 (Rel-16, 'A'): AF influence data key correction (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-16 mirror CR: Summary of change: Removing 'or' in data key for DNN and S-NSSAI.
Parallel discussion:
This was left for further off-line discussion and revised in S2-2309647.
Parallel discussion:
Further issues were raised and this was left for off-line discussion and revised in S2-2309946.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309647.
Comment: S2-2309647: Revision of S2-2309202. Revised in parallel session to S2-2309947.
Comment: S2-2309947: Revision of S2-2309647. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309203 (CR) 23.502 CR4411 (Rel-17, 'A'): AF influence data key correction (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Removing 'or' in data key for DNN and S-NSSAI.
Parallel discussion:
This was left for further off-line discussion and revised in S2-2309648.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309648.
Comment: S2-2309648: Revision of S2-2309203. Revised in parallel session to S2-2309948.
Comment: S2-2309948: Revision of S2-2309648. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309204 (CR) 23.502 CR4412 (Rel-18, 'A'): AF influence data key correction (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Removing 'or' in data key for DNN and S-NSSAI.
Parallel discussion:
This was left for further off-line discussion and revised in S2-2309649.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309649.
Comment: S2-2309649: Revision of S2-2309204. Revised in parallel session to S2-2309949.
Comment: S2-2309949: Revision of S2-2309649. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097232]6.2	Common Access Control, RM and CM functions and procedure flows
S2-2308377 (DISCUSSION) Discussion on update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir)
Document for: Discussion
Abstract: 
This contribution discusses issues that have been identified when the subscribed NSSAI is updated while the UE is not registered in the network (e.g. turned off or in 4G) and the subsequent update of slicing configuration on the UE via Registration Accept.
Parallel discussion:
This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308378 (CR) 23.501 CR4692 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Summary of change: Clarify that when updating configured NSSAI via NSSCI, if the AMF can require the UE to re-register, and that the de-registration request includes an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way when updating configured NSSAI. So as to avoid changing/contradicting existing behavior, it is also clarified regarding UCU although it is already stated in step 3b of clause 4.2.4 of TS 23.502 because it would add confusion if only the NSSCI-case is mentioned (or worse, it could be understood as an exclusion of the UCU case).
Parallel discussion:
S2-2308378 was noted.
Parallel discussion:
Wrong file uploaded. Withdrawn. S2-2308378 was noted.
Comment: Revised off-line to S2-2309671. Noted in parallel session.
Comment: S2-2309671: Revision of S2-2308378. Wrong file uploaded. WITHDRAWN.
Status: Withdrawn.
S2-2308379 (CR) 23.502 CR4247 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Summary of change: Addition of optional Network Slice Subscription Change Indication (NSSCI) parameter to Nnssf_NSSelection_Get so that AMF can indicate to NSSF to include configured NSSAI Clarify that in order to force the UE to re-register, a de-registration request including an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way Add missing conditional parameter to Nudm_SDM_Get service operation.
Parallel discussion:
There were a number of issues raised and clarifications requested. It was suggested to work on the Rel-17 CR for TS 23.502 to start with and decide whether to include earlier Releases. This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308380 (CR) 23.501 CR4693 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-16 mirror CR: Summary of change: Clarify that when updating configured NSSAI via NSSCI, if the AMF can require the UE to re-register, and that the de-registration request includes an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way when updating configured NSSAI. So as to avoid changing/contradicting existing behavior, it is also clarified regarding UCU although it is already stated in step 3b of clause 4.2.4 of TS 23.502 because it would add confusion if only the NSSCI-case is mentioned (or worse, it could be understood as an exclusion of the UCU case).
Parallel discussion:
The cover sheet needed cleaning up. Some clarifications were requested and this was left for off-line discussion and revised in S2-2309950.
Parallel discussion:
The Source to TSG should be completed (SA WG2). This was revised accordingly in S2-2310005.
Comment: Revised in parallel session to S2-2309950.
Comment: S2-2309950: Revision of S2-2308380. Revised in parallel session to S2-2310005.
Comment: S2-2310005: Revision of S2-2309950. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308381 (CR) 23.502 CR4248 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-16 mirror CR: Summary of change: Addition of optional Network Slice Subscription Change Indication (NSSCI) parameter to Nnssf_NSSelection_Get so that AMF can indicate to NSSF to include configured NSSAI Clarify that in order to force the UE to re-register, a de-registration request including an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way Add missing conditional parameter to Nudm_SDM_Get service operation.
Parallel discussion:
This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308382 (CR) 23.501 CR4694 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Clarify that when updating configured NSSAI via NSSCI, if the AMF can require the UE to re-register, and that the de-registration request includes an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way when updating configured NSSAI. So as to avoid changing/contradicting existing behavior, it is also clarified regarding UCU although it is already stated in step 3b of clause 4.2.4 of TS 23.502 because it would add confusion if only the NSSCI-case is mentioned (or worse, it could be understood as an exclusion of the UCU case).
Parallel discussion:
This was revised to align with the Rel-16 CR in S2-2310006.
Comment: Revised in parallel session to S2-2310006.
Comment: S2-2310006: Revision of S2-2308382. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308383 (CR) 23.502 CR4249 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Addition of optional Network Slice Subscription Change Indication (NSSCI) parameter to Nnssf_NSSelection_Get so that AMF can indicate to NSSF to include configured NSSAI Clarify that in order to force the UE to re-register, a de-registration request including an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way Add missing conditional parameter to Nudm_SDM_Get service operation.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309650.
Parallel discussion:
Wrong document uploaded. Revised to S2-2309951.
Comment: Revised in parallel session to S2-2309650.
Comment: S2-2309650: Revision of S2-2308383. Revised in parallel session to S2-2309951.
Comment: S2-2309951: Revision of S2-2309650. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309952 (LS OUT) LS on Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom)
Document for: Approval
Abstract: 
To: TSG CT.
Parallel discussion:
The TD number was incorrect on the document. MediaTek suggested adding an action to TSG SA to approve the CRs if TSG CR do not have any concerns. Ericsson suggested also adding an action to TSG CT to provide feedback to TSG SA and SA WG2. This was revised accordingly in S2-2310008.
Comment: Created in parallel session. Revised in parallel session to S2-2310008.
Comment: S2-2310008: Revision of S2-2309952. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2309788 (LS OUT) [DRAFT] LS on Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom)
Document for: Approval
Abstract: 
To: CT WG4. Attachments: TS 23.502 CR 4249.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309953.
Comment: S2-2309953: Revision of S2-2309788. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308384 (CR) 23.501 CR4695 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clarify that when updating configured NSSAI via NSSCI, if the AMF can require the UE to re-register, and that the de-registration request includes an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way when updating configured NSSAI. So as to avoid changing/contradicting existing behavior, it is also clarified regarding UCU although it is already stated in step 3b of clause 4.2.4 of TS 23.502 because it would add confusion if only the NSSCI-case is mentioned (or worse, it could be understood as an exclusion of the UCU case).
Parallel discussion:
This was revised to align with the Rel-16 CR in S2-2310007.
Comment: Revised in parallel session to S2-2310007.
Comment: S2-2310007: Revision of S2-2308384. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308385 (CR) 23.502 CR4250 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network (Source: Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Addition of optional Network Slice Subscription Change Indication (NSSCI) parameter to Nnssf_NSSelection_Get so that AMF can indicate to NSSF to include configured NSSAI Clarify that in order to force the UE to re-register, a de-registration request including an indication that re-registration is required. Otherwise, the UE may not perform a re-registration in the intended way Add missing conditional parameter to Nudm_SDM_Get service operation.
Parallel discussion:
This was revised to align with the 23.501 CR in S2-2309954.
Parallel discussion:
This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309954.
Comment: S2-2309954: Revision of S2-2308385. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308427 (CR) 23.502 CR4259 (Rel-17, 'F'): Aligning between 38.413 and 23.502 for UE Capability Check (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Align 23.502 onto stage 3.
Parallel discussion:
This was not considered necessary and was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308428 (CR) 23.502 CR4260 (Rel-18, 'A'): Aligning between 38.413 and 23.502 for UE Capability Check (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Align 23.502 onto stage 3.
Parallel discussion:
This was not considered necessary and was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309083 (CR) 23.501 CR4845 (Rel-16, 'F'): UE Mobility Reference (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Correction of the text 'Policy Control Report Triggers into 'Policy Control Request Triggers'.
Parallel discussion:
Nokia commented that this is a technically correct change, but the application of FASMO criteria to earlier frozen Releases should be considered. This should be considered for Rel-18. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309084 (CR) 23.501 CR4846 (Rel-17, 'A'): UE Mobility Reference (Source: Samsung)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Correction of the text 'Policy Control Report Triggers into 'Policy Control Request Triggers'.
Parallel discussion:
This should be considered for Rel-18. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309087 (CR) 23.501 CR4848 (Rel-18, 'A'): UE Mobility Reference (Source: Samsung)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Correction of the text 'Policy Control Report Triggers into 'Policy Control Request Triggers'.
Parallel discussion:
This was revised to a Cat F CR in S2-2309651.
Parallel discussion:
Agreed in parallel session.
Comment: Revised in parallel session to S2-2309651.
Comment: S2-2309651: Revision of S2-2309087. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309277 (CR) 23.502 CR4426 (Rel-16, 'F'): Clarifications for N2 inter-PLMN handover (Source: KPN N.V., TNO)
Document for: Approval
Abstract: 
Summary of change: Specifying that the NG-RANs need to be configured with the E-PLMN of the other PLMN to support inter-PLMN handover. Adding a reference to clause 4.23 for inter-PLMN N2 handover in Home-routed roaming in clause 4.9.1.3.1.
Parallel discussion:
There were some issues raised and it was decided to make this change from Rel18. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309278 (CR) 23.502 CR4427 (Rel-17, 'A'): Clarifications for N2 inter-PLMN handover (Source: KPN N.V., TNO)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Specifying that the NG-RANs need to be configured with the E-PLMN of the other PLMN to support inter-PLMN handover. Adding a reference to clause 4.23 for inter-PLMN N2 handover in Home-routed roaming in clause 4.9.1.3.1.
Parallel discussion:
It was decided to make this change from Rel18. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309280 (CR) 23.502 CR4428 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover (Source: KPN N.V., TNO)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Specifying that the NG-RANs need to be configured with the E-PLMN of the other PLMN to support inter-PLMN handover. Adding a reference to clause 4.23 for inter-PLMN N2 handover in Home-routed roaming in clause 4.9.1.3.1.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309652.
Parallel discussion:
This was revised to clean up the cover sheet and changes on changes in S2-2309955.
Parallel discussion:
This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309652.
Comment: S2-2309652: Revision of S2-2309280. Revised in parallel session to S2-2309955.
Comment: S2-2309955: Revision of S2-2309652. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097233]6.3	Session management and continuity functions and flows
There were no contributions to this agenda item.

[bookmark: _Toc144097234]6.4	Security related functions and flows
There were no contributions to this agenda item.

[bookmark: _Toc144097235]6.5	QoS concept and functionality
S2-2308466 (CR) 23.501 CR4709 (Rel-18, 'F'): Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode. (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: In Clause 5.7.4, Notes 8 and 10 about relaxed 5QI delay requirements for first packets are corrected to also apply for RRC_INACTIVE state.
Parallel discussion:
Huawei asked whether Note 11 should also be updated. Nokia replied that it was not decided yet whether this needs to be removed or updated and should be considered for a future update. The CR cover sheet should be updated for Impacts. This was revised accordingly in S2-2309904.
Parallel discussion:
Agreed in parallel session.
Comment: Revised in parallel session to S2-2309904.
Comment: S2-2309904: Revision of S2-2308466. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308884 (CR) 23.501 CR4647R1 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS (Source: Apple)
Document for: Approval
Abstract: 
Summary of change: It is clarified that capability signalling for support of Reflective QoS includes information about UE capability to derive UL QoS rules for IPSec encapsulations (ESP or UDP-encapsulated IPSec) for which UE supports Reflective QoS functionality.
Parallel discussion:
Ericsson commented that this indication cannot really be used in the network as the UL and DL SDIs need to be differentiated as they are different. The usage of the indication should also be clarified. This could be included as a general note. This was left for off-line discussion and revised in S2-2309905.
Parallel discussion:
The 'may' in the note should be replaced. This was revised in S2-2310010.
Comment: Revision of (unhandled) S2-2307050 from S2#157. Check Affected Clauses! Revised in parallel session to S2-2309905.
Comment: S2-2309905: Revision of S2-2308884. Revised in parallel session to S2-2310010.
Comment: S2-2310010: Revision of S2-2309905. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309404 (CR) 23.501 CR4682R1 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets (Source: Apple)
Document for: Approval
Abstract: 
Summary of change: NOTE is added in 5.7.6.2 IP Packet Filter Set clarifying how to set Packet Filters for UDP-encapsulated IPSec protected packets or TCP-encapsulated IPSec protected packets.
Parallel discussion:
Some clarifications were requested. This was left for off-line discussion and revised in S2-2309906.
Parallel discussion:
Ericsson asked why this note is needed here for filter encapsulation. Qualcomm agreed that this would work without the note. This CR was then noted.
Comment: Revision of (unhandled) S2-2307366 from S2#157. Wrong Spec version used (18.1.0). Revised to S2-2309405.
Comment: S2-2309405: Revision of S2-2309404. Revised in parallel session to S2-2309906.
Comment: S2-2309906: Revision of S2-2309405. Noted in parallel session.
Status: Noted.

[bookmark: _Toc144097236]6.6	Policy and charging control
Handling of AMF relocation with PCF change
S2-2308295 (LS IN) LS from CT WG1: Reply LS on UPSI handling at the UE (Source: CT WG1 (C1-234389))
Document for: Action
Abstract: 
CT WG1 would like to thank SA WG2 for the LS S2-2211347 on UPSI handling at the UE. SA WG2 asked: -------------- Question 1: How will the UE react if the PCF provides a Policy Section that contains only the PSI and there is no Policy Section stored in the UE with that PSI? Question 2: Will the same UE behaviour be expected for a Rel-15, Rel-16 and Rel-17 UE? -------------- There are different possible interpretations from CT WG1 specification within CT WG1 WG regarding what the UE behavior is. When the PCF provides a Policy Section that contains only the PSI and there is no Policy Section stored in the UE with that PSI, and the UE is compliant to TS 24.501 Rel-15 only, Rel-16 only, Rel-17 only, or present Rel-18 version, depending on interpretation of the specification, the UE can: - send a MANAGE UE POLICY COMMAND REJECT message; or - ignore the instruction (i.e. the Policy Section that contains only the PSI), not diagnose an error, and continue processing MANAGE UE POLICY COMMAND message. Action: CT WG1 would like to ask SA WG2 to take the above into consideration.
Convenor comment:
Handle this first - is an LS.
Parallel discussion:
The proposed response LSs were reviewed. This LS was postponed.
Comment: Responses drafted in S2-2308483, S2-2308821. Postponed.
Status: Postponed.
S2-2308483 (LS OUT) [DRAFT] Reply LS on UE Policy Control with PCF re-selection during AMF relocation (Source: Ericsson)
Document for: Approval
Abstract: 
LS reply on UE Policy Association with AMF relocation.
Parallel discussion:
The alternative proposed reply LS was reviewed. This LS was noted.
Comment: Response to S2-2308295. Noted in parallel session.
Status: Noted.
S2-2308821 (LS OUT) [DRAFT] LS reply on UE handling UPSI (Source: vivo)
Document for: Approval
Abstract: 
To: CT WG3. CC: CT WG1.
Parallel discussion:
There was some discussion on whether an indicator should be added. There was no strong agreement to add an indication. This LS was noted.
Comment: Response to S2-2308295. Noted in parallel session.
Status: Noted.
S2-2308484 (CR) 23.502 CR4267 (Rel-17, 'F'): UE Policy determination at AMF relocation with PCF change (Source: Ericsson, Oracle)
Document for: Approval
Abstract: 
Summary of change: In order to help the PCF to determine whether to fetch the list of PSIs, and UE capabilities related to UE Policies from UDR or not a new indication of AMF relocation with PCF change is included in the UE Policy Association establishment. The PCF retrieves the list of PSIs and UE Capabilities from the UDR when the UE Policy Association is established due to an AMF relocation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308485 (CR) 23.502 CR4268 (Rel-18, 'A'): UE Policy determination at AMF relocation with PCF change (Source: Ericsson, Oracle)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: In order to help the PCF to determine whether to fetch the list of PSIs, and UE capabilities related to UE Policies from UDR or not a new indication of AMF relocation with PCF change is included in the UE Policy Association establishment. The PCF retrieves the list of PSIs and UE Capabilities from the UDR when the UE Policy Association is established due to an AMF relocation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308822 (CR) 23.503 CR1121 (Rel-17, 'F'): UE Policy determination during PCF relocation (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: When PCF receives the UE policy association establishment from AMF, the PCF doesn t need to distinguish the case when this is an AMF relocation with PCF change or this is a UE policy association establishment triggered by initial UE registration. The PCF will always retrieve the list of PSIs which are seen as the latest PSIs distributed to UE from the UDR, and the PCF also may generate the PSI list. The PCF compares the PSI list generated by itself and PSI list that retrieved from UDR. After comparation with the PSIs, the PCF generates the PSIs list that need to be deleted in UE, and distributes the PSIs list to UE. The content of the PSIs that need to be deleted are set empty. If the PCF provides a Policy Section that contains only the PSI and there is no Policy Section stored in the UE with that PSI, the UE will not regard this as an error.
Comment: Check Acronym (5GS_Ph1, TEI-17)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309103 (CR) 23.503 CR1135 (Rel-18, 'F'): UE Policy determination during PCF relocation (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: When PCF receives the UE policy association establishment from AMF, the PCF doesn t need to distinguish the case when this is an AMF relocation with PCF change or this is a UE policy association establishment triggered by initial UE registration. The PCF will always retrieve the list of PSIs which are seen as the latest PSIs distributed to UE from the UDR, and the PCF also may generate the PSI list. The PCF compares the PSI list generated by itself and PSI list that retrieved from UDR. After comparation with the PSIs, the PCF generates the PSIs list that need to be deleted in UE, and distributes the PSIs list to UE. The content of the PSIs that need to be deleted are set empty. If the PCF provides a Policy Section that contains only the PSI and there is no Policy Section stored in the UE with that PSI, the UE will not regard this as an error.
Convenor comment:
Should be Cat A?
Comment: Check Acronym (5GS_Ph1, eUEPO, TEI-17)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Policy association for 3GPP and non-3GPP accesses
S2-2308478 (DISCUSSION) UE Policy Association for UE registered in 3GPP and Non-3GPP (Source: Ericsson)
Document for: Agreement
Abstract: 
This paper proposes to (1) complete the function of same UE Policy Association shared by 3GPP access and non-3GPP access served by the same AMF, (2) how to select the same UE-PCF when 3GPP access and non-3GPP access are served by different AMFs (in HR roa.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308479 (CR) 23.502 CR4265 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clauses 4.16.11, Add the missing scenario that different AMFs are involved for UE registration over 3GPP and non-3GPP accesses, and split clause 4.16.11 into 3 new sub-clauses. Add a note clarifying how to handle UE Policy Association if a new access type becomes available. Clause 4.16.13.1, add a note clarifying how to handle UE Policy Association if an access type is not available anymore. Clause 4.16.12.1.1, add reference to clause 6.1.2.5 of TS 23.503 for PCRTs.
Parallel discussion:
There were a number of issues raised and this was left for off-line discussion and revied in S2-2309907.
Parallel discussion:
This was reviewed and left for further off-line discussion and was revised in S2-2309985.
Parallel discussion:
Nokia asked to be added to the source and revision marks should be removed from the cover sheet. This was revised accordingly in S2-2309987.
Comment: Revised in parallel session to S2-2309907.
Comment: S2-2309907: Revision of S2-2308479. Revised in parallel session to S2-2309985.
Comment: S2-2309985: Revision of S2-2309907. Revised in parallel session to S2-2309987.
Comment: S2-2309987: Revision of S2-2309985. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308480 (CR) 23.502 CR4266 (Rel-18, 'A'): UE Policy Association(s) for 3GPP and non-3GPP accesses (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clauses 4.16.11, Add the missing scenario that different AMFs are involved for UE registration over 3GPP and non-3GPP accesses, and split clause 4.16.11 into 3 new sub-clauses. Add a note clarifying how to handle UE Policy Association if a new access type becomes available. Clause 4.16.13.1, add a note clarifying how to handle UE Policy Association if an access type is not available anymore. Clause 4.16.12.1.1, add reference to clause 6.1.2.5 of TS 23.503 for PCRTs. Clause 4.16.11.2 (only applicable for Rel-18) Remove duplicated text in step 3 The V-PC:F may retrieve the Application guidance on URSP Rule for inbound including the Data Set Application .
Parallel discussion:
This was revised to align with the Rel-17 CR in S2-2309989.
Comment: Revised in parallel session to S2-2309989.
Comment: S2-2309989: Revision of S2-2308480. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308481 (CR) 23.503 CR1086 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Introduce new trigger Access Type Change to complete the function. Add a NOTE clarifying that the same PCRT for AM Policy Association is specified in TS 23.316.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309908.
Parallel discussion:
This was reviewed and left for further off-line discussion and was revised in S2-2309986.
Parallel discussion:
It was suggested to indicate the duplicate text with reference to the tables below. Nokia asked to be added to the source and revision marks should be removed from the cover sheet. This was revised accordingly in S2-2309988.
Comment: Revised in parallel session to S2-2309908.
Comment: S2-2309908: Revision of S2-2308481. Revised in parallel session to S2-2309986.
Comment: S2-2309986: Revision of S2-2309908. Revised in parallel session to S2-2309988.
Comment: S2-2309988: Revision of S2-2309986. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308482 (CR) 23.503 CR1087 (Rel-18, 'A'): Same UE Policy Association shared by 3GPP and non-3GPP accesses (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Introduce new trigger Access Type Change to complete the function. Add a NOTE clarifying that the same PCRT for AM Policy Association is specified in TS 23.316.
Parallel discussion:
This was revised to align with the Rel-17 CR in S2-2309990.
Comment: Revised in parallel session to S2-2309990.
Comment: S2-2309990: Revision of S2-2308482. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Other
S2-2308921 (CR) 23.503 CR1126 (Rel-18, 'F'): Clarification for clause 6.2.1.2 (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The heading of clause 6.2.1.2 is changed so that the purpose of this clause becomes clearer. Also the definition of PCC decision is updated to include recently added features.
Parallel discussion:
This should be a Category 'D' CR. This was left for off-line discussion and revised in S2-2309909.
Parallel discussion:
This was reviewed and left for further off-line discussion. This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309909.
Comment: S2-2309909: Revision of S2-2308921. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097237]6.7	3GPP access specific functionality and flows
There were no contributions to this agenda item.

[bookmark: _Toc144097238]6.8	Specific services support
There were no contributions to this agenda item.

[bookmark: _Toc144097239]6.9	Interworking and Migration
S2-2308614 (CR) 23.502 CR4301 (Rel-18, 'F'): N3 and N9 tunnel change due to slice change after handover from EPS to 5GS (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: In case V-SMF is changed, the forwarding tunnel from old I-UPF to new I-UPF is not established, the packets are routed to NG-RAN via old I-UPF until step 20 in clause 4.23.4.3, i.e. new tunnel establishment. The SMF+PGW-C provides the S-NSSAI of the PDU session to UPF+PGW-U in step 8, and new N9 tunnel may be reallocated based on the S-NSSAI. NG-RAN maintain both the old tunnel and new tunnel if new AN tunnel resource is allocated by NG-RAN. The new I-SMF informs the SMF/PSA to switch tunnel in step 20 in clause 4.23.4.3. In case V-SMF is no changed, the V-UPF may or may not be relocated. For this scenario, similar logic applies, and corresponding text is proposed. Clarify at the HOV prepartion case based on the network configuration the PSA(UPF) allocates the UL CN tunnel info for N9 interface per the S-NSSAI configured for interworking. Update the serice operatoin to include the related indication.
Parallel discussion:
There were some issues raised and clarifications needed. This was left for off-line discussion. This was postponed.
Comment: Postponed.
Status: Postponed.

[bookmark: _Toc144097240]6.10	Non-3GPP access specific functionality and flows
There were no contributions to this agenda item.

[bookmark: _Toc144097241]6.11	Framework functions
S2-2309144 (CR) 23.502 CR4400 (Rel-18, 'F'): Nudr parameter correction (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The applicability of the Event Reporting Information fields to Nudr_DM_Subscribe is restricted to those fields that are necessary in subscriber data retrieval (Event reporting mode and Immediate reporting flag).
Parallel discussion:
This was left for off-line discussion and revised in S2-2309653.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309653.
Comment: S2-2309653: Revision of S2-2309144. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097242]7	Rel-16 Maintenance for 5G (excluding 5GS_Ph1)
This agenda item was convened by Andy Bennett (Samsung).
[bookmark: _Toc144097243]7.1	Architecture enhancements for 3GPP support of advanced V2X services (eV2XARC)
There were no contributions to this agenda item.

[bookmark: _Toc144097244]7.2	Wireless and Wireline Convergence for the 5G system architecture (5WWC)
S2-2309654 (CR) 23.316 CR2112 (Rel-16, 'F'): Correction of PDU Session Release for 5G-RG (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Refer to PDU Session Release instead. Correct step references.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Created at meeting. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309655 (CR) 23.316 CR2108R1 (Rel-17, 'A'): Correction of PDU Session Release for 5G-RG (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Refer to PDU Session Release instead. Correct step references.
Parallel discussion:
This was agreed in parallel session.
Comment: Revision of S2-2308733. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308734 (CR) 23.316 CR2109 (Rel-18, 'A'): Correction of PDU Session Release for 5G-RG (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Refer to PDU Session Release instead. Correct step references.
Parallel discussion:
This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309656.
Comment: S2-2309656: Revision of S2-2308734. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097245]7.3	Access Traffic Steering, Switch and Splitting support in the 5G system architecture (ATSSS)
S2-2308842 (CR) 23.502 CR4342 (Rel-16, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Clarify that the SMF determines over which access (3GPP access or non-3GPP access or both accesses) the user plane resources need to be activated for the MA PDU Session during the Network Triggered Service Request procedure.
Parallel discussion:
It was decided to make this change from Rel-18. This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308843 (CR) 23.502 CR4343 (Rel-17, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session (Source: LG Electronics)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Clarify that the SMF determines over which access (3GPP access or non-3GPP access or both accesses) the user plane resources need to be activated for the MA PDU Session during the Network Triggered Service Request procedure.
Parallel discussion:
It was decided to make this change from Rel-18. This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308844 (CR) 23.502 CR4344 (Rel-18, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session (Source: LG Electronics)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clarify that the SMF determines over which access (3GPP access or non-3GPP access or both accesses) the user plane resources need to be activated for the MA PDU Session during the Network Triggered Service Request procedure.
Parallel discussion:
It should be discussed which Release to make this change from. The Samsung proposal should be merged into this. This was left for offline discussion and revised in S2-2309913.
Parallel discussion:
The CR number was incorrect and this was revised in S2-2309956.
Comment: Revised in parallel session to S2-2309913, merging S2-2308911 and S2-2309067.
Comment: S2-2309913: Revision of S2-2308844, merging S2-2308911 and S2-2309067. Revised in parallel session to S2-2309956.
Comment: S2-2309956: Revision of S2-2309913. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308891 (CR) 23.502 CR4354 (Rel-17, 'F'): ATSSS_Secondary re-auth for MAPDU session (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: The following change is proposed: It is proposed that if SMF has indicated one AT to AMF during secondary re-auth a nd it receives failure from AMF then it indicate the other AT and send to AMF for trying re-authentication again. Only when it fails on both AT then only SMF update the failure to DN-AAA server.
Comment: Check Acronym (ATSSS, TEI-17)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308909 (CR) 23.502 CR4358 (Rel-18, 'A'): ATSSS_Secondary re-auth for MAPDU session -Rel17 (Source: Samsung)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The following change is proposed: It is proposed that if SMF has indicated one AT to AMF during secondary re-auth a nd it receives failure from AMF then it indicate the other AT and send to AMF for trying re-authentication again. Only when it fails on both AT then only SMF update the failure to DN-AAA server.
Comment: Check Acronym (ATSSS, TEI-17)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308911 (CR) 23.502 CR4359 (Rel-18, 'F'): ATSSS_Secondary re-auth for MAPDU session when one access is in 5GC and other in EPC (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: The following change is proposed: It is proposed that if SMF has indicated one AT to AMF during secondary re-auth a nd it receives failure from AMF then it indicate the other AT and send to AMF for trying re-authentication again. Only when it fails on both AT then only SMF update the failure to DN-AAA server.
Convenor comment:
Similar to S2-2308909 (Samsung).
Parallel discussion:
Merged into S2-2309913.
Comment: Merged into S2-2309913.
Status: Merged.
S2-2309067 (CR) 23.502 CR4387 (Rel-18, 'F'): Clarifications on Network initiated service request procedure (Source: China Telecom)
Document for: Agreement
Abstract: 
Summary of change: Clarify that during Network Triggered Service Request procedure, the UPF may indicate the target access type when the UPF receive the downlink traffic data and there is no the AN tunnel information in UPF.
Convenor comment:
Similar to S2-2308844 (LGE).
Comment: Merged into S2-2309913.
Plenary Discussion:
Merged into S2-2309913.
Status: Merged.

[bookmark: _Toc144097246]7.4	Cellular IoT support and evolution for the 5G System (5G_CIoT)
Network Triggered Service Request for a UE in Suspend State
S2-2308303 (LS IN) LS from CT WG4: Reply LS on Network Triggered Service Request for a UE in Suspend State (Source: CT WG4 (C4-232397))
Document for: Action
Abstract: 
CT WG4 thanks SA WG2 for the Reply LS on Network Triggered Service Request for a UE in Suspend State. CT WG4 discussed two alternatives and considered the following aspects: - support of SUSPENDED state for a PDU session has been introduced in the SMF since Rel-16 as part of 5G_CIoT work item (for RRC_SUSPEND with E-UTRAN access), i.e., SMF implementations likely take some implementation specific mechanism to handle such case; and - the SMF has been required to invoke Namf_MT MT EnableUEReachability for a very similar case, i.e. receiving subsequent DL Data Notification from the UPF for a PDU session with user plane connection SUSPENDED state for UE enters RRC_Inactive with long eDRX, from Rel-18 as part of NR_REDCAP_Ph2 work item. CT WG4 decided to agree, upon receiving subsequent DL Data Notification from the UPF for a PDU session with user plane connection SUSPENDED state: - for earlier releases, it is SMF implementation specific to handle such scenario, example implementation options for the SMF to trigger the AMF to page the UE without the AMF sending any N2 SM PDU to the NG-RAN can be, e.g. the SMF can invoke the N1N2MessageTransfer service operation with N2 information containing a PDU Session Resource Modify Request Transfer, but without including the areaOfValidity IE or with an areaOfValidity IE set to the reserved TAI, e.g.,000000, to ensure that the AMF discards the N2 Information and only trigger the paging; the SMF can alternatively invoke the Namf_MT EnableUEReachability service operation to trigger the AMF to page the UE; - for Rel-18, the SMF invokes the Namf_MT EnableUEReachability service operation to trigger AMF to page the UE. In addition, CT WG4 assumes there is no impact to RAN WG3 specifications for both alternatives. Action: CT WG4 kindly asks SA WG2 to take above information in account and update the SA WG4 specifications if necessary.
Convenor comment:
LS in - handle first, before 7.2, 7.3.
Parallel discussion:
The response LS and associated CRs were reviewed.
Comment: Response drafted in S2-2308723. Final response in S2-2309984.
Plenary Discussion:
Final response in S2-2309984.
Status: Replied to.
S2-2308723 (LS OUT) [DRAFT] Reply LS on Network Triggered Service Request for a UE in Suspend State (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 answers related to agreements CT WG4 reached in C4-232397.
Convenor comment:
See CR4324 (S2-2308722).
Parallel discussion:
The related CRs were reviewed. This was discussed off-line and was revised in S2-2309911.
Parallel discussion:
This was revised to add the CR attachment in S2-2309984.
Comment: Response to S2-2308303. Revised in parallel session to S2-2309911.
Comment: S2-2309911: Revision of S2-2308723. Revised in parallel session to S2-2309984.
Comment: S2-2309984: Revision of S2-2309911. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308722 (CR) 23.502 CR4324 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarify the procedure to indicate the usage of Namf_MT_EnableUEReachability for UE in Suspend mode.
Parallel discussion:
The alternative proposal from Samsung was reviewed. This was discussed off-line to merge with S2-2309010 and was revised in S2-2309910.
Parallel discussion:
Samsung asked to be added as a source. The cover sheet needed to be cleaned up. This was revised accordingly in S2-2309982.
Comment: Revised in parallel session to S2-2309910, merging S2-2309010.
Comment: S2-2309910: Revision of S2-2308722, merging S2-2309010. Revised in parallel session to S2-2309982.
Comment: S2-2309982: Revision of S2-2309910. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309010 (CR) 23.502 CR4379 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Adding Namf_MT_EnableUEReachability service operation for UE in CM_IDLE with connection suspend.
Parallel discussion:
Merged into S2-2309910.
Comment: Merged into S2-2309910.
Status: Merged.
S2-2309021 (CR) 23.501 CR4829 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Adding Namf_MT_EnableUEReachability service operation for UE in CM_IDLE with connection suspend.
Parallel discussion:
This was left for off-line discussion to align with the update to the CR to TS 23.501 and was revised in S2-2309912.
Parallel discussion:
Clarifications of the added paragraph were proposed. This was left for off-line discussion and revised in S2-2309983.
Parallel discussion:
The cover sheet should be cleaned up and revision marks cleaned up. The CR revision number had not been incremented. Reference indicators should be added to references to other TSs. This was revised accordingly in S2-2310009.
Comment: Revised in parallel session to S2-2309912.
Comment: S2-2309912: Revision of S2-2309021. Revised in parallel session to S2-2309983.
Comment: S2-2309983: Revision of S2-2309912. Revised in parallel session to S2-2310009.
Comment: S2-2310009: Revision of S2-2309983. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Correction to UPF anchored Mobile Terminated Data Transport
S2-2308404 (DISCUSSION) On the use of Namf_Communication_N1N2MessageTransfer instead of Namf_MT_EnableUEReachability service operation. (Source: Intel)
Document for: Approval
Abstract: 
The contribution argues that the Namf_Communication_N1N2MessageTransfer service can be used in all cases where the Namf_MT_EnableUEReachability service is used.
Convenor comment:
See also S2-2309253.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309253 (DISCUSSION) How to handle the erroneous call flow on Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation across releases . (Source: Intel)
Document for: Approval
Abstract: 
The contribution describes the errors in the call flow on Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation and proposes how to fix the problem across multiple releases.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308405 (CR) 23.502 CR4253 (Rel-16, 'F'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: As discussed in S2-2309253, the following changes are proposed: 1. For buffering in the UPF, when the UE is not reachable, it is proposed that the SMF should subsribe with the AMF for UE reachability using the Namf_EventExposure service. Consequently, step 8a is renamed as Namf_EventExposure Notify. 2. For buffering in the SMF, when the UE is not reachable, it is proposed that the SMF should retry the Namf_MT_EnableUEReachability request to the AMF shortly ahead of the Estimated Maximum Wait time. 3. Steps 7a, 7b and 7c are enclosed in a Failure cases box. 4. Moreover, based on the discussion in S2-2308404, added NOTEs to clarify that the SMF can also invoke the Namf_Communication_N1N2MessageTransfer service operation instead of the Namf_MT_EnableUEReachability service operation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308406 (CR) 23.502 CR4254 (Rel-17, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (Source: Intel)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: As discussed in S2-2309253, the following changes are proposed: 1. For buffering in the UPF, when the UE is not reachable, it is proposed that the SMF should subsribe with the AMF for UE reachability using the Namf_EventExposure service. Consequently, step 8a is renamed as Namf_EventExposure Notify. 2. For buffering in the SMF, when the UE is not reachable, it is proposed that the SMF should retry the Namf_MT_EnableUEReachability request to the AMF shortly ahead of the Estimated Maximum Wait time. 3. Steps 7a, 7b and 7c are enclosed in a Failure cases box. 4. Moreover, based on the discussion in S2-2308404, added NOTEs to clarify that the SMF can also invoke the Namf_Communication_N1N2MessageTransfer service operation instead of the Namf_MT_EnableUEReachability service operation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308407 (CR) 23.502 CR4255 (Rel-18, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (Source: Intel)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: As discussed in S2-2309253, the following changes are proposed: 1. Clarified that, when UE is not reachable, the following happens: If UE is in MICO mode, the procedure ends in step 2d (or step 2h). If UE is configured for extended idle mode DRX, the AMF stores the information received in the SMF request and proceeds with the rest of the procedure when the UE becomes reachable. Note that a similar clarification was made in SA WG2#157 in the context of the NR_RedCap work item (refer to S2-2307731). In steps 2d/2h the AMF implicitly subscribes the SMF for notification when the UE becomes reachable. 2. Step 8a has been taken out of the Buffering configured in the UPF box, as it is used to indicate a successful outcome for both buffering in UPF and buffering in SMF. The service operation in step 8a is now a notification (Namf_EventExposureNotify), in response to the implicit subscription in steps 2d/2h. 3. Steps 7a, 7b and 7c are enclosed in a Failure cases box. 4. Moreover, based on the discussion in S2-2308404, added NOTEs to clarify that the SMF can also invoke the Namf_Communication_N1N2MessageTransfer service operation instead of the Namf_MT_EnableUEReachability service operation. In future similar NOTEs could be introduced in other clauses (e.g. clause 4.8.2.2b).
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097247]7.5	Enablers for Network Automation for 5G (eNA)
There were no contributions to this agenda item.

[bookmark: _Toc144097248]7.6	Enhancement to the 5GC Location Services (5G_eLCS)
There were no contributions to this agenda item.

[bookmark: _Toc144097249]7.7	5GS Enhanced support of Vertical and LAN Services (Vertical_LAN)
S2-2309344 (CR) 23.501 CR4908 (Rel-16, 'F'): Add missing gate control information (Source: Qualcomm Incorporated, Ericsson)
Document for: Approval
Abstract: 
Summary of change: Add queueMaxSDUTable and AdminGateStates to Standardized port management information table in clause 5.28.3.1.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309345 (CR) 23.501 CR4909 (Rel-17, 'A'): Add missing gate control information (Source: Qualcomm Incorporated, Ericsson)
Document for: Approval
Abstract: 
Rel-17 mirror CR: Summary of change: Add queueMaxSDUTable and AdminGateStates to Standardized port management information table in clause 5.28.3.1.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309346 (CR) 23.501 CR4910 (Rel-18, 'A'): Add missing gate control information (Source: Qualcomm Incorporated, Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Add queueMaxSDUTable and AdminGateStates to Standardized port management information table in clause 5.28.3.1.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.

[bookmark: _Toc144097250]7.8	Enhancements to the Service-Based 5G System Architecture (5G_eSBA)
There were no contributions to this agenda item.

[bookmark: _Toc144097251]7.9	Architecture enhancements for the support of Integrated access and backhaul (IABARC)
S2-2308275 (LS IN) LS from RAN WG3: LS on IAB Authorization (Source: RAN WG3 (R3-231010))
Document for: Action
Abstract: 
RAN WG3 discussed and agreed the RAN node behaviour when it receives the IAB Authorized IE from core network with the value set to not authorized . In case the RAN node receives it in the INITIAL CONTEXT SETUP REQUEST message, the RAN node shall, if supported, store it in the UE context and use it accordingly. In case the RAN node receives it in the UE CONTEXT MODIFICATION REQUEST message, the RAN node shall, if supported, initiate actions to ensure that the IAB node will not serve any UE(s). RAN WG3 also assumes that AMF may choose another option to reject the IAB-MT s registration or deregister the IAB-MT, and not initiate the Initial Context Setup procedure or UE Context Modification procedure, when the IAB s authorization is not authorized , and this option have no impact to RAN WG3. RAN WG3 would like to ask SA WG2 to consider RAN WG3 agreements and update the related specifications if needed. Action: RAN WG3 would like to ask SA WG2 to consider RAN WG3 agreements and update the related specifications if needed.
Convenor comment:
LS in - handle after S2-2308303.
Comment: Revision of Postponed S2-2306278 from S2#157. Response drafted in S2-2309318. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2309318 (LS OUT) [DRAFT] Reply LS on IAB Authorization (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Reply LS on IAB Authorization.
Comment: Response to S2-2308275. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309319 (CR) 23.501 CR4896 (Rel-18, 'F'): Correction to IAB authorization operation description (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Add the description for AMF siganlling for the authorization of IAB-UE.
Comment: Moved to 7.9. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not handled.

[bookmark: _Toc144097252]7.10	Enhancement of URLLC supporting in 5GC (5G_URLLC)
S2-2308296 (LS IN) LS from CT WG3: Reply LS on removal of unspecified QoS monitoring control option (Source: CT WG3 (C3-232192))
Document for: Action
Abstract: 
CT WG3 thanks SA WG2 for their LS on removal of unspecified QoS monitoring control option, and would like to inform SA WG2 that CT WG3 agrees to remove the option to report when the PDU Session is released from Rel-16 onwards. Action: CT WG3 asks SA WG2 to take the above information into account.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.

[bookmark: _Toc144097253]7.11	Enhancement of Network Slicing (eNS)
There were no contributions to this agenda item.

[bookmark: _Toc144097254]7.12	Optimisations on UE radio capability signalling (RACS)
S2-2309407 (CR) 23.401 CR3746 (Rel-18, 'F'): Condition when to indicate the Tracking Area Update is for a 'UE radio capability update' (Source: Apple)
Document for: Approval
Abstract: 
Summary of change: It is clarified that regardless of whether the UE has an associated UE Radio Capability ID for the updated UE Radio Capability information, the UE shall perform a Tracking Area Update procedure and indicate that the Tracking Area Update is for a 'UE radio capability update'.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.

[bookmark: _Toc144097255]7.13	Enhanced IMS to 5GC Integration (eIMS5G_SBA)
There were no contributions to this agenda item.

[bookmark: _Toc144097256]7.14	User Data Interworking and Coexistence (UDICoM)
There were no contributions to this agenda item.

[bookmark: _Toc144097257]7.15	Enhancing Topology of SMF and UPF in 5G Networks (ETSUN)
There were no contributions to this agenda item.

[bookmark: _Toc144097258]7.16	5GS Transfer of Policies for Background Data Transfer (xBDT)
There were no contributions to this agenda item.

[bookmark: _Toc144097259]7.17	Single radio voice continuity from 5GS to 3G (5G_SRVCC)
S2-2308423 (CR) 23.216 CR0376R1 (Rel-17, 'F'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: 5G-SRVCC from NG-RAN to 3GPP UTRAN triggers the UDM to initiate a Nudm_UECM_DeregistrationNotification (see clause 23.502 clause 5.2.3.2.2) to the AMF.
Parallel discussion:
This was withdrawn.
Comment: Revision of (unhandled) S2-2307235 from S2#157. WITHDRAWN.
Status: Withdrawn.
S2-2308424 (CR) 23.216 CR0377 (Rel-18, 'A'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: 5G-SRVCC from NG-RAN to 3GPP UTRAN triggers the UDM to initiate a Nudm_UECM_DeregistrationNotification (see clause 23.502 clause 5.2.3.2.2) to the AMF.
Parallel discussion:
This was withdrawn.
Comment: WITHDRAWN.
Status: Withdrawn.
S2-2308715 (DISCUSSION) Discussion on 5G-SRVCC from NG-RAN to UTRAN and MT services (Source: Ericsson)
Document for: Agreement
Abstract: 
This paper provides analysis that MT SMS delivery and MT LCS can work properly after 5G SRVCC from NG-RAN to UTRAN and proposes to keep TS 23.316 unchanged.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.

[bookmark: _Toc144097260]8	Rel-17 Maintenance
This agenda item was convened by Wanqiang Zhang (Qualcomm).
[bookmark: _Toc144097261]8.1	Enablers for Network Automation for 5G - phase 2 (eNA_Ph2)
There were no contributions to this agenda item.

[bookmark: _Toc144097262]8.2	Enhanced support of Non-Public Networks (eNPN)
There were no contributions to this agenda item.

[bookmark: _Toc144097263]8.3	Enhancement of support for Edge Computing in 5GC (eEDGE_5GC)
S2-2308333 (LS IN) Reply LS on AFId parameter value in EES invocation of Nnef_UEId_Get service (Source: SA WG3 (S3-233140))
Document for: Information
Abstract: 
SA WG3 thanks SA WG6 for the LS on AFId parameter value in EES invocation of Nnef_UEId_Get service. SA WG3 acknowledges that EASId can be used in the Nnef_UEId_Get service request.
Comment: Noted in parallel session.
Status: Noted.
S2-2309306 (CR) 23.501 CR4892 (Rel-17, 'F'): Aligning secure DNS with SA WG3 specifications (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: Align 23.501 with SA WG3 specification to not restrict our specifications to only support DNS over (D)TLS Avoid explicit defining what secure DNS protocols that SA WG3 specifies and reference SA WG3 specifications for that instead. They for example already supports DNS over HTTPS (DoH) and other CR s is proposed to also support DNS over QUIC.
Comment: Revised in parallel session to S2-2309523.
Comment: S2-2309523: Revision of S2-2309306. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309308 (CR) 23.501 CR4893 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications (Source: Sony)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Align 23.501 with SA WG3 specification to not restrict our specifications to only support DNS over (D)TLS Avoid explicit defining what secure DNS protocols that SA WG3 specifies and reference SA WG3 specifications for that instead. They for example already supports DNS over HTTPS (DoH) and other CR s is proposed to also support DNS over QUIC.
Comment: Revised in parallel session to S2-2309524.
Comment: S2-2309524: Revision of S2-2309308. Revised in parallel session to S2-2309699.
Comment: S2-2309699: Revision of S2-2309524. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097264]8.4	Enhancement of Network Slicing Phase 2 (eNS_Ph2)
S2-2309169 (CR) 23.501 CR3741R2 (Rel-17, 'F'): Correction to the Target NSSAI feature in RRC redirection (Source: NEC)
Document for: Approval
Abstract: 
Summary of change: It is proposed to clarify that If the NG-RAN initiates RRC redirection procedure towards a target cell, the NG-RAN provides the UE with the Target NSSAI so that the UE can request a registration for the S-NSSAI(s) from the Target NSSAI if the target cell is in a TA outside of the current RA.
Comment: Revision of S2-2210769. Noted in parallel session.
Status: Noted.
S2-2309172 (CR) 23.501 CR4866 (Rel-18, 'A'): Correction to the Target NSSAI feature in RRC redirection (Source: NEC)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed to clarify that If the NG-RAN initiates RRC redirection procedure towards a target cell, the NG-RAN provides the UE with the Target NSSAI so that the UE can request a registration for the S-NSSAI(s) from the Target NSSAI if the target cell is in a TA outside of the current RA.
Comment: Noted in parallel session.
Status: Noted.
S2-2309235 (CR) 23.502 CR4417 (Rel-17, 'F'): NSAC back-off timer correction (Source: NEC)
Document for: Approval
Abstract: 
Summary of change: It is proposed the followijg update (additions in yellow): If the UE receives back-off timer for an S-NSSAI for which the maximum number of PDU Sessions is reached for an Access Type, the UE shall not request the establishment of user-plane resources for the same S-NSSAI on the restricted Access Type until the back-off timer expires.
Comment: Noted in parallel session.
Status: Noted.
S2-2309238 (CR) 23.502 CR4418 (Rel-18, 'A'): NSAC back-off timer correction (Source: NEC)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed the following update (additions in yellow): If the UE receives back-off timer for an S-NSSAI for which the maximum number of PDU Sessions is reached for an Access Type, the UE shall not request the establishment of user-plane resources for the same S-NSSAI on the restricted Access Type until the back-off timer expires.
Parallel discussion:
Change Type A -> F.
Comment: Revised in parallel session to S2-2309525.
Comment: S2-2309525: Revision of S2-2309238. Revised in parallel session to S2-2309701.
Comment: S2-2309701: Revision of S2-2309525. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309612 (CR) 23.501 CR4920 (Rel-18, 'F'): NSAC back-off timer correction (Source: NEC)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed the following update (additions in yellow): If the UE receives back-off timer for an S-NSSAI for which the maximum number of PDU Sessions is reached for an Access Type, the UE shall not request the establishment of user-plane resources for the same S-NSSAI on the restricted Access Type until the back-off timer expires.
Comment: Revised in parallel session to S2-2309700.
Comment: S2-2309700: Revision of S2-2309612. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097265]8.5	Enhanced support of Industrial IoT - TSC/URLLC enhancements (IIoT)
S2-2308542 (CR) 23.501 CR4720 (Rel-17, 'F'): Move PMIC and UMIC into Annex (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Move PMIC and UMIC into Annex K and deleted the EN.
Comment: Revised to S2-2309550.
Comment: S2-2309550: Revision of S2-2308542. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308543 (CR) 23.501 CR4721 (Rel-18, 'A'): Move PMIC and UMIC into Annex (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Move PMIC and UMIC into Annex K and deleted the EN.
Comment: Revised to S2-2309551 (withdrawn). Agreed in parallel session. Block approved.
Comment: S2-2309551: Revision of S2-2308543. Withdrawn.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Status: Withdrawn.
S2-2309552 (LS OUT) [DRAFT] LS on Moving PMIC and UMIC into Annex (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
To: ?
Comment: Created in parallel session. Revised in parallel session to S2-2309702.
Comment: S2-2309702: Revision of S2-2309552. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308922 (CR) 23.502 CR4076R1 (Rel-17, 'F'): Clarification of invocation of TSCTSF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: It is clarified that the invocation of TSCTSF is based on operator configuration. The parameters which can play a role are listed in one sentence. A misleading statement is removed from the update procedure. It is clarified that the Failure Cause is conditional and indicates the reason for failure.
Comment: Revision of (noted) S2-2304841 from S2#157. Revised to S2-2309553.
Comment: S2-2309553: Revision of S2-2308922. Revised in parallel session to S2-2309706.
Comment: S2-2309706: Revision of S2-2309553. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308923 (CR) 23.502 CR4077R1 (Rel-18, 'A'): Clarification of invocation of TSCTSF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is clarified that the invocation of TSCTSF is based on operator configuration. The parameters which can play a role are listed in one sentence. A misleading statement is removed from the update procedure. It is clarified that the Failure Cause is conditional and indicates the reason for failure.
Comment: Revision of (noted) S2-2304842 from S2#157. Revised to S2-2309554.
Comment: S2-2309554: Revision of S2-2308923. Revised in parallel session to S2-2309707.
Comment: S2-2309707: Revision of S2-2309554. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097266]8.6	Access Traffic Steering, Switch and Splitting support in the 5G system architecture Phase 2 (ATSSS_Ph2)
There were no contributions to this agenda item.

[bookmark: _Toc144097267]8.7	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
S2-2308335 (LS IN) LS from SA WG3: LS on Clarification on Removal of the Indicator of UUAA result from AMF (Source: SA WG3 (S3-233322))
Document for: Action
Abstract: 
To address the LS C4-230790/S3-232322 from CT WG4, SA WG3 is currently discussing on the need to consider the UUAA successful results during the UUAA invocation and the related need of the indicator sent from the AMF to the SMF that successful UUAA-MM has already been performed. Based on the change in CR S2-2210930 made in SA WG2 Meeting #154, it implies that the UUAA during PDU session establishment is mandatory even if a successful UUAA is already performed during registration, another UUAA process is still initiated during the PDU session establishment, so sending of the indicator that successful UUAA-MM has already been performed from the AMF to the SMF may not be needed if UUAA initiation is always mandatory at SMF. Currently according to TS 23.256 Clause 4.3.2 UAS NF, it states that To support re-authentication/re-authorization and revocation request by USS, the UAS NF stores information as to whether the re-authentication/re-authorization and revocation is towards an AMF or SMF/SMF+PGW-C and the address of the serving AMF or SMF/SMF+PGW-C. UAS NF stores the result of UUAA-MM procedures and the result of UUAA-SM procedures . However, we also observe the following statements in steps of Clause 5.2.2.1 in TS 23.256 V18.0.0 (2023-03) which still states the AMF stores a successful UUAA result. In step 4 of subclause 5.2.2.1, The AMF stores in the UE context that a UUAA is pending. In step 6 of subclause 5.2.2.1, Once the UUAA-MM procedure is successfully completed for the UAV, the AMF stores a successful UUAA result and updates the UE context indicating that UUAA is no longer pending. In step 3 of subclause 5.2.2.1, 3. AMF shall determine whether UUAA-MM is required for the UAV. The AMF decides that UUAA is required if: a) the UE has a valid Aerial UE subscription information; b) UUAA is to be performed during Registration according to local operator policy; c) there is no successful UUAA result from a previous UUAA-MM procedure; d) the UE has provided a CAA-Level UAV ID. . TS 23.256 Clause 5.2.1 UUAA Model states that, If UUAA-MM is not performed, the UAV shall be authenticated by UUAA-SM during the PDU session establishment procedure for UAS service . SA WG3 kindly asks clarification from SA WG2 whether SA WG2 has specific consideration with the statements above cited from TS 23.256 or such statements can be revised to align with the change in CR S2-221093. Action: SA WG3 kindly asks SA WG2 to provide clarification for the above question.
Comment: Responses drafted in S2-2308529, S2-2308863. Response drafted in S2-2309527. Final response in S2-2309698.
Plenary Discussion:
Final response in S2-2309698.
Status: Replied to.
S2-2309527 (LS OUT) [DRAFT] Reply LS to LS on Clarification on Removal of the Indicator of UUAA result from AMF (Source: SA WG2)
Document for: Approval
Abstract: 
To: SA WG3 CC: .CT WG4.
Comment: Created at meeting. Response to S2-2308335. Revised in parallel session to S2-2309698.
Comment: S2-2309698: Revision of S2-2309527. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308529 (LS OUT) [DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF (Source: Lenovo)
Document for: Approval
Abstract: 
To: SA WG3. CC: CT WG4.
Comment: Response to S2-2308335. Noted in parallel session.
Status: Noted.
S2-2308863 (LS OUT) [DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF (Source: Samsung)
Document for: Approval
Abstract: 
To: SA WG3. CC: CT WG4.
Comment: Response to S2-2308335. Revised in parallel session to S2-2309526.
Comment: S2-2309526: Revision of S2-2308863. Revised in parallel session to S2-2309697.
Comment: S2-2309697: Revision of S2-2309526. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308530 (CR) 23.256 CR0104 (Rel-17, 'F'): Correction and Alignment on UUAA Invocation determinations at SMF (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: The AMF provides a succesfull UUAA result at the SMF which is used as one of the factor to determine UUAA-SM invocation.
Comment: Noted in parallel session.
Status: Noted.
S2-2308531 (CR) 23.256 CR0105 (Rel-18, 'A'): Correction and Alignment on UUAA Invocation determinations at SMF (Source: Lenovo)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The AMF provides a succesfull UUAA result at the SMF which is used as one of the factor to determine UUAA-SM invocation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308532 (CR) 23.502 CR4277 (Rel-17, 'F'): UUAA clarification at AMF (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: The AMF provides a succesfull UUAA result at the SMF which is used as one of the factor to determine UUAA-SM invocation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308533 (CR) 23.502 CR4278 (Rel-18, 'A'): AMF providing successfull UUAA indication to SMF (Source: Lenovo)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The AMF provides a succesfull UUAA result at the SMF which is used as one of the factor to determine UUAA-SM invocation.
Comment: Incorrect Release used (Rel-17)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308745 (DISCUSSION) Reliable location information as a combined report of a UE-provided precise location information and a reliable NG-RAN-based location information. (Source: Ericsson)
Document for: Discussion
Abstract: 
This paper provides some further considerations on the previous incoming LS from CT WG4 in S2-2210172 and the previous outgoing response LS from SA WG2 to CT WG4 in S2-2211049 on reliable location information, which missed to consider the fact that GMLC/L.
Comment: Noted in parallel session.
Status: Noted.
S2-2308748 (CR) 23.256 CR0106 (Rel-17, 'F'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning (Source: Ericsson, AT&T, Verizon)
Document for: Approval
Abstract: 
Summary of change: Clarify that when the USS/TPAE sends requests to GMLC via UAS NF to track UAVs, it could alternatively also indicate that a combination of a UE-based positioning method and a reliable UE positioining method (i.e., network assisted positioning) is needed.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308749 (CR) 23.256 CR0107 (Rel-18, 'A'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning (Source: Ericsson, AT&T, Verizon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clarify that when the USS/TPAE sends requests to GMLC via UAS NF to track UAVs, it could alternatively also indicate that a combination of a UE-based positioning method and a reliable UE positioining method (i.e., network assisted positioning) is needed.
Comment: Revised to S2-2309379.
Comment: S2-2309379: Revision ofS2-2308749 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.

[bookmark: _Toc144097268]8.8	System enhancement for Proximity based Services in 5GS (5G_ProSe)
S2-2308712 (CR) 23.304 CR0309 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4 (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Add a note that the policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay using IPv4 is not available.
Comment: Revised in parallel session to S2-2309540.
Comment: S2-2309540: Revision of S2-2308712. Revised in parallel session to S2-2309703.
Comment: S2-2309703: Revision of S2-2309540. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308713 (CR) 23.304 CR0310 (Rel-17, 'F'): Reference point alignment with TS33.503 (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Add reference points Npc11~Npc14.
Comment: Revised in parallel session to S2-2309541.
Comment: S2-2309541: Revision of S2-2308713. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308714 (CR) 23.304 CR0311 (Rel-18, 'A'): Reference point alignment with TS33.503 (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Add reference points Npc11~Npc14.
Comment: Revised in parallel session to S2-2309542.
Comment: S2-2309542: Revision of S2-2308714. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309094 (CR) 23.502 CR4390 (Rel-17, 'F'): Clarification on subscription for ProSe roles (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove duplication about use direct discovery, use direct communications or do both (i.e. both is not a separate indicication, but a combination of each indication). Clarify that use and serve as a U2N relay, and use and serve as a U2U relay in both the L2 and L3 cases are separate subscription indications. Add the per PLMN ProSe service authorisation subscription data.
Comment: Revised in parallel session to S2-2309543.
Comment: S2-2309543: Revision of S2-2309094. Revised in parallel session to S2-2309704.
Comment: S2-2309704: Revision of S2-2309543. Revised in parallel session to S2-2309728.
Comment: S2-2309728: Revision of S2-2309704. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309095 (CR) 23.502 CR4391 (Rel-18, 'F'): Clarification on subscription for ProSe roles (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove duplication about use direct discovery, use direct communications or do both (i.e. both is not a separate indicication, but a combination of each indication). Clarify that use and serve as a U2N relay, and use and serve as a U2U relay in both the L2 and L3 cases are separate subscription indications. Add the per PLMN ProSe service authorisation subscription data.
Comment: Revised in parallel session to S2-2309544.
Comment: S2-2309544: Revision of S2-2309095. Revised in parallel session to S2-2309705.
Comment: S2-2309705: Revision of S2-2309544. Revised in parallel session to S2-2309729.
Comment: S2-2309729: Revision of S2-2309705. Revised in parallel session to S2-2309745.
Comment: S2-2309745: Revision of S2-2309729. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097269]8.9	Architectural enhancements for 5G multicast-broadcast services (5MBS)
LSs from other WGs
S2-2308304 (LS IN) LS from CT WG4: LS on Security Context Transfer between MBSF and MBSTF (Source: CT WG4 (C4-232462))
Document for: Information
Abstract: 
CT WG4 would like to apprise that its specification 3GPP TS 29.581 (Nmbstf_MBSDistributionSession Service) has following Editor's Note in Rel-17 version of specification: Editor's Note: Inclusion of Security Context is FFS and depends on alignment between SA WG3 and SA WG4. CT WG4 defines security context inclusion across Nmb2 in create / update operations of above service, with the understanding that MBSF is responsible for MSK generation and MBSTF is responsible for MTK generation as defined in 3GPP TS 33.501 Annex W.4.1.2. This editor's note was inserted based on the feedback that SA WG3 & SA WG4 (and SA WG2) were yet to align on MBSTF role in MTK generation. CT WG4 would hence like to ask SA WG3 and SA WG4 following regarding the Control-Plane procedure: Question 1: Since Rel-17 is frozen, CT WG4 intends to discuss deletion of above Editor's note in Q3 without changing CT WG4 specifications. Kindly provide feedback if any. CT WG4 additionally notices that a new network function MBSSF was recently introduced which is responsible for key generation and distribution in case of User-Plane procedure. This function can be co-located with MBSF or MBSTF for user-plane security handling as defined in 3GPP TS 33.501 Annex W.4.1.3. CT WG4 would like to ask SA WG3 following regarding the User-Plane procedure: Question 2: If MBSSF is co-located with MBSF, does CT WG4 need to update Nmb2 APIs to support transferring both MSK and MTK from NF-Service-Consumers of Nmbstf_MBSDistributionSession Service (e.g. MBSSF) to MBSTF over Nmb2? Lastly, it is CT WG4's understanding that SA WG3 has defined sending MBS Security Context over Nmb2, which contains a plural number of MbsKeyInfo, where each MBSKeyInfo contains {Key Domain ID, MSK ID, MSK, MSK Lifetime, MTK ID, MTK}. Further, 3GPP TS 33.246 Clause 6.3.2.1A defines that User Service Announcement contains: Mapping information how the MSKs are used to protect the different RTP sessions or FLUTE channels. CT WG4 would like to ask SA WG4 following regarding the User-Plane procedure: Question 3: Does such mapping information for FLUTE channels need to be passed over Nmb2 Interface as well and whether SA WG4 specifications need updates to specify such mapping?
Comment: Noted.
Status: Noted.
S2-2308332 (LS IN) LS from SA WG3: Reply LS on Security architecture for 5G multicast/broadcast services (Source: SA WG3 (S3-233139))
Document for: Action
Abstract: 
SA WG3 thanks SA WG2 for the Reply LS on security architecture for 5G multicast broadcast services. For the deployment issue of MBSSF, SA WG3 agrees that the MBSSF needs to be (not only 'can be') located in MBSF or MBSTF in Rel-17. The clause W4.1 in TS 33.501 is also updated accordingly. Please find the detailed information in the attachment. Action: SA WG2 is kindly requested to take the above information into account.
Comment: Noted.
Status: Noted.
S2-2308337 (LS IN) LS from SA WG3: Reply LS on security architecture for 5G multicast–broadcast services (Source: SA WG3 (S3-233439))
Document for: Information
Abstract: 
SA WG3 thanks SA WG4 for the Reply LS on security architecture for 5G multicast broadcast services. SA WG3 agrees to update the Control Plane procedure in TS 33.501 clause W.4.1 to keep an architectural consistency between the Control Plane procedure and the User Plane procedure. Please find the detailed information in the attachment.
Comment: Noted.
Status: Noted.
MBS service area updates
S2-2308352 (LS IN) LS from SA WG3: Reply LS on Security Context Transfer between MBSF and MBSTF (Source: SA WG3 (S3-234155))
Document for: Information
Abstract: 
SA WG3 thanks CT WG4 for the LS on Security Context Transfer between MBSF and MBSTF. SA WG3 updated the Control Plane procedure in TS 33.501 clause W.4.1 to keep an architectural consistency between the Control Plane procedure and the User Plane procedure as SA WG3 replied from the SA WG3 May meeting (S3-232689). {. . .}.
Comment: Noted.
Status: Noted.
S2-2308285 (LS IN) LS from SA WG6: LS on MBS service area update clarification (Source: SA WG6 (S6-231606))
Document for: Action
Abstract: 
In public safety and verticals scenarios, the service area may be changed due to the mobility of the group members. SA WG6 has concerns that failure may occur once the AF triggers the MBS session update with a new MBS service area, i.e., during the MBS service area update, the AF may receive the following error described in 3GPP TS 29.522 in Table 5.20.7.3-1: UNKNOWN_MBS_SERVICE_AREA . SA WG6 would like to ask SA WG2, CT WG3 and CT WG4 the following questions: Q1. SA WG6 would like to ask SA WG2 whether the AF/NEF will interact with the NRF to re-select the capable MB-SMF during the MBS session update with requested MBS service area? Q2. SA WG6 would like to ask CT WG3 and CT WG4 to clarify the scenario(s) when the error UNKNOWN_MBS_SERVICE_AREA 404 Not Found The requested MBS service area (e.g. identified by the Area Session ID) cannot be found. in 3GPP TS 29.522 can occur? Is the MBS service area not found in MB-SMF, NRF or NEF? Can it occur during MBS session update? Q3. SA WG6 would like to ask SA WG2 to confirm whether the scenarios described above from SA WG6, CT WG4 and CT WG3 can occur during MBS session update. If yes, what are the mechanism(s) defined by SA WG2 to be employed to overcome an MBS session update failure?. Action: SA WG6 kindly asks SA WG2, CT WG3 and CT WG4 to consider above questions and provide the feedback.
Comment: Revision of S2-2306330. Responses drafted in S2-2308462, S2-2308703, S2-2308877, S2-2308935. Final response in S2-2309746.
Plenary Discussion:
Final response in S2-2309746.
Status: Replied to.
S2-2308297 (LS IN) LS from CT WG3: Reply LS on MBS service area update clarification (Source: CT WG3 (C3-232410))
Document for: Action
Abstract: 
CT WG3 thanks SA WG6 for their LS on clarifying MBS service area update procedures. Regarding the below question to CT WG3: 'Q2. SA WG6 would like to ask CT WG3 and CT WG4 to clarify the scenario(s) when the error 'UNKNOWN_MBS_SERVICE_AREA 404 Not Found The requested MBS service area (e.g. identified by the Area Session ID) cannot be found.' in 3GPP TS 29.522 can occur? Is the MBS service area not found in MB-SMF, NRF or NEF? Can it occur during MBS session update?' CT WG3 would like to provide the below answer: - This HTTP '404 Not found' error status code response and the corresponding 'UNKNOWN_MBS_SERVICE_AREA' application error are simply relayed by the NEF to the AF when received from the MB-SMF as specified in the last paragraph of clause 4.4.29.3.5 of TS 29.522. - This error case is not related to the procedure of MBS Session update request with an updated MBS Service Area. It is rather related to the case where the received Area Session ID in an MBS Session Status Subscription request is not found. CT WG3 has agreed the attached CR to further clarify this. CT WG3 will wait for the feedbacks from SA WG2 and CT WG4 to provide further feedback and update its specifications accordingly, if necessary. CT WG3 would also like to point out that this issue should also be studied for the case where the MBSF is used. Action: CT WG3 kindly asks SA WG6, SA WG2 and CT WG4 to take above information into account.
Comment: Noted.
Status: Noted.
S2-2308305 (LS IN) LS from CT WG4: Reply LS on MBS service area update clarification (Source: CT WG4 (C4-232466))
Document for: Information
Abstract: 
CT WG4 would like to thank SA WG6 for the LS on MBS service area update and would like to answer the question raised by SA WG6 as follows: Q2: SA WG6 would like to ask CT WG3 and CT WG4 to clarify the scenario(s) when the error 'UNKNOWN_MBS_SERVICE_AREA 404 Not Found The requested MBS service area (e.g. identified by the Area Session ID) cannot be found.' in 3GPP TS 29.522 can occur? Is the MBS service area not found in MB-SMF, NRF or NEF? Can it occur during MBS session update? CT WG4 Answer: CT WG4 agreed the attached Rel-17 CR and its mirror to clarify the UNKNOWN_MBS_SERVICE_AREA error code is related to the scenario if the requested Area Session ID cannot be found in MB-SMF for a location dependent MBS session. For the scenario if the requested service area is larger than the MB-SMF service area, CT WG4 may define new error code based on the outcome of the ongoing discussions in SA WG2.
Comment: Noted.
Status: Noted.
S2-2308700 (DISCUSSION) Discussion on MBS Session Update with MBS service area update (Source: Ericsson)
Document for: Agreement
Abstract: 
This paper points out the inconsistency in the spec and proposes to clarify that an MB-SMF is assumed to serve any tracking areas in an SMF service area.
Comment: Noted.
Status: Noted.
S2-2308882 (DISCUSSION) Discussion on the MBS service area issue (Source: Huawei, HiSilicon)
Document for: Discussion
Abstract: 
In SA WG2#157 meeting, the issue of the selected MB-SMF cannot covering the requested MBS service area was raised by SA WG6. This document is trying to discuss the current mechanism and propose the way forward.
Comment: Noted.
Status: Noted.
S2-2308462 (LS OUT) [DRAFT] Reply LS on MBS service area update clarification (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
To: SA WG6, CT WG3. CC: CT WG4.
Convenor comment:
Handle - use as baseline option #1.
Comment: Response to S2-2308285. Revised to S2-2309555.
Comment: S2-2309555: Revision of S2-2308462. Revised in parallel session to S2-2309746, merging S2-2308935, S2-2308877 and S2-2308703.
Comment: S2-2309746: Revision of S2-2309555, merging S2-2308935, S2-2308877 and S2-2308703. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308703 (LS OUT) [DRAFT] Rely to LS on MBS service area update clarification (Source: Ericsson)
Document for: Approval
Abstract: 
This paper replies to SA WG6 that MBS Session update does not involve MB-SMF re-selection.
Convenor comment:
Handle - use as baseline option #2.
Comment: Response to S2-2308285. Merged into S2-2309746.
Status: Merged.
S2-2308877 (LS OUT) [DRAFT] Reply LS on MBS service area update failure clarification (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
For the handover from EPS to 5GS, the change of N3 and N9 tunnel due to slice change is not considered. It is proposed to add the related description.
Convenor comment:
Merge into S2-2308462.
Comment: Response to S2-2308285. Merged into S2-2309746.
Status: Merged.
S2-2308935 (LS OUT) [DRAFT] Reply LS on MBS service area update clarification (Source: ZTE)
Document for: Approval
Abstract: 
Proposes a Reply LS on MBS service area update clarification.
Convenor comment:
Merge into S2-2308462.
Comment: Response to S2-2308285. Merged into S2-2309746.
Status: Merged.
S2-2308460 (CR) 23.247 CR0275 (Rel-17, 'F'): Handling of unsupported MBS service area (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: During MBS session creation or modification with an MBS service area not covered by the MB-SMF service area of a single MB-SMF, the NEF or MB-SMF can provide an error code indicating that the MBS service area is larger than the MB-SMF service area of a single MB-SMF, or that the service area contains parts where MBS is not supported, and provide an MB-SMF service area or acceptable MBS service area. The AF can then reduce the MBS service area, establish additional service area specific sub sessions of a location-dependent service and/or use unicast delivery towards UE outside the MBS service area.
Comment: Revised to S2-2309556 (withdrawn). Postponed in parallel session.
Status: Postponed.
Comment: S2-2309556: Revision of S2-2308460. Withdrawn.
Status: Withdrawn.
S2-2308461 (CR) 23.247 CR0276 (Rel-18, 'A'): Handling of unsupported MBS service area (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: During MBS session creation or modification with an MBS service area not covered by the MB-SMF service area of a single MB-SMF, the NEF or MB-SMF can provide an error code indicating that the MBS service area is larger than the MB-SMF service area of a single MB-SMF, or that the service area contains parts where MBS is not supported, and provide an MB-SMF service area or acceptable MBS service area. The AF can then reduce the MBS service area, establish additional service area specific sub sessions of a location-dependent service and/or use unicast delivery towards UE outside the MBS service area.
Comment: Revised to S2-2309557 (withdrawn). Postponed in parallel session.
Status: Postponed.
Comment: S2-2309557: Revision of S2-2308461. Withdrawn.
Status: Withdrawn.
S2-2308701 (CR) 23.247 CR0281 (Rel-17, 'F'): Correction to Local MBS service and Location MBS Service (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 6.2.2: Add a note that an MB-SMF is assumed to serve all the TAs within an SMF service area Clause 6.2.3: remove the description related to different MB-SMFs and add a note that the case of different MB-SMFs is not specified.
Comment: Revised to S2-2309558.
Comment: S2-2309558: Revision of S2-2308701. Postponed in parallel session.
Status: Postponed.
S2-2308702 (CR) 23.247 CR0282 (Rel-18, 'A'): Correction to Local MBS service and Location MBS Service (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clause 6.2.2: Add a note that an MB-SMF is assumed to serve all the TAs within an SMF service area Clause 6.2.3: remove the description related to different MB-SMFs and add a note that the case of different MB-SMFs is not specified.
Comment: Revised to S2-2309559 (withdrawn). Postponed in parallel session.
Status: Postponed.
Comment: S2-2309559: Revision of S2-2308702. Withdrawn.
Status: Withdrawn.
S2-2308880 (CR) 23.247 CR0289 (Rel-17, 'F'): On the update of MBS service area and MB-SMF in 23.247 (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update the MBS session creation and update procedure to complete the mechanism in case of abnormal MBS service area in the request. Clarify the location dependent MBS service case.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308881 (CR) 23.247 CR0290 (Rel-18, 'A'): On the update of MBS service area and MB-SMF in 23.247 (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Update the MBS session creation and update procedure to complete the mechanism in case of abnormal MBS service area in the request. Clarify the location dependent MBS service case.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308936 (CR) 23.247 CR0295 (Rel-17, 'F'): Clarification on MBS service area update failure (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Clarify MB-SMF return the casue value and un-supported service area in the MBS session update request. The AF/NEF may select a new MB-SMF, e.g. with NRF, to create the MBS session for the un-supported service area.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308937 (CR) 23.247 CR0296 (Rel-18, 'A'): Clarification on MBS service area update failure (Source: ZTE)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clarify MB-SMF return the casue value and un-supported service area in the MBS session update request. The AF/NEF may select a new MB-SMF, e.g. with NRF, to create the MBS session for the un-supported service area.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
PCC procedures of location dependent MBS service
S2-2308704 (DISCUSSION) Discussion on PCC procedures for location dependent MBS service (Source: Ericsson)
Document for: Agreement
Abstract: 
This paper discusses the issues of PCC handling for location dependent MBS session and proposes a way forward.
Comment: Noted.
Status: Noted.
S2-2308705 (CR) 23.247 CR0200R1 (Rel-17, 'F'): Correction to PCC procedures for location dependent MBS service (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 6.10.1 clarify session binding for location dependent MBS sessions Clause 6.14 clarify that MBS Service Information is also provided to a location dependent session in an MBS service area Caluse 7.1.1.2: For the PCC procedures for location dependent MBS service: The MB-SMF includes new Area Session Policy ID in Npcf_MBSPolicyControl_Create Request. When AF/NEF/MBSF does not interact with the PCF, the MB-SMF use Area Session ID as Area Session policy ID. When the AF/NEF/MBSF decides to interact with the PCF based on local configuration, The AF/NEF/MBSF assign new Area Session policy binding ID and sends it to PCF. The AF/NEF/MBSF also includes Area Session policy binding ID in Nmbsmf_MBSSession_Create sent to MB-SMF. The MB-SMF use Area Session policy binding ID as Area Session Policy ID and send it to the PCF so that the PCF can retrieve the policy authorized previously when AF/NEF/MBSF interacted with PCF.
Comment: Revision of (postponed) S2-2304139 from S2#157. Revised to S2-2309560 (withdrawn). Noted.
Comment: S2-2309560: Revision of S2-2308705. Postponed in parallel session Withdrawn.
Status: Postponed.
S2-2308706 (CR) 23.247 CR0201R1 (Rel-18, 'A'): Correction to PCC procedures for location dependent MBS service (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clause 6.10.1 clarify session binding for location dependent MBS sessions Clause 6.14 clarify that MBS Service Information is also provided to a location dependent session in an MBS service area Caluse 7.1.1.2: For the PCC procedures for location dependent MBS service: The MB-SMF includes new Area Session Policy ID in Npcf_MBSPolicyControl_Create Request. When AF/NEF/MBSF does not interact with the PCF, the MB-SMF use Area Session ID as Area Session policy ID. When the AF/NEF/MBSF decides to interact with the PCF based on local configuration, The AF/NEF/MBSF assign new Area Session policy binding ID and sends it to PCF. The AF/NEF/MBSF also includes Area Session policy binding ID in Nmbsmf_MBSSession_Create sent to MB-SMF. The MB-SMF use Area Session policy binding ID as Area Session Policy ID and send it to the PCF so that the PCF can retrieve the policy authorized previously when AF/NEF/MBSF interacted with PCF.
Comment: Revision of (postponed) S2-2304140 from S2#157. Revised to S2-2309561 (withdrawn). Noted.
Comment: S2-2309561: Revision of S2-2308706. Postponed in parallel session. Withdrawn.
Status: Postponed.
Other corrections
S2-2308464 (CR) 23.247 CR0261R1 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: The MB-SMF does not indicate the success or failure of reserving transmission resources.
Comment: Revision of (unhandled) S2-2305384 from S2#156E. Revised to S2-2309562.
Comment: S2-2309562: Revision of S2-2308464. Revised in parallel session to S2-2309716.
Comment: S2-2309716: Revision of S2-2309562. Revised in parallel session to S2-2309747.
Comment: S2-2309747: Revision of S2-2309716. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308465 (CR) 23.247 CR0262R2 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The MB-SMF does not indicate the success or failure of reserving transmission resources.
Comment: Revision of (revised but unhandled) S2-2305386 from S2#156E. Incorrect CR Revision (1). Revised to S2-2309397.
Comment: S2-2309397: Revision of S2-2308465. Revised to S2-2309563.
Comment: S2-2309563: Revision of S2-2309397. Revised to S2-2309748.
Comment: S2-2309748: Revision of S2-2309563. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308707 (CR) 23.247 CR0283 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: In clauses 7.2.4.2.0 and 7.3.4, clarify that the AF needs to transit the DL media stream to MB-UPF tunnelled.
Comment: Revised to S2-2309564.
Comment: S2-2309564: Revision of S2-2308707. Revised in parallel session to S2-2309719.
Comment: S2-2309719: Revision of S2-2309564. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308708 (CR) 23.247 CR0284 (Rel-18, 'A'): Multicast over N6mb not applicable for location dependent MBS session (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: In clauses 7.2.4.2.0 and 7.3.4, clarify that the AF needs to transit the DL media stream to MB-UPF tunnelled.
Comment: Revised to S2-2309565.
Comment: S2-2309565: Revision of S2-2308708. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308878 (CR) 23.247 CR0287 (Rel-17, 'F'): On the step number correction of 5MBS (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The changes are in general for the following three aspects: Besides 7.1.1, 7.3, also add clause 7.2 in the first paragraph of clause 7.1.1.1. Include figure 7.1.1.5-1 in addition to 7.1.1.4. Correct the step number. Correct the reference number in step 1 of clause 7.3.3.
Comment: Revised to S2-2309566.
Comment: S2-2309566: Revision of S2-2308878. Revised in parallel session to S2-2309717.
Comment: S2-2309717: Revision of S2-2309566. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308879 (CR) 23.247 CR0288 (Rel-18, 'A'): On the step number correction of 5MBS (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The changes are in general for the following three aspects: Besides 7.1.1, 7.3, also add clause 7.2 in the first paragraph of clause 7.1.1.1. Include figure 7.1.1.5-1 in addition to 7.1.1.4. Correct the step number. Correct the reference number in step 1 of clause 7.3.3.
Comment: Revised to S2-2309567.
Comment: S2-2309567: Revision of S2-2308879. Revised in parallel session to S2-2309718.
Comment: S2-2309718: Revision of S2-2309567. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308931 (CR) 23.247 CR0291 (Rel-17, 'F'): Correcting the figure and term (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Change the MBSF-C to MBSF. Correct the figure 7.1.1.3-1 step 6 direction.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308932 (CR) 23.247 CR0292 (Rel-18, 'A'): Correcting the figure and term (Source: ZTE)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Change the MBSF-C to MBSF. Correct the figure 7.1.1.3-1 step 6 direction.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308933 (CR) 23.247 CR0293 (Rel-17, 'F'): Clarification on the MBS Security function (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: MBS security function is collocated with the MBSF/MBSTF. Removing the Note 2 because it is up to implementation according to the SA WG3 LS. In the MBS session update procedure, it clarifies that case If the MBS security function is collocated with MBSF .
Comment: Revised to S2-2309568.
Comment: S2-2309568: Revision of S2-2308933. Noted in parallel session.
Status: Noted.
S2-2308934 (CR) 23.247 CR0294 (Rel-18, 'A'): Clarification on the MBS Security function (Source: ZTE)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: MBS security function is collocated with the MBSF/MBSTF. Removing the Note 2 because it is up to implementation according to the SA WG3 LS. In the MBS session update procedure, it clarifies that case If the MBS security function is collocated with MBSF .
Comment: Revised to S2-2309569.
Comment: S2-2309569: Revision of S2-2308934. Withdrawn.
Status: Withdrawn.
S2-2309275 (CR) 23.247 CR0274R1 (Rel-18, 'F'): Clarification of handling of downlink data at MB-UPF (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Clarify that MB-UPF may use MBS session information received from MB-SMF (e.g. 5QI) to determine the buffering time from reception of downlink MBS data (and initiation of MBS session activation procedure) and the forwarding of the MBS data.
Comment: Revision of (unhandled) S2-2307319 from S2#157. Postponed.
Status: Postponed.
[bookmark: _Toc144097270]8.10	System enablers for multi-USIM devices (MUSIM)
There were no contributions to this agenda item.

[bookmark: _Toc144097271]8.11	Architecture aspects for using satellite access in 5G (5GSAT_ARCH)
S2-2308370 (CR) 23.401 CR3736 (Rel-17, 'F'): UE capability for network verified location (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is proposed that MME takes into account the support for network verified positioning techniques over satellite RAT by the UE before deciding whether to execute the procedure for network verification of UE location.
Comment: Revised in parallel session to S2-2309723.
Comment: S2-2309723: Revision of S2-2308370. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308371 (CR) 23.501 CR4690 (Rel-17, 'F'): UE capability for network verified location (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is proposed that AMF takes into account the support for network verified positioning techniques over satellite RAT by the UE before deciding whether to execute the procedure for network verification of UE location.
Comment: Revised in parallel session to S2-2309545.
Comment: S2-2309545: Revision of S2-2308371. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308372 (CR) 23.401 CR3737 (Rel-18, 'A'): UE capability for network verified location (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed that MME takes into account the support for network verified positioning techniques over E-UTRAN satellite access by the UE before deciding whether to execute the procedure for network verification of UE location.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308373 (CR) 23.501 CR4691 (Rel-18, 'A'): UE capability for network verified location (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed that AMF takes into account the support for network verified positioning techniques over NTN NR by the UE before deciding whether to execute the procedure for network verification of UE location.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308374 (DISCUSSION) Network verified location UE capability (Source: Qualcomm)
Document for: Agreement
Abstract: 
Discusses the need for UE capability for support of network verified location techniques.
Comment: Noted in parallel session.
Status: Noted.
S2-2308730 (CR) 23.501 CR4774 (Rel-17, 'F'): Removal of Editor s note for NTN tracking area handling (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove Editor s note.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308731 (CR) 23.501 CR4775 (Rel-18, 'A'): Removal of Editor s note for NTN tracking area handling (Source: Ericsson)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Remove Editor s note.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309133 (DISCUSSION) Discussion on the issue of Network Verified UE Location for NTN (Source: Huawei, HiSilicon, Thales)
Document for: Information
Abstract: 
Discuss the issue of network verified UE location for NTN.
Comment: Noted in parallel session.
Status: Noted.

[bookmark: _Toc144097272]8.12	Architecture enhancements for 3GPP support of advanced V2X services - Phase 2 (eV2XARC_Ph2)
There were no contributions to this agenda item.

[bookmark: _Toc144097273]8.13	5G System Enhancement for Advanced Interactive Services (5G_AIS)
There were no contributions to this agenda item.

[bookmark: _Toc144097274]8.14	Enhancement to the 5GC LoCation Services-Phase 2 (5G_eLCS_Ph2)
S2-2308746 (CR) 23.273 CR0404 (Rel-17, 'F'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information (Source: Ericsson, AT&T, Verizon)
Document for: Approval
Abstract: 
Summary of change: Update LMF and GMLC functionality to support a combined report of a UE-provided precise location information and a reliable NG-RAN-based location information.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308747 (CR) 23.273 CR0405 (Rel-18, 'A'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information (Source: Ericsson, AT&T, Verizon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Update LMF and GMLC functionality to support a combined report of a UE-provided precise location information and a reliable NG-RAN-based location information.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309261 (CR) 23.273 CR0432 (Rel-17, 'F'): Clarification on RAT independent positioning integrity (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: It is proposed to reword the note 1 to In this release of specification, integrity requirements are RAT independent . In note 6, update the texts to If integrity requirements are received in step 11, LMF may determine to use any positioning method.
Comment: Noted in parallel session.
Status: Noted.
S2-2309262 (CR) 23.273 CR0433 (Rel-18, 'A'): Clarification on RAT independent positioning integrity (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: It is proposed to reword the note 1 to In this release of specification, integrity requirements are RAT independent . In note 6, update the texts to If integrity requirements are received in step 11, LMF may determine to use any positioning method.
Comment: Revised in parallel session to S2-2309528.
Comment: S2-2309528: Revision of S2-2309262. Postponed in parallel session.
Status: Postponed.

[bookmark: _Toc144097275]8.15	Multimedia Priority Service (MPS) Phase 2 (MPS2)
There were no contributions to this agenda item.

[bookmark: _Toc144097276]8.16	Dynamic management of group-based event monitoring (TEI17_GEM)
There were no contributions to this agenda item.

[bookmark: _Toc144097277]8.17	N7/N40 Interfaces Enhancements to Support GERAN and UTRAN (TEI17_NIESGU)
There were no contributions to this agenda item.

[bookmark: _Toc144097278]8.18	System enhancement for Redundant PDU Session (TEI17_SE_RPS)
There were no contributions to this agenda item.

[bookmark: _Toc144097279]8.19	IMS Optimization for HSS Group ID in an SBA environment (TEI17_IMSGID)
There were no contributions to this agenda item.

[bookmark: _Toc144097280]8.20	Support for Signed Attestation for Priority and Emergency Sessions (TEI17_SAPES)
There were no contributions to this agenda item.

[bookmark: _Toc144097281]8.21	Dynamically Changing AM Policies in the 5GC (TEI17_DCAMP)
There were no contributions to this agenda item.

[bookmark: _Toc144097282]8.22	IP address pool information from UDM (TEI17_IPU)
There were no contributions to this agenda item.

[bookmark: _Toc144097283]8.23	Same PCF selection for AMF and SMF (TEI17-SPSFAS)
There were no contributions to this agenda item.

[bookmark: _Toc144097284]8.24	Support of different slices over different Non-3GPP access (TEI17_N3SLICE)
There were no contributions to this agenda item.

[bookmark: _Toc144097285]8.25	Minimization of Service Interruption (MINT)
There were no contributions to this agenda item.

[bookmark: _Toc144097286]8.26	Architecture Enhancement for NR Reduced Capability Devices (ARCH_NR_REDCAP)
S2-2309106 (CR) 23.501 CR4851 (Rel-17, 'F'): Clarification on eDRX support for power saving enhancement (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarification on eDRX support for power saving enhancement.
Comment: Revised in parallel session to S2-2309546.
Comment: S2-2309546: Revision of S2-2309106. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309107 (CR) 23.501 CR4852 (Rel-18, 'A'): Clarification on eDRX support for power saving enhancement (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Clarification on eDRX support for power saving enhancement.
Comment: Revised in parallel session to S2-2309547.
Comment: S2-2309547: Revision of S2-2309107. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097287]8.27	Architecture support for NB-IoT/eMTC Non-Terrestrial Networks in EPS (IoT_SAT_ARCH_EPS)
There were no contributions to this agenda item.

[bookmark: _Toc144097288]8.28	Rel-17 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
S2-2308976 (CR) 23.501 CR4816 (Rel-17, 'F'): PLMN list for NSWO in roaming scenario (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The PLMNs are the serving PLMNs that the WLAN access network can connect with directly. AAA function can connect with a NSWOF in another PLMN (i.e. HPLMN in roaming case) via AAA proxy Adding a NOTE to clarify that the PLMN within the PLMN List-5 is interpreted as VPLMN when the PLMN does not correspond to UE s HPLMN or EHPLMN.
Comment: Revised in parallel session to S2-2309548.
Comment: S2-2309548: Revision of S2-2308976. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308977 (CR) 23.501 CR4817 (Rel-18, 'A'): PLMN list for NSWO in roaming scenario (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: The PLMNs are the serving PLMNs that the WLAN access network can connect with directly. AAA function can connect with a NSWOF in another PLMN (i.e. HPLMN in roaming case) via AAA proxy Adding a NOTE to clarify that the PLMN within the PLMN List-5 is interpreted as VPLMN when the PLMN does not correspond to UE s HPLMN or EHPLMN.
Comment: Revised in parallel session to S2-2309549.
Comment: S2-2309549: Revision of S2-2308977. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097289]9	Rel-18 WIDs
[bookmark: _Toc144097290]9.1.2	5G System with Satellite Backhaul (5GSATB)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097291]9.2.2	Satellite access Phase 2 (5GSAT_Ph2)
LS IN/OUT
S2-2308326 (LS IN) LS from RAN WG3: LS on time-based trigger condition in NG HO for NR NTN (Source: RAN WG3 (R3-233527))
Document for: Action
Abstract: 
RAN WG3 has agreed to add the time-based trigger condition to NG HO for NR NTN, according to the endorsed Tdocs. Action: RAN WG3 asks SA WG2 group to take the above into account and update their specifications if needed.
Convenor comment:
Response drafted in S2-2309068.
Parallel discussion:
The Response in S2-2309068 was reviewed.
Comment: Response drafted in S2-2309068. Final response in S2-2310013.
Plenary Discussion:
Final response in S2-2310013.
Status: Replied to.
S2-2309068 (LS OUT) [DRAFT] Reply LS on time-based trigger condition in NG HO for NR NTN (Source: Samsung)
Document for: Approval
Abstract: 
SA WG2 thanks RAN WG3 for the liaison (S2-2308326/ R3-233527) on time-based trigger condition in NG HO for NR NTN. SA WG2 would like to inform RAN WG3 that SA WG2 updated the specs like the attached CRs according to the LS.
Convenor comment:
Response to S2-2308326.
Parallel discussion:
The proposed CRs were reviewed. Some corrections were needed and the agreed CR should be attached. This was revised also to remove 'draft' in S2-2310013.
Comment: Response to S2-2308326. Revised in parallel session to S2-2310013.
Comment: S2-2310013: Revision of S2-2309068. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308293 (LS IN) LS from CT WG1: Reply LS on Overload Control in Support of Discontinuous Network Coverage (Source: CT WG1 (C1-234361))
Document for: Action
Abstract: 
CT WG1 thanks SA WG2 for their LS to ask CT WG1 to decide whether the maximum wait time will require a new IE or reuse existing IE used for MINT. CT WG1 would like to reply to SA WG2 that CT WG1 has agreed to use a new IE for discontinuous coverage maximum waiting time in TS 24.501CR5240 for the following reasons: - the IE for MINT includes a range i.e. both minimum and maximum time, whereas the overload control for discontinuous coverage only needs the maximum time; - A UE supporting discontinuous coverage for satellite access and MINT could receive different maximum wait time for both features at the same time. Action: CT WG1 kindly asks SA WG2 to take the above reply into account.
Convenor comment:
Response drafted in S2-2309363.
Comment: Response drafted in S2-2309363. Final response in S2-2310016.
Plenary Discussion:
Final response in S2-2310016.
Status: Replied to.
S2-2309363 (LS OUT) Reply LS on Overload Control in Support of Discontinuous Network Coverage (Source: China Mobile Com. Corporation)
Document for: Approval
Abstract: 
To: CT WG1. Attachments: TS 23.501(CR4914), TS 23.502(CR4329).
Convenor comment:
Response to S2-2308293.
Parallel discussion:
Ericsson suggested replacing 'SA WG2 agrees' with 'SA WG2 has no concern'. MediaTek asked whether this LS was needed. China Mobile clarified that CT WG1 are awaiting for information from SA WG2 on this before proceeding. The CR numbers should be updated and the TD numbers added. This was revised accordingly in S2-2310016.
Comment: Response to S2-2308293. Revised in parallel session to S2-2310016.
Comment: S2-2310016: Revision of S2-2309363. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
23.501 CRs
S2-2309077 (CR) 23.501 CR4843 (Rel-18, 'A'): Time-based handover (Source: Samsung)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Add the time-based trigger condition to the principle.
Convenor comment:
Support for N2 handover for NR satellite access.
Parallel discussion:
Qualcomm suggested some corrections. Ericsson considered this unnecessary as it is covered by the RAN specifications. Samsung considered it necessary to describe this in SA WG2 specifications. Huawei agreed with Ericsson that this was not needed. The Category and WI code should be corrected as this is a Rel-18 only CR. Nokia suggested that this is not included in the container but add a reference to the use of the container in the RAN specification. This was left for off-line discussion and revised in S2-2309663.
Parallel discussion:
Huawei commented that they saw no need for this in TS 23.501 and should be covered only in TS 23.502. Ericsson agreed with Huawei. This was then noted.
Comment: Revised in parallel session to S2-2309663.
Comment: S2-2309663: Revision of S2-2309077. Noted in parallel session.
Status: Noted.
S2-2309362 (CR) 23.501 CR4914 (Rel-18, 'F'): Maximum Time Offset during discontinuous coverage. (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Remove Editor's note.
Convenor comment:
clause 5.4.1.4, 5.4.13.1, 5.4.13.5 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309110 (CR) 23.501 CR4854 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Using 5GMM Core Network Capability to indicate the unavailability is due to NR satellite access discontinuous coverage and treating it as 5GMM Core Network Capability.
Convenor comment:
clause 5.4.1.4, 5.4.4a, 5.4.13.1, 5.4.13.5 Proposed as basis.
Parallel discussion:
Some issues were raised and clarifications needed. Qualcomm commented that the reason for change of the CRs need to be correlated to the changes proposed by the CRs and the Reason for Change of this CR was not acceptable. It was decided to take the acceptable parts of this CR and discuss other aspects with other related CRs, using this CR as a basis. This was left for off-line discussion and revised in S2-2309665.
Parallel discussion:
Revised off-line to S2-2309973.
Parallel discussion:
CATT commented that some papers were expected to be merged into this, but some companies had argued that they had not been opened and decided to merge them in the meeting sessions so were not included. It was clarified that the indication to merge were suggestions from the rapporteur during the document sorting before the meeting and do not mean that they are agreed to be handled or merged at the meeting. Some issues were raised and this was left for off-line discussion and revised in S2-2309976.
Parallel discussion:
Changes on changes should be cleaned. This was revised accordingly in S2-2310014.
Comment: Revised in parallel session to S2-2309665.
Comment: S2-2309665: Revision of S2-2309110. Revised off-line to S2-2309973.
Comment: S2-2309973: Revision of S2-2309665. Revised in parallel session to S2-2309976.
Comment: S2-2309976: Revision of S2-2309973. Revised in parallel session to S2-2310014.
Comment: S2-2310014: Revision of S2-2309976. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308513 (CR) 23.501 CR4718 (Rel-18, 'D'): 23501_CR_ correction on AMF reporting Loss of Connectivity time (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: Clarify that AMF reports remaining time in the Unavailability to NEF and AF.
Convenor comment:
clause 5.4.1.4 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308732 (CR) 23.501 CR4776 (Rel-18, 'F'): Updates to discontinous coverage to remove editor s note (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove EN. Editorial corrections.
Convenor comment:
clause 5.4.13.1; 5.4.13.5:. Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308760 (CR) 23.501 CR4778 (Rel-18, 'F'): 5GSAT_Ph2 Overload Control Timer Handling (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add change to handle potential negative earlier time.
Convenor comment:
clause 5.4.13.5:. Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308861 (CR) 23.501 CR4795 (Rel-18, 'F'): Resolve the EN on discontinuous coverage maximum wait time (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Remove the EN and replace the Maximum Time Offset with the Discontinuous coverage maximum wait time .
Convenor comment:
clause 5.4.13.5: Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308871 (CR) 23.501 CR4797 (Rel-18, 'F'): Clarification and EN resolution for Discontinuous Coverage (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Unavailability Period Support indication is used Reference clause is changed from 5.4.13.0 to 5.4.13 Remove the case UE shall stop the discontinuous coverage wait timer if the UE receives paging message Add the case UE may stop the discontinuous coverage wait timer when the UE send the Mobility Registration Update to the AMF indicating the loss of coverage. Remove EN for Maximum Time Offset IEs.
Convenor comment:
clause 5.4.1.4, 5.4.13.5 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309109 (CR) 23.501 CR4853 (Rel-18, 'F'): Remove Editor s note in clause 5.4.13.5 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Remove Editor s note.
Convenor comment:
clause 5.4.13.5: Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309111 (CR) 23.501 CR4855 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support and power saving determination (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Clarify the power saving parameters determination is based on AMF provide Unavailability Period Duration. And how to use them is up to UE implementation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309130 (CR) 23.501 CR4860 (Rel-18, 'F'): Discontinuous coverage update to remove ENs and alignment (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Unify the term of Unavailability Type . Remove the EN on the encoding of Start of Unavailability Period and Unavailability Duration. Replace the Maximum Time Offset with the Estimated Maximum Wait Time. Editorial changes.
Convenor comment:
clause 5.4.1.4 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309231 (CR) 23.501 CR4878 (Rel-18, 'F'): Update some indications and overload control timer for satellite discontinuous coverage (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Align terminology Clarify the 'Unavailability type' Align with the 'discontinuous coverage supported' reference from the clause 5.4.1.4. Clarify the 'Maximum Time Offset' Remove the 'and including' Update the description of the 'earlier time'.
Convenor comment:
clause 5.4.1.4, 5.4.13.1 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309377 (CR) 23.501 CR4916 (Rel-18, 'F'): Congestion and overload control (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Remove EN. Copy the requirement of congestion control to correct clause.
Convenor comment:
clause 5.4.13.5: Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309381 (CR) 23.501 CR4917 (Rel-18, 'F'): Clarification on UE behaviour (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Change-1: Clarify the text on indication. Change-2: The feature of MME influencing whether UE should trigger TAU procedure is proposed to be restricted only for normal case.
Convenor comment:
clause 5.4.13.5, 5.19.7.2 Keep 5.19.7.2 part.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309384 (CR) 23.501 CR4918 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Clarified the conditions when LOC event is triggered by AMF.
Convenor comment:
clause 5.4.1.4 Merge to S2-2309110?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
23.502 CRs
S2-2309081 (CR) 23.502 CR4389 (Rel-18, 'A'): Time-based handover (Source: Samsung)
Document for: Approval
Abstract: 
Rel-18 mirror CR: Summary of change: Add the time-based trigger condition to the procedure.
Comment: Merged into S2-2309664.
Plenary Discussion:
Merged into S2-2309664.
Status: Merged.
S2-2308376 (CR) 23.502 CR4246 (Rel-18, 'F'): Time based handover for NTN NR (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Alignement for time-based trigger condition in NG HO for NR NTN.
Convenor comment:
Support for N2 handover for NR satellite access. Clause 4.9.1.3.2 Merge to 8376?
Parallel discussion:
This was reviewed and used as a basis for merging other CRs. This was left for off-line discussion and revised in S2-2309664.
Parallel discussion:
Nokia asked to ensure that comments received were included. This was revised off-line in S2-2309977.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309664, merging S2-2309081.
Comment: S2-2309664: Revision of S2-2308376, merging S2-2309081. Revised in parallel session to S2-2309977.
Comment: S2-2309977: Revision of S2-2309664. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308503 (CR) 23.502 CR4273 (Rel-18, 'D'): 23502_CR_Editorial corrections on registration procedure (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: Remove Start of Unavailability Period in Registration Accept message at step 21. Fix typo at step 1.
Convenor comment:
Support for N2 handover for NR satellite access. Clause 4.9.1.3.1, 4.9.1.3.2, 4.9.1.3.3a.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308506 (CR) 23.502 CR4274 (Rel-18, 'F'): 23502_CR_ correction on Deregistration procedure (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: Add Unavailability Type and Start of Unavailability Period in Deregistration Request message, to comply with 23.501.
Convenor comment:
Clause 4.2.2.2.2 Merge to S2-2309112?
Comment: Noted.
Status: Noted.
S2-2308787 (CR) 23.502 CR4329 (Rel-18, 'F'): 5GSAT_Ph2 Adding Discontinuous coverage maximum NAS signalling wait time (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add Discontinuous coverage maximum NAS signalling wait time .
Convenor comment:
Clause 4.2.2.3.2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308872 (CR) 23.502 CR4351 (Rel-18, 'F'): Corrections to Discontinuous Coverage related procedures (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Remove the description of using Support of Discontinuous Coverage Add Maximum Time Offset parameter and related description in Registration Accept message and UE Configuration Update Command message.
Convenor comment:
Clause 4.2.2.2.2, 4.2.4.2 Merge to S2-2309112?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309112 (CR) 23.502 CR4393 (Rel-18, 'F'): Editorial changes on procedures in TS 23.502 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: The following main changes are made to align with 23.501: Using Discontinuous Coverage Support to indicate unavailiblity is due to satellite access discontinuous coverage Remove Start of Unavailability Period from Registration Accept message Add Maximum Time Offset in Registratioin Accept message and Configuration Update Command message.
Convenor comment:
Clause 4.2.2.2.2, 4.2.4.2.
Parallel discussion:
It was decided to take the acceptable parts of this CR and discuss other aspects with other related CRs, using this CR as a basis. The CR Title and other information should also be updated to reflect the final content of the merged CR. This was left for off-line discussion and revised in S2-2309666.
Parallel discussion:
Huawei indicated some clarifications that were needed. Xiaomi asked to remove the word 'controlling' from step 21, as it had been left in by accident. Huawei asked to keep this for checking against the CR to TS 23.501. This was left for off-line review and revised in S2-2309978.
Parallel discussion:
Changes on changes should be cleaned. This was revised accordingly in S2-2310015.
Comment: Revised in parallel session to S2-2309666.
Comment: S2-2309666: Revision of S2-2309112. Revised in parallel session to S2-2309978.
Comment: S2-2309978: Revision of S2-2309666. Revised in parallel session to S2-2310015.
Comment: S2-2310015: Revision of S2-2309978. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309131 (CR) 23.502 CR4398 (Rel-18, 'F'): Discontinuous coverage update to align with overview (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarifications on the triggers of Mobility Registration Update procedure. Clarify that the UE unavailability indicates the Unavailability Period Duration and/or Start of Unavailability Period to keep consistency.
Convenor comment:
Clause 4.2.2.2.1, 4.2.2.2.2, 4.2.4.2 Proposed as basis.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309232 (CR) 23.502 CR4416 (Rel-18, 'F'): Add the Maximum Waiting Time Offset (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Add the 'Maximum Waiting Time Offset' into the Registration procedure and the UE Configuration Update procedure.
Convenor comment:
Clause 4.2.2.2.1, 4.2.2.2.2 Merge to S2-2309112?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309388 (CR) 23.502 CR4446 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Clarified the conditions when LOC event is triggered by AMF.
Convenor comment:
Clause 4.2.2.2.2, 4.2.4.2 Merge to S2-2309112?
Parallel discussion:
Only changes to 4.15.3.2.3b should be kept. This was left for off-line discussion and revised in S2-2309667.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309667.
Comment: S2-2309667: Revision of S2-2309388. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309389 (CR) 23.502 CR4447 (Rel-18, 'F'): Handling regarding unavailability period and start time (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: AMF handles NAS signalling connection release and UE unreachability taking start time into consideration.
Convenor comment:
Clause 4.2.2.2.2, 4.15.3.2.3b Keep 15.3.2.3b part.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
23.401 CRs
S2-2308639 (CR) 23.401 CR3741 (Rel-18, 'C'): Satellite Coverage Availability Information IoT NTN (Source: MediaTek Inc., Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: The same information is introduced in 23.401 as in 23.501.
Convenor comment:
Docs: 5.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308862 (CR) 23.401 CR3742 (Rel-18, 'F'): Alignment of discontinuous coverage maximum wait time (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Replace the Maximum Time Offset with the Discontinuous coverage maximum wait time .
Convenor comment:
Introduce same annex as 23.501.
Parallel discussion:
It was suggested to align this with other CRs. Huawei commented that there are a number of CRS on this in the CT WG1 meeting and these would also need to be aligned. It was proposed to leave any alignment with CT WG1 until they have produced their CRs. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309113 (CR) 23.401 CR3743 (Rel-18, 'F'): Editorial changes on satellite discontinuous coverage (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: The main changes include: Add Return To Coverage Notification Not Required can be sent to UE via Attach Accept message Add Enhanced Discontinuous Coverage Support in the attach accept message or in the Tracking Area Update Accept message Clarify the power saving parameters determination is based on MME provide Unavailability Period Duration. And how to use them is up to UE implementation.
Convenor comment:
Clause 4.13.8.6 (alignment to 23.501).
Parallel discussion:
There may be dependencies on the 23.501 and 23.502 CR discussions. This was left for off-line work and was revised in S2-2309668.
Parallel discussion:
Revised off-line to S2-2309974.
Parallel discussion:
The CR revision number had not been incremented, the cover sheet needed a clean up and revision marks should also be cleaned up. MediaTek commented that step 17 text was incorrect. Qualcomm asked for the added paragraph to be removed. Ericsson proposed removing the capabilities text from all the call flows as they are covered elsewhere. This was left for further off-line discussion and revised in S2-2309979.
Parallel discussion:
The comment fields and changes on changes should be removed. Qualcomm asked for clarification on 'Enhanced Discontinuous Coverage Support'. MediaTek added that there is different terminology used for this in the TS, which needs to be aligned throughout the CR. This was revised accordingly in S2-2310017.
Comment: Revised in parallel session to S2-2309668.
Comment: S2-2309668: Revision of S2-2309113. Revised off-line to S2-2309974.
Comment: S2-2309974: Revision of S2-2309668. Revised in parallel session to S2-2309979.
Comment: S2-2309979: Revision of S2-2309974. Revised in parallel session to S2-2310017.
Comment: S2-2310017: Revision of S2-2309979. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309132 (CR) 23.401 CR3744 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the EN on the encoding of Start of Unavailability Period and Unavailability Duration. Add the description on determining the Estimated Maximum Wait Time considering the discontinuous coverage. Clarifications on the triggers for TAU. Editorial changes.
Convenor comment:
Clause 4.3.17.3, 4.13.8.2, 5.3.2.1, 5.3.3.0, 5.3.3.1, 5.3.3.2.
Parallel discussion:
This was reviewed and left for off-line discussion and revised in S2-2309669.
Parallel discussion:
MediaTek asked to remove changes on changes and to correct it's to it is. Qualcomm indicated some corrections that were needed and text which should be removed as the scenarios are covered elsewhere. This was left for off-line discussion and was revised in S2-2309980.
Parallel discussion:
It was suggested to remove 'to'. This was revised accordingly in S2-2310018.
Comment: Revised in parallel session to S2-2309669.
Comment: S2-2309669: Revision of S2-2309132. Revised in parallel session to S2-2309980.
Comment: S2-2309980: Revision of S2-2309669. Revised in parallel session to S2-2310018.
Comment: S2-2310018: Revision of S2-2309980. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309390 (CR) 23.401 CR3745 (Rel-18, 'F'): Handling on congestion control and UE behaviour (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Change-1: The UE is allowed to trigger TAU to indicate UEs unavailability period. Change-2: The feature of MME influencing whether UE should trigger TAU procedure is proposed to be restricted only for normal case.
Convenor comment:
Clause 4.1.2.3, 4.1.2.4.
Parallel discussion:
This was reviewed and left for off-line discussion and revised in S2-2309670.
Parallel discussion:
Some text had been included in the last sentence in error and should be removed. some clarifications were suggested. This was revised accordingly in S2-2309981.
Comment: Revised in parallel session to S2-2309670.
Comment: S2-2309670: Revision of S2-2309390. Revised in parallel session to S2-2309981.
Comment: S2-2309981: Revision of S2-2309670. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097292]9.3.2	Personal IoT Networks (5G_PIN)
This agenda item was convened by Wanqiang Zhang (Qualcomm).
Discussions
S2-2309028 (DISCUSSION) USRP reorganisation for PIN and 5WWC feature (Source: Huawei, HiSilicon)
Document for: Discussion
Abstract: 
This paper describes the target of URSP revisions for PIN and 5WWC considering that 5WWC is not in the agenda in this meeting.
Convenor comment:
Note.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309207 (DISCUSSION) Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients (Source: InterDigital Inc.)
Document for: Discussion
Abstract: 
This paper discusses how to configure URSP Rules to handle traffic from PIN Gateway Clients and PIN Management Clients and proposes a change to TS 23.501 and TS 23.503.
Comment: Noted in parallel session.
Status: Noted.
S2-2309350 (DISCUSSION) Discussion on PIN AF authorization. (Source: Xiaomi)
Document for: Information
Abstract: 
Discusses on the combination of S-NSSAI/DNN and PIN ID.
Comment: Noted in parallel session.
Status: Noted.
23.501 CRs
S2-2308572 (CR) 23.501 CR4733 (Rel-18, 'F'): Correction on description about PEGC (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 5.44.1 - Remove PEGC from the sentence about normal UE without PIN related subscripton data.
Comment: Revised in parallel session to S2-2309529, merging S2-2309338.
Comment: S2-2309529: Revision of S2-2308572, merging S2-2309338. Revised to S2-2309709.
Comment: S2-2309709: Revision of S2-2309529. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308652 (CR) 23.501 CR4757 (Rel-18, 'D'): PEGC subscription data correction (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Remove the text that describes PEGC has PIN subscription data 2. Remove text that describes PEGC is a normal UE 3. Editorially remove a duplicated .
Comment: Noted in parallel session.
Status: Noted.
S2-2309338 (CR) 23.501 CR4904 (Rel-18, 'F'): Correction on PEGC subscription data (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To remove PEGC and the.
Convenor comment:
Merge into S2-2308572.
Comment: Confirm CR Number - CR states <blank>! Merged into S2-2309529.
Status: Merged.
S2-2308573 (CR) 23.501 CR4734 (Rel-18, 'F'): Clarification on determining URSP for PEGC (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 5.44.2 - Clarify how to determine URSP for PEGC if there is no AF guidance on URSP for PIN.
Comment: Revised in parallel session to S2-2309532.
Comment: S2-2309532: Revision of S2-2308573. WITHDRAWN.
Status: Withdrawn.
S2-2309749 (CR) 23.501 CR4755R3 (Rel-18, 'F'): PIN direct and indirect communication defination correction (Source: vivo, Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: In clause 3.1: 1. Remove via PEGC from PIN direct communication 2. PINE-PINE indirect communication travers TSG RAN and UPF In clause 5.44.1: 1. change direct interaction to PIN direct communication , and add or PIN indirect communication for PEMC managing PIN.
Comment: Revision of S2-2309710. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308726 (CR) 23.501 CR4773 (Rel-18, 'F'): PIN description correction (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Following corrections are introduced: -Updating the terms used in clause 5.44 with terms defined in clause 3.1 related to PIN. -Clarification of the S-NASSI/DNN based handling. -New reference clauses and re-position of text.
Convenor comment:
Subscription data part in 5.44.1 merge into S2-2308572.
Comment: Wrong WI Code (5G_PIN). Revised to S2-2309380.
Comment: S2-2309380: Revision ofS2-2308726. Revised in parallel session to S2-2309534.
Comment: S2-2309534: Revision of S2-2309380. Revised in parallel session to S2-2309711.
Comment: S2-2309711: Revision of S2-2309534. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309758 (CR) 23.501 CR4832R3 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN. (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The following revisions are proposed - in clause 3.1 to add a note to definition of PEGC and to revise the specification accordingly. In clause 5.44.1 added the text to exclude the support of PIN for FN-RG, connection to 5GC via Trusted and Untrusted Non-3GPP network, Non-Seamless offload traffic, URLLC, V2X service, A2X service, Ranging/Sidelink Positioning Policy (RSLPP) In clause 5.44.3.1 remove contraditory specification on PDU session support In clause 5.44.3.2 removed the reference to AF traffic includes which is for edge In clause 5.44.4 and Annex P some clean up.
Comment: Revision of S2-2309712. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308653 (CR) 23.501 CR4758 (Rel-18, 'F'): AF influence of PIN indirect communication (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Add AF influence PIN indirect communication when AF correctly sets the Traffic Description parameter and Target UE ID parameter 2. Editorial modification on first sentence.
Comment: Noted in parallel session.
Status: Noted.
S2-2308663 (CR) 23.501 CR4763 (Rel-18, 'F'): Remove AF traffic influence for PIN-DN communication (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Editorial corrections in Clause 3.1 for various PIN related definitions Editorial corrections in clause 5.44.1 Remove the text related to AF may influence traffic routing for PDU sessions for PIN-DN communication in clause 5.44.3.2.
Convenor comment:
Subscription data part in 5.44.1 merge into S2-2308572.
Comment: Revised in parallel session to S2-2309536.
Comment: S2-2309536: Revision of S2-2308663. Postponed.
Status: Postponed.
S2-2309209 (CR) 23.501 CR4872 (Rel-18, 'F'): Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Made an update in the UE policy delivery for PIN section so that a PIN ID can be used in the traffic descriptor of a UE instead of only a PEGC. Made an update to the Session management related policy control section for PIN so that the policy control can apply to any UE that is part of the PIN. Made updates in the Identifiers for PIN section so that any UE can be part of the group that is identified by the External Group ID.
Comment: Revised in parallel session to S2-2309537.
Comment: S2-2309537: Revision of S2-2309209. Noted in parallel session.
Status: Noted.
S2-2309335 (CR) 23.501 CR4902 (Rel-18, 'F'): Correction for PIN communication and connection (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Change PINE-to-PINE direct connection PINE-to-PINE indirect connection as PIN direct communication and PIN indirect communication change direct interaction with other PINEs as PIN direct/indirect communication as defined; change interaction with PIN AF as PIN-DN communication.
Comment: Revised in parallel session to S2-2309708.
Comment: S2-2309708: Revision of S2-2309335. Merged into S2-2309533.
Status: Merged.
S2-2308651 (CR) 23.501 CR4756 (Rel-18, 'F'): SMF and PCF handling (DNN, S-NSSAI) combination for PIN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. SMF performs PDU Session management for PIN according to (DNN, S-NSSAI) for PIN 2. Besides handling URSP for Application, PCF handling URSP for PIN according to (DNN, S-NSSAI) for PIN. The configuration data are received from UDR (Policy Data, 5G VN group data, and Application Data) 3. Add PCF functionality for providing URSP rules for PIN.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308654 (CR) 23.501 CR4759 (Rel-18, 'F'): Correct PDU Session Establishement for PIN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Change different DNNs and S-NSSAIs to different (DNN, S-NSSAI) combinations.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308655 (CR) 23.501 CR4760 (Rel-18, 'D'): Enabling PEMC manage PIN via UPF local switch (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add a NOTE to indicate that configuration for 5G VN group management can also group PEMCs and PEGCs of a PIN, which will not cause problem but enable PEMC manage PIN via 5GC local switch.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308656 (CR) 23.501 CR4761 (Rel-18, 'F'): Make PIN ID unique in PLMN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Add the missing NOTE back and clarify that the application layer ID is as the string part of the PIN ID. 2. Add the content of the PIN ID that make it unique in a PLMN 3. Editorally change PEGC UEs to PEGCs.
Comment: Revised in parallel session to S2-2309539.
Comment: S2-2309539: Revision of S2-2308656. Revised in parallel session to S2-2309713.
Comment: S2-2309713: Revision of S2-2309539. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308661 (CR) 23.501 CR4762 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Replace the text SMF increases with SMF may increase . Replace the text SMF applies with SMF may apply .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308833 (CR) 23.501 CR4790 (Rel-18, 'F'): Clarification on subscription information for PIN service (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Clarify how subscribed S-NSSAI and DDN are configured and used.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309030 (CR) 23.501 CR4833 (Rel-18, 'F'): N19 support for PIN (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: It is added in normative part of specification that N19 is not supported and that only witch of traffic based on N6 traffic is used when the PDU session are on different UPFs.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309333 (CR) 23.501 CR4901 (Rel-18, 'D'): Editorial change for terminoly alignment (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: PIN Element -> PINE PIN network ( PIN 5GC ( 5G network PIN AF ( AF for PIN.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309339 (CR) 23.501 CR4905 (Rel-18, 'F'): Correction on PIN definition (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Add the case PINE uses PEGC to communicate with other PINEs via 5G network Add at least one PEMC for PIN definition.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309347 (CR) 23.501 CR4677R1 (Rel-18, 'F'): Correction for Non-3GPP QoS Assistance Information (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To remove the duplicated parameters QoS characteristics and GFBR/MFBR To clarify that Maximum Packet Loss Rate with in this release, only for a GBR QoS Flow belonging to voice media as defined in clause 5.7.2.8),
Comment: Revision of (noted) S2-2307339 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309348 (CR) 23.501 CR4911 (Rel-18, 'F'): Correction for Non-3GPP delay budget (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To change increase as reduce To change PDB as CN PDB.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
23.502 CRs
S2-2308657 (CR) 23.502 CR4305 (Rel-18, 'F'): Complement of service parameters for PIN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Remove DNN and S-NSSAI from step 1 of clause 4.15.6.7, which can be complemented by NEF. 2. In step 3 of clause 4.15.6.7, editorially add text to indicate that NEF can complement missing parameters before storing the AF request into UDR 3. In clause 4.15.6.10, specify that NEF shall complement missing (DNN, S-NSSAI) based on AF ID and/or PIN ID 4. Editorially add Internal Group ID as one of the possible Target UE ID in step 0 (text is after step 4) of clause 4.15.6.7.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308658 (CR) 23.502 CR4306 (Rel-18, 'F'): Handling of service parameters with PIN ID (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Change the text in clause 4.15.6.7 related to PIN to a reference to clause 4.15.6.10. 2. Change application traffic descriptor to traffic descriptor in clause 4.15.6.10 3. Add text for PCF handling error case for PIN parameters configuration.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308662 (CR) 23.502 CR4307 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Replace the text SMF increases with SMF may increase . Replace the text SMF applies with SMF may apply .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308664 (CR) 23.502 CR4308 (Rel-18, 'D'): Correction to procedure for PIN service (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Change S NSSAI to S-NSSAI.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308834 (CR) 23.502 CR4340 (Rel-18, 'F'): Clarification on subscribed S-NSSAI and DNN for PIN service (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Clarify that N3QAI is provided to UE based on the subscribed S-NSSAI and DNN for PIN service during the PDU Session Establishment/Modification procedures.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309349 (CR) 23.501 CR4912 (Rel-18, 'F'): Authorize the PIN AF (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To authorize the PIN AF, UDM checks the relationship between the S-NSSAI/ the DNN and the PIN ID provided by the NEF.
Comment: Noted in parallel session.
Status: Noted.
23.503 CRs
S2-2309027 (CR) 23.503 CR1133 (Rel-18, 'F'): URSP for PIN, (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The specification related to PIN are moved from 6.1.2.2.1 to new proposed clause 6.1.2.2.y. Furthermore in the new clause it is specified the set of featur not applicable to PIN. The clause 6.6.2.1 includes some terminology clarifications.
Comment: Source missing! Confirm Spec version used - CR states 18.1.0! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308574 (CR) 23.503 CR1098 (Rel-18, 'F'): Clarification on determining URSP for PEGC (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 6.2.1.3 - Add PIN ID(s) to Table 6.2-1: UE context policy control subscription information. 6.6.2.1 - Clarify how PCF can determine URSP for PEGC for the case that AF guidance on URSP is provided and for the case that AF guidance on URSP is not provided. - Editorial fix in Table 6.6.2.1-2: UE Route Selection Policy Rule to get 'Repeat as header row at the top of each page' OFF. (Please see 'Other comments' for detail).
Comment: Revised in parallel session to S2-2309530.
Comment: S2-2309530: Revision of S2-2308574. Postponed.
Status: Postponed.
S2-2308659 (CR) 23.503 CR1108 (Rel-18, 'F'): Subscription data handling by PCF for PIN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Describe in clause 6.2.1.3 that S-NSSAI subscription information may includes (DNN, S-NSSAI)s dedicated for PIN. 2. Add new clause for Group data subscription information, and text only refers to 23.501 and 23.502 3. Describe in clause 6.6.2.1 that PCF generates URSP rules for PIN based on the (DNN, S-NSSAI).
Comment: Revised in parallel session to S2-2309531.
Comment: S2-2309531: Revision of S2-2308659. Postponed.
Status: Postponed.
S2-2308660 (CR) 23.503 CR1109 (Rel-18, 'F'): URSP parameters applicable for PIN (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Add NOTE 10 in table 6.6.2.1-3 to describe that (DNN, S-NSSAI) in RSD is mandate for PIN. 2. Add NOTE 11 in table 6.6.2.1-3 to describe that this parameter in RSD is not applicable for PIN 3. Describe in the corresponding text related to the RSD parameters whether this parameter is applicable to PIN or whether it is mandate for PIN.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309208 (CR) 23.503 CR1141 (Rel-18, 'F'): Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Changed the text to say that PIN ID can be used in a URSP Rule of a UE (i.e., not just a PEGC). Deleted the sentence that says that a PIN ID traffic descriptor only applies to traffic from PINEs.
Comment: Revised in parallel session to S2-2309538.
Comment: S2-2309538: Revision of S2-2309208. Postponed.
Status: Postponed.
LS in/out
S2-2308346 (LS IN) LS from SA WG6: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks (Source: SA WG6 (S6-232076))
Document for: Information
Abstract: 
SA WG6 thanks SA WG3 for kindly discussing LS S6-230792/S3-231714 and providing the LS response. SA WG6 provides the following guidance to SA WG3 to consider and develop appropriate security solutions addressing PINAPP. {. . .}.
Convenor comment:
No action for SA WG2, to note.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308353 (LS IN) LS from SA WG3: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks (Source: SA WG3 (S3‑234158))
Document for: Information
Abstract: 
SA WG3 thanks SA WG6 for the reply LS on Alignment of SA WG3 security aspects for Personal IoT Networks. SA WG3 has not considered developing security mechanisms addressing PINAPP security requirements specified in TS 23.542.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2309352 (LS OUT) [DRAFT] LS on PIN AF authorization (Source: Xiaomi Communications)
Document for: Approval
Abstract: 
To: SA WG3.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
[bookmark: _Toc144097293]9.4.2	Phase 2 for UAS, UAV and UAM (UAS_Ph2)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097294]9.5.2	Ranging based services and sidelink positioning (Ranging_SL)
This agenda item was convened by Dario Tonesi (Qualcomm).
LS In & LS Out and related DP/CRs
S2-2308284 (LS IN) LS from RAN WG1: Reply LS on RAN dependency for Ranging & Sidelink Positioning (Source: RAN WG1 (R1-2304152))
Document for: Information
Abstract: 
RAN WG1 would like to thank RAN WG2 for the LS (R1-2302281/R2-2302255) on RAN dependency for Ranging & Sidelink Position. Regarding RAN WG2 s understanding on SL positioning QoS parameters, RAN WG1 confirms that the understanding is correct, and would like to provide the following clarification: - For relative positioning and ranging, only relative velocity w.r.t. another UE can be estimated. RAN WG1 has not identified any other additional SL positioning QoS parameters.
Parallel discussion:
Can be noted once the agreement is reached based on the discussion of below related DP/CRs: S2-2309046, S2-2309044, S2-2309268, S2-2309045, S2-2309281.
Comment: Revision of Postponed S2-2306316 from S2#157. Noted in parallel session.
Status: Noted.
S2-2308309 (LS IN) LS from RAN WG1: Reply LS on Sidelink positioning procedure (Source: RAN WG1 (R1-2306208))
Document for: Action
Abstract: 
RAN WG1 would like to thank SA WG2 for the LS (R1-2304306/S2-2305735) on Sidelink positioning procedure. Regarding SA WG2 s following question: With reference to attached S2-2305750, SA WG2 has the following question for RAN WG1 and RAN WG2: Question 2: SA WG2 discussed whether or not relative velocity in the S2-2305750 would be feasible to specify in Rel-18, and would like to see if RAN WG2 and RAN WG1 has any feedback. SA WG2 would also welcome feedbacks on other results defined in S2-2305750 RAN WG1 would like to provide the following feedback: From RAN WG1 perspective, it is feasible to specify relative velocity in Rel-18. RAN WG1 assumes that there is no RAN WG1 specification impact. Action: RAN WG1 respectfully asks SA WG2 to take the above information into account.
Parallel discussion:
Can be noted once the agreement is reached based on the discussion of below related DP/CRs: S2-2309046, S2-2309044, S2-2309268, S2-2309045, S2-2309281.
Comment: Noted in parallel session.
Status: Noted.
S2-2309046 (DISCUSSION) Discussion on relative velocity (Source: Huawei, HiSilicon)
Document for: Discussion
Abstract: 
Discussion on relative velocity.
Comment: Noted.
Status: Noted.
S2-2309044 (CR) 23.586 CR0030 (Rel-18, 'F'): Update on relative velocity (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add an alternative relative velocity expressions using the regular horizontal velocity and vertical velocity defined in TS 23.032.
Parallel discussion:
Mark the CN box on cover page.
Comment: Revised in parallel session to S2-2309484.
Comment: S2-2309484: Revision of S2-2309044. Revised in parallel session to S2-2309827 (withdrawn). Postponed.
Status: Postponed.
Comment: S2-2309827: Revision of S2-2309484. Revised in parallel session to S2-2309829 (withdrawn). WITHDRAWN.
Status: Withdrawn.
Comment: S2-2309829: Revision of S2-2309827. Withdrawn.
Status: Withdrawn.
S2-2309268 (CR) 23.586 CR0037 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the location results (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Remove the editor s note on the location results in clause 4.4.1.
Comment: Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309045 (CR) 23.032 CR0024 (Rel-18, 'F'): Update on relative velocity (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that the exsiting horizontal velocity and vertical velocity are also applicable to relative velocity.
Comment: Revised in parallel session to S2-2309485 (withdrawn). WITHDRAWN.
Plenary Discussion:
Withdrawn.
Status: Withdrawn.
Comment: S2-2309485: Revision of S2-2309045. Revised in parallel session to S2-2309828 (withdrawn). Postponed.
Status: Postponed.
Comment: S2-2309828: Revision of S2-2309485. Withdrawn.
Status: Withdrawn.
S2-2309281 (CR) 23.032 CR0025 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the Relative Velocity with Uncertainty shape (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Remove the editor s note on the Relative Velocity with Uncertainty shape in clause 8.4a.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308316 (LS IN) LS from RAN WG2: LS to SA2 on sidelink positioning agreements (Source: RAN WG2 (R2-2306842))
Document for: Action
Abstract: 
RAN WG2 discussed the support of sidelink positioning, and made following agreements: SLPP protocol stack: Agreements: SLPP over PC5-U/Uu will support reliable transport for at least unicast. FFS groupcast. SLPP carried over NAS is used between UE and LMF. FFS on how to manage the session/transaction. Anchor UE selection (addresses partly the question 1 in S2-2305735): Agreements: Anchor UE selection is supported by information about the candidate anchor UEs. At least the following list can be discussed for use in anchor UE selection: 1. UE roles 2. Supported positioning method 3. In coverage or not 4. RSRP 5. LOS/NLOS 6. Location 7. PLMN A normative requirement on which anchor UEs to select (e.g., ranking) will not be specified. RAN WG2 impact of this information to be determined. FFS which information would be determined statically/dynamically. Support of SLPP session (Addressed the question in S2-2303837): Agreements: SLPP can support multiple target UEs in the same session when LCS requests. RAN WG2 will not specify group management for multiple target UEs. RAN WG2 assumption is that a group ID will be provided from upper layers. FFS how session IDs are managed between multiple UEs. Action: RAN WG2 respectfully asks SA WG2 to take RAN WG2 s agreements into account in their future work.
Comment: Postponed.
Status: Postponed.
S2-2308633 (LS OUT) [DRAFT] Reply LS on LS to SA WG2 on sidelink positioning agreements (Source: Xiaomi)
Document for: Approval
Abstract: 
To: RAN WG2.
Comment: Noted.
Status: Noted.
S2-2308354 (LS IN) LS from SA WG3: LS on UE Ranging/SL Positioning privacy profile (Source: SA WG3 (S3-234270))
Document for: Action
Abstract: 
For UE privacy verification, SA WG3 has discussed the UE privacy profile for Ranging/SL Positioning services. As defined in TS 33.533, the UE Ranging/SL Positioning privacy profile should be used to indicate whether the Ranging/SL positioning service exposure to 5GC NF, AFs, and SL Positioning Client are allowed. Currently the UE LCS privacy profile is defined in TS 23.273 to support LCS service. SA WG3 kindly asks SA WG2 to consider whether UE Ranging/SL Positioning privacy profile would be adopted in SA WG2. If yes, please kindly update the specifications in SA WG2 while considering the SA WG3 assumptions in the usage of the privacy profile in TS 33.533. Action: SA WG3 kindly asks SA WG2 to provide feedback on whether UE Ranging/SL Positioning privacy profile would be adopted in SA WG2. If yes, please kindly update the specifications in SA WG2.
Comment: Response drafted in S2-2309486. Final response in S2-2309830.
Plenary Discussion:
Final response in S2-2309830.
Status: Replied to.
S2-2309486 (LS OUT) [DRAFT] Reply LS on UE Ranging/SL Positioning privacy profile (Source: Xiaomi)
Document for: Approval
Abstract: 
To: ?
Parallel discussion:
Add 'among others' in overall description. Add 'and provide any feedback as deemed necessary' in action.
Comment: Created in parallel session. Response to S2-2308354. Revised in parallel session to S2-2309830.
Comment: S2-2309830: Revision of S2-2309486. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308321 (LS IN) LS from RAN WG3: Reply LS on Authorization and Provisioning for Ranging/SL positioning service (Source: RAN WG3 (R3-233424))
Document for: Action
Abstract: 
RAN WG3 thanks SA WG2 for their LS on Authorization and Provisioning for Ranging/SL positioning service. Regarding Ranging/Sidelink Positioning authorised' information and the RSPP/SLPP transport QoS parameters, RAN WG3 agreed to introduce the 'Ranging/Sidelink Positioning authorised' information and the RSPP/SLPP transport QoS information as UE context over NGAP, XnAP and F1AP. RAN WG3 will work on the detail IE design based on the SA WG2 s progress. Regarding the question on Whether Ranging/SL Positioning QoS parameters as defined in clause 5.7.2 of TS 23.586 also need to be provided to NG-RAN? , RAN WG3 has discussed whether the positioning QoS parameters can be used by NG-RAN node, and concludes that these parameters are not needed for NG-RAN node from RAN WG3 perspective. Action: RAN WG3 kindly ask SA WG2 to take the above into account and to provide feedback to RAN WG3, if any.
Parallel discussion:
Can be noted once the agreement is reached based on the discussion of below related DP/CRs: S2-2308838.
Comment: Noted in parallel session.
Status: Noted.
S2-2308838 (CR) 23.586 CR0018 (Rel-18, 'F'): Correction on authorization information to NG-RAN (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Correct the authorization information to NG-RAN.
Parallel discussion:
Focus on 'RSPP transport'.
Parallel discussion:
Focus on 'RSPP transport'.
Comment: Revised in parallel session to S2-2309487.
Comment: S2-2309487: Revision of S2-2308838. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308336 (LS IN) LS from SA WG3: Reply LS on security aspects for Ranging/Sidelink Positioning (Source: SA WG3 (S3-233438))
Document for: Action
Abstract: 
SA WG3 thanks SA WG2 for the LS on security aspects for Ranging/Sidelink Positioning. Please find the response from SA WG3 below. Q1: Is there privacy concern when the SL Positioning Client UE or the application server sends application layer UE identity in the service request for the 5GC to identify the Target UE/SL Reference UE? A1: SA WG3 has acknowledged the issue. However, the protection of application layer UE identity can be left to application layer, which is out of 3GPP scope. Q2: In Network assisted Ranging/Sidlink Positioning procedure, the Target UE reports the identity of the Located UE(s) to the LMF. Concerning privacy of the Located UE in such case, what identity of the Located UE(s) should be sent by the Target UE to the LMF? A2: Application layer UE identity of the Located UE(s) is recommended. Q3: When the Target UE selects a UE as the Located UE during discovery, privacy aspects of exposing the location of the UE (e.g. to the Target UE) may need to be studied by SA WG3. A3: SA WG3 is studying the issue in details and SA WG3 will provide feedback if any progress. Q4: For Ranging/SL positioning service exposure to the SL positioning client UE, either through PC5 or through the 5GC network, privacy aspects of exposing the location of the Target UE/SL Reference UE may need to be studied by SA WG3. A4: SA WG3 is studying the issue in details and SA WG3 will provide feedback if any progress. Action: SA WG2 is kindly requested to take the above information into account.
Comment: Response drafted in S2-2309270. Final response in S2-2310025.
Status: Replied to.
S2-2308523 (CR) 23.586 CR0002 (Rel-18, 'F'): The mapping information between UE and it s Application layer ID (Source: Inspur)
Document for: Approval
Abstract: 
Summary of change: Add the new function of UE that provides the mapping between UE and Application Layer ID. Verify the Application Layer ID based on the mapping information betweeen SUPI and Application Layer ID from UE, GPSI and Application Layer ID from AF.
Comment: Noted.
Status: Noted.
S2-2308622 (CR) 23.586 CR0004 (Rel-18, 'F'): Clarification on UE ID (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Clarify whether UE ID or UE identity mentioned in the texts is SUPI or Application layer ID.
Comment: Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308741 (CR) 23.586 CR0013 (Rel-18, 'F'): Application Layer ID translation to GPSI (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Updating UDR, NEF, GMLC functionality in order to execute UE ID translation.
Parallel discussion:
Add '(e.g., Forward location request from the AF including GPSI or Application Layer ID.).' at the end of the 2nd bullet in 4.3.7.
Comment: Revised in parallel session to S2-2309488, merging S2-2309197.
Comment: S2-2309488: Revision of S2-2308741, merging S2-2309197. Revised in parallel session to S2-2309831.
Comment: S2-2309831: Revision of S2-2309488. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309194 (CR) 23.273 CR0426 (Rel-18, 'F'): Cleanup about the usage of GPSI (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Remove the EN according to the consensus achieved in SA WG2 #157. Update clause 6.20.3 to support the GPSI/SUPI only scenario.
Comment: Revised in parallel session to S2-2309489.
Comment: S2-2309489: Revision of S2-2309194. Revised in parallel session to S2-2309832.
Comment: S2-2309832: Revision of S2-2309489. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309197 (CR) 23.586 CR0036 (Rel-18, 'F'): Update to the GMLC functions about application layer ID mapping (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Update the description of GMLC s function about ID mapping.
Comment: Merged into S2-2309488.
Status: Merged.
S2-2308742 (CR) 23.586 CR0014 (Rel-18, 'F'): Fix Ranging Architecture figures and interfaces (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Add NL10 interface used by LMF only for ranging to query GMLC using Application Layer ID. Ngmlc added to 4.2.5 since now there is ranging specific function extension. Remove SL Positioning/Ranging ellipse from LMF in the architecture figures.
Comment: Revised in parallel session to S2-2309490.
Comment: S2-2309490: Revision of S2-2308742. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309270 (LS OUT) [DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning (Source: Xiaomi EV Technology)
Document for: Approval
Abstract: 
Draft Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning.
Comment: Response to S2-2308336. Revised in parallel session to S2-2309491.
Comment: S2-2309491: Revision of S2-2309270. Revised in parallel session to S2-2309833.
Comment: S2-2309833: Revision of S2-2309491. Revised in parallel session to S2-2309855.
Comment: S2-2309855: Revision of S2-2309833. Revised to S2-2310025.
Comment: S2-2310025: Revision of S2-2309855. This LS OUT was approved.
Plenary Discussion:
An editorial correction was needed and this was revised in S2-2310025.
Status: Approved.
Editorial Changes, alignments and corrections
S2-2308629 (CR) 23.586 CR0009 (Rel-18, 'F'): Editorial Changes (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Corrections all through the TS, and remove the resolved EN.
Convenor comment:
Baseline. The merged version is expected to be provided before the start of the meeting.
Parallel discussion:
Fix date, cover page.
Comment: Revised in parallel session to S2-2309492, merging S2-2308989, S2-2308952 and S2-2308837.
Comment: S2-2309492: Revision of S2-2308629, merging S2-2308989, S2-2308952 and S2-2308837. Revised in parallel session to S2-2309834.
Comment: S2-2309834: Revision of S2-2309492. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308837 (CR) 23.586 CR0017 (Rel-18, 'F'): Removal of Assistant UE descriptions (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Remove the Assistant UE related descriptions.
Convenor comment:
Merge into S2-2308629.
Comment: Merged into S2-2309492.
Status: Merged.
S2-2308952 (CR) 23.586 CR0023 (Rel-18, 'F'): Proposal on the Assistant UE (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the ENs on whether Assistant UE is needed and Assistant UE description. Clarifying that SL Reference UE, Located UE corresponds to Anchor UE in RAN.
Convenor comment:
Merge into S2-2308629.
Comment: Merged into S2-2309492.
Status: Merged.
S2-2308989 (CR) 23.586 CR0024 (Rel-18, 'F'): Alignments and corrections (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: Remove the EN related to relative velocity. Remove in multiple places references to the role Assistance UE . Remove the EN whether LPP or new protocol will be defined by RAN. Add reference to the SA WG3 specification in Security clause 5.10.
Convenor comment:
Merge into S2-2308629.
Comment: Merged into S2-2309492.
Status: Merged.
S2-2309059 (CR) 23.586 CR0033 (Rel-18, 'F'): Updates to policy_functionalities_subscriptions (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the necessery policy, functionalities and subscriptions based on current and agreed features in Raning/SL positioning.
Convenor comment:
Merge into S2-2308629.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Updates to terminology, Architecture model and concepts
S2-2308951 (CR) 23.586 CR0022 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Repalce the Network-assisted with UE-based. Clarifying that when 5GC is not involved for Sidelink Positioning, there may be UE-only Operation for Sidelink Positioning.
Convenor comment:
Baseline.
Parallel discussion:
Mark RAN box on cover page.
Comment: Revised in parallel session to S2-2309493, merging S2-2308621.
Comment: S2-2309493: Revision of S2-2308951, merging S2-2308621. Revised in parallel session to S2-2309835.
Comment: S2-2309835: Revision of S2-2309493. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308621 (CR) 23.586 CR0003 (Rel-18, 'F'): Clarification on Network-based Operation and Network-assisted Operation (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Rename Network-based Operation to Network-involved Operation Remove the term Network-assisted Operation , and clarifis that both UE based SL Positioning and Network based SL Positioning are supported for Network-involved Operation . Replace Network-based Operation to Network-involved Operation all through the TS.
Convenor comment:
Merge into S2-2308951.
Comment: Merged into S2-2309493.
Status: Merged.
S2-2308839 (CR) 23.586 CR0019 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Correct the definition of Ranging/SL Positioning Capability.
Comment: Revised in parallel session to S2-2309494.
Comment: S2-2309494: Revision of S2-2308839. Revised in parallel session to S2-2309836.
Comment: S2-2309836: Revision of S2-2309494. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308950 (CR) 23.586 CR0021 (Rel-18, 'F'): Clarification on the UE Ranging SL Positioning capability (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Calrifying that UE Ranging/SL Positioning Capability is in 5GMM capability. During registration, the AMF may include Ranging/SL Positioning Support indicator in the Registration Accept. UE Ranging/SL Positioning Capability contain Capability of supporting SL Positioning Server UE over PC5.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309042 (CR) 23.586 CR0029 (Rel-18, 'F'): Update on GMLC services for supporting ranging (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add a new service Ngmlc_Location_ProvideRanging to support ranging request from AMF or NEF.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Updates to Ranging/Sidelink Positioning procedures defined in TS 23.273
S2-2308995 (CR) 23.273 CR0417 (Rel-18, 'F'): Ranging and Sidelink Positioning feature corrections (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: References with clause numbers are updated, and missing references are added. Removal of the Editor s Note.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308992 (CR) 23.273 CR0416 (Rel-18, 'F'): SL-MO-LR for Ranging and Sidelink Positioning corrections (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: Change Sidelink positioning/Ranging to Ranging/Sidelink positioning to align the term with TS 23.586. Removing NOTE 1 as it is a precondition that the serving PLMN supports Ranging/Sidelink Positioning feature. Align to SA WG3 conclusions that V2x and 5G ProSe security mechanisms will be reused for unicast mode. Remove text and EN that refer to that the LMF may interact with UE2-n. Adding velocities and relative velocities to the list of results. Change ranges in to distance . Adding references to steps in multiple places.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309038 (CR) 23.273 CR0420 (Rel-18, 'F'): Update on Procedures of SL-MO-LR involving LMF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: LMF uses the QoS requirement for the target UE positioning to derive the required QoS for Located UE(s) positioning, and includes the required QoS for Located UE positioning in the request. LMF generates a scheduled location time if not receiving from the Target UE. To clarify that step 16 only performed in the case of UE based SL Positioning.
Convenor comment:
Merge into S2-2308992.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309312 (CR) 23.273 CR0437 (Rel-18, 'F'): Update on SL-MO-LR (Source: InterDigital Communications)
Document for: Approval
Abstract: 
Summary of change: After capability negotiation with UEs, LMF may down-select list of UEs for SL positioning operation and perform following operation with those down-selected UEs.
Convenor comment:
Merge into S2-2308992.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309399 (CR) 23.273 CR0442 (Rel-18, 'F'): SL-MO-LR procedure updates (Source: Philips International B.V.)
Document for: Approval
Abstract: 
Summary of change: Update the SL-MO-LR procedure in clause 6.20.1 with the following changes: Move fetching/obtaining the location of Located UEs of step 19 to an earlier step in the procedure, and updated the figure accordingly. Clarify step 13 (now step 14) that the assistance information may include the location of Located UEs. Change step 16 to step 18 (i.e. step 17 in the original numbering) in step 13 (now step 14). Change received at step 14 to received at step 8 in step 14 (now step 15). Changed step 16 (now 17) to make the trigger sent by UE1 to initiate SL-MO-LR for Located UE(s) optional, and clarified sharing of the resulting location. Also clarified the wording in the figure. Removed part on UE1 providing the Located UE s location in step 18 (now step 19), and clarified this aspect in step 20.
Convenor comment:
Merge into S2-2308992.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309039 (CR) 23.273 CR0421 (Rel-18, 'F'): Update on 5GC-MT-LR Procedure using SL positioning (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. LMF decides that target UE or LMF selects Located UE. 2. LMF performs the Located UE selection based on the the obtained information of all the discovered Located UEs, and sends Application layer ID of the selected Located UEs to the UE1 in step 16. 3. To clarify the Application layer ID of the selected Located UEs is used.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308999 (CR) 23.273 CR0419 (Rel-18, 'F'): SL-MT-LR for Ranging and Sidelink Positioning corrections (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: Correcting the alternative method to estimate the relative location between UE1 and the undiscovered UEs. Adding velocities and relative velocities to the list of results. Change Sideling positioning/Ranging to Ranging/Sidelink positioning to align the term with TS 23.586 Change range in to distance Adding the correct reference in the figure.
Convenor comment:
Merge into S2-2309039.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309263 (CR) 23.273 CR0434 (Rel-18, 'F'): Solution update for ranging result in local coordinate (Source: Huawei)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add local coordiante for sidelink absolute positioning.
Convenor comment:
Merge into S2-2309039.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309264 (CR) 23.273 CR0435 (Rel-18, 'F'): Solution update for ranging procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Propose target UE ID can be either either a SUPI or a LCS Correlation identifier An initiator UE indication may be included to help (H)GMLC select the corresponding UE as the initiator UE. If the UE is not reachable, the (H)GMLC does not select it as the initiator UE. The LMF determins to obtain the relative locations or distances and/or directions related to the UEs through the Ranging/SL Positioning provedure or through their absolute locations, based on the UE capabilities of supported positioning method (SL, or Uu, or both), supported algrithms, accuracy, delay, etc.
Convenor comment:
Merge into S2-2309039.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308997 (CR) 23.273 CR0418 (Rel-18, 'F'): SL-MT-LR for periodic, triggered Location Events corrections (Source: Sony)
Document for: Approval
Abstract: 
Summary of change: Removed second paragraph. Change Sideling positioning/Ranging to Ranging/Sidelink positioning to align the term with TS 23.586 Change application ID to Application Layer ID as the defined term in TS 23.586. Change ranges in to distance.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309195 (CR) 23.273 CR0427 (Rel-18, 'F'): Corrections to the figures in clause 6.20.3 and 6.20.4 (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Editorial update to the figure 6.20.3-1 and 6.20.4-1 and the descriptions below.
Convenor comment:
Merge into S2-2308997 or S2-2309039.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309056 (CR) 23.273 CR0423 (Rel-18, 'F'): Updates to MO and MT LR for SL positioning (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: In the 5GC-MT-LR and 5GC-MO-LR Procedure for SL positioning, it is proposed to point out that: the AMF selects the LMF that supports the SL positioning function if the Target UE has indicated that supports SL positioning. The AMF includes the UE s SL positioning capabilities for LMF to determine the subsequent procedures of using SL positioning.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309369 (CR) 23.273 CR0441 (Rel-18, 'F'): LMF assistance to avoid unnecessary request in SL-MO-LR and 5GC-MO-LR with SL (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Create assistance request during discovery process to LMF.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
UE Positioning assisted by Sidelink Positioning and involving 5GC (clause 5.5&6.5) & UE-only Operation for SL Positioning using Located UE (clause 5.11&6.8) related
S2-2308627 (DISCUSSION) Discussion on Network based SL positioning for UE without NAS connection. (Source: Xiaomi)
Document for: Agreement
Abstract: 
This contribution proposes the evaluation on solutions to support Network based SL positioning for UE without NAS connection.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308625 (CR) 23.586 CR0007 (Rel-18, 'F'): Network based SL positioning for UE without NAS connection (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Update the solution of Network based SL positioning for UE without NAS connection based on the newly proposed alternative solution.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309040 (CR) 23.586 CR0027 (Rel-18, 'F'): Update on Procedures for Network based SL positioning for UE without NAS connection (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: To delete the duplicated part in the clause 5.5.3. Each Located UE reports the Ranging/SL positioning measurement and the deferred routing ID to the LMF in the procedure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308626 (CR) 23.273 CR0401 (Rel-18, 'F'): Updates to Procedures of SL-MO-LR involving LMF (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Update the Procedures of SL-MO-LR involving LMF based on the newly proposed alternative solution. Clarification on the usage of Application layer UE identity in the procedure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309037 (CR) 23.586 CR0026 (Rel-18, 'F'): Update on Procedures of Ranging/Sidelink Positioning control (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: SL Positioning Server UE determines Ranging/SL positioning method based on the Ranging/SL Positioning QoS information, UE s Ranging/Sidelink Positioning capabilities of all involved UEs. Located UE gets the required positioning QoS from Target UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309060 (CR) 23.586 CR0034 (Rel-18, 'F'): Updates to the network assisted SL positioning (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the SL-MT/MO-LR to be used for SL positioning. Add the precondition of nework reject case for using the SL positioning server UE. Specify that the Target UE also can determine to use the SL positioning with network assisted Remove some duplicate descriptions. Some wording updates.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309057 (CR) 23.586 CR0031 (Rel-18, 'F'): Updates to the UE-only operation procedure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: When desciding to use the SL positioning server UE, the UE1 needs explictily to request the SL positioning server UE to perform the Ranging/Sidelink Positioning control with necessery indication, e.g., the UE2 to n info, assistant data, QoS requirement. The SL positioning server UE following the LMF in the SL-MO-LR procedure in TS23.273 performs the capabilities request, assistant provide and ranging result provide. Specify the case to use the SL sever UE where the Network-based Operation is not supported by the 5GC network which is based on the AMF indication in the registration accept message. .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309403 (CR) 23.586 CR0042 (Rel-18, 'F'): Corrections to TS 23.586 (Source: Philips International B.V.)
Document for: Approval
Abstract: 
Summary of change: Clause 5.5.1: remove the paragraph with the undefined terms UE-assisted mode and standalone mode for sidelink positioning and ranging, and clarified subsequent paragraph that the terms also refer to Ranging. Clause 6.5.2: change its location in step 6 to Target UE location . Clause 6.6: change step 7 to step 8 .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Ranging/SL Positioning control (clause 5.1 of TS 23.586)
S2-2309283 (CR) 23.586 CR0038 (Rel-18, 'F'): Correction of the protocol between UE and LMF (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Add reference to the SLPP to clasue 5.3.3, and remove editor notes regarding the use of SLPP.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308631 (CR) 23.586 CR0011 (Rel-18, 'F'): Updates to Protocols between UE and LMF (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Clarifies that SLPP/RSPP is used between UE and LMF. Clarifies UE identity used for SLPP/RSPP between UE and LMF.
Convenor comment:
Merge into S2-2309283.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
UE Discovery (clause 5.2 & 6.2) related
S2-2309036 (CR) 23.586 CR0025 (Rel-18, 'F'): Update on Ranging SL Positioning UE direct discovery (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. The Discoveree UE matches User Info ID of Discoveree UE if included. 2. Clarify that the Discoverer UE needs to select the Discoveree UE based on the received information if User Info ID is not included.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309061 (CR) 23.586 CR0035 (Rel-18, 'F'): Updates to the discovery procedure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Remove the Target UE info Move the discoveree UE s behaviors to the step2 in the model B discovery procedure.
Convenor comment:
Merge into S2-2309036.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308624 (CR) 23.586 CR0006 (Rel-18, 'F'): Updates to Located UE Discovery & Selection (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Remove sentence unnessisory and reword description on Located UE reselection.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309196 (CR) 23.273 CR0428 (Rel-18, 'F'): Updates about the discovery and selection of Located UE (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Clarifications are added about the discovery and selection of located UE(s) in 5GC-MO-LR Procedure using SL positioning.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309368 (CR) 23.586 CR0041 (Rel-18, 'F'): Update Selection Criteria based on RAN agreement (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Synchronize the RAN agreement of Located UE and Positioning Server UE selection.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Service exposure related
S2-2308628 (CR) 23.586 CR0008 (Rel-18, 'F'): Updates to RangingSL Positioning service exposure though PC5 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Clarifies that the Ranging/SL Positioning service request/response from/to SL Positioning Client UE is handled at Application layer.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309310 (CR) 23.586 CR0040 (Rel-18, 'F'): SL positioning operation with proximity indication (Source: InterDigital Communications)
Document for: Approval
Abstract: 
Summary of change: After PC5 connection setup, client UE and SL reference UE communicates to indicate whether the SL reference UE is in proximity to the target UE. For ranging, failure case is clarified.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308743 (CR) 23.586 CR0015 (Rel-18, 'F'): Remove Ranging/SL Positioning service exposure though 5GC network via NEF (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove Ranging/SL Positioning service exposure though 5GC network via NEF.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308744 (CR) 23.586 CR0016 (Rel-18, 'F'): Clarify message request type to AMF in case of Exposure though 5GC network via control plane (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Adding in the specification that AMF receive in NAS level that what kind of SL-MO-LR message is received.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
QoS handling related
S2-2308630 (CR) 23.586 CR0010 (Rel-18, 'F'): Updates to QoS Handling (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Add descriptions on QoS mechanism of RSPP transport between UE and LMF over UP QoS mechanism of non-RSPP signalling over PC5-U.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309058 (CR) 23.586 CR0032 (Rel-18, 'F'): QoS parameters clarification (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Clarify that the PC5 QoS parameters provided by the 5GC to the NG-RAN is RSPP/SLPP transport QoS parameters. Add the missing QoS requirement/parameters for Ranging/SL Positioning service invocation by SL positioning client UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Protocol Stack
S2-2308840 (CR) 23.586 CR0020 (Rel-18, 'F'): Protocol stack for RSPP transport (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Add the protocol stack for RSPP transport.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308522 (CR) 23.586 CR0001 (Rel-18, 'F'): User Plane Stack for Ranging/SL positioning service (Source: Inspur)
Document for: Approval
Abstract: 
Summary of change: Add the specificaction of stack used to transmit RSPP messages. Add a EN indicating it is up to RAN WG2 to decide if or not LTE PC5-U can be used to transmit RSPP messages.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Subscription to Ranging/SL Positioning
S2-2308835 (CR) 23.502 CR4341 (Rel-18, 'F'): Update on Ranging/SL Positioning subscription data and capability (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Update Ranging/Sidelink Positioning Subscription data and add Ranging/SL Positioning Capability in the Nnrf_NFManagement_NFRegister service operation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Service Authorization and Provisioning
S2-2308836 (CR) 23.503 CR1122 (Rel-18, 'F'): Ranging/SL Positioning policy information (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Ranging/Sidelink Positioning Policy (RSLPP) is defined.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309309 (CR) 23.586 CR0039 (Rel-18, 'F'): Update on Parameter Provisioning for Ranging/SL Positioning (Source: InterDigital Communications)
Document for: Approval
Abstract: 
Summary of change: User Info ID is added in parameter provisioned to the UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Others
S2-2308953 (CR) 23.502 CR4364 (Rel-18, 'F'): Adding Ranging SL positioning to NRF service (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: The NF Ranging/Sidelink Positioning capability is added to NRF register and discovery service operation.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309041 (CR) 23.586 CR0028 (Rel-18, 'F'): Update on ranging by the assistance of another UE (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: To add the priciples for the assistance of another UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309043 (CR) 23.273 CR0422 (Rel-18, 'F'): Update on GMLC services for supporting ranging (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add a new service Ngmlc_Location_ProvideRanging to support ranging request from AMF or NEF.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
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S2-2308313 (LS IN) LS from RAN WG2: LS to SA2 on reporting positioning measurements taken in RRC_IDLE (Source: RAN WG2 (R2-2306695))
Document for: Action
Abstract: 
RAN WG2 has discussed 'DL PRS measurements for a UE in RRC_IDLE state and reporting of the measurements in RRC_CONNECTED state'. From RAN WG2 perspective, reporting in RRC_CONNECTED of measurements taken in RRC_IDLE is feasible. RAN WG2 kindly asks SA WG2 to check if there are any impacts in SA WG2 specifications. Action: RAN WG2 kindly requests SA WG2 to take the above information into account.
Parallel discussion:
A LS was drafted to reply to this in S2-2309615.
Comment: Response drafted in S2-2309615. Final response in S2-2309926.
Plenary Discussion:
Final response in S2-2309926.
Status: Replied to.
S2-2309615 (LS OUT) [DRAFT] Reply LS on reporting positioning measurements taken in RRC_IDLE (Source: SA WG2)
Document for: Approval
Abstract: 
To: . CC: . Attachments: .
Parallel discussion:
A LS was drafted to reply to this in S2-2309615. This was revised to make corrections to the To/From fields and remove 'draft' in S2-2309926.
Comment: Created at meeting. Response to S2-2308313. Revised in parallel session to S2-2309926.
Comment: S2-2309926: Revision of S2-2309615. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.

General Aspects
S2-2308740 (CR) 23.273 CR0403 (Rel-18, 'F'): Fix Missing Interface between LMF and GMLC (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Adding NL10 interface to the architecture figue and to the Reference Point description.
Convenor comment:
Handle - use as baseline.
Parallel discussion:
It was suggested to change 'estimate' to 'resolve'. This was revised in S2-2309616.
Comment: Revised in parallel session to S2-2309616, merging S2-2308983.
Comment: S2-2309616: Revision of S2-2308740, merging S2-2308983. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308983 (CR) 23.273 CR0413 (Rel-18, 'F'): Add a reference point between LMF and GMLC (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add a reference point between LMF and GMLC.
Convenor comment:
Merge into S2-2308740 ?
Parallel discussion:
Merged in S2-2309616.
Comment: Merged in S2-2309616.
Status: Merged.
User Plane Positioning
S2-2308739 (CR) 23.273 CR0402 (Rel-18, 'F'): Fix Modification of User Plane Connection between UE and LMF (Source: Ericsson, Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove from the figure the Target LMF ID as parameter and make it optional in case modification request. Modification reason is removed.
Convenor comment:
Handle.
Parallel discussion:
Some corrections were requested and this was left for off-line discussion and revised in S2-2309617.
Parallel discussion:
This was reviewed and This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309617.
Comment: S2-2309617: Revision of S2-2308739. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308948 (CR) 23.273 CR0406 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the how the UE user plane positioning capability is transferred part in the EN. Clarifying that the UE UPP is in the 5GMM capability. The AMF sends UE UPP capabilityin Nlmf_Location_DetermineLocation. LMF is discovered by considering user plane Positioning Capability via NRF.
Convenor comment:
Handle - use as baseline.
Parallel discussion:
Some corrections were requested and this was left for off-line discussion and revised in S2-2309618.
Parallel discussion:
Huawei asked to be added to the source for this. This was revised accordingly in S2-2309927.
Comment: Revised in parallel session to S2-2309618, merging S2-2309192.
Comment: S2-2309618: Revision of S2-2308948, merging S2-2309192. Revised in parallel session to S2-2309927.
Comment: S2-2309927: Revision of S2-2309618. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309192 (CR) 23.273 CR0425 (Rel-18, 'F'): Resolve the EN on user plane information transfer (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Clarify how to transfer UE user plane positioning capability and LMF user plane information based on CT WG1 s specification.
Convenor comment:
Merge into S2-2308948 ?
Parallel discussion:
Merged in S2-2309618.
Comment: Merged in S2-2309618.
Status: Merged.
S2-2308985 (CR) 23.273 CR0415 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that AMF receive and store UE user plane positioning capability as part of the '5GMM capability' from UE and forward it to PCF in Npcf_UEPolicyControl_Create Request. Clarify that after receiving UE user plane positioning capability, PCF provides to UE URSP rules including LCS user plane positioning related paramaters.
Convenor comment:
Handle.
Parallel discussion:
Some corrections were requested and this was left for off-line discussion and revised in S2-2309619.
Parallel discussion:
Further corrections were needed and this was revised in S2-2309928.
Comment: Revised in parallel session to S2-2309619.
Comment: S2-2309619: Revision of S2-2308985. Revised in parallel session to S2-2309928.
Comment: S2-2309928: Revision of S2-2309619. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308949 (CR) 23.273 CR0407 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Adding Target LMF ID to the Nlmf_Location_UPConfig service operation. Change Nlmf_Location_UPNotify Subscribe to Nlmf_Location_UPSubscribe AMF receives the target LMF identification from source LMF.
Parallel discussion:
Some corrections were requested and this was left for off-line discussion and revised in S2-2309620.
Parallel discussion:
It was commented that there may be more than 1 user plane capability. It was suggested to await feedback from CT WG1 on this and modify if necessary. It was decided to add 'information'. This was revised accordingly in S2-2309929.
Comment: Revised in parallel session to S2-2309620.
Comment: S2-2309620: Revision of S2-2308949. Agreed in parallel session. Revised in parallel session to S2-2309929.
Comment: S2-2309929: Revision of S2-2309620. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308984 (CR) 23.273 CR0414 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that it is up to operator s configuration to choose what QoS flow identifier will be selected for user plane positioning between UE and LMF.
Convenor comment:
Merge into S2-2309313 ?
Parallel discussion:
Some corrections were requested and this was left for off-line discussion and revised in S2-2309621.
Parallel discussion:
A cover sheet correction was needed. This was revised accordingly in S2-2309930.
Comment: Revised in parallel session to S2-2309621, merging S2-2309313.
Comment: S2-2309621: Revision of S2-2308984, merging S2-2309313. Revised in parallel session to S2-2309930.
Comment: S2-2309930: Revision of S2-2309621. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309313 (CR) 23.273 CR0438 (Rel-18, 'F'): QoS handling for supplementary services messages and LPP messages over UP (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Add descriptions on QoS mechanism of supplementary services messages and LPP messages over UP.
Convenor comment:
Handle.
Parallel discussion:
Merged in S2-2309621.
Comment: Check Acronym (eLCS_Ph3)! Merged in S2-2309621.
Status: Merged.
S2-2309337 (CR) 23.501 CR4903 (Rel-18, 'F'): 5QI for supplementary services messages and LPP messages over UP (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Apply 5QI value used by IMS signalling for supplementary services messages and LPP messages.
Convenor comment:
Handle.
Parallel discussion:
This was noted.
Comment: Check Acronym (eLCS_Ph3)! Noted in parallel session.
Status: Noted.
S2-2309367 (CR) 23.273 CR0440 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices. (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Add UE IP address in GMLC and LMF service interface.
Convenor comment:
Handle.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309622.
Parallel discussion:
The CR revision had not been incremented. Some clarification was needed and this was left for off-line discussion and revised in S2-2309931.
Parallel discussion:
Nokia commented that no agreement had been agreed on this and suggested to postpone it. This was then postponed.
Comment: Revised in parallel session to S2-2309622.
Comment: S2-2309622: Revision of S2-2309367. Revised in parallel session to S2-2309931.
Comment: S2-2309931: Revision of S2-2309622. Postponed.
Status: Postponed.
S2-2309373 (CR) 23.502 CR4442 (Rel-18, 'F'): UE IP Address addition to AMF service. (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Add UE IP address in AMF service interface.
Convenor comment:
Handle.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309623.
Parallel discussion:
Some clarification was needed and this was left for off-line discussion and revised in S2-2309932.
Parallel discussion:
Nokia commented that no agreement had been agreed on this and suggested to postpone it. This was then postponed.
Comment: Revised in parallel session to S2-2309623.
Comment: S2-2309623: Revision of S2-2309373. Revised in parallel session to S2-2309932.
Comment: S2-2309932: Revision of S2-2309623. Postponed.
Status: Postponed.
S2-2309259 (CR) 23.273 CR0430 (Rel-18, 'F'): Clarification on user plane positioning connection establishment (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Step 1 adds: including an indication user plane positioning connection Step 6 adds: UE uses the user plane positioning address of the LMF received from AMF, to match the same the LMF address in the URSP, and determine the dedicated DNN+S-NSSAI. UE includes the dedicated DNN+S-NSSAI in the PDU session establishment request and sends to SMF. When SMF receives the request, it selects a proper UPF based on the dedicated DNN+S-NSSAI, and establish the connection between the UPF and LMF.
Convenor comment:
Handle.
Parallel discussion:
It was commented that Step 1 should await CT WG1 decisions and step 6 should be clarified. This was left for off-line discussion and revised in S2-2309624.
Parallel discussion:
Some clarification was needed and this was left for off-line discussion and revised in S2-2309933.
Parallel discussion:
'to SMF' should be removed. This was revised accordingly in S2-2309937.
Comment: Revised in parallel session to S2-2309624.
Comment: S2-2309624: Revision of S2-2309259. Revised in parallel session to S2-2309933.
Comment: S2-2309933: Revision of S2-2309624. Revised in parallel session to S2-2309937.
Comment: S2-2309937: Revision of S2-2309933. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309260 (CR) 23.273 CR0431 (Rel-18, 'F'): Clarification on determination to use UP positioning (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: In step 1, Propose to replace continue with use Propose to place for with retrieve.
Convenor comment:
Handle.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
NPN deployment
S2-2308982 (CR) 23.273 CR0412 (Rel-18, 'F'): Signaling optimization alignment for UE available location event (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update the procedure of 6.1.1 to align with signalling optimisation for UE available location event.
Convenor comment:
Handle.
Parallel discussion:
Some clarifications were needed and the CR category should be checked. This was left for off-line discussion and revised in S2-2309625.
Parallel discussion:
Nokia asked for some additional time to discuss this. This was left for further off-line discussion and revised in S2-2309935.
Comment: Revised in parallel session to S2-2309625.
Comment: S2-2309625: Revision of S2-2308982. Revised in parallel session to S2-2309935.
Comment: S2-2309934: Revision of S2-2309625. WITHDRAWN.
Status: Withdrawn.
S2-2309935 (CR) 23.273 CR0412R2 (Rel-18, 'F'): Signaling optimization alignment for UE available location event (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update the procedure of 6.1.1 to align with signalling optimisation for UE available location event.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revision of S2-2309625. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Unaware Positioning
S2-2308524 (CR) 23.273 CR0400 (Rel-18, 'F'): Update regulatory location service procedure with UE unaware indication (Source: Inspur)
Document for: Approval
Abstract: 
Summary of change: Remove the despcripion regarding to Uplink Positioning method. Add that AMF can reject the forwarding of Network Positioning message due to UE unawareness restriction. Include a LCS failure cause due to UE unawareness restriction.
Convenor comment:
Handle.
Parallel discussion:
CATT suggested to keep this open to allow off-line discussion with an Inspur delegate. This was left for off-line discussion. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
PRU
S2-2308521 (CR) 23.273 CR0399 (Rel-18, 'F'): Removing the PRU positioning capabilities (Source: Inspur)
Document for: Approval
Abstract: 
Summary of change: Remove PRU positioning capabilities in PRU positioning information as the UE s positioning capablities can be considered as PRU s positioning capabilities if the UE works as a PRU.
Convenor comment:
Handle.
Parallel discussion:
CATT did not agree with this as it reverses the agreements already made. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309265 (CR) 23.273 CR0436 (Rel-18, 'F'): Further clarification on PRU on/off states (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Justification and Procedures for PRU support with ON/OFF state.
Convenor comment:
Handle.
Parallel discussion:
Some corrections were requested and the example should be removed. The Cover sheet should also be corrected. This was left for off-line discussion and revised in S2-2309626.
Parallel discussion:
Cover sheet and revision marks needed clean up and this was revised in S2-2309936.
Parallel discussion:
Revised off-line to correct CR number in S2-2309945.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Confirm CR Number - CR states 0435! Revised in parallel session to S2-2309626.
Comment: S2-2309626: Revision of S2-2309265. Revised in parallel session to S2-2309936.
Comment: S2-2309936: Revision of S2-2309626. Agreed in parallel session. Revised off-line to S2-2309945.
Comment: S2-2309945: Revision of S2-2309936. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309191 (CR) 23.273 CR0424 (Rel-18, 'F'): Correction on PRU discovery (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Clarify that NRF should support PRU associated LMF discovery based on the target area and PRU indication.
Convenor comment:
Handle.
Parallel discussion:
It was commented that the 'existence' parameter has not been defined and alignment may be needed. This was left for off-line discussion and revised in S2-2309627.
Parallel discussion:
This was reviewed and agreed in parallel session.
Comment: Revised in parallel session to S2-2309627.
Comment: S2-2309627: Revision of S2-2309191. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
NWDAF
S2-2308966 (CR) 23.273 CR0408 (Rel-18, 'F'): Clarification on NWDAF-assisted LCS services section (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Separate Aspect 1: Location service assisted by NWDAF Separate Aspect 2: NWDAF service assisted by eLCS Separate Aspect 3: LCS continuity during UE mobility as a separate clause Enhance the description of Aspect 1.
Convenor comment:
Handle.
Parallel discussion:
It was suggested to change NWDAF services to NWDAF data analytics in 5.X title. This was left for off-line discussion and revised in S2-2309628.
Comment: Revised in parallel session to S2-2309628.
Comment: S2-2309628: Revision of S2-2308966. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308969 (CR) 23.273 CR0411 (Rel-18, 'F'): Indoor or outdoor indication addition on GMLC services. (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add indoor/outdoor indication in GMLC service interface.
Convenor comment:
Handle.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308970 (CR) 23.502 CR4370 (Rel-18, 'B'): LOS/NLOS measurement indication addition on AMF LCS services. (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add LOS/NLOS measurement indication in AMF LCS service interface.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Triggered Location
S2-2308967 (CR) 23.273 CR0409 (Rel-18, 'F'): Clarification on the reporting indication (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Update the statements to clarify.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Others
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This agenda item was convened by Dario Tonesi (Qualcomm).
LS in and Reply LS, CRs linked to the LS in
S2-2308317 (LS IN) LS from RAN WG2: Reply LS on ProSe Authorization information related to UE-to-UE Relay operation (Source: RAN WG2 (R2-2306889))
Document for: Action
Abstract: 
RAN WG2 thanks SA WG2 for their LS on ProSe Authorization information related to UE-to-UE Relay operation. RAN WG2 would like to provide the following feedback on the questions raised by SA WG2: SA WG2 Question 1: Whether the '5G ProSe authorised' information needs to be enhanced to include the authorization information for UE-to-UE Relay operation? RAN WG2 s Feedback: RAN WG2 achieved the following agreements for UE-to-UE Relay operation: Authorization for L2 U2U relay operation is supported. Authorization for L2 U2U relay operation includes: 1) whether the UE is authorized to act as a 5G ProSe Layer-2 U2U Relay UE; 2) whether the UE is authorized to act as a 5G ProSe Layer-2 U2U Remote UE. Authorization for L3 U2U relay operation is not supported. The legacy authorization for 5G ProSe Direct discovery and 5G ProSe Direct communication can be reused for L3 U2U remote/relay UE. So the answer is yes for L2 UE-to-UE Relay operation. The '5G ProSe authorised' information needs to be enhanced to include the authorization information for L2 UE-to-UE Relay operation from RAN WG2 perspective. SA WG2 Question 2: If the answer to Q1 is yes, which bullet(s) need to be included? RAN WG2 s Feedback The following two bullets should be included: 1) whether the UE is authorized to act as a 5G ProSe Layer-2 UE-to-UE Relay; 2) whether the UE is authorized to act as a 5G ProSe Layer-2 U2U UE. Action: RAN WG2 kindly asks SA WG2 to take the above feedback into account.
Comment: Noted in parallel session.
Status: Noted.
S2-2308502 (CR) 23.304 CR0306 (Rel-18, 'F'): ProSe Authorization info for Layer-2 U2U Relay operation (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 4.3.4 & 6.6.2 - Add ProSe Authorization info for Layer-2 UE-to-UE Relay operation.
Convenor comment:
linked to S2-2308317.
Comment: Revised in parallel session to S2-2309474, merging S2-2309073, S2-2308830 and S2-2308803.
Comment: S2-2309474: Revision of S2-2308502, merging S2-2309073, S2-2308830 and S2-2308803. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308803 (CR) 23.304 CR0314 (Rel-18, 'F'): Update on 5G ProSe Authorised Information for NG_RAN (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add the following items in 5G ProSe authorised Information for NG_RAN: - whether the UE is authorized to act as a 5G ProSe Layer-2 UE-to-UE Relay - whether the UE is authorized to act as a 5G ProSe Layer-2 End UE.
Convenor comment:
Merge with S2-2308502?
Comment: Merged into S2-2309474.
Status: Merged.
S2-2308830 (CR) 23.304 CR0318 (Rel-18, 'F'): ProSe authorization information for UE-to-UE Relay (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Add ProSe authorization information for Layer-2 UE-to-UE Relay into TS 23.304.
Convenor comment:
Merge with S2-2308502?
Comment: Merged into S2-2309474.
Status: Merged.
S2-2309053 (CR) 23.304 CR0329 (Rel-18, 'F'): U2U relay authorization updates (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: 1. Add the following '5G ProSe authorised' information to NG-RAN: - whether the UE is authorized to act as a 5G ProSe Layer-2 UE-to-UE Relay; - whether the UE is authorized to act as a 5G ProSe Layer-2 End UE; 2. Add a NOTE to say that the AMF includes whether the UE is authorized to use 5G ProSe Direct Discovery and whether the UE is authorized to use 5G ProSe Direct Communication in the NGAP message sent to NG-RAN as the '5G ProSe authorised' information in the case of the 5G ProSe Layer-3 UE-to-UE Relay. 3. Update the Authorisation policy for U2U relay based on the RAN WG2 agreemens above and the L3 U2U relay subscriptions.
Convenor comment:
First part Merge with S2-2308502?
Parallel discussion:
Focus on changes in 5.1.5.1.
Parallel discussion:
Revise reason for change to 'The case in which the UE is not 'served by NG-RAN' is currently not described in the Policy/Parameter provisioning for 5G ProSe UE-to-UE Relay clause'.
Comment: Revised in parallel session to S2-2309475.
Comment: S2-2309475: Revision of S2-2309053. Revised in parallel session to S2-2309840.
Comment: S2-2309840: Revision of S2-2309475. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309073 (CR) 23.304 CR0333 (Rel-18, 'F'): Authorization for U2U relay (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Two authorization indications are added to 5G ProSe authorizated and sent from AMF to NG-RAN.
Convenor comment:
Merge with S2-2308502?
Comment: Merged into S2-2309474.
Status: Merged.
S2-2308292 (LS IN) LS from CT WG1: LS on additional parameters announcement procedure (Source: CT WG1 (C1-234304))
Document for: Action
Abstract: 
CT WG1 finds there is a requirement in clause 6.5.1.3 of 3GPP TS 23.304 that states: Additional parameters announcement procedure outlined in figure 6.5.1.3-1 is used by a 5G ProSe Remote UE to request a 5G ProSe UE-to-Network Relay to announce additional parameters (for model A) as defined in clause 5.8.3. CT WG1 has discussed the use case of the additional parameter announcement procedure for the direct link which is established via the model B discovery, and achieves the following consensus (see attachment): the remote UE is allowed to initiate a 5G ProSe additional parameters announcement procedure to obtain the TAI or NCGI for a 5G ProSe direct link which is established via the model B discovery, as well as the model A discovery. Action: CT WG1 kindly asks SA WG2 to take the above information into consideration, and provide feedback if needed.
Comment: Responses drafted in S2-2308649, S2-2309051. Final response in S2-2309841.
Plenary Discussion:
Final response in S2-2309841.
Status: Replied to.
S2-2308649 (LS OUT) [DRAFT] Reply LS on 5G ProSe additional parameters announcement procedure (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Reply to C1-234304 / S2-2308292.
Comment: Response to S2-2308292. Noted in parallel session.
Status: Noted.
S2-2309051 (LS OUT) [DRAFT] Reply LS on additional parameters announcement procedure (Source: vivo)
Document for: Approval
Abstract: 
To: CT WG1.
Parallel discussion:
Replace 'discovery' with 'discover' in 2nd paragraph. Attach S2-2309842 (CR vs. 23.304).
Comment: Response to S2-2308292. Revised in parallel session to S2-2309477.
Comment: S2-2309477: Revision of S2-2309051. Revised in parallel session to S2-2309841.
Comment: S2-2309841: Revision of S2-2309477. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308648 (CR) 23.304 CR0308 (Rel-18, 'F'): Clarification on 5G ProSe additional parameters announcement (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Summary of change: Clarify that 5G ProSe additional parameters announcement procedure (to obtain the TAI or NCGI for a 5G ProSe direct link) is applicable to Model B discovery in addition to Model A discovery.
Comment: Noted in parallel session.
Status: Noted.
S2-2308804 (CR) 23.304 CR0315 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Remove the limitation of only for model A in the additional parameters announcement description.
Convenor comment:
Merge with S2-2308648?
Parallel discussion:
Mark 'ME' box on cover page, unmark 'RAN' and 'CN' boxes.
Comment: Revised in parallel session to S2-2309476.
Comment: S2-2309476: Revision of S2-2308804. Revised in parallel session to S2-2309842.
Comment: S2-2309842: Revision of S2-2309476. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308314 (LS IN) LS from RAN WG2: LS on announcement of neighbor UEs (Source: RAN WG2 (R2-2306697))
Document for: Action
Abstract: 
RAN WG2 discussed the Model A discovery procedure for U2U relay, and made the following agreement: For Model A discovery, the relay UE should only announce the neighbour UEs for which the SD-RSRP/SL-RSRP between the relay UE and the neighbour UE is above a configured threshold in a discovery announcement message. Here the neighbour UEs denote the UEs in proximity of relay UE. RAN WG2 would like to ask SA WG2 to take this RAN WG2 agreement into account. Action: RAN WG2 would like to respectfully ask SA WG2 to take the above RAN WG2 agreements into account.
Comment: Noted in parallel session.
Status: Noted.
S2-2308802 (CR) 23.304 CR0313 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add the PC5 signal strength condition for 5G ProSe UE-to-UE Relay Discovery with Model A: the 5G ProSe UE-to-UE Relay should only announce the neighbour UEs for which the PC5 signal strength between them is above a configured threshold.
Convenor comment:
Linked to S2-2308314.
Parallel discussion:
Focus on NOTE below paragraph.
Parallel discussion:
Remove changes on changes. Fix cover page 'the 5G ProSe UE-to-UE Relay only announces'.
Comment: Revised in parallel session to S2-2309478, merging S2-2309052.
Comment: S2-2309478: Revision of S2-2308802, merging S2-2309052. Revised in parallel session to S2-2309843.
Comment: S2-2309843: Revision of S2-2309478. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309052 (CR) 23.304 CR0328 (Rel-18, 'F'): Model A discovery with AS layer consideration (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: It is proposed to capture some words that when U2U relay performs model A discovery, the User Info IDs of other UEs in proximity to be added should consider signal strength (i.e. SD-RSRP/SL-RSRP) to the 5G ProSe UE-to-UE Relay is above a configured threshold during the previous 5G ProSe UE-to-UE Relay Discovery or 5G ProSe UE-to-UE Relay Communication procedures. In addtion, it would be better to add a NOTE to say that the details of Access Stratum layer information used for selecting the proximate 5G ProSe End UEs to be announced by 5G ProSe UE-to-Network Relay is specified in RAN specifications.
Convenor comment:
Merge with S2-2308802?
Comment: Merged into S2-2309478.
Status: Merged.
Resolving Editor’s note
S2-2309072 (CR) 23.304 CR0332 (Rel-18, 'F'): EN removal for L2 U2U QoS handling (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Remove the EN for L2 U2U QoS handling.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2309091 (CR) 23.304 CR0337 (Rel-18, 'F'): QoS handling for Layer-2 UE-to-UE Relay RAN alignment (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: AS layer of 5G ProSe Layer-2 UE-to-UE Relay is responsible for QoS split, and how to perform QoS enforcement for two hops will be specified in TS 38.300 [12].
Comment: Check Affected Clauses! Postponed in parallel session.
Status: Postponed.
KI#1: UE-to-UE Relay-Not related to ENs
Discovery and selection part
S2-2308634 (CR) 23.304 CR0307 (Rel-18, 'F'): Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Note added to include initiating 5G ProSe End UE applies the same Relay re-selection methods for selecting the candidate 5G ProSe UE-to-UE Relay for ProSe Direct communication to UE-to-UE Relay PC5 path switch. Text alignment in 6.7.4.2, 6.7.4.3.
Comment: Revised in parallel session to S2-2309479.
Comment: S2-2309479: Revision of S2-2308634. Noted in parallel session.
Status: Noted.
S2-2308994 (CR) 23.304 CR0322 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Describing the RSC correctly and stating explicitly the UE-to-UE Relay Layer indicator.
Parallel discussion:
On cover page remove all text up to 'Rev 1'. Remove changes over changes and highlights.
Comment: Revised in parallel session to S2-2309480.
Comment: S2-2309480: Revision of S2-2308994. Revised in parallel session to S2-2309844.
Comment: S2-2309844: Revision of S2-2309480. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309002 (CR) 23.304 CR0326 (Rel-18, 'F'): Update to 5G ProSe UE-to-UE Relay Discovery procedures with the specific Layer-2 IDs (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Describing the specific Layer-2 IDs in 5G ProSe UE-to-UE Relay Discovery for both Model A and Model B procedures.
Comment: Noted in parallel session.
Status: Noted.
S2-2309088 (CR) 23.304 CR0334 (Rel-18, 'F'): Clarification on RSC usage during relay discovery and relay reselection (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify if the End UE supports the RSC, and User Info ID of the End UEs are included with the RSC in announcement message. Clarify the candidate 5G ProSe UE-to-UE Relays for relay reselection supports the same value of RSC which is associated with the original PC5 unicast link.
Comment: Revised in parallel session to S2-2309483.
Comment: S2-2309483: Revision of S2-2309088. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309092 (CR) 23.304 CR0338 (Rel-18, 'F'): Clarifications on U2U Relay reselection relay discovery (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify why discovery is being performed. Within each procedure add when Model A/B may have occurred and complete the reference to the candidate discovery procedure.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309328 (CR) 23.304 CR0347 (Rel-18, 'F'): Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To add editoral changes To add one figure.
Comment: Revised in parallel session to S2-2309845.
Comment: S2-2309845: Revision of S2-2309328. Noted in parallel session.
Status: Noted.
S2-2309360 (CR) 23.304 CR0348 (Rel-18, 'F'): Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Clearifications of several procedures, alignment of terminologies, and miscellaneous editorial corrections.
Parallel discussion:
Only changes in 6.3.2.4.3. Fix typo in cover page.
Comment: Revised in parallel session to S2-2309481.
Comment: S2-2309481: Revision of S2-2309360. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Relay indication related
S2-2308867 (DISCUSSION) Issues with UE-to-UE Relay Discovery . (Source: Apple)
Document for: Discussion
Abstract: 
This discussion paper highlights issues with UE-to-UE relay discovery procedure and proposes ways to fix them.
Comment: Noted in parallel session.
Status: Noted.
S2-2308865 (CR) 23.304 CR0321 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery (Source: Apple)
Document for: Approval
Abstract: 
Summary of change: Removed relay_indication from ProSe Direct Discovery and references to relay_Indication in clause 6.3.2.4.2 of ProSe UE-to-UE Relay Discovery Model A Added threshold SD-RSRP/SL-RSRP for filtering out UEs in Proximity during U2E relay announcement as per RAN WG2 agreement. Added Source End UE User Info ID in U2U Relay Model B Discovery Response message to resolve the misalignment between Stage 2 and Stage 3.
Comment: Revised in parallel session to S2-2309482, merging S2-2309302.
Comment: S2-2309482: Revision of S2-2308865, merging S2-2309302. Revised in parallel session to S2-2309846.
Comment: S2-2309846: Revision of S2-2309482. Objection from Xiaomi. Noted.
Plenary Discussion:
Several companies indicated support for this CR. Xiamen raised concerns and asked to allow more time to study this issue. Xiaomi objected to this CR and it was then noted.
Xiaomi provided the following text for this report:
Removing the restriction for U2U Relay below as this paper proposed, it brings another serious issue that we have strong concern about, it enables U2U Relay to announce any other user info IDs even other UEs don't want. At same time, CT WG1 is also discussing to send LS to SA WG2, so propose to give more time to consider the better option to fix the relay-indication.
'The 5G ProSe UE-to-UE Relay shall only announce User Info IDs of other UEs in proximity which provided relay_indication when they were previously discovered'.
Status: Noted.
S2-2309023 (CR) 23.304 CR0327 (Rel-18, 'F'): Clarification on Relay Indication (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Stating all the related procedures as example.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309302 (CR) 23.304 CR0344 (Rel-18, 'F'): Correct the 5G ProSe Direct Discovery procedure to remove relay_Indication (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Remove the description on relay_Indication from clause 6.3.2.1.
Comment: Merged into S2-2309482.
Status: Merged.
Procedure and parameter related
S2-2308829 (CR) 23.304 CR0317 (Rel-18, 'F'): Correction on ProSe Communication via Layer-2 U2U Relay (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Remove the duplicated descriptions and add a reference to Layer-3 U2U Relay procedure in the Layer-2 U2U Relay communication procedure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308831 (CR) 23.304 CR0319 (Rel-18, 'F'): Correction on Layer-2 U2U Relay Communication with integrated Discovery (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: For Layer-2 U2U Relay Communication with integrated Discovery, add a reference box to Layer-3 U2U Relay case.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308832 (CR) 23.304 CR0320 (Rel-18, 'F'): Correction on Layer-3 U2U Relay link identifier update procedure (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Correct the Link identifier update over Layer-3 UE-to-UE Relay procedure by removing some unnecessary parameters.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309001 (CR) 23.304 CR0325 (Rel-18, 'F'): Update common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Removing redundant text (i.e. User Info ID) .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309089 (CR) 23.304 CR0335 (Rel-18, 'F'): Clarifications on U2U Relay and message handling (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: To clarify End-to-End PC5-S message are transferred via the L2 U2U Relay in the procedure. Add a reference to clarify the parameters used for the shared PC5 link defined in 6.4.3.7. To clarify end-to-end QoS requirements is considered when deciding the PQI for the each hop PC5 QoS.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309303 (CR) 23.304 CR0345 (Rel-18, 'F'): Parameter update for Link Modification with L3 U2U Relay (Source: InterDigital Communications)
Document for: Approval
Abstract: 
Summary of change: For adding new QoS flow or modifying existing QoS flow and for removing QoS flow(s), Description of Link Modification Request and Link Modification Accept are updated.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Other parts
S2-2308998 (CR) 23.304 CR0324 (Rel-18, 'F'): Correction on Policy/Parameter provisioning (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Adding 5G ProSe UE-to-UE Relay Discovery in NOTE 4.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309054 (CR) 23.304 CR0330 (Rel-18, 'F'): U2U relay features complement (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the U2U relay to the AMF and PCF supported functions. Add the U2U relay to general part of Control and user plane stacks. The assumption that the values of default DST L2 ID should be different from each features also applied to U2U relay discovery case, which should be refelected.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308996 (CR) 23.304 CR0323 (Rel-18, 'F'): Clarification on Terminologies (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Correction on definition of User Info ID and adding the definition of the UE-to-UE Relay Layer indication.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309242 (CR) 23.304 CR0343 (Rel-18, 'F'): Term related to U2U Relay communication with integrated discovery (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: - Add term related to U2U Relay communication with integrated discovery.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#2: Path switching btw two indirect paths
S2-2309096 (CR) 23.304 CR0340 (Rel-18, 'F'): Clarification on how path type is selected when switching between U2N relays (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarifies the same path type selection is achieved by first choosing the RSC associated with the with the original PC5 connection path.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309198 (CR) 23.304 CR0342 (Rel-18, 'F'): Minor correction to add access type in reselection during a path switch (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Minor text correction for target path selection based on the same access type.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#5: Multi-path transmission
S2-2309055 (CR) 23.304 CR0331 (Rel-18, 'F'): Multi-path communication complement (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the the Procedures for Multi-path communication via Uu and via 5G ProSe UE-to-Network Relay in UE function. Reword the precondition of the UE to use the multipath including L3 relay case.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#7: Emergency Service over U2N relay And PWS
S2-2309050 (CR) 23.167 CR0373 (Rel-18, 'F'): Location validation for the L3 remote UE by the E-CSCF (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: The P-CSCF gets the the identity of L3 Relay from PCF and provides to the E-CSCF, and the E-CSCF use it to validate the location information provided by the L3 Remote UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309090 (CR) 23.304 CR0336 (Rel-18, 'F'): Clarifications on Relay discovery for emergency service (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The serving NG-RAN support of emergency services is required for L2 Relay, when performing both model A and model B relay discovery.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309147 (CR) 23.304 CR0341 (Rel-18, 'F'): Relay UE requirement to forward PWS messages (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The requirement for the Relay UE to forward the PWS warnings received from the network is specified as mandatory requirement. The Layer-2 Relay UE option to forward the PWS related SIB over unicast link is made conditional, subject to what resources the Layer-2 Relay UE has got available to transport the PWS message.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309148 (LS OUT) [DRAFT] LS on Relay UE requirement to forward PWS messages (Source: Nokia. Nokia Shanghai Bell)
Document for: Approval
Abstract: 
LS to ask for SA WG1 to confirm SA WG2 assumption on Relay UE requirement to forward PWS messages.
Comment: Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
Others
S2-2308828 (CR) 23.304 CR0316 (Rel-18, 'F'): Some corrections to general descriptions (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The following changes are made: - add 5G ProSe UE-to-UE Relay to PC5 reference point description. - add Procedures for Multi-path communication via Uu and via 5G ProSe UE-to-Network Relay to UE functional description. - correct Discovery integrated into PC5 unicast link establishment to UE-to-UE Relay Communication with integrated Discovery .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309093 (CR) 23.304 CR0339 (Rel-18, 'F'): Clarification on IPv6 only for policy control and session binding for L3 N3IWF Relay (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that if the /64 IPv6 Prefix is not assigned then policy control and session binding is not available, similar to as if IPv4 was used.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309305 (CR) 23.304 CR0346 (Rel-18, 'F'): PDU session handling with SSC mode 3 for UE to NW Relay connection. (Source: InterDigital Communications)
Document for: Approval
Abstract: 
Summary of change: For PDU session supporting 5G ProSe UE-to-NW Relay, it is clarified that 5G ProSe Layer-3 UE-to-NW Relay informs the Remote UE that new IP prefix is available when PDU session anchor changes for IPv6 type PDU session with SSC mode 3.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309330 (CR) 23.502 CR4438 (Rel-18, 'F'): Correction for 5G ProSe subscription in UDM (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To clarify the subscription data in UDM as example, and provide reference.
Comment: Check Affected Clauses! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097297]9.8.2	Generic group management, exposure and communication enhancements (GMEC)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097298]9.9.2	System Support for AI/ML-based Services (AIMLsys)
This agenda item was convened by Dario Tonesi (Qualcomm).
General
S2-2308386 (CR) 23.501 CR4696 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection (Source: OPPO, Samsung, Nokia, LG Electronics, MediaTek)
Document for: Approval
Abstract: 
Summary of change: Rewording of several definitions related to application AI/ML assistance functionality; editorial corrections related to application AI/ML assistance functionality.
Convenor comment:
Use as baseline.
Parallel discussion:
Revert to 'set of UEs identified by a list of UE addresses'.
Comment: Revised in parallel session to S2-2309446, merging S2-2308823.
Comment: S2-2309446: Revision of S2-2308386, merging S2-2308823. Revised in parallel session to S2-2309504.
Comment: S2-2309504: Revision of S2-2309446. Agreed in parallel session. Revised to S2-2310037.
Comment: S2-2310037: Revision of S2-2309504. This CR was agreed.
Plenary Discussion:
The cover sheet needed cleaning and a correction to 6.2.5.0 was suggested. This was revised accordingly in S2-2310037.
Status: Agreed.
S2-2308387 (CR) 23.502 CR4251 (Rel-18, 'F'): Updates to AI/ML procedures (Source: OPPO, Nokia, LG Electronics, MediaTek)
Document for: Approval
Abstract: 
Summary of change: Rewording of several definitions related to AI/ML functionality; editorial corrections related to AI/ML functionality.
Convenor comment:
Following changes to be handled separately (seemingly non-conflicting changes on same clauses): - Changes to 4.15.6.3f also in S2-2308577. - Changes to 4.15.6.13.1 also in S2-2308972. - Changes to 4.15.6.13.2 also in S2-2308924. - Changes to 4.16.15.1, 4.16.15.2 also in S2-2309356. Changes to 4.16.13 and clauses therein recommended to be merged into multiple KI7 CRs (S2-2308672, S2-2308894, S2-2308824, S2-2308874).
Comment: Revised in parallel session to S2-2309447.
Comment: S2-2309447: Revision of S2-2308387. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308823 (CR) 23.501 CR4789 (Rel-18, 'F'): NEF address pre-configuration and NEF function update to support AIML operation (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the following sentence to clarify how to guarantee the untrusted AF to acquire the NEF address which has the new capability to support AIML features: Pre-configure the NEF address which has the capability to support Multi-member AF session with required QoS for a set of UEs and the capability of NEF to support member UE selection assistance functionality in untrusted AF For the NEF that interact with untrusted AF, upgrade the NEF function to support Multi-member AF session with required QoS for a set of UEs identified and to support member UE selection assistance functionality.
Comment: Merged into S2-2309446.
Status: Merged.
S2-2308956 (CR) 23.502 CR4367 (Rel-18, 'F'): Correction the UPF service operation (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: - change the Nupf_GetPrivateUEIP_Get to Nupf_GetPrivateUEIPaddr_Get in clause 4.3.6.4 and 4.15.10.
Parallel discussion:
Generic issue cross multiple agenda.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue#1: Monitoring of network resource utilization for support of Application AI/ML operations
S2-2308794 (CR) 23.502 CR4333 (Rel-18, 'D'): R18 AIMLsys_KI1_23502 CR for reference correction (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Editorial correction for the wrong references.
Comment: Merged into S2-2309448.
Status: Merged.
S2-2308924 (CR) 23.502 CR4361 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: A condition to be checked by the NEF in order to execut the procedure is added into the create procedures for the single UE AF session as well as the Multi-member AF session. The description of the parameters for the service operations is structured so that it is clear which parameters are used in which scenario.
Parallel discussion:
Add 'ETRI' as cosigner.
Comment: Revised in parallel session to S2-2309448, merging S2-2308794.
Comment: S2-2309448: Revision of S2-2308924, merging S2-2308794. Revised in parallel session to S2-2309505.
Comment: S2-2309505: Revision of S2-2309448. Revised in parallel session to S2-2309851.
Comment: S2-2309851: Revision of S2-2309505. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308972 (CR) 23.502 CR4372 (Rel-18, 'F'): Clarification for monitoring of consolidated data rate (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Clarify the Qos monitoring is performed for each QoS flow corresponding to the traffic flow for the set of UEs.
Comment: Check Affected Clauses! Noted in parallel session.
Status: Noted.
S2-2308973 (CR) 23.502 CR4373 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Defining the Multi-member AF session corresponding to the existng definition of AF Session as defined in TS 29.214.
Parallel discussion:
Fix typo in cover page Add Samsung, Ericsson as cosigner.
Comment: Revised in parallel session to S2-2309449.
Comment: S2-2309449: Revision of S2-2308973. Revised in parallel session to S2-2309506.
Comment: S2-2309506: Revision of S2-2309449. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue#4: Enhancing External Parameter Provisioning
S2-2308577 (CR) 23.502 CR4292 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Clarify that for Application-Specific Expected UE behavior, the confidence and/or accuracy level should also be applied and be associated with it.
Parallel discussion:
Fix cover page (use original title) Remove changes on changes Use 'as defined in clauses 4.15.6.2 and 4.15.6.3.
Comment: Revised in parallel session to S2-2309450.
Comment: S2-2309450: Revision of S2-2308577. Revised in parallel session to S2-2309507.
Comment: S2-2309507: Revision of S2-2309450. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308578 (CR) 23.501 CR4735 (Rel-18, 'F'): Enhancement to Core Network assisted RAN parameters tuning (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Include Application-Specific Expected UE behavior as one of collection information for the Core Network assisted RAN parameters tuning.
Comment: Revised in parallel session to S2-2309451.
Comment: S2-2309451: Revision of S2-2308578. Postponed in parallel session.
Status: Postponed.
S2-2308673 (CR) 23.502 CR4312 (Rel-18, 'F'): Corrections to external parameter provisioning by AI/ML application (Source: Samsung, OPPO)
Document for: Approval
Abstract: 
Summary of change: - Clarification that the threashold may affect the decision on storage of the parameter; no threshold being provided means no influence on the storage decision - Multiple parameter provisioning can only happen for Create or Update requests - Miscellaneous editorial corrections.
Convenor comment:
NOTE 5 changes can be merged into S2-2308791; rest can be discussed separately.
Comment: Revised in parallel session to S2-2309452.
Comment: S2-2309452: Revision of S2-2308673. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308791 (CR) 23.502 CR4330 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove NOTE 5 and add some clarification text in the body to address the issue captured in the NOTE.
Comment: Noted in parallel session.
Status: Noted.
S2-2308792 (CR) 23.502 CR4331 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Move some parameters from from Expected UE Behavior parameters to Application-specific Expected UE Behavior parameters.
Comment: Noted in parallel session.
Status: Noted.
Key Issue#5: 5GC Enhancements to enable Application AI/ML Traffic Transport
S2-2309356 (CR) 23.502 CR4441 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: General description of PDTQ policy re-negotiation is introduced Result Indication is introduced to NEF and PCF services related to PDTQ polices. Change the PDTQ refernce ID and PDTQ policy to optional input in Npcf_PDTQPolicyControl_Update service and Nnef_PDTQPolicyNegotiation_Update service, and add a corrsponding note saying that the PDTQ policy and ID are only included as input if the AF selects one of the policies provied by the PCF. Miscellaneous editorial corrections.
Convenor comment:
Use as baseline.
Comment: Revised in parallel session to S2-2309453, merging S2-2308892.
Comment: S2-2309453: Revision of S2-2309356, merging S2-2308892. Revised in parallel session to S2-2309508.
Comment: S2-2309508: Revision of S2-2309453. Revised in parallel session to S2-2309852.
Comment: S2-2309852: Revision of S2-2309508. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308892 (CR) 23.502 CR4355 (Rel-18, 'F'): Clarification on the PDTQ policy (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. Update the content of PDTQ policy in clause 4.16.15.1. 2. Remove for the selected time window(s) and to be applied to the AF session when requested by the AF from clause 4.16.15.1. 3. Remove The AF stores the PDTQ Reference ID for the future interaction with the PCF from clause 4.16.15.2.1. 4. Change Npcf_PolicyControl_Notify to Npcf_PDTQPolicyControl_Notify.
Convenor comment:
Merge into S2-2309356.
Comment: Merged into S2-2309453.
Status: Merged.
S2-2309358 (CR) 23.503 CR1152 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Clearifications of several procedures, alignment of terminologies, and miscellaneous editorial corrections.
Convenor comment:
Clause 6.1.2.7 to be merged into S2-2308388; rest handled separately.
Parallel discussion:
Clean up cover page (no highlights) Remove changes on changes.
Comment: Revised in parallel session to S2-2309454.
Comment: S2-2309454: Revision of S2-2309358. Revised in parallel session to S2-2309509.
Comment: S2-2309509: Revision of S2-2309454. Revised in parallel session to S2-2309853.
Comment: S2-2309853: Revision of S2-2309509. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue#6: QoS and Policy Enhancements
S2-2308388 (CR) 23.503 CR1083 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies (Source: OPPO, NTT DOCOMO, LG Electronics, CATT)
Document for: Approval
Abstract: 
Summary of change: Rewording of several definitions related to AI/ML functionality; editorial corrections related to AI/ML functionality.
Convenor comment:
Use as baseline.
Parallel discussion:
Undo last change before NOTE 5 in 6.1.2.7 Undo changes in 6.2.1.2.
Comment: Revised in parallel session to S2-2309455.
Comment: S2-2309455: Revision of S2-2308388. Revised in parallel session to S2-2309510.
Comment: S2-2309510: Revision of S2-2309455. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308575 (CR) 23.503 CR1099 (Rel-18, 'F'): PCC Rules modification to bind the AI/ML traffic to distinct QoS flow (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Clarify how does the PCF know that this is an AI/ML traffic from the AF. Add the AI/ML traffic indicator as one of the PCC rules information. Clarify how AI/ML related PCC rule is bound to the distinct QoS flow.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308576 (CR) 23.502 CR4291 (Rel-18, 'F'): Enable AF to provide AI/ML traffic information to PCF to bind the distinct QoS flow (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Include the AI/ML traffic information as one of the outputs from AF to the PCF when setting up an AF session with required QoS.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308793 (CR) 23.502 CR4332 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Add two inputs (QoS duration and QoS inactivity interval) as optional inputs of Npcf_PolicyAuthorization_Create_request.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308961 (CR) 23.502 CR4369 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Adding timing information for each set of QoS parameteres applied to a QoS flow, and corresponding clarification is provided.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309357 (CR) 23.503 CR1151 (Rel-18, 'F'): Corrections on timing info for AF QoS (Source: Samsung, Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Clarify that the PCF waits for the QoS inactivity interval and repeats the process of allocating and releasing the resources at the beginning and the end of the next QoS duration after the first QoS duration until the AF session is revoked. Miscellaneous editorial corrections.
Convenor comment:
Use as baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308962 (CR) 23.503 CR1129 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Adding timing information for each set of QoS parameteres applied to a QoS flow, and corresponding clarification is provided.
Convenor comment:
Merge into S2-2309357.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Key Issue#7: 5GS Assistance to Federated Learning Operation
A. On assistance to selection of UE for FL operation
S2-2308672 (CR) 23.502 CR4311 (Rel-18, 'F'): Corrections on assistance for member UE selection (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Clarifications regarding the update of the filtering criteria without changing the initial list of target UEs Corrections to the text in the list of filtering criteria: replace selected UE with candidate UE , use of NF service instead of service operation , clarification regarding the shown parameters as some may not be provided as filtering information but still be service operation input parameters, other minor editorials Correction in 4.15.13.4 to clarify that Relative Proximity is an analytics ID Correction in 5.2.6.32.4 not to restrict the filtered out UEs to more than one filter as it can also be useful when there s only one filtering criterion provided Miscellaneous editorial corrections throughout 4.15.13.0.
Convenor comment:
Use as baseline for clauses 4.15.13.0, 4.15.13.2, 4.15.13.3.1, 4.15.13.3.3, 4.15.13.4, 4.15.13.6.1, 5.2.6.32.1, 5.2.6.32.2, 5.2.6.32.4. Rest of clauses merge into other KI7 baseline CRs.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308824 (CR) 23.502 CR4339 (Rel-18, 'F'): NWDAF provides service experience type to NEF for member selection (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the sentence of provision Service Experience type associated with each UEs, and clarify how to NEF to use the filter information to filter the target UE.
Convenor comment:
Baseline for clause 4.15.13.5.2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308874 (CR) 23.502 CR4352 (Rel-18, 'F'): Corrections to Procedures for Member UE Selection Assistance (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Removed the description 'Due to the absence of a time window in the request from the AF,' in the step for discovery and selection of target NFs in clause 4.15.13.5.2, which is not related with the procedure. The description of the NWDAF discovery and selection is added instead of SMF discovery and selection during the Member UE selection assistance procedure for Service Experience and end-to-end data volume transfer time filtering criteria. Remove DNAI which is not used for E2E data volume transfer time filtering criteria. Correct the name of Analytics ID to 'E2E data volume transfer time' as defined in clause 6.18.1 of TS 23.288.
Convenor comment:
Baseline for cl. 4.15.13.6.2. Merge into S2-2308672.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308894 (CR) 23.502 CR4356 (Rel-18, 'F'): Clarification on the time window(s) for selecting the candidate UE(s) (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The following NOTE is added: NOTE: The time window(s) for selecting the candidate UE(s) can only be used by the NEF when subscribing/requesting to NWDAF. The NEF maps the time window(s) for selecting the candidate UE(s) to the Analytics target period, which should be included in the Nnwdaf_AnalyticsSubscription_Subscribe or Nnwdaf_AnalyticsInfo_Request service operations. Clarify the meaning of recommended time window(s). Update the Target of Member UE Selection Assistance Reporting to a list of target UE(s) . Other editorial changes.
Convenor comment:
Baseline for cl. 4.15.13.1, Cl. 5.2.6.32.2 to be merged into S2-2308672.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308435 (CR) 23.501 CR4703 (Rel-18, 'F'): Correction on Member UE selection assistance functionality (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Editorial corrections are made in clause regarding member UE selection assistance functionality.
Convenor comment:
Merge into S2-2308386.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
B. Network Analytics Extensions
S2-2308389 (CR) 23.288 CR0851 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to analytics (Source: OPPO, NTT DOCOMO, LG Electronics, ETRI, CATT)
Document for: Approval
Abstract: 
Summary of change: Rewording of several definitions related to AI/ML functionality; editorial corrections related to AI/ML functionality.
Convenor comment:
Use as baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308396 (CR) 23.288 CR0856 (Rel-18, 'F'): Removing Editor s Note of the Output of the Network Performance Analytics (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Removing Editor s notes from clause 6.6.3.
Convenor comment:
Use as baseline for cl. 6.6.3.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308893 (CR) 23.288 CR0888 (Rel-18, 'F'): Remove the EN regarding Network Performance analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Alignment of description for list of TAs and Cell IDs. Addition of average and peak usage to several places where it was missing. Remove the following EN: Editor's note: The possibility to provide the gNB resource usage for GBR traffic and gNB resource usage for Delay-critical GBR traffic based on existing network performance management parameters defined in TS 28.552 [8] is to be confirmed by SA WG5. Other editorial changes.
Convenor comment:
Use as baseline for cl. 6.6.1. Merge into S2-2308396 for cl. 6.6.3.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309359 (CR) 23.288 CR0912 (Rel-18, 'F'): Miscellaneous corrections on application AI/ML-related analytics (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Alignment of terminologies Miscellaneous editorial corrections.
Convenor comment:
Use as baseline for clauses 6.14.1, 6.14.2. Merge into S2-2308389 for rest of clauses (6.6.3, 6.7.2.3, 6.18.1, 6.18.2, 6.18.3, 6.18.4).
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
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This agenda item was convened by Wanqiang Zhang (Qualcomm).
General correction
S2-2309167 (CR) 23.247 CR0303 (Rel-18, 'D'): Editorial corrections (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Editorial corrections, e.g. correcting the NF name, clause reference and etc.
Comment: Revised in parallel session to S2-2309604.
Comment: S2-2309604: Revision of S2-2309167. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
KI#1 Reception in RRC Inactive
S2-2308463 (CR) 23.247 CR0277 (Rel-18, 'F'): Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: When requesting to create an MBS session, the AF can indicate that the MBS session shall not be deactivated by the network to prevent a risk of packet loss.
Comment: Wrong CR Number (0777). Revised to S2-2309395.
Comment: S2-2309395: Revision of S2-2308463. Postponed in parallel session.
Status: Postponed.
S2-2308469 (CR) 23.247 CR0278 (Rel-18, 'F'): Providing MBS assistance information to gNB after handover. (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: During Xn handover between supporting NG-RAN nodes, the MBS assisatnce information is provided to the target RAN node in the PATH Switch ACK. Remove EN and make procedure applicable only for Xn handover.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308940 (CR) 23.247 CR0299 (Rel-18, 'F'): Resolving the EN on whether MBS assistance information is transferred in Xn. (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the EN on RAN WG to confirm that the MBS session information transferred from source NG-RAN towards target NG-RAN includes MBS assistance information.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308941 (CR) 23.247 CR0300 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the EN on the RRC_INACTIVE UE mobility within RNA. Clarify the UE can keep RRC INACTIVE if it can obtain the PTM configuration or resume if it cannot obtain the PTM configuration.
Comment: Revised in parallel session to S2-2309605.
Comment: S2-2309605: Revision of S2-2308941. Revised in parallel session to S2-2309720.
Comment: S2-2309720: Revision of S2-2309605. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308615 (CR) 23.247 CR0280 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update clause 6.12 to add the enhancment on paging handling. Update clause 6.17 to clarifiy how NG-RAN notifies the group member UE whether it is still allowed to be receive in RRC-inactive state during MBS session activation. Clarify that UE can keep in RRC Inactive state to receive the MBS session data.
Comment: Revised in parallel session to S2-2309606, merging S2-2309168 and S2-2308939.
Comment: S2-2309606: Revision of S2-2308615, merging S2-2309168 and S2-2308939. Revised in parallel session to S2-2309721.
Comment: S2-2309721: Revision of S2-2309606. Revised to S2-2309756.
Comment: S2-2309756: Revision of S2-2309721. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308939 (CR) 23.247 CR0298 (Rel-18, 'F'): Clarifcation on the RAN notifying the UE receiving the multicast MBS data in the RRC Inactive during group paging. (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the EN on how the RAN notifies the RRC INACITVE UE to receives the multivast MBS data in the RRC INACTIVE UE. And clarify how the RAN notify the UE.
Comment: Merged into S2-2309606.
Status: Merged.
S2-2309168 (CR) 23.247 CR0304 (Rel-18, 'F'): Resolve EN on notifying the UE in RRC_INACTIVE state during MBS session activation (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Resolve the editor's note on how the NG-RAN notifies the UE in RRC_INACTIVE state during multicast MBS session activation.
Comment: Merged into S2-2309606.
Status: Merged.
S2-2308709 (CR) 23.502 CR4321 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Replace the NOTE in Data Key column with External Group ID Remove the table note.
Comment: Revised in parallel session to S2-2309607.
Comment: S2-2309607: Revision of S2-2308709. Revised in parallel session to S2-2309722.
Comment: S2-2309722: Revision of S2-2309607. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308710 (CR) 23.247 CR0285 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarify that MBS Assistant Information applies to a list of UEs with a multicast group (represented by External group ID) and a MBS Session ID.
Comment: Revised in parallel session to S2-2309608.
Comment: S2-2309608: Revision of S2-2308710. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308938 (CR) 23.247 CR0297 (Rel-18, 'F'): Resolving the EN on the RRC inactive assitant information (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the EN on the MBS assistance information protocol details, and keeping alignment with RAN WG description.
Comment: Revised in parallel session to S2-2309609.
Comment: S2-2309609: Revision of S2-2308938. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
KI#2 MOCN broadcast reception
S2-2308942 (CR) 23.247 CR0301 (Rel-18, 'F'): Clarification on the Resource sharing across broadcast MBS Sessions in MOCN (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: If the RAN does not allocate the N3md DL tunnel for MOCN optimization case, RAN return the casue. Corrects the reference clasue and addes the Area session ID in the BROADCAST SESSION TRANSPORT REQUEST During Broadcast MBS session release, the step 5 may be skipped. Correting the clause reference.
Comment: Revised in parallel session to S2-2309610.
Comment: S2-2309610: Revision of S2-2308942. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308943 (CR) 23.247 CR0302 (Rel-18, 'F'): Proposal on the MBSBroadcast_ContextStatusNotify service operation (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Change the type of Namf_MBSBroadcast_ContextStatusNotify to Request/Response.
Comment: Noted in parallel session.
Status: Noted.
KI#5 UE using power saving functions
S2-2308470 (CR) 23.247 CR0279 (Rel-18, 'F'): Corrections for support of MBS data reception for UEs using power saving functions (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: The harmfull Note impacting power saving is removed. At MBS session activation, for UEs with negotiated eDRX, the AMF ignores the eDRX. Remove EN about possible RAN allignment.
Comment: Revised in parallel session to S2-2309603.
Comment: S2-2309603: Revision of S2-2308470. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308711 (CR) 23.247 CR0286 (Rel-18, 'F'): Convertingthe requiremnt of AF handling service announcement to a NOTE (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Convert the requirement of AF handling service announcement to a NOTE and add power saving function for the possible reason of UE being unreachable.
Comment: Revised to S2-2309383.
Comment: S2-2309383: Revision of S2-2308711. Revised in parallel session to S2-2309611.
Comment: S2-2309611: Revision of S2-2309383. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097300]9.11.2	Network Slicing Phase 3 (eNS_Ph3)
This agenda item was convened by Wanqiang Zhang (Qualcomm).
KI#1
S2-2308322 (LS IN) LS from RAN WG3: Response to Reply LS on Support of network slices which have area of service not matching deployed tracking areas (Source: RAN WG3 (R3-233432))
Document for: Action
Abstract: 
RAN WG3 would like to thank SA WG2 for their LS on Support of network slices which have area of service not matching deployed tracking areas. RAN WG3 has further discussed how to prepare NG-RAN resources to serve the alternative S-NSSAI and would like to request feedback on the following approaches proposed: Approach 1: The resources associated to the RRMPolicyRatio(s) (See TS28.541) of which the alternative S-NSSAI is member are adjusted (by OAM) in order to take into account the additional load potentially generated by remapping one or more slices into the alternative S-NSSAI. Approach 2: By retrieving data from the OAM and making them available to the AMF, the AMF can determine the RRMPolicyRatio utilisation for the resources of potential Alternative S-NSSAIs. In this way, an appropriate Alternative S-NSSAIs can be selected, whose RRMPolicyRatio(s) has free resources. The AMF/SMF is expected to select different Alternative S-NSSAIs on a per UE basis to achieve load distribution. Approach 3: Coordination is taken to ensure that both the original slice and the one or more potential remapped slices are member of the same RRMPolicyRatio(s) (See TS28.541). This ensures that the resources that would have been used at RAN for the original slice may be used instead for the alternative slice. Action: RAN WG3 kindly asks SA WG2 to provide feedback accordingly.
Comment: Responses drafted in S2-2308763, S2-2309289. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308511 (DISCUSSION) On the identification of both the replaced and the Alternative S-NSSAI of sessions in the system . (Source: Nokia, Nokia Shanghai Bell)
Document for: Discussion
Abstract: 
This paper provides background on why the both alternative and replaced s-NSSAIs should be provided the UE, NG-RAN and CN NFs handling a replaced network slice.
Comment: Noted in parallel session.
Status: Noted.
S2-2308512 (CR) 23.501 CR4717 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1 (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The necessary normative changes are provided for support proper resource managmeent and identification of the the sessions using the alternative S-NSSAI due to network slice replacement. An editor's note has been removed for the NG-RAN related behaviour.
Convenor comment:
Handle.
Parallel discussion:
The handling of the case the UE is not yet updated needs to be addressed.
Comment: Revised in parallel session to S2-2309516.
Comment: S2-2309516: Revision of S2-2308512. Revised in parallel session to S2-2309688.
Comment: S2-2309688: Revision of S2-2309516. Revised in parallel session to S2-2309741.
Comment: S2-2309741: Revision of S2-2309688. Revised to S2-2309752.
Comment: S2-2309752: Revision of S2-2309741. Agreed.
Plenary Discussion:
A comment was added to the Chair notes. This CR was approved.
Status: Agreed.
S2-2308762 (CR) 23.501 CR4582R2 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI (Source: Ericsson, ZTE, Apple)
Document for: Approval
Abstract: 
Summary of change: Removed EN related to how RAN uses resources, but without clarifying that it is the S-NSSAI of the Alternative S-NSSAI that is sent to UPF and NG-RAN i.e. not the Alternative S-NSSAI IE as that should anyway be understood. Clarified what resources the NG-RAN and UPF uses, and that the UE associates the PDU Session with the Alternative S-NSSAI.
Convenor comment:
Handle.
Comment: Revision of (revised and postponed) S2-2306451 from S2#157. Revised in parallel session to S2-2309515.
Comment: S2-2309515: Revision of S2-2308762. Revised in parallel session to S2-2309689.
Comment: S2-2309689: Revision of S2-2309515. Revised in parallel session to S2-2309742.
Comment: S2-2309742: Revision of S2-2309689. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308514 (CR) 23.502 CR4275 (Rel-18, 'F'): Clarification on the Support of slice replacement (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Removal of editor's note and alignment of text in 23.502in RM and SM procedures.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309298 (CR) 23.502 CR4434 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI (Source: ZTE, Apple, Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove the Editor Note.
Convenor comment:
Handle.
Comment: Revised in parallel session to S2-2309517.
Comment: S2-2309517: Revision of S2-2309298. Revised in parallel session to S2-2309690.
Comment: S2-2309690: Revision of S2-2309517. Revised to S2-2309753.
Comment: S2-2309753: Revision of S2-2309690. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308763 (LS OUT) (DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI (Source: Ericsson)
Document for: Approval
Abstract: 
Replies to RAN WG3 request for feedback on 3 approaches to prepare NG-RAN resources to serve the alternative S-NSSAI.
Convenor comment:
Handle - Use as basis.
Comment: Response to S2-2308322. Revised in parallel session to S2-2309518, merging S2-2309289.
Comment: S2-2309518: Revision of S2-2308763, merging S2-2309289. Revised in parallel session to S2-2309691.
Comment: S2-2309691: Revision of S2-2309518. Revised in parallel session to S2-2309743 (withdrawn).
Plenary Discussion:
Noted.
Status: Noted.
Comment: S2-2309743: Revision of S2-2309691. Withdrawn.
Status: Withdrawn.
S2-2309289 (LS OUT) [DRAFT] Further LS response on NG-RAN resource for alternative S-NSSAI (Source: ZTE)
Document for: Approval
Abstract: 
Further LS response on NG-RAN resource for alternative S-NSSAI.
Convenor comment:
Merge into S2-2308763?
Comment: Response to S2-2308322. Merged into S2-2309518.
Status: Merged.
S2-2308338 (LS IN) LS from SA WG4: LS on network slice replacement procedure (Source: SA WG4 (S4-231048))
Document for: Action
Abstract: 
As part of its study on Network Slicing Extensions for 5G media services, SA WG4 is looking into the network slice replacement procedure specified in clause 5.15.19 of TS 23.501. From SA WG4 perspective, knowing the following information helps in understanding the impact of the above procedure on SA WG4-defined 5G Media Streaming procedures specified in TS 26.512: 1. Can SA WG2 confirm that the Alternative network slice provides similar performance as that of the original network slice that it replaces? 2. Is the network slice replacement procedure transparent to the UE application? 3. Are the Application Function and the Application Provider notified when the network slice replacement procedure is invoked by the 5G System? 4. Is the Application Provider made aware of the Alternative network slice information prior to the network slice replacement procedure being invoked by the 5G System (e.g., through OAM)? SA WG4 would like to request that SA WG2 provide clarification on the above questions. In case the above aspects are not yet looked into in SA WG2, SA WG4 would like to request that SA WG2 provides a response on whether it intends to look into these aspects in Release 18 (or beyond). Action: SA WG4 kindly requests SA WG2 to provide answers to the above questions. Action: SA WG4 kindly requests SA WG2 to inform it of any existing or planned work in this area.
Comment: Responses drafted in S2-2308537, S2-2308788, S2-2308848, S2-2309292, S2-2309329, S2-2309394. Final response in S2-2309692.
Plenary Discussion:
Final response in S2-2309692.
Status: Replied to.
S2-2308537 (LS OUT) [DRAFT] Reply LS on network slice replacement procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Reply LS on network slice replacement procedure.
Convenor comment:
Merge into S2-2308788?
Comment: Response to S2-2308338. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308788 (LS OUT) [DRAFT] Reply LS on Network Slice Replacement Procedure (Source: Samsung)
Document for: Approval
Abstract: 
This is the LS reply on Network Slice Replacement Procedure (S2-2308338/S4-231048).
Convenor comment:
Handle - Use as basis. Depends on the CR.
Comment: Response to S2-2308338. Revised in parallel session to S2-2309520.
Comment: S2-2309520: Revision of S2-2308788. Revised in parallel session to S2-2309692, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848.
Comment: S2-2309692: Revision of S2-2309520, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308848 (LS OUT) [DRAFT] Reply LS on network slice replacement procedure (Source: LG Electronics)
Document for: Approval
Abstract: 
To: SA WG4.
Convenor comment:
Merge into S2-2308788?
Comment: Response to S2-2308338. Merged into S2-2309692.
Status: Merged.
S2-2309292 (LS OUT) [DRAFT] Response to LS on network slice replacement procedure (Source: ZTE)
Document for: Approval
Abstract: 
Response to LS on network slice replacement procedure.
Convenor comment:
Merge into S2-2308788?
Comment: Response to S2-2308338. Merged into S2-2309692.
Status: Merged.
S2-2309329 (LS OUT) [DRAFT] Reply LS on network slice replacement procedure (Source: Qualcomm France)
Document for: Approval
Abstract: 
To: SA WG4.
Convenor comment:
Merge into S2-2308788?
Comment: Response to S2-2308338. Merged into S2-2309692.
Status: Merged.
S2-2309394 (LS OUT) [DRAFT] Reply LS on network slice replacement procedure (Source: OPPO)
Document for: Approval
Abstract: 
To: CT WG4. CC: CT WG3.
Convenor comment:
Merge into S2-2308788?
Comment: Response to S2-2308338. Merged into S2-2309692.
Status: Merged.
S2-2308845 (DISCUSSION) Discussion on Network Slice Replacement event report to the AF. (Source: LG Electronics)
Document for: Discussion
Abstract: 
This paper discusses Network Slice Replacement event report to the AF.
Comment: Noted in parallel session.
Status: Noted.
S2-2308846 (CR) 23.502 CR4345 (Rel-18, 'F'): Support of Network Slice Replacement event report to the AF (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 1. Update Npcf_SMPolicyControl_Delete service so that SMF reports Network Slice Replacement event during the SM Policy Association Termination procedure. 2. Add Network Slice Replacement Data in the UDR Data Key table.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308786 (CR) 23.502 CR4328 (Rel-18, 'F'): Support of network slice replacement event exposure (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: AMF event for the network slice replacement is defined and exposure of the event is supported by re-using the existing procedure.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308847 (CR) 23.503 CR1123 (Rel-18, 'F'): Update of Network Slice Replacement event report (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 1. Update Network Slice Replacement event report so that SMF/PCF reports event in case of Alternative S-NSSAI to S-NSSAI tranfer as well as S-NSSAI to Alternative S-NSSAI transfer. 2. Update Network Slice Replacement event report from the SMF to PCF so that the event is also reported during the SM Policy Association Termination procedure when the SMF performs Network Slice Replacement via PDU Session Release. 3. Add Mapping of S-NSSAI to Alternative S-NSSAI information to the Network slice replacement information so that NEF can use the information to handle AF request based on original S-NSSAI. 4. In Network Slice Replacement event of Table 6.1.3.18-1, changed subscriber from 'PCF' to 'AF' since the intention is to report Alternative S-NSSAI to the AF.
Convenor comment:
Handle.
Comment: Revised in parallel session to S2-2309519, merging S2-2309300 and S2-2308538.
Comment: S2-2309519: Revision of S2-2308847, merging S2-2309300 and S2-2308538. Revised in parallel session to S2-2309693.
Comment: S2-2309693: Revision of S2-2309519. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308538 (CR) 23.503 CR1095 (Rel-18, 'F'): Correction on PCF events (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add AF in the NF that can subscribe for reporting and NOTE 7 should also be applied to this event. Also adds Alternative S-NSSAI in the reporting.
Convenor comment:
Handle.
Comment: Merged into S2-2309519.
Status: Merged.
S2-2309300 (CR) 23.503 CR1146 (Rel-18, 'F'): Clarification on network slice replacement (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Clarify that the PCF should not report the Network Slice Replacement information towards AF. Clarify that the SMF only include the Alternative S-NSSAI to PCF during new PDU session establishment with both S-NSSAI and Alternative S-NSSAI.
Convenor comment:
Handle.
Comment: Merged into S2-2309519.
Status: Merged.
S2-2308500 (CR) 23.501 CR4713 (Rel-18, 'F'): Allowed NSSAI determination for Network Slice Replacement (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: It is proposed that when the number of S-NSSAIs included in the Allowed NSSAI is equle to or exceeds the maximum number of allowed S-NSSAIs, i.e. eight, the AMF provides an alternative S-NSSAI only if there is an S-NSSAI currently not used by the UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308764 (CR) 23.501 CR4583R1 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarified that NSSF and OAM can send additional information to handle congestion to the AMF and also notify the AMF to terminate the replacement.
Comment: Revision of (unhandled) S2-2306452 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308765 (CR) 23.502 CR4326 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarified the congestion mitigation information from the NSSF.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308536 (CR) 23.502 CR4279 (Rel-18, 'F'): Support of network slice replacement for handover (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Support of network slice replacement for handover.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308785 (CR) 23.502 CR4203R2 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Enable the SMF to trigger the procedure to update the number of PDU Sessions during the network slice replacement.
Comment: Revision of (postponed) S2-2306894 from S2#157. Confirm Spec version used - CR states 18.1.0! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308789 (CR) 23.501 CR4787 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Enable the SMF to trigger the procedure to update the number of PDU Sessions during the network slice replacement.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309003 (CR) 23.502 CR4377 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Enable the SMF to trigger the procedure to update the number of PDU Sessions during the network slice replacement.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308501 (CR) 23.501 CR4714 (Rel-18, 'F'): Session Management for Network Slice Replacement (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: It is proposed that UE establishes different PDU sessions for each S-NSSAI mapped to the same alterntavie S-NSSAI.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308498 (CR) 23.501 CR4712 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Proposal #1: When the AMF is notified that the S-NSSAI is available again or the congestion of the S-NSSAI has been mitigated, and if the UE is in CM-IDLE, the AMF can wait until the UE in CM-CONNECTED state and stores an indication to indicate that UE reconfiguration is required in UE context. When the UE establishes a NAS signalling connection, e.g. through a Service Request procedure or through a UE registration procedure, the AMF reconfigures the UE and removes the indication from the UE context Proposal #2: The AMF stores the mapping of alternative S-NSSAI and the S-NSSAI as UE context, and verifies Requested NSSAI provided in Registration Request and mapping of the S-NSSAI to an Alternative S-NSSAI provided in PDU Session Establishment Request against the mapping information stored in UE context. Requested NSSAI verification is needed because the Requested NSSAI can include unsubscribed alternative S-NSSAI if the unsubscribed alternative S-NSSAI was previously provided to the UE as a part of Allowed NSSAI and/or Configured NSSAI. If the UE provides invalid information, the AMF determines to update the UE configuration. Proposal #3: Text is updated to clarify that the UE provides the alternative S-NSSAI in PDU Session Establishment Request if the UE has been provided with the mapping of the S-NSSAI to an Alternative S-NSSAI.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308499 (CR) 23.502 CR4272 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Proposal #1: When the AMF is notified that the S-NSSAI is available again or the congestion of the S-NSSAI has been mitigated, and if the UE is in CM-IDLE, the AMF can wait until the UE in CM-CONNECTED state and stores an indication to indicate that UE reconfiguration is required in UE context. When the UE establishes a NAS signalling connection, e.g. through a Service Request procedure or through a UE registration procedure, the AMF reconfigures the UE and removes the indication from the UE context Proposal #2: The AMF stores the mapping of alternative S-NSSAI and the S-NSSAI as UE context, and verifies Requested NSSAI provided in Registration Request and mapping of the S-NSSAI to an Alternative S-NSSAI provided in PDU Session Establishment Request against the mapping information stored in UE context. Requested NSSAI verification is needed because the Requested NSSAI can include unsubscribed alternative S-NSSAI if the unsubscribed alternative S-NSSAI was previously provided to the UE as a part of Allowed NSSAI and/or Configured NSSAI. If the UE provides invalid information, the AMF determines to update the UE configuration.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#3
S2-2308315 (LS IN) LS from RAN WG2: Reply LS on NAS-AS interaction in terms of NS-AoS (Source: RAN WG2 (R2-2306821))
Document for: Information
Abstract: 
RAN WG2 thanks for the LS on NAS-AS interaction in terms of NS-AoS (C1-232944 / R2-2304606). RAN WG2 has discussed the issue and concluded that alternative 2 is the preferred option from RAN WG2 perspective, as it is more aligned with the current functional division between NAS and AS layers in the UE.
Comment: Noted in parallel session.
Status: Noted.
S2-2308278 (LS IN) LS from CT WG1: LS on NAS-AS interaction in terms of NS-AoS (Source: CT WG1 (C1-232944))
Document for: Information
Abstract: 
CT WG1 is working on stage 3 implementation in terms of NS-AoS specified in TS 23.501. With respect to the following requirement regarding NS-AoS, CT WG1 would like to share what has been discussed in CT WG1. The S-NSSAI location availability information sent to the UE includes, for each applicable S-NSSAI of the Configured NSSAI, Location information indicating the cells of TAs in the RA where the related S-NSSAI is available if the S-NSSAI is not available in all the cells of the TA. In order to fulfil the requirement, the NAS layer of a UE needs to know whether the UE is in an NS-AoS or not. Two alternatives are available: Alternative 1 The NAS layer forwards the S-NSSAI location availability information to the AS layer. Based on the S-NSSAI location availability and the UE s serving cell, the AS layer indicates whether the UE is inside or outside an NS-AoS to the NAS layer. Alternative 2 The NAS layer receives information of the UE s serving cell from the AS layer.
Comment: Revision of Postponed S2-2306294 from S2#157. Noted in parallel session.
Status: Noted.
S2-2308508 (DISCUSSION) Some issues identified in the normative text for KI#3. (Source: Nokia, Nokia Shanghai Bell)
Document for: Discussion
Abstract: 
Some issues identified in the normative text for KI#3.
Comment: Noted in parallel session.
Status: Noted.
S2-2308510 (CR) 23.501 CR4716 (Rel-18, 'F'): Removing the support of non supporting UEs for NS-AoS not matching deployed TAs (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Removing the support of non supporting UEs from clause 5.15.18.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308539 (CR) 23.503 CR1096 (Rel-18, 'F'): URSP handling for legacy UEs (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add a NOTE that If the validity time as described in TS 23.501 [2] clause 5.15.6 and/or location availability information as described in TS 23.501 [2] clause 5.15.8 is available for one S-NSSAI in the PCF then such information can be used by the PCF to generate Time Window and/or Location Criteria of the URSP rule.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308509 (CR) 23.501 CR4715 (Rel-18, 'F'): Resolving NSAC issues of KI#3 (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Differntiate the handling of Allowed and partially allowed NSSAI.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308594 (CR) 23.501 CR4741 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: It is proposed to use the available handover procedure where the NG-RAN deactivates the User Plane resources (i.e. release DRBs) of the PDU Session when the UE in CM-Connected state moves to a target cell (outside the Location information of the S-NSSAI) where the resources for the DRB(s) are not available.
Convenor comment:
Handle.
Comment: Revised in parallel session to S2-2309521.
Comment: S2-2309521: Revision of S2-2308594. Revised in parallel session to S2-2309694.
Comment: S2-2309694: Revision of S2-2309521. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308766 (CR) 23.501 CR4779 (Rel-18, 'F'): Updates on S-NSSAI Location Availability information (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: SMF logic to subscribe for AoI is added.
Convenor comment:
Merge into S2-2309119?
Comment: Merged into S2-2309522.
Status: Merged.
S2-2309119 (CR) 23.501 CR4857 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: It is proposed that AMF shall indicate the S-NSSAI is subjected to mentioning slice restriction area SMF shall subscribe to UE mobility event notification' for reporting UE presence in Area of Interest when informed by AMF that UE is outside then SMF does not send user data.
Convenor comment:
Handle.
Comment: Revised in parallel session to S2-2309522, merging S2-2308766.
Comment: S2-2309522: Revision of S2-2309119, merging S2-2308766. Revised in parallel session to S2-2309695.
Comment: S2-2309695: Revision of S2-2309522. Revised in parallel session to S2-2309744.
Comment: S2-2309744: Revision of S2-2309695. Revised to S2-2309754.
Comment: S2-2309754: Revision of S2-2309744. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308767 (CR) 23.501 CR4780 (Rel-18, 'F'): Handling at expiry of S-NSSAI validity time (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Adding AMF logic for adding S-NSSAI to the Allowed NSSAI at the expiry of S-NSSAI validity time of a single S-NSSAI in the Allowed NSSAI.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309076 (CR) 23.501 CR4489R4 (Rel-18, 'F'): Registration status after S-NSSAI removal based on S-NSSAI validity time information (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: UE and AMF implicitly removes the registration and moves to deregistered sate when the last slice gets removed implicitly based on S-NSSAI validity time info.
Comment: Revision of S2-2307545 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308768 (CR) 23.501 CR4781 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarifying the support for Network Slices with area restrictions and Interworking with EPC.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308769 (CR) 23.502 CR4327 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Logic for not enabling EPS interworking for S-NSSAI with restricted area availability and completing the missing IE in SMF service.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308541 (CR) 23.503 CR1097 (Rel-18, 'F'): Correction on RFSP index generation (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the above description in RRM related description.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309104 (CR) 23.501 CR4850 (Rel-18, 'F'): Clarification for temporary slices having validity time information (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: If the AMF has received the UE capability indication support for temporarily available network slices then the AMF includes this indication Based on the indication NSSF keep or remove the slice from Configured NSSAI or Allowed NSSAI if the validity time indicates the slice is not available UE shall not include the S-NSSAI in the Requested NSSAI across all access types regardless of whether the validity time information is received over any access type.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309108 (CR) 23.502 CR4392 (Rel-18, 'F'): Clarification for temporary slices having validity time information (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: If the AMF has received the UE capability indication support for temporarily available network slices then the AMF includes this indication Based on the indication NSSF keep or remove the slice from Configured NSSAI or Allowed NSSAI if the validity time indicates the slice is not available.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#4
S2-2308302 (LS IN) LS from CT WG4: LS OUT on NSACF Role and NSAC Service Area (Source: CT WG4 (C4-232359))
Document for: Action
Abstract: 
CT WG4 is now developing the stage 3 specification of eNS_Ph3 work item. During the implementation of hierarchical NSACF architecture and NSAC service area, several questions were raised in CT WG4 and need SA WG2 clarification: Q1. For hierarchical NSACF architecture, an NSACF may function as a primary NSACF or a subordinate NSACF. However, it is not clear to CT WG4 that whether the configuration of NSACF role (i.e. primary NSACF or subordinate NSACF) is per S-NSSAI basis, or for the whole PLMN? Q2. If the network is configured with multiple NSAC service areas, is it possible or valid deployment that, for a given S-NSSAI, an NSACF instance can act as the primary NSACF and at the same time for certain NSAC service area(s) also act as a distributed NSACF (with other NASC service areas served by other distributed NSACFs). Q3. It is not clear to CT WG4, whether a NSAC service area may be identified by TAI(s) or should be instead identified by a new NSAC service area identifier that may take the form of an operator defined string? CT WG4 would like to request SA WG2 to clarify the above questions from CT WG4. Action: CT WG4 kindly requests SA WG2 to answer the questions above.
Comment: Responses drafted in S2-2308517, S2-2308616, S2-2308866, S2-2309304. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308517 (LS OUT) [DRAFT] Reply LS on NSACF Role and NSAC Service Area (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
To: CT WG4.
Convenor comment:
Merge into S2-2308613?
Comment: Response to S2-2308302. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308616 (LS OUT) [DRAFT] Response LS on NSACF Role and NSAC Service Area (Source: Huawei, HiSilicon,)
Document for: Approval
Abstract: 
The response LS to the incoming LS, C4-232359.
Convenor comment:
Handle - Use as basis.
Comment: Response to S2-2308302. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308866 (LS OUT) [DRAFT] Reply LS on NSACF Role and NSAC Service Area (Source: Samsung)
Document for: Approval
Abstract: 
To: CT WG4.
Convenor comment:
Merge into S2-2308613?
Comment: Response to S2-2308302. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309304 (LS OUT) [DRAFT] Response to LS on NSACF Role and NSAC Service Area (Source: ZTE)
Document for: Approval
Abstract: 
Response to LS on NSACF Role and NSAC Service Area.
Convenor comment:
Merge into S2-2308613?
Comment: Response to S2-2308302. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308596 (CR) 23.501 CR4742 (Rel-18, 'F'): Clarifications on the Hierarchical NSACF architecture (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: This CR clarifies in clause 5.15.11.1.2 that the NSACF can manage the NSAC locally and reply to the AMF when the local maximum number of UEs is not reached.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308450 (CR) 23.501 CR4706 (Rel-18, 'F'): KI#4: Clarification on updated values returned from Primary NSACF (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: It is proposed that updated values returned from the Primary NSACF can be applied to the current request, but must be applied to all future requests. The XYZ service used in Clause 5.15.11.1.2 and 5.15.11.2.2 is replaced with the proper service operations and the corresponding referece clauses from TS23.502.
Convenor comment:
Merge into S2-2308596?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308451 (CR) 23.501 CR4707 (Rel-18, 'F'): KI#4: Clarification of Admission Threshold (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: It is proposed to clarify the definition of admission threshold and idnciates that it is percentage in nature vs the provisioned quota.
Convenor comment:
Merge into S2-2308596?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308617 (CR) 23.501 CR4649R1 (Rel-18, 'F'): Clean Up of Hierarchical NSAC Architecture (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: NSACF interaction between two PLMN for LBO roaming scenario not supported is removed. Also one NOTE is added to clarify that NSACF in two PLMN can have interaction. Adding more precise reference clauses in clause 5.15.11.0. The correction of the XYZ service used in Clause 5.15.11.1.2 and 5.15.11.2.2 with the proper service operations and the corresponding referece clauses from TS23.502. Minor correction in Clause 5.15.11.5 and 6.3.22.
Convenor comment:
Merge into S2-2308596?
Comment: Revision of (unhandled) S2-2307065 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308453 (CR) 23.502 CR4262 (Rel-18, 'F'): KI#4: Clarification on Hierarchical NSACF architecture procedures (Source: NSACF)
Document for: Approval
Abstract: 
Summary of change: It is proposed that updated values returned from the Primary NSACF can be applied to the current request, but must be applied to all future requests.
Convenor comment:
Handle.
Comment: Source should be Ericsson Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308598 (CR) 23.502 CR4296 (Rel-18, 'F'): Clarification on the Hierarchical NSACF procedures (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: In step 7 of the procedure, it is proposed to refer to the clause 4.2.11.2 for the Result indication sent from the Primary NSACF to the NSACF. Further, the sum of all local maximum number of UEs or UE admission threshold sent to the NSACFs shall be equal or less than the global maximum number of UEs.
Convenor comment:
Merge into S2-2308453?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308519 (CR) 23.502 CR4276 (Rel-18, 'F'): Clarification of the discovery and selection of NSACF (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Provides the necessary normative text modification to clarify the above aspects.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#5
S2-2308323 (LS IN) LS from RAN WG3: Response LS on Partially Allowed/Rejected S-NSSAI (Source: RAN WG3 (R3-233433))
Document for: Action
Abstract: 
RAN WG3 thanks SA WG2 for the clarifications concerning the handling of Partially Allowed NSSAI by the gNB. RAN WG3 has further discussed the encoding of the Partially Allowed NSSAI and agreed to send the Partially Allowed NSSAI from AMF to the gNB encoded as separate IE than the Allowed NSSAI as shown attached. Action: RAN WG3 kindly ask SA WG2 to take the above into account.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2309334 (CR) 23.502 CR4439 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used at NGAP (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Resolved the Editor s notes related to S-NSSAIs used at NGAP. Add AMF sending S-NSSAI(s) rejected partially in the RA, rejected S-NSSAI(s) for the RA, Pending NSSAI to the PCF.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309296 (CR) 23.502 CR4432 (Rel-18, 'F'): Partially Allowed/Rejected NSSAI over N2 (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: The remaining Editor s note can be removed.
Convenor comment:
Merge into S2-2309334?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308770 (DISCUSSION) Support of partially rejected, Partially Allowed NSSAI and Target NSSAI (Source: Ericsson, Deutsche Telecom)
Document for: Agreement
Abstract: 
This contribution discusses aspects related to NSSAI s partially Rejected in RA, Partially Allowed NSSAI s and Target NSSAI.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308771 (CR) 23.501 CR4782 (Rel-18, 'F'): Support of Partially Allowed NSSAI and Target NSSAI (Source: Ericsson, Deutsche Telekom, Bell Mobility)
Document for: Approval
Abstract: 
Summary of change: Removed restriction that the Target NSSAI includes at least one Rejected S-NSSAI and added the possibility to send Target NSSAI more than once and in more NGAP messages.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308772 (LS OUT) (DRAFT) LS on Support of Partially Allowed NSSAI and Target NSSAI (Source: Ericsson)
Document for: Approval
Abstract: 
Informing RAN WG3 of the progress of Partially Allowed NSSAI related work.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308773 (CR) 23.501 CR4783 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used to determine RFSP (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarifies the S-NSSAIs used as input to setting RFSP, and removes the EN on Partially Allowed NSSAI.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309151 (CR) 23.501 CR4863 (Rel-18, 'F'): Correction on RFSP index generation (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the above description in RRM related description.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308774 (CR) 23.503 CR1118 (Rel-18, 'F'): S-NSSAIs used to determine RFSP (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Updated and aligned the terminology for the Policy Control Request Trigger.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308593 (CR) 23.501 CR4740 (Rel-18, 'F'): PDU Session management when the UE is outside the area of slice support or availability (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: In the cases where an established PDU Session is associated with an S-NSSAI included in the Partially Allowed NSSAI or if NS-AoS for the S-NSSAI applies, it is proposed that at any UE location in the RA (i.e. even when the UE is outside the slice area of support or availability), the UE or the SMF may initiate a PDU Session modification or release procedure for the PDU Session.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308595 (CR) 23.501 CR4350R2 (Rel-18, 'F'): Clarification on the list of TAs associated with S-NSSAI partially rejected in the RA (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: This CR clarifies in clause 5.15.4.1.1 that the list of TAs (associated with the S-NSSAI partially rejected in the current RA) may contain either the TAs where the S-NSSAI is supported or the TAs where the S-NSSAI is not supported.
Comment: Revision of (unhandled) S2-2307248 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309026 (CR) 23.501 CR4631R2 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5 (Source: NEC)
Document for: Approval
Abstract: 
WITHDRAWN: Summary of change: The AMF provides partially allowed NSSAI in addition to the allowed NSSAI. The NSSF also provides AMF set handling both allowed NSSAI and partially allowed NSSAI.
Comment: Revision of (noted) S2-2307499 from S2#158. Withdrawn. Replaced by S2-2309034.
Comment: S2-2309034: Revision of S2-2309026. Confirm CR Revision - CR states 2! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309048 (CR) 23.502 CR4122R3 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5 (Source: NEC)
Document for: Approval
Abstract: 
Summary of change: The AMF provides partially allowed NSSAI in addition to the allowed NSSAI. The NSSF also provides AMF set handling both allowed NSSAI and partially allowed NSSAI.
Comment: Revision of (withdrawn) S2-2307500 from S2#157. Confirm CR Revision - CR states - ! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#6
S2-2308279 (LS IN) LS from CT WG1: LS on UE implementing the de-registration inactivity timer (Source: CT WG1 (C1-232970))
Document for: Action
Abstract: 
CT WG1 has been discussing the mobility management aspect of the network slice usage control feature in stage 3 specifications. CT WG1 notes the AMF has been required to maintain the deregistration inactivity timer per on-demand S-NSSAI to achieve the network slice usage control. Namely, the AMF is aware of the timer and the case for which the on-demand S-NSSAI needs to be de-registered. If the network slice needs to be de-registered, the AMF removes it from the allowed NSSAI and informs the UE about the new allowed NSSAI. In addition, the timer and the status of the on-demand S-NSSAI on the AMF side will always be regarded as the baseline regardless of the misalignment on the UE side. Based on the above, CT WG1 considers whether a solution with network control only can be possible in which a de-registration inactivity timer on the UE side would be avoided. Action: CT WG1 kindly asks SA WG2 to take the above information into account, provide feedback and update stage-2 specification if needed.
Comment: Revision of Postponed S2-2306295 from S2#157. Response drafted in S2-2308868, S2-2309008. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308868 (LS OUT) [DRAFT] Reply LS on UE implementing the de-registration inactivity timer (Source: Samsung)
Document for: Approval
Abstract: 
To: CT WG1.
Convenor comment:
Handle.
Comment: Response to S2-2308279. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309008 (LS OUT) [DRAFT] Reply LS on UE implementing the de-registration inactivity timer (Source: vivo)
Document for: Approval
Abstract: 
To: CT WG1.
Convenor comment:
Handle.
Comment: Response to S2-2308279. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309009 (CR) 23.501 CR4822 (Rel-18, 'F'): CR 23.501 update for support of network slice usage control on deregistration inactivity timer (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Keep the network-based per UE Network Slice usage behaviour control solution only, the de-registration inactivity timer only runs at the AMF side to avoid the misalignment of de-registration inactivity timer on the UE side.
Convenor comment:
Handle- Depends on the LS OUT.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308515 (CR) 23.503 CR1093 (Rel-18, 'F'): Clarification on handling of URSPs for on demand network slices (Source: Nokia, Nokia Shanghai Bell, Deutsche Telekom.)
Document for: Approval
Abstract: 
Summary of change: Provides the necessary normative text modification to clarify the above aspects, clarifying also that the MRU is not triggered if the S-NSSAI is one the rejected S-NSSAIs.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308618 (CR) 23.501 CR4749 (Rel-18, 'F'): Network Slice usage control clarification (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that the slice usage policy at the UE side is kept stored same as the Configured S-NSSAI. Clairfy that the time value from UDM take precedence than the value from PCF or local configuraiton. Clarify how to handle the case if the deregistration inactivity time or PDU session slice inactivity time value is updated. Update the incorrect reference. Update the PDU session inactivity timer to PDU session slice usage inactivity timer.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308619 (CR) 23.502 CR4302 (Rel-18, 'F'): Network Slice usage control clarification (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify how to handle the case if the slice deregistration inactivity time value is updated. Update the PDU session inactivity timer to PDU session slice usage inactivity timer.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309301 (CR) 23.503 CR1147 (Rel-18, 'F'): PDU Session Inacitivity timer (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Replace the PDU Slice Session timer with the PDU Slice Session timer and move it outside of Ethernet or IP port management related part. Add description of PDU Slice Session timer.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308452 (CR) 23.503 CR1085 (Rel-18, 'F'): KI#4: PCF Support for Dynamic update to PDU Session Inactivity timer (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Add dynamic support for PCF to update PDU Session Inactivity Timer.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309078 (CR) 23.501 CR4480R2 (Rel-18, 'F'): PDU session inactivity timer for MAPDU session (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: SMF may provide the PDU session inactivity timer per access type to UPF. UPF report the inactivity along with access type.
Comment: Revision of S2-2307201 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308449 (CR) 23.502 CR4261 (Rel-18, 'F'): KI#6: Correction to Network control of slice use for home routed PDU Sessions (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove support for the feature in case of home routed PDU sessions. The HPLMN should not set the PDU deregistration timer for home routed PDU sessions as this feature is not supported for roaming UEs as stated in TS 23.501.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097301]9.12.2	XR (Extended Reality) and media services (XRM)
This agenda item was convened by Dario Tonesi (Qualcomm).
KI#4&5-Non Homogeneous
S2-2309341 (DISCUSSION) PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB. (Source: Qualcomm Incorporated)
Document for: Discussion
Abstract: 
This discussion paper elaborates on the race conditions that could occur during Xn handover from an NG-RAN node not supporting the PDU Set QoS Handling and an NG-RAN node supporting it.
Comment: Noted in parallel session.
Status: Noted.
S2-2309011 (DISCUSSION) KI#4KI#5_Discussion on PDU set handling at target NG-RAN for non-homogeneous case (Source: Lenovo)
Document for: Discussion
Abstract: 
The related procedures for non-homogeneous case. Besides, the remaining Editor Note and UL PDU set handling are discussed and resolved.
Comment: Noted in parallel session.
Status: Noted.
S2-2309342 (CR) 23.501 CR4907 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is clarified that the NG-RAN shall start detecting PDU Set information after it indicates to theSMF that it activated PDU Set QoS Handling and that it shall start handling marked PDUs only from the first complete PDU Set received from the UPF.
Convenor comment:
Baseline.
Parallel discussion:
Add Xiaomi, DoCoMo, Google as cosigners.
Comment: Revised in parallel session to S2-2309415, merging S2-2309387, S2-2309250, S2-2309245 and S2-2309244.
Comment: S2-2309415: Revision of S2-2309342, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309806.
Comment: S2-2309806: Revision of S2-2309415, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309837.
Comment: S2-2309837: Revision of S2-2309806. Revised in parallel session to S2-2309860.
Comment: S2-2309860: Revision of S2-2309837. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308584 (CR) 23.501 CR4738 (Rel-18, 'F'): Resolve ENs for non-homogenous PDU Set based handling and correct the PDU Set based handling (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Resolve the existing ENs for support of non homegeous PDU Set handling. Add indication in QER to iindicates the UPF not to insert PDU Set information anymore. Add PDU Set QoS Parameters into QoS profile. Other editorial refinement.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2308556 (CR) 23.501 CR4725 (Rel-18, 'F'): TS23.501 EN on PDU Set HO resolution (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: EN is removed and PDU Set processing at target gNB is clarified.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2308604 (CR) 23.501 CR4746 (Rel-18, 'F'): Corrections for non-homogenous support of PDU set based handling in NG-RAN (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Adding further clarification of Non-homogenous support of PDU Set based handling in NG-RAN.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2309387 (CR) 23.501 CR4919 (Rel-18, 'F'): Resolve Editor s Note in Non-homogeneous support of NG-RAN for PDU Set Handling (Source: Google)
Document for: Approval
Abstract: 
Summary of change: It is proposed to remove the Editor s Note without any changes in SA WG2 specifications with the following reasons: It is unavoidable that the NG-RAN would need to handle both unmarked PDUs and marked PDU within the same QoS flow since the PSA UPF can only start to mark PDUs with PDU Set info in GTP-U header from a complete PDU Set. However, the NG-RAN behavior is NG-RAN implementation, which should be up to RAN WG decision.
Convenor comment:
Merge into S2-2309342?
Comment: Merged into S2-2309415.
Status: Merged.
S2-2309012 (CR) 23.501 CR4823 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: The modifications are as follows, For Xn based handover procedure, the target NG-RAN may provide an indication of whether the PDU Set QoS parameter is accepted or not, or an indicator of supporting PDU set based QoS handling, depending on whether the source NG-RAN provides PDU Set QoS parameters or not Remove the Editor Note and Add a NOTE.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2308858 (CR) 23.501 CR4793 (Rel-18, 'F'): Resolve the EN on the Non-homogenous support of PDU set based handling (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Remove the EN and add the description that a new QoS flow may be created for the PDU set handling after the handover procedure is completed.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2308916 (CR) 23.501 CR4808 (Rel-18, 'C'): Remove the EN on the Non-homogenous support of PDU Set based handling in NG-RAN (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The following new text is added and the EN is removed. After the handover from a source NG-RAN node not supporting PDU Set handling to a target NG-RAN node supporting PDU Set handling, the SMF can initiate the PDU Session modification procedure to activate the PDU Set handling for the same QoS flow.
Comment: Check Affected Clauses! Merged into S2-2309806.
Status: Merged.
S2-2309245 (CR) 23.501 CR4882 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow_Alternative 2 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Rremoved the EN and clarified to avoid the target NG-RAN to handle mixed PDUs within one QoS flow. In the case of handover from the source NG-RAN with PDU Set non-supporting to the target NG-RAN with PDU Set supporting, if the data forwarding applied, the NG-RAN will not handle both unmarked PDUs and marked PDUs within the same QoS flow. NOTE: How to guarantee it, which is up to implementation and configuration of operator. E.g. the SMF may deferred request the PDU Set handling enabled, or a timer can be set to enable the deferred PDU set handling.
Convenor comment:
Merge into S2-2308858?
Comment: Merged into S2-2309415.
Status: Merged.
S2-2308986 (CR) 23.501 CR4820 (Rel-18, 'F'): Handover considering PDU set based handling (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: 1. the target NG-RAN provides to the SMF with an indication of whether PDU Set QoS parameter is accepted or not if whether the target NG-RAN node supports PDU Set based handling. 2. deactivation of UPF s PDU set identification and marking can be done when UE move out of TA or RA. 3. The remaing Editor s note is removed. 4. in order to activate PDU Set based handling, after handover SMF may trigger PDU Session modification procedure.
Comment: Merged into S2-2309806.
Status: Merged.
S2-2309248 (CR) 23.501 CR4883 (Rel-18, 'F'): Clarification about the End Marker and PDU Set Handling (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: It is proposed to update the description of the complete PDU Set handling.
Comment: Noted in parallel session.
Status: Noted.
S2-2309244 (CR) 23.501 CR4881 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: In the case of handover between NG-RAN with PDU Set supporting and NG-RAN with PDU Set non-supporting, if data forwarding is applied, the following principles can be used: - For the handover from a source NG-RAN with PDU Set supporting to a Target NG-RAN with PDU Set non-supporting, the Target NG-RAN handles the marked PDUs received over the forwarding tunnel as unmarked PDUs (i.e. ignores the header extensions used to identify PDU Set Information) - For the handover from a Source NG-RAN with PDU Set non-supporting to a Target NG-RAN with PDU Set supporting, the Target NG-RAN handles the marked PDUs received as unmarked PDUs until all of the unmarked packets received over the forwarding tunnel has been handled.
Convenor comment:
Separate handling,
Comment: Merged into S2-2309415.
Status: Merged.
S2-2309020 (CR) 23.501 CR4828 (Rel-18, 'F'): Differentiated Charging for data wi/wo PDU set handling (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add differentiated charging for unmarked PDUs and marked PDUs for XRM.
Comment: Noted in parallel session.
Status: Noted.
S2-2308583 (CR) 23.501 CR4737 (Rel-18, 'F'): Update for PDU Set Based Handling (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: the PDU Set QoS parameters includes PSI Based Handling Indication.
Comment: Revised in parallel session to S2-2309807.
Comment: S2-2309807: Revision of S2-2308583. Postponed in parallel session.
Status: Postponed.
S2-2309250 (CR) 23.501 CR4884 (Rel-18, 'F'): Corrections of PDU Set Handling in 23.501 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: It is proposed to clarify the PDU Set QoS update.
Convenor comment:
Merge into S2-2309342?
Comment: Merged into S2-2309415.
Status: Merged.
S2-2308991 (CR) 23.502 CR4376 (Rel-18, 'F'): Handover procedure considering PDU set capability of NG-RAN (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Target NG-RAN provides indication that PDU Set QoS parameter is accepted if the PDU Set QoS parameter is provided from source NG-RAN and target NG-RAN support PDU Set hanlding. Deactivation of UPF s PDU Set identification and marking may be done when the UE moves out of TA or RA.
Comment: Merged into S2-2309416.
Status: Merged.
S2-2309013 (CR) 23.502 CR4380 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: The modifications are as follows, For PDU session establishment/modification and N2 based handover and Xn based handover procedure, NG-RAN provides SMF an indication of whether PDU Set QoS parameter is accepted or not upon receiving PDU set QoS parameters from either SMF or source NG-RAN For Xn based handover procedure, NG-RAN provides the indication of supporting PDU set based QoS handling if no PDU Set QoS parameters are provided by the source NG-RAN.
Convenor comment:
Separate handling.
Parallel discussion:
Delete three occurrences of 'PDU Set Based Handling Support Indication' Use term 'PDU Set Based Handling Support Indication' consistently throughout the CR.
Comment: Revised in parallel session to S2-2309416, merging S2-2308991.
Comment: S2-2309416: Revision of S2-2309013. Revised in parallel session to S2-2309808, merging S2-2308917.
Comment: S2-2309808: Revision of S2-2309416, merging S2-2308917. Revised in parallel session to S2-2309838.
Comment: S2-2309838: Revision of S2-2309808. Revised in parallel session to S2-2309861.
Comment: S2-2309861: Revision of S2-2309838. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308917 (CR) 23.502 CR4360 (Rel-18, 'C'): Non-homogenous support of PDU Set based handling (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The SMF may decide to modify PDU Session to update the QoS Flow with PDU Set QoS profile in the RAN, PDU Set QoS parameters in the UE and PDU Set handing in UPF as defined in clause 5.7.7 of TS23.501 [2], and the SMF may request the UPF to activate and deactivate the PDU Set marking. During the Xn/N2 handover procedure, the Target NG-RAN will provide PDU Set Support Indication to the SMF via the AMF, if the Target NG-RAN supports the PDU Set Handling as described in 5.37.5.3 of TS23.501 [2]. If PDU Set QoS parameters are provided to the SMF with a PDU Session by the PCF and the Target NG-RAN has different PDU Set support capability with the Source NG-RAN as described in clause 5.37.5.3 of TS23.501 [2], the SMF requests the PDU Session Modification to the PDU Session as described in clause 4.3.3.
Comment: Merged into S2-2309808.
Status: Merged.
S2-2308605 (CR) 23.502 CR4299 (Rel-18, 'B'): Non-homogenous support of PDU set based handling in NG-RAN (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Updating the procedure of PDU Set QoS handling for non-homogenous support in NG-RAN.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308987 (CR) 23.502 CR4374 (Rel-18, 'F'): PDU Session establishment considering PDU set activation (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: When and how NG-RAN reply back to SMF on PDU Set QoS parameter and activate the PSA UPF s PDU Set identification and marking in PDU Session establishment procedure.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308988 (CR) 23.502 CR4375 (Rel-18, 'F'): PDU Session modification considering PDU set activation. (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: When and how NG-RAN reply back to SMF on PDU Set QoS parameter and activate the PSA UPF s PDU Set identification and marking in PDU Session modification procedure.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309187 (CR) 23.502 CR4407 (Rel-18, 'F'): Procedure updates for non-homogenous support of PDU Set based handling (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Procedure updates for the non-homogeneous support of PDU Set based handling, including: In clause 4.3.2.2.1, add PDU Set based handling support indication in Step 14 from (R)AN to AMF: N2 PDU Session Response. In clause 4.3.3.2, add the non-homogenous support of PDU set based handling in the UE or network requested PDU Session Modification. In clause 4.9.1.2.2, add the description of target NG-RAN node PDU set based handling support indication in Xn based inter NG-RAN handover. In clause 4.9.1.3.2, add the description of the non-homogenous support of PDU set based handling in target NG-RAN node at N2 handover.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309246 (CR) 23.502 CR4420 (Rel-18, 'F'): Update of HO Procedures to Support PDU Set Handling (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add the indication of PDU set support from target NG-RAN in the HO related procedures.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309299 (CR) 23.502 CR4435 (Rel-18, 'F'): Non-homogenous support of PDU set based handling in NG-RAN (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add handling of Non-homogenous support of PDU set based handling in NG-RAN.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309343 (CR) 23.502 CR4440 (Rel-18, 'F'): Correction of PDU Set QoS handling: Race condition at mobility from supporting to non-supporting gNB (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is clarified that the NG-RAN shall start detecting PDU Set information after it indicates to theSMF that it activated PDU Set QoS Handling and that it shall start handling marked PDUs starting only from the first complete PDU Set received from the UPF.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309374 (CR) 23.502 CR4443 (Rel-18, 'F'): Clarification on NG-RAN support for PDU Set Handling (non-handover case) (Source: Google)
Document for: Approval
Abstract: 
Summary of change: It is proposed to support PDU Set based handling in the PDU Session Establishment/Modification procedure, and clarify the followings to resolve the issue: The NG-RAN provides the AMF with an indication of whether the NG-RAN node supports PDU Set based handling, as specified in TS 38.413 [34]. The AMF stores the information of NG-RAN s support of PDU Set handling. During the PDU Session Establishment/Modification procedure, the AMF provides Indication for supporting PDU Set handling at NG-RAN in the Nsmf_PDU Session_CreateSMContext Request message or or Nsmf_PDUSession_UpdateSMContext Request to the SMF. With the information of NG-RAN s support for PDU Set handling, the SMF can determine whether to activate/deactivate the PDU Set based handling, e.g. request PDU Set based QoS parameters and instruct UPF to activate PDU Set Identification and marking.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309375 (CR) 23.502 CR4444 (Rel-18, 'F'): Non-homogeneous support of NG-RAN for PDU Set Handling (Source: Google)
Document for: Approval
Abstract: 
Summary of change: In order to enable this feature, introduce the following: For Inter NG-RAN Xn handover: N2 Path Switch Request message and Nsmf_PDUSession_UpdateSMContext Request message include Indication of supporting PDU Set based handling to allow NG-RAN providing the indication to SMF. For Inter NG-RAN node N2 based handover: from T-RAN to T-AMF: Handover Request Acknowledge message and Nsmf_PDUSession_UpdateSMContext Request message include Indication of supporting PDU Set based handling. Prior to sending a Handover Command to the UE, the source NG-RAN node may attempt cancellation of handover during the handover procedure.
Convenor comment:
Merge into S2-2308991?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309376 (CR) 23.502 CR4445 (Rel-18, 'F'): Clarification on Handover of a PDU Session between 3GPP and untrusted non-3GPP access (Source: Google)
Document for: Approval
Abstract: 
Summary of change: It is proposed to clarify that SMF takes into account the Access Type of 3GPP access when determing whether to enable PDU Set handling for the PDU Session in the following two cases: Case1: Handover of a PDU Session procedure from untrusted non-3GPP to 3GPP access. The SMF may determine to enable PDU Set handling if PCC policy and NG-RAN support it. Case 2: Handover of a PDU Session procedure from 3GPP to untrusted non-3GPP access. The SMF needs to disable PDU Set handling if already enabled for the PDU Session associated to the 3GPP access.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#4&5-UL PDU set handling
S2-2309186 (CR) 23.501 CR4869 (Rel-18, 'F'): Update on support of PDU Set handling (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Adding information from 5GC to UE to support UL PDU Set handling. Remove duplicated description on AF and PCF. Resolve EN.
Convenor comment:
Baseline.
Parallel discussion:
Fix typo and replace 'need' with 'shall' in new text in 4.11.5.9a.
Comment: Revised in parallel session to S2-2309425.
Comment: S2-2309425: Revision of S2-2309186. Revised in parallel session to S2-2309809.
Comment: S2-2309809: Revision of S2-2309425. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308599 (CR) 23.501 CR4744 (Rel-18, 'B'): PDU Set based QoS Handling for uplink transmission (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add the description of PDU Set based QoS Handling for UL.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308919 (CR) 23.501 CR4810 (Rel-18, 'C'): Remove the EN on UL PDU Set Handling (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The EN in clause 5.7.7 is deleted. And new text is added as below: The QoS Flow level QoS parameters signalled to UE by the SMF may include the PDU Set QoS Parameters described in this clause (see clause 5.7.1.5). A new note is added in clause 5.37.2 as below: NOTE 1: The UE can identify the UL PDUs that belong to PDU Sets but does not provide the PDU Set information to the NG-RAN. New text is added in clause 5.37.8.3 as below: An implicit indication of End of Data Burst for the UL traffic may be provided to the NG-RAN by the UE.
Convenor comment:
Merged into S2-2309186?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309014 (CR) 23.501 CR4824 (Rel-18, 'F'): UL PDU set handling (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: SMF provides UE with PDU set indicator associated with QoS flow to UE s NAS layer. UE s NAS layer further indicates UE s application layer to provide PDU set information for the packets of the QoS flow to UE s AS layer.
Convenor comment:
Merged into S2-2309186?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308645 (CR) 23.501 CR4753 (Rel-18, 'F'): Clarify the use of PDU Set QoS handling (Source: MediaTek)
Document for: Approval
Abstract: 
Summary of change: Clarify the handling of PDU Set QoS parameters and PDU Set information.
Convenor comment:
Merged into S2-2309186?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308600 (CR) 23.502 CR4297 (Rel-18, 'B'): PDU Set based QoS Handling for uplink direction (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add the procedure description of PDU Set based QoS Handling for UL.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#4&5-General
S2-2308310 (LS IN) LS from RAN WG2: LS response to N6 PDU Set Identification (Source: RAN WG2 (R2-2306572))
Document for: Information
Abstract: 
RAN WG2 would like to thank SA WG4 for their LS on N6 PDU Set Identification and inform that RAN can benefit from getting XR related information about End of Burst (1 bit). RAN WG2 have not identified any other dynamic information that is useful.
Comment: Noted in parallel session.
Status: Noted.
S2-2309080 (CR) 23.501 CR4844 (Rel-18, 'F'): Corrections on Protocol Description (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add the details of the Protocol Description to clause 5.37.5.1. Protocol Description should follow the format of SDP, and contain transport protocol, payload type and format, and format parameters. It is proposed to remove the details of Protocol Description from clause 5.37.5.2; instead include a reference to the definition in clause 5.37.5.1. The processing of Protocol Description is described in clauses 5.37.5.2 and 5.37.8.3; it is proposed to align the descriptions.
Convenor comment:
baseline.
Parallel discussion:
Delete 2nd last paragraph before NOTE in 5.37.8.3.
Comment: Revised in parallel session to S2-2309426, merging S2-2308557.
Comment: S2-2309426: Revision of S2-2309080, merging S2-2308557. Revised in parallel session to S2-2309810.
Comment: S2-2309810: Revision of S2-2309426. Revised in parallel session to S2-2309862.
Comment: S2-2309862: Revision of S2-2309810. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308557 (CR) 23.501 CR4726 (Rel-18, 'F'): TS23.501 Definition of Protocol Description (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: A table is added to TS23.501 defining Protocol Descriptions for RTP Headers and Payloads.
Convenor comment:
Merge into S2-2309080?
Comment: Merged into S2-2309426.
Status: Merged.
S2-2308920 (CR) 23.501 CR4811 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Adding Note at clause 5.37.5.2 as below: NOTE 3: There can be some packets with discontinuous or out of sequence PDU Set Sequence Number, PDU Sequence Number within a PDU Set or no Indication of End PDU of the PDU Set if packets are received out of sequence or lost. Adding Note at clause 5.37.8.3 as below: NOTE 2: There can be no End of Data Burst Indication for a Data Burst if the packet with the marking is lost.
Comment: Revised in parallel session to S2-2309811.
Comment: S2-2309811: Revision of S2-2308920. Revised in parallel session to S2-2309839.
Comment: S2-2309839: Revision of S2-2309811. Noted in parallel session.
Status: Noted.
S2-2308418 (CR) 23.501 CR4700 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: UPF support of PDU Set Marking is added to the list of parameters considered by the SMF for UPF selection and re-selection in clause 6.3.3.3. UPF support for N6 Jitter measurements and End of Data Burst marking is added to the list of parameters considered by the SMF for UPF selection and re-selection in clause 6.3.3.3. Both are indicated jointly since there is a single N6JEDB capability in TS 29.244.
Parallel discussion:
Change 'functions' to 'functionalities'. Add 'specified in' where needed.
Comment: Revised in parallel session to S2-2309812.
Comment: S2-2309812: Revision of S2-2308418. Revised in parallel session to S2-2309863.
Comment: S2-2309863: Revision of S2-2309812. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308606 (CR) 23.501 CR4747 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Clarify that PDU set based QoS handling can be supported for GBR or non-GBR QoS flow. Introducing the PDU set QoS parameters in the Notification control.
Convenor comment:
Separate handling.
Parallel discussion:
Replace 'PDU Set QoS Handling' with 'PDU Set based QoS Handling' in 2nd last paragraph.
Comment: Revised in parallel session to S2-2309427.
Comment: S2-2309427: Revision of S2-2308606. Revised in parallel session to S2-2309813.
Comment: S2-2309813: Revision of S2-2309427. Revised in parallel session to S2-2309864.
Comment: S2-2309864: Revision of S2-2309813. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309047 (CR) 23.501 CR4835 (Rel-18, 'F'): Considerationon PDU Set handling during handover (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: During handover, PSDB value for the forwarded PDU Sets should be compensated.
Comment: Noted in parallel session.
Status: Noted.
S2-2308859 (CR) 23.501 CR4794 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Add the description of PDU Set based QoS Handling requested by UE.
Comment: Noted in parallel session.
Status: Noted.
S2-2308813 (CR) 23.502 CR4335 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description (Source: KDDI, Futurewei)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Correct the PDU Set QoS parameters and the Protocol Description as optional IEs in the AF session with required QoS procedure.
Convenor comment:
Baseline.
Parallel discussion:
Fix word file name.
Comment: Revised in parallel session to S2-2309428, merging S2-2308587.
Comment: S2-2309428: Revision of S2-2308813, merging S2-2308587. Revised in parallel session to S2-2309814.
Comment: S2-2309814: Revision of S2-2309428. Revised in parallel session to S2-2309868.
Comment: S2-2309868: Revision of S2-2309814. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308587 (CR) 23.502 CR4294 (Rel-18, 'F'): Update for PDU Set Based Handling (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add statement of PDU Set based handling in setting AF session, PDU Set modification procedure.
Convenor comment:
Merge into S2-2308813?
Comment: Merged into S2-2309428.
Status: Merged.
S2-2308860 (CR) 23.502 CR4349 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Add the description of PDU Set based QoS Handling requested by UE.
Comment: Noted in parallel session.
Status: Noted.
S2-2309200 (CR) 23.503 CR1140 (Rel-18, 'C'): Missing XRM parameters in various sections (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: AF session with required QoS section is updated to describe the functionality when the Protocol Description is provided. Support for delivery of multi-modal services section is updated to align with TS 23.501 section 5.37.2 and the term Multi-modal Service Requirements is removed. Input for PCC decision section is updated to include the Multi-modal Service ID and the Protocol Description . PCC rule information in 5GC section is updated to specify that the Protocol Description is also used for EoDB determination.
Convenor comment:
BaselineOnly keep KI #4 related (removing the Impact for KI#1, KI#8).
Parallel discussion:
Delete 'in N2 SM information. If NG-RAN indicates the PDU Set QoS Parameter is accepted the SMF instructs PSA UPF to perform PDU Set marking' from 6.1.3.27.4 and put reference to TS 23.501.
Comment: Revised in parallel session to S2-2309444, merging S2-2309249.
Comment: S2-2309444: Revision of S2-2309200. Revised in parallel session to S2-2309815, merging S2-2309249.
Comment: S2-2309815: Revision of S2-2309444. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308585 (CR) 23.503 CR1102 (Rel-18, 'F'): Update for PDU Set Based Handling (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: - The PDU Set QoS parameters includes PSI Based Handling Indication. - PDU Set QoS is not used to selects a 5QI in this release. - Other editorial changes.
Convenor comment:
Merge into S2-2309200?
Comment: Revised in parallel session to S2-2309430.
Comment: S2-2309430: Revision of S2-2308585. Noted in parallel session.
Status: Noted.
S2-2309249 (CR) 23.503 CR1143 (Rel-18, 'F'): Corrections of XR services in 23.503 (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: It is proposed to update the description.
Convenor comment:
Merge into S2-2309200?
Comment: Revised in parallel session to S2-2309429 (withdrawn). Merged into S2-2309444.
Status: Merged.
Comment: S2-2309429: Revision of S2-2309249. Withdrawn.
Status: Withdrawn.
KI#3-L4S
S2-2308549 (CR) 23.501 CR4723 (Rel-18, 'F'): PCC support for ECN marking for L4S (Source: Oracle, China Mobile)
Document for: Approval
Abstract: 
Summary of change: Language in clause 5.37.3.2 is adjusted. A new PCF related statement is added to clause 5.37.3.3 .
Convenor comment:
Baseline.
Parallel discussion:
Fix cover page. Add NSB as cosigner.
Comment: Revised in parallel session to S2-2309445, merging S2-2308870.
Comment: S2-2309445: Revision of S2-2308549, merging S2-2309017. Revised in parallel session to S2-2309816.
Comment: S2-2309816: Revision of S2-2309445, merging S2-2309017. Revised in parallel session to S2-2309865.
Comment: S2-2309865: Revision of S2-2309816. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308870 (CR) 23.501 CR4796 (Rel-18, 'F'): Notification to AF on status change of ECN marking for L4S (Source: Apple, Meta USA)
Document for: Approval
Abstract: 
Summary of change: Notification to AF on suspension of ECN marking due to non-support of the feature in target NG-RAN or PSA-UPF is only provided if AF has requested for L4S handling of that traffic explicitly.
Convenor comment:
Merge into S2-2308549?
Comment: Check Affected Clauses! Merged into S2-2309445.
Status: Merged.
S2-2309017 (CR) 23.501 CR4826 (Rel-18, 'F'): Support of ECN marking for L4S in NG-RAN (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add UL and/or DL directions together with indication for ECN marking for L4S from SMF to NG-RAN.
Convenor comment:
Merge into S2-2308549?
Comment: Revised in parallel session to S2-2309431 (withdrawn). Merged into S2-2309816.
Status: Merged.
Comment: S2-2309431: Revision of S2-2309017. Withdrawn.
Status: Withdrawn.
S2-2308913 (CR) 23.501 CR4643R1 (Rel-18, 'F'): Packet filter for the L4S traffic (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Change the 'may' to 'can' in the NOTE. Add NOTE 4 TOS/Traffic class includes the DSCP and ECN to identify that the DSCP and ECN are included in TOS/Traffic class part. Remove the ECT(1) as the packet filter in clause 5.37.3.1.
Convenor comment:
Separate handling.
Comment: Revision of (unhandled) S2-2307032 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309273 (CR) 23.501 CR4889 (Rel-18, 'F'): Misbehaving networking with explicit L4S requested from AF (Source: Meta USA, Apple)
Document for: Approval
Abstract: 
Summary of change: Provides normative texts that for AF requested L4S handling, detection of ECT (1) is not a determining factor.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308601 (CR) 23.501 CR4745 (Rel-18, 'F'): Method to guarantee the L4S handling in UE (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: If the UPF identifies the specific QoS flow for ECN marking for L4S, the UPF should guarantee that all the packets should be marked with ECT(1).
Convenor comment:
Merge into S2-2309273?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309353 (DISCUSSION) Discussion on UE indication of L4S capability (Source: Charter Communications, Inc)
Document for: Discussion
Abstract: 
Discusses the benefit of UE explicitly indicating its ability to support L4S feedback transport protocols.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308752 (CR) 23.501 CR4671R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities (Source: Charter Communications, Inc)
Document for: Approval
Abstract: 
Summary of change: This CR enables support for explicit indication from UE of its support for L4S feedback during SM signilaling by providing 'L4S Feedback Capabilities' indication as part of the 5GSM Capabilities.
Convenor comment:
Separate handling.
Comment: Revision of (unhandled) S2-2307286 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308643 (CR) 23.501 CR4752 (Rel-18, 'F'): ECN marking for when L4S is no longer supported (Source: MediaTek)
Document for: Approval
Abstract: 
Summary of change: ECN marking (with/without L4S support) is managed by the transport layer within the AF through the ECN field (classic-ECN/Not ECN capable) in the IP header and therefore a new exposure to notify AF not needed.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309016 (CR) 23.501 CR4825 (Rel-18, 'F'): ECN marking for L4S indicator (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add ECN marking for L4S indicator in QoS Enforcement Rule in clause 5.8.5.4.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309018 (CR) 23.501 CR4827 (Rel-18, 'F'): SMF provisioning of available UPF (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add ECN marking for L4S capability as one parameter when SMF request NRF to discover UPF instance(s) in 6.3.3.2.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308555 (CR) 23.502 CR4284 (Rel-18, 'F'): Support of ECN Marking Indication for L4S (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: AF Session with required QoS includes the AF indication for enabling L4S.
Convenor comment:
Baseline.
Parallel discussion:
Move '[Indication of ECN marking for L4S],' to optional parameters in 4.15.6.6/6a. Change 'L4S indicator' to 'L4S indicator(s)' How to document new QoS monitoring parameters for congestion information will be discussed in the next meeting.
Comment: Revised in parallel session to S2-2309432.
Comment: S2-2309432: Revision of S2-2308555. Revised in parallel session to S2-2309817.
Comment: S2-2309817: Revision of S2-2309432. Revised in parallel session to S2-2309856.
Comment: S2-2309856: Revision of S2-2309817. Revised in parallel session to S2-2309866.
Comment: S2-2309866: Revision of S2-2309856. Agreed in parallel session. Revised to S2-2310038.
Comment: S2-2310038: Revision of S2-2309866. This CR was agreed.
Plenary Discussion:
Nokia suggested some corrections and references to be included. Ericsson should be added to the sources. This was revised in S2-23110038.
Status: Agreed.
S2-2308416 (CR) 23.502 CR4257 (Rel-18, 'F'): Signaling procedures to support ECN marking for L4S. (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the PDU session establishment/modification to support ECN marking for L4S.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309019 (CR) 23.502 CR4381 (Rel-18, 'F'): SMF provisioning of available UPF (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add ECN marking for L4S functionality into UPF Provisioning Information in the NRF.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309033 (CR) 23.502 CR4384 (Rel-18, 'F'): Procedures for 5GS congestion exposure (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: AF Session with required QoS procedures are updated to set congestion exposure and its notification of congestion method change.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308869 (CR) 23.502 CR4350 (Rel-18, 'F'): AF request for ECN Marking (Source: Apple, Meta USA)
Document for: Approval
Abstract: 
Summary of change: Added AF request for ECN marking per SDF to AF Session with QoS Create. AF Session with QoS Notify is enhanced to provide change of ECN marking status.
Convenor comment:
Merge into S2-2308555?
Comment: Check Affected Clauses! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309294 (CR) 23.502 CR4430 (Rel-18, 'F'): Procedures of ECN marking for L4S handling (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add ECN marking for L4S handling in Service Request procedure, PDU Session Establishment procedure and PDU Session modification procedure.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308602 (CR) 23.502 CR4298 (Rel-18, 'B'): Support of ECN marking for L4S (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Enhance the procedure of inter NG-RAN handover for ECN marking for L4S. Add the indication of ECN marking for L4S in AF session with required QoS procedure.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308647 (CR) 23.502 CR4304 (Rel-18, 'F'): Clarify procedures to support ECN marking for L4S. (Source: MediaTek)
Document for: Approval
Abstract: 
Summary of change: Extend PDU session establishment/modification to support ECN marking for L4S and to support QoS Monitoring for congestion information.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308753 (CR) 23.502 CR4233R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities (Source: Charter Communications, Inc)
Document for: Approval
Abstract: 
Summary of change: This CR adds L4S Feedback Capabilities to Npcf_SMPolicyControl_Create service operation.
Convenor comment:
Merge into S2-2308555?
Comment: Revision of (unhandled) S2-2307296 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309295 (CR) 23.502 CR4431 (Rel-18, 'F'): L4S marking during handover procedure (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add ECN marking for L4S during handover procedure.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309035 (CR) 23.502 CR4385 (Rel-18, 'F'): Procedures for UPF relocation considering congestion exposure (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: UPF relocation procedures is modified to consider UPF s capability on ECN marking for L4S. and UPF s capability on ECN marking for L4S is added to UPF provisioning information in NRF.
Convenor comment:
Merge into S2-2308555?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308417 (CR) 23.503 CR1048R1 (Rel-18, 'F'): Notification of ECN marking for L4S support flows (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: When AF provides indication of L4S support, it is notified by PCF about support for ECN marking for L4S. PCF gets information from SMF. SMF notities according to new trigger.
Convenor comment:
Baseline.
Parallel discussion:
Delete ', for example, if due to user mobility neither target RAN nor UPF PSA support ECN marking for L4S' Put quotation marks around the text 'ECN marking for L4S can no longer (or can again) be performed' Add Samsung as cosigner.
Comment: Revision of (APPROVED) S2-2306606 from S2#156E. Revised in parallel session to S2-2309433.
Comment: S2-2309433: Revision of S2-2308417. Revised in parallel session to S2-2309867.
Comment: S2-2309867: Revision of S2-2309433. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308586 (CR) 23.503 CR1103 (Rel-18, 'F'): Correction on L4S (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Refine the text for ECN marking for L4S.
Convenor comment:
Merge into S2-2308417?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308603 (CR) 23.503 CR1105 (Rel-18, 'B'): Indication of unsupported ECN marking for L4S (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Introducing a new Policy Control Request Trigger relevant for SMF and a new Event reporting from PCF.
Convenor comment:
Merge into S2-2308417?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309184 (CR) 23.503 CR1138 (Rel-18, 'F'): Update on support of ECN marking for L4S (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. Clarification of the NOTE on QoS Flow binding for support of ECN marking for L4S. 2. Clarification on the L4S traffic detection reusing the application detection filters as PCF input for PCC Rule decision. 3. Remove the Indication of ECN marking for L4S as an example for input for PCC decisions since this is already mentioned in clause 6.1.3.22 and no need to list them all here as examples. 4. Editorial changes on the description of ECN marking for L4S in the PCC Rule.
Convenor comment:
Merge into S2-2308417?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#3-QoS monitoring and information exposure
S2-2308580 (CR) 23.501 CR4736 (Rel-18, 'F'): Update for QoS monitoring and network exposure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: - Refine the Round trip delay measurement. - Other editorial changes.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308912 (CR) 23.501 CR4806 (Rel-18, 'F'): Clarification on QoS Monitoring related descriptions (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Clearly updating the description of the general clause about QoS monitoring Add the reference clause about the reports of the measurement result Remove the RAN measurement related text to avoid the unnecessary misunderstanding (because it has been already specified in the corresponding clause) Remove the unclear sentence applied to only measured QoS parameters, and clearly describe the parameters derived based on packet delay monitoring results of QoS flows as well.
Convenor comment:
Merge into 8580.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309340 (CR) 23.501 CR4906 (Rel-18, 'F'): Correction on Network Exposure of 5GS information (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Deleted the above mentioned paragraph from clause 5.37.4.
Convenor comment:
Merge into S2-2308580.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309185 (CR) 23.501 CR4868 (Rel-18, 'F'): Corrections on 5GS information exposure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update of 5GS information exposure.
Convenor comment:
Merge into S2-2308580.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308581 (CR) 23.502 CR4293 (Rel-18, 'F'): Update for QoS monitoring and network exposure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Introduce the clause for UP based reporting. Fix the description for QoS monitoring and refer to 5.45 in TS 23.501. Add the procedure for UP based reporting.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308644 (CR) 23.503 CR1107 (Rel-18, 'F'): Congestion information exposure to AF (Source: MediaTek)
Document for: Approval
Abstract: 
Summary of change: Use congestion information.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308582 (CR) 23.503 CR1101 (Rel-18, 'F'): Update for QoS monitoring and network exposure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add round trip delay for one service data flow over two QoS flows. Editorial update.
Convenor comment:
Merge into S2-2308644?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308857 (CR) 23.503 CR1124 (Rel-18, 'F'): Alignment of 5GS information exposure (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Remove UP based QNC.
Convenor comment:
Merge into S2-2308644?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#3-General
S2-2308925 (CR) 23.501 CR4812 (Rel-18, 'F'): Corrections for traffic characteristics parameters in Alternative QoS Profile (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The relevance of MDBV and Averaging Window for the checks and decisions related to QoS Notification Control are described. The usage of MDBV and Averaging Window in the Alternative QoS Profile is clarified. Furthermore, the name of the notification is aligned with 23.503/23.502 ( GFBR can again be guaranteed ).
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309272 (CR) 23.503 CR1145 (Rel-18, 'F'): Support of extra traffic characteristics for alternative QoS profile (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: 6.1.3.22 and 6.3.1 are updated to allow the AF to provide traffic characteristics such as maximum burst size for each requested alternative QoS Parameter Set. A new Annex is added to provide guidance on how MDBV is derived based on Maximum burst size, AN PDB, and periodicity when PDB is larger than the periodicity.
Convenor comment:
Separate handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#6
S2-2308914 (CR) 23.501 CR4807 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The RT delay exposure can be used for one XR service data flow in clause 5.37.4. The RT latency control can be used for two XR service data flows in clause 5.37.6.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309188 (CR) 23.501 CR4870 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the duplicate description in TS 23.501.
Convenor comment:
Merge into S2-2308914?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309085 (CR) 23.501 CR4847 (Rel-18, 'F'): Update for control based on round-trip latency requirement (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Refer the Round trip delay for two service data flows to 23.503.
Convenor comment:
Merge into S2-2308914?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309189 (CR) 23.503 CR1139 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Corrections on UL/DL policy control based on RT requirement.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308915 (CR) 23.503 CR1125 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The RT delay measurement can be used for one or two service data flows in clause 6.1.3.18. The RT delay monitoring can be used for one or two service data flows in clause 6.1.3.21. The RT time exposure based on RT delay monitoring in clause 6.1.3.21 can be used for one or two service data flows in clause 6.1.3.27.1. The policy control for the RT latency can be used for one or multiple service data flows in clause 6.1.3.37.2.
Convenor comment:
Merge into S2-2309189?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309086 (CR) 23.503 CR1134 (Rel-18, 'F'): Update for control based on round-trip latency requirement (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Correc the description for Round trip delay for two service data flows.
Convenor comment:
Merge into S2-2309189?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#8
S2-2309274 (CR) 23.501 CR4890 (Rel-18, 'F'): Clarifications on N6 Jitter information to RAN for configuring CDRX (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarification on the N6 jitter information format. Clarify how the N6 jitter information can be set and updated. Terminology alignment and removal of an incorrect statement.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308588 (CR) 23.501 CR4739 (Rel-18, 'F'): Update for UE power saving management (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: - Add Data Burst Based Handling Information in PCC Rules based on the information provided by the AF and/or the local operator policies. - Editorial changes to the End of Data Burst Marking Indication and N6 Traffic Parameter Measurement Information.
Convenor comment:
Merge into S2-2309274?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308646 (CR) 23.501 CR4754 (Rel-18, 'F'): Clarify power saving handing (Source: MediaTek)
Document for: Approval
Abstract: 
Summary of change: Clarify End of Burst indication is provided via GTP-U header.
Convenor comment:
Merge into S2-2309274?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308918 (CR) 23.501 CR4809 (Rel-18, 'F'): Correct the ideal Data Burst start time (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Delete the NOTE 3 in the Table 5.27.2-1. In clause 5.37.8, the ideal Data Burst start time of the current Data Burst is determined based on the DL periodicity and the ideal Data Burst start time of the preceding Data Burst.
Convenor comment:
Merge into S2-2309274?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308946 (CR) 23.501 CR4814 (Rel-18, 'F'): Clarification on the N6 jitter range, TSCAI and End of data burst (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Using the N6 jitter range associated with DL Periodicity. Clarifying the TSCAI determination. Clarifying that UPF detect the last PDU of the data burst according to the Protocol Description within PCC rule. Correct the reference.
Convenor comment:
Merge into S2-2309274?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309210 (CR) 23.501 CR4873 (Rel-18, 'F'): Correcting the Description of the N6 Traffic Parameter Measurement Report (Source: InterDigital Inc., NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Rephrased the quoted text to say Indicates the UPF to report N6 Traffic parameter measurements for one QoS Flow, e.g. a measurement of N6 jitter for a DL Periodicity and/or, conditionally, a measurement of the UL/DL periodicity. Added the DL Periodicity to the table. In clause 5.37.8.2, split the condition for the traffic measurements and availability of the Periodicity in the PCF.
Convenor comment:
Merge into S2-2309274?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309225 (CR) 23.501 CR4646R1 (Rel-18, 'F'): Clarification of End of data burst handling (Source: Apple)
Document for: Approval
Abstract: 
Summary of change: Clarfied that UPF may detect end of data burst and mark the last PDU of the PDU Set to all the associated QoS Flows.
Convenor comment:
Merge into S2-2309274?
Comment: Revision of (unhandled) S2-2307049 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308589 (CR) 23.502 CR4295 (Rel-18, 'F'): Update for UE power saving management (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: - Add End of Data Burst Marking Indication together with the Protocol Description in the PCC rule and AF request. - Editorial changes to N6 Traffic Parameter Measurement Information.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309175 (CR) 23.502 CR4403 (Rel-18, 'B'): Update Procedure for supporting UE power saving management (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to AF provides the indicator to supporting UE power saving management scheme for connected mode DRX.
Convenor comment:
Merge into S2-2308589?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308944 (CR) 23.502 CR4363 (Rel-18, 'F'): Clarification on the NEF service operation and procedure (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Adding the UL and/or DL Periodicity to AF session with required Qos and Nnef_AFsessionWithQoS service related operation.
Convenor comment:
Merge into S2-2308589?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308590 (CR) 23.503 CR1104 (Rel-18, 'F'): Update for UE power saving management (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Added QoS flow mapping for the PCC rule with Data Burst Control Information Added clause 6.1.3.27.X1 as an introductory clause to the Data burst handling. Added clause 6.1.3.27.X2 as an introductory clause to the Traffic Parameter Information and Traffic Parameter Measurement. Extended table 6.3.1 (PCC rule info) to include the Data Burst Control Information.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308981 (CR) 23.503 CR1130 (Rel-18, 'F'): Add traffic parameter measurement into the QoS flow binding (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the Traffic Parameter Measurement into the above QoS flow binding rule.
Convenor comment:
Merge into S2-2308590?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308579 (CR) 23.503 CR1100 (Rel-18, 'F'): Traffic Parameters Measurement generation issue regarding UL and/or DL periodicity (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Clarify that PCF generates PCC rules with Traffic Parameter Measurement based on its local configuration if no periodicity information is received from AF.
Convenor comment:
Merge into S2-2308590?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309173 (CR) 23.503 CR1137 (Rel-18, 'B'): Update Procedure for supporting UE power saving management (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to AF may provide the indicator for supporting UE power saving management.
Convenor comment:
Merge into S2-2308590?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308945 (CR) 23.503 CR1128 (Rel-18, 'F'): Clarification on the AF Qos request (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Adding the UL and/or DL Periodicity to AF session with required Qos clause. Clarifying that the AF provides the Periodicity to PCF.
Convenor comment:
Merge into S2-2308590?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#7
S2-2308947 (CR) 23.501 CR4815 (Rel-18, 'F'): Modification to the Packet delay variation monitoring (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Correct the reference to 23.503. Replacing the last paragraph with a general reference description.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#1&2
S2-2309190 (CR) 23.501 CR4871 (Rel-18, 'F'): Clarifications of policy control enhancements for multi-modal services (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update the descriptions and terminology in TS 23.501 for consistency and clarification.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308419 (CR) 23.502 CR4258 (Rel-18, 'F'): Signaling procedures to support policy control enhancements for multi-modal services (Source: Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell])
Document for: Approval
Abstract: 
Summary of change: In clause 4.15.6.6, 4.15.6.6a, the procedures of interaction between AF and 5GC are updated to include new requirements and parameters to support policy control enhancements for multi-modal services. Accordingly, the Nnef_AFsessionWithQoS service in clause 5.2.6.9 and the Npcf_PolicyAuthorization service in clause 5.2.5.3 are updated. Use the terminology single-modal data flow in alignment with TS 23.501 4.15.6.6a, step 4, as per offline agreement during SA WG2#156E, the following text has been removed: If the QoS monitoring requirements are updated, the PCF updates the PCC rules considering the updated QoS information provided by the AF.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309247 (CR) 23.502 CR4421 (Rel-18, 'F'): Alignment update to support multi-modal flows (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add the Multi-modal Service ID in the related service, and the description in the related procedures.
Convenor comment:
Merge into  S2-2308419?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309199 (CR) 23.502 CR4409 (Rel-18, 'C'): Clarifications on policy control enhancements for multi-modal services (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Clauses 4.15.6.6, 4.15.6.6a describing the interaction between AF and 5GC are updated to include the requirements for each media that comprise a multi-modal service. Clauses 5.2.6.9.2, 5.2.6.9.5, 5.2.5.3.2, 5.2.5.3.3 are updated accordingly. In addition, clause 5.2.5.3.2 is updated to include the Multi-Modal Service ID parameter.
Convenor comment:
Merge into  S2-2308419?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308930 (CR) 23.502 CR4362 (Rel-18, 'F'): Clarification on service operations for XRM service (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Adding Multi-modal Service ID in Nnef_AFsessionWithQoS_Create service operation and Npcf_PolicyAuthorization_Create service operation. Adding new input, QoS monitoring requirements per media flow with the reference clause of TS 23.503. In addition, adding the NOTE clearly describing that it can be used for multi-modal service. Adding the reference clause for existing input, QoS parameter(s) to be measured.
Convenor comment:
Merge into  S2-2308419?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308420 (CR) 23.503 CR1084 (Rel-18, 'F'): Support for delivery of multi-modal services (Source: Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell])
Document for: Approval
Abstract: 
Summary of change: Remove the definition of Multi-modal Service Requirements , and include the list of new attributes the AF may provide for the delivery of multi-modal services, according to 23.501 specification Add Multi-modal Service ID, as input for PCC decisions in clause 6.2.1.2 Definition of the term Multi-modal Data from TR 22.847 Introduce the terminology single-modal data flow in alignment with TS 23.501.
Convenor comment:
Baseline.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309015 (CR) 23.503 CR1132 (Rel-18, 'F'): Support for delivery of Multi-modal services (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Add Multi-modal Service Authorization failure in clause 6.1.3.18.
Convenor comment:
Merge into S2-2308420?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097302]9.13.2	RedCap Phase 2 (NR_RedCAP_Ph2)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097303]9.14.2	Evolution of IMS multimedia telephony service (NG_RTC)
S2-2308308 (LS IN) LS from CT WG4: LS on clarification on IMS media services and media capabilities (Source: CT WG4 (C4-232628))
Document for: Action
Abstract: 
CT WG4 is working on the stage 3 for the NG_RTC work item and observed the following statements according to the agreed CR S2-2306066 and S2-2306061. - MRF/MRFP and DCMF shall support the SBI based registration, discovery and selection using NRF. - CR S2-2306066. The NF profile for the MRF should include a text-based list of IMS media services offered by the MRF (e.g., 'video transcoding', 'data channel services', 'voice conferencing', 'in-call announcements'). And there is a note as below: NOTE: The list of media services is implementation specific, with each potential service in the list defined and configured by the IMS service provider (and thus not specified by 3GPP). Individual entries in the list need to be configured to exactly correspond to the discovery requests made by the AS or other SBA entities. - CR S2-2306061. The NF profile for the DCMF should include the data channel media capabilities for DCMF registration, discovery and selection by NRF. CT WG4 considered the following situations/solutions according to SA WG2. - DCMF and MRF/MRFP are mainly used for media handling and shall offer the media services/capabilities. - The IMS media services offered by MRF/MRFP shall be present as a media service list in NF profile. - The data channel media capabilities offered by DCMF shall be present as a media capability list in NF profile. - The IMS media services offered by MRF is recommended to be a text-based list. CT WG4 would like clarifications from SA WG2 on the following question regarding the IMS media services list for MRF/MRFP and the data channel media capabilities for DCMF. Q1: Are there any difference between the media service list and the media capability list? CT WG4 considered that they are same and defined as one media capability list. Then different NFs, (e.g., MRF, MRFP, DCMF) shall contains the corresponding various IMS media capabilities/services. Is the understanding correct? Q2: Given the potential drawbacks of defining the media service/capability as a free string, CT WG4 would like to define each media service/capability to be an enumeration type which is also a string but with exact meaning. CT WG4 would like to ask SA WG2 whether it is acceptable?. Action: CT WG4 kindly asks SA WG2 to answer the above questions.
Parallel discussion:
Ericsson commented that for Q1, the answer is yes, but for Q2, it was not clear how this will work. T-Mobile USA commented that they have drafted a response to this LS and there should be no architectural impact for Q2, as long as we are not expected to standardize the enumerations. A response was drafted in S2-2309634.
Comment: Response drafted in S2-2309634. Final response in S2-2309941.
Plenary Discussion:
Final response in S2-2309941.
Status: Replied to.
S2-2309634 (LS OUT) [DRAFT] Reply LS on clarification on IMS media services and media capabilities (Source: SA WG2)
Document for: Approval
Abstract: 
To: . CC: . Attachments: .
Parallel discussion:
Response to S2-2308308. The source and header needed correction. This was revised accordingly in S2-2309941.
Comment: Created at meeting. Response to S2-2308308. Revised in parallel session to S2-2309941.
Comment: S2-2309941: Revision of S2-2309634. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308281 (LS IN) LS from SA WG4: LS on iRTCW signalling protocol (Source: SA WG4 (S4-230667))
Document for: Information
Abstract: 
SA WG4 is currently developing a new specification (TS 26.113 Enabler for Immersive Real-time Communication ) in the scope of the Rel-18 Immersive Real-time Communication for WebRTC (iRTCW) work item. Detailed objectives of this work can be found in SP-221032. In particular, it is planned to identify the minimum information / elements in the control/user (C/U)-Plane signal to establish media sessions with appropriate QoS for WebRTC-based applications; coordination with other WGs, e.g., SA WG2, RAN WG1, and RAN WG2, is identified for the interworking of iRTC clients with 5G systems. The WebRTC signalling protocol for iRTCW (see attached file) will not address nor provide any inter-operability with IMS. The main purpose of the protocol is to enable applications to connect to trusted Application Servers, e.g. to perform split rendering. SA WG4 would like to bring this proposal to your attention and seek your feedback on the matter. There is an ongoing Study Item FS_eiRTCW for studying the improved WebRTC signalling protocol. The outcome of the SI (i.e., TR 26.930) will be sent to CT WGs when it becomes mature. Interworking with IMS will be addressed by FS_eiRTCW.
Parallel discussion:
This LS was noted.
Comment: Revision of Postponed S2-2306306 from S2#157. Noted in parallel session.
Status: Noted.
S2-2308357 (LS IN) LS from CT WG6: Reply LS on UICC configuration for IMS Data Channel (Source: CT WG6 (C6-230469))
Document for: Action
Abstract: 
CT WG6 thanks SA WG2 for the LS (S2-2307533). It is not very clear for CT WG6 which parameters need to be stored on the UICC to allow the UE to decide when to establish a Data Channel via SIP/SDP, and CT WG6 kindly asks SA WG2 to specify the parameters that the UICC needs to store. Action: CT WG6 kindly asks SA WG2 to take the above information into account and to provide feedback to CT WG6.
Comment: Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.

EN removal
S2-2309139 (CR) 23.228 CR1351 (Rel-18, 'F'): Clarification of AS in annex AA.1.1 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add a NOTE clarifying that The AS in clause AA.1.1 refers to the IMS AS which supports ISC and DC1 interfaces as specified in annex AC. The DC application servers do not apply to figure AA.1.1-1 and AA.1.1-2. Replace DCMF with MF.
Parallel discussion:
This was covered by S2-2309154 and was noted.
Comment: Check Affected Clauses! This was covered by S2-2309154 and was noted.
Status: Noted.
S2-2309154 (CR) 23.228 CR1356 (Rel-18, 'F'): Remove editor s note in clause AA.1.1 (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The EN is removed and a Note clarifies that Nimsas defines services in the context of IMS Data Channel.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309129 (CR) 23.228 CR1350 (Rel-18, 'F'): Local DCMF discovery (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Adds a NOTE about an example of how to discover local DCMF.
Parallel discussion:
There was little support for the additional note. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309140 (CR) 23.228 CR1352 (Rel-18, 'F'): Removal of EN for MF registration (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Clarify UE IP address and IP address range are used for MF registration and discovery. Replace term DCMF to MF.
Parallel discussion:
Ericsson commented that there is a similar proposal from Nokia which they prefer to this. Nokia added that their proposal reuses the same principle as existing in the TS. T-Mobile USA preferred this CR as it uses the UE IP address to help select an MF which is close to the UE. Nokia commented that the IP address can also be used to determine UE location and this could be added in parentheses. This was left for further discussion and merged into S2-2309635.
Comment: M|erged into S2-2309635.
Status: Merged.
S2-2309155 (CR) 23.228 CR1357 (Rel-18, 'F'): DCM selection based on IP address and location (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The EN is removed, DCMF selection based on IP address is removed. It is clarified that DCMF location can be used to select a DCMF and is operator specific.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309635.
Parallel discussion:
It was decided to revert to the original version of this CR (S2-2309155), adding China Mobile to the Source and this was revised in S2-2310011.
Comment: Revised in parallel session to S2-2309635, merging S2-2309140.
Comment: S2-2309635: Revision of S2-2309155, merging S2-2309140. Revised in parallel session to S2-2310011.
Comment: S2-2310011: Revision of S2-2309635. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309141 (CR) 23.502 CR4399 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Clarify UE IP address and IP address range are used for MF registration and discovery. Move requirement of MRF/MRFP discovery from output parameter to input parameter. Replace term DCMF to MF.
Parallel discussion:
Ericsson commented that the IP address should not be restricted to the UE IP address. Nokia commented that this will need to be aligned with the final state of S2-2309635. This was left for off-line discussion and revised in S2-2309636.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309636. The revision marks and the cover sheet should be cleaned up. This was revised accordingly in S2-2309942.
Comment: Revised in parallel session to S2-2309636.
Comment: S2-2309636: Revision of S2-2309141. Revised in parallel session to S2-2309942.
Comment: S2-2309942: Revision of S2-2309636. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Service updates
S2-2308456 (CR) 23.228 CR1331 (Rel-18, 'F'): Update to MF services (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Include missing information intended for DC media function. Include clarfication on the media resource context managed through SBA services. Include terminology clarification on the media application function.
Parallel discussion:
A number of clarifications for the need for the new terminology and parameters introduced by this CR was requested. Ericsson explained the reasons that they considered these items necessary for manging media resources. The Media Application Function Type was questioned, as this would not be related to Application Server. Nokia commented that the new figure should be improved in order to explain each of the media descriptors and their use cases. This was left for off-line discussion and revised in S2-2309637.
Parallel discussion:
Huawei reported an error where a sentence should be shown all in revision marks and asked to be added to the sources. Nokia commented that 'Media stream descriptor' should be plural. This was revised in S2-2309938.
Comment: Revised in parallel session to S2-2309637.
Comment: S2-2309637: Revision of S2-2308456. Revised in parallel session to S2-2309938, merging S2-2309099.
Comment: S2-2309938: Revision of S2-2309637, merging S2-2309099. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308799 (CR) 23.228 CR1337 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add missing parameters in Table AA.2.4.2.2-1: List of events and Related Optional parameters.
Parallel discussion:
Ericsson commented that the Event Direction is already know from the Event initiator and can be removed. Nokia added that the Event Direction is not included above and can be removed. This was left for off-line discussion and revised in S2-2309638.
Parallel discussion:
The revision marks and the cover sheet should be cleaned up. This was revised accordingly in S2-2309943.
Comment: Revised in parallel session to S2-2309638.
Comment: S2-2309638: Revision of S2-2308799. Revised in parallel session to S2-2309943.
Comment: S2-2309943: Revision of S2-2309638. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309082 (CR) 23.228 CR1342 (Rel-18, 'F'): Update of Nimsas_SessionEventControl_Notify for binding information (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Adding binding information in Nimsas_SessionEventControl_Notify. Replacing DCSF with IMS AS.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309153 (CR) 23.228 CR1355 (Rel-18, 'F'): Change media type value to DC (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Change media type value to DC in clause AA.2.4.2.2. Adding clarification in AA.2.4.3.1.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309099 (CR) 23.228 CR1344 (Rel-18, 'F'): 23.228 Annex AA Editorial Change on IMS AS and MF services (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove Data Channel Mapping and Configuration information from the input parameters of Nimsas_MediaControl_MediaInstruction API. Add Data Channel Mapping and Configuration information to the input parameters of Nmf_MRM_Create API. Change the DCMF to DC.
Parallel discussion:
Ericsson commented that the Data Channel Mapping is needed and should not be removed. It was clarified that this is not for the MF and is not needed for the DCMF. China Mobile agreed with the view of Ericsson. The first change is covered by the Ericsson CR. The clause number changes was inconsistent with the table numbering. Ericsson replied that their CR changes the clause numbering to be implemented after all CRs affecting this clause. It was agreed that it is better to add a new 'Void' clause aa.2.3. This was left for off-line discussion and revised in S2-2309639.
Parallel discussion:
This was withdrawn and S2-2309099 was merged into S2-2309938.
Comment: Revised in parallel session to S2-2309639 (withdrawn). Merged into S2-2309938.
Comment: S2-2309639: Revision of S2-2309099. WITHDRAWN.
Status: Withdrawn.
S2-2308457 (CR) 23.228 CR1332 (Rel-18, 'F'): Updates to DCSF - HSS interworking (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Allow data in HSS to be fetched by the DCSF.
Parallel discussion:
China Mobile asked where the decision not to modify DIAMETER parameters from Rel-17 has been made and did not agree to remove DIAMETER support. Nokia also did not agree to remove the DIAMETER interface and did not know of any decision to prevent modification. Ericsson replied that this need not be removed in the CR if the current DIAMETER can be used without modification. T-Mobile USA commented that if we keep the use of Sc then some editorial updates will be needed. Huawei commented that this could be merged with the Huawei CR on this topic. This was left for off-line discussion and revised in S2-2309640.
Parallel discussion:
This was covered by S2-2309641 and was noted.
Comment: Revised in parallel session to S2-2309640.
Comment: S2-2309640: Revision of S2-2308457. Noted in parallel session.
Status: Noted.
S2-2309102 (CR) 23.228 CR1347 (Rel-18, 'F'): Update general description of HSS service for data channel (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update the general description of HSS service in clause AA.2.1 to align with clause AC.3. Clarify the statement in clause AC.3 further.
Parallel discussion:
This covered many aspects in the Ericsson CR and was left for off-line discussion and revised in S2-2309641.
Parallel discussion:
The clauses affected needed update and DCF should be added to the table parameters. This was revised in S2-2309939.
Comment: Revised in parallel session to S2-2309641.
Comment: S2-2309641: Revision of S2-2309102. Revised in parallel session to S2-2309939.
Comment: S2-2309939: Revision of S2-2309641. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
procedure updates
S2-2308800 (CR) 23.228 CR1338 (Rel-18, 'F'): Modification of Bootstrap Data Channel Setup Signalling Procedure (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Remove application data channel description in steps 20-23 and NOTE 4 in bootstrap data channel setup signalling procedure. Modify parameters used in several steps of bootstrap data channel setup signalling procedure in clause AC.7.1.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309100 (CR) 23.228 CR1345 (Rel-18, 'F'): 23.228 Editorial change for the DC procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change the DCMF to MF, and enhanced MRF to MRF.
Parallel discussion:
Ericsson commented that this is covered by their CR in S2-2308458. This was left for off-line discussion and merged into S2-2309642.
Comment: Merged into S2-2309642.
Status: Merged.
S2-2308458 (CR) 23.228 CR1333 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Replace DCMF with MF. Remove editors note replacing AS with IMS AS for consistency. Remove references to enhanced MRF, and just use MRF.
Parallel discussion:
Nokia commented that this removes an Editor's note already removed in their CR. The removal of DIAMETER reference points should be removed for now, until an agreement on this issue is obtained. This was left for off-line discussion and revised in S2-2309642.
Parallel discussion:
The editor's note should be reinstated as this is an editorial CR and it is deleted in another CR. 'Service-based' should be removed and the clauses affected corrected. This was revised accordingly in S2-2309940.
Comment: Revised in parallel session to S2-2309642, merging S2-2309100.
Comment: S2-2309642: Revision of S2-2308458, merging S2-2309100. Revised in parallel session to S2-2309940.
Comment: S2-2309940: Revision of S2-2309642. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309143 (CR) 23.228 CR1354 (Rel-18, 'F'): Update to data channel setup procedures (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: The procedures of DC setup is updated.
Parallel discussion:
Ericsson suggested changing service specific data to service specific policy. This was revised in S2-2309643.
Parallel discussion:
Agreed in parallel session.
Comment: Revised in parallel session to S2-2309643.
Comment: S2-2309643: Revision of S2-2309143. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309127 (CR) 23.228 CR1348 (Rel-18, 'F'): Correction of the P2A2P procedure (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Alignment of the P2A2P procedure to the P2A procedure Step 5 suggests DCSF to access DC Application Server, but DCSF does not need to do so in this step. Missing steps are added between the current step 9 and 10. A step is added between the current step 17 and 18 to allow DCSF to inform DC Application Server of information contained in SDP answer from UE#2. Description in the Figure of step 7 now contains a text DCMF allocates resources for originating and terminating MDC2 .
Parallel discussion:
Some issues were raised and this was left for off-line discussion and revised in S2-2309644.
Parallel discussion:
This was withdrawn.
Comment: Revised in parallel session to S2-2309644.
Comment: S2-2309644: Revision of S2-2309127. WITHDRAWN.
Status: Withdrawn.
S2-2309004 (CR) 23.228 CR1340 (Rel-18, 'F'): KI#2_ Update AR communicate procedure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: The UE uses the binding information to indicate which mode is requested by the UE. Add description of UE-B does not perform AR rendering, UE-A and MF performs AR rendering in the Establishment of Network Centric AR communication session procedure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309101 (CR) 23.228 CR1346 (Rel-18, 'F'): 23.228 Editorial change for AR procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change the ARMF to AR capability Update the architecture graph.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Editorial updates
S2-2308797 (CR) 23.228 CR1335 (Rel-18, 'B'): Add Function Description for DCSF in AC.9.2 (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Add function description for DCSF in AC.9.2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308798 (CR) 23.228 CR1336 (Rel-18, 'B'): Add Function Description in AC.2.2 (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Modify function description for IMS AS, DCSF; add function description for HSS, S-CSCF, P-CSCF in clause AC.2.2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308801 (CR) 23.228 CR1339 (Rel-18, 'F'): Update on IMS Data Channel Service Subscription (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Modify MMTEL service profile to IMS Service Profile; modify subscription information to subscription data.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309098 (CR) 23.228 CR1343 (Rel-18, 'F'): 23.228 Annex AC Editorial Change on align the MF, DCMF, ARMF term use (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change all the DCMF to MF; generalized the term used. Move the AC 8.1 into AC 7.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308459 (CR) 23.228 CR1334 (Rel-18, 'F'): Clause Number Correction (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Renumber clauses AA.2.4 and AA.2.5 to to AA.2.3, and AA.2.4 respectively.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309128 (CR) 23.228 CR1349 (Rel-18, 'F'): Editorial correction of the P2A procedure (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Change DSMF to DCMF for step 7 and step 12 in the Figure. In addition, minor editorial correction in the text.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309142 (CR) 23.228 CR1353 (Rel-18, 'F'): Editorial corrections to 23.228 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: This contribution provides editorial corrections of the contents related to NG_RTC.
Comment: Check Affected Clauses! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309176 (CR) 23.502 CR4404 (Rel-18, 'F'): Correction of NRF services to support MF registration and discovery (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Change the from DCMF to MF in NRF services.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097304]9.15.2	Access Traffic Steering, Switching and Splitting support in the 5GS; Phase 3 (ATSSS_Ph3)
This agenda item was convened by Dario Tonesi (Qualcomm).
Redundant Steering Mode (RSM)
S2-2309236 (DISCUSSION) GBR flow treatment in case of duplication suspension (Source: InterDigital)
Document for: Discussion
Abstract: 
Discussion on the impact to resource efficiency in AN in case of GBR traffic duplication suspension.
Comment: Noted in parallel session.
Status: Noted.
S2-2309239 (CR) 23.501 CR4880 (Rel-18, 'F'): Duplication suspension notification to 5G-AN (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: New Session Reporting Rule (to configure UPF to report when traffic duplication is suspended and resumed) New Session Reporting (indication that duplication is suspended or resumed SMF reporting the change in traffic duplication status to the NG RAN node upon receiving the New Session Reporting.
Comment: Noted in parallel session.
Status: Noted.
S2-2308926 (CR) 23.501 CR4813 (Rel-18, 'F'): Clarifications on redundant steering mode for GBR QoS Flow (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: For the scenario of GBR QoS Flow establishment failure for one access network, it is clarified that the SMF can retry but eventually, has to notify the PCF unless both GBR QoS Flow establishments are successful. For the SMF behaviour when one or both of the accesses are not available, it is clarified that the SMF reports about the removal of the PCC rule when both accesses are not available and that Notification control reports are not sent when one of the accesses becomes unavailable while the other access is still available.
Comment: Revised in parallel session to S2-2309466 (withdrawn). Postponed in parallel session.
Status: Postponed.
Comment: S2-2309466: Revision of S2-2308926. Withdrawn.
Status: Withdrawn.
S2-2309229 (CR) 23.501 CR4877 (Rel-18, 'F'): Access leg to use in case of duplication suspension (Source: InterDigital)
Document for: Approval
Abstract: 
Summary of change: Addition of access leg to use when traffic duplication is suspended (in the PMF-Suspend Duplication Request message. Addition of new Note 3, describing behaviour when access leg to use is not included in the PMF-Suspend Duplication Request message.
Comment: Noted in parallel session.
Status: Noted.
S2-2309156 (CR) 23.501 CR4864 (Rel-18, 'F'): Clarifications to the Redundant Steering Mode (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Clarify UE and UPF behaviour when UPF has suspended traffic duplication. Clarify relationship between ATSSS-LL and redundant steering mode. Correct conditions for mandatory support of the ATSSS-LL fucntionality considering MPQUIC and MPTCP functionalities.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Non-3GPP path switching
S2-2308851 (CR) 23.502 CR4347 (Rel-18, 'F'): Removal of non-3GPP path switching capability between V-SMF and H-SMF (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Removes non-3GPP path switching capability between V-SMF and H-SMF.
Comment: Revised in parallel session to S2-2309467.
Comment: S2-2309467: Revision of S2-2308851. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309116 (CR) 23.502 CR4395 (Rel-18, 'F'): Non-3GPP path switching in home routed scenario (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Whether supporting non-3GPP path switching is indicated in case of UE accessing over non-3GPP access.
Comment: Noted in parallel session.
Status: Noted.
S2-2308850 (CR) 23.501 CR4791 (Rel-18, 'F'): Clarification on non-3GPP path switching capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Clarify that if a UE is registered to different PLMNs over 3GPP and non-3GPP accesses, the UE shall use the capability received from non-3GPP access.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308888 (CR) 23.502 CR4353 (Rel-18, 'F'): Clarification on the N3GPP path switching (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: In step 7, SMF sends the CN Tunnel Info corresponding to the old non-3GPP access to the AMF, which will be transferred to the new non-3GPP access node by the AMF in step 8. In step 10, the SMF updates the N4 rules by replaceing the AN Tunnel Info of the old non-3GPP AN with the AN Tunnel Info of the new non-3GPP AN to instruct the UPF to switch traffic from the old non-3GPP access path to the new non-3GPP access path.
Comment: Revised in parallel session to S2-2309468.
Comment: S2-2309468: Revision of S2-2308888. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308852 (CR) 23.502 CR4348 (Rel-18, 'F'): Clarification on status of PDU Sessions that are not requested to be moved to the new non-3GPP access (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Clarify that the PDU Sessions that are not indicated in the List Of PDU Sessions To Be Activated by the UE are deactivated during the switching procedure.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
EPC interworking
S2-2308849 (CR) 23.502 CR4346 (Rel-18, 'F'): Removing UE capability report on non-3GPP access leg over EPC (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Removes text 'When a UE establishes a MA PDU Session in 5GS, the UE indicates whether it supports non-3GPP access leg over EPC. Based on the UE capability, the SMF determines whether the 3GPP access should be released or not when the MA PDU Session is moved to EPS as described in clause 4.22.6.2.' from clause 4.22.2.4.1.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Other
S2-2308759 (CR) 23.501 CR4777 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add changes to address the three issues in Reason for changes : Add the support of active_connection_id_limit , with a note to specify the value to be 2 ; Change wording from MPQUIC to HTTP/3 Proxy; Add a note to handle the corner scenario of UE s proxy configuration.
Parallel discussion:
Clean up cover page. Fix revision number.
Comment: Revised in parallel session to S2-2309469.
Comment: S2-2309469: Revision of S2-2308759. Revised in parallel session to S2-2309847.
Comment: S2-2309847: Revision of S2-2309469. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308675 (CR) 23.501 CR4245R1 (Rel-18, 'F'): Clarifications on ATSSS-LL functionality support with respect to Redundant Steering Mode and MPQUIC functionality (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: The changes of thise CR can be summarized as follows: Clarified that the ATSSS-LL functionality does not support the Redundant Steering Mode Corrected the conditions for mandatory support of the ATSSS-LL fucntionality, now in function of the presence or lack of MPQUIC and MPTCP functionalities.
Comment: Revision of (noted) S2-2304222 from S2#156E. Noted in parallel session.
Status: Noted.
S2-2308676 (CR) 23.501 CR4767 (Rel-18, 'F'): Meaning of availability for 3GPP access (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is clarified that for a 3GPP access the PMF reports it is available if the UE is in CM-connected mode over that access, while it reports the access is unavailable if the UE is in CM-idle mode over that access.
Comment: Revised in parallel session to S2-2309470.
Comment: S2-2309470: Revision of S2-2308676. Revised in parallel session to S2-2309849.
Comment: S2-2309849: Revision of S2-2309470. Revised in parallel session to S2-2309870.
Comment: S2-2309870: Revision of S2-2309849. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308677 (CR) 23.502 CR4314 (Rel-18, 'F'): Meaning of availability for 3GPP access (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is clarified that for a 3GPP access the PMF reports it is available if the UE is in CM-connected mode over that access, while it reports the access is unavailable if the UE is in CM-idle mode over that access.
Comment: Revised in parallel session to S2-2309471.
Comment: S2-2309471: Revision of S2-2308677. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309114 (CR) 23.501 CR4856 (Rel-18, 'F'): Editorial correction on ATSSS architecture (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Modify the description to be consistent with the figure.
Comment: Revised in parallel session to S2-2309472.
Comment: S2-2309472: Revision of S2-2309114. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309115 (CR) 23.502 CR4394 (Rel-18, 'F'): Editorial changes on MA PDU session operation (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: V-SMF indicates the relationship between the DL N9 tunnel CN info and the access type to H-SMF in clause 4.22.2.2.1 Small changes in clause 4.22.2.4.1 and 4.22.2.4.2.
Parallel discussion:
Clean up cover page (accept changes).
Comment: Revised in parallel session to S2-2309473.
Comment: S2-2309473: Revision of S2-2309115. Revised in parallel session to S2-2309848.
Comment: S2-2309848: Revision of S2-2309473. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097305]9.16.2	UPF enhancement for Exposure And SBA (UPEAS)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097306]9.17.2	Edge Computing Phase 2 (EDGE_Ph2)
General input
S2-2308344 (LS IN) LS from SA WG6: Reply LS on Edge Configuration Server associated with or serves multiple PLMNs (Source: SA WG6 (S6-231999))
Document for: Action
Abstract: 
SA WG6 thanks SA WG2 for sending the LS with information about Edge Configuration Server associated with or serves multiple PLMNs. SA WG6 has agreed in the CR S6-232019, that if the AF provides the ECS configuration information to 5GC, the list of supported PLMN(s) of this ECS configuration information can be provided together. Action: SA WG6 asks SA WG2 to take the above information into account.
Convenor comment:
Proposed to be noted.
Parallel discussion:
This LS was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308356 (LS IN) LS from SA WG3: Reply LS on FS_eEDGEAPP Solution for Support of NAT deployed within the edge data network (Source: SA WG3 (S3-234309))
Document for: Information
Abstract: 
SA WG3 would like to thank SA WG6 for the LS on Solution for Support of NAT deployed within the edge data network (S3-233526/S6-230351) and would like to reply to the following questions: Question to SA WG3: SA WG6 would like to kindly ask SA WG3 to further discuss providing a security solution based on the use of UE provided information when invoking core network offered services such as Nnef_UEId_Get. Answer: SA WG3 was unable to achieve an agreed solution on how to verify the private IP addresses of EEC sent via the application layer within the limited time in R18.
Parallel discussion:
This LS was noted.
Comment: Noted in parallel session.
Status: Noted.
KI#1
S2-2308429 (CR) 23.548 CR0160 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Removing the EN FFS.
Convenor comment:
548@6.7.2.2/3/7.1.2.2 ; same IP range (-1 EN).
Parallel discussion:
Some issues were raised by China Mobile and the related CR in S2-2308610 was reviewed. The related proposals were discussed off-line and this was used as a basis for a merge and was revised in S2-2309657.
Parallel discussion:
Ericsson commented that the note in the merged CR is covered by this CR. Other issues were raised and this was left for further discussion and revised in S2-2309957.
Parallel discussion:
Nokia clarified that NOTE 3 had been added to try to resolve some outstanding issues. China Mobile suggested keeping only the first paragraph of NOTE 2 and discussing further issues at a future meeting. Ericsson suggested keeping the Editor's note and Nokia suggested keeping only the first part of NOTE 2. Huawei commented that the description is available so the Editor's note can be removed. Samsung preferred to keep the Editor's note until the description is clarified. Nokia proposed keeping the editor's note and to resolve this in the next meeting. Nokia suggested also reinstating 'set to unspecified address' and adding 'or to mapped address' between notes 1 and 2. This was revised accordingly in S2-2310019.
Comment: Check Affected Clauses! Revised in parallel session to S2-2309657, merging S2-2308610, S2-2308698 and S2-2309243.
Comment: S2-2309657: Revision of S2-2308429, merging S2-2308610, S2-2308698 and S2-2309243. Revised in parallel session to S2-2309957.
Comment: S2-2309957: Revision of S2-2309657. Revised in parallel session to S2-2310019.
Comment: S2-2310019: Revision of S2-2309957. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308610 (CR) 23.548 CR0166 (Rel-18, 'F'): Solving EN on same IP address (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: V-UPF is instructed to check the case that different DNS queires from different PDU sessions but with the same source IP address. When this occurs, the V-UPF reports to V-SMF, and V-SMF reports to H-SMF to trigger IP address(es) re-allocation.
Convenor comment:
548@6.7.2.2/3 ; same IP range (-1 EN).
Parallel discussion:
Nokia raised concerns on how this would work. It was commented that it was unclear how IP addresses from different sessions would be differentiated. The related CR in S2-2308698 was reviewed. The related proposals were discussed off-line and merged into S2-2309657.
Comment: Merged into S2-2309657.
Status: Merged.
S2-2308698 (CR) 23.548 CR0168 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - resolving Overlapping UE IP EN (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: It is proposed to remove the EN and revise ambigous text.
Convenor comment:
548@6.7.2.2/3 ; multiple IP address (-1 EN).
Parallel discussion:
Huawei asked if the UE that a request belongs to can be determined if the EASDF is changed. China Mobile asked how the IP address conflict can be detected. Nokia commented that this is covered by the Nokia proposal with some wording differences. The related proposals were discussed off-line and merged into S2-2309657.
Comment: Merged into S2-2309657.
Status: Merged.
S2-2309243 (CR) 23.548 CR0183 (Rel-18, 'F'): DNS traffic routing between the UE and the V-EASDF for HR-SBO (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: To route the DNS traffic between the UE and the V-EASDF where the DN s IPv4 address ranges are overlapping over two or more DNs, the V-SMF may perform one of followings: The V-SMF may separate local part of DN by selecting different Local UPF based on the DNN, S-NSSAI, HPLMN ID and IP Domain provided as well as VPLMN specific offloading configuration (i.e. IP ranges or FQDN range) provided by the H-SMF. The V-SMF may use N6 tunnel between the local UPF and V-EASDF. The V-SMF configures the N6 tunnel between the Local UPF and the V-EASDF after receiving the VPLMN specific offloading configuration from H-SMF.
Convenor comment:
548@6.7.1/6.7.2.2/7.1.2.2/3 ; Handling of UEs with same IP address range.
Parallel discussion:
The related proposals were discussed off-line and merged into S2-2309657.
Comment: Merged into S2-2309657.
Status: Merged.
S2-2308609 (CR) 23.548 CR0165 (Rel-18, 'F'): Enforcement of VPLMN specific offloading information for IP range(s) (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Enhancement on EAS discovery procedures to support the case that IP range(s) is included in VPLMN specific offload information.
Convenor comment:
548@6.7.2.3/4 ; improved offload handling for IP ranges.
Parallel discussion:
Some issues were raised and this was left for off-line discussion and revised in S2-2309658.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309658.
Comment: S2-2309658: Revision of S2-2308609. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308430 (CR) 23.548 CR0161 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Adding a figure and providing a more precise description in 6.7.2.7.
Convenor comment:
548@6.7.2.6/7 ; intra/inter-PLMN inter V-SMF idle-mode mobility (-1 EN).
Parallel discussion:
The figure needed aligning with the new text for at least Step 3a/b. This was discussed off-line and used as a basis for merging related CRs and was revised in S2-2309660.
Parallel discussion:
Some corrections and addition of comments received off-line were needed. This was left for off-line discussion and revised in S2-2309958.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309660, Merging S2-2309152 and S2-2309230.
Comment: S2-2309660: Revision of S2-2308430, Merging S2-2309152 and S2-2309230. Revised in parallel session to S2-2309958.
Comment: S2-2309958: Revision of S2-2309660. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309178 (CR) 23.548 CR0179 (Rel-18, 'F'): Updates on EAS rediscovery procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. Complete the handover related procedures. 2. Editorial changes.
Convenor comment:
548@6.7.2.6/X/Y/Z complete HO procedures (-1 EN).
Parallel discussion:
This was reviewed and some clarifications provided. This was discussed off-line and revised in S2-2309659.
Parallel discussion:
Nokia asked to change 'corresponds to' to 'corresponding to'. Changes on changes should be removed. This was revised accordingly in S2-2309959.
Comment: Revised in parallel session to S2-2309659.
Comment: S2-2309659: Revision of S2-2309178. Revised in parallel session to S2-2309959.
Comment: S2-2309959: Revision of S2-2309659. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309152 (CR) 23.548 CR0177 (Rel-18, 'F'): Clarification on Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility procedure supporting HR-SBO (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Resolving the remaining Editor's note with following change: Descriptions added in steps for clarification. Procedure figure is added resolving the remaining Editor's note.
Convenor comment:
548@6.7.2.7 intra/interPLMN idle mode mobility fixes.
Parallel discussion:
Nokia indicated that some aspects are covered in their CR, but this can be resolved off-line. Some corrections to the referenced steps was suggested. This was discussed off-line and merged into S2-2309660.
Comment: Merged into S2-2309660.
Status: Merged.
S2-2309230 (CR) 23.548 CR0182 (Rel-18, 'F'): Inter V-SMF Idle mode mobility in HR-SBO case (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add a figure of the procedure and clarify its description.
Convenor comment:
548@6.7.2.7 ; Intra/inter-PLMN idle mode mobility fixes.
Parallel discussion:
This was discussed off-line and merged into S2-2309660.
Comment: Merged into S2-2309660.
Status: Merged.
S2-2309222 (CR) 23.548 CR0181 (Rel-18, 'D'): Editorial Fix in the Network triggered EAS change in HR-SBO context procedure (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Updated Figure 6.7.3.2-1 to align with the text. The figure is updated to be similar to the figure that was included in S2-2308240 but it was not change marked in S2-2308240.
Convenor comment:
548@6.7.3.2 ; missing implementation update from previous meeting cycle.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309120 (CR) 23.548 CR0173 (Rel-18, 'F'): Updates on EAS change procedure (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The main changes are as follows: 1) Replacing the EAS re-discovery with EAS change in title and procedures. 2) Clarifyling the intra-VPLMN V-SMF change based on target DNAI.
Convenor comment:
548@6.7.3 ; EAS rediscovery correction (-1 EN).
Parallel discussion:
A number of clarifications were needed and this was left for off-line discussion and revised in S2-2309801.
Parallel discussion:
Changes on changes should be removed. This was revised accordingly in S2-2309960.
Comment: Revised in parallel session to S2-2309801.
Comment: S2-2309801: Revision of S2-2309120. Revised in parallel session to S2-2309960.
Comment: S2-2309960: Revision of S2-2309801. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308552 (CR) 23.502 CR4283 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: If the IP address of the UE in the AF request is a non NATed public IP address - if this Public address belongs to a range owned by the PLMN of the NEF, then the target PDU Session is NOT working in HR-SBO mode; - if this Public address belongs to a range NOT owned by the PLMN of the NEF, then the target PDU Session is working in HR-SBO mode and the NEF determines the HPLMN of UE, DNN/S-NSSAI based on that range - Otherwise, if the UE IP Address in the AF request is an IP address NATed by the PLMN that the NEF belongs to, the NEF invokes Nupf_GetPrivateUEIP_Get service to get the corresponding private UE IP address,an indication that the PDU Session is working in HR-SBO mode, the HPLMN ID of the UE, and the DNN/S-NSSAI of the PDU Session from the L-PSA UPF in the local PLMN. .
Convenor comment:
502@4.6.3.4 ; determination of SBO mode by V-NEF.
Parallel discussion:
Huawei asked for some indications for IP Domain to be checked and asked for clarifications. This was used as a basis for merging with other CRs and was revised in S2-2309661.
Parallel discussion:
Some clarifications and corrections were proposed and this was left for further off-line discussion and revised in S2-2309961.
Parallel discussion:
The cover sheet should be cleaned up, confirming sources. Ericsson asked to change 'dedicated' to 'preconfigured' under note 5 and asked to be added to the source companies. Qualcomm had requested off-line to add port information. This was revised in S2-2310020.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309661, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958.
Comment: S2-2309661: Revision of S2-2308552, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958. Revised in parallel session to S2-2309961.
Comment: S2-2309961: Revision of S2-2309661. Revised in parallel session to S2-2310020.
Comment: S2-2310020: Revision of S2-2309961. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308694 (CR) 23.502 CR4318 (Rel-18, 'F'): Corrections on handling the AF traffic influencing request for HR-SBO PDU Sessions (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Updates according to reason for change.
Convenor comment:
502@4.3.6.1/2/4/5;5.2.6.1/7/27;5.2.8.2 ; clarification on UE identification for HR-SBO.
Comment: Merged into S2-2309661.
Status: Merged.
S2-2309181 (CR) 23.502 CR4406 (Rel-18, 'F'): KI#1 Update on AF Influence for HR-SBO PDU session (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add clarification on how V-NEF determines the HPLMN of the UE that the AF requests to influence when GPSI/External Group Identifier(s) is provided in the AF request. Add clarification that in UE IP case, the NEF determines the PLMN that allocates the IP of the PDU session rather than the HPLMN of the UE to support non-roaming and LBO roaming case. Add clarification on how V-NEF store AF request with UE IP in the V-UDR. Some editorial changes.
Convenor comment:
502@4.3.6.2/4/5 ; AF influence to V-SMF.
Parallel discussion:
Some clarifications were requested. This was discussed off-line and merged into S2-2309661.
Comment: Merged into S2-2309661.
Status: Merged.
S2-2308553 (CR) 23.548 CR0162 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: At N4 session establishment for a PDU Session working in HR SBO mode, the SMF in VPLMN provides the HPLMN Id of UE, DNN/S-NSSAI of the PDU Session to any UPF acting as PSA for that PDU Session.
Convenor comment:
548@6.7.2.2 : linked to 08552.
Parallel discussion:
Nokia reported that removal of the IP domain part was still needed and a clean up of the revisions. A correction was suggested by Huawei and this was revised accordingly in S2-2309962.
Comment: Revised in parallel session to S2-2309662.
Comment: S2-2309662: Revision of S2-2308553. Revised in parallel session to S2-2309962.
Comment: S2-2309962: Revision of S2-2309662. Agreed in parallel session. Block approved.
Plenary Discussion:
This was left for off-line discussion and revised to S2-2309662.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309193 (CR) 23.502 CR4408 (Rel-18, 'F'): Cleanup for handling AF requests in HR-SBO scenario (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: Cleanup of the specification format for AF requests in HR-SBO scenario. Clarification about the Data Key stored in UDR.
Convenor comment:
502@4.3.6.2/4/5 ; clean up of AF influence HR-SBO procedures.
Parallel discussion:
This was discussed off-line and merged into S2-2309661.
Comment: Merged into S2-2309661.
Status: Merged.
S2-2308958 (CR) 23.502 CR4368 (Rel-18, 'F'): Update the Nnef_TrafficInfluenceCreate to support NAT function deployed in UPF (Source: Qualcomm Incorporated, Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: - clarify that if IP in AF request is a NATed IP, the NEF invokes steps 3 to 6 of the AF specific UE ID retrieval procedure defined in clause 4.15.10 to get the UE Private IP address in step 1 in clause 4.3.6.4. - add the port number as optional input for Nnef_TrafficInfluence_Create service in clause 5.2.6.7.2.
Convenor comment:
502@4.3.6.4/5.2.6.7 ; adds support for NAT in AF request to support address translation.
Parallel discussion:
This was discussed off-line and merged into S2-2309661.
Comment: Merged into S2-2309661.
Status: Merged.
S2-2308819 (CR) 23.548 CR0170 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal' (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Correct the wording IP replacement to 'Outer Header Creation' and 'Outer Header Removal'.
Convenor comment:
548@6.7.2.2/3/4/5 ; IP address replacement.
Parallel discussion:
A number of clarifications were needed and this was left for off-line discussion and revised in S2-2309802.
Parallel discussion:
Nokia asked to clarify that the IP replacement mechanism is for DNS traffic. This was left for further off-line discussion and revised in S2-2309963.
Comment: Confirm Specification Number - CR states 23.502! New CR number will be needed if for 23.502. Revised in parallel session to S2-2309802.
Comment: S2-2309802: Revision of S2-2308819. Revised in parallel session to S2-2309963 (withdrawn). Postponed.
Status: Postponed.
Parallel discussion:
This was withdrawn and S2-2309802 was postponed.
Comment: S2-2309963: Revision of S2-2309802. WITHDRAWN.
Status: Withdrawn.
S2-2309177 (CR) 23.548 CR0178 (Rel-18, 'F'): Clarification on EAS discovery procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. Clarify H-SMF update the VPLMN Specific Offloading Information to the V-SMF using an existing HR PDU Session, and V-SMF removes the stored VPLMN Specific Offloading Information and corresponding Offload Identifiers when the last HR-SBO PDU Session related with the given Offload Identifier(s) served by the V-SMF is released. 2. Clarify that V-SMF takes VPLMN Specific Offloading Information into consideration when performs UL CL/BP and local PSA selection. 3. Editorial changes.
Convenor comment:
548@6.7.2.2/3 ; corrections related to the use of Offload identifier.
Parallel discussion:
A number of issues were raised and clarifications requested and this was left for off-line discussion and revised in S2-2309803.
Parallel discussion:
Nokia asked the implications of changing shall to may for removal of Offload Identity. This was left for further off-line discussion and revised in S2-2309964.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309803.
Comment: S2-2309803: Revision of S2-2309177. Revised in parallel session to S2-2309964.
Comment: S2-2309964: Revision of S2-2309803. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308608 (CR) 23.548 CR0164 (Rel-18, 'F'): Enhancement on VPLMN specific offloading policy/information (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: HPLMN ID is also send to V-SMF with offload identifier.
Convenor comment:
548@6.7.2.2 ; add HPLMN ID with Offload identifier.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308697 (CR) 23.548 CR0112R5 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - offload policy structure (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Removing changes to 7.1.2.2 and 7.1.2.3 added during SA WG2#155 as they are not needed.
Convenor comment:
548@7.1.2.2/3 ; correction on offload policy structure (NEEDS TO BE REVISED AS A NEW CR).
Comment: Revision of (revised and APPROVED) S2-2306667 from S2#157 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308817 (CR) 23.502 CR4338 (Rel-18, 'F'): Configuration of ECS address in roaming (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add PLMN ID as optional input of ECS Address Configuration Information. Add external group ID as optional input of ECS Address Configuration Information, and add a clarification when no external group ID is provided, the ECS Address Configuration Information should be applied to any UE.
Convenor comment:
502@5.2.6.37 ; ECS address configuration clarification.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309022 (CR) 23.502 CR4382 (Rel-18, 'F'): SMF service enhancement on offload policy identifier delivery (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Adding Offload Identifier and HPLMN ID in Nsmf_PDUSession_Create Response service.
Convenor comment:
502@5.2.8.2.2 ; offload identifier addition to service parameter.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309179 (CR) 23.502 CR4405 (Rel-18, 'F'): Add Offload Identifier(s) into SMF service operations (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add Offload Identifier(s) in Nsmf_PDUSession_Create/Update and Nsmf_PDUSession_ContextRequest Service. Clarify that the HPLMN address information and DNS Server address provided by HPLMN are only transferred in V-SMF change within same PLMN case.
Convenor comment:
502@5.2.8.2.2/10 ; Add Offload identifier to service parameters.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309158 (CR) 23.502 CR4401 (Rel-18, 'F'): HR-SBO request indication parameter to support mobility procedure supporting HR-SBO (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: - The HR-SBO request indication parameter is added for alignment to the Nsmf_PDUSession_Update Request service operation in order for the V-SMF to indicate HR-SBO support to the H-SMF during mobility procedure.
Convenor comment:
502@5.2.8.2.3 ; update PDU Session update parameter to add HR-SBO request.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309121 (CR) 23.502 CR4396 (Rel-18, 'F'): Update on SMF service operation (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Adding EAS IP replacement information (from H-SMF to V-SMF) and target DNAI (from H-SMF to V-SMF) as input parameters for Nsmf_PDUSession_Update service operation.
Convenor comment:
502@5.2.8.2.3 ; clarification on PDU session update service for EAS IP replacement.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#3
S2-2308979 (CR) 23.501 CR4819 (Rel-18, 'F'): Clarification on Subscriber category in AF request (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify that UEs that belong to every one of these Subscriber categories, i.e. a single UE has all these Subscriber categories in its subscription data.
Convenor comment:
501@5.6.7 ; clarification on subscriber categories.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
KI#4
S2-2308607 (CR) 23.548 CR0163 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Adding NOTE: This procedure applies only when the UE only belongs to set(s) of UEs that is/are not related to traffic descriptor.
Convenor comment:
548@6.2.3.2.4 : UEs belonging to multiple active sets of UEs.
Parallel discussion:
Ericsson asked for clarification of the solution and the note. Nokia suggested discussing this off-line to get a better understanding. This was left for further off-line discussion and revised in S2-2309789.
Parallel discussion:
Some clarifications were needed and this was left for off-line discussion and revised in S2-2309966.
Parallel discussion:
The clause number referred to in the new note was missing. The note needs to be clarified that 'the operator needs to ensure . . .'This was revised in S2-2310021.
Comment: Revised in parallel session to S2-2309789.
Comment: S2-2309789: Revision of S2-2308607. Revised in parallel session to S2-2309966.
Comment: S2-2309966: Revision of S2-2309789. Revised in parallel session to S2-2310021.
Comment: S2-2310021: Revision of S2-2309966. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309965 (OTHER) Clarification on common DNAI selection with local DNS server (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Adding NOTE: This procedure applies only when the UE only belongs to set(s) of UEs that is/are not related to traffic descriptor.
Comment: WITHDRAWN.
Status: Withdrawn.
S2-2308820 (CR) 23.548 CR0171 (Rel-18, 'F'): DNS server reselection based on common DNAI (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: If the PDU session has already been established, and the PCC rule including updated common DNAI is provided to SMF, the SMF should reselect the local DNS server according to the common DNAI. And the SMF should configure the UE with new local DNS server with PCO in PDU session modification.
Convenor comment:
548@6.2.3.2.4 ; common DNAI, DNS server reselection for ongoing PDU sessions.
Parallel discussion:
Huawei asked to rephrase the second sentence to clarify the meaning. This was left for further off-line discussion and revised in S2-2309790.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309790.
Comment: S2-2309790: Revision of S2-2308820. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309122 (CR) 23.548 CR0174 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Updating procedure for common DNAI selection with Local DNS Server/Resolver to support mutilple SMFs coordination scenario.
Convenor comment:
548@6.2.3.2.4 ; Common DNS selection with local DNS server.
Parallel discussion:
Ericsson asked to change 'invokes' to 'notifies'. Nokia suggested reinstating the deleted sentence and clarifying it. This was left for further off-line discussion and revised in S2-2309791.
Parallel discussion:
Changes on changes should be removed. This was revised accordingly in S2-2309967.
Comment: Revised in parallel session to S2-2309791.
Comment: S2-2309791: Revision of S2-2309122. Revised in parallel session to S2-2309967.
Comment: S2-2309967: Revision of S2-2309791. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308693 (CR) 23.501 CR4769 (Rel-18, 'F'): Service correction related to traffic correlation (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Change of service.
Convenor comment:
501@7.2.8/7.3.3 : Correct service attribution.
Parallel discussion:
The reference to the clause in the TS should be added. This was revised accordingly in S2-2309792.
Parallel discussion:
Agreed in parallel session.
Comment: Revised in parallel session to S2-2309792.
Comment: S2-2309792: Revision of S2-2308693. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308695 (CR) 23.502 CR4319 (Rel-18, 'F'): Service correction related to traffic correlation (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Change of service.
Convenor comment:
502@5.2.6.38 ; linked to S2-2308693.
Parallel discussion:
Nokia suggested removing the note to avoid confusion and to clarify that this is for a number of UE members serves. This was revised accordingly in S2-2309793.
Parallel discussion:
Agreed in parallel session.
Comment: Revised in parallel session to S2-2309793.
Comment: S2-2309793: Revision of S2-2308695. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308696 (CR) 23.548 CR0167 (Rel-18, 'F'): Service correction related to traffic correlation (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Change of service.
Convenor comment:
548@6.2.3.2.7 ; linked to 8693.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309180 (CR) 23.548 CR0180 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add corresponding description for EAS re-discovery.
Convenor comment:
548@6.2.3.3 ; UE quitting or joining set DNS cache refresh.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309794.
Parallel discussion:
'interact' should be 'interacts'. This was revised accordingly and revised in S2-2309968.
Comment: Revised in parallel session to S2-2309794.
Comment: S2-2309794: Revision of S2-2309180. Revised in parallel session to S2-2309968.
Comment: S2-2309968: Revision of S2-2309794. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308980 (CR) 23.548 CR0172 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 1. clarify the procedure is for either common EAS or common DNAI, but not both at the same time.
Convenor comment:
548@6.2.3.2.7 ; common DNAI handling clarification.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309795.
Parallel discussion:
The CR revision was not incremented. This was revised accordingly and revised in S2-2309969.
Comment: Revised in parallel session to S2-2309795.
Comment: S2-2309795: Revision of S2-2308980. Revised in parallel session to S2-2309969.
Comment: S2-2309969: Revision of S2-2309795. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309123 (CR) 23.548 CR0175 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Updating procedure of coordination among SMFs for common EAS/DNAI determination.
Convenor comment:
548@6.2.3.2.7 ; update to common EAS/DNAI coordination.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309796.
Parallel discussion:
Nokia proposed some corrections to steps 2 and 4. This was left for off-line discussion and revised in S2-2309970.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309796.
Comment: S2-2309796: Revision of S2-2309123. Revised in parallel session to S2-2309970.
Comment: S2-2309970: Revision of S2-2309796. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308818 (CR) 23.548 CR0169 (Rel-18, 'F'): Clarification of SMF behaviour if no common EAS IP address present in PCC rule (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Change the wording as below: If the common EAS is present in PCC rule, the SMF decides to select a new EAS for the set of UEs.
Convenor comment:
548@6.2.3.2.5 ; correction on common EAS discovery.
Parallel discussion:
Huawei suggested clarification of the first change and removal of the second change. This was further discussed off-line and revised in S2-2309797.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309797.
Comment: S2-2309797: Revision of S2-2308818. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309150 (CR) 23.548 CR0176 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Some editorial on clause 6.2.3.2.2 regarding common DNAI. Clarification and correction on Common EAS/DNAI determination.
Convenor comment:
548@6.2.3.2.2/5 ; clarification on use of common DNAI.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309798.
Parallel discussion:
Huawei proposed some clarifications. This was revised accordingly and revised in S2-2309971.
Comment: Revised in parallel session to S2-2309798.
Comment: S2-2309798: Revision of S2-2309150. Revised in parallel session to S2-2309971.
Comment: S2-2309971: Revision of S2-2309798. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309097 (CR) 23.501 CR4849 (Rel-18, 'F'): Selection of Common DNAI (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Adding a note under Traffic Description information element contained in AF request.
Convenor comment:
501@5.6.7.1 ; clarification of AF influence for common DNAI.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309799.
Parallel discussion:
Vivo asked whether an editor's note should be added to guide CT WG1 for the Stage 3 work. This should be handled outside of the specification. This was agreed in parallel session.
Comment: Revised in parallel session to S2-2309799.
Comment: S2-2309799: Revision of S2-2309097. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309149 (CR) 23.501 CR4862 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Minor editorial on clause 5.6.7 Rewording description on AF request parameter usage for set of UEs Clarification on the SMF providing 5GC determined information to the NEF.
Convenor comment:
501@5.6.7: AF influence request update.
Parallel discussion:
Some corrections were needed and this was further discussed off-line and revised in S2-2309800.
Parallel discussion:
Vivo commented that the latest changes makes the function unclear. This was left for off-line discussion and revised in S2-2309972.
Parallel discussion:
The TD number was incorrect and the cover sheet should be cleaned up. This was revised in S2-2310022.
Comment: Revised in parallel session to S2-2309800.
Comment: S2-2309800: Revision of S2-2309149. Revised in parallel session to S2-2309972.
Comment: S2-2309972: Revision of S2-2309800. Revised in parallel session to S2-2310022.
Comment: S2-2310022: Revision of S2-2309972. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309124 (CR) 23.501 CR4858 (Rel-18, 'F'): Update on NEF functionality (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Adding NEF functionality for management of common EAS and DNAI.
Convenor comment:
501@6.2.5.0 ; List common DNAI support of NEF.
Parallel discussion:
This CR was agreed in parallel session.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097307]9.18.2	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308328 (LS IN) Response to Reply LS on Proposed method for Time Synchronization status reporting to UE(s) (Source: SA WG1 (S1-231285))
Document for: Information
Abstract: 
SA WG1 thanks CT WG1 for their LS C1-232942, and question. SA WG1 answers and clarifications are provided below: On RAN WG2 s question to CT WG1: RAN WG2 would like to know if we can use an existing access category for the access attempt to retrieve the latest available clock quality information, e.g., the one for MO signalling, or if it would require a new one since it should not block access triggered by other MO signalling. CT WG1 answered: Unless there is a service requirement to introduce a new access category for the access attempt to retrieve the latest available clock quality information, CT WG1 assumes that reusing Access Category 3 (MO_sig) is acceptable. And further raised the following question to SA WG1: CT WG1 respectfully asks SA WG1 to inform if there is a service requirement to use a new access category for the access attempt described above. [SA WG1 answer]: SA WG1 would like to inform that there are no stage 1 requirements to have a separate access category for TRS.
Comment: Noted in parallel session.
Status: Noted.
S2-2308351 (LS IN) LS from CT WG4: Support of Time Sensitive Networking (TSN) enabled Transport Network (TN) (Source: CT WG4 (C4-233170))
Document for: Action
Abstract: 
CT WG4 is specifying in a new stage 3 specification (TS 29.585) the protocol used between the SMF/CUC and the (R)AN/AN-TL and UPF/CN-TL, to retrieve the End Station (ES) capabilities and configure TSN features (TN streams) in the ES. This corresponds to the Get Request/Response and Set Request/Response specified in TS 23.501/23.502 that are transferred in TL-Containers in NGAP over N2 and in PFCP over N4. {. . .} Action: CT WG4 kindly asks SA WG2 to answer the above questions and clarify stage 2 requirements accordingly, where necessary.
Comment: Postponed in parallel session.
Status: Postponed.

Key Issue #1
S2-2308559 (CR) 23.501 CR4727 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Clarification on the description of reference report ID in SIB information description in clause 5.27.1.12. Adding a note for the TSCTSF to subscribe to only one AMF within an AMF set for gNB s node-level timing synchronization status. Clause 5.27.1.12 text correction for provisioning of clock quality detail level and clock quality acceptance criteria during mobility events.
Parallel discussion:
Add 'The NG-RAN provides' in last bullet before NOTE 3 In last change, replace text with 'CQRCI'.
Comment: Revised in parallel session to S2-2309434.
Comment: S2-2309434: Revision of S2-2308559. Revised in parallel session to S2-2309818.
Comment: S2-2309818: Revision of S2-2309434. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308560 (CR) 23.502 CR4286 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Removing Namf_Communication_NonUEN2MsgTransfer service operation for the TSCTSF to subscribe to RAN TSS at the AMF. Updating ASTI service operations to only provide service status (acceptable/not acceptable) to the AF (as agreed in SA WG2#157).
Parallel discussion:
Remove 'Transaction Reference ID' from inputs of Ntsctsf_ASTI_Subscribe operation.
Comment: Revised in parallel session to S2-2309435.
Comment: S2-2309435: Revision of S2-2308560. Revised in parallel session to S2-2309819.
Comment: S2-2309819: Revision of S2-2309435. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309256 (CR) 23.501 CR4887 (Rel-18, 'F'): Clarification for time synchronization service monitoring (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The main change is as follows: Add When the network timing synchronization status meets any of the pre-configured thresholds again (i.e. status improvement), the gNB broadcasts the reference report ID in SIB information to aligh with the description of status degradation. Add when each supported timing synchronization status attribute is better than the pre-configured thresholds in Note 1 for a clearer description. Add the description of a scope of the TSS supports providing TSS information for all cells or a group of cells within a single gNB to aligh with the definition of TSS scope. Add the dercription of the AMF may provide the Clock quality detail level, Clock quality acceptance criteria to NG-RAN to aligh with the conclusion.
Parallel discussion:
Add 'i.e. if a clock quality metric is better than the corresponding threshold, the NG-RAN reports the threshold value to the UE in an RRC message instead.'.
Comment: Revised in parallel session to S2-2309436.
Comment: S2-2309436: Revision of S2-2309256. Revised in parallel session to S2-2309820.
Comment: S2-2309820: Revision of S2-2309436. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309257 (CR) 23.502 CR4423 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The main change is as follows: In clause 4.15.9.3.3, update the Figure because step 5 is not correct. In clause 4.15.9.4,add clock quality acceptance criteria in the AF request to align with the description in 23.501. In clause 4.15.9.5.2, add a clearer description of pre-configured thresholds and add a Note to capture when the gNB provides clock quality metrics to the UE(s).
Parallel discussion:
Add 'NTT DoCoMo' In Table 5.2.2.2.2-1, remove extra 'I', remove 'when', remove 'the UE'.
Comment: Revised in parallel session to S2-2309437, merging S2-2309267.
Comment: S2-2309437: Revision of S2-2309257, merging S2-2309267. Revised in parallel session to S2-2309821.
Comment: S2-2309821: Revision of S2-2309437. Revised in parallel session to S2-2309826.
Comment: S2-2309826: Revision of S2-2309821. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308954 (CR) 23.502 CR4365 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Correcting the figure in the Time synchronization service modification. Clarify the network reconnection description in the AF requested ATSI procedure. TSCTSF discover the AMF serving the NG-RAN nodes. When the status improves, the reference report ID is not sent.
Parallel discussion:
Fix typo in cover page. Delete added text 'The TSCTSF may discover AMF serving the NG-RAN nodes via NRF.' In step 1-3.
Comment: Revised in parallel session to S2-2309438.
Comment: S2-2309438: Revision of S2-2308954. Revised in parallel session to S2-2309822.
Comment: S2-2309822: Revision of S2-2309438. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309251 (CR) 23.501 CR4885 (Rel-18, 'F'): Time sync status monitoring issue on the CQRCI check and reference id report (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: If the TSCTSF receives the CQRCI from UDM and AF request, it checks whether the Clock quality derived from AF request satisfies (i.e. equal or lower than) the authorized Clock quality. When the status improves, the reference report ID is not sent.
Comment: Revised in parallel session to S2-2309439.
Comment: S2-2309439: Revision of S2-2309251. Noted in parallel session.
Status: Noted.
S2-2309255 (CR) 23.501 CR4886 (Rel-18, 'F'): Corrections on timing synchronization status reporting (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: 1) It is clarified that if the status attributes change after the gNB has reported status degradation, while the attribute(s) are still exceeding the thresholds, the gNB a) generates a new Event ID in a reference report ID, and b) generates a new notification to TSCTSF for the changed status attributes. 2) It is clarified that when the status meets the thresholds again, the gNB stops broadcasting the Event ID in a reference ID. This serves as a notification to the UE to register to the network. 3) Remove the condition in clause 5.27.1.8.
Comment: Noted in parallel session.
Status: Noted.
S2-2309267 (CR) 23.502 CR4424 (Rel-18, 'F'): Corrections on timing synchronization status reporting (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: 1) Remove the overapping description from clause 4.15.9.5.2. 2) In clause 4.28.2.1, clarify that the AMF needs to perform the status subscription with each RAN node. 3) Add UE reconnection indication into table 5.2.2.2.2-1 (UE context in AMF).
Comment: Merged into S2-2309437.
Status: Merged.
S2-2309125 (CR) 23.501 CR4859 (Rel-18, 'F'): Updates on timing synchronization status reporting (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The main changes are as follows: 1) Adding CQRCI and TSS in Abbreviations; 2) Updating 3) Adding functionality of Network timing synchronization status monitoring for AF.
Parallel discussion:
Mark 'RAN' box Remove comments.
Comment: Revised in parallel session to S2-2309440.
Comment: S2-2309440: Revision of S2-2309125. Revised in parallel session to S2-2309823.
Comment: S2-2309823: Revision of S2-2309440. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309126 (CR) 23.502 CR4397 (Rel-18, 'F'): Updates on timing synchronization status reporting (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: The main changes are as follows: 1) Clarifying the description of Clock quality acceptance in TSS parameter table. 2) Updating some descriptions in Network timing synchronization status procedure. 3) Adding UE reconnection indication in the UE context in AMF.
Parallel discussion:
Remove changes on changes. Remove comments.
Comment: Revised in parallel session to S2-2309441.
Comment: S2-2309441: Revision of S2-2309126. Revised in parallel session to S2-2309824.
Comment: S2-2309824: Revision of S2-2309441. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309252 (CR) 23.502 CR4422 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Correct input and output for Ntsctsf_QoSandTSCAssistanceSubscribe, Ntsctsf_ASTI_Subscribe, Namf_Communication_NonUeN2InfoSubscribe service operation. Ading the impacted UE as the output of status notify.
Parallel discussion:
Add marked between affected changes. SA WG2 specifications will not restrict Stage 3 decisions if they want to optimize the removal of NASTI_subscribe/unsubscribe procedure. SA WG2 specifications can be aligned with stage 3 updates.
Comment: Revised in parallel session to S2-2309442.
Comment: S2-2309442: Revision of S2-2309252. Revised in parallel session to S2-2309825.
Comment: S2-2309825: Revision of S2-2309442. Revised in parallel session to S2-2309869.
Comment: S2-2309869: Revision of S2-2309825. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309258 (CR) 23.503 CR1144 (Rel-18, 'F'): Clarification for timing synchronization service related policy control (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The main change is as follows: 1) Update the context the PCF for UE instructs the AMF about the clock quality reporting control information (clock quality detail level and clock quality acceptance criteria) to the PCF for UE instructs the AMF about the clock quality reporting control information (clock quality detail level) and clock quality acceptance criteria.
Comment: Noted in parallel session.
Status: Noted.
Key Issue #2
S2-2309049 (CR) 23.501 CR4836 (Rel-18, 'F'): Adjust AoI (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Correction of the use of Adjust AoI based on RA indicator in clause 5.27.1.10. the Area of Interest is a TA is deleted.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue #3
S2-2308955 (CR) 23.502 CR4366 (Rel-18, 'F'): Clarification on time synchronization service based on the subscription (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Removing the dulplicated part in the 4.15.9.4. Adding the coverage area handling in the AMF for subscription-based ASTI. Clarify how the TSCTSF obtain the SUPI.
Comment: Revised in parallel session to S2-2309443.
Comment: S2-2309443: Revision of S2-2308955. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue #5
S2-2308544 (CR) 23.501 CR4722 (Rel-18, 'F'): Correction on the interaction between SMF and TLs (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add TN Stream Identification Information for DataFrameSpecification and TN Stream Identification Information for mask-and-match in the set-request. Remove the note on additional parameters.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308545 (CR) 23.502 CR4281 (Rel-18, 'F'): Correction on the procedure between SMF and TLs (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the description on not supporting TLs and change Step 11~13 to Conditional.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308680 (CR) 23.501 CR4768 (Rel-18, 'F'): Minor corrections on KI#5 TL-Container parameters and exchange, to align with IEEE (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove the two F-TEID associations in the get response in clause 5.28a.2, add the missing MacAdress as parameter of the InterfaceConfiguration in Table M.2-1, add the missing Source MacAddress parameter as part of IEEE802-MacAddresses to Table M.2-1, indent the respective headlines TN Stream Identification Information for DataFrameSpecification , and InterfaceConfiguration of End Station in Table M.2-1, and to remove the IEEE802-MacAddresses and IEEE802-VlanTag parameters from DataFrameSpecification in Table M.2-1.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Key Issue #6
S2-2308561 (CR) 23.501 CR4728 (Rel-18, 'F'): Clarification regarding RAN Feedback applicability to roaming and I-SMF scenarios (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: This is clarified explicitly as part of Section 5.27.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308910 (CR) 23.501 CR4805 (Rel-18, 'F'): Updating TRS_URLLC aspects in the general clause for User Plane Direct 5GS Information Exposure (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: - Add PMIC and UMIC into clause 3.2 Abbreviations - Update the description related to TRS_URLLC aspects in the general clause for User Plane Direct 5GS Information Exposure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Editorials, References and Miscellaneous corrections
S2-2308441 (CR) 23.501 CR4705 (Rel-18, 'D'): Adding reference for the AF request to control the time synchronization service (Source: New H3C, Spreadtrum Communications)
Document for: Approval
Abstract: 
Summary of change: Add reference related to the AF request in the general clause for Exposure of Time Synchronization.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309062 (CR) 23.501 CR4837 (Rel-18, 'F'): Timing synchronization status (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: The missing parentheis is corrected.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309063 (CR) 23.501 CR4838 (Rel-18, 'F'): TSCTSF Authorization Reference (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Correction of the use of the refernce 5.2.27 of 23.502. Add hypen to make the text clear: TSCTSF checks whether the AF-requested Coverage Area satisfies the authorized area.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097308]9.19.2	Vehicle Mounted Relays (VMR)
This topic was not on the agenda for this meeting.
S2-2309254 (CR) 23.273 CR0429 (Rel-18, 'F'): Modification of the Location Services involving Mobile Base Station Relay (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Modify the text to align with RAN WG3 for supporting LCS involving a MBSR.
Comment: Confirm CR Number - CR states xx! Not Handled.
Plenary Discussion:
Not Handled.
Status: Not handled.

[bookmark: _Toc144097309]9.20.2	Support for 5WWC Phase 3 (5WWC_Ph2)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097310]9.21	Stage 2 of MPS_WLAN (MPS_WLAN)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097311]9.22.2	5G AM Policy (AMP)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097312]9.23.2	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
This agenda item was convened by Wanqiang Zhang (Qualcomm).
Key Issue #1: How to improve correctness of NWDAF analytics
S2-2308397 (CR) 23.288 CR0857 (Rel-18, 'F'): Number of Inferences in Nnwdaf_MLModelMonitor_Notify service operation (Source: NTT DOCOMO, Vivo)
Document for: Approval
Abstract: 
Summary of change: Adding the number of inferences to the list of inputs of Nnwdaf_MLModelMonitor_Notify.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308413 (CR) 23.288 CR0862 (Rel-18, 'F'): Corrections to Analytics Subset (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 6.1.3: adding analytics subset in analytics filter information and adding the corresponding analytics output handling description. General clauses of impacted Analytics events: correct the analytics subset description within analytics filter information and align with output analytics. Output Analytics of impacted Analytics events: correct the analytics subset table note descriptions and align with the analytics event general description.
Convenor comment:
The analytics subset description. For handling.
Comment: Revised to S2-2309570.
Comment: S2-2309570: Revision of S2-2308413. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308525 (CR) 23.288 CR0868 (Rel-18, 'F'): Clarifications on determining accuracy of analytics (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: First Change Section 5.C.1 - Clarifying that MTLF determines accuracy by comparing data (including input data, analytic output and ground truth data) Second Change Section 6.1.1.2 - Clarifying in step 4 that the NWDAF may take into account analytic feedback information from AF. Also correcting that the procedure for rating data sources is described in clause 6.2.13 Third Change Section 6.2E.2: - Clarifying in step 10 that the NWDAF uses the methods described in clause 5C.1 to determines accuracy of analytics. In addition, clarifying that the NWDAF containing MTLF may discard data from data sources if it detects the data quality of that source is not good by taking into account fault prediction analytics provided by MDAS and/or rating AF(s) used as data sources. - Deleting the note that how NWDAF determines that the data quality is not good.
Convenor comment:
For handling.
Comment: Revised to S2-2309571.
Comment: S2-2309571: Revision of S2-2308525. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308534 (CR) 23.288 CR0871 (Rel-18, 'F'): Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: NWDAF containing MTLF reassociates the data related to the ML model to a new subscription for ML model accuracy to the new NWDAF. The following detailed changes are proposed: Updates in Figure 6.2E.3.2-1 for enabling unbiguous description of registration and de-registration processes in NWDAF containing MTLF. source and target NWDAFs containing AnLF associated with a analytics transfer process, indicate to NWDAF containing MTLF the information to enable the NWDAF containing MTLF to reassociate a ML model subscription to a different NWDAF containing AnLF provider (due to analytics transfer). Update Analytics Transfer procedures to consider the ML Model accuracy related information, in the process to be restarted/triggered at the target NWDAF.
Convenor comment:
For handling.
Comment: Revised to S2-2309572.
Comment: S2-2309572: Revision of S2-2308534. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308535 (CR) 23.288 CR0872 (Rel-18, 'F'): Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: It is proposed that the AnLF may provide the mapping relationship between DataSetTag and Model ID to the MTLF. When the NWDAF containing AnLF receives ML model(s), the NWDAF containing AnLF may send set of tuples (unique ML model identifier and the DataSetTag and/or ADRF ID) to the NWDAF containing MTLF, indicates the mapping relationship between the DataSetTag and the unique ML model identifier, using Nnwdaf_MLModelProvision_Subscribe service operation.
Convenor comment:
For handling.
Comment: Revised to S2-2309573.
Comment: S2-2309573: Revision of S2-2308535. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308755 (CR) 23.288 CR0874 (Rel-18, 'F'): Update to procedure for Rating untrusted AF data sources (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Correction in clause 6.2.13.2 since in Rel-18 only UDSF is considered as an external storage.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308757 (CR) 23.288 CR0876 (Rel-18, 'F'): Correction to ML Model Accuracy information support (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Delete the NOTE in clause 6.2E.2.
Comment: Revised to S2-2309574 (withdrawn). Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Comment: S2-2309574: Revision of S2-2308757. WITHDRAWN.
Status: Withdrawn.
S2-2308825 (CR) 23.288 CR0884 (Rel-18, 'F'): Correction on MLModelInfo service (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Editorial changes in clause 7.6.2 to align with description of the procedure in Clause 6.2E.2.
Comment: Noted.
Status: Noted.
S2-2308826 (CR) 23.288 CR0885 (Rel-18, 'F'): Corrections on AnLF-assisted MTLF monitoring procedure (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Editorial changes in clause 6.2E.3.1 to align with service of the procedure in Clause 6.2E.3. Remove request response description for the subscribe/notify service operation in clause 6.2E.3.3 and 6.2D.2. Modification in clause 6.2E.3.3 and 6.2D.2 to reflect the updated definition of how the AnLF determine the analytics accuracy information.
Convenor comment:
For handling.
Comment: Revised to S2-2309575.
Comment: S2-2309575: Revision of S2-2308826. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308827 (CR) 23.288 CR0886 (Rel-18, 'F'): Corrections on MTLF based ML Model Monitoring (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Combine the ML Model Monitoring Information and ML Model Accuracy Monitoring Information into one. Combine the ML model metric and ML model accuracy information into one.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308907 (CR) 23.288 CR0898 (Rel-18, 'F'): Remove EN in Network Performance analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove Editor note.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308908 (CR) 23.288 CR0899 (Rel-18, 'F'): Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the parameter Stop Analytics Output Consumption time window in the output information of contents of Analytics Exposure. Modify the parameter PauseAnalytic Subscription flag to Pause analytics consumption flag . Editorial changes to 6.1.3 and 7.2.4 to align with parameters defined in the procedure in 6.2D.2.
Convenor comment:
For handling.
Comment: Revised to S2-2309576.
Comment: S2-2309576: Revision of S2-2308908. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309170 (CR) 23.288 CR0909 (Rel-18, 'F'): Clarification on multiple ML Models provisioning (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Clarify the content of multiple ML models Filter Information and remove the parameter of indication of supporting multiple ML models.
Convenor comment:
For handling.
Comment: Revised to S2-2309577.
Comment: S2-2309577: Revision of S2-2309170. Revised in parallel session to S2-2309730.
Comment: S2-2309730: Revision of S2-2309577. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309228 (CR) 23.501 CR4876 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: - Rewording NF profile information about NWDAF. - Adding NWDAF functionalities to align with TS 23.288.
Convenor comment:
For handling.
Comment: Revised to S2-2309578.
Comment: S2-2309578: Revision of S2-2309228. Revised in parallel session to S2-2309731.
Comment: S2-2309731: Revision of S2-2309578. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue #2: NWDAF-assisted application detection
S2-2308414 (CR) 23.501 CR4699 (Rel-18, 'F'): Corrections on NEF(PFDF) support NWDAF-assisted application detection (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: In clause 5.8.2.8.4, correct NEF to NEF (PFDF) as service consumer of PFD determination analytics, adding the missing request and notification description to cover both the subscribe/notify and request/response models, and NEF (PFDF) may decide whether to handle PFD based on the analytics. Also corrected typo of 'PDF' as 'PFD'.
Convenor comment:
Baseline for NWDAF-assisted PFD management in 23.501.
Comment: Revised in parallel session to S2-2309727, merging S2-2308928.
Comment: S2-2309727: Revision of S2-2308414, merging S2-2308928. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308415 (CR) 23.502 CR4256 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: In clause 4.18.2.2 correct 'PFD information subscribed from the NWDAF' as PFD information notified/responded from the NWDAF, also correct the figure and procedure description in step1, step 2 and step 4.
Convenor comment:
Merge into S2-2308929? S2-2308929 covers the change of S2-2308415.
Comment: Revised to S2-2309580, merging S2-2308929.
Comment: S2-2309580: Revision of S2-2308415, merging S2-2308929. Revised in parallel session to S2-2309732.
Comment: S2-2309732: Revision of S2-2309580. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308493 (CR) 23.288 CR0867 (Rel-18, 'F'): PFD determination Analytics Confidence level (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: NWDAF may have locally configured the prefered level of accuracy that indicates that PFD information that reaches this locally configured value is provided to the consumer.
Comment: Noted.
Status: Noted.
S2-2308927 (CR) 23.503 CR1127 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The description of the usage of NWDAF output text is updated so that the existing PFD distribution methods are not affected. Furthermore, the updated paragraph is moved to the end of the clause to fit better into the structure.
Convenor comment:
Merge into S2-2309324? Overlapping changes to same paragraph.
Comment: Revised to S2-2309579.
Comment: S2-2309579: Revision of S2-2308927. Revised in parallel session to S2-2309733, merging S2-2309324.
Comment: S2-2309733: Revision of S2-2309579, merging S2-2309324. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308928 (CR) 23.501 CR4630R1 (Rel-18, 'F'): Removal of duplicated statement on NEF (PFDF) subscribing to NWDAF for PFD determination analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The statement that the NEF (PFDF) can subscribe to NWDAF for PFD determination analytics is removed.
Convenor comment:
Merge into S2-2308414?
Parallel discussion:
Overlapping changes to same paragraph.
Comment: Revision of (unhandled) S2-2306874 from S2#157. Merged into S2-2309727.
Status: Merged.
S2-2308929 (CR) 23.502 CR4202R1 (Rel-18, 'F'): Corrections for NWDAF-assisted PFD management (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The following corrections and updates are done: Terminology related to the analytics and the procedure is corrected In step 4 of the procedure, the reference is corrected and it is clarified that this step is conditional The possibility of PFD removal due to NWDAF output is removed The statement on the immediate provisioning of new/updated PFDs due to NWDAF output is removed.
Convenor comment:
Baseline for NWDAF-assisted PFD management in 23.502.
Comment: Revision of (unhandled) S2-2306875 from S2#157. Merged into S2-2309580.
Status: Merged.
S2-2309317 (CR) 23.503 CR1148 (Rel-18, 'F'): Correction on NEF for PFD Determination (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Changed the text with the correct analytics name.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309320 (CR) 23.288 CR0910 (Rel-18, 'F'): Parameters for PFD Determination (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Corrected parameters descriptions in Table 6.16.2-1 to clarify how to collect input data at the UPF.
Comment: Revised to S2-2309581 (withdrawn). Postponed in parallel session.
Status: Postponed.
Comment: S2-2309581: Revision of S2-2309320. WITHDRAWN.
Status: Withdrawn.
S2-2309324 (CR) 23.503 CR1071R1 (Rel-18, 'F'): PFD management based on NWDAF analytics (Source: Samsung, SK Telecom)
Document for: Approval
Abstract: 
Summary of change: Changed the text to support removal of PFD(s).
Convenor comment:
Baseline for NWDAF-assisted PFD management in 23.503.
Comment: Revision of (unhandled) S2-2307242 from S2#157. Merged into S2-2309733.
Status: Merged.
Key Issue #3: Data and analytics exchange in roaming case
S2-2308393 (CR) 23.288 CR0853 (Rel-18, 'F'): Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Changing Roaming Entry to Roaming Exchange Removing Editor s notes from clause 4.3.
Convenor comment:
For handling. Baseline for modification for 6.2.10 and 6.2.11; Other parts merge to 8438 and 8807.
Comment: Revised in parallel session to S2-2309582, merging S2-2309163.
Comment: S2-2309582: Revision of S2-2308393. Agreed in parallel session, merging S2-2309163. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308438 (CR) 23.288 CR0865 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Editor's Note regarding UE specific data and/or analytics exchange can be removed.
Convenor comment:
For handling. Baseline for delete EN in 4,3.
Comment: Revised in parallel session to S2-2309583, merging S2-2309398 and S2-2308898.
Comment: S2-2309583: Revision of S2-2308438, merging S2-2309398 and S2-2308898. Revised in parallel session to S2-2309734.
Comment: S2-2309734: Revision of S2-2309583. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308807 (CR) 23.288 CR0878 (Rel-18, 'F'): Clarification for roaming exchange capability (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Align the terminology for RE-NWDAF from Roaming Entry NWDAF to Roaming Exchange NWDAF Clarify the NWDAF in some specific cases is the H-RE-NWDAF or V-RE-NWDAF for roamig exchange. Refine the figure in 6.1.5.2 and 6.1.5.3 to do terminology alignment. Some other miscellaneous changes.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309584.
Comment: S2-2309584: Revision of S2-2308807. Revised in parallel session to S2-2309735.
Comment: S2-2309735: Revision of S2-2309584. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308897 (CR) 23.288 CR0889 (Rel-18, 'F'): Clarification on the analytics exposure in roaming case (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Introduce the Roaming UE indication that can be included in the Nnwdaf_AnalyticsInfo_Request or Nnwdaf_AnalyticsSubscription_Subscribe service operation, and clarify that the RE-NWDAF can determine the roaming UE(s) based on the Roaming UE indication. Change Target of Analytics Reporting is/are roaming to Target of Analytics Reporting includes roaming UE(s) . Update the description in step 1, so that the H-NWDAF/V-NWDAF first determines that the Target of Analytics Reporting includes roaming UE(s) before the H-NWDAF/V-NWDAF may reject the Analytics request/subscribe. Clarify that the RE-NWDAF may include the HPLMN ID/VPLMN ID in the Analytics response/notification to indicate if the analytics is for roaming UE(s). Add corresponding description about if the Consumer NF in VPLMN can be aware that the Target of Analytics Reporting includes roaming UE(s) to clause 6.1.5.2. Change the V-NWADF (roaming entry) and H-NWADF (roaming entry) to V-RE-NWDAF and H-RE-NWDAF in the figures, respectively. Add the following NOTE to clause 7.7.2 and clause 7.7.5. NOTE 2: Target of Analytics Reporting sent by the V-RE-NWDAF to the H-RE-NWDAF only contains the inbound roaming UE(s), and the Target of Analytics Reporting sent by the H-RE-NWDAF to the V-RE-NWDAF only contains the outbound roaming UE(s). Other editorial changes.
Comment: Noted in parallel session.
Status: Noted.
S2-2308898 (CR) 23.288 CR0890 (Rel-18, 'F'): Remove the EN in roaming architecture (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the following EN: Editor's note: Data and analytics exchange between HPLMN and VPLMN require updates based on feedback from GSMA. Roaming entry is changed to roaming exchange.
Convenor comment:
Merge to  S2-2308438.
Comment: Merged into S2-2309583.
Status: Merged.
S2-2309163 (CR) 23.288 CR0907 (Rel-18, 'F'): Corrections to data and analytics exchange in roaming scenarios (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Remove the EN regarding GSMA feedback for Roaming architecture. Change 'roaming entry' to 'roaming exchange'.
Convenor comment:
Parallel merge to S2-2308393 and  S2-2308438.
Comment: Merged into S2-2309582.
Status: Merged.
S2-2309398 (CR) 23.247 CR0305 (Rel-18, 'F'): Remove EN related to GSMA feedback related to Data and analytics exchange between HPLMN and VPLMN (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: Remove already resolved EN about required updates based on GSMA feedback.
Convenor comment:
Merge into S2-2308438.
Comment: Merged into S2-2309583.
Status: Merged.
S2-2309401 (CR) 23.247 CR0306 (Rel-18, 'F'): Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation (Source: Nokia, Nokia Shanghai-Bell)
Document for: Approval
Abstract: 
Summary of change: Remove EN that parmeters of Nnwdaf_RoamingData_Subscribe service operation are FFS.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309585.
Comment: S2-2309585: Revision of S2-2309401. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved. This CR is written to the wrong TS and cannot be implemented. Postponed.
Status: Agreed. Postponed.
Key Issue #4: How to Enhance Data collection and Storage
S2-2308301 (LS IN) LS from CT WG3: LS on Issues on SMF event exposure and muting enhancements (Source: CT WG3 (C3-232578))
Document for: Action
Abstract: 
CT WG3 has the following question on collecting the data from SMF defined in table 6.9.2-2 and Table 6.18.2-2 of TS 23.288 via Nsmf_EventExposure service. Question 1: Which event ID of SMF will be used to collect the 5QI? CT WG3 has the following question on the Muting Exception Instructions described in clause 4.15.1 of 23.502: Muting Exception Instructions specify actions to be taken by the Event provider NF if the Deactivation notification flag is set and an exception occurs at the Event Producer NF (e.g. the Event provider can no longer buffer notifications because storage space is no longer available). The actions are specified in clause 6.2.7 of TS 23.288 [50]. CT WG3 has observed that there are APIs that are required to support the Event Reporting Information of 23.502 clause 4.15.1 (including the muting instructions), which are currently not specified to be used by the NWDAF for data collection. Question 2: Do the Muting Exception Instructions (and the actions specified in clause 6.2.7 of TS 23.288) apply to such APIs (i.e. APIs that are currently not specified to be used by the NWDAF for data collection) or not?. Action: CT WG3 kindly asks SA WG2 to answer above questions and amend the SA WG2 specifications accordingly.
Comment: Responses drafted in S2-2308895, S2-2309166. Final response in S2-2309736.
Plenary Discussion:
Final response in S2-2309736.
Status: Replied to.
S2-2308895 (LS OUT) [DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Reply LS on Issues on SMF event exposure and muting enhancements from CT WG3.
Comment: Response to S2-2308301. Merged into S2-2309587.
Status: Merged.
S2-2309166 (LS OUT) [DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements (Source: CATT)
Document for: Approval
Abstract: 
[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements.
Comment: Response to S2-2308301. Revised in parallel session to S2-2309587, merging S2-2308895.
Comment: S2-2309587: Revision of S2-2309166, merging S2-2308895. Revised in parallel session to S2-2309736.
Comment: S2-2309736: Revision of S2-2309587. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308394 (CR) 23.288 CR0854 (Rel-18, 'F'): Resolving issues in ADRF ML Model Storage services (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Making description and inputs of Nadrf_MLModelManagement_StorageRequest service operation consistent Resolving inconsistency of ML Model Management in ADRF procedures w.r.t. the corresponding service operations. Clarifying NOTE about model provisioning/sharing in clause 6.2A.0.
Convenor comment:
Merge into S2-2308409? Similar change content with S2-2308409.
Comment: Revised in parallel session to S2-2309588.
Comment: S2-2309588: Revision of S2-2308394. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308409 (CR) 23.288 CR0859 (Rel-18, 'F'): List of allowed NFs in ADRF service to store ML models (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: The service Nnardf_MLModelManagement_StorageRequest is enhanced to include a list of NFs which are allowed to retrieve the ML model. Sequence diagrams for ML model storage, retrieval and removal are updated to include list of allowed NF IDs and to clarify that the NF which is the owner of the ML model can remove all models associated to a Storage Transaction Identifier.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308758 (CR) 23.288 CR0877 (Rel-18, 'F'): Correction to MLModelManagement_Delete service operation (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Correction in clause 10.3.3 and editorial fixes for consistent specificiation.
Comment: Revised in parallel session to S2-2309589 (withdrawn). Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Comment: S2-2309589: Revision of S2-2308758. WITHDRAWN.
Status: Withdrawn.
S2-2308808 (CR) 23.288 CR0879 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Refine output parameters for Nadrf_MLModelManagement_StorageRequest; Refine output parameters for Nadrf_MLModelManagement_Retrieval Request; Some other miscellaneous corrections.
Convenor comment:
Merge into S2-2308904? Similar change content with 8904.
Comment: Revised in parallel session to S2-2309590.
Comment: S2-2309590: Revision of S2-2308808. Revised in parallel session to S2-2309737.
Comment: S2-2309737: Revision of S2-2309590. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308809 (CR) 23.288 CR0880 (Rel-18, 'F'): Refinement for ML Model information for KI#4 (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Refine the wording for ML Model Information to only include ML model file address and ADRF (set) ID, excluding other extra information. Refine the overlapped wording for data sources.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309591.
Comment: S2-2309591: Revision of S2-2308809. Revised in parallel session to S2-2309738.
Comment: S2-2309738: Revision of S2-2309591. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308896 (CR) 23.502 CR4357 (Rel-18, 'F'): Clarification on the SMF event exposure and muting enhancements (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The Event ID QFI allocation is enhanced to provide the 5QI. The following NOTE is added to the Table 4.15.1-1. NOTE X: This parameter is included only if the Event Consumer NF is NWDAF or DCCF.
Convenor comment:
Merged into S2-2309165? Overlapping changes to similar content.
Comment: Revised in parallel session to S2-2309586, merging S2-2309165.
Comment: S2-2309586: Revision of S2-2308896, merging S2-2309165. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308903 (CR) 23.288 CR0894 (Rel-18, 'F'): Update the description about Data collection profile registration (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the trigger for requesting to delete a registration of data collection or analytics collection Editorial change.
Comment: Revised in parallel session to S2-2309739.
Comment: S2-2309739: Revision of S2-2308903. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308904 (CR) 23.288 CR0895 (Rel-18, 'F'): Update the general description of ADRF (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Delete the Analytics ID from the description of ML Model(s) retrieval from the ADRF Adjust the general description of Analytics Data and ML Model Repository procedures Add RetrievalRequest for Nadrf_MLModelManagement in Table10.1-1 NF services provided by ADRF Editorial update on the Nadrf_MLModelManagement_Retrieval service.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309165 (CR) 23.502 CR4402 (Rel-18, 'F'): Clarification on SMF event exposure and muting enhancements (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Clarify that the NWDAF uses QoS Monitoring event to collect the 5QI from the SMF. Clarify that Muting Exception Instructions only applies to event exposures for data collection.
Convenor comment:
Baseline for SMF event exposure and muting enhancements.
Comment: Merged into S2-2309586.
Status: Merged.
S2-2309226 (CR) 23.502 CR4415 (Rel-18, 'F'): Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502 (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: - In the Nnrf_NFManagement_NFRegister service operation rewording the description of NWDAF and adding data and analytics storage and retrieval capability of ADRF. - In the Nnrf_NFManagement_NFStatusSubscribe service operation rewording the description of the NWDAF and adding data and analytics storage and retrieval capability of ADRF. - In the Nnrf_NFDiscovery_Request service operation rewording the description of NWDAF and adding data and analytics storage and retrieval capability of ADRF.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309592.
Comment: S2-2309592: Revision of S2-2309226. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key Issue #5: Enhance trained ML Model sharing
S2-2308875 (CR) 23.501 CR4798 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Interoperability Indicator is added to NWDAF NF profile. When selecting a FL Client NWDAF, Interoperability Indicator is added as one of the factors that may be considered by the FL Server NWDAF.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309593.
Comment: S2-2309593: Revision of S2-2308875. Revised in parallel session to S2-2309740.
Comment: S2-2309740: Revision of S2-2309593. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309160 (CR) 23.288 CR0905 (Rel-18, 'F'): Clarification on ML Model interoperability (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Correct the inclusion of ML Model Interoperability indicator during discovery of NWDAF containing MTLF. Make 'NF consumer information' an optional input parameter for ML model provisioning. Change 'Interoperability information' to 'ML Model Interoperability information'.
Convenor comment:
For handling.
Comment: Revised in parallel session to S2-2309594.
Comment: S2-2309594: Revision of S2-2309160. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
Key issue #6: NWDAF-assisted URSP
S2-2308392 (CR) 23.288 CR0852 (Rel-18, 'F'): Clarification on enhanced OSE analytics (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 6.4.1, 6.4.2, 6.4.3 - Modify 'Access Type' from UE level data to PDU Session level data.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308971 (CR) 23.502 CR4371 (Rel-18, 'F'): New UPF service for UE public IP address request (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: - add Nupf_GetPublicUEIPaddr Service in table 5.2.26.1-1. - define Nupf_GetPublicUEIPaddr Servicein clause 5.2.26.x.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Key issue #7: Enhancements on QoS Sustainability analytics
S2-2308905 (CR) 23.288 CR0896 (Rel-18, 'F'): Update the description of QoS Sustainability analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Revise the wording of analytics feedback in clause 6.9.1. Replace LCS with GMLC as the data Source to provide fine granularity location data.
Comment: Postponed in parallel session.
Status: Postponed.
S2-2308965 (CR) 23.288 CR0825R1 (Rel-18, 'F'): Correction on input data collection of QoS sustainability (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Group the collected input data from LCS system. Modify source LCS to GMLC Delete LCS as source of UE ID.
Comment: Revision of (unhandled) S2-2306599 from S2#157. Postponed in parallel session.
Status: Postponed.
Key Issue #8: Supporting Federated Learning in 5GC
S2-2308395 (CR) 23.288 CR0855 (Rel-18, 'F'): Clarification of federated learning procedure (Source: NTT DOCOMO)
Document for: Approval
Abstract: 
Summary of change: Adding operator policy as a parameter to decide on FL operations.
Convenor comment:
Merge into S2-2308436? Overlapping changes to similar content.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308410 (CR) 23.288 CR0860 (Rel-18, 'F'): Update to Nnwdaf_MLModelTraining Service (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: The changes proposed in this CR include Updated Figure 6.2F.1-1 and modified the descriptions in clause 6.2F.1. Moved the parameters Cause code and Final aggregated ML model information or updated aggregated ML model information from optional outputs to optional inputs for the Nnwdaf_MLModelTraining_Unsubscribe service operation in calsue 7.10.3. Corrected the format of descriptions for Maximum response time under the Training Reporting Information in clause 6.2F.2. Added input parameters ML Model Interoperability indicator and Notification endpoint address to the Nnwdaf_MLModelTraining_Subscribe or Nnwdaf_MLModelTrainingInfo_Request service operations in clauses 6.2F.2 and 7.10.2. Moved NOTE: The detail reason in the cause code are up to stage 3. to the position after the parameter Termination Request in calsue 7.10.4 Corrected other errors in clauses 6.2F.2 and 7.10.2.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308411 (CR) 23.288 CR0861 (Rel-18, 'F'): Update to Procedures of Federated Learning (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: The changes proposed in this CR include Updated Figure 6.2C.2.2-1. Changed the consumer services used in step 0 of clause 6.2C.2.2 Changed global to local for the report accuracy of model from FL Client NWDAF(s) in step 1e of clause 6.2C.2.3. Updated the other errors in clauses 6.2C.2.2 and 6.2C.2.3.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308412 (CR) 23.501 CR4698 (Rel-18, 'F'): Missing Nnwdaf_MLModelTraining services in clause 7.2.12 (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Missing services from 23.288 are added to table 7.2.
Convenor comment:
Merge into S2-2308806? Overlapping changes to similar content.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308436 (CR) 23.288 CR0863 (Rel-18, 'F'): Clarification on Federated Learning among Multiple NWDAFs procedure (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Remove the sentence check if the selected FL Server NWDAF is currently executing an Federated Learning procedure in clause 6.2C.2.1.
Convenor comment:
Baseline for FL in clause 6.2C.2.1?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308437 (CR) 23.288 CR0864 (Rel-18, 'F'): Correction on the FL consumer (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: The text in clause 5.3 is changed to emphasize that the consumer subscribed to FL server NWDAF can be either the NWDAF containing AnLF or NWDAF containing MTLF.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308756 (CR) 23.288 CR0875 (Rel-18, 'F'): Correction to include extended maximum response time (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Correction in clause 6.2F.2 to include extended maximum response time to Nnwdaf_MLModelTrainingInfo_Request service operations.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308806 (CR) 23.501 CR4788 (Rel-18, 'F'): Add FL capability and ML model training related services (Source: CMCC, Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add Federated Learning (FL) capability as one of the functionalities of NWDAF. Add Nnwdaf_MLModelTraining and Nnwdaf_MLModelTrainingInfo services to Table 7.2.12-1.
Convenor comment:
Baseline for NWDAF services in 23.501.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308810 (CR) 23.288 CR0881 (Rel-18, 'F'): Modification to Federated Learning feature description and call flow (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Change the clause 5.3 to void; Move the general description of FL to the newly added clause 5D; Refine the figure for clause 6.2C.2.2 to use the correct services. Some other miscellaneous modifications.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308811 (CR) 23.288 CR0882 (Rel-18, 'F'): Updates for ML Model provisioning related procedures and services (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Extend the consumer for Nnwdaf_MLModelProvision_Subscribe service to include NWDAF containing MTLF; Delete the Note: ML Model provisioning/sharing between multiple MTLFs is not supported in this Release of the specification in clause 6.2A.0.
Convenor comment:
Merge into S2-2308974? Overlapping changes to similar content.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308812 (CR) 23.288 CR0883 (Rel-18, 'F'): Updates for ML Model training related procedures and services (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Clarify that ML Model ID and ML Model Information are mandatory information for Nnwdaf_MLModelTraining_Subscribe or Nnwdaf_MLModelTrainingInfo_Request service operations; Align the content of ML Model Information with the description in clause 6.2A.2; Clarify the service description for Nnwdaf_MLModelTraining Service in clause 7.10.1 to include two other service usages; Some other miscellaneous corrections.
Convenor comment:
for handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308876 (CR) 23.288 CR0887 (Rel-18, 'F'): Alignment of parameters for Federated Learning operation (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Interoperability Indicator is added and ML Model Filter Information is deleted for the description of FL Client NWDAF discovery and selection Alignment between Nnwdaf_MLModelTraining_Subscribe and Nnwdaf_MLModelTrainingInfo_Request service operation based on the clause 6.2F.2 Editorial changes.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308899 (CR) 23.501 CR4804 (Rel-18, 'F'): Updates for registration and discovery for FL entity (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove NF Set ID of the data source from the FL client NWDAF selection criteria. Change the FL server and FL client to the FL server NWDAF and FL client NWDAF , respectively.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308900 (CR) 23.288 CR0891 (Rel-18, 'F'): Clarification on registration and discovery procedure for FL (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change check if the selected FL Server NWDAF is currently executing an Federated Learning procedure to check if the selected FL Server NWDAF is currently supporting the Federated Learning procedure . Clarify that the FL Server NWDAF can select FL Client NWDAF(s) based on the information received in step 6 and other information received in step 9 (if available), and Figure 6.2C.2.1-1 is updated. Other editorial changes.
Convenor comment:
Merge into S2-2308436?  Overlapping changes to similar content.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308901 (CR) 23.288 CR0892 (Rel-18, 'F'): Clarificaiton on the ML model metric for FL (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change ML model metric (e.g., ML model Accuracy) to ML model metric (i.e., ML model Accuracy) . Update step 7 of clause 6.2C.2.2 to refer to clause 6.2C.2.3. Update the Accuracy of local model in clause 7.10.4 and local ML model metric in clause 7.11.2 to local ML model metric (i.e., local ML model Accuracy) .
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308974 (CR) 23.288 CR0903 (Rel-18, 'F'): Update the consumer of ML Model Provisioning services (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: - clarify that the MTLF may initiate the ML model provision procedure to subscribe a trained ML model from a FL server in clause 6.2A and 7.1. - remove the example of the service consumer in clause 6.2A and 7.5.1 to avoid mistake.
Convenor comment:
Baseline for ML Model Provisioning services?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309066 (CR) 23.288 CR0904 (Rel-18, 'F'): Correction on status report of FL Training (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Update step 1e of Procedures for Maintaining Federated Learning Processes to keep align with the definition of Status report of FL training. Update NOTE 2 to include that FL Server NWDAF may initiate AnLF-assisted MTLF ML Models Accuracy Monitoring to check whether the accuracy of the global model calculated using the local training dataset is lower than ML Model accuracy information received from AnLF.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309161 (CR) 23.288 CR0906 (Rel-18, 'F'): Clarification on Federated Learning between NWDAFs (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Clarify that Federated Learning preparation procedure is optional. Add definition of Training Reporting Information to Contents of ML Model Training, and clarify the use of Notification Target Address (+ Notification Correlation ID). Add missing parameters to Nnwdaf_MLModelTrainingInfo_Request and Nnwdaf_MLModelTraining_Subscribe service operations, and clarify the use of ML Model ID. Editorial corrections.
Convenor comment:
The change of clause 6.2C.2.1 merge into S2-2308436?  The rest parts for handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Key Issue #9: Enhancement of NWDAF with finer granularity of location information
S2-2308442 (CR) 23.288 CR0866 (Rel-18, 'F'): Correction of the procedure for movement behaviour analytics (Source: KDDI)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Collect the name of the analytics ID in step1 of Figure 6.21.4-1 for Movement Behaviour analytics.
Convenor comment:
Merge into S2-2308963?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308526 (CR) 23.288 CR0869 (Rel-18, 'F'): Alignment on terminology on obtaining location data from LCS (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: - Replacing LCS system with LCS - Referencing clause 6.2.12 when NWDAF needs to obtain location information from LCS (via GMLC). - Updating in Tables describing input data that NWDAF collects location data from LCS (instead of mentioning GMLC or LCS system).
Convenor comment:
For handling;
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308902 (CR) 23.288 CR0893 (Rel-18, 'F'): Update data collected by NWDAF for location Accuracy Analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Replace OAM with GMLC as the data source of UE ID Delete positioning assistance data from input data.
Convenor comment:
For handling;
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308906 (CR) 23.288 CR0897 (Rel-18, 'F'): Add the velocity estimation to the input data for relative proximity analytics (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify the Note1 how NWDAF obtains the UE information from OAM. Add the velocity estimation to the input data.
Convenor comment:
For handling;
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308963 (CR) 23.288 CR0901 (Rel-18, 'F'): Movement behavior analytics updates (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Clarify congestion is not directly provided via movement behavior analytics, just derived by application. Add description of how to utilize UE location information collected from AMF Clarify preferred level of accuracy per analytics subset is optional.
Convenor comment:
Baseline for Movement behaviour analytics.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308964 (CR) 23.288 CR0902 (Rel-18, 'F'): Terminology alignments regarding location granularity (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Change longitude and latitude level as reference-point level Align below cell level with reference-point level Delete below cell level as applicable area.
Convenor comment:
For handling;
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309164 (CR) 23.288 CR0908 (Rel-18, 'F'): Terminology alignment for finer location information (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: Change 'below cell level' to 'longitude and latitude level'.
Convenor comment:
Merge into S2-2309332?
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309332 (CR) 23.288 CR0911 (Rel-18, 'F'): Replace the below the cell level with longitude and latitude level (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Replace the below the cell level with longitude and latitude level Correct the reference 4.15.4.5 for UPF data collection.
Convenor comment:
Baseline for Replace the below the cell level with longitude and latitude level;
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Key issue #10: Interactions with MDAS/MDAF
S2-2308527 (CR) 23.288 CR0870 (Rel-18, 'F'): Clarifications on obtaining analytics information from MDAF (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Adding details in clause 6.2.14.2 on how the NWDAF collects fault prediction analytics from MDAF and how information can be requested on per NF type basis.
Convenor comment:
For handling.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
General
S2-2308276 (LS IN) LS from SA WG5: LS on the provisioning services specified in SA WG5 (Source: SA WG5 (S5-232774))
Document for: Action
Abstract: 
SA WG5 is responsible for specification of various management and orchestration aspects related to 3GPP systems. As part of the on-going study on management aspects of NWDAF (FS_MANWDAF), we observed in TS 23.288-i00 the service, procedure and capability containing the term of 'provision' in their names, such as: - Nnwdaf_MLModelProvision services - Procedure for ML Model Provisioning - analytics metadata provisioning capability In OAM terminology the term 'provisioning' represents a combination of Life Cycle Management (LCM) and Configuration Management (CM). According to the SA WG5 TOR, the important areas where SA WG5 is actively involved include CM and LCM. Therefore, we perceive that specification of provisioning is within the scope of SA WG5. The specifications related to provisioning services include (but not limited to): TS 28.531, TS 28.532, TS 28.541. SA WG5 would like to know what provisioning requirements (to be satisfied by OAM specifications/solutions) have been identified by SA WG2. Action: SA WG5 kindly requests SA WG2 to take into account the scope of responsibilities of SA WG5 (documented in the SA WG5 TOR) and share their expectations/requirements for specification of provisioning services.
Comment: Revision of Postponed S2-2306283 from S2#157. Response drafted in S2-2308975. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308975 (LS OUT) [DRAFT] Reply LS on the provisioning services specified in SA WG5 (Source: QUALCOMM Europe Inc. - Italy)
Document for: Approval
Abstract: 
To: SA WG5.
Comment: Response to S2-2308276. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308959 (DISCUSSION) Enhancement to support NAT in eNA. (Source: Qualcomm Incorporated)
Document for: Information
Abstract: 
This contribution discusses how to support NAT in eNA_ph3.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308960 (CR) 23.288 CR0900 (Rel-18, 'F'): Support NAT for UE data collection procedure (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: - remove the note in clause 6.2.8.2.1. - define a new N4 signalling to get the UE public IP address and port num in clause 6.2.8.2.4.3 and clause 6.2.8.2.4.4.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097313]9.24.2	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
Incoming LSs
Periodic SNPN re-selection for LS
S2-2308355 (LS IN) LS from SA WG3: LS on NSWO support in SNPN using CH AAA server (Source: SA WG3 (S3-234291))
Document for: Action
Abstract: 
SA WG3 has discussed the attached CR to add an NSWO authentication option to route authentication messages to the CH using AAA server via 5GC in SNPN. However, this option is not covered in the NSWO architectures in TS 23.501. SA WG3 kindly asks SA WG2 to provide feedback on the attached CR from architecture perspective and consider adding this option to the NSWO architectures in TS 23.501. Action: SA WG3 kindly asks SA WG2 to provide feedback on the attached CR from architecture perspective.
Parallel discussion:
The discussion document on this topic in S2-2309361 was reviewed. It was decided to postpone this to the next meeting.
Comment: Postponed.
Status: Postponed.
S2-2308277 (LS IN) LS from CT WG1: LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled (Source: CT WG1 (C1-232888))
Document for: Information
Abstract: 
As part of eNPN_Ph2 WI, CT WG1 is specifying standalone non-public network (SNPN) selection and re-selection, for localized services in SNPN.  CT WG1 would like to ask SA WG1:  Question:  In Rel-18, does SA WG1 have a service requirement that requires the UE to perform periodic attempts to re-select to a higher priority SNPN, when access for localized services in SNPN is enabled?
Convenor comment:
Handle.
Parallel discussion:
The SA WG1 response to this LS was reviewed. A response LS was provided in S2-2308777.
Comment: Revision of Postponed S2-2306292 from S2#157. Response drafted in S2-2308777. Postponed.
Plenary Discussion:
There was an objection from Huawei to sending a reply to this LS and this was then postponed.
The SA WG2 Chair agreed to include this issue in the SA WG2 status report to TSG SA.
Status: Postponed.
S2-2308329 (LS IN) LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled (Source: SA WG1 (S1-231752))
Document for: Information
Abstract: 
SA WG1 thanks CT WG1 for the LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled. SA WG1 would like to provide the following feedback: Question in CT WG1 LS: In Rel-18, does SA WG1 have a service requirement that requires the UE to perform periodic attempts to re-select to a higher priority SNPN, when access for localized services in SNPN is enabled? Reply: There is no requirement for the periodic attempts to re-select a higher priority SNPN when access for localized services in SNPN is enabled, but the absence of Stage-1 service requirements does not preclude other working group to discuss a technical solution regarding periodic attempts for re-selection to a higher priority SNPN.
Convenor comment:
Handle.
Parallel discussion:
A response to the incoming CT WG1 LS was provided in S2-2308777. This was reviewed and noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308776 (DISCUSSION) SNPN reselection mechanisms during automatic network selection for localized service (Source: Ericsson)
Document for: Agreement
Abstract: 
This paper discusses the reselection mechanisms specified in SA WG2 and the motivation to include such function for a complete and real automatic network selection for localized service.
Parallel discussion:
This was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308777 (LS OUT) (DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled (Source: Ericsson)
Document for: Approval
Abstract: 
LS reply to progress automatic SNPN selection for localized services.
Convenor comment:
Handle.
Parallel discussion:
The roaming between PLMNs needs to be considered for power consumption and time delays. This was left for off-line discussion and revised in S2-2309672.
Parallel discussion:
Huawei commented that there is overlap with SNPN selection proposals still under discussion and did not think this should be sent to CT WG1 at this time. Lenovo provided some clarification on the need for this response. Qualcomm commented that the credential holder provides the prioritization in this case and a solution for the location is needed. Other opinions were give. Ericsson suggested re-phrasing the final paragraph to provide the options for providing the functionality and leave the details to CT WG1. Huawei suggested only indicating the issue and not the methods to be used. This was left for off-line discussion to try to agree on what to reply to CT WG1 and was revised in S2-2309992.
Parallel discussion:
Huawei raised some unresolved issues and did not think this LS was necessary at this time. Qualcomm replied that whereas PLMN selection is under the responsibility of CT WG1, SNPN selection is under the responsibility of SA WG2. Huawei asked why CT WG1 sent their LS to SA WG1 instead of SA WG2 in this case. It was stated that CT WG1 were checking the requirements with SA WG1. Ericsson suggested leaving only the scenario and asking CT WG1 to address it. OPPO did not support sending this LS to CT WG1. This was left for further discussion and revised in S2-2310023.
Comment: Response to S2-2308277. Revised in parallel session to S2-2309672.
Comment: S2-2309672: Revision of S2-2308777. Revised in parallel session to S2-2309992.
Comment: S2-2309992: Revision of S2-2309672. Revised in parallel session to S2-2310023.
Comment: S2-2310023: Revision of S2-2309992. Huawei objection to sending this LS. Noted.
Plenary Discussion:
Huawei objected to sending this LS. This was then noted.
Huawei provided the following statement for this report:
We still need to add the SA WG1 in 'To' and add the wording in LS to let SA WG1 validate the service requirement. In addition, we need to raise the issue of coordination among SA WG1, SA WG2 and CT WG1 regarding the UE network selection mechanism design to avoid overlap in the future. Therefore, this LS wording is not an agreeable state for this meeting.
Status: Noted.
Name of credentials holder controlled prioritized list of preferred SNPNs
S2-2308291 (LS IN) LS from CT WG1: Reply LS on issues related to SNPN selection for localized services (Source: CT WG1 (C1-234302))
Document for: Action
Abstract: 
CT WG1 would like to thank SA WG2 for the LS S2-2305772 'Reply LS on issues related to SNPN selection for localized services'. CT WG1 would like to inform SA WG2 that CT WG1 decided to continue using: - 'credentials holder controlled prioritized list of preferred SNPNs for access for localized services in SNPN'; and - 'credentials holder controlled prioritized list of preferred GINs for access for localized services in SNPN'. Action: CT WG1 would like to ask SA WG2 to take the above into consideration.
Convenor comment:
No related Tdoc, note or postpone?
Parallel discussion:
This was noted.
Comment: Noted in parallel session.
Status: Noted.
Resolve ENs
ENs on N3IWF FQDN
S2-2308782 (CR) 23.501 CR4786 (Rel-18, 'F'): SNPN N3WIF FQDN terminology alignment with stage 3 (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Remove the editor s note, and align the terminology with 23.003.
Convenor comment:
Handle.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309673.
Parallel discussion:
Feedback from CT WG4 was needed and this CR was postponed.
Comment: Revised in parallel session to S2-2309673.
Comment: S2-2309673: Revision of S2-2308782. Endorsed this as a basis for further work. Postponed.
Status: Postponed.
S2-2308887 (CR) 23.501 CR4801 (Rel-18, 'F'): Clarification on the N3IWF FQDN (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the Editor s notes and add the reference accordingly. The DNS response contains the identifier of the N3IWF supporting the onboarding in the SNPN identified by the SNPN ID.
Convenor comment:
Handle.
Parallel discussion:
Merged into S2-2309673.
Comment: Merged into S2-2309673.
Status: Merged.
S2-2308783 (LS OUT) (DRAFT) LS on SNPN Identifier based N3IWF FQDN (Source: Ericsson)
Document for: Approval
Abstract: 
Requesting CT WG4 to define or clarify the FQDN for Operator Identifier based emergency SNPN N3IWF FQDN.
Convenor comment:
Handle.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309674.
Parallel discussion:
It was suggested to indicate that SA WG2 will try to solve the editor's note issue based on feedback from CT WG4. This was agreed and the LS was revised to also clean up and remove 'draft' in S2-2309993.
Comment: Revised in parallel session to S2-2309674.
Comment: S2-2309674: Revision of S2-2308783. Revised in parallel session to S2-2309993.
Comment: S2-2309993: Revision of S2-2309674. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
EN on eSNPNs for SNPN selection
S2-2308635 (DISCUSSION) Discussion on Equivalent SNPN used by UE for Localized Services (Source: MediaTek Inc.)
Document for: Discussion
Abstract: 
Discuss how the UE uses the SNPN list for Localized Services.
Convenor comment:
Handle?
Parallel discussion:
There was some discussion on the definition of Equivalent PLMN, whether an EPLMN needs to support all of the services of the HPLMN or only a subset of them. If only a subset then it cannot be assumed all Service functions are available.
The SA WG2 Chair asked how many companies preferred Alternative.
Alternative 1:	13.
Alternative 2:	3.
Alternative 3:	2.
Huawei could accept Alternative 1 if EPLMN is defined as a copy of the PLMN. Intel suggested adding a note that an EPLMN may not support all services. This was then noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308636 (CR) 23.501 CR4750 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Summary of change: UE considers the each SNPN in the equivalent SNPN list as serving SNPN no matter this SNPN is accessed by the UE for Localized Services or not.
Convenor comment:
eSNPNs valid in selection. Handle.
Parallel discussion:
This was left for off-line discussion and revised in S2-2309675.
Parallel discussion:
The need for either of the two new NOTE y was questioned, as the issues are covered in bullet ai). The NOTE y's we removed. This was revised to also clean up the cover sheet in S2-2309994.
Comment: Revised in parallel session to S2-2309675, merging S2-2308669.
Comment: S2-2309675: Revision of S2-2308636, merging S2-2308669. Revised in parallel session to S2-2309994.
Comment: S2-2309994: Revision of S2-2309675. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308637 (CR) 23.501 CR4751 (Rel-18, 'F'): Alt. 2 for the equivalent SNPN used by the UE for Localized Services (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Summary of change: Adding a NOTE as below: If the UE is accessing an SNPN for Localized Services, then the UE does not indicate the support of the Equivalent SNPN in MM capability.
Convenor comment:
If the UE is accessing an SNPN for Localized Services, the UE does not indicate the support of the Equivalent SNPN in MM capability. Handle.
Parallel discussion:
This CR was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2308669 (CR) 23.501 CR4764 (Rel-18, 'F'): Equivalent SNPN for Localised Services (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Clause 5.30.2.4.2 is updated as follows: Allow UE to registers to an equivalent SNPN during automatic network selection, if the UE supports accessing an SNPN providing access for Localized Services and the end user enables to access Localized Services. A NOTE is added to clarify that the equivalent SNPN is assumed to provide exactly the same localised services as the SNPN providing localised services A NOTE is added to clarify that the UE assumes the equivalent SNPN(s) to have the same validity information as the SNPN providing access for Loalised Services.
Convenor comment:
eSNPNs valid in selection, additional statement on validity.
Parallel discussion:
ion: Qualcomm asked which validity information is meant in a(i). It was clarified that this is for the selected SNPN. Huawei commented that the note should be merged into the MediaTek CR. This was left for off-line discussion and merged into S2-2309675.
Comment: Merged into S2-2309675.
Status: Merged.
S2-2308885 (CR) 23.501 CR4799 (Rel-18, 'F'): Clarification on the validity information of equivalent SNPN (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the editor s note and clarify that: When UE select the SNPN for Localized Services, it could select the SNPN with the validity information the UE was last registered with (if the validity information is met) or the equivalent SNPN with the validity information (if the validity information is met). Adding a NOTE to clarify that the validity information of equivalent SNPN is independent with the validity information of SNPN that providing access for localized services the UE was last registered.
Convenor comment:
eSNPNs valid in selection, additional statement on validity.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309005 (CR) 23.501 CR4821 (Rel-18, 'F'): CR 23.501 Clarification on Equivalent SNPN for localized service (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add clarification and delete the EN.
Convenor comment:
eSNPNs valid in selection.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309031 (CR) 23.501 CR4834 (Rel-18, 'F'): Validity information of Equivalent SNPNs for accessing Localized Services (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Resolving Editor s note regarding validity information of equivalent SNPNs.
Convenor comment:
eSNPNs valid in selection, eSNPN as separate bullet.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309071 (CR) 23.501 CR4841 (Rel-18, 'F'): Resolving editor s note for UE for localized services (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: The UE does not indicate the support of eSNPN if the UE is accessing accessing an SNPN providing access for Localized Services.
Convenor comment:
If the UE is accessing an SNPN for Localized Services, the UE does not indicate the support of the Equivalent SNPN in MM capability. Similar as S2-2308637.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309325 (CR) 23.501 CR4898 (Rel-18, 'F'): Handling of equivalent SNPN selection for access to localized service (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Clarify that equivalent SNPN is considered only if it is also in the Credentials Holder controlled prioritized list of preferred SNPNs for accessing Localized Services and the associated validity information is met.
Convenor comment:
eSNPNs valid in selection, but eSNPN need to be part of Credentials Holder controlled prioritized list of preferred SNPNs for accessing Localized Services.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309370 (CR) 23.501 CR4915 (Rel-18, 'F'): Resolving EN on ESNPN (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: UE can select eSNPN because in this release, equivalent SNPN(s) are assumed to provide the same localised services as the last registered SNPN provides.
Convenor comment:
eSNPNs valid in selection, additional statement on validity.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308440 (CR) 23.501 CR4704 (Rel-18, 'B'): Removal of Editor s Notes (Source: IPLOOK)
Document for: Approval
Abstract: 
Summary of change: The Editor s Note in clause 5.30.2.4.2 is removed, the Equivalent SNPN(s) need to have the same validity information as the SNPN that providing access for Localized Services the UE was last registered to support the equivalent 3GPP access.
Convenor comment:
eSNPNs valid in selection, additional statement on validity.
Comment: Check Acronym (eNPN)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
EN in annex N.6
S2-2308670 (CR) 23.501 CR4765 (Rel-18, 'F'): Remove EN from Annex N.6 (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove the EN from N.6 without any further action.
Parallel discussion:
Huawei proposed to remove the editor's note and add some text that provision is done via OAM. This was merged into S2-2309676.
Comment: Merged into S2-2309676.
Status: Merged.
S2-2308778 (CR) 23.501 CR4784 (Rel-18, 'F'): Method for exchange info to determine SNPN selection (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: 1. Remove the editor s note and propose it is out of scope how home network operator obtains input for creating network selection list. 2. Add GIN as part of the information provided by localized service provider or SNPN operator who providing access to localized service.
Convenor comment:
Remove EN, state means QoS and clarify provisioned identifiers. Handle.
Parallel discussion:
It was decided to use this as a basis for merging other related CRs and was left for off-line discussion and revised in S2-2309676.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309676, merging S2-2308670 and S2-2308886.
Comment: S2-2309676: Revision of S2-2308778, merging S2-2308670 and S2-2308886. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308886 (CR) 23.501 CR4800 (Rel-18, 'F'): Clarification on the exchange of configuration information for SNPN selection (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Remove the editor s note. Clarify that the configuration information between the Localised Service Provider or the SNPN providing access to localized service and the HPLMN or the subscribed SNPN acting as Credentials Holder is exchanged via OAM.
Convenor comment:
Remove EN, state done by OAM. Handle.
Parallel discussion:
Merged into S2-2309676.
Comment: Merged into S2-2309676.
Status: Merged.
S2-2309006 (CR) 23.502 CR4378 (Rel-18, 'F'): Clarification of external parameter provisioning triggered SoR procedure (Source: Vivo, Huawei, HiSilicon, China Telecom)
Document for: Approval
Abstract: 
Summary of change: Extend procedure described in clause 4.15.6.2 for the AF to update the localized service information allowed by a UE in the UDM and trigger updating with prioritized list of hosting network information.
Convenor comment:
CR to 23.502 proposes to use external parameter provisioning (no related 23.501 CR). Handle.
Parallel discussion:
Some clarifications were requested and it was noted that this would need to use SNPN IDs. This was noted.
Comment: Noted in parallel session.
Status: Noted.
UDM validity check, access control
S2-2308671 (CR) 23.501 CR4766 (Rel-18, 'F'): Remove time validity check from UDM in the credential holder for UE registering to SNPN providing access to localised services (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: It is proposed remove from clause 5.30.2.5 the time validity check done by the credential holder UDM for UE registering to SNPN providing access to localised services using credential from a credential holder.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308853 (CR) 23.501 CR4792 (Rel-18, 'F'): Clarification on network access control when a UE attemps to access SNPN (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: Clarify that a UE is temporarily not allowed to access the same SNPN when the AMF rejected the UE with appropriate cause.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#2 - NSWO
S2-2308978 (CR) 23.501 CR4818 (Rel-18, 'F'): SNPN list for NSWO in CH scenario (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: The SNPNs are the serving SNPNs that the WLAN access network can connect with directly. AAA function can connect with a NSWOF or AAA server in a CH via AAA Proxy The SNPN within the SNPN List-5 is interpreted as serving SNPN when the SNPN does not correspond to UE s subscribed SNPN.
Convenor comment:
NSWO. Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308779 (CR) 23.501 CR4785 (Rel-18, 'F'): ENPN_Ph2 general clean up (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: 1. Align the terminology to Localized Service and Localized Service Provider , with capitial initial letter. 2. Remove the NSWO from the SNPN not support list 3. Separate the bullets to two paragraph.
Convenor comment:
Align terminology and remove NSWO as not supported. Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308890 (CR) 23.501 CR4803 (Rel-18, 'F'): Clarification on NAI format in NSWO scenario (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: 5G NSWO in the list of functionalities not supported for SNPN should be removed. When the UE wants to connect to a WLAN access network using the 5G NSWO procedure with credentials owned by CH, if the WLAN access network connects to different SNPNs different from the CH, the UE shall use the decorated NAI for 5G NSWO to indicate the serving SNPN through which the NSWO request should be sent towards the CH.
Convenor comment:
remove NSWO as not supported. Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309361 (DISCUSSION) NSWO support in SNPN using CH AAA server. (Source: CableLabs)
Document for: Discussion
Abstract: 
This paper discusses adding architecture in TS 23.501 for NSWO support in SNPN using CH AAA server in accordance with SA WG3 LS (S3-233670) and associated CR (S3-233669) updating 33.501.
Convenor comment:
Related to potential SA3 LS in? Postpone or handle dependent on whether SA WG3 sends LS.
Parallel discussion:
An LS from SA WG3 was received in S2-2308355. This was reviewed and it was decided to postpone the associated LS and this was then noted.
Comment: Noted in parallel session.
Status: Noted.
KI#2 - other
S2-2308780 (CR) 23.503 CR1119 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarifying that registered SNPN can provision WLANSP to the UE.
Convenor comment:
Enables WLANSP provisioning from registered SNPN. Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308781 (CR) 23.402 CR3001 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarifying that registered SNPN can provision WLANSP to the UE.
Convenor comment:
Enables WLANSP provisioning from registered SNPN.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309392 (CR) 23.316 CR2110 (Rel-18, 'F'): SUPI and SUCI for 5G-CRG and FN-CRG support (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: The statement is removed.
Convenor comment:
Removing restriction. Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309400 (CR) 23.316 CR2111 (Rel-18, 'F'): SUPI and SUCI for FN-BRG support for PLMN and SNPN (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: One note is added to describe the SUPI and SUCI might be different depending on whether the wireline network belongs to PLMN or SNPN.
Convenor comment:
Adding note.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Onboarding
S2-2309157 (CR) 23.501 CR4865 (Rel-18, 'F'): Correction to AMF selection for SNPN onboarding (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove as indicated in RRC signalling .
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309271 (CR) 23.501 CR4888 (Rel-18, 'F'): Clarification on LADN support in SNPN (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Clarify that LADN is supported in SNPN.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309311 (CR) 23.501 CR4894 (Rel-18, 'F'): Clarification for onboarding procedure for localized services (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: New PCO indication for UE to indicate that it is onboarding to obtain credentials for SNPNs that provides localzied services.
Convenor comment:
Handle.
Comment: Check Affected Clauses! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
UE configuration
S2-2309025 (CR) 23.501 CR4831 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Including location assistance information in validity information.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309032 (CR) 23.502 CR4383 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Including location assistance information in validity information.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Other SNPN selection
S2-2308889 (CR) 23.501 CR4802 (Rel-18, 'F'): Clarification on network selection for accessing localized services (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarification is added: UE may access to the SNPN when it is in the area corresponding to the location assistance information. The location assistance information is not used by the SNPN for any area restriction enforcement. Based on UE implementation, UE may additionally consider whether it is in the area corresponding to the location assistance information (if available) when it selects and attempts registration on available SNPN for accessing Localized Services.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309327 (CR) 23.501 CR4900 (Rel-18, 'F'): Correction on equivalent SNPNs for subscribed SNPN (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: Add equivalent SNPN(s) along with subscribed SNPN.
Convenor comment:
Related to eSNPN of subscribed SNPN. Handle.
Comment: Check Acronym (PIN)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309323 (CR) 23.501 CR4897 (Rel-18, 'F'): Correction on periodically reselection for SNPN (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To remove the conditions consideration when performing periodically SNPN reselection. Add general statement above. Editoral changes, validity condition change as validity inforamation.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309326 (CR) 23.501 CR4899 (Rel-18, 'F'): Correction on SNPN reselection when validity information changes from not met to met (Source: Xiaomi)
Document for: Approval
Abstract: 
Summary of change: To remove (and vice versa).
Convenor comment:
Handle.
Comment: Check Acronym (NPN)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
URSP
S2-2309007 (CR) 23.503 CR1131 (Rel-18, 'F'): CR 23.503 USRP rules update to support localized service (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add the time and location informaiton for localized service in Route Selection Validation Criteria in TS 23.503.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Credentials term
S2-2309316 (CR) 23.501 CR4895 (Rel-18, 'F'): Clarifications for Enabling Access to Localized Services (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Subscribed SNPN is replaced with the term Credentials Holder at 2 instances and some wording modifications.
Convenor comment:
Handle.
Comment: Check Affected Clauses! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Editorial
S2-2309024 (CR) 23.501 CR4830 (Rel-18, 'D'): Editorial update to Stand-alone Non-Public Networks (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: Fixing editorial errors and typos.
Convenor comment:
Cat D.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
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KI#1 (URSP in VPLMN)
S2-2308490 (CR) 23.502 CR4271 (Rel-18, 'F'): Provision VPLMN specific URSP rules (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Split clause 4.15.6.7 into several sub-clauses as follows: 4.15.6.7.1 General 4.15.6.7.1 Service specific parameter provisioning in Non-roaming 4.15.6.7.2 Service specific parameter provisioning in roaming by AF belonging to HPLMN (new procedure) 4.15.6.7.3 Service specific parameter provisioning in roaming by AF belonging to VPLMN or AF belonging to a thirdy party with agreement with VPLMN (new procedure) Update of Npcf_EventExposure_Notify and Nnef_ServiceParameter_Notify to indicate that the PCF provides, in addition to the SUPI and if available GPSI(s), the Internal-Group-Id if provided as Target UE in the Service Parameters stored in UDR.
Comment: Revised in parallel session to S2-2309417.
Comment: S2-2309417: Revision of S2-2308490. Revised in parallel session to S2-2309496.
Comment: S2-2309496: Revision of S2-2309417. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308491 (CR) 23.503 CR1089 (Rel-18, 'F'): Provision VPLMN specific URSP rules (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 6.1.2.2.1, Add the case that UDR may also provide application guidance on URSP determination info to H-PCF. Move the text from clause 6.6.2.2.3 about H-PCF generating VPLMN specific URSP rules. In If the UE does not , the H-PCF may trigger an update of the UE's URSP Rules , add still after may . Move here the text in clause 6.6.2.2.3 regarding H-PCF generating VPLMN specific URSP rule based on application guidance on URSP determination information from UDR. Correct the reference. Clause 6.1.2.2.2, Add reference to clause 4.15.6.7 of TS 23.502 for when the PCF determines to provide VPLMN specific URSP rules. Clause 6.1.3.18, Clarify that the Notification of the outcome of the URSP delivery to the AF applies for any of the Target UEs that the AF provided in the Service Parameter provisioning. Clause 6.1.2.5, Change the reference of the voided clause 6.6.2.2.3 to clause 4.15.6.7 of TS 23.502. Clauses 6.2.1.4 & 6.2.1.5, Add missing functionality of application guidance on URSP determination. Clause 6.6.2.2.3, void.
Parallel discussion:
Clean up.
Comment: Revised in parallel session to S2-2309418.
Comment: S2-2309418: Revision of S2-2308491. Revised in parallel session to S2-2309497, merging S2-2308668 and S2-2309424.
Comment: S2-2309497: Revision of S2-2309418, merging S2-2308668 and S2-2309424. Revised in parallel session to S2-2309854.
Comment: S2-2309854: Revision of S2-2309497. This CR was agreed.
Plenary Discussion:
This was reviewed and approved.
Status: Agreed.
S2-2308492 (CR) 23.503 CR1090 (Rel-18, 'F'): Corrections related to KI#1 and KI#4 (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarify that the Time Window refers to UTC time Clarify that the Location Criteria of a VPS URSP Rule contains MCC and MNC values of the VPLMN. NG.135 v.3.0 is available, as such this reference is updated. A PCRT relevant for UE Policies may also be reported to the H-PCF in case of roaming, this needs to be clarified in clause 6.1.2.5.
Parallel discussion:
Remove 6.6.2.3 from cover page.
Comment: Revised in parallel session to S2-2309419.
Comment: S2-2309419: Revision of S2-2308492. Revised in parallel session to S2-2309498.
Comment: S2-2309498: Revision of S2-2309419. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308528 (CR) 23.503 CR1094 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN (Source: Lenovo)
Document for: Approval
Abstract: 
Summary of change: Clarifying that the UE determines VPLMN specific URSP rules to apply when the UE registers to a VPLMN. If no applicable VPLMN URSP rule is found the UE uses non-VPLMN specific URSP rules, if available.
Comment: Revised in parallel session to S2-2309420.
Comment: S2-2309420: Revision of S2-2308528. Revised in parallel session to S2-2309499.
Comment: S2-2309499: Revision of S2-2309420. Revised in parallel session to S2-2309859.
Comment: S2-2309859: Revision of S2-2309499. Revised to S2-2310026.
Comment: S2-2310026: Revision of S2-2309859. This CR was agreed.
Plenary Discussion:
Changes on changes should be removed. This was revised in S2-2310026.
Status: Agreed.
S2-2308638 (CR) 23.503 CR1106 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Summary of change: Revise the sentence as below: 'A VPLMN specific URSP rule is only applicable to the VPLMN and its equivalent PLMNs' and delete the sentence 'when the UE is registered in the VPLMN and its equivalent PLMNs' Delete the sentence since it is not correct and redundant Delete the 'ID' since it is 'in VPLMN' not in 'VPLMN ID'.
Parallel discussion:
Fix tdoc number on cover page.
Comment: Revised in parallel session to S2-2309421.
Comment: S2-2309421: Revision of S2-2308638. Revised in parallel session to S2-2309500.
Comment: S2-2309500: Revision of S2-2309421. Revised in parallel session to S2-2309850.
Comment: S2-2309850: Revision of S2-2309500. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308668 (CR) 23.503 CR1111 (Rel-18, 'F'): Correction to AF guidance on URSP Rule determination to the VPLMN (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: In clause 6.6.2.2.3 correct the text to specify that V-PCF receives updates on application guidance on URSP determination with target as PLMN ID(s). There are also some editorial changes.
Comment: Merged into S2-2309497.
Status: Merged.
S2-2308681 (CR) 23.502 CR4315 (Rel-18, 'F'): Alignment of 23.502 with regards to LBO information exchange between AMF and PCF (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Optional input parameters of Npcf_UEPolicyControl_Create is updated to also include the LBO Information which may be already available at the AMF.
Parallel discussion:
Add reference to TS 23.501/3 for LBO Info.
Comment: Revised in parallel session to S2-2309502.
Comment: S2-2309502: Revision of S2-2308681. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308682 (CR) 23.503 CR1114 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Added clarity by being explicit about DNN and S-NSSAI and also indicated that the same could be multiple.
Parallel discussion:
Use 'LBO Information' (capital 'I').
Comment: Revised in parallel session to S2-2309422.
Comment: S2-2309422: Revision of S2-2308682. Revised in parallel session to S2-2309501.
Comment: S2-2309501: Revision of S2-2309422. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308683 (CR) 23.503 CR1115 (Rel-18, 'F'): Minor corrections related to VPLMN ID details (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Added clarity to the PSE that the list of PSI also include the list of PSI per VPLMN IDs along with content. This is made explicit. Clarified that it would be seving equivalent PLMN IDs as this is not just one.
Parallel discussion:
Add 'also' in table 6.2-4. Do not apply any changes to 6.2.2.3.
Comment: Revised in parallel session to S2-2309423.
Comment: S2-2309423: Revision of S2-2308683. Revised in parallel session to S2-2309503.
Comment: S2-2309503: Revision of S2-2309423. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309211 (CR) 23.503 CR1142 (Rel-18, 'F'): Corrections in the description of VPLMM Specific URSP Rules (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Updated the text to clarify that it is not HPLMN values, but values that are associated with the HPLMN. Updated the text to clarify that it is not VPLMN values, but values that are based on agreements with the VPLMN or service parameters that were received from the VPLMN. Also, made editorial fixes.
Comment: Revised in parallel session to S2-2309424.
Comment: S2-2309424: Revision of S2-2309211. Merged into S2-2309497.
Status: Merged.
KI#2 (5GC awareness of URSP enforcement)
S2-2308403 (CR) 23.288 CR0858 (Rel-18, 'F'): Correction of the procedure for PDU Session traffic analytics (Source: KDDI)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Add Nnwdaf_AnalyticsInfo_Request service in step 1 and step 5 of Figure 6.20.4-1 for PDU Session traffic analytics. Clarify the response operation in step 5 of clause 6.20.4 for providing PDU Session traffic analytics.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308488 (CR) 23.502 CR4270 (Rel-18, 'F'): URSP Rule Enforcement (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 4.16.16.2 (after correction), Step 1 clarify that UE indicates the capability of URSP rule enforcement. Step 4: clarify if the SMF receives Connection Capabilities from the UE, the SMF includes it in Npcf_SMPolicyControl_Create and additionally the SMF includes UE Requested DNN (if different from the selected DNN), selected SSC mode, and RSN & PDU Session Pair ID (if available). Step 6 Clarify the PCF interactions in HR and LBO roaming cases. Step 8: split it into step 8a and 8b to align with the figure. And clarify that additional PDU Session information is provided by SMF to PCF if not provided before. Clause 5.2.5.4.2, add the additional PDU Session information. Wording improvement.
Convenor comment:
Baseline for URSP Rule Enforcement procedure.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308489 (CR) 23.503 CR1088 (Rel-18, 'F'): URSP Rule Enforcement (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clause 6.1.2.2.2, Editiorial update Clause 6.1.3.5, change None to Added in Table 6.1.3.5-1 for trigger UE reporting Connection Capabilities from associated URSP rule. Clause 6.1.3.18, Remove Request Type Use singular form of SUPI, DNN and S-NSSAI Wording update. Clause 6.1.6.2 incorporate some text from 6.6.2.4 Clause 6.6.2.4 Change the heading to UE procedure for URSP rule enforcement reporting Move the description related to PCF adjusting URSP rule to clause 6.1.6.2 Remove some procedural description which is already (or will be) reflected in TS 23.502 clause 4.16.16.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308494 (CR) 23.503 CR1091 (Rel-18, 'F'): Add missing indication of UE capability of reporting URSP rule enforcement in Table 6.2-1 (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Add the missing information in Table 6.2-1.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308495 (CR) 23.503 CR1092 (Rel-18, 'D'): Clarification on UE Capability of reporting URSP rule enforcement (Source: Intel)
Document for: Approval
Abstract: 
Summary of change: Rephrase the terminology to capability of reporting URSP rule enforcement to network .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308665 (CR) 23.503 CR1110 (Rel-18, 'F'): Correction to Policy control decisions based on awareness of URSP rule enforcement (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove below text from caluse 6.1.6.1 The PCF for the PDU Session may generate PCC rules under consideration of the traffic descriptor corresponding to the UE reported Connection Capabilities or the URSP rules which has been sent to the UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308666 (CR) 23.502 CR4309 (Rel-18, 'F'): Correction to UE or network requested PDU Session Modification procedure for URSP rule enforcement reporting (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: The description in clause 4.3.3.2 is updated to align with clause 6.6.2.4 of TS 23.503.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308667 (CR) 23.502 CR4310 (Rel-18, 'F'): Correction to Forwarding of URSP Rule Enforcement Information (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Remove below text from step 7b of clause 4.3.2.2.1 The URSP rule enforcement in step 1 may be included if SMF receives the URSP rule enforcement from UE as described in clause 6.6.2.4 of TS 23.503 [20] Update step 9 to specify that SMF provides URSP rule enforcement report if PCF has subscribed to PCRT 'UE reporting Connection Capabilities from associated URSP rule'.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308687 (DISCUSSION) Discussion paper on interaction between SM-PCF and UE-PCF for PCC rule generation (Source: Huawei, HiSilicon)
Document for: Discussion
Abstract: 
Clarification on the need for interaction between SM-PCF and UE-PCF is depicted in this paper.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308688 (CR) 23.502 CR4316 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Use Npcf_AMPolicyAuthorization Service operation to retreive the URSP enforcement related description.
Convenor comment:
Merge into S2-2308488.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308689 (CR) 23.503 CR1116 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the description on interaction between SM-PCF and UE-PCF for PCC rule generation. Add a new PCRT as the SM-PCFneeds to get the PCF address of UE PCF when there is no centralized BSF. Delete an EN which is solved last meeting.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308814 (CR) 23.502 CR4336 (Rel-18, 'F'): Correction of PCF for session receives PCF (PCF for UE) binding information (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: After the PCF for UE provides its PCF binding information to the AMF, the AMF provides the PCF binding information to SMF via Nsmf_PDUSession_CreateSMContext Request or Nsmf_PDUSession_UpdateSMContext Request (current mechanism support this). And when the SMF discover the PCF for session, during the SM policy association establishment procedure, the SMF delivers the PCF binding information to PCF for session.
Convenor comment:
Merge into S2-2308488.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308815 (CR) 23.502 CR4337 (Rel-18, 'F'): URSP rule enforcement from roaming UE (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: After the V-SMF receives the URSP rule enforcement from roaming UE, the V-SMF should deliver the URSP rule enforcement to H-SMF via Nsmf_PDUSession_Create/Update Request. And then, reusing the current mechanism, that the H-SMF delivers the URSP rule enforcement to H-PCF (PCF for session), and the H-PCF for session delivers the URSP rule enforcement to H-PCF for UE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308816 (CR) 23.503 CR1120 (Rel-18, 'F'): Not reporting URSP rule enforcement other then connection capability (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: If a URSP rule in UE is enforced, and the traffic descriptor in this URSP rule containing one or more components, that the UE can only report the Connection Capabilities to 5GC and other components in this enforced URSP rule is not reported to 5GC.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309212 (CR) 23.502 CR4413 (Rel-18, 'F'): Update to the PDU Session Modification Procedure for PCC Rule Generation when Connection Capabilities are Reported (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Updated step 9 of the PDU Session Modification procedure to say that the PCF may generate a PCC rule based on the URSP Rule (i.e., the reported connection capability). Also, made editorial fixes.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309240 (CR) 23.502 CR4419 (Rel-18, 'F'): Forwarding of URSP Rule Enforcement Information for LBO roaming (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: It is proposed to add the LBO roaming scenario (i.e. where the PCF for the UE is in HPLMN and the PCF for the Session is in VPLMN) into the existing procedure for the forwarding of UE reporting of URSP rule enforcement.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
KI#3 (Provision consistent URSP to UE across 5GS and EPS)
S2-2308398 (CR) 23.502 CR4252 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: Correct the term SMF/PGW-C and SMF+P-GW-C to unified SMF+PGW-C .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308399 (CR) 23.501 CR4697 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS (Source: China Telecom)
Document for: Approval
Abstract: 
Summary of change: Correct the term SMF/PGW-C to SMF+PGW-C .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308486 (CR) 23.501 CR4711 (Rel-18, 'F'): URSP delivery via 5GC/non-3GPP to EPS-attached UE (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update NOTE 3 of clause 5.17.8 so that PCF is not required to get the UE s reachability status over non-3GPP.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308487 (CR) 23.502 CR4269 (Rel-18, 'F'): URSP rule delivery via EPS (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: General update: Include NOTE: If the PCF for the PDU Session is the same as the PCF for the UE, the interactions between them are internal to the PCF in this general sub-clause to avoid the same note in other sub-clauses, e.g., 4.11.0a.2a.2.1, 4.11.0a.2a.2.2, 4.11.0a.2a.2.3, 4.11.0a.2a.9. The enhancement to support URSP deliver in EPS should apply to clause 4.11.0a.2 which refers to clause 4.16.5, therefore add reference to clause 4.16.5. Reference of clause 4.16.11 is changed to 4.16.11.2 due to update in TS 23.502 CR4266. Change EPC to EPS as the latter refers to EUTRAN+EPC. Other update in different sub-subclauses: 4.11.0a.2a.0: Alignment with TS 23.501 Reshuffle text to improve readability. 4.11.0a.2a.1 voided 4.11.0a.2a.1a, new sub-clause for SM Policy Association Establishment in EPS Capture the impact to support URPS rule delivery in EPS. 4.11.0a.2a.2.1, Change the heading to SMF initiated SM Policy Association Modification due to UE requested bearer resource modification procedure . Wording improvement 4.11.0a.2a.2.2 Change the heading to SMF initiated SM Policy Association Modification at mobility between 5GS and EPS . For 5GS to EPS mobility, remove duplicated text of UE Policy Association Establishment and provide a reference to the sub-clause UE Policy Association Establishment . 4.11.0a.2a.2.3 change the adding to SMF initiated SM Policy Association Modification for UE reporting URSP update result . 4.11.0a.2a.3 wording update 4.11.0a.2a.4 voided 4.11.0a.2a.5 Add from the PCF for the PDU Session in the heading. Replace Initial Attach to EPC and PDN connectivity with UE requested bearer resource modification to align with TS 23.501 4.11.0a.2a.6, 4.11.0a.2a.7: Mainly editorial 4.11.0a.2a.8 clarify that AMF is replaced with (V-)PCF in step 3 4.11.0a.2a.9 In the heading, change for a PDU Session to for a UE . Remove the cases of PDN connection termination and EPS to 5GS mobility as they are not applicable. 4.11.0a.5 Move the text about UE requested bearer resource modification to a new sub-clause 4.11.0a.5a (new). 4.11.5.10.1 Update the reference from 4.16.11 to 4.16.11.2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308554 (DISCUSSION) Discussion about URSP over EPS (eUEPO) (Source: Oracle)
Document for: Information
Abstract: 
Discussion about URSP over EPS (eUEPO) - highlights a few gaps and points at the respective fixing CRs.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308550 (CR) 23.501 CR4724 (Rel-18, 'F'): Adding URSP delivery over EPS capability in PCF profile in NRF (Source: Oracle, Ericsson)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Add PCF support for URSP delivery in EPS in 23.501 section 6.2.6. Update 23.501 section 6.3.7.
Comment: Revised to S2-2308761.
Comment: S2-2308761: Revision of S2-2308550 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308551 (CR) 23.502 CR4282 (Rel-18, 'F'): UE-PCF stores indication of support of URSP delivery in EPS in UDR (Source: Oracle, Ericsson)
Document for: Approval
Abstract: 
Summary of change: This CR proposes to Update 23.502 4.16.11 with an action of the PCF for a UE to Check whether the UE Policy container includes indication of support of URSP delivery in EPS; and if it does, store the indication of URSP Provisioning Support in EPS in UE context policy control subscription information in the UDR.
Comment: Revised to S2-2308775.
Comment: S2-2308775: Revision of S2-2308551 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309321 (CR) 23.502 CR4437 (Rel-18, 'F'): URSP delivery via EPS (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: General description on delivery of UE Policy Containers from the SMF+PGW-C to the UE via bearer modification procedure in 4.2.4.3 (UE Configuration Update) and 4.11.0a.2a.0 (General). Correction the typo ( Answer to Response ) in Figure 4.11.0a.2a.5-1: UE Policy Association establishment procedure. Description on URSP delivery via EPS procedure while utilizing the existing PCRTs for the AMF/SMF/PCF which can be applicable to the SMF+PGW-C/PCF for the PDU Session. Correction the typo in 4.11.0a.5 (PDN Connection Establishment).
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309322 (CR) 23.503 CR1149 (Rel-18, 'F'): URSP delivery via EPS (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: The usage of existing PCRTs, UE Policy Container received , Notification on outcome of UE Policies delivery , and Connectivity state changes can be extended. UE Policy Container received : this PCRT is further applicable to PCF for the PDU Session to deliver the UE response to an update of UE policy information (see changes in 6.1.3.18). Notification on outcome of UE Policies delivery : this PCRT is further applicable to PCF for the PDU Session and SMF+PGW-C to deliver the UE Policy delivery result (see changes in 6.1.3.5 and 6.1.3.18). Connectivity state changes : this PCRT is further applicable to PCF for the PDU Session and SMF+PGW-C to notify when the UE becomes available after UE Policy delivery failure (see changes in 6.1.3.5 and 6.1.3.18).
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309351 (CR) 23.501 CR4913 (Rel-18, 'F'): URSP delivery via EPS (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: General description on delivery of UE Policy Containers from the SMF+PGW-C to the UE and the UE response to the PCF is added.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097315]9.26.2	System Enabler for Service Function Chaining (SFC)
There were no contributions to this agenda item.

[bookmark: _Toc144097316]9.27.2	Extensions to the TSC Framework to support DetNet (DetNet)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097317]9.28.2	Seamless UE context recovery (SUECR)
This topic was not on the agenda for this meeting.

[bookmark: _Toc144097318]9.29	Multiple location report for MT-LR Immediate Location Request for regulatory services (TEI18_MLR)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308968 (CR) 23.273 CR0410 (Rel-18, 'F'): Updates on functionalities on supporting multiple location reports (Source: Vivo)
Document for: Approval
Abstract: 
Summary of change: Add GMLC and LMF functionalities for multiple intermediate requests.
Convenor comment:
This paper proposes changes according to an agreed CR of TEI18_MLR.
Comment: Revised to S2-2309456.
Comment: S2-2309456: Revision of S2-2308968. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097319]9.30	Secondary DN Authentication and authorization in EPC IWK cases (TEI18_SDNAEPC)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308738 (CR) 23.502 CR4325 (Rel-18, 'F'): Correction of EAP-based secondary authentication in EPC (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Correct the use of 5GSM capability to indicate support for EAP-based authentication in EPC. Clarify that DN-specific identifier can be provided in the PDN Connectivity Request. Miscellaneous editorial corrections.
Comment: Revised to S2-2309457.
Comment: S2-2309457: Revision of S2-2308738. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097320]9.31	MBS support for V2X services (TEI18_MBS4V2X)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308504 (CR) 23.287 CR0190 (Rel-18, 'D'): Editorial fixes related to MBS for V2X (Source: LG Electronics)
Document for: Approval
Abstract: 
Summary of change: 5.10.3 & 6.4.3.1 - Editorial fixed as described in Reason for change.
Comment: Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097321]9.32	Spending Limits for AM and UE Policies in the 5GC (TEI18_SLAMUP)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308690 (LS OUT) [DRAFT] Reply LS (S5-232244) on CHF Logic Realization wrt/ Spending Limits functionality (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Reply LS on CHF Logic Realization wrt/ Spending Limits functionality.
Parallel discussion:
Remove 'NOTE', reword action.
Comment: Revised to S2-2309458.
Comment: S2-2309458: Revision of S2-2308690. Revised in parallel session to S2-2309511.
Comment: S2-2309511: Revision of S2-2309458. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308691 (CR) 23.502 CR4317 (Rel-18, 'F'): Correction on SLAMUP procedure (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Change AM Policy association into UE Policy Association in AMF-initiated UE Policy Association Termination procedure.
Parallel discussion:
Remove the whole content between brackets.
Comment: Revised to S2-2309459.
Comment: S2-2309459: Revision of S2-2308691. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097322]9.33	Enhancement of application detection event exposure (TEI18_ADEE)
This agenda item was convened by Dario Tonesi (Qualcomm).

[bookmark: _Toc144097323]9.34	General Support of IPv6 Prefix Delegation (TEI18_IPv6PD)
This agenda item was convened by Dario Tonesi (Qualcomm).

[bookmark: _Toc144097324]9.35	New WID on Dynamically Changing AM Policies in the 5GC Phase 2 (TEI18_DCAMP_Ph2)
This agenda item was convened by Dario Tonesi (Qualcomm).

[bookmark: _Toc144097325]9.36	Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection (eNSAC)
This agenda item was convened by Dario Tonesi (Qualcomm).
S2-2308306 (LS IN) LS from CT WG4: LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection (Source: CT WG4 (C4-232530))
Document for: Action
Abstract: 
CT WG4 is working on the stage 3 for the eNSAC work item. CT WG4 would like clarifications from SA WG2 on the following questions regarding the new requirement on the maximum number of UEs with at least one PDU Session/PDN Connection and/or maximum number of PDU Session. Q1: Which service operation (NumOfUEsUpdate or NumOfPDUsUpdate) should be used by the SMF/SMF+PGW-C to trigger the counting of the number of UEs registered with at least one PDN connection / PDU session? Q2: If the answer to Q1 is the NumOfUEsUpdate, should the SMF/SMF+PGW-C send 2 requests, one for NumOfUEsUpdate and one for NumOfPDUsUpdate, to check the number of UEs with at least PDN connection and the max number of PDUs, or only one request (i.e. NumOfUEsUpdate) to check both criteria? Q3: Should the NF service consumer of NSACF exposure service (e.g. NEF, AF): o explicitly subscribe to the event for the number of registered UEs, or the event for the number of UEs with at least one PDN connection / PDU session implying that it is aware of which of two mechanisms is applied to the S-NSSAI, or o subscribe to both events (number of registered UEs and number of UEs registered with at least one PDN connection/PDU session) and the NSACF will notify the appropriate event based on the mechanism (registered UEs or registered UEs with at least one PDN connection/PDU session) that is configured for the corresponding S-NSSAI?. Action: CT WG4 kindly asks SA WG2 to answer the above questions.
Comment: Responses drafted in S2-2308516, S2-2308864, S2-2309290, S2-2309393. Final response in S2-2310036.
Plenary Discussion:
Final response in S2-2310036.
Status: Replied to.
S2-2308516 (LS OUT) [DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
To: CT WG4.
Convenor comment:
Merge into S2-2309290.
Parallel discussion:
Fix month on header Fix editorials in first answer.
Comment: Response to S2-2308306. Revised to S2-2309465, merging S2-2309393, S2-2309290 and S2-2308864.
Comment: S2-2309465: Revision of S2-2308516, merging S2-2309393, S2-2309290 and S2-2308864. Revised in parallel session to S2-2309512.
Comment: S2-2309512: Revision of S2-2309465. Agreed in parallel session. Revised to S2-2310036.
Comment: S2-2310036: Revision of S2-2309512. This LS OUT was approved.
Plenary Discussion:
Ericsson asked to reply to Q2 by referring to the answer to Q1. Nokia disagreed with this. It was agreed to add 'For option 1, ' to the reply to Q2. This was revised accordingly in S2-2310036.
Status: Approved.
S2-2308864 (LS OUT) [DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection (Source: Samsung)
Document for: Approval
Abstract: 
To: CT WG4.
Convenor comment:
Merge into S2-2309290.
Comment: Response to S2-2308306. Merged into S2-2309465.
Status: Merged.
S2-2309290 (LS OUT) [DRAFT] LS response to LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection (Source: ZTE)
Document for: Approval
Abstract: 
LS response to LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection.
Convenor comment:
Handle.
Comment: Response to S2-2308306. Merged into S2-2309465.
Status: Merged.
S2-2309393 (LS OUT) [DRAFT] Reply LS on NSAC procedure for counting of UEs with at least one PDU session/PDN connection (Source: OPPO)
Document for: Approval
Abstract: 
To: CT WG4. CC: CT WG3.
Convenor comment:
Merge into S2-2309290.
Comment: Response to S2-2308306. Merged into S2-2309465.
Status: Merged.
S2-2308454 (CR) 23.501 CR4708 (Rel-18, 'F'): Restricting NSAC EPC IWK procedures. (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Removes all references to EPC IWK related to NSAC except in clauses 5.15.11.5 and clause 5.15.11.5a. Add a new sub-clause under clause 5.15.7 to reference NSAC procedures in relation to EPS that exists in clauses 5.15.11.5, and 5,15.11.5a for completeness. Another option which this CR did not implement was to move clauses 5.15.11.5, and 5.15.11.5a under clause 5.15.7. The CR removes all other references to NSAC and interworking with EPS consistent with the 23.501 specification to limit interworking aspects and avoid spreading them throughout the entire 23.501 specification.
Convenor comment:
Handle.
Comment: Revised to S2-2309460.
Comment: S2-2309460: Revision of S2-2308454. Noted in parallel session.
Status: Noted.
S2-2308518 (CR) 23.501 CR4719 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: Provides the necessary normative text modification to clarify the above aspects.
Convenor comment:
Handle.
Comment: Revised to S2-2309461.
Comment: S2-2309461: Revision of S2-2308518. Revised in parallel session to S2-2309495.
Comment: S2-2309495: Revision of S2-2309461. Revised in parallel session to S2-2309513.
Comment: S2-2309513: Revision of S2-2309495. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309064 (CR) 23.501 CR4839 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: 1) Delete the text As an optimization option, the SMF+PGW-C can be configured not to trigger the Nnsacf_NSAC_NumOfUEsUpdate_Request to NSACF 2) Clarify that SMF+PGW-C shall send Nnsacf_NSAC_NumOfPDUsUpdate_Request to NSACF for PDU session in Option 1 3) NSACF will have configuration to apply NSAC for maximum number of UE with at least one PDU session/PDN connection based on option 1 or option 2 4) NSACF discovery and selection, add the new functionality in the NSACF service capabilities.
Convenor comment:
Handle. Clause 6.3.22 can be merged into S2-2308518.
Comment: Revised to S2-2309462.
Comment: S2-2309462: Revision of S2-2309064. Revised in parallel session to S2-2309514.
Comment: S2-2309514: Revision of S2-2309462. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308455 (CR) 23.502 CR4263 (Rel-18, 'F'): Correction to Counting of UEs with at least one PDU Session/Connection (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Implement the following logic associated with the update flag values of increase, decrease or update: When the UE has already a PDU Session/PDN Connection established and initiates an additional PDU Session/Connection from a second access only a new entry is added but the count is not increased. When the UE has multiple entries associated with different accesses and tears down one PDU Session/PDN Connection, the count is not decreased but rather the entry associated with the access is deleted.
Convenor comment:
Merge into S2-2308620.
Comment: Merged into S2-2309464.
Status: Merged.
S2-2308620 (CR) 23.502 CR4303 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Add the related procedure on how to handle the UE number with at least one PDU Session is missing. Add the PDU session ID in the Nnsacf_NSAC_NumOfUEsUpdate service operation. Remove two NSACF or one NSACF description.
Convenor comment:
Handle.
Parallel discussion:
Focus on hierarchical aspect.
Comment: Revised to S2-2309463.
Comment: S2-2309463: Revision of S2-2308620. Revised in parallel session to S2-2309804.
Comment: S2-2309804: Revision of S2-2309463. Revised in parallel session to S2-2309857.
Comment: S2-2309857: Revision of S2-2309804. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309065 (CR) 23.502 CR4386 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection (Source: Samsung)
Document for: Approval
Abstract: 
Summary of change: 1) Delete the text If there was no UE entry in the new Access Type then NSACF will create an UE entry and increase the number of UE registered.
Convenor comment:
Merge into S2-2308620.
Comment: Merged into S2-2309464.
Status: Merged.
S2-2309293 (CR) 23.502 CR4429 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Remove the sentence above Add the missing ID after AMF Add description on hierarchical NSAC architecture.
Convenor comment:
Merge into S2-2308620.
Parallel discussion:
Add EN 'Step 3 needs to be further discussed/completed to cover both cases when the access type is considered and not considered.' Below step 3.
Comment: Revised to S2-2309464, merging S2-2309065 and S2-2308455.
Comment: S2-2309464: Revision of S2-2309293, merging S2-2309065 and S2-2308455. Revised in parallel session to S2-2309805.
Comment: S2-2309805: Revision of S2-2309464. Revised in parallel session to S2-2309858.
Comment: S2-2309858: Revision of S2-2309805. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.

[bookmark: _Toc144097326]9.37	Generic Rel-18 LSs
QoS monitoring for satellite backhaul
S2-2308298 (LS IN) LS from CT WG3: LS on Issues on QoS monitoring for satellite backhaul (Source: CT WG3 (C3-2324695))
Document for: Action
Abstract: 
CT WG3 is discussing the support for QoS monitoring of dynamic Satellite Backhaul categories. The following question was raised in CT WG3 during this discussion: In clause 5.43.5 of 3GPP TS 23.501, the following requirement have been defined: 'If dynamic satellite backhaul is used, QoS monitoring can be used to measure packet delay as specified in clause 5.45.2. If the Satellite backhaul category received from SMF indicates dynamic satellite backhaul is used, the PCF may request QoS monitoring for the packet delay between UE and PSA UPF as specified in clause 5.45.2.' Also, in clause 6.1.3.6 of 3GPP TS 23.503, it states: 'When SMF indicates that the dynamic satellite backhaul is used to serve the PDU Session, the PCF may use QoS monitoring (as described in clause 6.1.3.21) to get reports for the packet delay (defined in clause 5.45.2 of TS 23.501 [2]).' Question 1: Please clarify whether the PCF may determine to request QoS monitoring to get the report(s) for the packet delay based on the request received from the AF or based on local policy/configuration at the PCF (e.g., on the satellite backhaul category reported from the SMF)? Question 2: If the PCF triggers packet delay reporting for dynamic satellite backhaul categories based on local policy/configuration, does the report influence any policy decisions at the PCF?. Action: CT WG3 kindly asks SA WG2 to answer above questions and update the SA WG2 specifications accordingly (if needed).
Parallel discussion:
The proposed responses to this LS were reviewed.
Comment: Responses drafted in S2-2308736, S2-2309145, S2-2309182, S2-2309234, S2-2309354. Final response in S2-2310012.
Plenary Discussion:
Final response in S2-2310012.
Status: Replied to.
S2-2309145 (LS OUT) [DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul (Source: Nokia. Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Reply to questions on QoS measurement in CT WG3 LS.
Convenor comment:
Proposed LS out baseline.
Parallel discussion:
Ericsson were happy with the intention of this LS and suggested some wording improvements from the Ericsson proposed reply. Huawei suggested aligning the answer to Q1 with the Huawei proposed response and asked to clarify the reply to Q2. China Mobile commented that there is also the Rel-16 method possible for QoS monitoring and it should be clarified whether this is a mechanism for future use. Nokia suggested clarifying that this is in addition to the known cases. This was taken as a basis for a response LS, merging other proposals and was left for off-line discussion and revised in S2-2309681.
Parallel discussion:
Ericsson asked whether TS 23.503 CR1150 should also be added, to indicate to CT WG3 that both TSs are being updated. Nokia did not think it was essential but it could be added if wanted. This was revised to make these changes and revised in S2-2309995.
Parallel discussion:
The Release should be Rel-18 and the WI Code should be 5GSATB. This was revised also to clean revision marks and remove 'draft' in S2-2310012.
Comment: Response to S2-2308298. Revised in parallel session to S2-2309681, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354.
Comment: S2-2309681: Revision of S2-2309145, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354. Revised in parallel session to S2-2309995.
Comment: S2-2309995: Revision of S2-2309681. Revised in parallel session to S2-2310012.
Comment: S2-2310012: Revision of S2-2309995. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308736 (LS OUT) [DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul (Source: Ericsson)
Document for: Approval
Abstract: 
Proposed reply to CT WG3 regarding triggering of QoS monitoring.
Parallel discussion:
Merged into S2-2309681.
Comment: Response to S2-2308298. Merged into S2-2309681.
Status: Merged.
S2-2309182 (LS OUT) [DRAFT] LS reply on issues on QoS monitoring for satellite backhaul (Source: Huawei, Hisilicon)
Document for: Approval
Abstract: 
LS reply on issues on QoS monitoring for satellite backhaul.
Parallel discussion:
Merged into S2-2309681.
Comment: Response to S2-2308298. Merged into S2-2309681.
Status: Merged.
S2-2309234 (LS OUT) [DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul (Source: CATT)
Document for: Approval
Abstract: 
To: CT WG3.
Parallel discussion:
Merged into S2-2309681.
Comment: Response to S2-2308298. Merged into S2-2309681.
Status: Merged.
S2-2309354 (LS OUT) [DRAFT] Reply LS to LS on Issues on QoS monitoring for satellite backhaul (Source: China Mobile Com. Corporation)
Document for: Approval
Abstract: 
To: CT WG3.
Parallel discussion:
Merged into S2-2309681.
Comment: Response to S2-2308298. Merged into S2-2309681.
Status: Merged.
S2-2309146 (CR) 23.501 CR4861 (Rel-18, 'F'): QoS monitoring (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
Summary of change: As intended as part of Rel-18 dynamic satellite backhaul design, the use case of the packet delay monitoring (QoS monitoring) procedure is broadened to PCF option to obtain packet delay measurement over dynamic satellite backhaul connection (without AF request) in order to support the PCF policy decisions.
Parallel discussion:
Related CRs on this topic were also reviewed. This was taken as a basis to merge the other CR proposals and was left for off-line discussion and revised in S2-2309682.
Parallel discussion:
This was reviewed and was agreed in parallel session.
Comment: Revised in parallel session to S2-2309682, merging S2-2309183 and S2-2309233.
Comment: S2-2309682: Revision of S2-2309146, merging S2-2309183 and S2-2309233. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2309183 (CR) 23.501 CR4867 (Rel-18, 'F'): Clarification on QoS Monitoring in case of dynamic satellite backhaul (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Summary of change: Clarify PCF can initial QoS monitoring based on local policy without AF request on QoS monitoring.
Parallel discussion:
Ericsson suggested the changes could be concentrated in the general clause 5.45. Merged into S2-2309682.
Comment: Merged into S2-2309682.
Status: Merged.
S2-2309233 (CR) 23.501 CR4879 (Rel-18, 'F'): QoS monitoring trigger conditions update (Source: CATT)
Document for: Approval
Abstract: 
Summary of change: add the description that PCF can also generate QoS monitoring policy based on internal logic (e.g., when receiving dynamic satellite backhaul indication from SMF).
Parallel discussion:
The first change was acceptable and could be merged with the Huawei proposal. Ericsson asked to clarify and simplify the second set of changes. Merged into S2-2309682.
Comment: Merged into S2-2309682.
Status: Merged.
S2-2309355 (CR) 23.503 CR1150 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: add the description that PCF can generate QoS monitoring policy based on AF request.
Parallel discussion:
The proposal on the same topic from Ericsson was also reviewed. This was taken as a basis to merge the Ericsson CR proposal and was left for off-line discussion and revised in S2-2309683.
Parallel discussion:
The reason for change needed alignment with the content. This was revised accordingly in S2-2309996.
Comment: Revised in parallel session to S2-2309683, merging S2-2308737.
Comment: S2-2309683: Revision of S2-2309355, merging S2-2308737. Revised to add supporting company  to S2-2309991.
Comment: S2-2309991: Revision of S2-2309683. Revised in parallel session to S2-2309996.
Comment: S2-2309996: Revision of S2-2309991. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308737 (CR) 23.503 CR1117 (Rel-18, 'F'): Triggering of QoS monitoring in case of satellite backhaul (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Clarify that PCF can trigger QoS monitoring based on local policy and the backhaul indication from SMF.
Parallel discussion:
Nokia preferred the reuse of an existing procedure but asked for clarification on the PCF triggering decision. Merged into S2-2309683.
Comment: Merged into S2-2309683.
Status: Merged.
SUECR: Applicability of the Unavailability Period during Network congestion
S2-2308294 (LS IN) LS from CT WG1: LS on the Applicability of the Unavailability Period during Network congestion (Source: CT WG1 (C1-234364))
Document for: Action
Abstract: 
CT WG1 is currently working on stage 3 aspects of SUECR. CT WG1 would like to request feedback on the applicability of the Unavailability Period while the network is under congestion. Question: From SA WG2 s point of view, what is the suggested UE behaviour: a) when the UE s request to activate the Unavailability Period is rejected with cause value #22, congestion; and b) when, upon upper layers request to activate Unavailability Period, a backoff timer (e.g. T3346) is running in the UE. Action: CT WG1 kindly request SA WG2 to provide guidance on the above two cases.
Parallel discussion:
The proposed responses to this LS were reviewed.
Comment: Responses drafted in S2-2308642, S2-2308727, S2-2308854, S2-2309075, S2-2309217, S2-2309372. Final response in S2-2309997.
Plenary Discussion:
Final response in S2-2309997.
Status: Replied to.
S2-2309217 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
To: CT WG1.
Parallel discussion:
This was taken as a basis for a reply LS merging other proposals. This was left for off-line discussion and revised in S2-2309684.
Parallel discussion:
This was revised to remove 'draft' in S2-2309997.
Comment: Response to S2-2308294. Revised in parallel session to S2-2309684.
Comment: S2-2309684: Revision of S2-2309217. Revised in parallel session to S2-2309997.
Comment: S2-2309997: Revision of S2-2309684. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308642 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Reply to C1-234364 / S2-2308294.
Parallel discussion:
Merged in S2-2309684.
Comment: Response to S2-2308294. Merged in S2-2309684.
Status: Merged.
S2-2308727 (LS OUT) [DRAFT] Reply LS on Applicability of the Unavailability Period during Network congestion (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 view on the issues raised in C1-234364.
Parallel discussion:
Merged in S2-2309684.
Comment: Response to S2-2308294. Merged in S2-2309684.
Status: Merged.
S2-2308854 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion (Source: LG Electronics)
Document for: Approval
Abstract: 
To: CT WG1.
Parallel discussion:
Merged in S2-2309684.
Comment: Response to S2-2308294. Merged in S2-2309684.
Status: Merged.
S2-2309075 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion (Source: OPPO)
Document for: Approval
Abstract: 
Reply LS of S2-2308294/C1-234364).
Parallel discussion:
Merged in S2-2309684.
Comment: Response to S2-2308294. Merged in S2-2309684.
Status: Merged.
S2-2309372 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion (Source: Samsung)
Document for: Approval
Abstract: 
To: CT WG1.
Comment: Response to S2-2308294. Merged in S2-2309684.
Status: Merged.
S2-2309074 (CR) 23.501 CR4842 (Rel-18, 'F'): Applicability of the Unavailability Period during Network congestion (Source: OPPO)
Document for: Approval
Abstract: 
Summary of change: If the MM back off timer is running at the UE or it was rejected by the network due to congestion control, the UE can perform deregistration procedure.
Parallel discussion:
It was commented that this should only apply for the SUECR use cases. This CR was noted.
Comment: Noted in parallel session.
Status: Noted.
S2-2309216 (CR) 23.501 CR4875 (Rel-18, 'C'): Support for the Unavailability Period Feature when a MM Back-off Timer is Running (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Moved the sentence from the satellite specific clause (5.4.13.1) to the general Unavailability Period clause (5.4.1.4).
Parallel discussion:
This CR was noted.
Comment: Noted in parallel session.
Status: Noted.
IAB
S2-2308318 (LS IN) LS from RAN WG3: LS on CAG solution for mobile IAB (Source: RAN WG2 (R2-2306895))
Document for: Action
Abstract: 
RAN WG2 has discussed the solution agreed by SA WG2 on UE access to MBSR using CAG function. RAN WG2 kindly asks SA WG2 to provide more details using CAG for mIAB, in order to determine AS impacts, if any. Action: RAN WG2 kindly asks SA WG2 to provide details on the CAG solution for mIAB.
Parallel discussion:
The proposed responses were reviewed.
Comment: Responses drafted in S2-2308725, S2-2308841, S2-2309315. Final response in S2-2309998.
Plenary Discussion:
Final response in S2-2309998.
Status: Replied to.
S2-2308725 (LS OUT) [DRAFT] Reply LS on CAG solution for mobile IAB (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 clarification of the usage of CAG for MBSR as requested by R2-2306895.
Parallel discussion:
This was used as a basis for the reply LS and revised off-line in S2-2309686.
Parallel discussion:
LGE asked to add 'clauses' to the third bullet. The CR should be attached and this was revised in S2-2309998.
Comment: Response to S2-2308318. Revised in parallel session to S2-2309686.
Comment: S2-2309686: Revision of S2-2308725. Revised in parallel session to S2-2309998.
Comment: S2-2309998: Revision of S2-2309686. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2308841 (LS OUT) [DRAFT] Reply LS on CAG solution for mobile IAB (Source: LG Electronics)
Document for: Approval
Abstract: 
[DRAFT] Reply LS on CAG solution for mobile IAB.
Parallel discussion:
Merged into S2-2309686.
Comment: Response to S2-2308318. Merged into S2-2309686.
Status: Merged.
S2-2309315 (LS OUT) [DRAFT] Reply LS on CAG solution for mobile IAB (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Reply LS on CAG solution for mobile IAB.
Parallel discussion:
Merged into S2-2309686.
Comment: Response to S2-2308318. Merged into S2-2309686.
Status: Merged.
S2-2308724 (CR) 23.501 CR4772 (Rel-18, 'F'): CAG application for MBSR (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Further Clarification on the CAG usage for MBSR.
Parallel discussion:
There were some clarifications needed and this was left for off-line discussion and revised in S2-2309685.
Parallel discussion:
Nokia suggested the note is improved and questioned whether the CAG IDs needs to be different from other Cells. It was decided to leave only the first part of the note. LGE asked to be added to the source companies. This was revised accordingly in S2-2309999.
Comment: Revised in parallel session to S2-2309685.
Comment: S2-2309685: Revision of S2-2308724. Revised in parallel session to S2-2309999.
Comment: S2-2309999: Revision of S2-2309685. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
UAS
S2-2308327 (LS IN) LS from TSG RAN: LS on support of no-transmit zones for UAVs (Source: TSG RAN (RP-231485))
Document for: Action
Abstract: 
TSG RAN is discussing the CEPT Decision 22(07) on harmonised technical conditions for the usage of aerial UEs for communications based on LTE and 5G NR in several bands harmonized for MFCN, and specifically the matter of operational restrictions in the form no-transmit zones (NTZs), as shown in the following excerpt from the Decision: In addition to the already harmonised technical conditions for MFCN bands and for spectrum compatibility purposes, there is the need to define some spectrum operational restrictions. This can be done using no-transmit zones , which should be defined at national level as a geographical area where aerial UE are not allowed to operate in a certain frequency band. The requirement may apply to aerial UE according to their operational frequency band, e.g. aerial UE operating in a specific band or specific channel (see no-fly zone definition set out in ECC Report 309, in this Decision referred to as no-transmit zone ). In some cases, operation of aerial UE also requires respective cross-border coordination agreements. ECC DECISION OF 18 NOVEMBER 2022 ON HARMONISED TECHNICAL CONDITIONS FOR THE USAGE OF AERIAL UE FOR COMMUNICATIONS BASED ON LTE AND 5G NR IN THE 703-733 MHZ, 832-862 MHZ, 880-915 MHZ ,1710-1785 MHZ, 1920-1980 MHZ, 2500-2570 MHZ AND 2570-2620 MHZ MFCN HARMONISED BANDS (ECC DECISION (22)07) The European Conference of Postal and Telecommunications Administrations, Considering l) that a no-transmit zone in this Decision is defined as a geographical area where aerial UE are not allowed to transmit for spectrum compatibility purposes in a given harmonised MFCN band or part of it; m) that national studies are needed, as appropriate, to define no-transmit zones for spectrum compatibility purposes, for aerial UE operating in the relevant frequency bands; n) that a mechanism is necessary to ensure that aerial UE respect no-transmit zones; DECIDES . that no-transmit zones as described in this Decision should be defined and implemented at national level and where necessary coordinated with neighbouring countries; TSG RAN agreed that the above requirement will be addressed. But in order to know if and what the impact might be to RAN WGs, TSG RAN would like to know whether and how SA WG2 intends to address these operational requirements for geographical no-transmit zones (e.g. at application layer). Action: Given the need to respond to ECC, TSG RAN respectfully asks SA WG2 for their view on solutions to support geographical no-transmit zones for UAVs according to the operational restrictions outlined in CEPT Decision 22(07), including whether and how SA WG2 intends to address this and/or whether RAN WGs should consider solutions.
Parallel discussion:
The proposed responses were reviewed.
Comment: Responses drafted in S2-2309000, S2-2309171. Final response in S2-2310000.
Plenary Discussion:
Final response in S2-2310000.
Status: Replied to.
S2-2309000 (LS OUT) [DRAFT] Reply LS on support of no-transmit zones for UAVs (Source: LG Electronics)
Document for: Approval
Abstract: 
[DRAFT] Reply LS on support of no-transmit zones for UAVs.
Parallel discussion:
Qualcomm commented that there were a number of outstanding questions to be answered and suggested postponing this LS. MediaTek suggested that it should be clarified that there are currently no plans to work on this in SA WG2 for Rel-18. This was taken as a basis for a response and discussed off-line and revised in S2-2309687.
Parallel discussion:
Huawei proposed removing the first paragraph and the first frame. Ericsson suggested to replace with 'SA WG2 discussed potential work on NTZ requirements' and keep the requirement in the frame. The remaining text was aligned with this and the revision marks should be accepted and 'draft' removed. This was revised accordingly in S2-2310000.
Comment: Response to S2-2308327. Revised in parallel session to S2-2309687, merging S2-2309171.
Comment: S2-2309687: Revision of S2-2309000, merging S2-2309171. Revised in parallel session to S2-2310000.
Comment: S2-2310000: Revision of S2-2309687. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2309171 (LS OUT) [DRAFT] Reply LS to RAN on Support of no-transmit zones for UAVs (Source: Nokia, Nokia Shanghai Bell)
Document for: Agreement
Abstract: 
To: TSG RAN.
Comment: Response to S2-2308327. Merged into S2-2309687.
Status: Merged.
SUECR: Applicability of the Unavailability Period for Dual Registered UEs
S2-2308289 (LS IN) LS from CT WG1: LS on the Applicability of the Unavailability Period for Dual Registered UEs (Source: CT WG1 (C1-233275))
Document for: Action
Abstract: 
CT WG1 is currently working on stage 3 aspects of SUECR. CT WG1 would like to ask about the Applicability of the Unavailability Period for Dual Registered UEs. For example, is there an assumption that dual registered UEs will not use the Unavailability Period, is there an assumption that a dual registered UE will deregister from the EPC before applying the Unavailability Period to its 5GC registration, or is there an assumption that the MME will be made aware of the unavailability period?. Action: CT WG1 kindly request SA WG2 to provide guidance on the above question.
Comment: Responses drafted in S2-2308375, S2-2308640, S2-2308728, S2-2308855, S2-2309220, S2-2309371. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308375 (LS OUT) [DRAFT] LS Response on Unavailability period support in non-3GPP access and Applicability of the Unavailability Period for Dual Registered UEs (Source: Qualcomm)
Document for: Approval
Abstract: 
To: CT WG1. CC: CT WG4.
Comment: Response to S2-2308289, S2-2308290. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308640 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEes (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Reply to C1-233275 / S2-2308289.
Comment: Response to S2-2308289. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308728 (LS OUT) [DRAFT] Reply LS on Applicability of the Unavailability Period for Dual Registered UEs (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 view on the issues raised in C1-233275.
Comment: Response to S2-2308289. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308855 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs (Source: LG Electronics)
Document for: Approval
Abstract: 
To: CT WG1.
Comment: Response to S2-2308289. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309220 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered Ues (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
To: CT WG1, CT WG4.
Comment: Response to S2-2308289. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309371 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs (Source: Samsung )
Document for: Approval
Abstract: 
To: CT WG1. CC: CT WG4.
Comment: Response to S2-2308289. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308369 (CR) 23.501 CR4689 (Rel-18, 'F'): Unavailability period EPC interworking aspects and support over non-3GPP access (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: Clarifies how 'unavailability period' is handled when interworking with EPS and non-3GPP access.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309219 (CR) 23.502 CR4414 (Rel-18, 'C'): Support for the Unavailability Period Feature for Dual Registered UEs (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
Summary of change: Added a section under 4.11.2 Interworking procedures without N26 interface to say that, when the UE is dual registered, the AMF may send the Unavailability information to the HSS+UDM. The HSS+UDM may then send the Unavailability information to the MME so that the MME can adjust the UE s implicit detach timer.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309218 (DISCUSSION) Unavailability period support for Dual Registered Ues (Source: InterDigital Inc.)
Document for: Discussion
Abstract: 
This paper discusses how to support the Unavailability Period for Dual Registered UEs.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308290 (LS IN) LS from CT WG1: LS on Unavailability period support in non-3GPP (Source: CT WG1 (C1-233533))
Document for: Action
Abstract: 
CT WG1 is working on stage 3 aspect of SUECR based on agreed SA WG2 CR S2-2209666, S2-2209667 CT WG1 requests clarification on whether SUECR feature is applicable on non-3GPP access, i.e., can UE indicate unavailability period duration over non-3GPP access?. Action: CT WG1 kindly requests SA WG2 to answer above question.
Comment: Responses drafted in S2-2308375, S2-2308641, S2-2308729, S2-2308856, S2-2309215. Postponed.
Plenary Discussion:
Postponed.
Status: Postponed.
S2-2308641 (LS OUT) [DRAFT] Reply LS on the Applicability of the Unavailability Period support in non-3GPP (Source: MediaTek Inc.)
Document for: Approval
Abstract: 
Reply to C1-233533 / S2-2308290.
Comment: Response to S2-2308290. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308729 (LS OUT) [DRAFT] Reply LS on Applicability of the Unavailability Period support in non-3GPP (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 view on the issues raised in C1-233533.
Comment: Response to S2-2308290. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2308856 (LS OUT) [DRAFT] Reply LS on Unavailability period support in non-3GPP (Source: LG Electronics)
Document for: Approval
Abstract: 
To: CT WG1.
Comment: Response to S2-2308290. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309215 (LS OUT) [DRAFT] Reply LS on Unavailability period support in non-3GPP (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
To: CT WG1.
Comment: Response to S2-2308290. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309213 (DISCUSSION) Unavailability period support with non-3GPP Access (Source: InterDigital Inc., Samsung)
Document for: Discussion
Abstract: 
This paper discusses how to support the Unavailability Period feature over non-3GPP access.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309214 (CR) 23.501 CR4874 (Rel-18, 'C'): Support for the Unavailability Period Feature over non-3GPP Access (Source: InterDigital Inc., Samsung)
Document for: Approval
Abstract: 
Summary of change: Added a new section under section 5.5.3 UE reachability, under Non-3GPP access specific aspects for support of the Unavailability Period feature. The new section refers to the existing section and adds that the non-3GPP Deregistration timer value in the UE may be set based on the Unavailability Period Duration.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Provision of eDRX for RRC_INACTIVE with PTW
[bookmark: _Toc144097327]9.38	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
This agenda item was convened by Wanqiang Zhang (Qualcomm).
S2-2308477 (WID NEW) Support of MT SDT for REDCAP UE in RRC Inactive with long Edrx. (Source: China Mobile)
Document for: Approval
Abstract: 
Support of MT SDT for REDCAP UE in RRC Inactive with long eDRX.
Convenor comment:
Handle (for MT-SDT).
Comment: Revised in parallel session to S2-2309600 (withdrawn). WITHDRAWN.
Plenary Discussion:
Withdrawn.
Status: Withdrawn.
Comment: S2-2309600: Revision of S2-2308477. Withdrawn.
Status: Withdrawn.
S2-2308439 (DISCUSSION) Discussion on Support of MT SDT for MT communications. (Source: China Mobile)
Document for: Discussion
Abstract: 
It s proposed to discuss the support the MT-SDT for REDCAP UEs in RRC Inactive with long eDRX.
Comment: Noted in parallel session.
Status: Noted.
S2-2308718 (DISCUSSION) DP_Support of RRC_INACTIVE with MT-SDT (Source: Ericsson)
Document for: Agreement
Abstract: 
Discuss the issues, potential solutions and proposals to support MT-SDT.
Convenor comment:
Handle.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309297 (CR) 23.502 CR4433 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s (Source: ZTE)
Document for: Approval
Abstract: 
Summary of change: Clarification on connection resume for SDT handling in clause 4.8.2.2. Add the data size of the first downlink packets in clause 4.8.2.2b.
Convenor comment:
Handle (for MT-SDT).
Comment: Revised in parallel session to S2-2309598.
Comment: S2-2309598: Revision of S2-2309297. Revised in parallel session to S2-2309725.
Comment: S2-2309725: Revision of S2-2309598. Revised to S2-2309750.
Comment: S2-2309750: Revision of S2-2309725. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308475 (CR) 23.501 CR4710 (Rel-18, 'B'): Support of MT SDT for MT communications (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add support of MT SDT for REDCAP UE in RRC Inactive with long eDRX.
Convenor comment:
Baseline for MT-SDT 23.501.
Comment: Check Acronym (REDCAP_SDT)! Revised in parallel session to S2-2309596 (withdrawn). WITHDRAWN.
Plenary Discussion:
Withdrawn.
Status: Withdrawn.
Comment: S2-2309596: Revision of S2-2308475. Withdrawn.
Status: Withdrawn.
S2-2308476 (CR) 23.502 CR4264 (Rel-18, 'B'): Support of MT SDT for MT communications (Source: China Mobile)
Document for: Approval
Abstract: 
Summary of change: Add support of MT SDT for REDCAP UE in RRC Inactive with long eDRX.
Convenor comment:
Merge into 9276 (for MT-SDT).
Comment: Check Acronym (REDCAP_SDT)! Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309276 (CR) 23.502 CR4425 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message (Source: Qualcomm Incorporated)
Document for: Approval
Abstract: 
Summary of change: It is proposed to include DL data size and signalling indication in DL Notification Message.
Convenor comment:
Baseline for MT-SDT 23.502.
Comment: Revised in parallel session to S2-2309597.
Comment: S2-2309597: Revision of S2-2309276. Revised in parallel session to S2-2309726.
Comment: S2-2309726: Revision of S2-2309597. Noted in parallel session.
Status: Noted.
S2-2308719 (CR) 23.501 CR4771 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the text to indicate the support of DL data size provision.
Convenor comment:
Merge into S2-2308475.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308720 (CR) 23.502 CR4323 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the text to indicate the support of DL data size provision.
Convenor comment:
Merge into S2-2309276.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.

INACTIVE eDRX
S2-2308320 (LS IN) LS from RAN WG3: Reply LS on INACTIVE eDRX above 10.24sec and SDT (Source: RAN WG3 (R3-233347))
Document for: Action
Abstract: 
RAN WG3 thanks RAN WG2 for their LS (R2-2302082 / S2-2303947) on INACTIVE eDRX above 10.24sec and SDT and thanks SA WG2 for their reply LS (R3-232506 / S2-2305619) on that matter. RAN WG3 would like to inform SA WG2, RAN WG2 and CT WG4 that RAN WG3 discussed the changes to the NGAP signalling based on the updated call flows from SA WG2 in TS 23.502: 1. RAN WG3 has agreed to include the RAN configured Paging Time Window (PTW) in the MT COMMUNICATION HANDLING REQUEST message, when the NG-RAN sends this message to request CN applying HLCOM. 2. Following SA WG2 and CT WG4 updates, RAN WG3 has agreed to include the QFI, PPI, ARP and PDU session ID of the QoS Flow in the DL DATA NOTIFICATION message from AMF to NG-RAN requesting connection resume. Concerning signalling 5QI, RAN WG3 is still discussing it and would like to check with SA WG2, if the signalled 5QI can be different than the one associated with the stored QFI in the RAN UE context. 3. Furthermore, RAN WG3 has discussed the need to signal the DL data size in the DL DATA NOTIFICATION message to help NG-RAN making decision if MT-SDT paging can be performed based on the QFI associated with the configured SDT radio bearer. RAN WG3 would like to ask SA WG2 and CT WG4 whether it is feasible that DL data size can be signalled to the NG-RAN (e.g. for QoS flows that have buffered data in the CN) along with the paging differentiation parameters to assist NG-RAN for MT-SDT paging decision. Action: RAN WG3 kindly asks SA WG2 and CT WG4 to take the information above into account and to feedback on the two questions.
Comment: Responses drafted in S2-2308721, S2-2309105, S2-2309279, S2-2309282, S2-2309291. Final response in S2-2309757.
Plenary Discussion:
Final response in S2-2309757.
Status: Replied to.
S2-2308721 (LS OUT) [DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT (Source: Ericsson)
Document for: Approval
Abstract: 
Provides SA WG2 answers related to agreements and questions for the support eDRX in RRC_INACTIVE state in R3-233347.
Convenor comment:
Proposed LS out baseline.
Comment: Response to S2-2308320. Revised in parallel session to S2-2309599.
Comment: S2-2309599: Revision of S2-2308721. Revised in parallel session to S2-2309724.
Comment: S2-2309724: Revision of S2-2309599. Revised to S2-2309751.
Comment: S2-2309751: Revision of S2-2309724. Revised to S2-2309757.
Comment: S2-2309757: Revision of S2-2309751. Agreed. Block approved.
Plenary Discussion:
This was Block approved.
Status: Approved.
S2-2309105 (LS OUT) [DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT (Source: Huawei, HiSilicon)
Document for: Approval
Abstract: 
Reply LS to RAN WG3 on INACTIVE eDRX above 10.24sec and SDT.
Comment: Response to S2-2308320. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309279 (LS OUT) [DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT (Source: Qualcomm)
Document for: Approval
Abstract: 
To: RAN WG3, CT WG4. CC: RAN WG2.
Comment: Response to S2-2308320. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309282 (LS OUT) [DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT (Source: Intel)
Document for: Approval
Abstract: 
To: RAN WG3. CC: RAN WG2, CT WG4.
Comment: Response to S2-2308320. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
S2-2309291 (LS OUT) [DRAFT] Further LS response on INACTIVE eDRX above 10.24sec and SDT (Source: ZTE)
Document for: Approval
Abstract: 
Further LS response on INACTIVE eDRX above 10.24sec and SDT.
Comment: Response to S2-2308320. Not Handled.
Plenary Discussion:
Not Handled.
Status: Not Handled.
Provision of eDRX for RRC_INACTIVE with PTW
S2-2308716 (CR) 23.501 CR4770 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the text to indicate that the PTW parameter of RRC_INACTIVE eDRX is part of the eDRX information provided by NG-RAN when requesting for CN based MT data/signalling handling.
Convenor comment:
Use as baseline.
Comment: Revised in parallel session to S2-2309601.
Comment: S2-2309601: Revision of S2-2308716. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
S2-2308717 (CR) 23.502 CR4322 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW (Source: Ericsson)
Document for: Approval
Abstract: 
Summary of change: Update the text to indicate that the PTW parameter of RRC_INACTIVE eDRX is part of the eDRX information provided by NG-RAN when requesting for CN based MT data/signalling handling.
Convenor comment:
Use as baseline.
Comment: Revised in parallel session to S2-2309602.
Comment: S2-2309602: Revision of S2-2308717. Agreed in parallel session. Block approved.
Plenary Discussion:
This was Block approved.
Status: Agreed.
[bookmark: _Toc144097328]10	Project Planning and Management
This agenda item was convened by Andy Bennett (Samsung).
S2-2308367 (OTHER) Proposed withdrawal of old unprogressed TRs (Source: MCC)
Document for: Endorsement
Abstract: 
Since Rel-13, a number of SA WG2 TRs have not been finalized and brought under change control. To reflect their correct status in 3GU, it is proposed to request TSG SA to withdraw these TRs. The SA WG2 Chair is requested to include in the SA WG2 Chair rep.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097329]10.1	Revised Rel-18 Study Items
There were no contributions to this agenda item.

[bookmark: _Toc144097330]10.2	Rel-18 TS Cover sheets
There were no contributions to this agenda item.

[bookmark: _Toc144097331]10.3	New and Revised Rel-18 Work Items
There were no contributions to this agenda item.

[bookmark: _Toc144097332]10.4	Rel-18 WID Status Reports
MCC were asked to allocate TD numbers for Rel-18 WI Status Reports and distribute this to the e-mail list and Rapporteurs to provide the reports by Wednesday 30 August 2023.
S2-2310039 (WI STATUS REPORT) Status Report for Satellite access Phase 2 (5GSAT_Ph2) (Source: 5GSAT_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for Satellite access Phase 2 (5GSAT_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310040 (WI STATUS REPORT) Status Report for Personal IoT Networks (PIN) (Source: PIN Rapporteur)
Document for: -
Abstract: 
Status Report for Personal IoT Networks (PIN).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310041 (WI STATUS REPORT) Status Report for Phase 2 for UAS, UAV and UAM (UAS_Ph2) (Source: UAS_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for Phase 2 for UAS, UAV and UAM (UAS_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310042 (WI STATUS REPORT) Status Report for Ranging based services and sidelink positioning (Ranging_SL) (Source: Ranging_SL Rapporteur)
Document for: -
Abstract: 
Status Report for Ranging based services and sidelink positioning (Ranging_SL).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310043 (WI STATUS REPORT) Status Report for 5GC LoCation Services Phase 3 (5G_eLCS_Ph3) (Source: 5G_eLCS_Ph3 Rapporteur)
Document for: -
Abstract: 
Status Report for 5GC LoCation Services Phase 3 (5G_eLCS_Ph3).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310044 (WI STATUS REPORT) Status Report for Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2) (Source: 5G_ProSe_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310045 (WI STATUS REPORT) Status Report for System Support for AI/ML-based Services (AIMLsys) (Source: AIMLsys Rapporteur)
Document for: -
Abstract: 
Status Report for System Support for AI/ML-based Services (AIMLsys).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310046 (WI STATUS REPORT) Status Report for Network Slicing Phase 3 (eNS_Ph3) (Source: eNS_Ph3 Rapporteur)
Document for: -
Abstract: 
Status Report for Network Slicing Phase 3 (eNS_Ph3).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310047 (WI STATUS REPORT) Status Report for XR (Extended Reality) and media services (XRM) (Source: XRM Rapporteur)
Document for: -
Abstract: 
Status Report for XR (Extended Reality) and media services (XRM).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310048 (WI STATUS REPORT) Status Report for RedCap Phase 2 (NR_RedCAP_Ph2) (Source: NR_RedCAP_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for RedCap Phase 2 (NR_RedCAP_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310049 (WI STATUS REPORT) Status Report for Evolution of IMS multimedia telephony service (NG_RTC) (Source: NG_RTC Rapporteur)
Document for: -
Abstract: 
Status Report for Evolution of IMS multimedia telephony service (NG_RTC).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310050 (WI STATUS REPORT) Status Report for Edge Computing Phase 2 (EDGE_Ph2) (Source: EDGE_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for Edge Computing Phase 2 (EDGE_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310051 (WI STATUS REPORT) Status Report for 5G Timing Resiliency and TSC & URLLC enhancements (TRS_URLLC) (Source: TRS_URLLC Rapporteur)
Document for: -
Abstract: 
Status Report for 5G Timing Resiliency and TSC & URLLC enhancements (TRS_URLLC).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310052 (WI STATUS REPORT) Status Report for Vehicle Mounted Relays (VMR) (Source: VMR Rapporteur)
Document for: -
Abstract: 
Status Report for Vehicle Mounted Relays (VMR).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310053 (WI STATUS REPORT) Status Report for Support for 5WWC Phase 3 (5WWC_Ph2) (Source: 5WWC_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for Support for 5WWC Phase 3 (5WWC_Ph2).
Comment: No work done in 2023/Q3. WITHDRAWN
Status: Withdrawn.
S2-2310054 (WI STATUS REPORT) Status Report for Stage 2 of MPS_WLAN (MPS_WLAN) (Source: MPS_WLAN Rapporteur)
Document for: -
Abstract: 
Status Report for Stage 2 of MPS_WLAN (MPS_WLAN).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310055 (WI STATUS REPORT) Status Report for Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3) (Source: eNA_Ph3 Rapporteur)
Document for: -
Abstract: 
Status Report for Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310056 (WI STATUS REPORT) Status Report for Enhancement of 5G UE Policy (eUEPO) (Source: eUEPO Rapporteur)
Document for: -
Abstract: 
Status Report for Enhancement of 5G UE Policy (eUEPO).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310057 (WI STATUS REPORT) Status Report for Spending Limits for AM and UE Policies in the 5GC (TEI18_SLAMUP) (Source: TEI18_SLAMUP Rapporteur)
Document for: -
Abstract: 
Status Report for Spending Limits for AM and UE Policies in the 5GC (TEI18_SLAMUP).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310058 (WI STATUS REPORT) Status Report for New WID on Dynamically Changing AM Policies in the 5GC Phase 2 (TEI18_DCAMP_Ph2) (Source: TEI18_DCAMP_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for New WID on Dynamically Changing AM Policies in the 5GC Phase 2 (TEI18_DCAMP_Ph2).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310059 (WI STATUS REPORT) Status Report for Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection (eNSAC) (Source: eNSAC Rapporteur)
Document for: -
Abstract: 
Status Report for Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection (eNSAC).
Comment: Provided after the meeting. Noted.
Status: Noted.
S2-2310060 (WI STATUS REPORT) Status Report for GMEC (Source: GMEC Rapporteur)
Document for: -
Abstract: 
Status Report for GMEC.
Comment: Not on agenda for this meeting. WITHDRAWN.
Status: Withdrawn.
S2-2310061 (WI STATUS REPORT) Status Report for eNPN_Ph2 (Source: eNPN_Ph2 Rapporteur)
Document for: -
Abstract: 
Status Report for eNPN_Ph2.
Comment: Provided after the meeting. Noted.
Status: Noted.

[bookmark: _Toc144097333]10.5	New Rel-19 Study/Work Item Proposals
S2-2309409 (DISCUSSION) Rel-19 content discussions (Source: SA WG2 Chair)
Document for: Discussion
Abstract: 
Rel-19 content discussions.
-	The focus in this meeting is on the SIDs resulting from NWM-based discussions over the summer months.
-	We will try to agree what we can.
-	The limits for the release endorsed in the last meeting are a recommended maximum of 10 - 14 SI's/WI's, and should limit to 14 TU's for any SI/WI (limit applies to SI and WI for an item).
-	We have 134 TU's available in total, and no more than 50% are to be allocated for the first set (ie 67).
-	As things stand the total TU's for the moderator-submitted SIDs is more than 115.
-	Four of them are above 14 TU's, and most of the rest are 13 - 14 TU's.
-	We should strive to get all of them below 14 TU's before agreeing them.
-	We should also strive to limit the total for the agreed SIDs to 67 or fewer.
-	If we can endorse any of the moderator-submitted SIDs foe the other 10 topics we will, but meeting time is limited.
-	SA will discuss approval of any SA2-agreed SIDs in September.
-	The remaining Rel-19 content discussion will continue in Q4.
-	We will discuss the plan for TEI-19 items during the work planning session later in this meeting.
-	SA guidance on rapporteurs (from SP-230746).
-	For Rel-19 SI/WI, a company should be limited to have maximum of one Rapporteur position. NOTE: This doesn't apply to TEI19 mini WIDs.
-	A Delegate should not hold multiple Rapporteur positions in a WG.
-	The WG should submit the SI/WI for approval to the TSG SA without specifying any Rapporteur's name in the SID/WID document. TSG SA will add a Rapporteur name to SID/WID before approving it.
-	A single Rapporteur should be assigned for each SI/WI, unless additional Rapporteur is absolutely necessary.
-	[no more than 2, primary has overall responsibility for calls, main point of contact, etc, primary and secondary rapporteurs may switch during transition to normative phase].
Comment: Noted.
Plenary Discussion:
The SA WG2 Chair presented this overview of the way forward for elaborating and agreeing the Rel-19 SIDs for 2023/Q3 and ongoing discussions of additional Rel-19 input in 2023/Q4. The sessions for these discussions at this meeting are provided in the agenda schedule. This was then noted.
Status: Noted.

Potential for Q4 start
S2-2308444 (SID NEW) New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service (Source: Samsung (Moderator))
Document for: Approval
Abstract: 
Rel-19 draft SID for Energy Efficiency / Energy Saving as a Service.
Comment: Revised to S2-2309630.
Comment: S2-2309630: Revision of S2-2308444. Revised to S2-2310003.
Comment: S2-2310003: Revision of S2-2309630. Revised to S2-2310031.
Comment: S2-2310031: Revision of S2-2310003. Endorsed as a basis for further work.
Plenary Discussion:
A revision was provided in the drafts folder as a result of the CC discussions on this. https://www.3gpp.org/ftp/tsg_sa/WG2_Arch/TSGS2_158_Goteborg_2023-08/INBOX/DRAFTS/Rel-19_Energy/S2-2308444r01%20New%20SID%20for%20Energy%20Efficiency%20and%20Saving.docx.
Intel asked to clarify that this is network energy consumption and some clarifications on some of the Work Tasks. Interdigital agreed that it should be clarified that this is network energy consumption. Ericsson commented that WT4 is not correct as it prescribes a solution and suggested that WTs 2 and 3 are sufficient to allow discussion on the knowledge needed in the Network Functions. Nokia suggested clarifying WT3 for network sharing consumption and asked to clarify what is intended by consumption of network services. There were a number of other questions and comments and this was left for off-line discussion and revised in S2-2309630.
Plenary Discussion:
Further issues were raised and this was left for further off-line discussion and revised in S2-2310003.
Plenary Discussion:
MediaTek suggested removing EPS work to reduce the scope of this. There were some issues raised with the scope of this work and TUs. A general editorial clean up was needed. Supporting companies should be confirmed. This was revised in S2-2310031.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2308445 (SID NEW) New SID on Study on Integration of satellite components in the 5G architecture Phase III (Source: THALES (moderator, Q3 NWM process))
Document for: Approval
Abstract: 
New R19 SID proposal to Study Integration of satellite components in the 5G architecture Phase III, based on Q3 moderated process NWM outcomes.
Comment: Revised to S2-2309631.
Comment: S2-2309631: Revision of S2-2308445. Revised to S2-2310027.
Comment: S2-2310027: Revision of S2-2309631. Endorsed as a basis for further work. Uploaded late, so noted.
Plenary Discussion:
MediaTek commented that the use of 'shall' in the SID should be re-phrased to provide a set of objectives. Other issues were raised on the work that should be done in SA WG2 and work which can be left to other WGs. There was a preference to focus on WTs 1, 2, 3 and 6 for the off-line discussions. The moderator had suggested considering 7.1 and 7.3 also. This was left for off-line discussion and revised in S2-2309631.
Plenary Discussion:
There was some discussion on this and editorial clean-ups were agreed The need for further refinement of the scope of the work was acknowledged. This was revised in S2-2310027.
Plenary Discussion:
Endorsed as a basis for further work. Uploaded late, so noted.
Status: Endorsed Noted..
S2-2308562 (SID NEW) New SID on 5GS XR enh (Source: Nokia, Nokia Shanghai Bell)
Document for: Approval
Abstract: 
New SID on 5GS XR enh.
Comment: Revised to S2-2309632.
Comment: S2-2309632: Revision of S2-2308562. Revised to S2-2310004.
Comment: S2-2310004: Revision of S2-2309632. Revised to S2-2310035.
Comment: S2-2310035: Revision of S2-2310004. Endorsed as a basis for further work.
Plenary Discussion:
An update after a CC on this topic had been provided in the drafts folder. https://www.3gpp.org/ftp/tsg_sa/WG2_Arch/TSGS2_158_Goteborg_2023-08/INBOX/DRAFTS/Rel-18_XRM/TdocsByAgenda_08-14-1530%20-XRM-v1.docx.
There were a number of comments on removing some redundant parts of the WTs and also to clarify the scope of the work needed for this in SA WG2. This was left for off-line discussion and revised in S2-2309632.
Plenary Discussion:
MediaTek commented that there are some WTs which indicate doing 'enhancements' which should be better defined and scoped. The TSG SA Chair (Intel) commented that the WTs need to have enough granularity to be able to estimate accurate TU values. There were a number of issues and clarifications requested and this was left for further off-line discussion and revised in S2-2310004.
Plenary Discussion:
The first paragraph of the justification should be removed. NOTE 5 can be deleted and 'whether and how' should be added to WT 2.3. Ericsson objected to keeping the examples for WTs 2 and 3. This was revised in S2-2310035.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2308471 (SID NEW) New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence. (Source: Qualcomm (Moderator for Rel-19 AI/ML))
Document for: Approval
Abstract: 
New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
Comment: Revised to S2-2309633.
Comment: S2-2309633: Revision of S2-2308471. Revised to S2-2310002.
Comment: S2-2310002: Revision of S2-2309633. Revised to S2-2310034.
Comment: S2-2310034: Revision of S2-2310002. Endorsed as a basis for further work.
Plenary Discussion:
The moderator indicated that it was clear that the amount of work needs to be reduced and discussion was needed on identifying where reductions can be made. This was left for off-line discussion and revised in S2-2309633.
Plenary Discussion:
Huawei commented that the scope could be reduced by focusing on a limited set of interfaces. OPPO commented that the splitting of the WTs can be determined once there are responses from RAN. Interdigital commented that the notes should be removed as this treatment is not included in other SIDs. Vodafone commented that the progress in RAN needs to be determined before deciding which WTs can be removed. The SA W|G2 Chair replied that adding WTs back in would increase the TU budget again above the budget limit. Nokia commented that returning use cases into WT2 and leaving the 2TU budget would be unrealistic. T-Mobile commented that the scoping of the work should await the feedback from RAN to align the use cases to be worked on. Samsung commented that these comments are common to all SIDs and the final decision may need to be made by TSG SA. This was revised in S2-23110002.
Plenary Discussion:
Ericsson commented that the TU estimate for this is inconsistent. The last sentence of note 1 was removed and China Mobile asked to be added to the supporting companies. This was revised in S2-2310034.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2308447 (SID NEW) New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things (Source: OPPO (Moderator of Ambient IoT))
Document for: Approval
Abstract: 
SID proposal of Ambient IoT based on SA WG2 Rel-19 23Q3 moderated discussion.
Comment: Revised to S2-2309677.
Comment: S2-2309677: Revision of S2-2308447. Revised to S2-2310001.
Comment: S2-2310001: Revision of S2-2309677. Revised to S2-2310033.
Comment: S2-2310033: Revision of S2-2310001. Endorsed as a basis for further work.
Plenary Discussion:
Companies indicated that some WTs are covered by other WGs and can be removed and their support for various WTs. Some suggestions for merging WTs or splitting them where there is dependency on other WGs were made. This was left for off-line discussion and revised in S2-2309677.
Plenary Discussion:
Nokia commented that there had been good discussions here, but there is a need for more discussion on the amount of work and expected TUs so suggested the best we can do is endorse this here in order to continue at TSG SA. It was requested to add a note on the dependency on the inclusion of the RAN part in the Release 19 package. Futurewei asked to be added as a supporting company. Interdigital commented that there is an issue on the RAN dependencies throughout the WTs and did not support this work item at the moment. Ericsson commented that this includes the full scope of the current RAN TR and if this is reduced for Rel-19 work, then the scope of this and TU budget will also be reduced. China Mobile suggested removing NOTE 5 and WT5.1, which is covered by WT3.1; also The normative work TUs could be removed for the moment. OPPO suggested leaving the RAN dependent WTs until feedback is received from RAN. This was left for further discussion and revised in S2-2310001.
Plenary Discussion:
Qualcomm did not think the timescales were realistic and suggested changing to June. Nokia suggested adding a statement in the Objectives that the study assumes SBA does not apply to N2. OPPO commented that the same discussion was had in AIML and a different statement was agreed, which should also be used here. Qualcomm suggested removing the normative TU estimates and the adjust the completion date. This was revised in S2-2310033.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2309135 (SID NEW) New SID: Study on system architecture for next generation real time communication services phase 2 (Source: China Mobile)
Document for: Approval
Abstract: 
R19 SID on system architecture for next generation real time communication services phase 2.
Comment: Revised to S2-2309678.
Comment: S2-2309678: Revision of S2-2309135. Revised to S2-2310028.
Comment: S2-2310028: Revision of S2-2309678. Endorsed as a basis for further work.
Plenary Discussion:
Some modifications were agreed during a CC and these changes were explained by the moderator. A number of issues were raised and this was left for off-line discussion and revised in S2-2309678.
Plenary Discussion:
The TU estimates for the tasks needed updating and general editorial clean up was needed. Supporting companies should be confirmed. This was revised in S2-2310028.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2309137 (SID NEW) New SID: Study on enhancements of IMS SMS and Messaging services (Source: China Mobile)
Document for: Approval
Abstract: 
R19 SID on enhancements of IMS SMS and Messaging services.
Parallel discussion:
Revised off-line to S2-2309975.
Comment: Revised to S2-2309679.
Comment: S2-2309679: Revision of S2-2309137. Revised off-line to S2-2309975.
Comment: S2-2309975: Revision of S2-2309679. Revised to S2-2310029.
Comment: S2-2310029: Revision of S2-2309975. Endorsed as a basis for further work.
Plenary Discussion:
There was a suggestion to try to break this down into two small TEI19 WIDs, to remove the need for a study period for this. A number of clarifications were suggested and this was left for off-line discussion and revised in S2-2309679.
Plenary Discussion:
A general editorial clean up was needed. Supporting companies should be confirmed. This was revised in S2-2310029.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
S2-2309138 (SID NEW) New SID on enhancing Emergency Services when there is no alternative Circuit Switched network (Source: China Mobile)
Document for: Approval
Abstract: 
R19 SID on enhancing Emergency Services when there is no alternative Circuit Switched network.
Comment: Noted.
Plenary Discussion:
It was suggested to include this as part of the TEI19 WI discussions. This was then noted.
Status: Noted.
S2-2309406 (SID NEW) New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements) (Source: Apple (Moderator for Multi-Access))
Document for: Approval
Abstract: 
To: SA WG4.
Parallel discussion:
Revised off-line to S2-2309944.
Comment: Revised to S2-2309680.
Comment: S2-2309680: Revision of S2-2309406. Revised off-line to S2-2309944.
Comment: S2-2309944: Revision of S2-2309680. Revised to S2-2310030.
Comment: S2-2310030: Revision of S2-2309944. Revised to S2-2310032.
Comment: S2-2310032: Revision of S2-2310030. Endorsed as a basis for further work.
Plenary Discussion:
Some modifications were agreed during a CC and included in a revision in the local Drafts folder. A number of reductions to the scope of the work and changes to structure of the WTs were suggested and this was left for off-line discussion and revised in S2-2309680.
Plenary Discussion:
An update had been distributed off-line and this was revised in S2-2310030.
Plenary Discussion:
There were some issues raised over the inclusion of all scenarios. Nokia commented that the scenarios should not be reduced until the SA WG1 use cases are further developed. There was no agreement on the current TUs and the SA WG2 Chair reminded the meeting that all the SIDs will need further refinement and the current status of proposals will be reviewed at TSG SA. This was revised to remove the list and clean up the text in S2-2310032.
Plenary Discussion:
Endorsed as a basis for further work.
Status: Endorsed.
Other moderator-submitted SIDs
S2-2308391 (SID NEW) New SID on Phase 3 for UAS, UAV and UAM (Source: LG Electronics (Moderator for Rel-19 UAS))
Document for: Approval
Abstract: 
New SID on Phase 3 for UAS, UAV and UAM.
Comment: Revised to S2-2309914.
Comment: S2-2309914: Revision of S2-2308391. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309914.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308402 (SID NEW) New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3 (Source: MediaTek Inc. (Moderator of Rel-19 ProSe))
Document for: Approval
Abstract: 
New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3.
Comment: Revised to S2-2309915.
Comment: S2-2309915: Revision of S2-2308402. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309915.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308422 (SID NEW) New SID on Integrated Sensing and Communication (Source: Xiaomi EV Technology)
Document for: Approval
Abstract: 
Proposal of new SID on Integrated Sensing and Communication.
Comment: Revised to S2-2309916.
Comment: S2-2309916: Revision of S2-2308422. Noted.
Plenary Discussion:
Some modifications were agreed off-line and included in a revision in the local Drafts folder. This was discussed and left for further discussion and revised in S2-2309916.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308474 (SID NEW) New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2 (Source: vivo Mobile Communication Co.,)
Document for: Approval
Abstract: 
New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2.
Comment: Revised to S2-2309917.
Comment: S2-2309917: Revision of S2-2308474. WITHDRAWN.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309917.
Plenary Discussion:
Withdrawn.
Status: Withdrawn.
S2-2308496 (SID NEW) Study on Enhancement of support for Edge Computing in 5G Core network - phase 3 (Source: Intel)
Document for: Information
Abstract: 
Further enhancement on 5GC Edge Computig.
Comment: Revised to S2-2309920.
Comment: S2-2309920: Revision of S2-2308496. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309920.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308547 (SID NEW) New WID on study on Side link time synchronization (Source: Huawei (Moderator))
Document for: Approval
Abstract: 
Draft SID based on moderator discussion for TRS/URLLC/TSC.
Comment: Revised to S2-2309918.
Comment: S2-2309918: Revision of S2-2308547. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309918.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308548 (SID NEW) New WID on Study on enhancement of Timing Resiliency, TSC&URLLC, and LAN (Source: Huawei (Moderator))
Document for: Approval
Abstract: 
Draft SID based on moderator discussion for TRS/URLLC/TSC.
Comment: Revised to S2-2309919.
Comment: S2-2309919: Revision of S2-2308548. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309919.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308751 (SID NEW) Study on Network Sharing Enhancement_Ph1 (Source: Ericsson (Moderator))
Document for: Discussion
Abstract: 
Temporary title and content which is currently contentious for Rel-19 network sharing enhancements, for discussion & update based on final outcome.
Comment: Revised to S2-2309921.
Comment: S2-2309921: Revision of S2-2308751. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309921 (withdrawn). Noted.
Plenary Discussion:
Noted.
Status: Noted.
S2-2308754 (SID NEW) Study on 5G support for Femto (Source: NTT DOCOMO (Moderator))
Document for: Approval
Abstract: 
New SID proposal on 5G support for Femto.
Comment: Revised to S2-2309922.
Comment: S2-2309922: Revision of S2-2308754. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309922.
Plenary Discussion:
Noted.
Status: Noted.
S2-2309285 (SID NEW) Study on UPF enhancement for Exposure and SBA Phase 2. (Source: ZTE)
Document for: Approval
Abstract: 
Study on UPF enhancement for Exposure and SBA Phase 2.
Comment: Revised to S2-2309923.
Comment: S2-2309923: Revision of S2-2309285. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309923.
Plenary Discussion:
Noted.
Status: Noted.
S2-2309221 (SID NEW) New Study on Enhancement of Usage of User Identifiers in the 5G System . (Source: InterDigital Inc.)
Document for: Approval
Abstract: 
New Study on Enhancement of Usage of User Identifiers in the 5G System .
Comment: Revised to S2-2309924.
Comment: S2-2309924: Revision of S2-2309221. Noted.
Plenary Discussion:
This was discussed and left for further discussion and revised in S2-2309924.
Plenary Discussion:
Noted.
Status: Noted.
NWM discussion reports for information
S2-2308505 (REPORT) Rel-19 23Q3 Moderated Discussion: Multi-access (Dual 3GPP + ATSSS Enh) (Source: Apple (Moderator))
Document for: Information
Abstract: 
Moderator summary report and recommendation for Multi-access (Dual 3GPP + ATSSS Enh) in Rel-19. Attached is the complete NWM document.
Comment: Revised to S2-2308883.
Comment: S2-2308883: Revision of S2-2308505 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308400 (DISCUSSION) SA WG2 Rel-19 AI/ML Moderator Report (Source: Qualcomm France)
Document for: Information
Abstract: 
Moderator report for SA WG2 Rel. 19 AI/ML NWM discussion.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308390 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - UAS enhancements (Source: LG Electronics (Moderator for Rel-19 UAS))
Document for: Information
Abstract: 
Report of SA WG2 Rel-19 23Q3 moderated discussion - UAS enhancements.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309136 (REPORT) Summary of moderated discussion on IMS and NG_RTC enhancements (Source: China Mobile)
Document for: Information
Abstract: 
The contribution contains the discussions and the summary of moderated discussion for IMS and NG_RTC enhancements in R19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308401 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - Proximity Services enhancements (Source: MediaTek Inc. (Moderator of Rel-19 ProSe))
Document for: Information
Abstract: 
SA WG2 Rel-19 23Q3 moderated discussion - Proximity Services enhancements.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309284 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - UPEAS_Ph2 (Source: ZTE (Moderator for Rel-19 UPEAS_Ph2))
Document for: Information
Abstract: 
Report of SA WG2 Rel-19 23Q3 moderated discussion - UPEAS_Ph2.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308408 (REPORT) Rel-19 23Q3 moderated discussion-Network Sharing enhancements (Source: Ericsson Inc.)
Document for: Information
Abstract: 
Moderator Report On Network Sharing enhancement moderated discussions.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308421 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - Integrated Sensing and Communication (Source: Xiaomi EV Technology)
Document for: Information
Abstract: 
Report of SA WG2 Rel-19 23Q3 moderated discussion - Integrated Sensing and Communication.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308443 (REPORT) Report of Rel-19 23Q3 moderated discussion - Energy Efficiency / Energy Saving as a Service (Source: Samsung (Moderator))
Document for: Information
Abstract: 
Report of Rel-19 23Q3 moderated discussion (NWM) on Energy Efficiency / Energy Saving as a Service.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308446 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion Ambient IoT (Source: OPPO (Moderator of Ambient IoT))
Document for: Information
Abstract: 
This contribution provides the report of SA WG2 Rel-19 23Q3 moderated discussion Ambient IoT.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308448 (DISCUSSION) SA WG2 Rel. 19 SID, Satellite architecture enhancement Q3 NWM discussion moderator report (Source: THALES)
Document for: Discussion
Abstract: 
SA WG2 Rel. 19 Satellite architecture enhancement, Q3 NWM discussions moderator report.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308468 (REPORT) Rel-19 23Q3 Moderated Discussion User Identities (Source: InterDigital Inc. (Moderator))
Document for: Information
Abstract: 
Attached is the Moderator summary report and recommendation for user identities in Rel-19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308472 (REPORT) Rel-19 23Q3 Moderated Discussion - 5G Femto (Source: NTT DOCOMO)
Document for: Information
Abstract: 
Attached is the Moderator summary report and recommendation for 5G Femto in Rel-19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308473 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - VMR_Enhancements (Source: vivo Mobile Communication Co.,)
Document for: Information
Abstract: 
Report of SA WG2 Rel-19 23Q3 moderated discussion - VMR_Enhancements.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308497 (DISCUSSION) SA WG2 Rel 19 23Q3 moderated discussion - Edge Computing Enhancement v0.0.3 (Source: Intel (Moderator))
Document for: Information
Abstract: 
SA WG2 Rel 19 23Q3 moderated discussion - Edge Computing Enhancemen.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308546 (DISCUSSION) Moderate report on TRS&URLLC&TSC (Source: Huawei (Moderator))
Document for: Information
Abstract: 
Draft report based on moderator discussion.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309408 (REPORT) Report of SA WG2 Rel-19 23Q3 moderated discussion - XRM (Source: Nokia (Moderator))
Document for: Information
Abstract: 
Report of SA WG2 Rel-19 23Q3 moderated discussion - XRM.
Comment: LATE DOC: Rx: 15/08, 14:00 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
Other Tdocs and WIDs (for information only)
S2-2308592 (DISCUSSION) Discussion on Enhancement for Supporting 5G Indirect Network Sharing in R19 (Source: China Unicom)
Document for: Information
Abstract: 
Discussion on Enhancement for Supporting 5G Indirect Network Sharing in R19, considering SA WG1 requirements.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308684 (WID NEW) Non Home Network Data Services (Source: Nokia, Nokia Shanghai Bell, AT&T)
Document for: Information
Abstract: 
The objective of this work item is to enhance the PDU session establishment procedures, enabling the UE to establish PDU session with the partner network irrespective of where the UE has registered to the network. This means irrespective of the user being.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308685 (WID NEW) URSP Update based on unsuccessful Secondary Authentication (Source: Nokia, Nokia Shanghai Bell)
Document for: Information
Abstract: 
The objective of this work item is to enhance the PDU session establishment procedures with respect to Secondary authentication/authorization, by 5GC carrying out dynamic decisions for updating the URSP Rules; thus enabling the UE to not to establish the.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308692 (DISCUSSION) Discussion on the update of the AIML SID (Source: Huawei, HiSilicon)
Document for: Information
Abstract: 
It is proposed to have the discussion on the update of the AIML SID.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308735 (SID NEW) New SID on MASQUE for Enhanced Traffic Management. (Source: Ericsson)
Document for: Information
Abstract: 
Proposal to start a rel-19 study on improved traffic management using MASQUE.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308750 (WID NEW) TEI19-MINPA: Minimize the number of Policy Associations (Source: Ericsson, AT&T, Verizon, Oracle)
Document for: Information
Abstract: 
Proposed TEI19 WID, including draft CRs and a DP. It aims to define how to establish a UE (and AM) Policy Association when the subscription indicates that there are policies to send to the UE (or to the AMF).
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308520 (DISCUSSION) A pervasive computing service in 5G-A System (Source: INSPUR)
Document for: Information
Abstract: 
Appeal for the design of pervasive computing function in Rel-19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308784 (DISCUSSION) Observations and views on Network Sharing Enhancements moderated discussion as requested by the moderator (Source: Comcast)
Document for: Discussion
Abstract: 
This discussion paper ,,, 1. Summarizes the basic problem statement and identifies the gap in the current architecture from an operator perspective 2. Identifies the assumptions that can be made to limit the scope of the study 3. Assesses the WTs identifi.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308796 (DISCUSSION) The Discussion on the study on AIML enhancements (Source: China Mobile)
Document for: Approval
Abstract: 
The Discussion on the study on AIML enhancements.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308805 (DISCUSSION) The Discussion on Architecture Enhancement for Integrated Sensing and Communication (Source: China Mobile)
Document for: Discussion
Abstract: 
The Discussion on Architecture Enhancement for Integrated Sensing and Communication.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308873 (DISCUSSION) Discussion on R-19 signalling storm and NF operational use cases way forward. (Source: OPPO)
Document for: Discussion
Abstract: 
There are several proposals to study signalling storm and NF operational use cases in R-19. This discussion paper analyses the existing SA WG5 standardization in this regard and proposes pragmatic way forward for enhancing 5GS functionality in R-19, in collaboration with SA WG5.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308957 (DISCUSSION) Discussion on locally traffic routing for MA PDU session. (Source: China Telecom)
Document for: Discussion
Abstract: 
This contribution proposes to study how to route locally over Multiple Access PDU Session for better service performance and propose to optimize the objectives for ATSSS in FS_ATSSS_ph3 SID.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2308993 (DISCUSSION) Discussion on the study of the satellite access Phase 3 (Source: Spreadtrum Communications, New H3C)
Document for: Information
Abstract: 
This contribution proposes to study the architecture and functionalities to support regenerative payload, UE-Satellite-UE communication and Store & Forward in SA WG2 Rel-19, and to study the relation and gap between the existing features (e.g. store and f.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309117 (DISCUSSION) Motivations for Transfer Learning and Cross-domain Collaborative AI Training (Source: OPPO)
Document for: Information
Abstract: 
Providing some background examples to demonstrate the benefits for R19 to support AI/ML Transfer Learning and Cross-domain Collaborative AI Training.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309118 (DISCUSSION) Discussion on Roaming UEs to Access the Subscribed Network Using 5G Indirect Network Sharing (Source: China Telecom Corporation Ltd.)
Document for: Discussion
Abstract: 
Discussion on Roaming UEs to Access the Subscribed Network Using 5G Indirect Network Sharing.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309159 (DISCUSSION) Considerations for Model Interoperability Approach in Rel-19 AI/ML (Source: OPPO)
Document for: Information
Abstract: 
Cross Domain Collaborative Learning have a lot of benefits for 5G. The intent of this discussion paper is to address some concern regarding the Model Interoperability.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309174 (WID NEW) Enhancement on SMF selection for MBS service. (Source: China Mobile)
Document for: Approval
Abstract: 
TEI19 on SMF selection for MBS service.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309224 (WID NEW) New WID: TEI19_5MBS_Roam; Adding support for Roaming UEs to receive 5MBS. (Source: Nokia, Nokia Shanghai Bell (Rapporteur))
Document for: Discussion
Abstract: 
New WID: TEI19_5MBS_Roam; Adding support for Roaming UEs to receive 5MBS.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309227 (DISCUSSION) Discussion on use case of ProSe benefits from NWDAF reporting (Source: China Telecommunications, CATT)
Document for: Information
Abstract: 
This paper proposes a use case and necessity of ProSe benefits from NWDAF reporting, and limits the scope of this WT.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309237 (DISCUSSION) Motivation on study to support ProSe direct/indirect communication for TSC communications and private networks (Source: Lenovo, Siemens)
Document for: Information
Abstract: 
Motivation on study to support ProSe direct/indirect communication for TSC communications and private networks.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309241 (SID NEW) New SID (for information) on Supporting ProSe for TSC communication. (Source: Lenovo, Siemens)
Document for: Information
Abstract: 
New SID (for information) on Supporting ProSe for TSC communication.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309266 (DISCUSSION) R19 SA WG2 Ambient IoT workplan proposal (Source: Huawei, HiSilicon)
Document for: Information
Abstract: 
R19 SA WG2 Ambient IoT workplan proposal.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309269 (DISCUSSION) Considerations on DualSteer SID (Source: Huawei, HiSilicon)
Document for: Information
Abstract: 
This discussion paper brings to the attention some consideration on the proposed DS SID.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309286 (SID NEW) New SID on Operational Improvements of Network Slicing. (Source: ZTE, Nokia, Nokia Shanghai Bell, NEC)
Document for: Information
Abstract: 
New SID on Operational Improvements of Network Slicing.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309307 (DISCUSSION) Motivation on studying Analytics Framework Enhancements to Enable Policy Recommendations (Source: Lenovo)
Document for: Information
Abstract: 
Motivation on studying Analytics Framework Enhancements to Enable Policy Recommendations.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309331 (OTHER) MBS Roaming (Source: Nokia, Nokia Shanghai-Bell)
Document for: Discussion
Abstract: 
Summary of change: Enable Roaming UEs to receive MBS multicast and broadcast services provided in the VPLMN Enable Roaming UEs to receive MBS multicast services provided in the HPLMN via Individual Delivery.
Comment: Draft CR to 23.247 Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309336 (DISCUSSION) Proposal to add objective related to trustworthy AIML to AIML SID (Source: Nokia; Nokia Shanghai-Bell)
Document for: Discussion
Abstract: 
Abstract: This contribution aims to suggest an objective to address requirements from EU regulations related to trustworthy AI .
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309364 (DISCUSSION) Discussion on enhancing Emergency capability when CS is not supported (Source: T-Mobile USA INC)
Document for: Discussion
Abstract: 
This document discusses the need to enhance emergency capabilities for when only PS coverage is available, and the intent to address this using TEI19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309378 (WID NEW) Draft TEI19 WID on Discovery and Selection of Target NF in Target PLMN (Source: Nokia, Nokia Shanghai Bell (Rapporteur))
Document for: Discussion
Abstract: 
Objective: Based on operator's policy, for inter-domain NF discovery requests, the NRF from the target domain may return an NF discovery response without candidate NF profiles and with the indication that the discovery and selection of the target NF is pr.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309382 (DRAFTCR) NF discovery and selection by target PLMN (Source: Nokia, Nokia Shanghai-Bell)
Document for: Information
Abstract: 
Summary of change: Based on operator's policy, for inter-domain NF discovery requests, the NRF in the remote PLMN may return an NF discovery response without candidate NF profiles and with the indication that the discovery and selection of the target NF i.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309385 (DRAFTCR) NF discovery and selection by target PLMN (Source: Nokia, Nokia Shanghai-Bell)
Document for: Information
Abstract: 
Summary of change: Based on operator's policy, for inter-domain NF discovery requests, the NRF from the target domain may return an NF discovery response without candidate NF profiles and with the indication that the discovery and selection of the target.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309386 (DISCUSSION) Discussion for TSC enhancements in Rel-19 (Source: Siemens AG)
Document for: Endorsement
Abstract: 
Discussion for TSC enhancements in Rel-19.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309391 (SID NEW) New SID: Study on improvements of priority services. (Source: Samsung)
Document for: Approval
Abstract: 
New SID: Study on improvements of priority services.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
S2-2309402 (WID NEW) Draft TEI19 WID on support of Access Traffic Steering, Switching, Splitting and Aggregation of all Traffic Types by single MPDCCP based Steering functionality (Source: Vodafone, Deutsche Telekom, BT, Huawei, Xiaomi, InterDigital)
Document for: Information
Abstract: 
Support of Access Traffic Steering, Switching, Splitting and Aggregation of all Traffic Types by single Steering functionality based MPDCCP as requested by BBF supports all kind of traffic splitting and aggregation; applications can enjoy multi-path trans.
Comment: Not Handled.
Plenary Discussion:
Not handled.
Status: Not handled.
[bookmark: _Toc144097334]10.6	Review of the Work Plan
S2-2309206 (WORK PLAN) SA WG2 Work Planning (Source: SA WG2 Chair)
Document for: Endorsement
Abstract: 
SA WG2 Work Planning.
Comment: Revised to S2-2309925 (withdrawn). Noted.
Comment: S2-2309925: Revision of S2-2309206. WITHDRAWN.
Plenary Discussion:
There was some discussion on what will be on the agenda for meetings in 2023/Q4. It would be advantageous to be able to start preliminary Rel-19 Study work as early as possible. Some suggestions on how to schedule the Rel-19 work and whether any parallel normative work can be done with the Study work. It was not expected that 'TEI19_' items could be worked on until at least Q1/2024. The meeting schedule venues can be shown as confirmed. MCC were asked to check the 3GPP Calendar reflects this. This was updated and revised in S2-2309925. This was withdrawn and S2-2309206 was noted.
Plenary Discussion:
This was withdrawn and S2-2309206 was noted.
Status: Withdrawn.
S2-2309223 (WORK PLAN) SA WG2 Work Plan - TU planning (Source: SA WG2 Chair)
Document for: Endorsement
Abstract: 
SA WG2 Work Plan - TU planning.
Comment: Noted.
Plenary Discussion:
The estimated scheduling for the upcoming meetings and TU used at this meeting was updated. Rel-18 maintenance is expected to be on the agendas for some time to come with time allocated for this. It was reported that the amount of progress on any approved SIDs in Q4 will be limited and some of the 9 TUs will be needed for general SID proposal discussions. This was then noted.
Status: Noted.

[bookmark: _Toc144097335]10.7	Planning future meetings
There were no contributions to this agenda item.

[bookmark: _Toc144097336]11	Close of meeting
The meeting was extended until 16.30 local time with the agreement of delegates present at the closing session.
The SA WG2 Chair thanked the hosts for the excellent facilities and nice venue for this meeting, the delegates for their hard work and cooperation at this meeting, the Vice Chairs and for handling the parallel sessions and MCC for their support. He thanked also the Work Item Moderators for their excellent work on preparing the initial set of potential SIDs for Rel-19. He then closed the meeting at 16.30 local time.
Report of meeting S2-158
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[bookmark: _Toc144097338]A.1	List of meeting documents ordered by Document number
Table A.1: List of meeting documents ordered by Document number
	AI
	TD
	Type
	Title
	Source
	Rel
	Work Item
	Comment
	Decision
	Revised to

	2
	S2-2308267
	AGENDA
	SA2#158 meeting Agenda
	SA WG2 Chair
	
	
	Revised to S2-2309205
	Revised
	S2-2309205

	3
	S2-2308268
	REPORT
	Draft Report of SA WG2 meeting #157
	SA WG2 Secretary
	
	
	This REPORT was approved
	Approved
	

	4.1
	S2-2308269
	LS In
	LS from BBF: BBF answer to your liaison S2-2207761 solutions for 5WWC_Ph2 Key Issue 1
	BBF
	
	
	Revision of Postponed S2-2306266 from S2#157. Postponed
	Postponed
	

	4.1
	S2-2308270
	LS In
	LS from CableLabs: Feedbacks on solutions for 5WWC_Ph2 Key Issue 1
	CableLabs
	
	
	Revision of Postponed S2-2306267 from S2#157. Postponed
	Postponed
	

	4.1
	S2-2308271
	LS In
	LS from GSMA 5GMRR: LS to 3GPP on IPX Requirements for 5GS Roaming
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306271 from S2#157. Noted
	Noted
	

	4.1
	S2-2308272
	LS In
	LS from GSMA 5GMRR: LS Roaming Value Added Service Requirements
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306272 from S2#157. Noted
	Noted
	

	4.1
	S2-2308273
	LS In
	LS from GSMA 5GMRR: LS with Roaming Hubbing requirements and LS response to 3GPP SA3 LS (S3-214456) on 5GS Roaming Hubbing
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306273 from S2#157. Noted
	Noted
	

	4.1
	S2-2308274
	LS In
	LS from GSMA 5GMRR: LS on GSMA 5GMRR Working solution assumption on L-PRINS and Data Session Control
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306274 from S2#157. Noted
	Noted
	

	7.9
	S2-2308275
	LS In
	LS from RAN WG3: LS on IAB Authorization
	RAN WG3
	Rel-16
	NR_IAB-Core
	Revision of Postponed S2-2306278 from S2#157. Response drafted in S2-2309318. Postponed
	Postponed
	

	9.23.2
	S2-2308276
	LS In
	LS from SA WG5: LS on the provisioning services specified in SA WG5
	SA WG5
	Rel-18
	FS_MANWDAF
	Revision of Postponed S2-2306283 from S2#157. Response drafted in S2-2308975. Postponed.
	Postponed
	

	9.24.2
	S2-2308277
	LS In
	LS from CT WG1: LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	CT WG1
	Rel-18
	eNPN_Ph2
	Revision of Postponed S2-2306292 from S2#157. Response drafted in S2-2308777. Postponed
	Postponed
	

	9.11.2
	S2-2308278
	LS In
	LS from CT WG1: LS on NAS-AS interaction in terms of NS-AoS
	CT WG1
	Rel-18
	eNS_Ph3
	Revision of Postponed S2-2306294 from S2#157. Noted in parallel session
	Noted
	

	9.11.2
	S2-2308279
	LS In
	LS from CT WG1: LS on UE implementing the de-registration inactivity timer
	CT WG1
	Rel-18
	eNS_Ph3
	Revision of Postponed S2-2306295 from S2#157. Response drafted in S2-2308868, S2-2309008. Postponed
	Postponed
	

	4.1
	S2-2308280
	LS In
	LS from CT WG4: Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS
	CT WG4
	
	
	Revision of Postponed S2-2306301 from S2#157. Response drafted in S2-2309411 (withdrawn). Postponed
	Postponed
	

	9.14.2
	S2-2308281
	LS In
	LS from SA WG4: LS on iRTCW signalling protocol
	SA WG4
	Rel-18
	iRTCW
	Revision of Postponed S2-2306306 from S2#157. Noted in parallel session
	Noted
	

	4.1
	S2-2308282
	LS In
	LS from SA WG4: Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG4
	Rel-18
	ADAES
	Revision of Postponed S2-2306308 from S2#157. Noted
	Noted
	

	4.1
	S2-2308283
	LS In
	LS from ITU-T SG13: LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	ITU-T SG13
	
	
	Revision of Postponed S2-2306315 from S2#157. Noted
	Noted
	

	9.5.2
	S2-2308284
	LS In
	LS from RAN WG1: Reply LS on RAN dependency for Ranging & Sidelink Positioning
	RAN WG1
	Rel-18
	NR_pos_enh2
	Revision of Postponed S2-2306316 from S2#157. Noted in parallel session
	Noted
	

	8.9
	S2-2308285
	LS In
	LS from SA WG6: LS on MBS service area update clarification
	SA WG6
	Rel-18
	MCOver5MBS, eSEAL2
	Revision of S2-2306330. Responses drafted in S2-2308462, S2-2308703, S2-2308877, S2-2308935. Final response in S2-2309746
	Replied to
	

	4.1
	S2-2308286
	LS In
	LS from GSMA 5GMRR: LS to 3GPP on the introduction of the domain 'ipxnetwork.org' in addition to '3gppnetwork.org'
	GSMA 5GMRR
	
	
	Noted
	Noted
	

	4.1
	S2-2308287
	LS In
	LS from ITU-T SG11: LS on initiation of new work item Q.FMSC-SA 'Signalling architecture of fixed, mobile and satellite convergence for IMT-2020 networks and beyond'
	ITU-T SG11
	
	
	Noted
	Noted
	

	4.1
	S2-2308288
	LS In
	LS from TSG SA: Reply LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	TSG SA
	
	
	SA WG2 replied to the GSMA LS at SA2#157 in S2-2307983. Noted
	Noted
	

	9.37
	S2-2308289
	LS In
	LS from CT WG1: LS on the Applicability of the Unavailability Period for Dual Registered UEs
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308640, S2-2308728, S2-2308855, S2-2309220, S2-2309371. Postponed
	Postponed
	

	9.37
	S2-2308290
	LS In
	LS from CT WG1: LS on Unavailability period support in non-3GPP
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308641, S2-2308729, S2-2308856, S2-2309215. Postponed
	Postponed
	

	9.24.2
	S2-2308291
	LS In
	LS from CT WG1: Reply LS on issues related to SNPN selection for localized services
	CT WG1
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308292
	LS In
	LS from CT WG1: LS on additional parameters announcement procedure
	CT WG1
	Rel-18
	5G_ProSe
	Responses drafted in S2-2308649, S2-2309051. Final response in S2-2309841
	Replied to
	

	9.2.2
	S2-2308293
	LS In
	LS from CT WG1: Reply LS on Overload Control in Support of Discontinuous Network Coverage
	CT WG1
	Rel-18
	5GSAT_Ph2
	Response drafted in S2-2309363. Final response in S2-2310016
	Replied to
	

	9.37
	S2-2308294
	LS In
	LS from CT WG1: LS on the Applicability of the Unavailability Period during Network congestion
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308642, S2-2308727, S2-2308854, S2-2309075, S2-2309217, S2-2309372. Final response in S2-2309997
	Replied to
	

	6.6
	S2-2308295
	LS In
	LS from CT WG1: Reply LS on UPSI handling at the UE
	CT WG1
	Rel-18
	5GS_Ph1-CT, 5GProtoc16, 5GProtoc17, 5GProtoc18
	Responses drafted in S2-2308483, S2-2308821. Postponed
	Postponed
	

	7.10
	S2-2308296
	LS In
	LS from CT WG3: Reply LS on removal of unspecified QoS monitoring control option
	CT WG3
	Rel-16
	5G_URLLC
	Postponed.
	Postponed
	

	8.9
	S2-2308297
	LS In
	LS from CT WG3: Reply LS on MBS service area update clarification
	CT WG3
	Rel-18
	TEI18, 5MBS
	Noted
	Noted
	

	9.37
	S2-2308298
	LS In
	LS from CT WG3: LS on Issues on QoS monitoring for satellite backhaul
	CT WG3
	Rel-18
	5GSATB
	Responses drafted in S2-2308736, S2-2309145, S2-2309182, S2-2309234, S2-2309354. Final response in S2-2310012
	Replied to
	

	4.1
	S2-2308299
	LS In
	LS from CT WG3: LS on Support of multiple UEs in Northbound APIs
	CT WG3
	Rel-18
	NBI18
	Response drafted in S2-2308613. This was Postponed.
	Postponed
	

	4.1
	S2-2308300
	LS In
	LS from CT WG3: LS on AKMA service restrictions in Rel-17
	CT WG3
	Rel-17
	AKMA-CT
	Noted
	Noted
	

	9.23.2
	S2-2308301
	LS In
	LS from CT WG3: LS on Issues on SMF event exposure and muting enhancements
	CT WG3
	Rel-18
	eNA_Ph3, AIMLsys
	Responses drafted in S2-2308895, S2-2309166. Final response in S2-2309736
	Replied to
	

	9.11.2
	S2-2308302
	LS In
	LS from CT WG4: LS OUT on NSACF Role and NSAC Service Area
	CT WG4
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308517, S2-2308616, S2-2308866, S2-2309304. Postponed
	Postponed
	

	7.4
	S2-2308303
	LS In
	LS from CT WG4: Reply LS on Network Triggered Service Request for a UE in Suspend State
	CT WG4
	Rel-17
	TEI17, 5G_CIoT
	Response drafted in S2-2308723. Final response in S2-2309984
	Replied to
	

	8.9
	S2-2308304
	LS In
	LS from CT WG4: LS on Security Context Transfer between MBSF and MBSTF
	CT WG4
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308305
	LS In
	LS from CT WG4: Reply LS on MBS service area update clarification
	CT WG4
	Rel-17
	5MBS
	Noted
	Noted
	

	9.36
	S2-2308306
	LS In
	LS from CT WG4: LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	CT WG4
	Rel-18
	eNSAC
	Responses drafted in S2-2308516, S2-2308864, S2-2309290, S2-2309393. Final response in S2-2310036
	Replied to
	

	4.1
	S2-2308307
	LS In
	LS from CT WG4: Reply LS on the maximum length of Routing ID
	CT WG4
	Rel-16
	
	Noted
	Noted
	

	9.14.2
	S2-2308308
	LS In
	LS from CT WG4: LS on clarification on IMS media services and media capabilities
	CT WG4
	Rel-18
	NG_RTC
	Response drafted in S2-2309634. Final response in S2-2309941
	Replied to
	

	9.5.2
	S2-2308309
	LS In
	LS from RAN WG1: Reply LS on Sidelink positioning procedure
	RAN WG1
	Rel-18
	Ranging_SL
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308310
	LS In
	LS from RAN WG2: LS response to N6 PDU Set Identification
	RAN WG2
	Rel-18
	NR_XR_enh-Core
	Noted in parallel session
	Noted
	

	4.1
	S2-2308311
	LS In
	LS from RAN WG2: LS on applicability of UAC for Network Controlled Repeater
	RAN WG2
	Rel-18
	NR_NetConRepeater-Core
	Noted
	Noted
	

	4.1
	S2-2308312
	LS In
	LS from RAN WG2: Reply LS on GNSS integrity parameters
	RAN WG2
	Rel-17
	NR_pos_enh-Core
	Noted
	Noted
	

	9.6.2
	S2-2308313
	LS In
	LS from RAN WG2: LS to SA2 on reporting positioning measurements taken in RRC_IDLE
	RAN WG2
	Rel-18
	NR_pos_enh2
	Response drafted in S2-2309615. Final response in S2-2309926
	Replied to
	

	9.7.2
	S2-2308314
	LS In
	LS from RAN WG2: LS on announcement of neighbor UEs
	RAN WG2
	Rel-18
	NR_SL_relay_enh-Core
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308315
	LS In
	LS from RAN WG2: Reply LS on NAS-AS interaction in terms of NS-AoS
	RAN WG2
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.5.2
	S2-2308316
	LS In
	LS from RAN WG2: LS to SA2 on sidelink positioning agreements
	RAN WG2
	Rel-18
	
	Postponed
	Postponed
	

	9.7.2
	S2-2308317
	LS In
	LS from RAN WG2: Reply LS on ProSe Authorization information related to UE-to-UE Relay operation
	RAN WG2
	Rel-18
	NR_SL_relay_enh-Core
	Noted in parallel session
	Noted
	

	9.37
	S2-2308318
	LS In
	LS from RAN WG3: LS on CAG solution for mobile IAB
	RAN WG2
	Rel-18
	NR_mobile_IAB-Core
	Responses drafted in S2-2308725, S2-2308841, S2-2309315. Final response in S2-2309998
	Replied to
	

	4.1
	S2-2308319
	LS In
	LS from RAN WG3: Reply LS on the use of PEI during an Emergency PDU Session
	RAN WG3
	Rel-17
	NR_UE_pow_sav_enh-Core
	Noted
	Noted
	

	9.38
	S2-2308320
	LS In
	LS from RAN WG3: Reply LS on INACTIVE eDRX above 10.24sec and SDT
	RAN WG3
	Rel-18
	NR_RedCap_Ph2, NR_redcap_enh-Core
	Responses drafted in S2-2308721, S2-2309105, S2-2309279, S2-2309282, S2-2309291. Final response in S2-2309757
	Replied to
	

	9.5.2
	S2-2308321
	LS In
	LS from RAN WG3: Reply LS on Authorization and Provisioning for Ranging/SL positioning service
	RAN WG3
	Rel-18
	Ranging_SL, NR_pos_enh2
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308322
	LS In
	LS from RAN WG3: Response to Reply LS on Support of network slices which have area of service not matching deployed tracking areas
	RAN WG3
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308763, S2-2309289. Postponed.
	Postponed
	

	9.11.2
	S2-2308323
	LS In
	LS from RAN WG3: Response LS on Partially Allowed/Rejected S-NSSAI
	RAN WG3
	Rel-18
	eNS_Ph3
	Postponed.
	Postponed
	

	4.1
	S2-2308324
	LS In
	LS from RAN WG3: LS on Multiple Trace/MDT configurations
	RAN WG3
	Rel-17
	NR_newRAT-Core
	Noted
	Noted
	

	4.1
	S2-2308325
	LS In
	Reply LS to RAN2 on flightpath information forwarding for UAV
	RAN WG3
	Rel-18
	NR_UAV-Core
	Noted
	Noted
	

	9.2.2
	S2-2308326
	LS In
	LS from RAN WG3: LS on time-based trigger condition in NG HO for NR NTN
	RAN WG3
	Rel-18
	NR_NTN_enh-Core
	Response drafted in S2-2309068. Final response in S2-2310013
	Replied to
	

	9.37
	S2-2308327
	LS In
	LS from TSG RAN: LS on support of no-transmit zones for UAVs
	TSG RAN
	Rel-19
	
	Responses drafted in S2-2309000, S2-2309171. Final response in S2-2310000
	Replied to
	

	9.18.2
	S2-2308328
	LS In
	Response to Reply LS on Proposed method for Time Synchronization status reporting to UE(s)
	SA WG1
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308329
	LS In
	LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	SA WG1
	Rel-18
	eNPN_Ph2, PALS
	Noted in parallel session
	Noted
	

	4.1
	S2-2308330
	LS In
	LS from SA WG1: LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	SA WG1
	
	
	Noted
	Noted
	

	4.1
	S2-2308331
	LS In
	Reply LS on 3GPP work on Energy Efficiency
	SA WG1
	Rel-18
	EE5GPLUS_Ph2
	Noted
	Noted
	

	8.9
	S2-2308332
	LS In
	LS from SA WG3: Reply LS on Security architecture for 5G multicast/broadcast services
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	8.3
	S2-2308333
	LS In
	Reply LS on AFId parameter value in EES invocation of Nnef_UEId_Get service
	SA WG3
	Rel-17
	EDGEAPP
	Noted in parallel session
	Noted
	

	4.1
	S2-2308334
	LS In
	LS from SA WG3: LS on Further input to address GSMA LS on requirements for intermediaries in the roaming ecosystem (S3-232344)
	SA WG3
	Rel-18
	
	Noted
	Noted
	

	8.7
	S2-2308335
	LS In
	LS from SA WG3: LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG3
	
	UAS_Ph2
	Responses drafted in S2-2308529, S2-2308863. Response drafted in S2-2309527. Final response in S2-2309698.
	Replied to
	

	9.5.2
	S2-2308336
	LS In
	LS from SA WG3: Reply LS on security aspects for Ranging/Sidelink Positioning
	SA WG3
	Rel-18
	Ranging_SL
	Response drafted in S2-2309270. Final response in S2-2310025
	Replied to
	

	8.9
	S2-2308337
	LS In
	LS from SA WG3: Reply LS on security architecture for 5G multicast–broadcast services
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	9.11.2
	S2-2308338
	LS In
	LS from SA WG4: LS on network slice replacement procedure
	SA WG4
	Rel-18
	FS_MS_NS_Ph2
	Responses drafted in S2-2308537, S2-2308788, S2-2308848, S2-2309292, S2-2309329, S2-2309394. Final response in S2-2309692
	Replied to
	

	4.1
	S2-2308339
	LS In
	LS from SA WG4: Reply LS on alignment of activities on UE data collection, reporting and event exposure
	SA WG4
	Rel-19
	
	Noted
	Noted
	

	4.1
	S2-2308340
	LS In
	Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG4
	Rel-18
	ADAES
	Noted
	Noted
	

	4.1
	S2-2308341
	LS In
	LS on 3GPP work on Energy Efficiency
	SA WG4
	Rel-18
	EE5GPLUS_Ph2
	Noted
	Noted
	

	4.1
	S2-2308342
	LS In
	LS from SA WG5: LS on Slice based (wholesale) differentiation and charging in roaming
	SA WG5
	
	
	Noted
	Noted
	

	4.1
	S2-2308343
	LS In
	LS from SA WG5: Reply LS to LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	SA WG5
	Rel-18
	
	Noted
	Noted
	

	9.17.2
	S2-2308344
	LS In
	LS from SA WG6: Reply LS on Edge Configuration Server associated with or serves multiple PLMNs
	SA WG6
	Rel-18
	EDGEAPP_Ph2
	Noted in parallel session
	Noted
	

	4.1
	S2-2308345
	LS In
	LS from SA WG6: Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG6
	Rel-18
	ADAES
	Noted
	Noted
	

	9.3.2
	S2-2308346
	LS In
	LS from SA WG6: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	SA WG6
	Rel-18
	PINAPP / FS_PIN_Sec
	Postponed.
	Postponed
	

	4.1
	S2-2308347
	LS In
	LS from SA WG6: LS to GSMA on publication of GSMA OPG and OPAG documents
	SA WG6
	Rel-18
	
	Noted
	Noted
	

	4.1
	S2-2308348
	LS In
	LS from GSMA OPG: LS on GSMA OPG PRDs publication and document name change
	GSMA OPG
	
	
	Noted
	Noted
	

	4.1
	S2-2308349
	LS In
	LS from GSMA TSGUEWIFI: LS reply to SA WG2 on 3GPP and non-3GPP interworking information in VoWiFi
	GSMA TSGUEWIFI
	
	
	Postponed
	Postponed
	

	4.1
	S2-2308350
	LS In
	LS from SA WG3: LS-Reply on Introduction of the domain 'ipxnetwork.org'
	SA WG3
	Rel-18
	
	Noted
	Noted
	

	9.18.2
	S2-2308351
	LS In
	LS from CT WG4: Support of Time Sensitive Networking (TSN) enabled Transport Network (TN)
	CT WG4
	Rel-18
	TRS_URLLC
	Postponed in parallel session
	Postponed
	

	8.9
	S2-2308352
	LS In
	LS from SA WG3: Reply LS on Security Context Transfer between MBSF and MBSTF
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	9.3.2
	S2-2308353
	LS In
	LS from SA WG3: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	SA WG3
	Rel-18
	FS_PIN_Sec
	Postponed.
	Postponed
	

	9.5.2
	S2-2308354
	LS In
	LS from SA WG3: LS on UE Ranging/SL Positioning privacy profile
	SA WG3
	Rel-18
	
	Response drafted in S2-2309486. Final response in S2-2309830
	Replied to
	

	9.24.2
	S2-2308355
	LS In
	LS from SA WG3: LS on NSWO support in SNPN using CH AAA server
	SA WG3
	Rel-18
	
	Postponed
	Postponed
	

	9.17.2
	S2-2308356
	LS In
	LS from SA WG3: Reply LS on FS_eEDGEAPP Solution for Support of NAT deployed within the edge data network
	SA WG3
	Rel-18
	EDGEAPP_Ph2
	Noted in parallel session
	Noted
	

	9.14.2
	S2-2308357
	LS In
	LS from CT WG6: Reply LS on UICC configuration for IMS Data Channel
	CT WG6
	Rel-18
	NG-RTC
	Postponed.
	Postponed
	

	10
	S2-2308367
	OTHER
	Proposed withdrawal of old unprogressed TRs
	MCC
	
	
	Not Handled
	-
	

	9.37
	S2-2308369
	CR
	23.501 CR4689 (Rel-18, 'F'): Unavailability period EPC interworking aspects and support over non-3GPP access
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, SUECR
	Not Handled
	-
	

	8.11
	S2-2308370
	CR
	23.401 CR3736 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revised in parallel session to S2-2309723.
	Revised
	S2-2309723

	8.11
	S2-2308371
	CR
	23.501 CR4690 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revised in parallel session to S2-2309545.
	Revised
	S2-2309545

	8.11
	S2-2308372
	CR
	23.401 CR3737 (Rel-18, 'A'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-18
	5GSAT_ARCH, TEI18
	Not Handled
	-
	

	8.11
	S2-2308373
	CR
	23.501 CR4691 (Rel-18, 'A'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-18
	5GSAT_ARCH
	Not Handled
	-
	

	8.11
	S2-2308374
	DISCUSSION
	Network verified location UE capability
	Qualcomm
	Rel-17
	5GSAT_ARCH
	Noted in parallel session
	Noted
	

	9.37
	S2-2308375
	LS OUT
	[DRAFT] LS Response on Unavailability period support in non-3GPP access and Applicability of the Unavailability Period for Dual Registered UEs
	Qualcomm
	Rel-18
	SUECR
	Response to S2-2308289, S2-2308290. Not Handled
	Not Handled
	

	9.2.2
	S2-2308376
	CR
	23.502 CR4246 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revised in parallel session to S2-2309664, merging S2-2309081.
	Revised
	S2-2309664

	6.2
	S2-2308377
	DISCUSSION
	Discussion on update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir
	Rel-15
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308378
	CR
	23.501 CR4692 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Revised off-line to S2-2309671. Noted in parallel session
	Noted
	S2-2309671

	6.2
	S2-2308379
	CR
	23.502 CR4247 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308380
	CR
	23.501 CR4693 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-16
	5GS_Ph1
	Revised in parallel session to S2-2309950.
	Revised
	S2-2309950

	6.2
	S2-2308381
	CR
	23.502 CR4248 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308382
	CR
	23.501 CR4694 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2310006.
	Revised
	S2-2310006

	6.2
	S2-2308383
	CR
	23.502 CR4249 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309650.
	Revised
	S2-2309650

	6.2
	S2-2308384
	CR
	23.501 CR4695 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2310007.
	Revised
	S2-2310007

	6.2
	S2-2308385
	CR
	23.502 CR4250 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309954.
	Revised
	S2-2309954

	9.9.2
	S2-2308386
	CR
	23.501 CR4696 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309446, merging S2-2308823
	Revised
	S2-2309446

	9.9.2
	S2-2308387
	CR
	23.502 CR4251 (Rel-18, 'F'): Updates to AI/ML procedures
	OPPO, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309447.
	Revised
	S2-2309447

	9.9.2
	S2-2308388
	CR
	23.503 CR1083 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309455.
	Revised
	S2-2309455

	9.9.2
	S2-2308389
	CR
	23.288 CR0851 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to analytics
	OPPO, NTT DOCOMO, LG Electronics, ETRI, CATT
	Rel-18
	AIMLsys
	Not Handled
	-
	

	10.5
	S2-2308390
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - UAS enhancements
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308391
	SID NEW
	New SID on Phase 3 for UAS, UAV and UAM
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Revised to S2-2309914.
	Revised
	S2-2309914

	9.23.2
	S2-2308392
	CR
	23.288 CR0852 (Rel-18, 'F'): Clarification on enhanced OSE analytics
	LG Electronics
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308393
	CR
	23.288 CR0853 (Rel-18, 'F'): Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309582, merging S2-2309163
	Revised
	S2-2309582

	9.23.2
	S2-2308394
	CR
	23.288 CR0854 (Rel-18, 'F'): Resolving issues in ADRF ML Model Storage services
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309588.
	Revised
	S2-2309588

	9.23.2
	S2-2308395
	CR
	23.288 CR0855 (Rel-18, 'F'): Clarification of federated learning procedure
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.9.2
	S2-2308396
	CR
	23.288 CR0856 (Rel-18, 'F'): Removing Editor s Note of the Output of the Network Performance Analytics
	NTT DOCOMO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308397
	CR
	23.288 CR0857 (Rel-18, 'F'): Number of Inferences in Nnwdaf_MLModelMonitor_Notify service operation
	NTT DOCOMO, Vivo
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308398
	CR
	23.502 CR4252 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS
	China Telecom
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308399
	CR
	23.501 CR4697 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS
	China Telecom
	Rel-18
	eUEPO
	Not Handled
	-
	

	10.5
	S2-2308400
	DISCUSSION
	SA WG2 Rel-19 AI/ML Moderator Report
	Qualcomm France
	
	
	Not Handled
	-
	

	10.5
	S2-2308401
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - Proximity Services enhancements
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308402
	SID NEW
	New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Revised to S2-2309915.
	Revised
	S2-2309915

	9.25.2
	S2-2308403
	CR
	23.288 CR0858 (Rel-18, 'F'): Correction of the procedure for PDU Session traffic analytics
	KDDI
	Rel-18
	eUEPO
	Not Handled
	-
	

	7.4
	S2-2308404
	DISCUSSION
	On the use of Namf_Communication_N1N2MessageTransfer instead of Namf_MT_EnableUEReachability service operation.
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308405
	CR
	23.502 CR4253 (Rel-16, 'F'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308406
	CR
	23.502 CR4254 (Rel-17, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-17
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308407
	CR
	23.502 CR4255 (Rel-18, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-18
	5G_CIoT
	Not Handled
	-
	

	10.5
	S2-2308408
	REPORT
	Rel-19 23Q3 moderated discussion-Network Sharing enhancements
	Ericsson Inc.
	Rel-19
	
	Not Handled
	-
	

	9.23.2
	S2-2308409
	CR
	23.288 CR0859 (Rel-18, 'F'): List of allowed NFs in ADRF service to store ML models
	Ericsson
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308410
	CR
	23.288 CR0860 (Rel-18, 'F'): Update to Nnwdaf_MLModelTraining Service
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308411
	CR
	23.288 CR0861 (Rel-18, 'F'): Update to Procedures of Federated Learning
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308412
	CR
	23.501 CR4698 (Rel-18, 'F'): Missing Nnwdaf_MLModelTraining services in clause 7.2.12
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308413
	CR
	23.288 CR0862 (Rel-18, 'F'): Corrections to Analytics Subset
	Ericsson
	Rel-18
	eNA_Ph3
	Revised to S2-2309570.
	Revised
	S2-2309570

	9.23.2
	S2-2308414
	CR
	23.501 CR4699 (Rel-18, 'F'): Corrections on NEF(PFDF) support NWDAF-assisted application detection
	Ericsson
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309727, merging S2-2308928
	Revised
	S2-2309727

	9.23.2
	S2-2308415
	CR
	23.502 CR4256 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revised to S2-2309580, merging S2-2308929
	Revised
	S2-2309580

	9.12.2
	S2-2308416
	CR
	23.502 CR4257 (Rel-18, 'F'): Signaling procedures to support ECN marking for L4S.
	Ericsson
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308417
	CR
	23.503 CR1048R1 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of (APPROVED) S2-2306606 from S2#156E. Revised in parallel session to S2-2309433.
	Revised
	S2-2309433

	9.12.2
	S2-2308418
	CR
	23.501 CR4700 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revised in parallel session to S2-2309812.
	Revised
	S2-2309812

	9.12.2
	S2-2308419
	CR
	23.502 CR4258 (Rel-18, 'F'): Signaling procedures to support policy control enhancements for multi-modal services
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308420
	CR
	23.503 CR1084 (Rel-18, 'F'): Support for delivery of multi-modal services
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	Rel-18
	XRM
	Not Handled
	-
	

	10.5
	S2-2308421
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308422
	SID NEW
	New SID on Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Revised to S2-2309916.
	Revised
	S2-2309916

	7.17
	S2-2308423
	CR
	23.216 CR0376R1 (Rel-17, 'F'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	Nokia, Nokia Shanghai Bell
	Rel-17
	5G_SRVCC, TEI17
	Revision of (unhandled) S2-2307235 from S2#157. WITHDRAWN
	Withdrawn
	

	7.17
	S2-2308424
	CR
	23.216 CR0377 (Rel-18, 'A'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_SRVCC, TEI17
	WITHDRAWN
	Withdrawn
	

	4.1
	S2-2308425
	CR
	23.316 CR2106 (Rel-17, 'F'): RFCs related to DHCPv6 are obsoleted by RFC 8415
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	Rel-17
	5GProtoc17-non3GPP, 5WWC, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308426
	CR
	23.316 CR2107 (Rel-18, 'A'): RFCs related to DHCPv6 are obsoleted by RFC 8415
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	Rel-18
	5GProtoc17-non3GPP, 5WWC, TEI17
	This CR was agreed
	Agreed
	

	6.2
	S2-2308427
	CR
	23.502 CR4259 (Rel-17, 'F'): Aligning between 38.413 and 23.502 for UE Capability Check
	Nokia, Nokia Shanghai Bell
	Rel-17
	5GS_Ph1, TEI17
	Noted in parallel session
	Noted
	

	6.2
	S2-2308428
	CR
	23.502 CR4260 (Rel-18, 'A'): Aligning between 38.413 and 23.502 for UE Capability Check
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI17
	Noted in parallel session
	Noted
	

	9.17.2
	S2-2308429
	CR
	23.548 CR0160 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Check Affected Clauses! Revised in parallel session to S2-2309657, merging S2-2308610, S2-2308698 and S2-2309243.
	Revised
	S2-2309657

	9.17.2
	S2-2308430
	CR
	23.548 CR0161 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309660, Merging S2-2309152 and S2-2309230.
	Revised
	S2-2309660

	4.1
	S2-2308431
	CR
	23.501 CR4701 (Rel-17, 'F'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-17
	5GS_Ph1, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308432
	CR
	23.501 CR4702 (Rel-18, 'A'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	5GS_Ph1, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308433
	CR
	23.401 CR3738 (Rel-17, 'F'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-17
	SAES, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308434
	CR
	23.401 CR3739 (Rel-18, 'A'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	SAES, TEI17
	This CR was agreed
	Agreed
	

	9.9.2
	S2-2308435
	CR
	23.501 CR4703 (Rel-18, 'F'): Correction on Member UE selection assistance functionality
	China Mobile
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308436
	CR
	23.288 CR0863 (Rel-18, 'F'): Clarification on Federated Learning among Multiple NWDAFs procedure
	China Mobile
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308437
	CR
	23.288 CR0864 (Rel-18, 'F'): Correction on the FL consumer
	China Mobile
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308438
	CR
	23.288 CR0865 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309583, merging S2-2309398 and S2-2308898
	Revised
	S2-2309583

	9.38
	S2-2308439
	DISCUSSION
	Discussion on Support of MT SDT for MT communications.
	China Mobile
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308440
	CR
	23.501 CR4704 (Rel-18, 'B'): Removal of Editor s Notes
	IPLOOK
	Rel-18
	eNPN_Ph2
	Check Acronym (eNPN)! Not Handled
	-
	

	9.18.2
	S2-2308441
	CR
	23.501 CR4705 (Rel-18, 'D'): Adding reference for the AF request to control the time synchronization service
	New H3C, Spreadtrum Communications
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.23.2
	S2-2308442
	CR
	23.288 CR0866 (Rel-18, 'F'): Correction of the procedure for movement behaviour analytics
	KDDI
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	10.5
	S2-2308443
	REPORT
	Report of Rel-19 23Q3 moderated discussion - Energy Efficiency / Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308444
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revised to S2-2309630.
	Revised
	S2-2309630

	10.5
	S2-2308445
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revised to S2-2309631.
	Revised
	S2-2309631

	10.5
	S2-2308446
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion Ambient IoT
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308447
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revised to S2-2309677.
	Revised
	S2-2309677

	10.5
	S2-2308448
	DISCUSSION
	SA WG2 Rel. 19 SID, Satellite architecture enhancement Q3 NWM discussion moderator report
	THALES
	Rel-19
	
	Not Handled
	-
	

	9.11.2
	S2-2308449
	CR
	23.502 CR4261 (Rel-18, 'F'): KI#6: Correction to Network control of slice use for home routed PDU Sessions
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308450
	CR
	23.501 CR4706 (Rel-18, 'F'): KI#4: Clarification on updated values returned from Primary NSACF
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308451
	CR
	23.501 CR4707 (Rel-18, 'F'): KI#4: Clarification of Admission Threshold
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308452
	CR
	23.503 CR1085 (Rel-18, 'F'): KI#4: PCF Support for Dynamic update to PDU Session Inactivity timer
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308453
	CR
	23.502 CR4262 (Rel-18, 'F'): KI#4: Clarification on Hierarchical NSACF architecture procedures
	NSACF
	Rel-18
	eNS_Ph3
	Source should be Ericsson Not Handled
	-
	

	9.36
	S2-2308454
	CR
	23.501 CR4708 (Rel-18, 'F'): Restricting NSAC EPC IWK procedures.
	Ericsson
	Rel-18
	eNSAC
	Revised to S2-2309460.
	Revised
	S2-2309460

	9.36
	S2-2308455
	CR
	23.502 CR4263 (Rel-18, 'F'): Correction to Counting of UEs with at least one PDU Session/Connection
	Ericsson
	Rel-18
	eNSAC
	Merged into S2-2309464
	Merged
	

	9.14.2
	S2-2308456
	CR
	23.228 CR1331 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309637.
	Revised
	S2-2309637

	9.14.2
	S2-2308457
	CR
	23.228 CR1332 (Rel-18, 'F'): Updates to DCSF - HSS interworking
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309640.
	Revised
	S2-2309640

	9.14.2
	S2-2308458
	CR
	23.228 CR1333 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309642, merging S2-2309100.
	Revised
	S2-2309642

	9.14.2
	S2-2308459
	CR
	23.228 CR1334 (Rel-18, 'F'): Clause Number Correction
	Ericsson
	Rel-18
	NG_RTC
	Not Handled
	-
	

	8.9
	S2-2308460
	CR
	23.247 CR0275 (Rel-17, 'F'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revised to S2-2309556 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2308461
	CR
	23.247 CR0276 (Rel-18, 'A'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revised to S2-2309557 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2308462
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Response to S2-2308285. Revised to S2-2309555.
	Revised
	S2-2309555

	9.10.2
	S2-2308463
	CR
	23.247 CR0277 (Rel-18, 'F'): Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Wrong CR Number (0777). Revised to S2-2309395.
	Revised
	S2-2309395

	8.9
	S2-2308464
	CR
	23.247 CR0261R1 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of (unhandled) S2-2305384 from S2#156E. Revised to S2-2309562.
	Revised
	S2-2309562

	8.9
	S2-2308465
	CR
	23.247 CR0262R2 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of (revised but unhandled) S2-2305386 from S2#156E. Incorrect CR Revision (1). Revised to S2-2309397
	Revised
	S2-2309397

	6.5
	S2-2308466
	CR
	23.501 CR4709 (Rel-18, 'F'): Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309904.
	Revised
	S2-2309904

	10.5
	S2-2308468
	REPORT
	Rel-19 23Q3 Moderated Discussion User Identities
	InterDigital Inc. (Moderator)
	Rel-19
	
	Not Handled
	-
	

	9.10.2
	S2-2308469
	CR
	23.247 CR0278 (Rel-18, 'F'): Providing MBS assistance information to gNB after handover.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed
	

	9.10.2
	S2-2308470
	CR
	23.247 CR0279 (Rel-18, 'F'): Corrections for support of MBS data reception for UEs using power saving functions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309603.
	Revised
	S2-2309603

	10.5
	S2-2308471
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revised to S2-2309633.
	Revised
	S2-2309633

	10.5
	S2-2308472
	REPORT
	Rel-19 23Q3 Moderated Discussion - 5G Femto
	NTT DOCOMO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308473
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - VMR_Enhancements
	vivo Mobile Communication Co.,
	
	
	Not Handled
	-
	

	10.5
	S2-2308474
	SID NEW
	New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2
	vivo Mobile Communication Co.,
	
	
	Revised to S2-2309917.
	Revised
	S2-2309917

	9.38
	S2-2308475
	CR
	23.501 CR4710 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Check Acronym (REDCAP_SDT)! Revised in parallel session to S2-2309596 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.38
	S2-2308476
	CR
	23.502 CR4264 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Check Acronym (REDCAP_SDT)! Not Handled
	-
	

	9.38
	S2-2308477
	WID NEW
	Support of MT SDT for REDCAP UE in RRC Inactive with long Edrx.
	China Mobile
	Rel-18
	
	Revised in parallel session to S2-2309600 (withdrawn). WITHDRAWN
	Withdrawn
	

	6.6
	S2-2308478
	DISCUSSION
	UE Policy Association for UE registered in 3GPP and Non-3GPP
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Not Handled
	-
	

	6.6
	S2-2308479
	CR
	23.502 CR4265 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309907.
	Revised
	S2-2309907

	6.6
	S2-2308480
	CR
	23.502 CR4266 (Rel-18, 'A'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309989.
	Revised
	S2-2309989

	6.6
	S2-2308481
	CR
	23.503 CR1086 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309908.
	Revised
	S2-2309908

	6.6
	S2-2308482
	CR
	23.503 CR1087 (Rel-18, 'A'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309990.
	Revised
	S2-2309990

	6.6
	S2-2308483
	LS OUT
	[DRAFT] Reply LS on UE Policy Control with PCF re-selection during AMF relocation
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Response to S2-2308295. Noted in parallel session
	Noted
	

	6.6
	S2-2308484
	CR
	23.502 CR4267 (Rel-17, 'F'): UE Policy determination at AMF relocation with PCF change
	Ericsson, Oracle
	Rel-17
	5GS_Ph1, TEI17
	Not Handled
	-
	

	6.6
	S2-2308485
	CR
	23.502 CR4268 (Rel-18, 'A'): UE Policy determination at AMF relocation with PCF change
	Ericsson, Oracle
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Not Handled
	-
	

	9.25.2
	S2-2308486
	CR
	23.501 CR4711 (Rel-18, 'F'): URSP delivery via 5GC/non-3GPP to EPS-attached UE
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308487
	CR
	23.502 CR4269 (Rel-18, 'F'): URSP rule delivery via EPS
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308488
	CR
	23.502 CR4270 (Rel-18, 'F'): URSP Rule Enforcement
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308489
	CR
	23.503 CR1088 (Rel-18, 'F'): URSP Rule Enforcement
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308490
	CR
	23.502 CR4271 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309417.
	Revised
	S2-2309417

	9.25.2
	S2-2308491
	CR
	23.503 CR1089 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309418.
	Revised
	S2-2309418

	9.25.2
	S2-2308492
	CR
	23.503 CR1090 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309419.
	Revised
	S2-2309419

	9.23.2
	S2-2308493
	CR
	23.288 CR0867 (Rel-18, 'F'): PFD determination Analytics Confidence level
	Ericsson
	Rel-18
	eNA_Ph3
	Noted
	Noted
	

	9.25.2
	S2-2308494
	CR
	23.503 CR1091 (Rel-18, 'F'): Add missing indication of UE capability of reporting URSP rule enforcement in Table 6.2-1
	Intel
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308495
	CR
	23.503 CR1092 (Rel-18, 'D'): Clarification on UE Capability of reporting URSP rule enforcement
	Intel
	Rel-18
	eUEPO
	Not Handled
	-
	

	10.5
	S2-2308496
	SID NEW
	Study on Enhancement of support for Edge Computing in 5G Core network - phase 3
	Intel
	Rel-19
	
	Revised to S2-2309920.
	Revised
	S2-2309920

	10.5
	S2-2308497
	DISCUSSION
	SA WG2 Rel 19 23Q3 moderated discussion - Edge Computing Enhancement v0.0.3
	Intel (Moderator)
	Rel-19
	
	Not Handled
	-
	

	9.11.2
	S2-2308498
	CR
	23.501 CR4712 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308499
	CR
	23.502 CR4272 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308500
	CR
	23.501 CR4713 (Rel-18, 'F'): Allowed NSSAI determination for Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308501
	CR
	23.501 CR4714 (Rel-18, 'F'): Session Management for Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.7.2
	S2-2308502
	CR
	23.304 CR0306 (Rel-18, 'F'): ProSe Authorization info for Layer-2 U2U Relay operation
	LG Electronics
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309474, merging S2-2309073, S2-2308830 and S2-2308803
	Revised
	S2-2309474

	9.2.2
	S2-2308503
	CR
	23.502 CR4273 (Rel-18, 'D'): 23502_CR_Editorial corrections on registration procedure
	China Telecom
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.31
	S2-2308504
	CR
	23.287 CR0190 (Rel-18, 'D'): Editorial fixes related to MBS for V2X
	LG Electronics
	Rel-18
	TEI18_MBS4V2X
	Agreed in parallel session. Block approved
	Agreed
	

	10.5
	S2-2308505
	REPORT
	Rel-19 23Q3 Moderated Discussion: Multi-access (Dual 3GPP + ATSSS Enh)
	Apple (Moderator)
	Rel-19
	
	Revised to S2-2308883
	Revised
	S2-2308883

	9.2.2
	S2-2308506
	CR
	23.502 CR4274 (Rel-18, 'F'): 23502_CR_ correction on Deregistration procedure
	China Telecom
	Rel-18
	5GSAT_Ph2
	Noted
	Noted
	

	5.1
	S2-2308507
	CR
	23.401 CR3740 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, UScellular
	Rel-18
	SAES-St2, TEI18
	Revised to S2-2309629.
	Revised
	S2-2309629

	9.11.2
	S2-2308508
	DISCUSSION
	Some issues identified in the normative text for KI#3.
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308509
	CR
	23.501 CR4715 (Rel-18, 'F'): Resolving NSAC issues of KI#3
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308510
	CR
	23.501 CR4716 (Rel-18, 'F'): Removing the support of non supporting UEs for NS-AoS not matching deployed TAs
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308511
	DISCUSSION
	On the identification of both the replaced and the Alternative S-NSSAI of sessions in the system .
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308512
	CR
	23.501 CR4717 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309516.
	Revised
	S2-2309516

	9.2.2
	S2-2308513
	CR
	23.501 CR4718 (Rel-18, 'D'): 23501_CR_ correction on AMF reporting Loss of Connectivity time
	China Telecom
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.11.2
	S2-2308514
	CR
	23.502 CR4275 (Rel-18, 'F'): Clarification on the Support of slice replacement
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308515
	CR
	23.503 CR1093 (Rel-18, 'F'): Clarification on handling of URSPs for on demand network slices
	Nokia, Nokia Shanghai Bell, Deutsche Telekom.
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.36
	S2-2308516
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Response to S2-2308306. Revised to S2-2309465, merging S2-2309393, S2-2309290 and S2-2308864
	Revised
	S2-2309465

	9.11.2
	S2-2308517
	LS OUT
	[DRAFT] Reply LS on NSACF Role and NSAC Service Area
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.36
	S2-2308518
	CR
	23.501 CR4719 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revised to S2-2309461.
	Revised
	S2-2309461

	9.11.2
	S2-2308519
	CR
	23.502 CR4276 (Rel-18, 'F'): Clarification of the discovery and selection of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	10.5
	S2-2308520
	DISCUSSION
	A pervasive computing service in 5G-A System
	INSPUR
	Rel-19
	
	Not Handled
	-
	

	9.6.2
	S2-2308521
	CR
	23.273 CR0399 (Rel-18, 'F'): Removing the PRU positioning capabilities
	Inspur
	Rel-18
	5G_eLCS_Ph3
	Noted in parallel session
	Noted
	

	9.5.2
	S2-2308522
	CR
	23.586 CR0001 (Rel-18, 'F'): User Plane Stack for Ranging/SL positioning service
	Inspur
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308523
	CR
	23.586 CR0002 (Rel-18, 'F'): The mapping information between UE and it s Application layer ID
	Inspur
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.6.2
	S2-2308524
	CR
	23.273 CR0400 (Rel-18, 'F'): Update regulatory location service procedure with UE unaware indication
	Inspur
	Rel-18
	5G_eLCS_Ph3
	Noted in parallel session
	Noted
	

	9.23.2
	S2-2308525
	CR
	23.288 CR0868 (Rel-18, 'F'): Clarifications on determining accuracy of analytics
	Lenovo
	Rel-18
	eNA_Ph3
	Revised to S2-2309571.
	Revised
	S2-2309571

	9.23.2
	S2-2308526
	CR
	23.288 CR0869 (Rel-18, 'F'): Alignment on terminology on obtaining location data from LCS
	Lenovo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308527
	CR
	23.288 CR0870 (Rel-18, 'F'): Clarifications on obtaining analytics information from MDAF
	Lenovo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.25.2
	S2-2308528
	CR
	23.503 CR1094 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309420.
	Revised
	S2-2309420

	8.7
	S2-2308529
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Lenovo
	Rel-17
	
	Response to S2-2308335. Noted in parallel session
	Noted
	

	8.7
	S2-2308530
	CR
	23.256 CR0104 (Rel-17, 'F'): Correction and Alignment on UUAA Invocation determinations at SMF
	Lenovo
	Rel-17
	ID_UAS
	Noted in parallel session
	Noted
	

	8.7
	S2-2308531
	CR
	23.256 CR0105 (Rel-18, 'A'): Correction and Alignment on UUAA Invocation determinations at SMF
	Lenovo
	Rel-18
	ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308532
	CR
	23.502 CR4277 (Rel-17, 'F'): UUAA clarification at AMF
	Lenovo
	Rel-17
	ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308533
	CR
	23.502 CR4278 (Rel-18, 'A'): AMF providing successfull UUAA indication to SMF
	Lenovo
	Rel-18
	ID_UAS
	Incorrect Release used (Rel-17)! Not Handled
	-
	

	9.23.2
	S2-2308534
	CR
	23.288 CR0871 (Rel-18, 'F'): Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309572.
	Revised
	S2-2309572

	9.23.2
	S2-2308535
	CR
	23.288 CR0872 (Rel-18, 'F'): Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309573.
	Revised
	S2-2309573

	9.11.2
	S2-2308536
	CR
	23.502 CR4279 (Rel-18, 'F'): Support of network slice replacement for handover
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308537
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Not Handled
	Not Handled
	

	9.11.2
	S2-2308538
	CR
	23.503 CR1095 (Rel-18, 'F'): Correction on PCF events
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Merged into S2-2309519
	Merged
	

	9.11.2
	S2-2308539
	CR
	23.503 CR1096 (Rel-18, 'F'): URSP handling for legacy UEs
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308541
	CR
	23.503 CR1097 (Rel-18, 'F'): Correction on RFSP index generation
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	8.5
	S2-2308542
	CR
	23.501 CR4720 (Rel-17, 'F'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revised to S2-2309550.
	Revised
	S2-2309550

	8.5
	S2-2308543
	CR
	23.501 CR4721 (Rel-18, 'A'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revised to S2-2309551 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	S2-2309551

	9.18.2
	S2-2308544
	CR
	23.501 CR4722 (Rel-18, 'F'): Correction on the interaction between SMF and TLs
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308545
	CR
	23.502 CR4281 (Rel-18, 'F'): Correction on the procedure between SMF and TLs
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	10.5
	S2-2308546
	DISCUSSION
	Moderate report on TRS&URLLC&TSC
	Huawei (Moderator)
	
	
	Not Handled
	-
	

	10.5
	S2-2308547
	SID NEW
	New WID on study on Side link time synchronization
	Huawei (Moderator)
	
	
	Revised to S2-2309918.
	Revised
	S2-2309918

	10.5
	S2-2308548
	SID NEW
	New WID on Study on enhancement of Timing Resiliency, TSC&URLLC, and LAN
	Huawei (Moderator)
	
	
	Revised to S2-2309919.
	Revised
	S2-2309919

	9.12.2
	S2-2308549
	CR
	23.501 CR4723 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revised in parallel session to S2-2309445, merging S2-2308870
	Revised
	S2-2309445

	9.25.2
	S2-2308550
	CR
	23.501 CR4724 (Rel-18, 'F'): Adding URSP delivery over EPS capability in PCF profile in NRF
	Oracle, Ericsson
	Rel-18
	eUEPO
	Revised to S2-2308761
	Revised
	S2-2308761

	9.25.2
	S2-2308551
	CR
	23.502 CR4282 (Rel-18, 'F'): UE-PCF stores indication of support of URSP delivery in EPS in UDR
	Oracle, Ericsson
	Rel-18
	eUEPO
	Revised to S2-2308775
	Revised
	S2-2308775

	9.17.2
	S2-2308552
	CR
	23.502 CR4283 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309661, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958
	Revised
	S2-2309661

	9.17.2
	S2-2308553
	CR
	23.548 CR0162 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309662.
	Revised
	S2-2309662

	9.25.2
	S2-2308554
	DISCUSSION
	Discussion about URSP over EPS (eUEPO)
	Oracle
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.12.2
	S2-2308555
	CR
	23.502 CR4284 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revised in parallel session to S2-2309432.
	Revised
	S2-2309432

	9.12.2
	S2-2308556
	CR
	23.501 CR4725 (Rel-18, 'F'): TS23.501 EN on PDU Set HO resolution
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308557
	CR
	23.501 CR4726 (Rel-18, 'F'): TS23.501 Definition of Protocol Description
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Merged into S2-2309426
	Merged
	

	9.18.2
	S2-2308559
	CR
	23.501 CR4727 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309434.
	Revised
	S2-2309434

	9.18.2
	S2-2308560
	CR
	23.502 CR4286 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309435.
	Revised
	S2-2309435

	9.18.2
	S2-2308561
	CR
	23.501 CR4728 (Rel-18, 'F'): Clarification regarding RAN Feedback applicability to roaming and I-SMF scenarios
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	10.5
	S2-2308562
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revised to S2-2309632.
	Revised
	S2-2309632

	9.3.2
	S2-2308572
	CR
	23.501 CR4733 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309529, merging S2-2309338
	Revised
	S2-2309529

	9.3.2
	S2-2308573
	CR
	23.501 CR4734 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309532.
	Revised
	S2-2309532

	9.3.2
	S2-2308574
	CR
	23.503 CR1098 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309530.
	Revised
	S2-2309530

	9.9.2
	S2-2308575
	CR
	23.503 CR1099 (Rel-18, 'F'): PCC Rules modification to bind the AI/ML traffic to distinct QoS flow
	Lenovo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308576
	CR
	23.502 CR4291 (Rel-18, 'F'): Enable AF to provide AI/ML traffic information to PCF to bind the distinct QoS flow
	Lenovo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308577
	CR
	23.502 CR4292 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309450.
	Revised
	S2-2309450

	9.9.2
	S2-2308578
	CR
	23.501 CR4735 (Rel-18, 'F'): Enhancement to Core Network assisted RAN parameters tuning
	Lenovo
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309451.
	Revised
	S2-2309451

	9.12.2
	S2-2308579
	CR
	23.503 CR1100 (Rel-18, 'F'): Traffic Parameters Measurement generation issue regarding UL and/or DL periodicity
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308580
	CR
	23.501 CR4736 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308581
	CR
	23.502 CR4293 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308582
	CR
	23.503 CR1101 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308583
	CR
	23.501 CR4737 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revised in parallel session to S2-2309807.
	Revised
	S2-2309807

	9.12.2
	S2-2308584
	CR
	23.501 CR4738 (Rel-18, 'F'): Resolve ENs for non-homogenous PDU Set based handling and correct the PDU Set based handling
	Vivo
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308585
	CR
	23.503 CR1102 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revised in parallel session to S2-2309430.
	Revised
	S2-2309430

	9.12.2
	S2-2308586
	CR
	23.503 CR1103 (Rel-18, 'F'): Correction on L4S
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308587
	CR
	23.502 CR4294 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Merged into S2-2309428
	Merged
	

	9.12.2
	S2-2308588
	CR
	23.501 CR4739 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308589
	CR
	23.502 CR4295 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308590
	CR
	23.503 CR1104 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	10.5
	S2-2308592
	DISCUSSION
	Discussion on Enhancement for Supporting 5G Indirect Network Sharing in R19
	China Unicom
	Rel-19
	
	Not Handled
	-
	

	9.11.2
	S2-2308593
	CR
	23.501 CR4740 (Rel-18, 'F'): PDU Session management when the UE is outside the area of slice support or availability
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308594
	CR
	23.501 CR4741 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309521.
	Revised
	S2-2309521

	9.11.2
	S2-2308595
	CR
	23.501 CR4350R2 (Rel-18, 'F'): Clarification on the list of TAs associated with S-NSSAI partially rejected in the RA
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307248 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2308596
	CR
	23.501 CR4742 (Rel-18, 'F'): Clarifications on the Hierarchical NSACF architecture
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308598
	CR
	23.502 CR4296 (Rel-18, 'F'): Clarification on the Hierarchical NSACF procedures
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.12.2
	S2-2308599
	CR
	23.501 CR4744 (Rel-18, 'B'): PDU Set based QoS Handling for uplink transmission
	China Mobile
	Rel-18
	XRM
	Postponed in parallel session
	Postponed
	

	9.12.2
	S2-2308600
	CR
	23.502 CR4297 (Rel-18, 'B'): PDU Set based QoS Handling for uplink direction
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308601
	CR
	23.501 CR4745 (Rel-18, 'F'): Method to guarantee the L4S handling in UE
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308602
	CR
	23.502 CR4298 (Rel-18, 'B'): Support of ECN marking for L4S
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308603
	CR
	23.503 CR1105 (Rel-18, 'B'): Indication of unsupported ECN marking for L4S
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308604
	CR
	23.501 CR4746 (Rel-18, 'F'): Corrections for non-homogenous support of PDU set based handling in NG-RAN
	China Mobile
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308605
	CR
	23.502 CR4299 (Rel-18, 'B'): Non-homogenous support of PDU set based handling in NG-RAN
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308606
	CR
	23.501 CR4747 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revised in parallel session to S2-2309427.
	Revised
	S2-2309427

	9.17.2
	S2-2308607
	CR
	23.548 CR0163 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309789.
	Revised
	S2-2309789

	9.17.2
	S2-2308608
	CR
	23.548 CR0164 (Rel-18, 'F'): Enhancement on VPLMN specific offloading policy/information
	China Mobile
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2308609
	CR
	23.548 CR0165 (Rel-18, 'F'): Enforcement of VPLMN specific offloading information for IP range(s)
	China Mobile
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309658.
	Revised
	S2-2309658

	9.17.2
	S2-2308610
	CR
	23.548 CR0166 (Rel-18, 'F'): Solving EN on same IP address
	China Mobile
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	4.1
	S2-2308611
	CR
	23.501 CR4748 (Rel-18, 'F'): General corrections and alignment for TS23.501
	China Mobile
	Rel-18
	5GS_Ph1
	Check Acronym (General)! Revised to S2-2309412.
	Revised
	S2-2309412

	4.1
	S2-2308612
	CR
	23.502 CR4300 (Rel-18, 'F'): General corrections and alignment for TS23.502
	China Mobile
	Rel-18
	5GS_Ph1
	Check Acronym (General)! Revised to S2-2309413.
	Revised
	S2-2309413

	4.1
	S2-2308613
	LS OUT
	[DRAFT] Reply LS on support of multiple UEs in Northbound APIs
	China Mobile
	Rel-18
	
	Response to S2-2308299. Revised to S2-2309410.
	Revised
	S2-2309410

	6.9
	S2-2308614
	CR
	23.502 CR4301 (Rel-18, 'F'): N3 and N9 tunnel change due to slice change after handover from EPS to 5GS
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Postponed
	Postponed
	

	9.10.2
	S2-2308615
	CR
	23.247 CR0280 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309606, merging S2-2309168 and S2-2308939
	Revised
	S2-2309606

	9.11.2
	S2-2308616
	LS OUT
	[DRAFT] Response LS on NSACF Role and NSAC Service Area
	Huawei, HiSilicon,
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.11.2
	S2-2308617
	CR
	23.501 CR4649R1 (Rel-18, 'F'): Clean Up of Hierarchical NSAC Architecture
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307065 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2308618
	CR
	23.501 CR4749 (Rel-18, 'F'): Network Slice usage control clarification
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308619
	CR
	23.502 CR4302 (Rel-18, 'F'): Network Slice usage control clarification
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.36
	S2-2308620
	CR
	23.502 CR4303 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revised to S2-2309463.
	Revised
	S2-2309463

	9.5.2
	S2-2308621
	CR
	23.586 CR0003 (Rel-18, 'F'): Clarification on Network-based Operation and Network-assisted Operation
	Xiaomi
	Rel-18
	Ranging_SL
	Merged into S2-2309493
	Merged
	

	9.5.2
	S2-2308622
	CR
	23.586 CR0004 (Rel-18, 'F'): Clarification on UE ID
	Xiaomi
	Rel-18
	Ranging_SL
	Agreed. Block approved
	Agreed
	

	9.5.2
	S2-2308624
	CR
	23.586 CR0006 (Rel-18, 'F'): Updates to Located UE Discovery & Selection
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308625
	CR
	23.586 CR0007 (Rel-18, 'F'): Network based SL positioning for UE without NAS connection
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308626
	CR
	23.273 CR0401 (Rel-18, 'F'): Updates to Procedures of SL-MO-LR involving LMF
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308627
	DISCUSSION
	Discussion on Network based SL positioning for UE without NAS connection.
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308628
	CR
	23.586 CR0008 (Rel-18, 'F'): Updates to RangingSL Positioning service exposure though PC5
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308629
	CR
	23.586 CR0009 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309492, merging S2-2308989, S2-2308952 and S2-2308837
	Revised
	S2-2309492

	9.5.2
	S2-2308630
	CR
	23.586 CR0010 (Rel-18, 'F'): Updates to QoS Handling
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308631
	CR
	23.586 CR0011 (Rel-18, 'F'): Updates to Protocols between UE and LMF
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308633
	LS OUT
	[DRAFT] Reply LS on LS to SA WG2 on sidelink positioning agreements
	Xiaomi
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.7.2
	S2-2308634
	CR
	23.304 CR0307 (Rel-18, 'F'): Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309479.
	Revised
	S2-2309479

	9.24.2
	S2-2308635
	DISCUSSION
	Discussion on Equivalent SNPN used by UE for Localized Services
	MediaTek Inc.
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308636
	CR
	23.501 CR4750 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309675, merging S2-2308669.
	Revised
	S2-2309675

	9.24.2
	S2-2308637
	CR
	23.501 CR4751 (Rel-18, 'F'): Alt. 2 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.25.2
	S2-2308638
	CR
	23.503 CR1106 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309421.
	Revised
	S2-2309421

	9.2.2
	S2-2308639
	CR
	23.401 CR3741 (Rel-18, 'C'): Satellite Coverage Availability Information IoT NTN
	MediaTek Inc., Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2308640
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEes
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308641
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period support in non-3GPP
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2308642
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.12.2
	S2-2308643
	CR
	23.501 CR4752 (Rel-18, 'F'): ECN marking for when L4S is no longer supported
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308644
	CR
	23.503 CR1107 (Rel-18, 'F'): Congestion information exposure to AF
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308645
	CR
	23.501 CR4753 (Rel-18, 'F'): Clarify the use of PDU Set QoS handling
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308646
	CR
	23.501 CR4754 (Rel-18, 'F'): Clarify power saving handing
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308647
	CR
	23.502 CR4304 (Rel-18, 'F'): Clarify procedures to support ECN marking for L4S.
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.7.2
	S2-2308648
	CR
	23.304 CR0308 (Rel-18, 'F'): Clarification on 5G ProSe additional parameters announcement
	MediaTek Inc.
	Rel-18
	5G_ProSe_Ph2
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308649
	LS OUT
	[DRAFT] Reply LS on 5G ProSe additional parameters announcement procedure
	MediaTek Inc.
	Rel-18
	5G_ProSe_Ph2
	Response to S2-2308292. Noted in parallel session
	Noted
	

	9.3.2
	S2-2308650
	CR
	23.501 CR4755 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309710, merging S2-2309708
	Revised
	S2-2309710

	9.3.2
	S2-2308651
	CR
	23.501 CR4756 (Rel-18, 'F'): SMF and PCF handling (DNN, S-NSSAI) combination for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308652
	CR
	23.501 CR4757 (Rel-18, 'D'): PEGC subscription data correction
	Vivo
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2308653
	CR
	23.501 CR4758 (Rel-18, 'F'): AF influence of PIN indirect communication
	Vivo
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2308654
	CR
	23.501 CR4759 (Rel-18, 'F'): Correct PDU Session Establishement for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308655
	CR
	23.501 CR4760 (Rel-18, 'D'): Enabling PEMC manage PIN via UPF local switch
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308656
	CR
	23.501 CR4761 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309539.
	Revised
	S2-2309539

	9.3.2
	S2-2308657
	CR
	23.502 CR4305 (Rel-18, 'F'): Complement of service parameters for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308658
	CR
	23.502 CR4306 (Rel-18, 'F'): Handling of service parameters with PIN ID
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308659
	CR
	23.503 CR1108 (Rel-18, 'F'): Subscription data handling by PCF for PIN
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309531.
	Revised
	S2-2309531

	9.3.2
	S2-2308660
	CR
	23.503 CR1109 (Rel-18, 'F'): URSP parameters applicable for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308661
	CR
	23.501 CR4762 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308662
	CR
	23.502 CR4307 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308663
	CR
	23.501 CR4763 (Rel-18, 'F'): Remove AF traffic influence for PIN-DN communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revised in parallel session to S2-2309536.
	Revised
	S2-2309536

	9.3.2
	S2-2308664
	CR
	23.502 CR4308 (Rel-18, 'D'): Correction to procedure for PIN service
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.25.2
	S2-2308665
	CR
	23.503 CR1110 (Rel-18, 'F'): Correction to Policy control decisions based on awareness of URSP rule enforcement
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308666
	CR
	23.502 CR4309 (Rel-18, 'F'): Correction to UE or network requested PDU Session Modification procedure for URSP rule enforcement reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308667
	CR
	23.502 CR4310 (Rel-18, 'F'): Correction to Forwarding of URSP Rule Enforcement Information
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308668
	CR
	23.503 CR1111 (Rel-18, 'F'): Correction to AF guidance on URSP Rule determination to the VPLMN
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Merged into S2-2309497
	Merged
	

	9.24.2
	S2-2308669
	CR
	23.501 CR4764 (Rel-18, 'F'): Equivalent SNPN for Localised Services
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Merged into S2-2309675
	Merged
	

	9.24.2
	S2-2308670
	CR
	23.501 CR4765 (Rel-18, 'F'): Remove EN from Annex N.6
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Merged into S2-2309676
	Merged
	

	9.24.2
	S2-2308671
	CR
	23.501 CR4766 (Rel-18, 'F'): Remove time validity check from UDM in the credential holder for UE registering to SNPN providing access to localised services
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.9.2
	S2-2308672
	CR
	23.502 CR4311 (Rel-18, 'F'): Corrections on assistance for member UE selection
	Samsung
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308673
	CR
	23.502 CR4312 (Rel-18, 'F'): Corrections to external parameter provisioning by AI/ML application
	Samsung, OPPO
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309452.
	Revised
	S2-2309452

	9.15.2
	S2-2308675
	CR
	23.501 CR4245R1 (Rel-18, 'F'): Clarifications on ATSSS-LL functionality support with respect to Redundant Steering Mode and MPQUIC functionality
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of (noted) S2-2304222 from S2#156E. Noted in parallel session
	Noted
	

	9.15.2
	S2-2308676
	CR
	23.501 CR4767 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309470.
	Revised
	S2-2309470

	9.15.2
	S2-2308677
	CR
	23.502 CR4314 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309471.
	Revised
	S2-2309471

	9.18.2
	S2-2308680
	CR
	23.501 CR4768 (Rel-18, 'F'): Minor corrections on KI#5 TL-Container parameters and exchange, to align with IEEE
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.25.2
	S2-2308681
	CR
	23.502 CR4315 (Rel-18, 'F'): Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309502.
	Revised
	S2-2309502

	9.25.2
	S2-2308682
	CR
	23.503 CR1114 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309422.
	Revised
	S2-2309422

	9.25.2
	S2-2308683
	CR
	23.503 CR1115 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309423.
	Revised
	S2-2309423

	10.5
	S2-2308684
	WID NEW
	Non Home Network Data Services
	Nokia, Nokia Shanghai Bell, AT&T
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308685
	WID NEW
	URSP Update based on unsuccessful Secondary Authentication
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Not Handled
	-
	

	9.25.2
	S2-2308687
	DISCUSSION
	Discussion paper on interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308688
	CR
	23.502 CR4316 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308689
	CR
	23.503 CR1116 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.32
	S2-2308690
	LS OUT
	[DRAFT] Reply LS (S5-232244) on CHF Logic Realization wrt/ Spending Limits functionality
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revised to S2-2309458.
	Revised
	S2-2309458

	9.32
	S2-2308691
	CR
	23.502 CR4317 (Rel-18, 'F'): Correction on SLAMUP procedure
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revised to S2-2309459.
	Revised
	S2-2309459

	10.5
	S2-2308692
	DISCUSSION
	Discussion on the update of the AIML SID
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	9.17.2
	S2-2308693
	CR
	23.501 CR4769 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309792.
	Revised
	S2-2309792

	9.17.2
	S2-2308694
	CR
	23.502 CR4318 (Rel-18, 'F'): Corrections on handling the AF traffic influencing request for HR-SBO PDU Sessions
	Ericsson
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.17.2
	S2-2308695
	CR
	23.502 CR4319 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309793.
	Revised
	S2-2309793

	9.17.2
	S2-2308696
	CR
	23.548 CR0167 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308697
	CR
	23.548 CR0112R5 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - offload policy structure
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of (revised and APPROVED) S2-2306667 from S2#157 Not Handled
	-
	

	9.17.2
	S2-2308698
	CR
	23.548 CR0168 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - resolving Overlapping UE IP EN
	Ericsson
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	6.1
	S2-2308699
	CR
	23.502 CR4320 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revised in parallel session to S2-2309646.
	Revised
	S2-2309646

	8.9
	S2-2308700
	DISCUSSION
	Discussion on MBS Session Update with MBS service area update
	Ericsson
	Rel-17
	
	Noted
	Noted
	

	8.9
	S2-2308701
	CR
	23.247 CR0281 (Rel-17, 'F'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-17
	5MBS
	Revised to S2-2309558.
	Revised
	S2-2309558

	8.9
	S2-2308702
	CR
	23.247 CR0282 (Rel-18, 'A'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-18
	5MBS
	Revised to S2-2309559 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2308703
	LS OUT
	[DRAFT] Rely to LS on MBS service area update clarification
	Ericsson
	Rel-17
	5MBS, MCOver5MBS, eSEAL
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308704
	DISCUSSION
	Discussion on PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308705
	CR
	23.247 CR0200R1 (Rel-17, 'F'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Revision of (postponed) S2-2304139 from S2#157. Revised to S2-2309560 (withdrawn). Postponed
	RevisedPostponed
	S2-2309560

	8.9
	S2-2308706
	CR
	23.247 CR0201R1 (Rel-18, 'A'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-18
	5MBS
	Revision of (postponed) S2-2304140 from S2#157. Revised to S2-2309561 (withdrawn). Postponed
	RevisedPostponed
	S2-2309561

	8.9
	S2-2308707
	CR
	23.247 CR0283 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revised to S2-2309564.
	Revised
	S2-2309564

	8.9
	S2-2308708
	CR
	23.247 CR0284 (Rel-18, 'A'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-18
	5MBS
	Revised to S2-2309565.
	Revised
	S2-2309565

	9.10.2
	S2-2308709
	CR
	23.502 CR4321 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309607.
	Revised
	S2-2309607

	9.10.2
	S2-2308710
	CR
	23.247 CR0285 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309608.
	Revised
	S2-2309608

	9.10.2
	S2-2308711
	CR
	23.247 CR0286 (Rel-18, 'F'): Convertingthe requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised to S2-2309383
	Revised
	S2-2309383

	8.8
	S2-2308712
	CR
	23.304 CR0309 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309540.
	Revised
	S2-2309540

	8.8
	S2-2308713
	CR
	23.304 CR0310 (Rel-17, 'F'): Reference point alignment with TS33.503
	Ericsson
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309541.
	Revised
	S2-2309541

	8.8
	S2-2308714
	CR
	23.304 CR0311 (Rel-18, 'A'): Reference point alignment with TS33.503
	Ericsson
	Rel-18
	5G_ProSe
	Revised in parallel session to S2-2309542.
	Revised
	S2-2309542

	7.17
	S2-2308715
	DISCUSSION
	Discussion on 5G-SRVCC from NG-RAN to UTRAN and MT services
	Ericsson
	
	5G_SRVCC, TEI17
	Not Handled
	-
	

	9.38
	S2-2308716
	CR
	23.501 CR4770 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised in parallel session to S2-2309601.
	Revised
	S2-2309601

	9.38
	S2-2308717
	CR
	23.502 CR4322 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised in parallel session to S2-2309602.
	Revised
	S2-2309602

	9.38
	S2-2308718
	DISCUSSION
	DP_Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Not Handled
	-
	

	9.38
	S2-2308719
	CR
	23.501 CR4771 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-
	

	9.38
	S2-2308720
	CR
	23.502 CR4323 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-
	

	9.38
	S2-2308721
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Response to S2-2308320. Revised in parallel session to S2-2309599.
	Revised
	S2-2309599

	7.4
	S2-2308722
	CR
	23.502 CR4324 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revised in parallel session to S2-2309910, merging S2-2309010.
	Revised
	S2-2309910

	7.4
	S2-2308723
	LS OUT
	[DRAFT] Reply LS on Network Triggered Service Request for a UE in Suspend State
	Ericsson
	Rel-17
	5G_CIoT, TEI17
	Response to S2-2308303. Revised in parallel session to S2-2309911.
	Revised
	S2-2309911

	9.37
	S2-2308724
	CR
	23.501 CR4772 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revised in parallel session to S2-2309685.
	Revised
	S2-2309685

	9.37
	S2-2308725
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	Ericsson
	Rel-18
	VMR, NR_mobile_IAB-Core
	Response to S2-2308318. Revised in parallel session to S2-2309686.
	Revised
	S2-2309686

	9.3.2
	S2-2308726
	CR
	23.501 CR4773 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Wrong WI Code (5G_PIN). Revised to S2-2309380
	Revised
	S2-2309380

	9.37
	S2-2308727
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period during Network congestion
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2308728
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period for Dual Registered UEs
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308729
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period support in non-3GPP
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	8.11
	S2-2308730
	CR
	23.501 CR4774 (Rel-17, 'F'): Removal of Editor s note for NTN tracking area handling
	Ericsson
	Rel-17
	5GSAT_ARCH
	Agreed in parallel session. Block approved
	Agreed
	

	8.11
	S2-2308731
	CR
	23.501 CR4775 (Rel-18, 'A'): Removal of Editor s note for NTN tracking area handling
	Ericsson
	Rel-18
	5GSAT_ARCH
	Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2308732
	CR
	23.501 CR4776 (Rel-18, 'F'): Updates to discontinous coverage to remove editor s note
	Ericsson
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	7.2
	S2-2308733
	CR
	23.316 CR2108 (Rel-17, 'F'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-17
	5WWC
	. Revised in parallel session to S2-2309655.
	Revised
	S2-2309655

	7.2
	S2-2308734
	CR
	23.316 CR2109 (Rel-18, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-18
	5WWC
	Revised in parallel session to S2-2309656.
	Revised
	S2-2309656

	10.5
	S2-2308735
	SID NEW
	New SID on MASQUE for Enhanced Traffic Management.
	Ericsson
	
	
	Not Handled
	-
	

	9.37
	S2-2308736
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Ericsson
	Rel-18
	5GSATB
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2308737
	CR
	23.503 CR1117 (Rel-18, 'F'): Triggering of QoS monitoring in case of satellite backhaul
	Ericsson
	Rel-18
	5GSATB
	Merged into S2-2309683
	Merged
	

	9.30
	S2-2308738
	CR
	23.502 CR4325 (Rel-18, 'F'): Correction of EAP-based secondary authentication in EPC
	Ericsson
	Rel-18
	TEI18_SDNAEPC
	Revised to S2-2309457.
	Revised
	S2-2309457

	9.6.2
	S2-2308739
	CR
	23.273 CR0402 (Rel-18, 'F'): Fix Modification of User Plane Connection between UE and LMF
	Ericsson, Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309617.
	Revised
	S2-2309617

	9.6.2
	S2-2308740
	CR
	23.273 CR0403 (Rel-18, 'F'): Fix Missing Interface between LMF and GMLC
	Ericsson
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309616, merging S2-2308983.
	Revised
	S2-2309616

	9.5.2
	S2-2308741
	CR
	23.586 CR0013 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309488, merging S2-2309197
	Revised
	S2-2309488

	9.5.2
	S2-2308742
	CR
	23.586 CR0014 (Rel-18, 'F'): Fix Ranging Architecture figures and interfaces
	Ericsson
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309490.
	Revised
	S2-2309490

	9.5.2
	S2-2308743
	CR
	23.586 CR0015 (Rel-18, 'F'): Remove Ranging/SL Positioning service exposure though 5GC network via NEF
	Ericsson
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308744
	CR
	23.586 CR0016 (Rel-18, 'F'): Clarify message request type to AMF in case of Exposure though 5GC network via control plane
	Ericsson
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	8.7
	S2-2308745
	DISCUSSION
	Reliable location information as a combined report of a UE-provided precise location information and a reliable NG-RAN-based location information.
	Ericsson
	Rel-17
	ID_UAS, 5G_eLCS_ph2
	Noted in parallel session
	Noted
	

	8.14
	S2-2308746
	CR
	23.273 CR0404 (Rel-17, 'F'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	Ericsson, AT&T, Verizon
	Rel-17
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-
	

	8.14
	S2-2308747
	CR
	23.273 CR0405 (Rel-18, 'A'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308748
	CR
	23.256 CR0106 (Rel-17, 'F'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-17
	5G_eLCS_Ph2, ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308749
	CR
	23.256 CR0107 (Rel-18, 'A'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_Ph2, ID_UAS
	Revised to S2-2309379
	Revised
	S2-2309379

	10.5
	S2-2308750
	WID NEW
	TEI19-MINPA: Minimize the number of Policy Associations
	Ericsson, AT&T, Verizon, Oracle
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308751
	SID NEW
	Study on Network Sharing Enhancement_Ph1
	Ericsson (Moderator)
	Rel-19
	
	Revised to S2-2309921 (withdrawn). Noted
	RevisedNoted
	S2-2309921

	9.12.2
	S2-2308752
	CR
	23.501 CR4671R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities
	Charter Communications, Inc
	Rel-18
	XRM
	Revision of (unhandled) S2-2307286 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2308753
	CR
	23.502 CR4233R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities
	Charter Communications, Inc
	Rel-18
	XRM
	Revision of (unhandled) S2-2307296 from S2#157 Not Handled
	-
	

	10.5
	S2-2308754
	SID NEW
	Study on 5G support for Femto
	NTT DOCOMO (Moderator)
	Rel-19
	
	Revised to S2-2309922.
	Revised
	S2-2309922

	9.23.2
	S2-2308755
	CR
	23.288 CR0874 (Rel-18, 'F'): Update to procedure for Rating untrusted AF data sources
	Intel
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308756
	CR
	23.288 CR0875 (Rel-18, 'F'): Correction to include extended maximum response time
	Intel
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308757
	CR
	23.288 CR0876 (Rel-18, 'F'): Correction to ML Model Accuracy information support
	Intel
	Rel-18
	eNA_Ph3
	Revised to S2-2309574 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308758
	CR
	23.288 CR0877 (Rel-18, 'F'): Correction to MLModelManagement_Delete service operation
	Intel
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309589 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308759
	CR
	23.501 CR4777 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309469.
	Revised
	S2-2309469

	9.2.2
	S2-2308760
	CR
	23.501 CR4778 (Rel-18, 'F'): 5GSAT_Ph2 Overload Control Timer Handling
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.25.2
	S2-2308761
	CR
	23.501 CR4724R1 (Rel-18, 'F'): Adding URSP delivery over EPS capability in PCF profile in NRF
	Oracle, Ericsson, Verizon UK Ltd
	Rel-18
	eUEPO
	Revision of S2-2308550 Not Handled
	-
	

	9.11.2
	S2-2308762
	CR
	23.501 CR4582R2 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of (revised and postponed) S2-2306451 from S2#157. Revised in parallel session to S2-2309515.
	Revised
	S2-2309515

	9.11.2
	S2-2308763
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Response to S2-2308322. Revised in parallel session to S2-2309518, merging S2-2309289
	Revised
	S2-2309518

	9.11.2
	S2-2308764
	CR
	23.501 CR4583R1 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2306452 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2308765
	CR
	23.502 CR4326 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308766
	CR
	23.501 CR4779 (Rel-18, 'F'): Updates on S-NSSAI Location Availability information
	Ericsson
	Rel-18
	eNS_Ph3
	Merged into S2-2309522
	Merged
	

	9.11.2
	S2-2308767
	CR
	23.501 CR4780 (Rel-18, 'F'): Handling at expiry of S-NSSAI validity time
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308768
	CR
	23.501 CR4781 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308769
	CR
	23.502 CR4327 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308770
	DISCUSSION
	Support of partially rejected, Partially Allowed NSSAI and Target NSSAI
	Ericsson, Deutsche Telecom
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308771
	CR
	23.501 CR4782 (Rel-18, 'F'): Support of Partially Allowed NSSAI and Target NSSAI
	Ericsson, Deutsche Telekom, Bell Mobility
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308772
	LS OUT
	(DRAFT) LS on Support of Partially Allowed NSSAI and Target NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	Not Handled
	

	9.11.2
	S2-2308773
	CR
	23.501 CR4783 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used to determine RFSP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308774
	CR
	23.503 CR1118 (Rel-18, 'F'): S-NSSAIs used to determine RFSP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.25.2
	S2-2308775
	CR
	23.502 CR4282R1 (Rel-18, 'F'): UE-PCF stores indication of support of URSP delivery in EPS in UDR
	Oracle, Ericsson, Verizon UK Ltd
	Rel-18
	eUEPO
	Revision of S2-2308551 Not Handled
	-
	

	9.24.2
	S2-2308776
	DISCUSSION
	SNPN reselection mechanisms during automatic network selection for localized service
	Ericsson
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308777
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Response to S2-2308277. Revised in parallel session to S2-2309672.
	Revised
	S2-2309672

	9.24.2
	S2-2308778
	CR
	23.501 CR4784 (Rel-18, 'F'): Method for exchange info to determine SNPN selection
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309676, merging S2-2308670 and S2-2308886.
	Revised
	S2-2309676

	9.24.2
	S2-2308779
	CR
	23.501 CR4785 (Rel-18, 'F'): ENPN_Ph2 general clean up
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308780
	CR
	23.503 CR1119 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308781
	CR
	23.402 CR3001 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308782
	CR
	23.501 CR4786 (Rel-18, 'F'): SNPN N3WIF FQDN terminology alignment with stage 3
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309673.
	Revised
	S2-2309673

	9.24.2
	S2-2308783
	LS OUT
	[DRAFT] LS on SNPN Identifier based N3IWF FQDN
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309674.
	Revised
	S2-2309674

	10.5
	S2-2308784
	DISCUSSION
	Observations and views on Network Sharing Enhancements moderated discussion as requested by the moderator
	Comcast
	Rel-19
	
	Not Handled
	-
	

	9.11.2
	S2-2308785
	CR
	23.502 CR4203R2 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Revision of (postponed) S2-2306894 from S2#157. Confirm Spec version used - CR states 18.1.0! Not Handled
	-
	

	9.11.2
	S2-2308786
	CR
	23.502 CR4328 (Rel-18, 'F'): Support of network slice replacement event exposure
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.2.2
	S2-2308787
	CR
	23.502 CR4329 (Rel-18, 'F'): 5GSAT_Ph2 Adding Discontinuous coverage maximum NAS signalling wait time
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.11.2
	S2-2308788
	LS OUT
	[DRAFT] Reply LS on Network Slice Replacement Procedure
	Samsung
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Revised in parallel session to S2-2309520.
	Revised
	S2-2309520

	9.11.2
	S2-2308789
	CR
	23.501 CR4787 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.9.2
	S2-2308791
	CR
	23.502 CR4330 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Noted in parallel session
	Noted
	

	9.9.2
	S2-2308792
	CR
	23.502 CR4331 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Noted in parallel session
	Noted
	

	9.9.2
	S2-2308793
	CR
	23.502 CR4332 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308794
	CR
	23.502 CR4333 (Rel-18, 'D'): R18 AIMLsys_KI1_23502 CR for reference correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Merged into S2-2309448
	Merged
	

	10.5
	S2-2308796
	DISCUSSION
	The Discussion on the study on AIML enhancements
	China Mobile
	Rel-19
	
	Not Handled
	-
	

	9.14.2
	S2-2308797
	CR
	23.228 CR1335 (Rel-18, 'B'): Add Function Description for DCSF in AC.9.2
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308798
	CR
	23.228 CR1336 (Rel-18, 'B'): Add Function Description in AC.2.2
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308799
	CR
	23.228 CR1337 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309638.
	Revised
	S2-2309638

	9.14.2
	S2-2308800
	CR
	23.228 CR1338 (Rel-18, 'F'): Modification of Bootstrap Data Channel Setup Signalling Procedure
	ZTE
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2308801
	CR
	23.228 CR1339 (Rel-18, 'F'): Update on IMS Data Channel Service Subscription
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.7.2
	S2-2308802
	CR
	23.304 CR0313 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309478, merging S2-2309052
	Revised
	S2-2309478

	9.7.2
	S2-2308803
	CR
	23.304 CR0314 (Rel-18, 'F'): Update on 5G ProSe Authorised Information for NG_RAN
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.7.2
	S2-2308804
	CR
	23.304 CR0315 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309476.
	Revised
	S2-2309476

	10.5
	S2-2308805
	DISCUSSION
	The Discussion on Architecture Enhancement for Integrated Sensing and Communication
	China Mobile
	Rel-19
	
	Not Handled
	-
	

	9.23.2
	S2-2308806
	CR
	23.501 CR4788 (Rel-18, 'F'): Add FL capability and ML model training related services
	CMCC, Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308807
	CR
	23.288 CR0878 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309584.
	Revised
	S2-2309584

	9.23.2
	S2-2308808
	CR
	23.288 CR0879 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309590.
	Revised
	S2-2309590

	9.23.2
	S2-2308809
	CR
	23.288 CR0880 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309591.
	Revised
	S2-2309591

	9.23.2
	S2-2308810
	CR
	23.288 CR0881 (Rel-18, 'F'): Modification to Federated Learning feature description and call flow
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308811
	CR
	23.288 CR0882 (Rel-18, 'F'): Updates for ML Model provisioning related procedures and services
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308812
	CR
	23.288 CR0883 (Rel-18, 'F'): Updates for ML Model training related procedures and services
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.12.2
	S2-2308813
	CR
	23.502 CR4335 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revised in parallel session to S2-2309428, merging S2-2308587
	Revised
	S2-2309428

	9.25.2
	S2-2308814
	CR
	23.502 CR4336 (Rel-18, 'F'): Correction of PCF for session receives PCF (PCF for UE) binding information
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308815
	CR
	23.502 CR4337 (Rel-18, 'F'): URSP rule enforcement from roaming UE
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308816
	CR
	23.503 CR1120 (Rel-18, 'F'): Not reporting URSP rule enforcement other then connection capability
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.17.2
	S2-2308817
	CR
	23.502 CR4338 (Rel-18, 'F'): Configuration of ECS address in roaming
	Vivo
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2308818
	CR
	23.548 CR0169 (Rel-18, 'F'): Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	Vivo
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309797.
	Revised
	S2-2309797

	9.17.2
	S2-2308819
	CR
	23.548 CR0170 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Confirm Specification Number - CR states 23.502! New CR number will be needed if for 23.502. Revised in parallel session to S2-2309802.
	Revised
	S2-2309802

	9.17.2
	S2-2308820
	CR
	23.548 CR0171 (Rel-18, 'F'): DNS server reselection based on common DNAI
	Vivo
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309790.
	Revised
	S2-2309790

	6.6
	S2-2308821
	LS OUT
	[DRAFT] LS reply on UE handling UPSI
	vivo
	Rel-17
	5GS_Ph1, TEI17
	Response to S2-2308295. Noted in parallel session
	Noted
	

	6.6
	S2-2308822
	CR
	23.503 CR1121 (Rel-17, 'F'): UE Policy determination during PCF relocation
	Vivo
	Rel-17
	5GS_Ph1, TEI17
	Check Acronym (5GS_Ph1, TEI-17)! Not Handled
	-
	

	9.9.2
	S2-2308823
	CR
	23.501 CR4789 (Rel-18, 'F'): NEF address pre-configuration and NEF function update to support AIML operation
	Vivo
	Rel-18
	AIMLsys
	Merged into S2-2309446
	Merged
	

	9.9.2
	S2-2308824
	CR
	23.502 CR4339 (Rel-18, 'F'): NWDAF provides service experience type to NEF for member selection
	Vivo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308825
	CR
	23.288 CR0884 (Rel-18, 'F'): Correction on MLModelInfo service
	Vivo
	Rel-18
	eNA_Ph3
	Noted
	Noted
	

	9.23.2
	S2-2308826
	CR
	23.288 CR0885 (Rel-18, 'F'): Corrections on AnLF-assisted MTLF monitoring procedure
	Vivo
	Rel-18
	eNA_Ph3
	Revised to S2-2309575.
	Revised
	S2-2309575

	9.23.2
	S2-2308827
	CR
	23.288 CR0886 (Rel-18, 'F'): Corrections on MTLF based ML Model Monitoring
	Vivo
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2308828
	CR
	23.304 CR0316 (Rel-18, 'F'): Some corrections to general descriptions
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308829
	CR
	23.304 CR0317 (Rel-18, 'F'): Correction on ProSe Communication via Layer-2 U2U Relay
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308830
	CR
	23.304 CR0318 (Rel-18, 'F'): ProSe authorization information for UE-to-UE Relay
	CATT
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.7.2
	S2-2308831
	CR
	23.304 CR0319 (Rel-18, 'F'): Correction on Layer-2 U2U Relay Communication with integrated Discovery
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308832
	CR
	23.304 CR0320 (Rel-18, 'F'): Correction on Layer-3 U2U Relay link identifier update procedure
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.3.2
	S2-2308833
	CR
	23.501 CR4790 (Rel-18, 'F'): Clarification on subscription information for PIN service
	CATT
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308834
	CR
	23.502 CR4340 (Rel-18, 'F'): Clarification on subscribed S-NSSAI and DNN for PIN service
	CATT
	Rel-18
	PIN
	Not Handled
	-
	

	9.5.2
	S2-2308835
	CR
	23.502 CR4341 (Rel-18, 'F'): Update on Ranging/SL Positioning subscription data and capability
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308836
	CR
	23.503 CR1122 (Rel-18, 'F'): Ranging/SL Positioning policy information
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308837
	CR
	23.586 CR0017 (Rel-18, 'F'): Removal of Assistant UE descriptions
	CATT
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.5.2
	S2-2308838
	CR
	23.586 CR0018 (Rel-18, 'F'): Correction on authorization information to NG-RAN
	CATT
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309487.
	Revised
	S2-2309487

	9.5.2
	S2-2308839
	CR
	23.586 CR0019 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309494.
	Revised
	S2-2309494

	9.5.2
	S2-2308840
	CR
	23.586 CR0020 (Rel-18, 'F'): Protocol stack for RSPP transport
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.37
	S2-2308841
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	LG Electronics
	Rel-18
	NR_mobile_IAB-Core, VMR
	Response to S2-2308318. Merged into S2-2309686
	Merged
	

	7.3
	S2-2308842
	CR
	23.502 CR4342 (Rel-16, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-16
	ATSSS
	Noted in parallel session
	Noted
	

	7.3
	S2-2308843
	CR
	23.502 CR4343 (Rel-17, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-17
	ATSSS
	Noted in parallel session
	Noted
	

	7.3
	S2-2308844
	CR
	23.502 CR4344 (Rel-18, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revised in parallel session to S2-2309913, merging S2-2308911 and S2-2309067.
	Revised
	S2-2309913

	9.11.2
	S2-2308845
	DISCUSSION
	Discussion on Network Slice Replacement event report to the AF.
	LG Electronics
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308846
	CR
	23.502 CR4345 (Rel-18, 'F'): Support of Network Slice Replacement event report to the AF
	LG Electronics
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308847
	CR
	23.503 CR1123 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309519, merging S2-2309300 and S2-2308538
	Revised
	S2-2309519

	9.11.2
	S2-2308848
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	LG Electronics
	Rel-18
	FS_MS_NS_Ph2, eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.15.2
	S2-2308849
	CR
	23.502 CR4346 (Rel-18, 'F'): Removing UE capability report on non-3GPP access leg over EPC
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308850
	CR
	23.501 CR4791 (Rel-18, 'F'): Clarification on non-3GPP path switching capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308851
	CR
	23.502 CR4347 (Rel-18, 'F'): Removal of non-3GPP path switching capability between V-SMF and H-SMF
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309467.
	Revised
	S2-2309467

	9.15.2
	S2-2308852
	CR
	23.502 CR4348 (Rel-18, 'F'): Clarification on status of PDU Sessions that are not requested to be moved to the new non-3GPP access
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.24.2
	S2-2308853
	CR
	23.501 CR4792 (Rel-18, 'F'): Clarification on network access control when a UE attemps to access SNPN
	LG Electronics
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.37
	S2-2308854
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2308855
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308856
	LS OUT
	[DRAFT] Reply LS on Unavailability period support in non-3GPP
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.12.2
	S2-2308857
	CR
	23.503 CR1124 (Rel-18, 'F'): Alignment of 5GS information exposure
	OPPO
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308858
	CR
	23.501 CR4793 (Rel-18, 'F'): Resolve the EN on the Non-homogenous support of PDU set based handling
	OPPO
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308859
	CR
	23.501 CR4794 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE
	OPPO
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308860
	CR
	23.502 CR4349 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE
	OPPO
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.2.2
	S2-2308861
	CR
	23.501 CR4795 (Rel-18, 'F'): Resolve the EN on discontinuous coverage maximum wait time
	OPPO
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308862
	CR
	23.401 CR3742 (Rel-18, 'F'): Alignment of discontinuous coverage maximum wait time
	OPPO
	Rel-18
	5GSAT_Ph2
	Noted in parallel session
	Noted
	

	8.7
	S2-2308863
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Samsung
	Rel-17
	
	Response to S2-2308335. Revised in parallel session to S2-2309526.
	Revised
	S2-2309526

	9.36
	S2-2308864
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Samsung
	Rel-18
	
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.7.2
	S2-2308865
	CR
	23.304 CR0321 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309482, merging S2-2309302
	Revised
	S2-2309482

	9.11.2
	S2-2308866
	LS OUT
	[DRAFT] Reply LS on NSACF Role and NSAC Service Area
	Samsung
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.7.2
	S2-2308867
	DISCUSSION
	Issues with UE-to-UE Relay Discovery .
	Apple
	
	
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308868
	LS OUT
	[DRAFT] Reply LS on UE implementing the de-registration inactivity timer
	Samsung
	Rel-18
	
	Response to S2-2308279. Not Handled
	Not Handled
	

	9.12.2
	S2-2308869
	CR
	23.502 CR4350 (Rel-18, 'F'): AF request for ECN Marking
	Apple, Meta USA
	Rel-18
	XRM
	Check Affected Clauses! Not Handled
	-
	

	9.12.2
	S2-2308870
	CR
	23.501 CR4796 (Rel-18, 'F'): Notification to AF on status change of ECN marking for L4S
	Apple, Meta USA
	Rel-18
	XRM
	Check Affected Clauses! Merged into S2-2309445
	Merged
	

	9.2.2
	S2-2308871
	CR
	23.501 CR4797 (Rel-18, 'F'): Clarification and EN resolution for Discontinuous Coverage
	LG Electronics
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308872
	CR
	23.502 CR4351 (Rel-18, 'F'): Corrections to Discontinuous Coverage related procedures
	LG Electronics
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	10.5
	S2-2308873
	DISCUSSION
	Discussion on R-19 signalling storm and NF operational use cases way forward.
	OPPO
	Rel-19
	
	Not Handled
	-
	

	9.9.2
	S2-2308874
	CR
	23.502 CR4352 (Rel-18, 'F'): Corrections to Procedures for Member UE Selection Assistance
	LG Electronics
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308875
	CR
	23.501 CR4798 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309593.
	Revised
	S2-2309593

	9.23.2
	S2-2308876
	CR
	23.288 CR0887 (Rel-18, 'F'): Alignment of parameters for Federated Learning operation
	LG Electronics
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	8.9
	S2-2308877
	LS OUT
	[DRAFT] Reply LS on MBS service area update failure clarification
	Huawei, HiSilicon
	Rel-17
	5MBS, MCOver5MBS
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308878
	CR
	23.247 CR0287 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revised to S2-2309566.
	Revised
	S2-2309566

	8.9
	S2-2308879
	CR
	23.247 CR0288 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revised to S2-2309567.
	Revised
	S2-2309567

	8.9
	S2-2308880
	CR
	23.247 CR0289 (Rel-17, 'F'): On the update of MBS service area and MB-SMF in 23.247
	Huawei, HiSilicon
	Rel-17
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308881
	CR
	23.247 CR0290 (Rel-18, 'A'): On the update of MBS service area and MB-SMF in 23.247
	Huawei, HiSilicon
	Rel-18
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308882
	DISCUSSION
	Discussion on the MBS service area issue
	Huawei, HiSilicon
	Rel-17
	5MBS
	Noted
	Noted
	

	10.5
	S2-2308883
	REPORT
	Rel-19 23Q3 Moderated Discussion: Multi-access (Dual 3GPP + ATSSS Enh)
	Apple (Moderator)
	Rel-19
	
	Revision of S2-2308505 Not Handled
	-
	

	6.5
	S2-2308884
	CR
	23.501 CR4647R1 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of (unhandled) S2-2307050 from S2#157. Check Affected Clauses! Revised in parallel session to S2-2309905.
	Revised
	S2-2309905

	9.24.2
	S2-2308885
	CR
	23.501 CR4799 (Rel-18, 'F'): Clarification on the validity information of equivalent SNPN
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308886
	CR
	23.501 CR4800 (Rel-18, 'F'): Clarification on the exchange of configuration information for SNPN selection
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Merged into S2-2309676
	Merged
	

	9.24.2
	S2-2308887
	CR
	23.501 CR4801 (Rel-18, 'F'): Clarification on the N3IWF FQDN
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Merged into S2-2309673
	Merged
	

	9.15.2
	S2-2308888
	CR
	23.502 CR4353 (Rel-18, 'F'): Clarification on the N3GPP path switching
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309468.
	Revised
	S2-2309468

	9.24.2
	S2-2308889
	CR
	23.501 CR4802 (Rel-18, 'F'): Clarification on network selection for accessing localized services
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308890
	CR
	23.501 CR4803 (Rel-18, 'F'): Clarification on NAI format in NSWO scenario
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	7.3
	S2-2308891
	CR
	23.502 CR4354 (Rel-17, 'F'): ATSSS_Secondary re-auth for MAPDU session
	Samsung
	Rel-17
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-
	

	9.9.2
	S2-2308892
	CR
	23.502 CR4355 (Rel-18, 'F'): Clarification on the PDTQ policy
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Merged into S2-2309453
	Merged
	

	9.9.2
	S2-2308893
	CR
	23.288 CR0888 (Rel-18, 'F'): Remove the EN regarding Network Performance analytics
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308894
	CR
	23.502 CR4356 (Rel-18, 'F'): Clarification on the time window(s) for selecting the candidate UE(s)
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308895
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3, AIMLsys
	Response to S2-2308301. Merged into S2-2309587
	Merged
	

	9.23.2
	S2-2308896
	CR
	23.502 CR4357 (Rel-18, 'F'): Clarification on the SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309586, merging S2-2309165
	Revised
	S2-2309586

	9.23.2
	S2-2308897
	CR
	23.288 CR0889 (Rel-18, 'F'): Clarification on the analytics exposure in roaming case
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Noted in parallel session
	Noted
	

	9.23.2
	S2-2308898
	CR
	23.288 CR0890 (Rel-18, 'F'): Remove the EN in roaming architecture
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Merged into S2-2309583
	Merged
	

	9.23.2
	S2-2308899
	CR
	23.501 CR4804 (Rel-18, 'F'): Updates for registration and discovery for FL entity
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308900
	CR
	23.288 CR0891 (Rel-18, 'F'): Clarification on registration and discovery procedure for FL
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308901
	CR
	23.288 CR0892 (Rel-18, 'F'): Clarificaiton on the ML model metric for FL
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308902
	CR
	23.288 CR0893 (Rel-18, 'F'): Update data collected by NWDAF for location Accuracy Analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308903
	CR
	23.288 CR0894 (Rel-18, 'F'): Update the description about Data collection profile registration
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309739.
	Revised
	S2-2309739

	9.23.2
	S2-2308904
	CR
	23.288 CR0895 (Rel-18, 'F'): Update the general description of ADRF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308905
	CR
	23.288 CR0896 (Rel-18, 'F'): Update the description of QoS Sustainability analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308906
	CR
	23.288 CR0897 (Rel-18, 'F'): Add the velocity estimation to the input data for relative proximity analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308907
	CR
	23.288 CR0898 (Rel-18, 'F'): Remove EN in Network Performance analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308908
	CR
	23.288 CR0899 (Rel-18, 'F'): Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309576.
	Revised
	S2-2309576

	7.3
	S2-2308909
	CR
	23.502 CR4358 (Rel-18, 'A'): ATSSS_Secondary re-auth for MAPDU session -Rel17
	Samsung
	Rel-18
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-
	

	9.18.2
	S2-2308910
	CR
	23.501 CR4805 (Rel-18, 'F'): Updating TRS_URLLC aspects in the general clause for User Plane Direct 5GS Information Exposure
	LG Electronics
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	7.3
	S2-2308911
	CR
	23.502 CR4359 (Rel-18, 'F'): ATSSS_Secondary re-auth for MAPDU session when one access is in 5GC and other in EPC
	Samsung
	Rel-18
	ATSSS_Ph3
	Merged into S2-2309913
	Merged
	

	9.12.2
	S2-2308912
	CR
	23.501 CR4806 (Rel-18, 'F'): Clarification on QoS Monitoring related descriptions
	LG Electronics
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308913
	CR
	23.501 CR4643R1 (Rel-18, 'F'): Packet filter for the L4S traffic
	CATT
	Rel-18
	XRM
	Revision of (unhandled) S2-2307032 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2308914
	CR
	23.501 CR4807 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308915
	CR
	23.503 CR1125 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308916
	CR
	23.501 CR4808 (Rel-18, 'C'): Remove the EN on the Non-homogenous support of PDU Set based handling in NG-RAN
	CATT
	Rel-18
	XRM
	Check Affected Clauses! Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308917
	CR
	23.502 CR4360 (Rel-18, 'C'): Non-homogenous support of PDU Set based handling
	CATT
	Rel-18
	XRM
	Merged into S2-2309808
	Merged
	

	9.12.2
	S2-2308918
	CR
	23.501 CR4809 (Rel-18, 'F'): Correct the ideal Data Burst start time
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308919
	CR
	23.501 CR4810 (Rel-18, 'C'): Remove the EN on UL PDU Set Handling
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308920
	CR
	23.501 CR4811 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revised in parallel session to S2-2309811.
	Revised
	S2-2309811

	6.6
	S2-2308921
	CR
	23.503 CR1126 (Rel-18, 'F'): Clarification for clause 6.2.1.2
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309909.
	Revised
	S2-2309909

	8.5
	S2-2308922
	CR
	23.502 CR4076R1 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of (noted) S2-2304841 from S2#157. Revised to S2-2309553.
	Revised
	S2-2309553

	8.5
	S2-2308923
	CR
	23.502 CR4077R1 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of (noted) S2-2304842 from S2#157. Revised to S2-2309554.
	Revised
	S2-2309554

	9.9.2
	S2-2308924
	CR
	23.502 CR4361 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309448, merging S2-2308794
	Revised
	S2-2309448

	9.12.2
	S2-2308925
	CR
	23.501 CR4812 (Rel-18, 'F'): Corrections for traffic characteristics parameters in Alternative QoS Profile
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.15.2
	S2-2308926
	CR
	23.501 CR4813 (Rel-18, 'F'): Clarifications on redundant steering mode for GBR QoS Flow
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309466 (withdrawn). Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308927
	CR
	23.503 CR1127 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309579.
	Revised
	S2-2309579

	9.23.2
	S2-2308928
	CR
	23.501 CR4630R1 (Rel-18, 'F'): Removal of duplicated statement on NEF (PFDF) subscribing to NWDAF for PFD determination analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306874 from S2#157. Merged into S2-2309727
	Merged
	

	9.23.2
	S2-2308929
	CR
	23.502 CR4202R1 (Rel-18, 'F'): Corrections for NWDAF-assisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306875 from S2#157. Merged into S2-2309580
	Merged
	

	9.12.2
	S2-2308930
	CR
	23.502 CR4362 (Rel-18, 'F'): Clarification on service operations for XRM service
	LG Electronics
	Rel-18
	XRM
	Not Handled
	-
	

	8.9
	S2-2308931
	CR
	23.247 CR0291 (Rel-17, 'F'): Correcting the figure and term
	ZTE
	Rel-17
	5MBS
	Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308932
	CR
	23.247 CR0292 (Rel-18, 'A'): Correcting the figure and term
	ZTE
	Rel-18
	5MBS
	Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308933
	CR
	23.247 CR0293 (Rel-17, 'F'): Clarification on the MBS Security function
	ZTE
	Rel-17
	5MBS
	Revised to S2-2309568.
	Revised
	S2-2309568

	8.9
	S2-2308934
	CR
	23.247 CR0294 (Rel-18, 'A'): Clarification on the MBS Security function
	ZTE
	Rel-18
	5MBS
	Revised to S2-2309569.
	Revised
	S2-2309569

	8.9
	S2-2308935
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	ZTE
	
	5MBS
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308936
	CR
	23.247 CR0295 (Rel-17, 'F'): Clarification on MBS service area update failure
	ZTE
	Rel-17
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308937
	CR
	23.247 CR0296 (Rel-18, 'A'): Clarification on MBS service area update failure
	ZTE
	Rel-18
	5MBS
	Not Handled
	-
	

	9.10.2
	S2-2308938
	CR
	23.247 CR0297 (Rel-18, 'F'): Resolving the EN on the RRC inactive assitant information
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309609.
	Revised
	S2-2309609

	9.10.2
	S2-2308939
	CR
	23.247 CR0298 (Rel-18, 'F'): Clarifcation on the RAN notifying the UE receiving the multicast MBS data in the RRC Inactive during group paging.
	ZTE
	Rel-18
	5MBS_Ph2
	Merged into S2-2309606
	Merged
	

	9.10.2
	S2-2308940
	CR
	23.247 CR0299 (Rel-18, 'F'): Resolving the EN on whether MBS assistance information is transferred in Xn.
	ZTE
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed
	

	9.10.2
	S2-2308941
	CR
	23.247 CR0300 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309605.
	Revised
	S2-2309605

	9.10.2
	S2-2308942
	CR
	23.247 CR0301 (Rel-18, 'F'): Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309610.
	Revised
	S2-2309610

	9.10.2
	S2-2308943
	CR
	23.247 CR0302 (Rel-18, 'F'): Proposal on the MBSBroadcast_ContextStatusNotify service operation
	ZTE
	Rel-18
	5MBS_Ph2
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308944
	CR
	23.502 CR4363 (Rel-18, 'F'): Clarification on the NEF service operation and procedure
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308945
	CR
	23.503 CR1128 (Rel-18, 'F'): Clarification on the AF Qos request
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308946
	CR
	23.501 CR4814 (Rel-18, 'F'): Clarification on the N6 jitter range, TSCAI and End of data burst
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308947
	CR
	23.501 CR4815 (Rel-18, 'F'): Modification to the Packet delay variation monitoring
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.6.2
	S2-2308948
	CR
	23.273 CR0406 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309618, merging S2-2309192.
	Revised
	S2-2309618

	9.6.2
	S2-2308949
	CR
	23.273 CR0407 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309620.
	Revised
	S2-2309620

	9.5.2
	S2-2308950
	CR
	23.586 CR0021 (Rel-18, 'F'): Clarification on the UE Ranging SL Positioning capability
	ZTE
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308951
	CR
	23.586 CR0022 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309493, merging S2-2308621
	Revised
	S2-2309493

	9.5.2
	S2-2308952
	CR
	23.586 CR0023 (Rel-18, 'F'): Proposal on the Assistant UE
	ZTE
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.5.2
	S2-2308953
	CR
	23.502 CR4364 (Rel-18, 'F'): Adding Ranging SL positioning to NRF service
	ZTE
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.18.2
	S2-2308954
	CR
	23.502 CR4365 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309438.
	Revised
	S2-2309438

	9.18.2
	S2-2308955
	CR
	23.502 CR4366 (Rel-18, 'F'): Clarification on time synchronization service based on the subscription
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309443.
	Revised
	S2-2309443

	9.9.2
	S2-2308956
	CR
	23.502 CR4367 (Rel-18, 'F'): Correction the UPF service operation
	Qualcomm Incorporated
	Rel-18
	AIMLsys
	Agreed in parallel session. Block approved
	Agreed
	

	10.5
	S2-2308957
	DISCUSSION
	Discussion on locally traffic routing for MA PDU session.
	China Telecom
	Rel-19
	
	Not Handled
	-
	

	9.17.2
	S2-2308958
	CR
	23.502 CR4368 (Rel-18, 'F'): Update the Nnef_TrafficInfluenceCreate to support NAT function deployed in UPF
	Qualcomm Incorporated, Nokia, Nokia Shanghai-Bell
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.23.2
	S2-2308959
	DISCUSSION
	Enhancement to support NAT in eNA.
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308960
	CR
	23.288 CR0900 (Rel-18, 'F'): Support NAT for UE data collection procedure
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.9.2
	S2-2308961
	CR
	23.502 CR4369 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission
	OPPO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308962
	CR
	23.503 CR1129 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission
	OPPO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.23.2
	S2-2308963
	CR
	23.288 CR0901 (Rel-18, 'F'): Movement behavior analytics updates
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308964
	CR
	23.288 CR0902 (Rel-18, 'F'): Terminology alignments regarding location granularity
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308965
	CR
	23.288 CR0825R1 (Rel-18, 'F'): Correction on input data collection of QoS sustainability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306599 from S2#157. Postponed in parallel session
	Postponed
	

	9.6.2
	S2-2308966
	CR
	23.273 CR0408 (Rel-18, 'F'): Clarification on NWDAF-assisted LCS services section
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309628.
	Revised
	S2-2309628

	9.6.2
	S2-2308967
	CR
	23.273 CR0409 (Rel-18, 'F'): Clarification on the reporting indication
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-
	

	9.29
	S2-2308968
	CR
	23.273 CR0410 (Rel-18, 'F'): Updates on functionalities on supporting multiple location reports
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revised to S2-2309456.
	Revised
	S2-2309456

	9.6.2
	S2-2308969
	CR
	23.273 CR0411 (Rel-18, 'F'): Indoor or outdoor indication addition on GMLC services.
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308970
	CR
	23.502 CR4370 (Rel-18, 'B'): LOS/NLOS measurement indication addition on AMF LCS services.
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308971
	CR
	23.502 CR4371 (Rel-18, 'F'): New UPF service for UE public IP address request
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.9.2
	S2-2308972
	CR
	23.502 CR4372 (Rel-18, 'F'): Clarification for monitoring of consolidated data rate
	OPPO
	Rel-18
	AIMLsys
	Check Affected Clauses! Noted in parallel session
	Noted
	

	9.9.2
	S2-2308973
	CR
	23.502 CR4373 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309449.
	Revised
	S2-2309449

	9.23.2
	S2-2308974
	CR
	23.288 CR0903 (Rel-18, 'F'): Update the consumer of ML Model Provisioning services
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308975
	LS OUT
	[DRAFT] Reply LS on the provisioning services specified in SA WG5
	QUALCOMM Europe Inc. - Italy
	Rel-18
	eNA_Ph3
	Response to S2-2308276. Not Handled
	Not Handled
	

	8.28
	S2-2308976
	CR
	23.501 CR4816 (Rel-17, 'F'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-17
	NSWO_5G
	Revised in parallel session to S2-2309548.
	Revised
	S2-2309548

	8.28
	S2-2308977
	CR
	23.501 CR4817 (Rel-18, 'A'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-18
	NSWO_5G
	Revised in parallel session to S2-2309549.
	Revised
	S2-2309549

	9.24.2
	S2-2308978
	CR
	23.501 CR4818 (Rel-18, 'F'): SNPN list for NSWO in CH scenario
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2308979
	CR
	23.501 CR4819 (Rel-18, 'F'): Clarification on Subscriber category in AF request
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308980
	CR
	23.548 CR0172 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309795.
	Revised
	S2-2309795

	9.12.2
	S2-2308981
	CR
	23.503 CR1130 (Rel-18, 'F'): Add traffic parameter measurement into the QoS flow binding
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.6.2
	S2-2308982
	CR
	23.273 CR0412 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309625.
	Revised
	S2-2309625

	9.6.2
	S2-2308983
	CR
	23.273 CR0413 (Rel-18, 'F'): Add a reference point between LMF and GMLC
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Merged in S2-2309616.
	Merged
	

	9.6.2
	S2-2308984
	CR
	23.273 CR0414 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309621, merging S2-2309313.
	Revised
	S2-2309621

	9.6.2
	S2-2308985
	CR
	23.273 CR0415 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309619.
	Revised
	S2-2309619

	9.12.2
	S2-2308986
	CR
	23.501 CR4820 (Rel-18, 'F'): Handover considering PDU set based handling
	Samsung
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308987
	CR
	23.502 CR4374 (Rel-18, 'F'): PDU Session establishment considering PDU set activation
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308988
	CR
	23.502 CR4375 (Rel-18, 'F'): PDU Session modification considering PDU set activation.
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.5.2
	S2-2308989
	CR
	23.586 CR0024 (Rel-18, 'F'): Alignments and corrections
	Sony
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.12.2
	S2-2308991
	CR
	23.502 CR4376 (Rel-18, 'F'): Handover procedure considering PDU set capability of NG-RAN
	Samsung
	Rel-18
	XRM
	Merged into S2-2309416
	Merged
	

	9.5.2
	S2-2308992
	CR
	23.273 CR0416 (Rel-18, 'F'): SL-MO-LR for Ranging and Sidelink Positioning corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	10.5
	S2-2308993
	DISCUSSION
	Discussion on the study of the satellite access Phase 3
	Spreadtrum Communications, New H3C
	Rel-19
	
	Not Handled
	-
	

	9.7.2
	S2-2308994
	CR
	23.304 CR0322 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309480.
	Revised
	S2-2309480

	9.5.2
	S2-2308995
	CR
	23.273 CR0417 (Rel-18, 'F'): Ranging and Sidelink Positioning feature corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.7.2
	S2-2308996
	CR
	23.304 CR0323 (Rel-18, 'F'): Clarification on Terminologies
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.5.2
	S2-2308997
	CR
	23.273 CR0418 (Rel-18, 'F'): SL-MT-LR for periodic, triggered Location Events corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.7.2
	S2-2308998
	CR
	23.304 CR0324 (Rel-18, 'F'): Correction on Policy/Parameter provisioning
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.5.2
	S2-2308999
	CR
	23.273 CR0419 (Rel-18, 'F'): SL-MT-LR for Ranging and Sidelink Positioning corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.37
	S2-2309000
	LS OUT
	[DRAFT] Reply LS on support of no-transmit zones for UAVs
	LG Electronics
	Rel-18
	UAS_Ph2
	Response to S2-2308327. Revised in parallel session to S2-2309687, merging S2-2309171
	Revised
	S2-2309687

	9.7.2
	S2-2309001
	CR
	23.304 CR0325 (Rel-18, 'F'): Update common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309002
	CR
	23.304 CR0326 (Rel-18, 'F'): Update to 5G ProSe UE-to-UE Relay Discovery procedures with the specific Layer-2 IDs
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2309003
	CR
	23.502 CR4377 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.14.2
	S2-2309004
	CR
	23.228 CR1340 (Rel-18, 'F'): KI#2_ Update AR communicate procedure
	Vivo
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.24.2
	S2-2309005
	CR
	23.501 CR4821 (Rel-18, 'F'): CR 23.501 Clarification on Equivalent SNPN for localized service
	Vivo
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309006
	CR
	23.502 CR4378 (Rel-18, 'F'): Clarification of external parameter provisioning triggered SoR procedure
	Vivo, Huawei, HiSilicon, China Telecom
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2309007
	CR
	23.503 CR1131 (Rel-18, 'F'): CR 23.503 USRP rules update to support localized service
	Vivo
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.11.2
	S2-2309008
	LS OUT
	[DRAFT] Reply LS on UE implementing the de-registration inactivity timer
	vivo
	Rel-18
	eNS_Ph3
	Response to S2-2308279. Not Handled
	Not Handled
	

	9.11.2
	S2-2309009
	CR
	23.501 CR4822 (Rel-18, 'F'): CR 23.501 update for support of network slice usage control on deregistration inactivity timer
	Vivo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	7.4
	S2-2309010
	CR
	23.502 CR4379 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Merged into S2-2309910
	Merged
	

	9.12.2
	S2-2309011
	DISCUSSION
	KI#4KI#5_Discussion on PDU set handling at target NG-RAN for non-homogeneous case
	Lenovo
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309012
	CR
	23.501 CR4823 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2309013
	CR
	23.502 CR4380 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revised in parallel session to S2-2309416, merging S2-2308991
	Revised
	S2-2309416

	9.12.2
	S2-2309014
	CR
	23.501 CR4824 (Rel-18, 'F'): UL PDU set handling
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309015
	CR
	23.503 CR1132 (Rel-18, 'F'): Support for delivery of Multi-modal services
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309016
	CR
	23.501 CR4825 (Rel-18, 'F'): ECN marking for L4S indicator
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309017
	CR
	23.501 CR4826 (Rel-18, 'F'): Support of ECN marking for L4S in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revised in parallel session to S2-2309431 (withdrawn). Merged into S2-2309816
	Merged
	

	9.12.2
	S2-2309018
	CR
	23.501 CR4827 (Rel-18, 'F'): SMF provisioning of available UPF
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309019
	CR
	23.502 CR4381 (Rel-18, 'F'): SMF provisioning of available UPF
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309020
	CR
	23.501 CR4828 (Rel-18, 'F'): Differentiated Charging for data wi/wo PDU set handling
	Lenovo
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	7.4
	S2-2309021
	CR
	23.501 CR4829 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Revised in parallel session to S2-2309912.
	Revised
	S2-2309912

	9.17.2
	S2-2309022
	CR
	23.502 CR4382 (Rel-18, 'F'): SMF service enhancement on offload policy identifier delivery
	China Mobile
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309023
	CR
	23.304 CR0327 (Rel-18, 'F'): Clarification on Relay Indication
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309024
	CR
	23.501 CR4830 (Rel-18, 'D'): Editorial update to Stand-alone Non-Public Networks
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309025
	CR
	23.501 CR4831 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.11.2
	S2-2309026
	CR
	23.501 CR4631R2 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of (noted) S2-2307499 from S2#158. Withdrawn. Replaced by S2-2309034
	Withdrawn
	S2-2309034

	9.3.2
	S2-2309027
	CR
	23.503 CR1133 (Rel-18, 'F'): URSP for PIN,
	Huawei, HiSilicon
	Rel-18
	PIN
	Source missing! Confirm Spec version used - CR states 18.1.0! Not Handled
	-
	

	9.3.2
	S2-2309028
	DISCUSSION
	USRP reorganisation for PIN and 5WWC feature
	Huawei, HiSilicon
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309029
	CR
	23.501 CR4832 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revised in parallel session to S2-2309712.
	Revised
	S2-2309712

	9.3.2
	S2-2309030
	CR
	23.501 CR4833 (Rel-18, 'F'): N19 support for PIN
	Huawei, HiSilicon
	Rel-18
	PIN
	Not Handled
	-
	

	9.24.2
	S2-2309031
	CR
	23.501 CR4834 (Rel-18, 'F'): Validity information of Equivalent SNPNs for accessing Localized Services
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309032
	CR
	23.502 CR4383 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.12.2
	S2-2309033
	CR
	23.502 CR4384 (Rel-18, 'F'): Procedures for 5GS congestion exposure
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.11.2
	S2-2309034
	CR
	23.501 CR4631R3 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of S2-2309026. Confirm CR Revision - CR states 2! Not Handled
	-
	

	9.12.2
	S2-2309035
	CR
	23.502 CR4385 (Rel-18, 'F'): Procedures for UPF relocation considering congestion exposure
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.5.2
	S2-2309036
	CR
	23.586 CR0025 (Rel-18, 'F'): Update on Ranging SL Positioning UE direct discovery
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309037
	CR
	23.586 CR0026 (Rel-18, 'F'): Update on Procedures of Ranging/Sidelink Positioning control
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309038
	CR
	23.273 CR0420 (Rel-18, 'F'): Update on Procedures of SL-MO-LR involving LMF
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309039
	CR
	23.273 CR0421 (Rel-18, 'F'): Update on 5GC-MT-LR Procedure using SL positioning
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309040
	CR
	23.586 CR0027 (Rel-18, 'F'): Update on Procedures for Network based SL positioning for UE without NAS connection
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309041
	CR
	23.586 CR0028 (Rel-18, 'F'): Update on ranging by the assistance of another UE
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309042
	CR
	23.586 CR0029 (Rel-18, 'F'): Update on GMLC services for supporting ranging
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309043
	CR
	23.273 CR0422 (Rel-18, 'F'): Update on GMLC services for supporting ranging
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309044
	CR
	23.586 CR0030 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309484.
	Revised
	S2-2309484

	9.5.2
	S2-2309045
	CR
	23.032 CR0024 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309485 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.5.2
	S2-2309046
	DISCUSSION
	Discussion on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.12.2
	S2-2309047
	CR
	23.501 CR4835 (Rel-18, 'F'): Considerationon PDU Set handling during handover
	Samsung
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2309048
	CR
	23.502 CR4122R3 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of (withdrawn) S2-2307500 from S2#157. Confirm CR Revision - CR states - ! Not Handled
	-
	

	9.18.2
	S2-2309049
	CR
	23.501 CR4836 (Rel-18, 'F'): Adjust AoI
	Samsung
	Rel-18
	TRS_URLLC
	Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309050
	CR
	23.167 CR0373 (Rel-18, 'F'): Location validation for the L3 remote UE by the E-CSCF
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309051
	LS OUT
	[DRAFT] Reply LS on additional parameters announcement procedure
	vivo
	Rel-18
	5G_ProSe_Ph2
	Response to S2-2308292. Revised in parallel session to S2-2309477.
	Revised
	S2-2309477

	9.7.2
	S2-2309052
	CR
	23.304 CR0328 (Rel-18, 'F'): Model A discovery with AS layer consideration
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309478
	Merged
	

	9.7.2
	S2-2309053
	CR
	23.304 CR0329 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309475.
	Revised
	S2-2309475

	9.7.2
	S2-2309054
	CR
	23.304 CR0330 (Rel-18, 'F'): U2U relay features complement
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309055
	CR
	23.304 CR0331 (Rel-18, 'F'): Multi-path communication complement
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.5.2
	S2-2309056
	CR
	23.273 CR0423 (Rel-18, 'F'): Updates to MO and MT LR for SL positioning
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309057
	CR
	23.586 CR0031 (Rel-18, 'F'): Updates to the UE-only operation procedure
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309058
	CR
	23.586 CR0032 (Rel-18, 'F'): QoS parameters clarification
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309059
	CR
	23.586 CR0033 (Rel-18, 'F'): Updates to policy_functionalities_subscriptions
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309060
	CR
	23.586 CR0034 (Rel-18, 'F'): Updates to the network assisted SL positioning
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309061
	CR
	23.586 CR0035 (Rel-18, 'F'): Updates to the discovery procedure
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.18.2
	S2-2309062
	CR
	23.501 CR4837 (Rel-18, 'F'): Timing synchronization status
	Samsung
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2309063
	CR
	23.501 CR4838 (Rel-18, 'F'): TSCTSF Authorization Reference
	Samsung
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.36
	S2-2309064
	CR
	23.501 CR4839 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revised to S2-2309462.
	Revised
	S2-2309462

	9.36
	S2-2309065
	CR
	23.502 CR4386 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNSAC
	Merged into S2-2309464
	Merged
	

	9.23.2
	S2-2309066
	CR
	23.288 CR0904 (Rel-18, 'F'): Correction on status report of FL Training
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	7.3
	S2-2309067
	CR
	23.502 CR4387 (Rel-18, 'F'): Clarifications on Network initiated service request procedure
	China Telecom
	Rel-18
	ATSSS_Ph3
	Merged into S2-2309913
	Merged
	

	9.2.2
	S2-2309068
	LS OUT
	[DRAFT] Reply LS on time-based trigger condition in NG HO for NR NTN
	Samsung
	
	5GSAT_ARCH
	Response to S2-2308326. Revised in parallel session to S2-2310013.
	Revised
	S2-2310013

	9.24.2
	S2-2309071
	CR
	23.501 CR4841 (Rel-18, 'F'): Resolving editor s note for UE for localized services
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309072
	CR
	23.304 CR0332 (Rel-18, 'F'): EN removal for L2 U2U QoS handling
	OPPO
	Rel-18
	5G_ProSe_Ph2
	Postponed in parallel session
	Postponed
	

	9.7.2
	S2-2309073
	CR
	23.304 CR0333 (Rel-18, 'F'): Authorization for U2U relay
	OPPO
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.37
	S2-2309074
	CR
	23.501 CR4842 (Rel-18, 'F'): Applicability of the Unavailability Period during Network congestion
	OPPO
	Rel-18
	SUECR
	Noted in parallel session
	Noted
	

	9.37
	S2-2309075
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	OPPO
	Rel-18
	
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.11.2
	S2-2309076
	CR
	23.501 CR4489R4 (Rel-18, 'F'): Registration status after S-NSSAI removal based on S-NSSAI validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2307545 Not Handled
	-
	

	9.2.2
	S2-2309077
	CR
	23.501 CR4843 (Rel-18, 'A'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Revised in parallel session to S2-2309663.
	Revised
	S2-2309663

	9.11.2
	S2-2309078
	CR
	23.501 CR4480R2 (Rel-18, 'F'): PDU session inactivity timer for MAPDU session
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2307201 Not Handled
	-
	

	9.12.2
	S2-2309080
	CR
	23.501 CR4844 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revised in parallel session to S2-2309426, merging S2-2308557
	Revised
	S2-2309426

	9.2.2
	S2-2309081
	CR
	23.502 CR4389 (Rel-18, 'A'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Merged into S2-2309664
	Merged
	

	9.14.2
	S2-2309082
	CR
	23.228 CR1342 (Rel-18, 'F'): Update of Nimsas_SessionEventControl_Notify for binding information
	Qualcomm Incorporated
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309083
	CR
	23.501 CR4845 (Rel-16, 'F'): UE Mobility Reference
	Samsung
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309084
	CR
	23.501 CR4846 (Rel-17, 'A'): UE Mobility Reference
	Samsung
	Rel-17
	5GS_Ph1
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309085
	CR
	23.501 CR4847 (Rel-18, 'F'): Update for control based on round-trip latency requirement
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309086
	CR
	23.503 CR1134 (Rel-18, 'F'): Update for control based on round-trip latency requirement
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	6.2
	S2-2309087
	CR
	23.501 CR4848 (Rel-18, 'A'): UE Mobility Reference
	Samsung
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309651.
	Revised
	S2-2309651

	9.7.2
	S2-2309088
	CR
	23.304 CR0334 (Rel-18, 'F'): Clarification on RSC usage during relay discovery and relay reselection
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309483.
	Revised
	S2-2309483

	9.7.2
	S2-2309089
	CR
	23.304 CR0335 (Rel-18, 'F'): Clarifications on U2U Relay and message handling
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309090
	CR
	23.304 CR0336 (Rel-18, 'F'): Clarifications on Relay discovery for emergency service
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309091
	CR
	23.304 CR0337 (Rel-18, 'F'): QoS handling for Layer-2 UE-to-UE Relay RAN alignment
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Postponed in parallel session
	Postponed
	

	9.7.2
	S2-2309092
	CR
	23.304 CR0338 (Rel-18, 'F'): Clarifications on U2U Relay reselection relay discovery
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309093
	CR
	23.304 CR0339 (Rel-18, 'F'): Clarification on IPv6 only for policy control and session binding for L3 N3IWF Relay
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	8.8
	S2-2309094
	CR
	23.502 CR4390 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309543.
	Revised
	S2-2309543

	8.8
	S2-2309095
	CR
	23.502 CR4391 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revised in parallel session to S2-2309544.
	Revised
	S2-2309544

	9.7.2
	S2-2309096
	CR
	23.304 CR0340 (Rel-18, 'F'): Clarification on how path type is selected when switching between U2N relays
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309097
	CR
	23.501 CR4849 (Rel-18, 'F'): Selection of Common DNAI
	NTT DOCOMO
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309799.
	Revised
	S2-2309799

	9.14.2
	S2-2309098
	CR
	23.228 CR1343 (Rel-18, 'F'): 23.228 Annex AC Editorial Change on align the MF, DCMF, ARMF term use
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309099
	CR
	23.228 CR1344 (Rel-18, 'F'): 23.228 Annex AA Editorial Change on IMS AS and MF services
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309639 (withdrawn). Merged into S2-2309938
	Merged
	S2-2309639

	9.14.2
	S2-2309100
	CR
	23.228 CR1345 (Rel-18, 'F'): 23.228 Editorial change for the DC procedure
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Merged into S2-2309642
	Merged
	

	9.14.2
	S2-2309101
	CR
	23.228 CR1346 (Rel-18, 'F'): 23.228 Editorial change for AR procedure
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309102
	CR
	23.228 CR1347 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309641.
	Revised
	S2-2309641

	6.6
	S2-2309103
	CR
	23.503 CR1135 (Rel-18, 'F'): UE Policy determination during PCF relocation
	Vivo
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Check Acronym (5GS_Ph1, eUEPO, TEI-17)! Not Handled
	-
	

	9.11.2
	S2-2309104
	CR
	23.501 CR4850 (Rel-18, 'F'): Clarification for temporary slices having validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.38
	S2-2309105
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Huawei, HiSilicon
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	8.26
	S2-2309106
	CR
	23.501 CR4851 (Rel-17, 'F'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-17
	ARCH_NR_REDCAP
	Revised in parallel session to S2-2309546.
	Revised
	S2-2309546

	8.26
	S2-2309107
	CR
	23.501 CR4852 (Rel-18, 'A'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-18
	ARCH_NR_REDCAP
	Revised in parallel session to S2-2309547.
	Revised
	S2-2309547

	9.11.2
	S2-2309108
	CR
	23.502 CR4392 (Rel-18, 'F'): Clarification for temporary slices having validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.2.2
	S2-2309109
	CR
	23.501 CR4853 (Rel-18, 'F'): Remove Editor s note in clause 5.4.13.5
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309110
	CR
	23.501 CR4854 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309665.
	Revised
	S2-2309665

	9.2.2
	S2-2309111
	CR
	23.501 CR4855 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support and power saving determination
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309112
	CR
	23.502 CR4393 (Rel-18, 'F'): Editorial changes on procedures in TS 23.502
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309666.
	Revised
	S2-2309666

	9.2.2
	S2-2309113
	CR
	23.401 CR3743 (Rel-18, 'F'): Editorial changes on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309668.
	Revised
	S2-2309668

	9.15.2
	S2-2309114
	CR
	23.501 CR4856 (Rel-18, 'F'): Editorial correction on ATSSS architecture
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309472.
	Revised
	S2-2309472

	9.15.2
	S2-2309115
	CR
	23.502 CR4394 (Rel-18, 'F'): Editorial changes on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309473.
	Revised
	S2-2309473

	9.15.2
	S2-2309116
	CR
	23.502 CR4395 (Rel-18, 'F'): Non-3GPP path switching in home routed scenario
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	10.5
	S2-2309117
	DISCUSSION
	Motivations for Transfer Learning and Cross-domain Collaborative AI Training
	OPPO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309118
	DISCUSSION
	Discussion on Roaming UEs to Access the Subscribed Network Using 5G Indirect Network Sharing
	China Telecom Corporation Ltd.
	Rel-19
	
	Not Handled
	-
	

	9.11.2
	S2-2309119
	CR
	23.501 CR4857 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309522, merging S2-2308766
	Revised
	S2-2309522

	9.17.2
	S2-2309120
	CR
	23.548 CR0173 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309801.
	Revised
	S2-2309801

	9.17.2
	S2-2309121
	CR
	23.502 CR4396 (Rel-18, 'F'): Update on SMF service operation
	CATT
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309122
	CR
	23.548 CR0174 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309791.
	Revised
	S2-2309791

	9.17.2
	S2-2309123
	CR
	23.548 CR0175 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309796.
	Revised
	S2-2309796

	9.17.2
	S2-2309124
	CR
	23.501 CR4858 (Rel-18, 'F'): Update on NEF functionality
	CATT
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309125
	CR
	23.501 CR4859 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309440.
	Revised
	S2-2309440

	9.18.2
	S2-2309126
	CR
	23.502 CR4397 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309441.
	Revised
	S2-2309441

	9.14.2
	S2-2309127
	CR
	23.228 CR1348 (Rel-18, 'F'): Correction of the P2A2P procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309644.
	Revised
	S2-2309644

	9.14.2
	S2-2309128
	CR
	23.228 CR1349 (Rel-18, 'F'): Editorial correction of the P2A procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309129
	CR
	23.228 CR1350 (Rel-18, 'F'): Local DCMF discovery
	NTT DOCOMO
	Rel-18
	NG_RTC
	Noted in parallel session
	Noted
	

	9.2.2
	S2-2309130
	CR
	23.501 CR4860 (Rel-18, 'F'): Discontinuous coverage update to remove ENs and alignment
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309131
	CR
	23.502 CR4398 (Rel-18, 'F'): Discontinuous coverage update to align with overview
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309132
	CR
	23.401 CR3744 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309669.
	Revised
	S2-2309669

	8.11
	S2-2309133
	DISCUSSION
	Discussion on the issue of Network Verified UE Location for NTN
	Huawei, HiSilicon, Thales
	Rel-17
	5GSAT_ARCH
	Noted in parallel session
	Noted
	

	10.5
	S2-2309135
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revised to S2-2309678.
	Revised
	S2-2309678

	10.5
	S2-2309136
	REPORT
	Summary of moderated discussion on IMS and NG_RTC enhancements
	China Mobile
	
	
	Not Handled
	-
	

	10.5
	S2-2309137
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revised to S2-2309679.
	Revised
	S2-2309679

	10.5
	S2-2309138
	SID NEW
	New SID on enhancing Emergency Services when there is no alternative Circuit Switched network
	China Mobile
	
	
	Noted
	Noted
	

	9.14.2
	S2-2309139
	CR
	23.228 CR1351 (Rel-18, 'F'): Clarification of AS in annex AA.1.1
	China Mobile
	Rel-18
	NG_RTC
	Check Affected Clauses! This was covered by S2-2309154 and was noted.
	Noted
	

	9.14.2
	S2-2309140
	CR
	23.228 CR1352 (Rel-18, 'F'): Removal of EN for MF registration
	China Mobile
	Rel-18
	NG_RTC
	M|erged into S2-2309635
	Merged
	

	9.14.2
	S2-2309141
	CR
	23.502 CR4399 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309636.
	Revised
	S2-2309636

	9.14.2
	S2-2309142
	CR
	23.228 CR1353 (Rel-18, 'F'): Editorial corrections to 23.228
	China Mobile
	Rel-18
	NG_RTC
	Check Affected Clauses! Not Handled
	-
	

	9.14.2
	S2-2309143
	CR
	23.228 CR1354 (Rel-18, 'F'): Update to data channel setup procedures
	China Mobile
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309643.
	Revised
	S2-2309643

	6.11
	S2-2309144
	CR
	23.502 CR4400 (Rel-18, 'F'): Nudr parameter correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309653.
	Revised
	S2-2309653

	9.37
	S2-2309145
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Response to S2-2308298. Revised in parallel session to S2-2309681, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354.
	Revised
	S2-2309681

	9.37
	S2-2309146
	CR
	23.501 CR4861 (Rel-18, 'F'): QoS monitoring
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revised in parallel session to S2-2309682, merging S2-2309183 and S2-2309233.
	Revised
	S2-2309682

	9.7.2
	S2-2309147
	CR
	23.304 CR0341 (Rel-18, 'F'): Relay UE requirement to forward PWS messages
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309148
	LS OUT
	[DRAFT] LS on Relay UE requirement to forward PWS messages
	Nokia. Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled.
	Not Handled
	

	9.17.2
	S2-2309149
	CR
	23.501 CR4862 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309800.
	Revised
	S2-2309800

	9.17.2
	S2-2309150
	CR
	23.548 CR0176 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309798.
	Revised
	S2-2309798

	9.11.2
	S2-2309151
	CR
	23.501 CR4863 (Rel-18, 'F'): Correction on RFSP index generation
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.17.2
	S2-2309152
	CR
	23.548 CR0177 (Rel-18, 'F'): Clarification on Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility procedure supporting HR-SBO
	LG Electronics
	Rel-18
	EDGE_Ph2
	Merged into S2-2309660
	Merged
	

	9.14.2
	S2-2309153
	CR
	23.228 CR1355 (Rel-18, 'F'): Change media type value to DC
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309154
	CR
	23.228 CR1356 (Rel-18, 'F'): Remove editor s note in clause AA.1.1
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309155
	CR
	23.228 CR1357 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309635, merging S2-2309140.
	Revised
	S2-2309635

	9.15.2
	S2-2309156
	CR
	23.501 CR4864 (Rel-18, 'F'): Clarifications to the Redundant Steering Mode
	Nokia, Nokia Shanghai Bell
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.24.2
	S2-2309157
	CR
	23.501 CR4865 (Rel-18, 'F'): Correction to AMF selection for SNPN onboarding
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309158
	CR
	23.502 CR4401 (Rel-18, 'F'): HR-SBO request indication parameter to support mobility procedure supporting HR-SBO
	LG Electronics
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	10.5
	S2-2309159
	DISCUSSION
	Considerations for Model Interoperability Approach in Rel-19 AI/ML
	OPPO
	Rel-19
	
	Not Handled
	-
	

	9.23.2
	S2-2309160
	CR
	23.288 CR0905 (Rel-18, 'F'): Clarification on ML Model interoperability
	CATT
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309594.
	Revised
	S2-2309594

	9.23.2
	S2-2309161
	CR
	23.288 CR0906 (Rel-18, 'F'): Clarification on Federated Learning between NWDAFs
	CATT
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309163
	CR
	23.288 CR0907 (Rel-18, 'F'): Corrections to data and analytics exchange in roaming scenarios
	CATT
	Rel-18
	eNA_Ph3
	Merged into S2-2309582
	Merged
	

	9.23.2
	S2-2309164
	CR
	23.288 CR0908 (Rel-18, 'F'): Terminology alignment for finer location information
	CATT
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309165
	CR
	23.502 CR4402 (Rel-18, 'F'): Clarification on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3
	Merged into S2-2309586
	Merged
	

	9.23.2
	S2-2309166
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3, AIMLsys
	Response to S2-2308301. Revised in parallel session to S2-2309587, merging S2-2308895
	Revised
	S2-2309587

	9.10.2
	S2-2309167
	CR
	23.247 CR0303 (Rel-18, 'D'): Editorial corrections
	CATT
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309604.
	Revised
	S2-2309604

	9.10.2
	S2-2309168
	CR
	23.247 CR0304 (Rel-18, 'F'): Resolve EN on notifying the UE in RRC_INACTIVE state during MBS session activation
	CATT
	Rel-18
	5MBS_Ph2
	Merged into S2-2309606
	Merged
	

	8.4
	S2-2309169
	CR
	23.501 CR3741R2 (Rel-17, 'F'): Correction to the Target NSSAI feature in RRC redirection
	NEC
	Rel-17
	eNS_Ph2
	Revision of S2-2210769. Noted in parallel session
	Noted
	

	9.23.2
	S2-2309170
	CR
	23.288 CR0909 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revised to S2-2309577.
	Revised
	S2-2309577

	9.37
	S2-2309171
	LS OUT
	[DRAFT] Reply LS to RAN on Support of no-transmit zones for UAVs
	Nokia, Nokia Shanghai Bell
	Rel-18
	NR_UAV-Core, UAS_Ph2
	Response to S2-2308327. Merged into S2-2309687
	Merged
	

	8.4
	S2-2309172
	CR
	23.501 CR4866 (Rel-18, 'A'): Correction to the Target NSSAI feature in RRC redirection
	NEC
	Rel-18
	eNS_Ph2
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309173
	CR
	23.503 CR1137 (Rel-18, 'B'): Update Procedure for supporting UE power saving management
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	10.5
	S2-2309174
	WID NEW
	Enhancement on SMF selection for MBS service.
	China Mobile
	
	
	Not Handled
	-
	

	9.12.2
	S2-2309175
	CR
	23.502 CR4403 (Rel-18, 'B'): Update Procedure for supporting UE power saving management
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.14.2
	S2-2309176
	CR
	23.502 CR4404 (Rel-18, 'F'): Correction of NRF services to support MF registration and discovery
	Samsung
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.17.2
	S2-2309177
	CR
	23.548 CR0178 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309803.
	Revised
	S2-2309803

	9.17.2
	S2-2309178
	CR
	23.548 CR0179 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309659.
	Revised
	S2-2309659

	9.17.2
	S2-2309179
	CR
	23.502 CR4405 (Rel-18, 'F'): Add Offload Identifier(s) into SMF service operations
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309180
	CR
	23.548 CR0180 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309794.
	Revised
	S2-2309794

	9.17.2
	S2-2309181
	CR
	23.502 CR4406 (Rel-18, 'F'): KI#1 Update on AF Influence for HR-SBO PDU session
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.37
	S2-2309182
	LS OUT
	[DRAFT] LS reply on issues on QoS monitoring for satellite backhaul
	Huawei, Hisilicon
	Rel-18
	5GSATB
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309183
	CR
	23.501 CR4867 (Rel-18, 'F'): Clarification on QoS Monitoring in case of dynamic satellite backhaul
	Huawei, HiSilicon
	Rel-18
	5GSATB
	Merged into S2-2309682
	Merged
	

	9.12.2
	S2-2309184
	CR
	23.503 CR1138 (Rel-18, 'F'): Update on support of ECN marking for L4S
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309185
	CR
	23.501 CR4868 (Rel-18, 'F'): Corrections on 5GS information exposure
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309186
	CR
	23.501 CR4869 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revised in parallel session to S2-2309425.
	Revised
	S2-2309425

	9.12.2
	S2-2309187
	CR
	23.502 CR4407 (Rel-18, 'F'): Procedure updates for non-homogenous support of PDU Set based handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309188
	CR
	23.501 CR4870 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309189
	CR
	23.503 CR1139 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309190
	CR
	23.501 CR4871 (Rel-18, 'F'): Clarifications of policy control enhancements for multi-modal services
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.6.2
	S2-2309191
	CR
	23.273 CR0424 (Rel-18, 'F'): Correction on PRU discovery
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309627.
	Revised
	S2-2309627

	9.6.2
	S2-2309192
	CR
	23.273 CR0425 (Rel-18, 'F'): Resolve the EN on user plane information transfer
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Merged in S2-2309618.
	Merged
	

	9.17.2
	S2-2309193
	CR
	23.502 CR4408 (Rel-18, 'F'): Cleanup for handling AF requests in HR-SBO scenario
	OPPO
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.5.2
	S2-2309194
	CR
	23.273 CR0426 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309489.
	Revised
	S2-2309489

	9.5.2
	S2-2309195
	CR
	23.273 CR0427 (Rel-18, 'F'): Corrections to the figures in clause 6.20.3 and 6.20.4
	OPPO
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309196
	CR
	23.273 CR0428 (Rel-18, 'F'): Updates about the discovery and selection of Located UE
	OPPO
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309197
	CR
	23.586 CR0036 (Rel-18, 'F'): Update to the GMLC functions about application layer ID mapping
	OPPO
	Rel-18
	Ranging_SL
	Merged into S2-2309488
	Merged
	

	9.7.2
	S2-2309198
	CR
	23.304 CR0342 (Rel-18, 'F'): Minor correction to add access type in reselection during a path switch
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.12.2
	S2-2309199
	CR
	23.502 CR4409 (Rel-18, 'C'): Clarifications on policy control enhancements for multi-modal services
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309200
	CR
	23.503 CR1140 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revised in parallel session to S2-2309444, merging S2-2309249
	Revised
	S2-2309444

	4.1
	S2-2309201
	LS OUT
	[DRAFT] LS on Support of NSWO for 3GPP UE behind 5G-RG
	Huawei, HiSilicon
	Rel-18
	5WWC_Ph2
	Revision of (unhandled) S2-2306862 from S2#158. Postponed
	Postponed
	

	6.1
	S2-2309202
	CR
	23.502 CR4410 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revised in parallel session to S2-2309647.
	Revised
	S2-2309647

	6.1
	S2-2309203
	CR
	23.502 CR4411 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309648.
	Revised
	S2-2309648

	6.1
	S2-2309204
	CR
	23.502 CR4412 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309649.
	Revised
	S2-2309649

	2
	S2-2309205
	AGENDA
	SA2#158 Meeting Agenda
	SA WG2 Chair
	
	
	Revision of S2-2308267. This AGENDA was approved
	Approved
	

	10.6
	S2-2309206
	WORK PLAN
	SA WG2 Work Planning
	SA WG2 Chair
	
	
	Revised to S2-2309925 (withdrawn). Noted
	Noted
	S2-2309925

	9.3.2
	S2-2309207
	DISCUSSION
	Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2309208
	CR
	23.503 CR1141 (Rel-18, 'F'): Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revised in parallel session to S2-2309538.
	Revised
	S2-2309538

	9.3.2
	S2-2309209
	CR
	23.501 CR4872 (Rel-18, 'F'): Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revised in parallel session to S2-2309537.
	Revised
	S2-2309537

	9.12.2
	S2-2309210
	CR
	23.501 CR4873 (Rel-18, 'F'): Correcting the Description of the N6 Traffic Parameter Measurement Report
	InterDigital Inc., NTT DOCOMO
	Rel-18
	XRM
	Not Handled
	-
	

	9.25.2
	S2-2309211
	CR
	23.503 CR1142 (Rel-18, 'F'): Corrections in the description of VPLMM Specific URSP Rules
	InterDigital Inc.
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309424.
	Revised
	S2-2309424

	9.25.2
	S2-2309212
	CR
	23.502 CR4413 (Rel-18, 'F'): Update to the PDU Session Modification Procedure for PCC Rule Generation when Connection Capabilities are Reported
	InterDigital Inc.
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.37
	S2-2309213
	DISCUSSION
	Unavailability period support with non-3GPP Access
	InterDigital Inc., Samsung
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309214
	CR
	23.501 CR4874 (Rel-18, 'C'): Support for the Unavailability Period Feature over non-3GPP Access
	InterDigital Inc., Samsung
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309215
	LS OUT
	[DRAFT] Reply LS on Unavailability period support in non-3GPP
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2309216
	CR
	23.501 CR4875 (Rel-18, 'C'): Support for the Unavailability Period Feature when a MM Back-off Timer is Running
	InterDigital Inc.
	Rel-18
	SUECR
	Noted in parallel session
	Noted
	

	9.37
	S2-2309217
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308294. Revised in parallel session to S2-2309684.
	Revised
	S2-2309684

	9.37
	S2-2309218
	DISCUSSION
	Unavailability period support for Dual Registered Ues
	InterDigital Inc.
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309219
	CR
	23.502 CR4414 (Rel-18, 'C'): Support for the Unavailability Period Feature for Dual Registered UEs
	InterDigital Inc.
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309220
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered Ues
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	10.5
	S2-2309221
	SID NEW
	New Study on Enhancement of Usage of User Identifiers in the 5G System .
	InterDigital Inc.
	Rel-19
	
	Revised to S2-2309924.
	Revised
	S2-2309924

	9.17.2
	S2-2309222
	CR
	23.548 CR0181 (Rel-18, 'D'): Editorial Fix in the Network triggered EAS change in HR-SBO context procedure
	InterDigital Inc.
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	10.6
	S2-2309223
	WORK PLAN
	SA WG2 Work Plan - TU planning
	SA WG2 Chair
	
	
	Noted
	Noted
	

	10.5
	S2-2309224
	WID NEW
	New WID: TEI19_5MBS_Roam; Adding support for Roaming UEs to receive 5MBS.
	Nokia, Nokia Shanghai Bell (Rapporteur)
	Rel-19
	
	Not Handled
	-
	

	9.12.2
	S2-2309225
	CR
	23.501 CR4646R1 (Rel-18, 'F'): Clarification of End of data burst handling
	Apple
	Rel-18
	XRM
	Revision of (unhandled) S2-2307049 from S2#157 Not Handled
	-
	

	9.23.2
	S2-2309226
	CR
	23.502 CR4415 (Rel-18, 'F'): Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	China Mobile
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309592.
	Revised
	S2-2309592

	10.5
	S2-2309227
	DISCUSSION
	Discussion on use case of ProSe benefits from NWDAF reporting
	China Telecommunications, CATT
	Rel-19
	
	Not Handled
	-
	

	9.23.2
	S2-2309228
	CR
	23.501 CR4876 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revised to S2-2309578.
	Revised
	S2-2309578

	9.15.2
	S2-2309229
	CR
	23.501 CR4877 (Rel-18, 'F'): Access leg to use in case of duplication suspension
	InterDigital
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.17.2
	S2-2309230
	CR
	23.548 CR0182 (Rel-18, 'F'): Inter V-SMF Idle mode mobility in HR-SBO case
	Samsung
	Rel-18
	EDGE_Ph2
	Merged into S2-2309660
	Merged
	

	9.2.2
	S2-2309231
	CR
	23.501 CR4878 (Rel-18, 'F'): Update some indications and overload control timer for satellite discontinuous coverage
	CATT
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309232
	CR
	23.502 CR4416 (Rel-18, 'F'): Add the Maximum Waiting Time Offset
	CATT
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.37
	S2-2309233
	CR
	23.501 CR4879 (Rel-18, 'F'): QoS monitoring trigger conditions update
	CATT
	Rel-18
	5GSATB
	Merged into S2-2309682
	Merged
	

	9.37
	S2-2309234
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	CATT
	Rel-18
	
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	8.4
	S2-2309235
	CR
	23.502 CR4417 (Rel-17, 'F'): NSAC back-off timer correction
	NEC
	Rel-17
	eNS_Ph2
	Noted in parallel session
	Noted
	

	9.15.2
	S2-2309236
	DISCUSSION
	GBR flow treatment in case of duplication suspension
	InterDigital
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	10.5
	S2-2309237
	DISCUSSION
	Motivation on study to support ProSe direct/indirect communication for TSC communications and private networks
	Lenovo, Siemens
	Rel-19
	
	Not Handled
	-
	

	8.4
	S2-2309238
	CR
	23.502 CR4418 (Rel-18, 'A'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revised in parallel session to S2-2309525.
	Revised
	S2-2309525

	9.15.2
	S2-2309239
	CR
	23.501 CR4880 (Rel-18, 'F'): Duplication suspension notification to 5G-AN
	InterDigital Inc.
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.25.2
	S2-2309240
	CR
	23.502 CR4419 (Rel-18, 'F'): Forwarding of URSP Rule Enforcement Information for LBO roaming
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	10.5
	S2-2309241
	SID NEW
	New SID (for information) on Supporting ProSe for TSC communication.
	Lenovo, Siemens
	
	
	Not Handled
	-
	

	9.7.2
	S2-2309242
	CR
	23.304 CR0343 (Rel-18, 'F'): Term related to U2U Relay communication with integrated discovery
	China Telecom
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309243
	CR
	23.548 CR0183 (Rel-18, 'F'): DNS traffic routing between the UE and the V-EASDF for HR-SBO
	Samsung
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	9.12.2
	S2-2309244
	CR
	23.501 CR4881 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2309245
	CR
	23.501 CR4882 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow_Alternative 2
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2309246
	CR
	23.502 CR4420 (Rel-18, 'F'): Update of HO Procedures to Support PDU Set Handling
	Xiaomi
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309247
	CR
	23.502 CR4421 (Rel-18, 'F'): Alignment update to support multi-modal flows
	Xiaomi
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309248
	CR
	23.501 CR4883 (Rel-18, 'F'): Clarification about the End Marker and PDU Set Handling
	Xiaomi
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309249
	CR
	23.503 CR1143 (Rel-18, 'F'): Corrections of XR services in 23.503
	Xiaomi
	Rel-18
	XRM
	Revised in parallel session to S2-2309429 (withdrawn). Merged into S2-2309444
	Merged
	

	9.12.2
	S2-2309250
	CR
	23.501 CR4884 (Rel-18, 'F'): Corrections of PDU Set Handling in 23.501
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.18.2
	S2-2309251
	CR
	23.501 CR4885 (Rel-18, 'F'): Time sync status monitoring issue on the CQRCI check and reference id report
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309439.
	Revised
	S2-2309439

	9.18.2
	S2-2309252
	CR
	23.502 CR4422 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309442.
	Revised
	S2-2309442

	7.4
	S2-2309253
	DISCUSSION
	How to handle the erroneous call flow on Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation across releases .
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	9.19.2
	S2-2309254
	CR
	23.273 CR0429 (Rel-18, 'F'): Modification of the Location Services involving Mobile Base Station Relay
	Xiaomi
	Rel-18
	VMR
	Confirm CR Number - CR states xx! Not Handled
	-
	

	9.18.2
	S2-2309255
	CR
	23.501 CR4886 (Rel-18, 'F'): Corrections on timing synchronization status reporting
	NTT DOCOMO
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.18.2
	S2-2309256
	CR
	23.501 CR4887 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309436.
	Revised
	S2-2309436

	9.18.2
	S2-2309257
	CR
	23.502 CR4423 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309437, merging S2-2309267
	Revised
	S2-2309437

	9.18.2
	S2-2309258
	CR
	23.503 CR1144 (Rel-18, 'F'): Clarification for timing synchronization service related policy control
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.6.2
	S2-2309259
	CR
	23.273 CR0430 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309624.
	Revised
	S2-2309624

	9.6.2
	S2-2309260
	CR
	23.273 CR0431 (Rel-18, 'F'): Clarification on determination to use UP positioning
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	8.14
	S2-2309261
	CR
	23.273 CR0432 (Rel-17, 'F'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-17
	5G_eLCS_ph2
	Noted in parallel session
	Noted
	

	8.14
	S2-2309262
	CR
	23.273 CR0433 (Rel-18, 'A'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309528.
	Revised
	S2-2309528

	9.5.2
	S2-2309263
	CR
	23.273 CR0434 (Rel-18, 'F'): Solution update for ranging result in local coordinate
	Huawei
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309264
	CR
	23.273 CR0435 (Rel-18, 'F'): Solution update for ranging procedure
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.6.2
	S2-2309265
	CR
	23.273 CR0436 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Confirm CR Number - CR states 0435! Revised in parallel session to S2-2309626.
	Revised
	S2-2309626

	10.5
	S2-2309266
	DISCUSSION
	R19 SA WG2 Ambient IoT workplan proposal
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	9.18.2
	S2-2309267
	CR
	23.502 CR4424 (Rel-18, 'F'): Corrections on timing synchronization status reporting
	NTT DOCOMO
	Rel-18
	TRS_URLLC
	Merged into S2-2309437
	Merged
	

	9.5.2
	S2-2309268
	CR
	23.586 CR0037 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the location results
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Agreed. Block approved
	Agreed
	

	10.5
	S2-2309269
	DISCUSSION
	Considerations on DualSteer SID
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	9.5.2
	S2-2309270
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Response to S2-2308336. Revised in parallel session to S2-2309491.
	Revised
	S2-2309491

	9.24.2
	S2-2309271
	CR
	23.501 CR4888 (Rel-18, 'F'): Clarification on LADN support in SNPN
	InterDigital Inc.
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.12.2
	S2-2309272
	CR
	23.503 CR1145 (Rel-18, 'F'): Support of extra traffic characteristics for alternative QoS profile
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC, XRM
	Not Handled
	-
	

	9.12.2
	S2-2309273
	CR
	23.501 CR4889 (Rel-18, 'F'): Misbehaving networking with explicit L4S requested from AF
	Meta USA, Apple
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309274
	CR
	23.501 CR4890 (Rel-18, 'F'): Clarifications on N6 Jitter information to RAN for configuring CDRX
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	8.9
	S2-2309275
	CR
	23.247 CR0274R1 (Rel-18, 'F'): Clarification of handling of downlink data at MB-UPF
	Qualcomm Incorporated
	Rel-18
	5MBS
	Revision of (unhandled) S2-2307319 from S2#157. Postponed
	Postponed
	

	9.38
	S2-2309276
	CR
	23.502 CR4425 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revised in parallel session to S2-2309597.
	Revised
	S2-2309597

	6.2
	S2-2309277
	CR
	23.502 CR4426 (Rel-16, 'F'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309278
	CR
	23.502 CR4427 (Rel-17, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-17
	5GS_Ph1
	Noted in parallel session
	Noted
	

	9.38
	S2-2309279
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Qualcomm
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	6.2
	S2-2309280
	CR
	23.502 CR4428 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309652.
	Revised
	S2-2309652

	9.5.2
	S2-2309281
	CR
	23.032 CR0025 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the Relative Velocity with Uncertainty shape
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Agreed in parallel session. Block approved
	Agreed
	

	9.38
	S2-2309282
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Intel
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.5.2
	S2-2309283
	CR
	23.586 CR0038 (Rel-18, 'F'): Correction of the protocol between UE and LMF
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	10.5
	S2-2309284
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - UPEAS_Ph2
	ZTE (Moderator for Rel-19 UPEAS_Ph2)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309285
	SID NEW
	Study on UPF enhancement for Exposure and SBA Phase 2.
	ZTE
	Rel-19
	
	Revised to S2-2309923.
	Revised
	S2-2309923

	10.5
	S2-2309286
	SID NEW
	New SID on Operational Improvements of Network Slicing.
	ZTE, Nokia, Nokia Shanghai Bell, NEC
	Rel-19
	
	Not Handled
	-
	

	4.1
	S2-2309287
	CR
	23.501 CR4891 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revised to S2-2309414.
	Revised
	S2-2309414

	9.11.2
	S2-2309289
	LS OUT
	[DRAFT] Further LS response on NG-RAN resource for alternative S-NSSAI
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308322. Merged into S2-2309518
	Merged
	

	9.36
	S2-2309290
	LS OUT
	[DRAFT] LS response to LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	ZTE
	Rel-18
	eNSAC
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.38
	S2-2309291
	LS OUT
	[DRAFT] Further LS response on INACTIVE eDRX above 10.24sec and SDT
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.11.2
	S2-2309292
	LS OUT
	[DRAFT] Response to LS on network slice replacement procedure
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.36
	S2-2309293
	CR
	23.502 CR4429 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revised to S2-2309464, merging S2-2309065 and S2-2308455
	Revised
	S2-2309464

	9.12.2
	S2-2309294
	CR
	23.502 CR4430 (Rel-18, 'F'): Procedures of ECN marking for L4S handling
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309295
	CR
	23.502 CR4431 (Rel-18, 'F'): L4S marking during handover procedure
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.11.2
	S2-2309296
	CR
	23.502 CR4432 (Rel-18, 'F'): Partially Allowed/Rejected NSSAI over N2
	ZTE
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.38
	S2-2309297
	CR
	23.502 CR4433 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revised in parallel session to S2-2309598.
	Revised
	S2-2309598

	9.11.2
	S2-2309298
	CR
	23.502 CR4434 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309517.
	Revised
	S2-2309517

	9.12.2
	S2-2309299
	CR
	23.502 CR4435 (Rel-18, 'F'): Non-homogenous support of PDU set based handling in NG-RAN
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.11.2
	S2-2309300
	CR
	23.503 CR1146 (Rel-18, 'F'): Clarification on network slice replacement
	ZTE
	Rel-18
	eNS_Ph3
	Merged into S2-2309519
	Merged
	

	9.11.2
	S2-2309301
	CR
	23.503 CR1147 (Rel-18, 'F'): PDU Session Inacitivity timer
	ZTE
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.7.2
	S2-2309302
	CR
	23.304 CR0344 (Rel-18, 'F'): Correct the 5G ProSe Direct Discovery procedure to remove relay_Indication
	Qualcomm Incorporated
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309482
	Merged
	

	9.7.2
	S2-2309303
	CR
	23.304 CR0345 (Rel-18, 'F'): Parameter update for Link Modification with L3 U2U Relay
	InterDigital Communications
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.11.2
	S2-2309304
	LS OUT
	[DRAFT] Response to LS on NSACF Role and NSAC Service Area
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.7.2
	S2-2309305
	CR
	23.304 CR0346 (Rel-18, 'F'): PDU session handling with SSC mode 3 for UE to NW Relay connection.
	InterDigital Communications
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	8.3
	S2-2309306
	CR
	23.501 CR4892 (Rel-17, 'F'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-17
	eEDGE_5GC
	Revised in parallel session to S2-2309523.
	Revised
	S2-2309523

	10.5
	S2-2309307
	DISCUSSION
	Motivation on studying Analytics Framework Enhancements to Enable Policy Recommendations
	Lenovo
	Rel-19
	
	Not Handled
	-
	

	8.3
	S2-2309308
	CR
	23.501 CR4893 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revised in parallel session to S2-2309524.
	Revised
	S2-2309524

	9.5.2
	S2-2309309
	CR
	23.586 CR0039 (Rel-18, 'F'): Update on Parameter Provisioning for Ranging/SL Positioning
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309310
	CR
	23.586 CR0040 (Rel-18, 'F'): SL positioning operation with proximity indication
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.24.2
	S2-2309311
	CR
	23.501 CR4894 (Rel-18, 'F'): Clarification for onboarding procedure for localized services
	Samsung
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-
	

	9.5.2
	S2-2309312
	CR
	23.273 CR0437 (Rel-18, 'F'): Update on SL-MO-LR
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.6.2
	S2-2309313
	CR
	23.273 CR0438 (Rel-18, 'F'): QoS handling for supplementary services messages and LPP messages over UP
	Xiaomi
	Rel-18
	5G_eLCS_Ph3
	Check Acronym (eLCS_Ph3)! Merged in S2-2309621.
	Merged
	

	9.37
	S2-2309315
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	Qualcomm Incorporated
	Rel-18
	VMR
	Response to S2-2308318. Merged into S2-2309686
	Merged
	

	9.24.2
	S2-2309316
	CR
	23.501 CR4895 (Rel-18, 'F'): Clarifications for Enabling Access to Localized Services
	Samsung
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-
	

	9.23.2
	S2-2309317
	CR
	23.503 CR1148 (Rel-18, 'F'): Correction on NEF for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	7.9
	S2-2309318
	LS OUT
	[DRAFT] Reply LS on IAB Authorization
	Qualcomm Incorporated
	Rel-16
	IABARC
	Response to S2-2308275. Not Handled
	Not Handled
	

	7.9
	S2-2309319
	CR
	23.501 CR4896 (Rel-18, 'F'): Correction to IAB authorization operation description
	Qualcomm Incorporated
	Rel-18
	IABARC, TEI18
	Moved to 7.9. Not Handled
	-
	

	9.23.2
	S2-2309320
	CR
	23.288 CR0910 (Rel-18, 'F'): Parameters for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Revised to S2-2309581 (withdrawn). Postponed in parallel session
	Postponed
	

	9.25.2
	S2-2309321
	CR
	23.502 CR4437 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2309322
	CR
	23.503 CR1149 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.24.2
	S2-2309323
	CR
	23.501 CR4897 (Rel-18, 'F'): Correction on periodically reselection for SNPN
	Xiaomi
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.23.2
	S2-2309324
	CR
	23.503 CR1071R1 (Rel-18, 'F'): PFD management based on NWDAF analytics
	Samsung, SK Telecom
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2307242 from S2#157. Merged into S2-2309733
	Merged
	

	9.24.2
	S2-2309325
	CR
	23.501 CR4898 (Rel-18, 'F'): Handling of equivalent SNPN selection for access to localized service
	InterDigital Inc.
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309326
	CR
	23.501 CR4899 (Rel-18, 'F'): Correction on SNPN reselection when validity information changes from not met to met
	Xiaomi
	Rel-18
	eNPN_Ph2
	Check Acronym (NPN)! Not Handled
	-
	

	9.24.2
	S2-2309327
	CR
	23.501 CR4900 (Rel-18, 'F'): Correction on equivalent SNPNs for subscribed SNPN
	Xiaomi
	Rel-18
	eNPN_Ph2
	Check Acronym (PIN)! Not Handled
	-
	

	9.7.2
	S2-2309328
	CR
	23.304 CR0347 (Rel-18, 'F'): Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309845.
	Revised
	S2-2309845

	9.11.2
	S2-2309329
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	Qualcomm France
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.7.2
	S2-2309330
	CR
	23.502 CR4438 (Rel-18, 'F'): Correction for 5G ProSe subscription in UDM
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Not Handled
	-
	

	10.5
	S2-2309331
	OTHER
	MBS Roaming
	Nokia, Nokia Shanghai-Bell
	Rel-19
	
	Draft CR to 23.247 Not Handled
	-
	

	9.23.2
	S2-2309332
	CR
	23.288 CR0911 (Rel-18, 'F'): Replace the below the cell level with longitude and latitude level
	ZTE
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.3.2
	S2-2309333
	CR
	23.501 CR4901 (Rel-18, 'D'): Editorial change for terminoly alignment
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.11.2
	S2-2309334
	CR
	23.502 CR4439 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used at NGAP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.3.2
	S2-2309335
	CR
	23.501 CR4902 (Rel-18, 'F'): Correction for PIN communication and connection
	Xiaomi
	Rel-18
	PIN
	Revised in parallel session to S2-2309708.
	Revised
	S2-2309708

	10.5
	S2-2309336
	DISCUSSION
	Proposal to add objective related to trustworthy AIML to AIML SID
	Nokia; Nokia Shanghai-Bell
	Rel-19
	
	Not Handled
	-
	

	9.6.2
	S2-2309337
	CR
	23.501 CR4903 (Rel-18, 'F'): 5QI for supplementary services messages and LPP messages over UP
	Xiaomi
	Rel-18
	5G_eLCS_Ph3
	Check Acronym (eLCS_Ph3)! Noted in parallel session
	Noted
	

	9.3.2
	S2-2309338
	CR
	23.501 CR4904 (Rel-18, 'F'): Correction on PEGC subscription data
	Xiaomi
	Rel-18
	PIN
	Confirm CR Number - CR states <blank>! Merged into S2-2309529
	Merged
	

	9.3.2
	S2-2309339
	CR
	23.501 CR4905 (Rel-18, 'F'): Correction on PIN definition
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.12.2
	S2-2309340
	CR
	23.501 CR4906 (Rel-18, 'F'): Correction on Network Exposure of 5GS information
	Qualcomm Incorporated
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309341
	DISCUSSION
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB.
	Qualcomm Incorporated
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309342
	CR
	23.501 CR4907 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revised in parallel session to S2-2309415, merging S2-2309387, S2-2309250, S2-2309245 and S2-2309244
	Revised
	S2-2309415

	9.12.2
	S2-2309343
	CR
	23.502 CR4440 (Rel-18, 'F'): Correction of PDU Set QoS handling: Race condition at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Not Handled
	-
	

	7.7
	S2-2309344
	CR
	23.501 CR4908 (Rel-16, 'F'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-16
	Vertical_LAN
	Not Handled
	-
	

	7.7
	S2-2309345
	CR
	23.501 CR4909 (Rel-17, 'A'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-17
	Vertical_LAN
	Not Handled
	-
	

	7.7
	S2-2309346
	CR
	23.501 CR4910 (Rel-18, 'A'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-18
	Vertical_LAN
	Not Handled
	-
	

	9.3.2
	S2-2309347
	CR
	23.501 CR4677R1 (Rel-18, 'F'): Correction for Non-3GPP QoS Assistance Information
	Xiaomi
	Rel-18
	PIN
	Revision of (noted) S2-2307339 from S2#157 Not Handled
	-
	

	9.3.2
	S2-2309348
	CR
	23.501 CR4911 (Rel-18, 'F'): Correction for Non-3GPP delay budget
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309349
	CR
	23.501 CR4912 (Rel-18, 'F'): Authorize the PIN AF
	Xiaomi
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2309350
	DISCUSSION
	Discussion on PIN AF authorization.
	Xiaomi
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.25.2
	S2-2309351
	CR
	23.501 CR4913 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.3.2
	S2-2309352
	LS OUT
	[DRAFT] LS on PIN AF authorization
	Xiaomi Communications
	Rel-18
	PIN
	Postponed.
	Postponed
	

	9.12.2
	S2-2309353
	DISCUSSION
	Discussion on UE indication of L4S capability
	Charter Communications, Inc
	Rel-18
	
	Not Handled
	-
	

	9.37
	S2-2309354
	LS OUT
	[DRAFT] Reply LS to LS on Issues on QoS monitoring for satellite backhaul
	China Mobile Com. Corporation
	Rel-18
	
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309355
	CR
	23.503 CR1150 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile
	Rel-18
	5GSATB
	Revised in parallel session to S2-2309683, merging S2-2308737.
	Revised
	S2-2309683

	9.9.2
	S2-2309356
	CR
	23.502 CR4441 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309453, merging S2-2308892
	Revised
	S2-2309453

	9.9.2
	S2-2309357
	CR
	23.503 CR1151 (Rel-18, 'F'): Corrections on timing info for AF QoS
	Samsung, Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2309358
	CR
	23.503 CR1152 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309454.
	Revised
	S2-2309454

	9.9.2
	S2-2309359
	CR
	23.288 CR0912 (Rel-18, 'F'): Miscellaneous corrections on application AI/ML-related analytics
	Samsung
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.7.2
	S2-2309360
	CR
	23.304 CR0348 (Rel-18, 'F'): Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309481.
	Revised
	S2-2309481

	9.24.2
	S2-2309361
	DISCUSSION
	NSWO support in SNPN using CH AAA server.
	CableLabs
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.2.2
	S2-2309362
	CR
	23.501 CR4914 (Rel-18, 'F'): Maximum Time Offset during discontinuous coverage.
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309363
	LS OUT
	Reply LS on Overload Control in Support of Discontinuous Network Coverage
	China Mobile Com. Corporation
	Rel-18
	5GSAT_Ph2
	Response to S2-2308293. Revised in parallel session to S2-2310016.
	Revised
	S2-2310016

	10.5
	S2-2309364
	DISCUSSION
	Discussion on enhancing Emergency capability when CS is not supported
	T-Mobile USA INC
	Rel-19
	
	Not Handled
	-
	

	4.1
	S2-2309365
	DISCUSSION
	Discussion on clarification of non-allowed area for MPS and MCX
	T-Mobile USA INC
	Rel-18
	
	Noted
	Noted
	

	9.6.2
	S2-2309367
	CR
	23.273 CR0440 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309622.
	Revised
	S2-2309622

	9.5.2
	S2-2309368
	CR
	23.586 CR0041 (Rel-18, 'F'): Update Selection Criteria based on RAN agreement
	Nokia, Nokia Shanghai Bell
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309369
	CR
	23.273 CR0441 (Rel-18, 'F'): LMF assistance to avoid unnecessary request in SL-MO-LR and 5GC-MO-LR with SL
	Nokia, Nokia Shanghai Bell
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.24.2
	S2-2309370
	CR
	23.501 CR4915 (Rel-18, 'F'): Resolving EN on ESNPN
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.37
	S2-2309371
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs
	Samsung
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2309372
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	Samsung
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.6.2
	S2-2309373
	CR
	23.502 CR4442 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309623.
	Revised
	S2-2309623

	9.12.2
	S2-2309374
	CR
	23.502 CR4443 (Rel-18, 'F'): Clarification on NG-RAN support for PDU Set Handling (non-handover case)
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309375
	CR
	23.502 CR4444 (Rel-18, 'F'): Non-homogeneous support of NG-RAN for PDU Set Handling
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309376
	CR
	23.502 CR4445 (Rel-18, 'F'): Clarification on Handover of a PDU Session between 3GPP and untrusted non-3GPP access
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.2.2
	S2-2309377
	CR
	23.501 CR4916 (Rel-18, 'F'): Congestion and overload control
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	10.5
	S2-2309378
	WID NEW
	Draft TEI19 WID on Discovery and Selection of Target NF in Target PLMN
	Nokia, Nokia Shanghai Bell (Rapporteur)
	Rel-19
	
	Not Handled
	-
	

	8.7
	S2-2309379
	CR
	23.256 CR0107R1 (Rel-18, 'A'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_Ph2, ID_UAS
	Revision ofS2-2308749 Not Handled
	-
	

	9.3.2
	S2-2309380
	CR
	23.501 CR4773R1 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision ofS2-2308726. Revised in parallel session to S2-2309534.
	Revised
	S2-2309534

	9.2.2
	S2-2309381
	CR
	23.501 CR4917 (Rel-18, 'F'): Clarification on UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	10.5
	S2-2309382
	DRAFTCR
	NF discovery and selection by target PLMN
	Nokia, Nokia Shanghai-Bell
	Rel-19
	TEI19
	Not Handled
	-
	

	9.10.2
	S2-2309383
	CR
	23.247 CR0286R1 (Rel-18, 'F'): Converting the requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308711. Revised in parallel session to S2-2309611.
	Revised
	S2-2309611

	9.2.2
	S2-2309384
	CR
	23.501 CR4918 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	10.5
	S2-2309385
	DRAFTCR
	NF discovery and selection by target PLMN
	Nokia, Nokia Shanghai-Bell
	Rel-19
	TEI19
	Not Handled
	-
	

	10.5
	S2-2309386
	DISCUSSION
	Discussion for TSC enhancements in Rel-19
	Siemens AG
	Rel-19
	
	Not Handled
	-
	

	9.12.2
	S2-2309387
	CR
	23.501 CR4919 (Rel-18, 'F'): Resolve Editor s Note in Non-homogeneous support of NG-RAN for PDU Set Handling
	Google
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.2.2
	S2-2309388
	CR
	23.502 CR4446 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309667.
	Revised
	S2-2309667

	9.2.2
	S2-2309389
	CR
	23.502 CR4447 (Rel-18, 'F'): Handling regarding unavailability period and start time
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309390
	CR
	23.401 CR3745 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309670.
	Revised
	S2-2309670

	10.5
	S2-2309391
	SID NEW
	New SID: Study on improvements of priority services.
	Samsung
	Rel-18
	
	Not Handled
	-
	

	9.24.2
	S2-2309392
	CR
	23.316 CR2110 (Rel-18, 'F'): SUPI and SUCI for 5G-CRG and FN-CRG support
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.36
	S2-2309393
	LS OUT
	[DRAFT] Reply LS on NSAC procedure for counting of UEs with at least one PDU session/PDN connection
	OPPO
	
	
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.11.2
	S2-2309394
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	OPPO
	
	
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.10.2
	S2-2309395
	CR
	23.247 CR0277R1 (Rel-18, 'F'): Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308463. Postponed in parallel session
	Postponed
	

	8.9
	S2-2309397
	CR
	23.247 CR0262R3 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308465. Revised to S2-2309563.
	Revised
	S2-2309563

	9.23.2
	S2-2309398
	CR
	23.247 CR0305 (Rel-18, 'F'): Remove EN related to GSMA feedback related to Data and analytics exchange between HPLMN and VPLMN
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Merged into S2-2309583
	Merged
	

	9.5.2
	S2-2309399
	CR
	23.273 CR0442 (Rel-18, 'F'): SL-MO-LR procedure updates
	Philips International B.V.
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.24.2
	S2-2309400
	CR
	23.316 CR2111 (Rel-18, 'F'): SUPI and SUCI for FN-BRG support for PLMN and SNPN
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.23.2
	S2-2309401
	CR
	23.247 CR0306 (Rel-18, 'F'): Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309585.
	Revised
	S2-2309585

	10.5
	S2-2309402
	WID NEW
	Draft TEI19 WID on support of Access Traffic Steering, Switching, Splitting and Aggregation of all Traffic Types by single MPDCCP based Steering functionality
	Vodafone, Deutsche Telekom, BT, Huawei, Xiaomi, InterDigital
	Rel-19
	
	Not Handled
	-
	

	9.5.2
	S2-2309403
	CR
	23.586 CR0042 (Rel-18, 'F'): Corrections to TS 23.586
	Philips International B.V.
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	6.5
	S2-2309404
	CR
	23.501 CR4682R1 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of (unhandled) S2-2307366 from S2#157. Wrong Spec version used (18.1.0). Revised to S2-2309405
	Revised
	S2-2309405

	6.5
	S2-2309405
	CR
	23.501 CR4682R2 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309404. Revised in parallel session to S2-2309906.
	Revised
	S2-2309906

	10.5
	S2-2309406
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revised to S2-2309680.
	Revised
	S2-2309680

	7.12
	S2-2309407
	CR
	23.401 CR3746 (Rel-18, 'F'): Condition when to indicate the Tracking Area Update is for a 'UE radio capability update'
	Apple
	Rel-18
	RACS, TEI18
	Not Handled
	-
	

	10.5
	S2-2309408
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - XRM
	Nokia (Moderator)
	Rel-19
	
	LATE DOC: Rx: 15/08, 14:00 Not Handled
	-
	

	10.5
	S2-2309409
	DISCUSSION
	Rel-19 content discussions
	SA WG2 Chair
	Rel-19
	
	Noted
	Noted
	

	4.1
	S2-2309410
	LS OUT
	[DRAFT] Reply LS on support of multiple UEs in Northbound APIs
	China Mobile
	Rel-18
	
	Revision of S2-2308613. WITHDRAWN
	Withdrawn
	

	4.1
	S2-2309411
	LS OUT
	[DRAFT] Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS
	SA WG2
	
	
	Created at meeting. Response to S2-2308280. Not provided. WITHDRAWN
	Withdrawn
	

	4.1
	S2-2309412
	CR
	23.501 CR4748R1 (Rel-18, 'F'): General corrections and alignment for TS23.501
	China Mobile
	Rel-18
	5GS_Ph1
	Revision of S2-2308611. This CR was agreed
	Agreed
	

	4.1
	S2-2309413
	CR
	23.502 CR4300R1 (Rel-18, 'F'): General corrections and alignment for TS23.502
	China Mobile
	Rel-18
	5GS_Ph1
	Revision of S2-2308612. This CR was agreed
	Agreed
	

	4.1
	S2-2309414
	CR
	23.501 CR4891R1 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309287. Revised off-line to S2-2310024.
	Revised
	S2-2310024

	9.12.2
	S2-2309415
	CR
	23.501 CR4907R1 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309342, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309806.
	Revised
	S2-2309806

	9.12.2
	S2-2309416
	CR
	23.502 CR4380R1 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309013. Revised in parallel session to S2-2309808, merging S2-2308917.
	Revised
	S2-2309808

	9.25.2
	S2-2309417
	CR
	23.502 CR4271R1 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308490. Revised in parallel session to S2-2309496.
	Revised
	S2-2309496

	9.25.2
	S2-2309418
	CR
	23.503 CR1089R1 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308491. Revised in parallel session to S2-2309497, merging S2-2308668 and S2-2309424
	Revised
	S2-2309497

	9.25.2
	S2-2309419
	CR
	23.503 CR1090R1 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308492. Revised in parallel session to S2-2309498.
	Revised
	S2-2309498

	9.25.2
	S2-2309420
	CR
	23.503 CR1094R1 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2308528. Revised in parallel session to S2-2309499.
	Revised
	S2-2309499

	9.25.2
	S2-2309421
	CR
	23.503 CR1106R1 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2308638. Revised in parallel session to S2-2309500.
	Revised
	S2-2309500

	9.25.2
	S2-2309422
	CR
	23.503 CR1114R1 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308682. Revised in parallel session to S2-2309501.
	Revised
	S2-2309501

	9.25.2
	S2-2309423
	CR
	23.503 CR1115R1 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308683. Revised in parallel session to S2-2309503
	Revised
	S2-2309503

	9.25.2
	S2-2309424
	CR
	23.503 CR1142R1 (Rel-18, 'F'): Corrections in the description of VPLMM Specific URSP Rules
	InterDigital Inc.
	Rel-18
	eUEPO
	Revision of S2-2309211. Merged into S2-2309497
	Merged
	

	9.12.2
	S2-2309425
	CR
	23.501 CR4869R1 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revision of S2-2309186. Revised in parallel session to S2-2309809.
	Revised
	S2-2309809

	9.12.2
	S2-2309426
	CR
	23.501 CR4844R1 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309080, merging S2-2308557. Revised in parallel session to S2-2309810.
	Revised
	S2-2309810

	9.12.2
	S2-2309427
	CR
	23.501 CR4747R1 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2308606. Revised in parallel session to S2-2309813.
	Revised
	S2-2309813

	9.12.2
	S2-2309428
	CR
	23.502 CR4335R1 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2308813, merging S2-2308587. Revised in parallel session to S2-2309814.
	Revised
	S2-2309814

	9.12.2
	S2-2309429
	CR
	23.503 CR1143R1 (Rel-18, 'F'): Corrections of XR services in 23.503
	Xiaomi
	Rel-18
	XRM
	Revision of S2-2309249. Withdrawn
	Withdrawn
	

	9.12.2
	S2-2309430
	CR
	23.503 CR1102R1 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revision of S2-2308585. Noted in parallel session
	Noted
	

	9.12.2
	S2-2309431
	CR
	23.501 CR4826R1 (Rel-18, 'F'): Support of ECN marking for L4S in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309017. Withdrawn
	Withdrawn
	

	9.12.2
	S2-2309432
	CR
	23.502 CR4284R1 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2308555. Revised in parallel session to S2-2309817.
	Revised
	S2-2309817

	9.12.2
	S2-2309433
	CR
	23.503 CR1048R2 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of S2-2308417. Revised in parallel session to S2-2309867.
	Revised
	S2-2309867

	9.18.2
	S2-2309434
	CR
	23.501 CR4727R1 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2308559. Revised in parallel session to S2-2309818.
	Revised
	S2-2309818

	9.18.2
	S2-2309435
	CR
	23.502 CR4286R1 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2308560. Revised in parallel session to S2-2309819.
	Revised
	S2-2309819

	9.18.2
	S2-2309436
	CR
	23.501 CR4887R1 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309256. Revised in parallel session to S2-2309820.
	Revised
	S2-2309820

	9.18.2
	S2-2309437
	CR
	23.502 CR4423R1 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309257, merging S2-2309267. Revised in parallel session to S2-2309821.
	Revised
	S2-2309821

	9.18.2
	S2-2309438
	CR
	23.502 CR4365R1 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2308954. Revised in parallel session to S2-2309822.
	Revised
	S2-2309822

	9.18.2
	S2-2309439
	CR
	23.501 CR4885R1 (Rel-18, 'F'): Time sync status monitoring issue on the CQRCI check and reference id report
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309251. Noted in parallel session
	Noted
	

	9.18.2
	S2-2309440
	CR
	23.501 CR4859R1 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309125. Revised in parallel session to S2-2309823.
	Revised
	S2-2309823

	9.18.2
	S2-2309441
	CR
	23.502 CR4397R1 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309126. Revised in parallel session to S2-2309824.
	Revised
	S2-2309824

	9.18.2
	S2-2309442
	CR
	23.502 CR4422R1 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309252. Revised in parallel session to S2-2309825.
	Revised
	S2-2309825

	9.18.2
	S2-2309443
	CR
	23.502 CR4366R1 (Rel-18, 'F'): Clarification on time synchronization service based on the subscription
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2308955. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309444
	CR
	23.503 CR1140R1 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309200. Revised in parallel session to S2-2309815, merging S2-2309249.
	Revised
	S2-2309815

	9.12.2
	S2-2309445
	CR
	23.501 CR4723R1 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2308549, merging S2-2309017. Revised in parallel session to S2-2309816.
	Revised
	S2-2309816

	9.9.2
	S2-2309446
	CR
	23.501 CR4696R1 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2308386, merging S2-2308823. Revised in parallel session to S2-2309504.
	Revised
	S2-2309504

	9.9.2
	S2-2309447
	CR
	23.502 CR4251R1 (Rel-18, 'F'): Updates to AI/ML procedures
	OPPO, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2308387. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309448
	CR
	23.502 CR4361R1 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2308924, merging S2-2308794. Revised in parallel session to S2-2309505.
	Revised
	S2-2309505

	9.9.2
	S2-2309449
	CR
	23.502 CR4373R1 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revision of S2-2308973. Revised in parallel session to S2-2309506.
	Revised
	S2-2309506

	9.9.2
	S2-2309450
	CR
	23.502 CR4292R1 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2308577. Revised in parallel session to S2-2309507.
	Revised
	S2-2309507

	9.9.2
	S2-2309451
	CR
	23.501 CR4735R1 (Rel-18, 'F'): Enhancement to Core Network assisted RAN parameters tuning
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2308578. Postponed in parallel session
	Postponed
	

	9.9.2
	S2-2309452
	CR
	23.502 CR4312R1 (Rel-18, 'F'): Corrections to external parameter provisioning by AI/ML application
	Samsung, OPPO
	Rel-18
	AIMLsys
	Revision of S2-2308673. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309453
	CR
	23.502 CR4441R1 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309356, merging S2-2308892. Revised in parallel session to S2-2309508.
	Revised
	S2-2309508

	9.9.2
	S2-2309454
	CR
	23.503 CR1152R1 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309358. Revised in parallel session to S2-2309509.
	Revised
	S2-2309509

	9.9.2
	S2-2309455
	CR
	23.503 CR1083R1 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revision of S2-2308388. Revised in parallel session to S2-2309510.
	Revised
	S2-2309510

	9.29
	S2-2309456
	CR
	23.273 CR0410R1 (Rel-18, 'F'): Updates on functionalities on supporting multiple location reports
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308968. Agreed in parallel session. Block approved
	Agreed
	

	9.30
	S2-2309457
	CR
	23.502 CR4325R1 (Rel-18, 'F'): Correction of EAP-based secondary authentication in EPC
	Ericsson
	Rel-18
	TEI18_SDNAEPC
	Revision of S2-2308738. Agreed in parallel session. Block approved
	Agreed
	

	9.32
	S2-2309458
	LS OUT
	[DRAFT] Reply LS (S5-232244) on CHF Logic Realization wrt/ Spending Limits functionality
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2308690. Revised in parallel session to S2-2309511.
	Revised
	S2-2309511

	9.32
	S2-2309459
	CR
	23.502 CR4317R1 (Rel-18, 'F'): Correction on SLAMUP procedure
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2308691. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2309460
	CR
	23.501 CR4708R1 (Rel-18, 'F'): Restricting NSAC EPC IWK procedures.
	Ericsson
	Rel-18
	eNSAC
	Revision of S2-2308454. Noted in parallel session
	Noted
	

	9.36
	S2-2309461
	CR
	23.501 CR4719R1 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revision of S2-2308518. Revised in parallel session to S2-2309495.
	Revised
	S2-2309495

	9.36
	S2-2309462
	CR
	23.501 CR4839R1 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309064. Revised in parallel session to S2-2309514.
	Revised
	S2-2309514

	9.36
	S2-2309463
	CR
	23.502 CR4303R1 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2308620. Revised in parallel session to S2-2309804.
	Revised
	S2-2309804

	9.36
	S2-2309464
	CR
	23.502 CR4429R1 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309293, merging S2-2309065 and S2-2308455. Revised in parallel session to S2-2309805.
	Revised
	S2-2309805

	9.36
	S2-2309465
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	-
	Revision of S2-2308516, merging S2-2309393, S2-2309290 and S2-2308864. Revised in parallel session to S2-2309512.
	Revised
	S2-2309512

	9.15.2
	S2-2309466
	CR
	23.501 CR4813R1 (Rel-18, 'F'): Clarifications on redundant steering mode for GBR QoS Flow
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308926. Withdrawn
	Withdrawn
	

	9.15.2
	S2-2309467
	CR
	23.502 CR4347R1 (Rel-18, 'F'): Removal of non-3GPP path switching capability between V-SMF and H-SMF
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308851. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309468
	CR
	23.502 CR4353R1 (Rel-18, 'F'): Clarification on the N3GPP path switching
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308888. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309469
	CR
	23.501 CR4777R1 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308759. Revised in parallel session to S2-2309847.
	Revised
	S2-2309847

	9.15.2
	S2-2309470
	CR
	23.501 CR4767R1 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308676. Revised in parallel session to S2-2309849.
	Revised
	S2-2309849

	9.15.2
	S2-2309471
	CR
	23.502 CR4314R1 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308677. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309472
	CR
	23.501 CR4856R1 (Rel-18, 'F'): Editorial correction on ATSSS architecture
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309114. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309473
	CR
	23.502 CR4394R1 (Rel-18, 'F'): Clarification on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309115. Revised in parallel session to S2-2309848.
	Revised
	S2-2309848

	9.7.2
	S2-2309474
	CR
	23.304 CR0306R1 (Rel-18, 'F'): ProSe Authorization info for Layer-2 U2U Relay operation
	LG Electronics
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308502, merging S2-2309073, S2-2308830 and S2-2308803. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309475
	CR
	23.304 CR0329R1 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309053. Revised in parallel session to S2-2309840.
	Revised
	S2-2309840

	9.7.2
	S2-2309476
	CR
	23.304 CR0315R1 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308804. Revised in parallel session to S2-2309842.
	Revised
	S2-2309842

	9.7.2
	S2-2309477
	LS OUT
	[DRAFT] Reply LS on additional parameters announcement procedure
	vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309051. Revised in parallel session to S2-2309841.
	Revised
	S2-2309841

	9.7.2
	S2-2309478
	CR
	23.304 CR0313R1 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308802, merging S2-2309052. Revised in parallel session to S2-2309843.
	Revised
	S2-2309843

	9.7.2
	S2-2309479
	CR
	23.304 CR0307R1 (Rel-18, 'F'): Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308634. Noted in parallel session
	Noted
	

	9.7.2
	S2-2309480
	CR
	23.304 CR0322R1 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308994. Revised in parallel session to S2-2309844.
	Revised
	S2-2309844

	9.7.2
	S2-2309481
	CR
	23.304 CR0348R1 (Rel-18, 'F'): Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309360. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309482
	CR
	23.304 CR0321R1 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308865, merging S2-2309302. Revised in parallel session to S2-2309846.
	Revised
	S2-2309846

	9.7.2
	S2-2309483
	CR
	23.304 CR0334R1 (Rel-18, 'F'): Clarification on RSC usage during relay discovery and relay reselection
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309088. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309484
	CR
	23.586 CR0030R1 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309044. Revised in parallel session to S2-2309827 (withdrawn). Postponed.
	Postponed
	

	9.5.2
	S2-2309485
	CR
	23.032 CR0024R1 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309045. Revised in parallel session to S2-2309828 (withdrawn). Postponed
	Postponed
	

	9.5.2
	S2-2309486
	LS OUT
	[DRAFT] Reply LS on UE Ranging/SL Positioning privacy profile
	Xiaomi
	-
	
	Created in parallel session. Response to S2-2308354. Revised in parallel session to S2-2309830.
	Revised
	S2-2309830

	9.5.2
	S2-2309487
	CR
	23.586 CR0018R1 (Rel-18, 'F'): Correction on authorization information to NG-RAN
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2308838. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309488
	CR
	23.586 CR0013R1 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2308741, merging S2-2309197. Revised in parallel session to S2-2309831.
	Revised
	S2-2309831

	9.5.2
	S2-2309489
	CR
	23.273 CR0426R1 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revision of S2-2309194. Revised in parallel session to S2-2309832.
	Revised
	S2-2309832

	9.5.2
	S2-2309490
	CR
	23.586 CR0014R1 (Rel-18, 'F'): Fix Ranging Architecture figures and interfaces
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2308742. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309491
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309270. Revised in parallel session to S2-2309833.
	Revised
	S2-2309833

	9.5.2
	S2-2309492
	CR
	23.586 CR0009R1 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revision of S2-2308629, merging S2-2308989, S2-2308952 and S2-2308837. Revised in parallel session to S2-2309834.
	Revised
	S2-2309834

	9.5.2
	S2-2309493
	CR
	23.586 CR0022R1 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revision of S2-2308951, merging S2-2308621. Revised in parallel session to S2-2309835.
	Revised
	S2-2309835

	9.5.2
	S2-2309494
	CR
	23.586 CR0019R1 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2308839. Revised in parallel session to S2-2309836.
	Revised
	S2-2309836

	9.36
	S2-2309495
	CR
	23.501 CR4719R2 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revision of S2-2309461. Revised in parallel session to S2-2309513.
	Revised
	S2-2309513

	9.25.2
	S2-2309496
	CR
	23.502 CR4271R2 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309417. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309497
	CR
	23.503 CR1089R2 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309418, merging S2-2308668 and S2-2309424. Revised in parallel session to S2-2309854.
	Revised
	S2-2309854

	9.25.2
	S2-2309498
	CR
	23.503 CR1090R2 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309419. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309499
	CR
	23.503 CR1094R2 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309420. Revised in parallel session to S2-2309859.
	Revised
	S2-2309859

	9.25.2
	S2-2309500
	CR
	23.503 CR1106R2 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2309421. Revised in parallel session to S2-2309850.
	Revised
	S2-2309850

	9.25.2
	S2-2309501
	CR
	23.503 CR1114R2 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2309422. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309502
	CR
	23.502 CR4315R1 (Rel-18, 'F'): Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308681. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309503
	CR
	23.503 CR1115R2 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2309423. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309504
	CR
	23.501 CR4696R2 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2309446. Agreed in parallel session. Revised to S2-2310037.
	Revised
	S2-2310037

	9.9.2
	S2-2309505
	CR
	23.502 CR4361R2 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2309448. Revised in parallel session to S2-2309851.
	Revised
	S2-2309851

	9.9.2
	S2-2309506
	CR
	23.502 CR4373R2 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revision of S2-2309449. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309507
	CR
	23.502 CR4292R2 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2309450. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309508
	CR
	23.502 CR4441R2 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309453. Revised in parallel session to S2-2309852.
	Revised
	S2-2309852

	9.9.2
	S2-2309509
	CR
	23.503 CR1152R2 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309454. Revised in parallel session to S2-2309853.
	Revised
	S2-2309853

	9.9.2
	S2-2309510
	CR
	23.503 CR1083R2 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revision of S2-2309455. Agreed in parallel session. Block approved
	Agreed
	

	9.32
	S2-2309511
	LS OUT
	Reply LS on CHF Logic Realization wrt/ Spending Limits functionality
	SA WG2
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2309458. Agreed in parallel session. Block approved
	Approved
	

	9.36
	S2-2309512
	LS OUT
	Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	-
	Revision of S2-2309465. Agreed in parallel session. Revised to S2-2310036.
	Revised
	S2-2310036

	9.36
	S2-2309513
	CR
	23.501 CR4719R3 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell, Samsung
	Rel-18
	eNSAC
	Revision of S2-2309495. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2309514
	CR
	23.501 CR4839R2 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309462. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2309515
	CR
	23.501 CR4582R3 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2308762. Revised in parallel session to S2-2309689.
	Revised
	S2-2309689

	9.11.2
	S2-2309516
	CR
	23.501 CR4717R1 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2308512. Revised in parallel session to S2-2309688.
	Revised
	S2-2309688

	9.11.2
	S2-2309517
	CR
	23.502 CR4434R1 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309298. Revised in parallel session to S2-2309690.
	Revised
	S2-2309690

	9.11.2
	S2-2309518
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2308763, merging S2-2309289. Revised in parallel session to S2-2309691.
	Revised
	S2-2309691

	9.11.2
	S2-2309519
	CR
	23.503 CR1123R1 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revision of S2-2308847, merging S2-2309300 and S2-2308538. Revised in parallel session to S2-2309693.
	Revised
	S2-2309693

	9.11.2
	S2-2309520
	LS OUT
	[DRAFT] Reply LS on Network Slice Replacement Procedure
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2308788. Revised in parallel session to S2-2309692, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848
	Revised
	S2-2309692

	9.11.2
	S2-2309521
	CR
	23.501 CR4741R1 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of S2-2308594. Revised in parallel session to S2-2309694.
	Revised
	S2-2309694

	9.11.2
	S2-2309522
	CR
	23.501 CR4857R1 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309119, merging S2-2308766. Revised in parallel session to S2-2309695.
	Revised
	S2-2309695

	8.3
	S2-2309523
	CR
	23.501 CR4892R1 (Rel-17, 'F'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-17
	eEDGE_5GC
	Revision of S2-2309306. Agreed in parallel session. Block approved
	Agreed
	

	8.3
	S2-2309524
	CR
	23.501 CR4893R1 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revision of S2-2309308. Revised in parallel session to S2-2309699.
	Revised
	S2-2309699

	8.4
	S2-2309525
	CR
	23.502 CR4418R1 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309238. Revised in parallel session to S2-2309701.
	Revised
	S2-2309701

	8.7
	S2-2309526
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Samsung
	Rel-17
	-
	Revision of S2-2308863. Revised in parallel session to S2-2309697.
	Revised
	S2-2309697

	8.7
	S2-2309527
	LS OUT
	[DRAFT] Reply LS to LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG2
	
	UAS_Ph2
	Created at meeting. Response to S2-2308335. Revised in parallel session to S2-2309698.
	Revised
	S2-2309698

	8.14
	S2-2309528
	CR
	23.273 CR0433R1 (Rel-18, 'A'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309262. Postponed in parallel session
	Postponed
	

	9.3.2
	S2-2309529
	CR
	23.501 CR4733R1 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308572, merging S2-2309338. Revised to S2-2309709.
	Revised
	S2-2309709

	9.3.2
	S2-2309530
	CR
	23.503 CR1098R1 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308574. Postponed
	Postponed
	

	9.3.2
	S2-2309531
	CR
	23.503 CR1108R1 (Rel-18, 'F'): Subscription data handling by PCF for PIN
	Vivo
	Rel-18
	PIN
	Revision of S2-2308659. Postponed
	Postponed
	

	9.3.2
	S2-2309532
	CR
	23.501 CR4734R1 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308573. WITHDRAWN
	Withdrawn
	

	9.3.2
	S2-2309533
	CR
	23.501 CR4755R1 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revision of S2-2308650, merging S2-2309708. Revised to S2-2309710.
	Revised
	S2-2309710

	9.3.2
	S2-2309534
	CR
	23.501 CR4773R2 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision of S2-2309380. Revised in parallel session to S2-2309711.
	Revised
	S2-2309711

	9.3.2
	S2-2309535
	CR
	23.501 CR4832R1 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309029. Revised to S2-2309712.
	Revised
	S2-2309712

	9.3.2
	S2-2309536
	CR
	23.501 CR4763R1 (Rel-18, 'F'): Remove AF traffic influence for PIN-DN communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revision of S2-2308663. Postponed
	Postponed
	

	9.3.2
	S2-2309537
	CR
	23.501 CR4872R1 (Rel-18, 'F'): Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revision of S2-2309209. Noted in parallel session
	Noted
	

	9.3.2
	S2-2309538
	CR
	23.503 CR1141R1 (Rel-18, 'F'): Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revision of S2-2309208. Postponed
	Postponed
	

	9.3.2
	S2-2309539
	CR
	23.501 CR4761R1 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revision of S2-2308656. Revised in parallel session to S2-2309713.
	Revised
	S2-2309713

	8.8
	S2-2309540
	CR
	23.304 CR0309R1 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2308712. Revised in parallel session to S2-2309703.
	Revised
	S2-2309703

	8.8
	S2-2309541
	CR
	23.304 CR0310R1 (Rel-17, 'F'): Reference point alignment with TS33.503
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2308713. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309542
	CR
	23.304 CR0311R1 (Rel-18, 'A'): Reference point alignment with TS33.503
	Ericsson
	Rel-18
	5G_ProSe
	Revision of S2-2308714. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309543
	CR
	23.502 CR4390R1 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309094. Revised in parallel session to S2-2309704.
	Revised
	S2-2309704

	8.8
	S2-2309544
	CR
	23.502 CR4391R1 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309095. Revised in parallel session to S2-2309705.
	Revised
	S2-2309705

	8.11
	S2-2309545
	CR
	23.501 CR4690R1 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revision of S2-2308371. Agreed in parallel session. Block approved
	Agreed
	

	8.26
	S2-2309546
	CR
	23.501 CR4851R1 (Rel-17, 'F'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-17
	ARCH_NR_REDCAP
	Revision of S2-2309106. Agreed in parallel session. Block approved
	Agreed
	

	8.26
	S2-2309547
	CR
	23.501 CR4852R1 (Rel-18, 'A'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-18
	ARCH_NR_REDCAP
	Revision of S2-2309107. Agreed in parallel session. Block approved
	Agreed
	

	8.28
	S2-2309548
	CR
	23.501 CR4816R1 (Rel-17, 'F'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-17
	NSWO_5G
	Revision of S2-2308976. Agreed in parallel session. Block approved
	Agreed
	

	8.28
	S2-2309549
	CR
	23.501 CR4817R1 (Rel-18, 'A'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-18
	NSWO_5G
	Revision of S2-2308977. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2309550
	CR
	23.501 CR4720R1 (Rel-17, 'F'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2308542. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2309551
	CR
	23.501 CR4721R1 (Rel-18, 'A'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2308543. Withdrawn
	Withdrawn
	

	8.5
	S2-2309552
	LS OUT
	[DRAFT] LS on Moving PMIC and UMIC into Annex
	Huawei, HiSilicon
	-
	-
	Created in parallel session. Revised in parallel session to S2-2309702.
	Revised
	S2-2309702

	8.5
	S2-2309553
	CR
	23.502 CR4076R2 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2308922. Revised in parallel session to S2-2309706.
	Revised
	S2-2309706

	8.5
	S2-2309554
	CR
	23.502 CR4077R2 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2308923. Revised in parallel session to S2-2309707.
	Revised
	S2-2309707

	8.9
	S2-2309555
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308462. Revised in parallel session to S2-2309746, merging S2-2308935, S2-2308877 and S2-2308703
	Revised
	S2-2309746

	8.9
	S2-2309556
	CR
	23.247 CR0275R1 (Rel-17, 'F'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308460. Withdrawn
	Withdrawn
	

	8.9
	S2-2309557
	CR
	23.247 CR0276R1 (Rel-18, 'A'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308461. Withdrawn
	Withdrawn
	

	8.9
	S2-2309558
	CR
	23.247 CR0281R1 (Rel-17, 'F'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308701. Postponed in parallel session
	Postponed
	

	8.9
	S2-2309559
	CR
	23.247 CR0282R1 (Rel-18, 'A'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308702. Withdrawn
	Withdrawn
	

	8.9
	S2-2309560
	CR
	23.247 CR0200R2 (Rel-17, 'F'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308705. Postponed in parallel session Withdrawn
	PostponedWithdrawn
	

	8.9
	S2-2309561
	CR
	23.247 CR0201R2 (Rel-18, 'A'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308706. Postponed in parallel session Withdrawn
	PostponedWithdrawn
	

	8.9
	S2-2309562
	CR
	23.247 CR0261R2 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308464. Revised in parallel session to S2-2309716.
	Revised
	S2-2309716

	8.9
	S2-2309563
	CR
	23.247 CR0262R4 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2309397. Revised to S2-2309748.
	Revised
	S2-2309748

	8.9
	S2-2309564
	CR
	23.247 CR0283R1 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308707. Revised in parallel session to S2-2309719.
	Revised
	S2-2309719

	8.9
	S2-2309565
	CR
	23.247 CR0284R1 (Rel-18, 'A'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308708. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309566
	CR
	23.247 CR0287R1 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revision of S2-2308878. Revised in parallel session to S2-2309717.
	Revised
	S2-2309717

	8.9
	S2-2309567
	CR
	23.247 CR0288R1 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revision of S2-2308879. Revised in parallel session to S2-2309718.
	Revised
	S2-2309718

	8.9
	S2-2309568
	CR
	23.247 CR0293R1 (Rel-17, 'F'): Clarification on the MBS Security function
	ZTE
	Rel-17
	5MBS
	Revision of S2-2308933. Noted in parallel session
	Noted
	

	8.9
	S2-2309569
	CR
	23.247 CR0294R1 (Rel-18, 'A'): Clarification on the MBS Security function
	ZTE
	Rel-18
	5MBS
	Revision of S2-2308934. Withdrawn
	Withdrawn
	

	9.23.2
	S2-2309570
	CR
	23.288 CR0862R1 (Rel-18, 'F'): Corrections to Analytics Subset
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308413. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309571
	CR
	23.288 CR0868R1 (Rel-18, 'F'): Clarifications on determining accuracy of analytics
	Lenovo
	Rel-18
	eNA_Ph3
	Revision of S2-2308525. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309572
	CR
	23.288 CR0871R1 (Rel-18, 'F'): Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308534. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309573
	CR
	23.288 CR0872R1 (Rel-18, 'F'): Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308535. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309574
	CR
	23.288 CR0876R1 (Rel-18, 'F'): Correction to ML Model Accuracy information support
	Intel
	Rel-18
	eNA_Ph3
	Revision of S2-2308757. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2309575
	CR
	23.288 CR0885R1 (Rel-18, 'F'): Corrections on AnLF-assisted MTLF monitoring procedure
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308826. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309576
	CR
	23.288 CR0899R1 (Rel-18, 'F'): Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308908. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309577
	CR
	23.288 CR0909R1 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309170. Revised in parallel session to S2-2309730.
	Revised
	S2-2309730

	9.23.2
	S2-2309578
	CR
	23.501 CR4876R1 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309228. Revised in parallel session to S2-2309731.
	Revised
	S2-2309731

	9.23.2
	S2-2309579
	CR
	23.503 CR1127R1 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308927. Revised in parallel session to S2-2309733, merging S2-2309324
	Revised
	S2-2309733

	9.23.2
	S2-2309580
	CR
	23.502 CR4256R1 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308415, merging S2-2308929. Revised in parallel session to S2-2309732.
	Revised
	S2-2309732

	9.23.2
	S2-2309581
	CR
	23.288 CR0910R1 (Rel-18, 'F'): Parameters for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Revision of S2-2309320. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2309582
	CR
	23.288 CR0853R1 (Rel-18, 'F'): Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revision of S2-2308393. Agreed in parallel session, merging S2-2309163. Block approved
	Agreed
	

	9.23.2
	S2-2309583
	CR
	23.288 CR0865R1 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2308438, merging S2-2309398 and S2-2308898. Revised in parallel session to S2-2309734.
	Revised
	S2-2309734

	9.23.2
	S2-2309584
	CR
	23.288 CR0878R1 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308807. Revised in parallel session to S2-2309735.
	Revised
	S2-2309735

	9.23.2
	S2-2309585
	CR
	23.247 CR0306R1 (Rel-18, 'F'): Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Revision of S2-2309401. Agreed in parallel session. Block approved. This CR is written to the wrong TS and cannot be implemented. Postponed
	AgreedPostponed
	

	9.23.2
	S2-2309586
	CR
	23.502 CR4357R1 (Rel-18, 'F'): Clarification on the SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308896, merging S2-2309165. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309587
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3, AIMLsys
	Revision of S2-2309166, merging S2-2308895. Revised in parallel session to S2-2309736.
	Revised
	S2-2309736

	9.23.2
	S2-2309588
	CR
	23.288 CR0854R1 (Rel-18, 'F'): Resolving issues in ADRF ML Model Storage services
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revision of S2-2308394. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309589
	CR
	23.288 CR0877R1 (Rel-18, 'F'): Correction to MLModelManagement_Delete service operation
	Intel
	Rel-18
	eNA_Ph3
	Revision of S2-2308758. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2309590
	CR
	23.288 CR0879R1 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308808. Revised in parallel session to S2-2309737.
	Revised
	S2-2309737

	9.23.2
	S2-2309591
	CR
	23.288 CR0880R1 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308809. Revised in parallel session to S2-2309738.
	Revised
	S2-2309738

	9.23.2
	S2-2309592
	CR
	23.502 CR4415R1 (Rel-18, 'F'): Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309226. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309593
	CR
	23.501 CR4798R1 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revision of S2-2308875. Revised in parallel session to S2-2309740.
	Revised
	S2-2309740

	9.23.2
	S2-2309594
	CR
	23.288 CR0905R1 (Rel-18, 'F'): Clarification on ML Model interoperability
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309160. Agreed in parallel session. Block approved
	Agreed
	

	9.38
	S2-2309596
	CR
	23.501 CR4710R1 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2308475. Withdrawn
	Withdrawn
	

	9.38
	S2-2309597
	CR
	23.502 CR4425R1 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revision of S2-2309276. Revised in parallel session to S2-2309726.
	Revised
	S2-2309726

	9.38
	S2-2309598
	CR
	23.502 CR4433R1 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309297. Revised in parallel session to S2-2309725.
	Revised
	S2-2309725

	9.38
	S2-2309599
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2308721. Revised in parallel session to S2-2309724.
	Revised
	S2-2309724

	9.38
	S2-2309600
	WID NEW
	Support of MT SDT for REDCAP UE in RRC Inactive with long Edrx.
	China Mobile
	Rel-18
	-
	Revision of S2-2308477. Withdrawn
	Withdrawn
	

	9.38
	S2-2309601
	CR
	23.501 CR4770R1 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revision of S2-2308716. Agreed in parallel session. Block approved
	Agreed
	

	9.38
	S2-2309602
	CR
	23.502 CR4322R1 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revision of S2-2308717. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309603
	CR
	23.247 CR0279R1 (Rel-18, 'F'): Corrections for support of MBS data reception for UEs using power saving functions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Revision of S2-2308470. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309604
	CR
	23.247 CR0303R1 (Rel-18, 'D'): Editorial corrections
	CATT
	Rel-18
	5MBS_Ph2
	Revision of S2-2309167. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309605
	CR
	23.247 CR0300R1 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308941. Revised in parallel session to S2-2309720.
	Revised
	S2-2309720

	9.10.2
	S2-2309606
	CR
	23.247 CR0280R1 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2308615, merging S2-2309168 and S2-2308939. Revised in parallel session to S2-2309721.
	Revised
	S2-2309721

	9.10.2
	S2-2309607
	CR
	23.502 CR4321R1 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308709. Revised in parallel session to S2-2309722.
	Revised
	S2-2309722

	9.10.2
	S2-2309608
	CR
	23.247 CR0285R1 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308710. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309609
	CR
	23.247 CR0297R1 (Rel-18, 'F'): Resolving the EN on the RRC inactive assitant information
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308938. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309610
	CR
	23.247 CR0301R1 (Rel-18, 'F'): Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308942. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309611
	CR
	23.247 CR0286R2 (Rel-18, 'F'): Converting the requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2309383. Agreed in parallel session. Block approved
	Agreed
	

	8.4
	S2-2309612
	CR
	23.501 CR4920 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revised in parallel session to S2-2309700.
	Revised
	S2-2309700

	9.6.2
	S2-2309615
	LS OUT
	[DRAFT] Reply LS on reporting positioning measurements taken in RRC_IDLE
	SA WG2
	Rel-18
	NR_pos_enh2
	Created at meeting. Response to S2-2308313. Revised in parallel session to S2-2309926.
	Revised
	S2-2309926

	9.6.2
	S2-2309616
	CR
	23.273 CR0403R1 (Rel-18, 'F'): Fix Missing Interface between LMF and GMLC
	Ericsson
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308740, merging S2-2308983. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309617
	CR
	23.273 CR0402R1 (Rel-18, 'F'): Fix Modification of User Plane Connection between UE and LMF
	Ericsson, Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308739. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309618
	CR
	23.273 CR0406R1 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308948, merging S2-2309192. Revised in parallel session to S2-2309927.
	Revised
	S2-2309927

	9.6.2
	S2-2309619
	CR
	23.273 CR0415R1 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308985. Revised in parallel session to S2-2309928.
	Revised
	S2-2309928

	9.6.2
	S2-2309620
	CR
	23.273 CR0407R1 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308949. Agreed in parallel session. Revised in parallel session to S2-2309929.
	Revised
	S2-2309929

	9.6.2
	S2-2309621
	CR
	23.273 CR0414R1 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308984, merging S2-2309313. Revised in parallel session to S2-2309930.
	Revised
	S2-2309930

	9.6.2
	S2-2309622
	CR
	23.273 CR0440R1 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309367. Revised in parallel session to S2-2309931.
	Revised
	S2-2309931

	9.6.2
	S2-2309623
	CR
	23.502 CR4442R1 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309373. Revised in parallel session to S2-2309932.
	Revised
	S2-2309932

	9.6.2
	S2-2309624
	CR
	23.273 CR0430R1 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309259. Revised in parallel session to S2-2309933.
	Revised
	S2-2309933

	9.6.2
	S2-2309625
	CR
	23.273 CR0412R1 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308982. Revised in parallel session to S2-2309935.
	Revised
	S2-2309935

	9.6.2
	S2-2309626
	CR
	23.273 CR0436R1 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309265. Revised in parallel session to S2-2309936.
	Revised
	S2-2309936

	9.6.2
	S2-2309627
	CR
	23.273 CR0424R1 (Rel-18, 'F'): Correction on PRU discovery
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309191. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309628
	CR
	23.273 CR0408R1 (Rel-18, 'F'): Clarification on NWDAF-assisted LCS services section
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308966. Agreed in parallel session. Block approved
	Agreed
	

	5.1
	S2-2309629
	CR
	23.401 CR3740R1 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2308507. Revised in parallel session to S2-2309645.
	Revised
	S2-2309645

	10.5
	S2-2309630
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2308444. Revised to S2-2310003.
	Revised
	S2-2310003

	10.5
	S2-2309631
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revision of S2-2308445. Revised to S2-2310027.
	Revised
	S2-2310027

	10.5
	S2-2309632
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2308562. Revised to S2-2310004.
	Revised
	S2-2310004

	10.5
	S2-2309633
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2308471. Revised to S2-2310002.
	Revised
	S2-2310002

	9.14.2
	S2-2309634
	LS OUT
	[DRAFT] Reply LS on clarification on IMS media services and media capabilities
	SA WG2
	Rel-18
	NG_RTC
	Created at meeting. Response to S2-2308308. Revised in parallel session to S2-2309941.
	Revised
	S2-2309941

	9.14.2
	S2-2309635
	CR
	23.228 CR1357R1 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Revision of S2-2309155, merging S2-2309140. Revised in parallel session to S2-2310011.
	Revised
	S2-2310011

	9.14.2
	S2-2309636
	CR
	23.502 CR4399R1 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309141. Revised in parallel session to S2-2309942.
	Revised
	S2-2309942

	9.14.2
	S2-2309637
	CR
	23.228 CR1331R1 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308456. Revised in parallel session to S2-2309938, merging S2-2309099.
	Revised
	S2-2309938

	9.14.2
	S2-2309638
	CR
	23.228 CR1337R1 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revision of S2-2308799. Revised in parallel session to S2-2309943.
	Revised
	S2-2309943

	9.14.2
	S2-2309639
	CR
	23.228 CR1344R1 (Rel-18, 'F'): 23.228 Annex AA Editorial Change on IMS AS and MF services
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309099. WITHDRAWN
	Withdrawn
	

	9.14.2
	S2-2309640
	CR
	23.228 CR1332R1 (Rel-18, 'F'): Updates to DCSF - HSS interworking
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308457. Noted in parallel session
	Noted
	

	9.14.2
	S2-2309641
	CR
	23.228 CR1347R1 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309102. Revised in parallel session to S2-2309939.
	Revised
	S2-2309939

	9.14.2
	S2-2309642
	CR
	23.228 CR1333R1 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308458, merging S2-2309100. Revised in parallel session to S2-2309940.
	Revised
	S2-2309940

	9.14.2
	S2-2309643
	CR
	23.228 CR1354R1 (Rel-18, 'F'): Update to data channel setup procedures
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309143. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309644
	CR
	23.228 CR1348R1 (Rel-18, 'F'): Correction of the P2A2P procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Revision of S2-2309127. WITHDRAWN
	Withdrawn
	

	5.1
	S2-2309645
	CR
	23.401 CR3740R2 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2309629. Postponed
	Postponed
	

	6.1
	S2-2309646
	CR
	23.502 CR4320R1 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revision of S2-2308699. Revised in parallel session to S2-2309946.
	Revised
	S2-2309946

	6.1
	S2-2309647
	CR
	23.502 CR4410R1 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revision of S2-2309202. Revised in parallel session to S2-2309947.
	Revised
	S2-2309947

	6.1
	S2-2309648
	CR
	23.502 CR4411R1 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revision of S2-2309203. Revised in parallel session to S2-2309948.
	Revised
	S2-2309948

	6.1
	S2-2309649
	CR
	23.502 CR4412R1 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revision of S2-2309204. Revised in parallel session to S2-2309949.
	Revised
	S2-2309949

	6.2
	S2-2309650
	CR
	23.502 CR4249R1 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2308383. Revised in parallel session to S2-2309951.
	Revised
	S2-2309951

	6.2
	S2-2309651
	CR
	23.501 CR4848R1 (Rel-18, 'A'): UE Mobility Reference
	Samsung
	Rel-18
	5GS_Ph1
	Revision of S2-2309087. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309652
	CR
	23.502 CR4428R1 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revision of S2-2309280. Revised in parallel session to S2-2309955.
	Revised
	S2-2309955

	6.11
	S2-2309653
	CR
	23.502 CR4400R1 (Rel-18, 'F'): Nudr parameter correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309144. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2309654
	CR
	23.316 CR2112 (Rel-16, 'F'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-16
	5WWC
	Created at meeting. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2309655
	CR
	23.316 CR2108R1 (Rel-17, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-17
	5WWC
	Revision of S2-2308733. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2309656
	CR
	23.316 CR2109R1 (Rel-18, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-18
	5WWC
	Revision of S2-2308734. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309657
	CR
	23.548 CR0160R1 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, China Mobile, Ericsson, Samsung
	Rel-18
	EDGE_Ph2
	Revision of S2-2308429, merging S2-2308610, S2-2308698 and S2-2309243. Revised in parallel session to S2-2309957.
	Revised
	S2-2309957

	9.17.2
	S2-2309658
	CR
	23.548 CR0165R1 (Rel-18, 'F'): Enforcement of VPLMN specific offloading information for IP range(s)
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2308609. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309659
	CR
	23.548 CR0179R1 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309178. Revised in parallel session to S2-2309959.
	Revised
	S2-2309959

	9.17.2
	S2-2309660
	CR
	23.548 CR0161R1 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308430, Merging S2-2309152 and S2-2309230. Revised in parallel session to S2-2309958.
	Revised
	S2-2309958

	9.17.2
	S2-2309661
	CR
	23.502 CR4283R1 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308552, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958. Revised in parallel session to S2-2309961.
	Revised
	S2-2309961

	9.17.2
	S2-2309662
	CR
	23.548 CR0162R1 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308553. Revised in parallel session to S2-2309962.
	Revised
	S2-2309962

	9.2.2
	S2-2309663
	CR
	23.501 CR4843R1 (Rel-18, 'F'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Revision of S2-2309077. Noted in parallel session
	Noted
	

	9.2.2
	S2-2309664
	CR
	23.502 CR4246R1 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revision of S2-2308376, merging S2-2309081. Revised in parallel session to S2-2309977.
	Revised
	S2-2309977

	9.2.2
	S2-2309665
	CR
	23.501 CR4854R1 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309110. Revised off-line to S2-2309973.
	Revised
	S2-2309973

	9.2.2
	S2-2309666
	CR
	23.502 CR4393R1 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309112. Revised in parallel session to S2-2309978.
	Revised
	S2-2309978

	9.2.2
	S2-2309667
	CR
	23.502 CR4446R1 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309388. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309668
	CR
	23.401 CR3743R1 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309113. Revised off-line to S2-2309974.
	Revised
	S2-2309974

	9.2.2
	S2-2309669
	CR
	23.401 CR3744R1 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309132. Revised in parallel session to S2-2309980.
	Revised
	S2-2309980

	9.2.2
	S2-2309670
	CR
	23.401 CR3745R1 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309390. Revised in parallel session to S2-2309981.
	Revised
	S2-2309981

	6.2
	S2-2309671
	CR
	23.501 CR4692R1 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Revision of S2-2308378. Wrong file uploaded. WITHDRAWN
	Withdrawn
	

	9.24.2
	S2-2309672
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308777. Revised in parallel session to S2-2309992.
	Revised
	S2-2309992

	9.24.2
	S2-2309673
	CR
	23.501 CR4786R1 (Rel-18, 'F'): SNPN N3WIF FQDN terminology alignment with stage 3
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308782. Endorsed this as a basis for further work. Postponed
	Postponed
	

	9.24.2
	S2-2309674
	LS OUT
	[DRAFT] LS on SNPN Identifier based N3IWF FQDN
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308783. Revised in parallel session to S2-2309993.
	Revised
	S2-2309993

	9.24.2
	S2-2309675
	CR
	23.501 CR4750R1 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revision of S2-2308636, merging S2-2308669. Revised in parallel session to S2-2309994.
	Revised
	S2-2309994

	9.24.2
	S2-2309676
	CR
	23.501 CR4784R1 (Rel-18, 'F'): Method for exchange info to determine SNPN selection
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308778, merging S2-2308670 and S2-2308886. Agreed in parallel session. Block approved
	Agreed
	

	10.5
	S2-2309677
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2308447. Revised to S2-2310001.
	Revised
	S2-2310001

	10.5
	S2-2309678
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revision of S2-2309135. Revised to S2-2310028.
	Revised
	S2-2310028

	10.5
	S2-2309679
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309137. Revised off-line to S2-2309975.
	Revised
	S2-2309975

	10.5
	S2-2309680
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309406. Revised off-line to S2-2309944.
	Revised
	S2-2309944

	9.37
	S2-2309681
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309145, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354. Revised in parallel session to S2-2309995.
	Revised
	S2-2309995

	9.37
	S2-2309682
	CR
	23.501 CR4861R1 (Rel-18, 'F'): QoS monitoring
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309146, merging S2-2309183 and S2-2309233. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2309683
	CR
	23.503 CR1150R1 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile
	Rel-18
	5GSATB
	Revision of S2-2309355, merging S2-2308737. Revised to add supporting company  to S2-2309991.
	Revised
	S2-2309991

	9.37
	S2-2309684
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	InterDigital Inc.
	Rel-18
	SUECR
	Revision of S2-2309217. Revised in parallel session to S2-2309997.
	Revised
	S2-2309997

	9.37
	S2-2309685
	CR
	23.501 CR4772R1 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revision of S2-2308724. Revised in parallel session to S2-2309999.
	Revised
	S2-2309999

	9.37
	S2-2309686
	LS OUT
	Reply LS CAG solution for mobile IAB
	Ericsson
	Rel-18
	VMR, NR_mobile_IAB-Core
	Revision of S2-2308725. Revised in parallel session to S2-2309998.
	Revised
	S2-2309998

	9.37
	S2-2309687
	LS OUT
	[DRAFT] Reply LS on support of no-transmit zones for UAVs
	LG Electronics
	Rel-18
	UAS_Ph2
	Revision of S2-2309000, merging S2-2309171. Revised in parallel session to S2-2310000.
	Revised
	S2-2310000

	9.11.2
	S2-2309688
	CR
	23.501 CR4717R2 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309516. Revised in parallel session to S2-2309741.
	Revised
	S2-2309741

	9.11.2
	S2-2309689
	CR
	23.501 CR4582R4 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2309515. Revised in parallel session to S2-2309742.
	Revised
	S2-2309742

	9.11.2
	S2-2309690
	CR
	23.502 CR4434R2 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309517. Revised to S2-2309753.
	Revised
	S2-2309753

	9.11.2
	S2-2309691
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309518. Revised in parallel session to S2-2309743 (withdrawn).
	Noted
	

	9.11.2
	S2-2309692
	LS OUT
	Reply LS on network slice replacement procedure
	SA WG2
	Rel-18
	eNS_Ph3
	Revision of S2-2309520, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848. Agreed in parallel session. Block approved
	Approved
	

	9.11.2
	S2-2309693
	CR
	23.503 CR1123R2 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revision of S2-2309519. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2309694
	CR
	23.501 CR4741R2 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of S2-2309521. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2309695
	CR
	23.501 CR4857R2 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309522. Revised in parallel session to S2-2309744.
	Revised
	S2-2309744

	8.7
	S2-2309697
	LS OUT
	Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG2
	Rel-17
	-
	Revision of S2-2309526. Agreed in parallel session. Block approved
	Approved
	

	8.7
	S2-2309698
	LS OUT
	Clarification related to reliable location
	SA WG2
	Rel-17
	ID_UAS, 5G_eLCS_Ph2
	Revision of S2-2309527. Agreed in parallel session. Block approved
	Approved
	

	8.3
	S2-2309699
	CR
	23.501 CR4893R2 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revision of S2-2309524. Agreed in parallel session. Block approved
	Agreed
	

	8.4
	S2-2309700
	CR
	23.501 CR4920R1 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309612. Agreed in parallel session. Block approved
	Agreed
	

	8.4
	S2-2309701
	CR
	23.502 CR4418R2 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309525. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2309702
	LS OUT
	LS on moving PMIC and UMIC into Annex
	SA WG2
	Rel-17
	IIoT
	Revision of S2-2309552. Agreed in parallel session. Block approved
	Approved
	

	8.8
	S2-2309703
	CR
	23.304 CR0309R2 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2309540. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309704
	CR
	23.502 CR4390R2 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309543. Revised in parallel session to S2-2309728.
	Revised
	S2-2309728

	8.8
	S2-2309705
	CR
	23.502 CR4391R2 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309544. Revised in parallel session to S2-2309729.
	Revised
	S2-2309729

	8.5
	S2-2309706
	CR
	23.502 CR4076R3 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2309553. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2309707
	CR
	23.502 CR4077R3 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2309554. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309708
	CR
	23.501 CR4902R1 (Rel-18, 'F'): Correction for PIN communication and connection
	Xiaomi
	Rel-18
	PIN
	Revision of S2-2309335. Merged into S2-2309533
	Merged
	

	9.3.2
	S2-2309709
	CR
	23.501 CR4733R2 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2309529. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309710
	CR
	23.501 CR4755R2 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revision of S2-2309533
	Revised
	S2-2309749

	9.3.2
	S2-2309711
	CR
	23.501 CR4773R3 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision of S2-2309534. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309712
	CR
	23.501 CR4832R4 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309535. Revised to S2-2309758
	Revised
	S2-2309758

	9.3.2
	S2-2309713
	CR
	23.501 CR4761R2 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revision of S2-2309539. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309716
	CR
	23.247 CR0261R3 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2309562. Revised in parallel session to S2-2309747.
	Revised
	S2-2309747

	8.9
	S2-2309717
	CR
	23.247 CR0287R2 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revision of S2-2309566. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309718
	CR
	23.247 CR0288R2 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revision of S2-2309567. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309719
	CR
	23.247 CR0283R2 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2309564. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309720
	CR
	23.247 CR0300R2 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2309605. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2309721
	CR
	23.247 CR0280R2 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2309606. Revised to S2-2309756.
	Revised
	S2-2309756

	9.10.2
	S2-2309722
	CR
	23.502 CR4321R2 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2309607. Agreed in parallel session. Block approved
	Agreed
	

	8.11
	S2-2309723
	CR
	23.401 CR3736R1 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revision of S2-2308370. Agreed. Block approved
	Agreed
	

	9.38
	S2-2309724
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309599. Revised to S2-2309751.
	Revised
	S2-2309751

	9.38
	S2-2309725
	CR
	23.502 CR4433R2 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309598. Revised to S2-2309750.
	Revised
	S2-2309750

	9.38
	S2-2309726
	CR
	23.502 CR4425R2 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revision of S2-2309597. Noted in parallel session
	Noted
	

	9.23.2
	S2-2309727
	CR
	23.501 CR4699R1 (Rel-18, 'F'): Corrections on NEF(PFDF) support NWDAF-assisted application detection
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308414, merging S2-2308928. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309728
	CR
	23.502 CR4390R3 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309704. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309729
	CR
	23.502 CR4391R3 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309705. Revised in parallel session to S2-2309745.
	Revised
	S2-2309745

	9.23.2
	S2-2309730
	CR
	23.288 CR0909R2 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309577. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309731
	CR
	23.501 CR4876R2 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309578. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309732
	CR
	23.502 CR4256R2 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2309580. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309733
	CR
	23.503 CR1127R2 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2309579, merging S2-2309324. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309734
	CR
	23.288 CR0865R2 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309583. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309735
	CR
	23.288 CR0878R2 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309584. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309736
	LS OUT
	Reply LS on Issues on SMF event exposure and muting enhancements
	SA WG2
	Rel-18
	eNA_Ph3, AIMLsys
	Revision of S2-2309587. Agreed in parallel session. Block approved
	Approved
	

	9.23.2
	S2-2309737
	CR
	23.288 CR0879R2 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309590. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309738
	CR
	23.288 CR0880R2 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309591. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309739
	CR
	23.288 CR0894R1 (Rel-18, 'F'): Update the description about Data collection profile registration
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308903. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309740
	CR
	23.501 CR4798R2 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revision of S2-2309593. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2309741
	CR
	23.501 CR4717R3 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309688. Revised to S2-2309752.
	Revised
	S2-2309752

	9.11.2
	S2-2309742
	CR
	23.501 CR4582R5 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2309689. Agreed. Block approved
	Agreed
	

	9.11.2
	S2-2309743
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309691. Withdrawn
	Withdrawn
	

	9.11.2
	S2-2309744
	CR
	23.501 CR4857R3 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309695. Revised to S2-2309754.
	Revised
	S2-2309754

	8.8
	S2-2309745
	CR
	23.502 CR4391R4 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309729. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309746
	LS OUT
	Reply LS on MBS service area update clarification
	SA WG2
	Rel-17
	5MBS
	Revision of S2-2309555, merging S2-2308935, S2-2308877 and S2-2308703. Agreed in parallel session. Block approved
	Approved
	

	8.9
	S2-2309747
	CR
	23.247 CR0261R4 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2309716. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2309748
	CR
	23.247 CR0262R5 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2309563. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309749
	CR
	23.501 CR4755R3 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	vivo, Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revision of S2-2309710. Agreed in parallel session. Block approved
	Agreed
	

	9.38
	S2-2309750
	CR
	23.502 CR4433R3 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309725. Agreed. Block approved
	Agreed
	

	9.38
	S2-2309751
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309724. Revised to S2-2309757.
	Revised
	S2-2309757

	9.11.2
	S2-2309752
	CR
	23.501 CR4717R4 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309741. Agreed
	Agreed
	

	9.11.2
	S2-2309753
	CR
	23.502 CR4434R3 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309690. Agreed. Block approved
	Agreed
	

	9.11.2
	S2-2309754
	CR
	23.501 CR4857R4 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309744. Agreed. Block approved
	Agreed
	

	9.10.2
	S2-2309756
	CR
	23.247 CR0280R3 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2309721. Agreed. Block approved
	Agreed
	

	9.38
	S2-2309757
	LS OUT
	Reply LS on INACTIVE eDRX above 10.24sec and SDT
	SA WG2
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309751. Agreed. Block approved
	Approved
	

	9.3.2
	S2-2309758
	CR
	23.501 CR4832R3 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309712. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309788
	LS OUT
	[DRAFT] LS on Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309953.
	Revised
	S2-2309953

	9.17.2
	S2-2309789
	CR
	23.548 CR0163R1 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2308607. Revised in parallel session to S2-2309966.
	Revised
	S2-2309966

	9.17.2
	S2-2309790
	CR
	23.548 CR0171R1 (Rel-18, 'F'): DNS server reselection based on common DNAI
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308820. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309791
	CR
	23.548 CR0174R1 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309122. Revised in parallel session to S2-2309967.
	Revised
	S2-2309967

	9.17.2
	S2-2309792
	CR
	23.501 CR4769R1 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2308693. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309793
	CR
	23.502 CR4319R1 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2308695. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309794
	CR
	23.548 CR0180R1 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309180. Revised in parallel session to S2-2309968.
	Revised
	S2-2309968

	9.17.2
	S2-2309795
	CR
	23.548 CR0172R1 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2308980. Revised in parallel session to S2-2309969.
	Revised
	S2-2309969

	9.17.2
	S2-2309796
	CR
	23.548 CR0175R1 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309123. Revised in parallel session to S2-2309970.
	Revised
	S2-2309970

	9.17.2
	S2-2309797
	CR
	23.548 CR0169R1 (Rel-18, 'F'): Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308818. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309798
	CR
	23.548 CR0176R1 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309150. Revised in parallel session to S2-2309971.
	Revised
	S2-2309971

	9.17.2
	S2-2309799
	CR
	23.501 CR4849R1 (Rel-18, 'F'): Selection of Common DNAI
	NTT DOCOMO
	Rel-18
	EDGE_Ph2
	Revision of S2-2309097. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309800
	CR
	23.501 CR4862R1 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309149. Revised in parallel session to S2-2309972.
	Revised
	S2-2309972

	9.17.2
	S2-2309801
	CR
	23.548 CR0173R1 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309120. Revised in parallel session to S2-2309960.
	Revised
	S2-2309960

	9.17.2
	S2-2309802
	CR
	23.548 CR0170R1 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308819. Revised in parallel session to S2-2309963 (withdrawn). Postponed
	Postponed
	

	9.17.2
	S2-2309803
	CR
	23.548 CR0178R1 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309177. Revised in parallel session to S2-2309964.
	Revised
	S2-2309964

	9.36
	S2-2309804
	CR
	23.502 CR4303R2 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2309463. Revised in parallel session to S2-2309857.
	Revised
	S2-2309857

	9.36
	S2-2309805
	CR
	23.502 CR4429R2 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309464. Revised in parallel session to S2-2309858.
	Revised
	S2-2309858

	9.12.2
	S2-2309806
	CR
	23.501 CR4907R2 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309415, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309837.
	Revised
	S2-2309837

	9.12.2
	S2-2309807
	CR
	23.501 CR4737R1 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revision of S2-2308583. Postponed in parallel session
	Postponed
	

	9.12.2
	S2-2309808
	CR
	23.502 CR4380R2 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309416, merging S2-2308917. Revised in parallel session to S2-2309838.
	Revised
	S2-2309838

	9.12.2
	S2-2309809
	CR
	23.501 CR4869R2 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revision of S2-2309425. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309810
	CR
	23.501 CR4844R2 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309426. Revised in parallel session to S2-2309862.
	Revised
	S2-2309862

	9.12.2
	S2-2309811
	CR
	23.501 CR4811R1 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revision of S2-2308920. Revised in parallel session to S2-2309839.
	Revised
	S2-2309839

	9.12.2
	S2-2309812
	CR
	23.501 CR4700R1 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revision of S2-2308418. Revised in parallel session to S2-2309863.
	Revised
	S2-2309863

	9.12.2
	S2-2309813
	CR
	23.501 CR4747R2 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2309427. Revised in parallel session to S2-2309864.
	Revised
	S2-2309864

	9.12.2
	S2-2309814
	CR
	23.502 CR4335R2 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2309428. Revised in parallel session to S2-2309868.
	Revised
	S2-2309868

	9.12.2
	S2-2309815
	CR
	23.503 CR1140R2 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309444. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309816
	CR
	23.501 CR4723R2 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2309445, merging S2-2309017. Revised in parallel session to S2-2309865.
	Revised
	S2-2309865

	9.12.2
	S2-2309817
	CR
	23.502 CR4284R2 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309432. Revised in parallel session to S2-2309856.
	Revised
	S2-2309856

	9.18.2
	S2-2309818
	CR
	23.501 CR4727R2 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2309434. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309819
	CR
	23.502 CR4286R2 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2309435. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309820
	CR
	23.501 CR4887R2 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309436. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309821
	CR
	23.502 CR4423R2 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309437. Revised in parallel session to S2-2309826.
	Revised
	S2-2309826

	9.18.2
	S2-2309822
	CR
	23.502 CR4365R2 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309438. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309823
	CR
	23.501 CR4859R2 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309440. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309824
	CR
	23.502 CR4397R2 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309441. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309825
	CR
	23.502 CR4422R2 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309442. Revised in parallel session to S2-2309869.
	Revised
	S2-2309869

	9.18.2
	S2-2309826
	CR
	23.502 CR4423R3 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309821. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309827
	CR
	23.586 CR0030R2 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309484. Revised in parallel session to S2-2309829 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.5.2
	S2-2309828
	CR
	23.032 CR0024R2 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309485. Withdrawn
	Withdrawn
	

	9.5.2
	S2-2309829
	CR
	23.586 CR0030R3 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309827. Withdrawn
	Withdrawn
	

	9.5.2
	S2-2309830
	LS OUT
	Reply LS on LS on UE Ranging/SL Positioning privacy profile
	SA WG2
	Rel-18
	Ranging_SL
	Revision of S2-2309486. Agreed in parallel session. Block approved
	Approved
	

	9.5.2
	S2-2309831
	CR
	23.586 CR0013R2 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2309488. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309832
	CR
	23.273 CR0426R2 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revision of S2-2309489. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309833
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309491. Revised in parallel session to S2-2309855.
	Revised
	S2-2309855

	9.5.2
	S2-2309834
	CR
	23.586 CR0009R2 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revision of S2-2309492. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309835
	CR
	23.586 CR0022R2 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revision of S2-2309493. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309836
	CR
	23.586 CR0019R2 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2309494. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309837
	CR
	23.501 CR4907R3 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309806. Revised in parallel session to S2-2309860.
	Revised
	S2-2309860

	9.12.2
	S2-2309838
	CR
	23.502 CR4380R3 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309808. Revised in parallel session to S2-2309861.
	Revised
	S2-2309861

	9.12.2
	S2-2309839
	CR
	23.501 CR4811R2 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revision of S2-2309811. Noted in parallel session
	Noted
	

	9.7.2
	S2-2309840
	CR
	23.304 CR0329R2 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309475. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309841
	LS OUT
	Reply LS on additional parameters announcement procedure
	SA WG2
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309477. Agreed in parallel session. Block approved
	Approved
	

	9.7.2
	S2-2309842
	CR
	23.304 CR0315R2 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309476. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309843
	CR
	23.304 CR0313R2 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309478. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309844
	CR
	23.304 CR0322R2 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309480. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309845
	CR
	23.304 CR0347R1 (Rel-18, 'F'): Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309328. Noted in parallel session
	Noted
	

	9.7.2
	S2-2309846
	CR
	23.304 CR0321R2 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309482. Objection from Xiaomi. Noted
	Noted
	

	9.15.2
	S2-2309847
	CR
	23.501 CR4777R2 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309469. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309848
	CR
	23.502 CR4394R2 (Rel-18, 'F'): Clarification on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309473. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309849
	CR
	23.501 CR4767R2 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309470. Revised in parallel session to S2-2309870.
	Revised
	S2-2309870

	9.25.2
	S2-2309850
	CR
	23.503 CR1106R3 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2309500. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309851
	CR
	23.502 CR4361R3 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2309505. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309852
	CR
	23.502 CR4441R3 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309508. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2309853
	CR
	23.503 CR1152R3 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309509. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309854
	CR
	23.503 CR1089R3 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309497. This CR was agreed
	Agreed
	

	9.5.2
	S2-2309855
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309833. Revised to S2-2310025.
	Revised
	S2-2310025

	9.12.2
	S2-2309856
	CR
	23.502 CR4284R3 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309817. Revised in parallel session to S2-2309866.
	Revised
	S2-2309866

	9.36
	S2-2309857
	CR
	23.502 CR4303R3 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2309804. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2309858
	CR
	23.502 CR4429R3 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309805. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309859
	CR
	23.503 CR1094R3 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309499. Revised to S2-2310026.
	Revised
	S2-2310026

	9.12.2
	S2-2309860
	CR
	23.501 CR4907R4 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated, Xiaomi, DoCoMo, Google
	Rel-18
	XRM
	Revision of S2-2309837. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309861
	CR
	23.502 CR4380R4 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309838. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309862
	CR
	23.501 CR4844R3 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309810. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309863
	CR
	23.501 CR4700R2 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revision of S2-2309812. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309864
	CR
	23.501 CR4747R3 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2309813. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309865
	CR
	23.501 CR4723R3 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2309816. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309866
	CR
	23.502 CR4284R4 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309856. Agreed in parallel session. Revised to S2-2310038.
	Revised
	S2-2310038

	9.12.2
	S2-2309867
	CR
	23.503 CR1048R3 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of S2-2309433. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309868
	CR
	23.502 CR4335R3 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2309814. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309869
	CR
	23.502 CR4422R3 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309825. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309870
	CR
	23.501 CR4767R3 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309849. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2309904
	CR
	23.501 CR4709R1 (Rel-18, 'F'): Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308466. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2309905
	CR
	23.501 CR4647R2 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308884. Revised in parallel session to S2-2310010.
	Revised
	S2-2310010

	6.5
	S2-2309906
	CR
	23.501 CR4682R3 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309405. Noted in parallel session
	Noted
	

	6.6
	S2-2309907
	CR
	23.502 CR4265R1 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2308479. Revised in parallel session to S2-2309985.
	Revised
	S2-2309985

	6.6
	S2-2309908
	CR
	23.503 CR1086R1 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2308481. Revised in parallel session to S2-2309986.
	Revised
	S2-2309986

	6.6
	S2-2309909
	CR
	23.503 CR1126R1 (Rel-18, 'D'): Clarification for clause 6.2.1.2
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308921. Agreed in parallel session. Block approved
	Agreed
	

	7.4
	S2-2309910
	CR
	23.502 CR4324R1 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revision of S2-2308722, merging S2-2309010. Revised in parallel session to S2-2309982.
	Revised
	S2-2309982

	7.4
	S2-2309911
	LS OUT
	[DRAFT] Reply LS on Network Triggered Service Request for a UE in Suspend State
	Ericsson
	Rel-17
	5G_CIoT, TEI17
	Revision of S2-2308723. Revised in parallel session to S2-2309984.
	Revised
	S2-2309984

	7.4
	S2-2309912
	CR
	23.501 CR4829R1 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Revision of S2-2309021. Revised in parallel session to S2-2309983.
	Revised
	S2-2309983

	7.3
	S2-2309913
	CR
	23.502 CR4344R1 (Rel-18, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revision of S2-2308844, merging S2-2308911 and S2-2309067. Revised in parallel session to S2-2309956.
	Revised
	S2-2309956

	10.5
	S2-2309914
	SID NEW
	New SID on Phase 3 for UAS, UAV and UAM
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Revision of S2-2308391. Noted
	Noted
	

	10.5
	S2-2309915
	SID NEW
	New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Revision of S2-2308402. Noted
	Noted
	

	10.5
	S2-2309916
	SID NEW
	New SID on Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Revision of S2-2308422. Noted
	Noted
	

	10.5
	S2-2309917
	SID NEW
	New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2
	vivo Mobile Communication Co.,
	
	
	Revision of S2-2308474. WITHDRAWN
	Withdrawn
	

	10.5
	S2-2309918
	SID NEW
	New WID on study on Side link time synchronization
	Huawei (Moderator)
	
	
	Revision of S2-2308547. Noted
	Noted
	

	10.5
	S2-2309919
	SID NEW
	New WID on Study on enhancement of Timing Resiliency, TSC&URLLC, and LAN
	Huawei (Moderator)
	
	
	Revision of S2-2308548. Noted
	Noted
	

	10.5
	S2-2309920
	SID NEW
	Study on Enhancement of support for Edge Computing in 5G Core network - phase 3
	Intel
	Rel-19
	
	Revision of S2-2308496. Noted
	Noted
	

	10.5
	S2-2309921
	SID NEW
	Study on Network Sharing Enhancement_Ph1
	Ericsson (Moderator)
	Rel-19
	
	Revision of S2-2308751. NotedWithdrawn
	NotedWithdrawn
	

	10.5
	S2-2309922
	SID NEW
	Study on 5G support for Femto
	NTT DOCOMO (Moderator)
	Rel-19
	
	Revision of S2-2308754. Noted
	Noted
	

	10.5
	S2-2309923
	SID NEW
	Study on UPF enhancement for Exposure and SBA Phase 2.
	ZTE
	Rel-19
	
	Revision of S2-2309285. Noted
	Noted
	

	10.5
	S2-2309924
	SID NEW
	New Study on Enhancement of Usage of User Identifiers in the 5G System .
	InterDigital Inc.
	Rel-19
	
	Revision of S2-2309221. Noted
	Noted
	

	10.6
	S2-2309925
	WORK PLAN
	SA WG2 Work Planning
	SA WG2 Chair
	
	
	Revision of S2-2309206. WITHDRAWN
	Withdrawn
	

	9.6.2
	S2-2309926
	LS OUT
	Response LS to RAN WG2 on reporting positioning measurements taken in RRC_IDLE
	SA WG2
	Rel-18
	NR_pos_enh2, 5G_eLCS_Ph3
	Revision of S2-2309615. Agreed in parallel session. Block approved
	Approved
	

	9.6.2
	S2-2309927
	CR
	23.273 CR0406R2 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309618. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309928
	CR
	23.273 CR0415R2 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309619. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309929
	CR
	23.273 CR0407R2 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309620. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309930
	CR
	23.273 CR0414R2 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309621. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309931
	CR
	23.273 CR0440R2 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309622. Postponed
	Postponed
	

	9.6.2
	S2-2309932
	CR
	23.502 CR4442R2 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309623. Postponed
	Postponed
	

	9.6.2
	S2-2309933
	CR
	23.273 CR0430R2 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309624. Revised in parallel session to S2-2309937.
	Revised
	S2-2309937

	9.6.2
	S2-2309934
	Other
	Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309625. WITHDRAWN
	Withdrawn
	

	9.6.2
	S2-2309935
	CR
	23.273 CR0412R2 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309625. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309936
	CR
	23.273 CR0436R2 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309626. Agreed in parallel session. Revised off-line to S2-2309945.
	Revised
	S2-2309945

	9.6.2
	S2-2309937
	CR
	23.273 CR0430R3 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309933. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309938
	CR
	23.228 CR1331R2 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2309637, merging S2-2309099. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309939
	CR
	23.228 CR1347R2 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309641. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309940
	CR
	23.228 CR1333R2 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2309642. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309941
	LS OUT
	Reply LS on clarification on IMS media services and media capabilities
	SA WG2
	Rel-18
	NG_RTC
	Revision of S2-2309634. Agreed in parallel session. Block approved
	Approved
	

	9.14.2
	S2-2309942
	CR
	23.502 CR4399R2 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309636. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309943
	CR
	23.228 CR1337R2 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revision of S2-2309638. Agreed in parallel session. Block approved
	Agreed
	

	10.5
	S2-2309944
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309680. Revised to S2-2310030.
	Revised
	S2-2310030

	9.6.2
	S2-2309945
	CR
	23.273 CR0436R3 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309936. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309946
	CR
	23.502 CR4320R2 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revision of S2-2309646. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309947
	CR
	23.502 CR4410R2 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revision of S2-2309647. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309948
	CR
	23.502 CR4411R2 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revision of S2-2309648. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309949
	CR
	23.502 CR4412R2 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revision of S2-2309649. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309950
	CR
	23.501 CR4693R1 (Rel-16, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	Rel-16
	5GS_Ph1
	Revision of S2-2308380. Revised in parallel session to S2-2310005.
	Revised
	S2-2310005

	6.2
	S2-2309951
	CR
	23.502 CR4249R2 (Rel-17, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2309650. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309952
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom
	
	
	Created in parallel session. Revised in parallel session to S2-2310008.
	Revised
	S2-2310008

	6.2
	S2-2309953
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	SA WG2
	Rel-17
	5GS_Ph1
	Revision of S2-2309788. Agreed in parallel session. Block approved
	Approved
	

	6.2
	S2-2309954
	CR
	23.502 CR4250R1 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revision of S2-2308385. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309955
	CR
	23.502 CR4428R2 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revision of S2-2309652. Agreed in parallel session. Block approved
	Agreed
	

	7.3
	S2-2309956
	CR
	23.502 CR4344R2 (Rel-18, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revision of S2-2309913. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309957
	CR
	23.548 CR0160R2 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2309657. Revised in parallel session to S2-2310019.
	Revised
	S2-2310019

	9.17.2
	S2-2309958
	CR
	23.548 CR0161R2 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309660. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309959
	CR
	23.548 CR0179R2 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309659. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309960
	CR
	23.548 CR0173R2 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309801. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309961
	CR
	23.502 CR4283R2 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309661. Revised in parallel session to S2-2310020.
	Revised
	S2-2310020

	9.17.2
	S2-2309962
	CR
	23.548 CR0162R2 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309662. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309963
	CR
	23.548 CR0170R2 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2309802. WITHDRAWN
	Withdrawn
	

	9.17.2
	S2-2309964
	CR
	23.548 CR0178R2 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309803. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309965
	OTHER
	Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	WITHDRAWN
	Withdrawn
	

	9.17.2
	S2-2309966
	CR
	23.548 CR0163R2 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2309789. Revised in parallel session to S2-2310021.
	Revised
	S2-2310021

	9.17.2
	S2-2309967
	CR
	23.548 CR0174R2 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309791. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309968
	CR
	23.548 CR0180R2 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309794. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309969
	CR
	23.548 CR0172R2 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309795. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309970
	CR
	23.548 CR0175R2 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309796. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309971
	CR
	23.548 CR0176R2 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309798. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309972
	CR
	23.501 CR4862R2 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309800. Revised in parallel session to S2-2310022.
	Revised
	S2-2310022

	9.2.2
	S2-2309973
	CR
	23.501 CR4854R2 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309665. Revised in parallel session to S2-2309976.
	Revised
	S2-2309976

	9.2.2
	S2-2309974
	CR
	23.401 CR3743R2 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309668. Revised in parallel session to S2-2309979.
	Revised
	S2-2309979

	10.5
	S2-2309975
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309679. Revised to S2-2310029.
	Revised
	S2-2310029

	9.2.2
	S2-2309976
	CR
	23.501 CR4854R3 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309973. Revised in parallel session to S2-2310014.
	Revised
	S2-2310014

	9.2.2
	S2-2309977
	CR
	23.502 CR4246R2 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revision of S2-2309664. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309978
	CR
	23.502 CR4393R2 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309666. Revised in parallel session to S2-2310015.
	Revised
	S2-2310015

	9.2.2
	S2-2309979
	CR
	23.401 CR3743R3 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309974. Revised in parallel session to S2-2310017.
	Revised
	S2-2310017

	9.2.2
	S2-2309980
	CR
	23.401 CR3744R2 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309669. Revised in parallel session to S2-2310018.
	Revised
	S2-2310018

	9.2.2
	S2-2309981
	CR
	23.401 CR3745R2 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309670. Agreed in parallel session. Block approved
	Agreed
	

	7.4
	S2-2309982
	CR
	23.502 CR4324R2 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revision of S2-2309910. Agreed in parallel session. Block approved
	Agreed
	

	7.4
	S2-2309983
	CR
	23.501 CR4829R2 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung, Ericsson
	Rel-18
	5G_CIoT
	Revision of S2-2309912. Revised in parallel session to S2-2310009.
	Revised
	S2-2310009

	7.4
	S2-2309984
	LS OUT
	Reply LS Network Triggered Service Request for a UE in Suspend State
	SA WG2
	Rel-17
	5G_CIoT, TEI17
	Revision of S2-2309911. Agreed in parallel session. Block approved
	Approved
	

	6.6
	S2-2309985
	CR
	23.502 CR4265R2 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309907. Revised in parallel session to S2-2309987.
	Revised
	S2-2309987

	6.6
	S2-2309986
	CR
	23.503 CR1086R2 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309908. Revised in parallel session to S2-2309988.
	Revised
	S2-2309988

	6.6
	S2-2309987
	CR
	23.502 CR4265R3 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309985. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2309988
	CR
	23.503 CR1086R3 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309986. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2309989
	CR
	23.502 CR4266R1 (Rel-18, 'A'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revision of S2-2308480. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2309990
	CR
	23.503 CR1087R1 (Rel-18, 'A'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revision of S2-2308482. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2309991
	CR
	23.503 CR1150R2 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309683. Revised in parallel session to S2-2309996.
	Revised
	S2-2309996

	9.24.2
	S2-2309992
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2309672. Revised in parallel session to S2-2310023.
	Revised
	S2-2310023

	9.24.2
	S2-2309993
	LS OUT
	LS on SNPN Identifier based N3IWF FQDN
	SA WG2
	Rel-18
	eNPN_Ph2
	Revision of S2-2309674. Agreed in parallel session. Block approved
	Approved
	

	9.24.2
	S2-2309994
	CR
	23.501 CR4750R2 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revision of S2-2309675. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2309995
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309681. Revised in parallel session to S2-2310012.
	Revised
	S2-2310012

	9.37
	S2-2309996
	CR
	23.503 CR1150R3 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309991. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2309997
	LS OUT
	Reply LS on the Applicability of the Unavailability Period during Network congestion
	SA WG2
	Rel-18
	SUECR
	Revision of S2-2309684. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2309998
	LS OUT
	Reply LS CAG solution for mobile IAB
	SA WG2
	Rel-18
	VMR, NR_mobile_IAB-Core
	Revision of S2-2309686. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2309999
	CR
	23.501 CR4772R2 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revision of S2-2309685. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2310000
	LS OUT
	Reply LS on support of no-transmit zones for UAVs
	SA WG2
	Rel-18
	UAS_Ph2
	Revision of S2-2309687. Agreed in parallel session. Block approved
	Approved
	

	10.5
	S2-2310001
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2309677. Revised to S2-2310033.
	Revised
	S2-2310033

	10.5
	S2-2310002
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2309633. Revised to S2-2310034.
	Revised
	S2-2310034

	10.5
	S2-2310003
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2309630. Revised to S2-2310031.
	Revised
	S2-2310031

	10.5
	S2-2310004
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2309632. Revised to S2-2310035.
	Revised
	S2-2310035

	6.2
	S2-2310005
	CR
	23.501 CR4693R2 (Rel-16, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	Rel-16
	5GS_Ph1
	Revision of S2-2309950. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2310006
	CR
	23.501 CR4694R1 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2308382. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2310007
	CR
	23.501 CR4695R1 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revision of S2-2308384. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2310008
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	SA WG2
	
	
	Revision of S2-2309952. Agreed in parallel session. Block approved
	Approved
	

	7.4
	S2-2310009
	CR
	23.501 CR4829R3 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung, Ericsson
	Rel-18
	5G_CIoT
	Revision of S2-2309983. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2310010
	CR
	23.501 CR4647R3 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309905. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2310011
	CR
	23.228 CR1357R2 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell, China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309635. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2310012
	LS OUT
	Reply LS on Issues on QoS monitoring for satellite backhaul
	SA WG2
	Rel-18
	5GSATB
	Revision of S2-2309995. Agreed in parallel session. Block approved
	Approved
	

	9.2.2
	S2-2310013
	LS OUT
	Reply LS on time-based trigger condition in NG HO for NR NTN
	SA WG2
	
	5GSAT_ARCH
	Revision of S2-2309068. Agreed in parallel session. Block approved
	Approved
	

	9.2.2
	S2-2310014
	CR
	23.501 CR4854R4 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi, China Telecom, Ericsson, China Mobile, OPPO, LG Electronics, Huawei, HiSilicon, CATT, Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309976. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2310015
	CR
	23.502 CR4393R3 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309978. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2310016
	LS OUT
	Reply LS on Overload Control in Support of Discontinuous Network Coverage
	SA WG2
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309363. Agreed in parallel session. Block approved
	Approved
	

	9.2.2
	S2-2310017
	CR
	23.401 CR3743R4 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309979. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2310018
	CR
	23.401 CR3744R3 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309980. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2310019
	CR
	23.548 CR0160R3 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2309957. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2310020
	CR
	23.502 CR4283R3 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell, Oppo, Qualcomm, Ericsson, Huawei,
	Rel-18
	EDGE_Ph2
	Revision of S2-2309961. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2310021
	CR
	23.548 CR0163R3 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2309966. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2310022
	CR
	23.501 CR4862R3 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309972. Agreed in parallel session. Block approved
	Agreed
	

	9.24.2
	S2-2310023
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2309992. Huawei objection to sending this LS. Noted
	Noted
	

	4.1
	S2-2310024
	CR
	23.501 CR4891R2 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309414. This CR was agreed
	Agreed
	

	9.5.2
	S2-2310025
	LS OUT
	Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	SA WG2
	Rel-18
	Ranging_SL
	Revision of S2-2309855. This LS OUT was approved
	Approved
	

	9.25.2
	S2-2310026
	CR
	23.503 CR1094R4 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309859. This CR was agreed
	Agreed
	

	10.5
	S2-2310027
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revision of S2-2309631. Endorsed as a basis for further work. Uploaded late, so noted.
	EndorsedNoted
	

	10.5
	S2-2310028
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revision of S2-2309678. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310029
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309975. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310030
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309944. Revised to S2-2310032.
	Revised
	S2-2310032

	10.5
	S2-2310031
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2310003. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310032
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2310030. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310033
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2310001. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310034
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2310002. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2310035
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2310004. Endorsed as a basis for further work
	Endorsed
	

	9.36
	S2-2310036
	LS OUT
	Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	SA WG2
	Rel-18
	-
	Revision of S2-2309512. This LS OUT was approved
	Approved
	

	9.9.2
	S2-2310037
	CR
	23.501 CR4696R3 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2309504. This CR was agreed
	Agreed
	

	9.12.2
	S2-2310038
	CR
	23.502 CR4284R5 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309866. This CR was agreed
	Agreed
	


1661 Entries

[bookmark: _Toc144097339]A.2	List of meeting documents ordered by Agenda Item
Table A.2: List of meeting documents ordered by Agenda Item
	AI
	TD
	Type
	Title
	Source
	Rel
	Work Item
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	2
	S2-2308267
	AGENDA
	SA2#158 meeting Agenda
	SA WG2 Chair
	
	
	Revised to S2-2309205
	Revised
	S2-2309205

	2
	S2-2309205
	AGENDA
	SA2#158 Meeting Agenda
	SA WG2 Chair
	
	
	Revision of S2-2308267. This AGENDA was approved
	Approved
	

	3
	S2-2308268
	REPORT
	Draft Report of SA WG2 meeting #157
	SA WG2 Secretary
	
	
	This REPORT was approved
	Approved
	

	4.1
	S2-2308270
	LS In
	LS from CableLabs: Feedbacks on solutions for 5WWC_Ph2 Key Issue 1
	CableLabs
	
	
	Revision of Postponed S2-2306267 from S2#157. Postponed
	Postponed
	

	4.1
	S2-2308287
	LS In
	LS from ITU-T SG11: LS on initiation of new work item Q.FMSC-SA 'Signalling architecture of fixed, mobile and satellite convergence for IMT-2020 networks and beyond'
	ITU-T SG11
	
	
	Noted
	Noted
	

	4.1
	S2-2308343
	LS In
	LS from SA WG5: Reply LS to LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	SA WG5
	Rel-18
	
	Noted
	Noted
	

	4.1
	S2-2308350
	LS In
	LS from SA WG3: LS-Reply on Introduction of the domain 'ipxnetwork.org'
	SA WG3
	Rel-18
	
	Noted
	Noted
	

	4.1
	S2-2308347
	LS In
	LS from SA WG6: LS to GSMA on publication of GSMA OPG and OPAG documents
	SA WG6
	Rel-18
	
	Noted
	Noted
	

	4.1
	S2-2308288
	LS In
	LS from TSG SA: Reply LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	TSG SA
	
	
	SA WG2 replied to the GSMA LS at SA2#157 in S2-2307983. Noted
	Noted
	

	4.1
	S2-2308330
	LS In
	LS from SA WG1: LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	SA WG1
	
	
	Noted
	Noted
	

	4.1
	S2-2308334
	LS In
	LS from SA WG3: LS on Further input to address GSMA LS on requirements for intermediaries in the roaming ecosystem (S3-232344)
	SA WG3
	Rel-18
	
	Noted
	Noted
	

	4.1
	S2-2308331
	LS In
	Reply LS on 3GPP work on Energy Efficiency
	SA WG1
	Rel-18
	EE5GPLUS_Ph2
	Noted
	Noted
	

	4.1
	S2-2308341
	LS In
	LS on 3GPP work on Energy Efficiency
	SA WG4
	Rel-18
	EE5GPLUS_Ph2
	Noted
	Noted
	

	4.1
	S2-2308300
	LS In
	LS from CT WG3: LS on AKMA service restrictions in Rel-17
	CT WG3
	Rel-17
	AKMA-CT
	Noted
	Noted
	

	4.1
	S2-2308307
	LS In
	LS from CT WG4: Reply LS on the maximum length of Routing ID
	CT WG4
	Rel-16
	
	Noted
	Noted
	

	4.1
	S2-2308311
	LS In
	LS from RAN WG2: LS on applicability of UAC for Network Controlled Repeater
	RAN WG2
	Rel-18
	NR_NetConRepeater-Core
	Noted
	Noted
	

	4.1
	S2-2308312
	LS In
	LS from RAN WG2: Reply LS on GNSS integrity parameters
	RAN WG2
	Rel-17
	NR_pos_enh-Core
	Noted
	Noted
	

	4.1
	S2-2308319
	LS In
	LS from RAN WG3: Reply LS on the use of PEI during an Emergency PDU Session
	RAN WG3
	Rel-17
	NR_UE_pow_sav_enh-Core
	Noted
	Noted
	

	4.1
	S2-2308324
	LS In
	LS from RAN WG3: LS on Multiple Trace/MDT configurations
	RAN WG3
	Rel-17
	NR_newRAT-Core
	Noted
	Noted
	

	4.1
	S2-2308339
	LS In
	LS from SA WG4: Reply LS on alignment of activities on UE data collection, reporting and event exposure
	SA WG4
	Rel-19
	
	Noted
	Noted
	

	4.1
	S2-2308340
	LS In
	Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG4
	Rel-18
	ADAES
	Noted
	Noted
	

	4.1
	S2-2308345
	LS In
	LS from SA WG6: Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG6
	Rel-18
	ADAES
	Noted
	Noted
	

	4.1
	S2-2308342
	LS In
	LS from SA WG5: LS on Slice based (wholesale) differentiation and charging in roaming
	SA WG5
	
	
	Noted
	Noted
	

	4.1
	S2-2308325
	LS In
	Reply LS to RAN2 on flightpath information forwarding for UAV
	RAN WG3
	Rel-18
	NR_UAV-Core
	Noted
	Noted
	

	4.1
	S2-2308283
	LS In
	LS from ITU-T SG13: LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	ITU-T SG13
	
	
	Revision of Postponed S2-2306315 from S2#157. Noted
	Noted
	

	4.1
	S2-2308286
	LS In
	LS from GSMA 5GMRR: LS to 3GPP on the introduction of the domain 'ipxnetwork.org' in addition to '3gppnetwork.org'
	GSMA 5GMRR
	
	
	Noted
	Noted
	

	4.1
	S2-2308271
	LS In
	LS from GSMA 5GMRR: LS to 3GPP on IPX Requirements for 5GS Roaming
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306271 from S2#157. Noted
	Noted
	

	4.1
	S2-2308272
	LS In
	LS from GSMA 5GMRR: LS Roaming Value Added Service Requirements
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306272 from S2#157. Noted
	Noted
	

	4.1
	S2-2308273
	LS In
	LS from GSMA 5GMRR: LS with Roaming Hubbing requirements and LS response to 3GPP SA3 LS (S3-214456) on 5GS Roaming Hubbing
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306273 from S2#157. Noted
	Noted
	

	4.1
	S2-2308274
	LS In
	LS from GSMA 5GMRR: LS on GSMA 5GMRR Working solution assumption on L-PRINS and Data Session Control
	GSMA 5GMRR
	
	
	Revision of Postponed S2-2306274 from S2#157. Noted
	Noted
	

	4.1
	S2-2308348
	LS In
	LS from GSMA OPG: LS on GSMA OPG PRDs publication and document name change
	GSMA OPG
	
	
	Noted
	Noted
	

	4.1
	S2-2308349
	LS In
	LS from GSMA TSGUEWIFI: LS reply to SA WG2 on 3GPP and non-3GPP interworking information in VoWiFi
	GSMA TSGUEWIFI
	
	
	Postponed
	Postponed
	

	4.1
	S2-2308269
	LS In
	LS from BBF: BBF answer to your liaison S2-2207761 solutions for 5WWC_Ph2 Key Issue 1
	BBF
	
	
	Revision of Postponed S2-2306266 from S2#157. Postponed
	Postponed
	

	4.1
	S2-2309201
	LS OUT
	[DRAFT] LS on Support of NSWO for 3GPP UE behind 5G-RG
	Huawei, HiSilicon
	Rel-18
	5WWC_Ph2
	Revision of (unhandled) S2-2306862 from S2#158. Postponed
	Postponed
	

	4.1
	S2-2308299
	LS In
	LS from CT WG3: LS on Support of multiple UEs in Northbound APIs
	CT WG3
	Rel-18
	NBI18
	Response drafted in S2-2308613. This was Postponed.
	Postponed
	

	4.1
	S2-2308613
	LS OUT
	[DRAFT] Reply LS on support of multiple UEs in Northbound APIs
	China Mobile
	Rel-18
	
	Response to S2-2308299. Revised to S2-2309410.
	Revised
	S2-2309410

	4.1
	S2-2309410
	LS OUT
	[DRAFT] Reply LS on support of multiple UEs in Northbound APIs
	China Mobile
	Rel-18
	
	Revision of S2-2308613. WITHDRAWN
	Withdrawn
	

	4.1
	S2-2308282
	LS In
	LS from SA WG4: Reply LS on the reuse of EVEX as specified in TS 26.531
	SA WG4
	Rel-18
	ADAES
	Revision of Postponed S2-2306308 from S2#157. Noted
	Noted
	

	4.1
	S2-2308280
	LS In
	LS from CT WG4: Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS
	CT WG4
	
	
	Revision of Postponed S2-2306301 from S2#157. Response drafted in S2-2309411 (withdrawn). Postponed
	Postponed
	

	4.1
	S2-2309411
	LS OUT
	[DRAFT] Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS
	SA WG2
	
	
	Created at meeting. Response to S2-2308280. Not provided. WITHDRAWN
	Withdrawn
	

	4.1
	S2-2308431
	CR
	23.501 CR4701 (Rel-17, 'F'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-17
	5GS_Ph1, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308432
	CR
	23.501 CR4702 (Rel-18, 'A'): Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	5GS_Ph1, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308433
	CR
	23.401 CR3738 (Rel-17, 'F'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-17
	SAES, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308434
	CR
	23.401 CR3739 (Rel-18, 'A'): Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	SAES, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308425
	CR
	23.316 CR2106 (Rel-17, 'F'): RFCs related to DHCPv6 are obsoleted by RFC 8415
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	Rel-17
	5GProtoc17-non3GPP, 5WWC, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308426
	CR
	23.316 CR2107 (Rel-18, 'A'): RFCs related to DHCPv6 are obsoleted by RFC 8415
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	Rel-18
	5GProtoc17-non3GPP, 5WWC, TEI17
	This CR was agreed
	Agreed
	

	4.1
	S2-2308611
	CR
	23.501 CR4748 (Rel-18, 'F'): General corrections and alignment for TS23.501
	China Mobile
	Rel-18
	5GS_Ph1
	Check Acronym (General)! Revised to S2-2309412.
	Revised
	S2-2309412

	4.1
	S2-2309412
	CR
	23.501 CR4748R1 (Rel-18, 'F'): General corrections and alignment for TS23.501
	China Mobile
	Rel-18
	5GS_Ph1
	Revision of S2-2308611. This CR was agreed
	Agreed
	

	4.1
	S2-2308612
	CR
	23.502 CR4300 (Rel-18, 'F'): General corrections and alignment for TS23.502
	China Mobile
	Rel-18
	5GS_Ph1
	Check Acronym (General)! Revised to S2-2309413.
	Revised
	S2-2309413

	4.1
	S2-2309413
	CR
	23.502 CR4300R1 (Rel-18, 'F'): General corrections and alignment for TS23.502
	China Mobile
	Rel-18
	5GS_Ph1
	Revision of S2-2308612. This CR was agreed
	Agreed
	

	4.1
	S2-2309287
	CR
	23.501 CR4891 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revised to S2-2309414.
	Revised
	S2-2309414

	4.1
	S2-2309414
	CR
	23.501 CR4891R1 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309287. Revised off-line to S2-2310024.
	Revised
	S2-2310024

	4.1
	S2-2310024
	CR
	23.501 CR4891R2 (Rel-18, 'F'): Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	ZTE
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309414. This CR was agreed
	Agreed
	

	4.1
	S2-2309365
	DISCUSSION
	Discussion on clarification of non-allowed area for MPS and MCX
	T-Mobile USA INC
	Rel-18
	
	Noted
	Noted
	

	5.1
	S2-2308507
	CR
	23.401 CR3740 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, UScellular
	Rel-18
	SAES-St2, TEI18
	Revised to S2-2309629.
	Revised
	S2-2309629

	5.1
	S2-2309629
	CR
	23.401 CR3740R1 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2308507. Revised in parallel session to S2-2309645.
	Revised
	S2-2309645

	5.1
	S2-2309645
	CR
	23.401 CR3740R2 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2309629. Postponed
	Postponed
	

	6.1
	S2-2308699
	CR
	23.502 CR4320 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revised in parallel session to S2-2309646.
	Revised
	S2-2309646

	6.1
	S2-2309646
	CR
	23.502 CR4320R1 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revision of S2-2308699. Revised in parallel session to S2-2309946.
	Revised
	S2-2309946

	6.1
	S2-2309946
	CR
	23.502 CR4320R2 (Rel-15, 'F'): AF influence data key correction
	Ericsson
	Rel-15
	5GS_Ph1
	Revision of S2-2309646. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309202
	CR
	23.502 CR4410 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revised in parallel session to S2-2309647.
	Revised
	S2-2309647

	6.1
	S2-2309647
	CR
	23.502 CR4410R1 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revision of S2-2309202. Revised in parallel session to S2-2309947.
	Revised
	S2-2309947

	6.1
	S2-2309947
	CR
	23.502 CR4410R2 (Rel-16, 'A'): AF influence data key correction
	Ericsson
	Rel-16
	5GS_Ph1
	Revision of S2-2309647. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309203
	CR
	23.502 CR4411 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309648.
	Revised
	S2-2309648

	6.1
	S2-2309648
	CR
	23.502 CR4411R1 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revision of S2-2309203. Revised in parallel session to S2-2309948.
	Revised
	S2-2309948

	6.1
	S2-2309948
	CR
	23.502 CR4411R2 (Rel-17, 'A'): AF influence data key correction
	Ericsson
	Rel-17
	5GS_Ph1
	Revision of S2-2309648. Agreed in parallel session. Block approved
	Agreed
	

	6.1
	S2-2309204
	CR
	23.502 CR4412 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309649.
	Revised
	S2-2309649

	6.1
	S2-2309649
	CR
	23.502 CR4412R1 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revision of S2-2309204. Revised in parallel session to S2-2309949.
	Revised
	S2-2309949

	6.1
	S2-2309949
	CR
	23.502 CR4412R2 (Rel-18, 'A'): AF influence data key correction
	Ericsson
	Rel-18
	5GS_Ph1
	Revision of S2-2309649. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2308377
	DISCUSSION
	Discussion on update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir
	Rel-15
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308378
	CR
	23.501 CR4692 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Revised off-line to S2-2309671. Noted in parallel session
	Noted
	S2-2309671

	6.2
	S2-2309671
	CR
	23.501 CR4692R1 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Revision of S2-2308378. Wrong file uploaded. WITHDRAWN
	Withdrawn
	

	6.2
	S2-2308379
	CR
	23.502 CR4247 (Rel-15, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-15
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308380
	CR
	23.501 CR4693 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-16
	5GS_Ph1
	Revised in parallel session to S2-2309950.
	Revised
	S2-2309950

	6.2
	S2-2309950
	CR
	23.501 CR4693R1 (Rel-16, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	Rel-16
	5GS_Ph1
	Revision of S2-2308380. Revised in parallel session to S2-2310005.
	Revised
	S2-2310005

	6.2
	S2-2310005
	CR
	23.501 CR4693R2 (Rel-16, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	Rel-16
	5GS_Ph1
	Revision of S2-2309950. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2308381
	CR
	23.502 CR4248 (Rel-16, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2308382
	CR
	23.501 CR4694 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2310006.
	Revised
	S2-2310006

	6.2
	S2-2310006
	CR
	23.501 CR4694R1 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2308382. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2308383
	CR
	23.502 CR4249 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309650.
	Revised
	S2-2309650

	6.2
	S2-2309650
	CR
	23.502 CR4249R1 (Rel-17, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2308383. Revised in parallel session to S2-2309951.
	Revised
	S2-2309951

	6.2
	S2-2309951
	CR
	23.502 CR4249R2 (Rel-17, 'F'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-17
	5GS_Ph1
	Revision of S2-2309650. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309952
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom
	
	
	Created in parallel session. Revised in parallel session to S2-2310008.
	Revised
	S2-2310008

	6.2
	S2-2310008
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	SA WG2
	
	
	Revision of S2-2309952. Agreed in parallel session. Block approved
	Approved
	

	6.2
	S2-2309788
	LS OUT
	[DRAFT] LS on Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom
	Rel-17
	5GS_Ph1
	Revised in parallel session to S2-2309953.
	Revised
	S2-2309953

	6.2
	S2-2309953
	LS OUT
	LS on Update of subscribed NSSAI when UE is not registered in network
	SA WG2
	Rel-17
	5GS_Ph1
	Revision of S2-2309788. Agreed in parallel session. Block approved
	Approved
	

	6.2
	S2-2308384
	CR
	23.501 CR4695 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2310007.
	Revised
	S2-2310007

	6.2
	S2-2310007
	CR
	23.501 CR4695R1 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revision of S2-2308384. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2308385
	CR
	23.502 CR4250 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309954.
	Revised
	S2-2309954

	6.2
	S2-2309954
	CR
	23.502 CR4250R1 (Rel-18, 'A'): Update of subscribed NSSAI when UE is not registered in network
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	Rel-18
	5GS_Ph1
	Revision of S2-2308385. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2308427
	CR
	23.502 CR4259 (Rel-17, 'F'): Aligning between 38.413 and 23.502 for UE Capability Check
	Nokia, Nokia Shanghai Bell
	Rel-17
	5GS_Ph1, TEI17
	Noted in parallel session
	Noted
	

	6.2
	S2-2308428
	CR
	23.502 CR4260 (Rel-18, 'A'): Aligning between 38.413 and 23.502 for UE Capability Check
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI17
	Noted in parallel session
	Noted
	

	6.2
	S2-2309083
	CR
	23.501 CR4845 (Rel-16, 'F'): UE Mobility Reference
	Samsung
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309084
	CR
	23.501 CR4846 (Rel-17, 'A'): UE Mobility Reference
	Samsung
	Rel-17
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309087
	CR
	23.501 CR4848 (Rel-18, 'A'): UE Mobility Reference
	Samsung
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309651.
	Revised
	S2-2309651

	6.2
	S2-2309651
	CR
	23.501 CR4848R1 (Rel-18, 'A'): UE Mobility Reference
	Samsung
	Rel-18
	5GS_Ph1
	Revision of S2-2309087. Agreed in parallel session. Block approved
	Agreed
	

	6.2
	S2-2309277
	CR
	23.502 CR4426 (Rel-16, 'F'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-16
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309278
	CR
	23.502 CR4427 (Rel-17, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-17
	5GS_Ph1
	Noted in parallel session
	Noted
	

	6.2
	S2-2309280
	CR
	23.502 CR4428 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revised in parallel session to S2-2309652.
	Revised
	S2-2309652

	6.2
	S2-2309652
	CR
	23.502 CR4428R1 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revision of S2-2309280. Revised in parallel session to S2-2309955.
	Revised
	S2-2309955

	6.2
	S2-2309955
	CR
	23.502 CR4428R2 (Rel-18, 'A'): Clarifications for N2 inter-PLMN handover
	KPN N.V., TNO
	Rel-18
	5GS_Ph1
	Revision of S2-2309652. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2308466
	CR
	23.501 CR4709 (Rel-18, 'F'): Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309904.
	Revised
	S2-2309904

	6.5
	S2-2309904
	CR
	23.501 CR4709R1 (Rel-18, 'F'): Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308466. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2308884
	CR
	23.501 CR4647R1 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of (unhandled) S2-2307050 from S2#157. Check Affected Clauses! Revised in parallel session to S2-2309905.
	Revised
	S2-2309905

	6.5
	S2-2309905
	CR
	23.501 CR4647R2 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308884. Revised in parallel session to S2-2310010.
	Revised
	S2-2310010

	6.5
	S2-2310010
	CR
	23.501 CR4647R3 (Rel-18, 'F'): Capability signalling enhancement for Reflective QoS
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309905. Agreed in parallel session. Block approved
	Agreed
	

	6.5
	S2-2309404
	CR
	23.501 CR4682R1 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of (unhandled) S2-2307366 from S2#157. Wrong Spec version used (18.1.0). Revised to S2-2309405
	Revised
	S2-2309405

	6.5
	S2-2309405
	CR
	23.501 CR4682R2 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309404. Revised in parallel session to S2-2309906.
	Revised
	S2-2309906

	6.5
	S2-2309906
	CR
	23.501 CR4682R3 (Rel-18, 'F'): Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	Apple
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309405. Noted in parallel session
	Noted
	

	6.6
	S2-2308295
	LS In
	LS from CT WG1: Reply LS on UPSI handling at the UE
	CT WG1
	Rel-18
	5GS_Ph1-CT, 5GProtoc16, 5GProtoc17, 5GProtoc18
	Responses drafted in S2-2308483, S2-2308821. Postponed
	Postponed
	

	6.6
	S2-2308483
	LS OUT
	[DRAFT] Reply LS on UE Policy Control with PCF re-selection during AMF relocation
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Response to S2-2308295. Noted in parallel session
	Noted
	

	6.6
	S2-2308821
	LS OUT
	[DRAFT] LS reply on UE handling UPSI
	vivo
	Rel-17
	5GS_Ph1, TEI17
	Response to S2-2308295. Noted in parallel session
	Noted
	

	6.6
	S2-2308484
	CR
	23.502 CR4267 (Rel-17, 'F'): UE Policy determination at AMF relocation with PCF change
	Ericsson, Oracle
	Rel-17
	5GS_Ph1, TEI17
	Not Handled
	-
	

	6.6
	S2-2308485
	CR
	23.502 CR4268 (Rel-18, 'A'): UE Policy determination at AMF relocation with PCF change
	Ericsson, Oracle
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Not Handled
	-
	

	6.6
	S2-2308822
	CR
	23.503 CR1121 (Rel-17, 'F'): UE Policy determination during PCF relocation
	Vivo
	Rel-17
	5GS_Ph1, TEI17
	Check Acronym (5GS_Ph1, TEI-17)! Not Handled
	-
	

	6.6
	S2-2309103
	CR
	23.503 CR1135 (Rel-18, 'F'): UE Policy determination during PCF relocation
	Vivo
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Check Acronym (5GS_Ph1, eUEPO, TEI-17)! Not Handled
	-
	

	6.6
	S2-2308478
	DISCUSSION
	UE Policy Association for UE registered in 3GPP and Non-3GPP
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Not Handled
	-
	

	6.6
	S2-2308479
	CR
	23.502 CR4265 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309907.
	Revised
	S2-2309907

	6.6
	S2-2309907
	CR
	23.502 CR4265R1 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2308479. Revised in parallel session to S2-2309985.
	Revised
	S2-2309985

	6.6
	S2-2309985
	CR
	23.502 CR4265R2 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309907. Revised in parallel session to S2-2309987.
	Revised
	S2-2309987

	6.6
	S2-2309987
	CR
	23.502 CR4265R3 (Rel-17, 'F'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309985. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2308480
	CR
	23.502 CR4266 (Rel-18, 'A'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309989.
	Revised
	S2-2309989

	6.6
	S2-2309989
	CR
	23.502 CR4266R1 (Rel-18, 'A'): UE Policy Association(s) for 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revision of S2-2308480. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2308481
	CR
	23.503 CR1086 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309908.
	Revised
	S2-2309908

	6.6
	S2-2309908
	CR
	23.503 CR1086R1 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2308481. Revised in parallel session to S2-2309986.
	Revised
	S2-2309986

	6.6
	S2-2309986
	CR
	23.503 CR1086R2 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309908. Revised in parallel session to S2-2309988.
	Revised
	S2-2309988

	6.6
	S2-2309988
	CR
	23.503 CR1086R3 (Rel-17, 'F'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-17
	5GS_Ph1, TEI17
	Revision of S2-2309986. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2308482
	CR
	23.503 CR1087 (Rel-18, 'A'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revised in parallel session to S2-2309990.
	Revised
	S2-2309990

	6.6
	S2-2309990
	CR
	23.503 CR1087R1 (Rel-18, 'A'): Same UE Policy Association shared by 3GPP and non-3GPP accesses
	Ericsson
	Rel-18
	5GS_Ph1, TEI17
	Revision of S2-2308482. Agreed in parallel session. Block approved
	Agreed
	

	6.6
	S2-2308921
	CR
	23.503 CR1126 (Rel-18, 'F'): Clarification for clause 6.2.1.2
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309909.
	Revised
	S2-2309909

	6.6
	S2-2309909
	CR
	23.503 CR1126R1 (Rel-18, 'D'): Clarification for clause 6.2.1.2
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2308921. Agreed in parallel session. Block approved
	Agreed
	

	6.9
	S2-2308614
	CR
	23.502 CR4301 (Rel-18, 'F'): N3 and N9 tunnel change due to slice change after handover from EPS to 5GS
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	Postponed
	Postponed
	

	6.11
	S2-2309144
	CR
	23.502 CR4400 (Rel-18, 'F'): Nudr parameter correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI18
	Revised in parallel session to S2-2309653.
	Revised
	S2-2309653

	6.11
	S2-2309653
	CR
	23.502 CR4400R1 (Rel-18, 'F'): Nudr parameter correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI18
	Revision of S2-2309144. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2308733
	CR
	23.316 CR2108 (Rel-17, 'F'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-17
	5WWC
	. Revised in parallel session to S2-2309655.
	Revised
	S2-2309655

	7.2
	S2-2309654
	CR
	23.316 CR2112 (Rel-16, 'F'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-16
	5WWC
	Created at meeting. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2309655
	CR
	23.316 CR2108R1 (Rel-17, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-17
	5WWC
	Revision of S2-2308733. Agreed in parallel session. Block approved
	Agreed
	

	7.2
	S2-2308734
	CR
	23.316 CR2109 (Rel-18, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-18
	5WWC
	Revised in parallel session to S2-2309656.
	Revised
	S2-2309656

	7.2
	S2-2309656
	CR
	23.316 CR2109R1 (Rel-18, 'A'): Correction of PDU Session Release for 5G-RG
	Ericsson
	Rel-18
	5WWC
	Revision of S2-2308734. Agreed in parallel session. Block approved
	Agreed
	

	7.3
	S2-2308842
	CR
	23.502 CR4342 (Rel-16, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-16
	ATSSS
	Noted in parallel session
	Noted
	

	7.3
	S2-2308843
	CR
	23.502 CR4343 (Rel-17, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-17
	ATSSS
	Noted in parallel session
	Noted
	

	7.3
	S2-2308844
	CR
	23.502 CR4344 (Rel-18, 'A'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revised in parallel session to S2-2309913, merging S2-2308911 and S2-2309067.
	Revised
	S2-2309913

	7.3
	S2-2309913
	CR
	23.502 CR4344R1 (Rel-18, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revision of S2-2308844, merging S2-2308911 and S2-2309067. Revised in parallel session to S2-2309956.
	Revised
	S2-2309956

	7.3
	S2-2309956
	CR
	23.502 CR4344R2 (Rel-18, 'F'): Clarification on network initiated Service Request procedure for MA PDU Session
	LG Electronics
	Rel-18
	ATSSS
	Revision of S2-2309913. Agreed in parallel session. Block approved
	Agreed
	

	7.3
	S2-2308891
	CR
	23.502 CR4354 (Rel-17, 'F'): ATSSS_Secondary re-auth for MAPDU session
	Samsung
	Rel-17
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-
	

	7.3
	S2-2308909
	CR
	23.502 CR4358 (Rel-18, 'A'): ATSSS_Secondary re-auth for MAPDU session -Rel17
	Samsung
	Rel-18
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-
	

	7.3
	S2-2308911
	CR
	23.502 CR4359 (Rel-18, 'F'): ATSSS_Secondary re-auth for MAPDU session when one access is in 5GC and other in EPC
	Samsung
	Rel-18
	ATSSS_Ph3
	Merged into S2-2309913
	Merged
	

	7.3
	S2-2309067
	CR
	23.502 CR4387 (Rel-18, 'F'): Clarifications on Network initiated service request procedure
	China Telecom
	Rel-18
	ATSSS_Ph3
	Merged into S2-2309913
	Merged
	

	7.4
	S2-2308303
	LS In
	LS from CT WG4: Reply LS on Network Triggered Service Request for a UE in Suspend State
	CT WG4
	Rel-17
	TEI17, 5G_CIoT
	Response drafted in S2-2308723. Final response in S2-2309984
	Replied to
	

	7.4
	S2-2308723
	LS OUT
	[DRAFT] Reply LS on Network Triggered Service Request for a UE in Suspend State
	Ericsson
	Rel-17
	5G_CIoT, TEI17
	Response to S2-2308303. Revised in parallel session to S2-2309911.
	Revised
	S2-2309911

	7.4
	S2-2309911
	LS OUT
	[DRAFT] Reply LS on Network Triggered Service Request for a UE in Suspend State
	Ericsson
	Rel-17
	5G_CIoT, TEI17
	Revision of S2-2308723. Revised in parallel session to S2-2309984.
	Revised
	S2-2309984

	7.4
	S2-2309984
	LS OUT
	Reply LS Network Triggered Service Request for a UE in Suspend State
	SA WG2
	Rel-17
	5G_CIoT, TEI17
	Revision of S2-2309911. Agreed in parallel session. Block approved
	Approved
	

	7.4
	S2-2308722
	CR
	23.502 CR4324 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revised in parallel session to S2-2309910, merging S2-2309010.
	Revised
	S2-2309910

	7.4
	S2-2309910
	CR
	23.502 CR4324R1 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revision of S2-2308722, merging S2-2309010. Revised in parallel session to S2-2309982.
	Revised
	S2-2309982

	7.4
	S2-2309982
	CR
	23.502 CR4324R2 (Rel-18, 'F'): SMF service operations for SR procedure in Suspend mode
	Ericsson
	Rel-18
	5G_CIoT, TEI18
	Revision of S2-2309910. Agreed in parallel session. Block approved
	Agreed
	

	7.4
	S2-2309010
	CR
	23.502 CR4379 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Merged into S2-2309910
	Merged
	

	7.4
	S2-2309021
	CR
	23.501 CR4829 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Revised in parallel session to S2-2309912.
	Revised
	S2-2309912

	7.4
	S2-2309912
	CR
	23.501 CR4829R1 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung
	Rel-18
	5G_CIoT
	Revision of S2-2309021. Revised in parallel session to S2-2309983.
	Revised
	S2-2309983

	7.4
	S2-2309983
	CR
	23.501 CR4829R2 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung, Ericsson
	Rel-18
	5G_CIoT
	Revision of S2-2309912. Revised in parallel session to S2-2310009.
	Revised
	S2-2310009

	7.4
	S2-2310009
	CR
	23.501 CR4829R3 (Rel-18, 'F'): Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	Samsung, Ericsson
	Rel-18
	5G_CIoT
	Revision of S2-2309983. Agreed in parallel session. Block approved
	Agreed
	

	7.4
	S2-2308404
	DISCUSSION
	On the use of Namf_Communication_N1N2MessageTransfer instead of Namf_MT_EnableUEReachability service operation.
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2309253
	DISCUSSION
	How to handle the erroneous call flow on Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation across releases .
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308405
	CR
	23.502 CR4253 (Rel-16, 'F'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-16
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308406
	CR
	23.502 CR4254 (Rel-17, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-17
	5G_CIoT
	Not Handled
	-
	

	7.4
	S2-2308407
	CR
	23.502 CR4255 (Rel-18, 'A'): Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	Intel
	Rel-18
	5G_CIoT
	Not Handled
	-
	

	7.7
	S2-2309344
	CR
	23.501 CR4908 (Rel-16, 'F'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-16
	Vertical_LAN
	Not Handled
	-
	

	7.7
	S2-2309345
	CR
	23.501 CR4909 (Rel-17, 'A'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-17
	Vertical_LAN
	Not Handled
	-
	

	7.7
	S2-2309346
	CR
	23.501 CR4910 (Rel-18, 'A'): Add missing gate control information
	Qualcomm Incorporated, Ericsson
	Rel-18
	Vertical_LAN
	Not Handled
	-
	

	7.9
	S2-2308275
	LS In
	LS from RAN WG3: LS on IAB Authorization
	RAN WG3
	Rel-16
	NR_IAB-Core
	Revision of Postponed S2-2306278 from S2#157. Response drafted in S2-2309318. Postponed
	Postponed
	

	7.9
	S2-2309318
	LS OUT
	[DRAFT] Reply LS on IAB Authorization
	Qualcomm Incorporated
	Rel-16
	IABARC
	Response to S2-2308275. Not Handled
	Not Handled
	

	7.9
	S2-2309319
	CR
	23.501 CR4896 (Rel-18, 'F'): Correction to IAB authorization operation description
	Qualcomm Incorporated
	Rel-18
	IABARC, TEI18
	Moved to 7.9. Not Handled
	-
	

	7.10
	S2-2308296
	LS In
	LS from CT WG3: Reply LS on removal of unspecified QoS monitoring control option
	CT WG3
	Rel-16
	5G_URLLC
	Postponed.
	Postponed
	

	7.12
	S2-2309407
	CR
	23.401 CR3746 (Rel-18, 'F'): Condition when to indicate the Tracking Area Update is for a 'UE radio capability update'
	Apple
	Rel-18
	RACS, TEI18
	Not Handled
	-
	

	7.17
	S2-2308423
	CR
	23.216 CR0376R1 (Rel-17, 'F'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	Nokia, Nokia Shanghai Bell
	Rel-17
	5G_SRVCC, TEI17
	Revision of (unhandled) S2-2307235 from S2#157. WITHDRAWN
	Withdrawn
	

	7.17
	S2-2308424
	CR
	23.216 CR0377 (Rel-18, 'A'): Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_SRVCC, TEI17
	WITHDRAWN
	Withdrawn
	

	7.17
	S2-2308715
	DISCUSSION
	Discussion on 5G-SRVCC from NG-RAN to UTRAN and MT services
	Ericsson
	
	5G_SRVCC, TEI17
	Not Handled
	-
	

	8.3
	S2-2308333
	LS In
	Reply LS on AFId parameter value in EES invocation of Nnef_UEId_Get service
	SA WG3
	Rel-17
	EDGEAPP
	Noted in parallel session
	Noted
	

	8.3
	S2-2309306
	CR
	23.501 CR4892 (Rel-17, 'F'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-17
	eEDGE_5GC
	Revised in parallel session to S2-2309523.
	Revised
	S2-2309523

	8.3
	S2-2309523
	CR
	23.501 CR4892R1 (Rel-17, 'F'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-17
	eEDGE_5GC
	Revision of S2-2309306. Agreed in parallel session. Block approved
	Agreed
	

	8.3
	S2-2309308
	CR
	23.501 CR4893 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revised in parallel session to S2-2309524.
	Revised
	S2-2309524

	8.3
	S2-2309524
	CR
	23.501 CR4893R1 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revision of S2-2309308. Revised in parallel session to S2-2309699.
	Revised
	S2-2309699

	8.3
	S2-2309699
	CR
	23.501 CR4893R2 (Rel-18, 'A'): Aligning secure DNS with SA WG3 specifications
	Sony
	Rel-18
	eEDGE_5GC
	Revision of S2-2309524. Agreed in parallel session. Block approved
	Agreed
	

	8.4
	S2-2309169
	CR
	23.501 CR3741R2 (Rel-17, 'F'): Correction to the Target NSSAI feature in RRC redirection
	NEC
	Rel-17
	eNS_Ph2
	Revision of S2-2210769. Noted in parallel session
	Noted
	

	8.4
	S2-2309172
	CR
	23.501 CR4866 (Rel-18, 'A'): Correction to the Target NSSAI feature in RRC redirection
	NEC
	Rel-18
	eNS_Ph2
	Noted in parallel session
	Noted
	

	8.4
	S2-2309235
	CR
	23.502 CR4417 (Rel-17, 'F'): NSAC back-off timer correction
	NEC
	Rel-17
	eNS_Ph2
	Noted in parallel session
	Noted
	

	8.4
	S2-2309238
	CR
	23.502 CR4418 (Rel-18, 'A'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revised in parallel session to S2-2309525.
	Revised
	S2-2309525

	8.4
	S2-2309525
	CR
	23.502 CR4418R1 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309238. Revised in parallel session to S2-2309701.
	Revised
	S2-2309701

	8.4
	S2-2309701
	CR
	23.502 CR4418R2 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309525. Agreed in parallel session. Block approved
	Agreed
	

	8.4
	S2-2309612
	CR
	23.501 CR4920 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revised in parallel session to S2-2309700.
	Revised
	S2-2309700

	8.4
	S2-2309700
	CR
	23.501 CR4920R1 (Rel-18, 'F'): NSAC back-off timer correction
	NEC
	Rel-18
	eNS_Ph2
	Revision of S2-2309612. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2308542
	CR
	23.501 CR4720 (Rel-17, 'F'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revised to S2-2309550.
	Revised
	S2-2309550

	8.5
	S2-2309550
	CR
	23.501 CR4720R1 (Rel-17, 'F'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2308542. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2308543
	CR
	23.501 CR4721 (Rel-18, 'A'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revised to S2-2309551 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	S2-2309551

	8.5
	S2-2309551
	CR
	23.501 CR4721R1 (Rel-18, 'A'): Move PMIC and UMIC into Annex
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2308543. Withdrawn
	Withdrawn
	

	8.5
	S2-2309552
	LS OUT
	[DRAFT] LS on Moving PMIC and UMIC into Annex
	Huawei, HiSilicon
	-
	-
	Created in parallel session. Revised in parallel session to S2-2309702.
	Revised
	S2-2309702

	8.5
	S2-2309702
	LS OUT
	LS on moving PMIC and UMIC into Annex
	SA WG2
	Rel-17
	IIoT
	Revision of S2-2309552. Agreed in parallel session. Block approved
	Approved
	

	8.5
	S2-2308922
	CR
	23.502 CR4076R1 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of (noted) S2-2304841 from S2#157. Revised to S2-2309553.
	Revised
	S2-2309553

	8.5
	S2-2309553
	CR
	23.502 CR4076R2 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2308922. Revised in parallel session to S2-2309706.
	Revised
	S2-2309706

	8.5
	S2-2309706
	CR
	23.502 CR4076R3 (Rel-17, 'F'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-17
	IIoT
	Revision of S2-2309553. Agreed in parallel session. Block approved
	Agreed
	

	8.5
	S2-2308923
	CR
	23.502 CR4077R1 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of (noted) S2-2304842 from S2#157. Revised to S2-2309554.
	Revised
	S2-2309554

	8.5
	S2-2309554
	CR
	23.502 CR4077R2 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2308923. Revised in parallel session to S2-2309707.
	Revised
	S2-2309707

	8.5
	S2-2309707
	CR
	23.502 CR4077R3 (Rel-18, 'A'): Clarification of invocation of TSCTSF
	Huawei, HiSilicon
	Rel-18
	IIoT
	Revision of S2-2309554. Agreed in parallel session. Block approved
	Agreed
	

	8.7
	S2-2308335
	LS In
	LS from SA WG3: LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG3
	
	UAS_Ph2
	Responses drafted in S2-2308529, S2-2308863. Response drafted in S2-2309527. Final response in S2-2309698.
	Replied to
	

	8.7
	S2-2309527
	LS OUT
	[DRAFT] Reply LS to LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG2
	
	UAS_Ph2
	Created at meeting. Response to S2-2308335. Revised in parallel session to S2-2309698.
	Revised
	S2-2309698

	8.7
	S2-2309698
	LS OUT
	Clarification related to reliable location
	SA WG2
	Rel-17
	ID_UAS, 5G_eLCS_Ph2
	Revision of S2-2309527. Agreed in parallel session. Block approved
	Approved
	

	8.7
	S2-2308529
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Lenovo
	Rel-17
	
	Response to S2-2308335. Noted in parallel session
	Noted
	

	8.7
	S2-2308863
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Samsung
	Rel-17
	
	Response to S2-2308335. Revised in parallel session to S2-2309526.
	Revised
	S2-2309526

	8.7
	S2-2309526
	LS OUT
	[DRAFT] Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	Samsung
	Rel-17
	-
	Revision of S2-2308863. Revised in parallel session to S2-2309697.
	Revised
	S2-2309697

	8.7
	S2-2309697
	LS OUT
	Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG2
	Rel-17
	-
	Revision of S2-2309526. Agreed in parallel session. Block approved
	Approved
	

	8.7
	S2-2308530
	CR
	23.256 CR0104 (Rel-17, 'F'): Correction and Alignment on UUAA Invocation determinations at SMF
	Lenovo
	Rel-17
	ID_UAS
	Noted in parallel session
	Noted
	

	8.7
	S2-2308531
	CR
	23.256 CR0105 (Rel-18, 'A'): Correction and Alignment on UUAA Invocation determinations at SMF
	Lenovo
	Rel-18
	ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308532
	CR
	23.502 CR4277 (Rel-17, 'F'): UUAA clarification at AMF
	Lenovo
	Rel-17
	ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308533
	CR
	23.502 CR4278 (Rel-18, 'A'): AMF providing successfull UUAA indication to SMF
	Lenovo
	Rel-18
	ID_UAS
	Incorrect Release used (Rel-17)! Not Handled
	-
	

	8.7
	S2-2308745
	DISCUSSION
	Reliable location information as a combined report of a UE-provided precise location information and a reliable NG-RAN-based location information.
	Ericsson
	Rel-17
	ID_UAS, 5G_eLCS_ph2
	Noted in parallel session
	Noted
	

	8.7
	S2-2308748
	CR
	23.256 CR0106 (Rel-17, 'F'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-17
	5G_eLCS_Ph2, ID_UAS
	Not Handled
	-
	

	8.7
	S2-2308749
	CR
	23.256 CR0107 (Rel-18, 'A'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_Ph2, ID_UAS
	Revised to S2-2309379
	Revised
	S2-2309379

	8.7
	S2-2309379
	CR
	23.256 CR0107R1 (Rel-18, 'A'): Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_Ph2, ID_UAS
	Revision ofS2-2308749 Not Handled
	-
	

	8.8
	S2-2308712
	CR
	23.304 CR0309 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309540.
	Revised
	S2-2309540

	8.8
	S2-2309540
	CR
	23.304 CR0309R1 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2308712. Revised in parallel session to S2-2309703.
	Revised
	S2-2309703

	8.8
	S2-2309703
	CR
	23.304 CR0309R2 (Rel-17, 'F'): Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2309540. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2308713
	CR
	23.304 CR0310 (Rel-17, 'F'): Reference point alignment with TS33.503
	Ericsson
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309541.
	Revised
	S2-2309541

	8.8
	S2-2309541
	CR
	23.304 CR0310R1 (Rel-17, 'F'): Reference point alignment with TS33.503
	Ericsson
	Rel-17
	5G_ProSe
	Revision of S2-2308713. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2308714
	CR
	23.304 CR0311 (Rel-18, 'A'): Reference point alignment with TS33.503
	Ericsson
	Rel-18
	5G_ProSe
	Revised in parallel session to S2-2309542.
	Revised
	S2-2309542

	8.8
	S2-2309542
	CR
	23.304 CR0311R1 (Rel-18, 'A'): Reference point alignment with TS33.503
	Ericsson
	Rel-18
	5G_ProSe
	Revision of S2-2308714. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309094
	CR
	23.502 CR4390 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revised in parallel session to S2-2309543.
	Revised
	S2-2309543

	8.8
	S2-2309543
	CR
	23.502 CR4390R1 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309094. Revised in parallel session to S2-2309704.
	Revised
	S2-2309704

	8.8
	S2-2309704
	CR
	23.502 CR4390R2 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309543. Revised in parallel session to S2-2309728.
	Revised
	S2-2309728

	8.8
	S2-2309728
	CR
	23.502 CR4390R3 (Rel-17, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-17
	5G_ProSe
	Revision of S2-2309704. Agreed in parallel session. Block approved
	Agreed
	

	8.8
	S2-2309095
	CR
	23.502 CR4391 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revised in parallel session to S2-2309544.
	Revised
	S2-2309544

	8.8
	S2-2309544
	CR
	23.502 CR4391R1 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309095. Revised in parallel session to S2-2309705.
	Revised
	S2-2309705

	8.8
	S2-2309705
	CR
	23.502 CR4391R2 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309544. Revised in parallel session to S2-2309729.
	Revised
	S2-2309729

	8.8
	S2-2309729
	CR
	23.502 CR4391R3 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309705. Revised in parallel session to S2-2309745.
	Revised
	S2-2309745

	8.8
	S2-2309745
	CR
	23.502 CR4391R4 (Rel-18, 'F'): Clarification on subscription for ProSe roles
	Huawei, HiSilicon
	Rel-18
	5G_ProSe
	Revision of S2-2309729. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308304
	LS In
	LS from CT WG4: LS on Security Context Transfer between MBSF and MBSTF
	CT WG4
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308332
	LS In
	LS from SA WG3: Reply LS on Security architecture for 5G multicast/broadcast services
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308337
	LS In
	LS from SA WG3: Reply LS on security architecture for 5G multicast–broadcast services
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308352
	LS In
	LS from SA WG3: Reply LS on Security Context Transfer between MBSF and MBSTF
	SA WG3
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308285
	LS In
	LS from SA WG6: LS on MBS service area update clarification
	SA WG6
	Rel-18
	MCOver5MBS, eSEAL2
	Revision of S2-2306330. Responses drafted in S2-2308462, S2-2308703, S2-2308877, S2-2308935. Final response in S2-2309746
	Replied to
	

	8.9
	S2-2308297
	LS In
	LS from CT WG3: Reply LS on MBS service area update clarification
	CT WG3
	Rel-18
	TEI18, 5MBS
	Noted
	Noted
	

	8.9
	S2-2308305
	LS In
	LS from CT WG4: Reply LS on MBS service area update clarification
	CT WG4
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308700
	DISCUSSION
	Discussion on MBS Session Update with MBS service area update
	Ericsson
	Rel-17
	
	Noted
	Noted
	

	8.9
	S2-2308882
	DISCUSSION
	Discussion on the MBS service area issue
	Huawei, HiSilicon
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308462
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Response to S2-2308285. Revised to S2-2309555.
	Revised
	S2-2309555

	8.9
	S2-2309555
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308462. Revised in parallel session to S2-2309746, merging S2-2308935, S2-2308877 and S2-2308703
	Revised
	S2-2309746

	8.9
	S2-2309746
	LS OUT
	Reply LS on MBS service area update clarification
	SA WG2
	Rel-17
	5MBS
	Revision of S2-2309555, merging S2-2308935, S2-2308877 and S2-2308703. Agreed in parallel session. Block approved
	Approved
	

	8.9
	S2-2308703
	LS OUT
	[DRAFT] Rely to LS on MBS service area update clarification
	Ericsson
	Rel-17
	5MBS, MCOver5MBS, eSEAL
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308877
	LS OUT
	[DRAFT] Reply LS on MBS service area update failure clarification
	Huawei, HiSilicon
	Rel-17
	5MBS, MCOver5MBS
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308935
	LS OUT
	[DRAFT] Reply LS on MBS service area update clarification
	ZTE
	
	5MBS
	Response to S2-2308285. Merged into S2-2309746
	Merged
	

	8.9
	S2-2308460
	CR
	23.247 CR0275 (Rel-17, 'F'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revised to S2-2309556 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2309556
	CR
	23.247 CR0275R1 (Rel-17, 'F'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308460. Withdrawn
	Withdrawn
	

	8.9
	S2-2308461
	CR
	23.247 CR0276 (Rel-18, 'A'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revised to S2-2309557 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2309557
	CR
	23.247 CR0276R1 (Rel-18, 'A'): Handling of unsupported MBS service area
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308461. Withdrawn
	Withdrawn
	

	8.9
	S2-2308701
	CR
	23.247 CR0281 (Rel-17, 'F'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-17
	5MBS
	Revised to S2-2309558.
	Revised
	S2-2309558

	8.9
	S2-2309558
	CR
	23.247 CR0281R1 (Rel-17, 'F'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308701. Postponed in parallel session
	Postponed
	

	8.9
	S2-2308702
	CR
	23.247 CR0282 (Rel-18, 'A'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-18
	5MBS
	Revised to S2-2309559 (withdrawn). Postponed in parallel session
	Postponed
	

	8.9
	S2-2309559
	CR
	23.247 CR0282R1 (Rel-18, 'A'): Correction to Local MBS service and Location MBS Service
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308702. Withdrawn
	Withdrawn
	

	8.9
	S2-2308880
	CR
	23.247 CR0289 (Rel-17, 'F'): On the update of MBS service area and MB-SMF in 23.247
	Huawei, HiSilicon
	Rel-17
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308881
	CR
	23.247 CR0290 (Rel-18, 'A'): On the update of MBS service area and MB-SMF in 23.247
	Huawei, HiSilicon
	Rel-18
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308936
	CR
	23.247 CR0295 (Rel-17, 'F'): Clarification on MBS service area update failure
	ZTE
	Rel-17
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308937
	CR
	23.247 CR0296 (Rel-18, 'A'): Clarification on MBS service area update failure
	ZTE
	Rel-18
	5MBS
	Not Handled
	-
	

	8.9
	S2-2308704
	DISCUSSION
	Discussion on PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Noted
	Noted
	

	8.9
	S2-2308705
	CR
	23.247 CR0200R1 (Rel-17, 'F'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Revision of (postponed) S2-2304139 from S2#157. Revised to S2-2309560 (withdrawn). Postponed
	RevisedPostponed
	S2-2309560

	8.9
	S2-2309560
	CR
	23.247 CR0200R2 (Rel-17, 'F'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308705. Postponed in parallel session Withdrawn
	PostponedWithdrawn
	

	8.9
	S2-2308706
	CR
	23.247 CR0201R1 (Rel-18, 'A'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-18
	5MBS
	Revision of (postponed) S2-2304140 from S2#157. Revised to S2-2309561 (withdrawn). Postponed
	RevisedPostponed
	S2-2309561

	8.9
	S2-2309561
	CR
	23.247 CR0201R2 (Rel-18, 'A'): Correction to PCC procedures for location dependent MBS service
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308706. Postponed in parallel session Withdrawn
	PostponedWithdrawn
	

	8.9
	S2-2308464
	CR
	23.247 CR0261R1 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of (unhandled) S2-2305384 from S2#156E. Revised to S2-2309562.
	Revised
	S2-2309562

	8.9
	S2-2309562
	CR
	23.247 CR0261R2 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2308464. Revised in parallel session to S2-2309716.
	Revised
	S2-2309716

	8.9
	S2-2309716
	CR
	23.247 CR0261R3 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2309562. Revised in parallel session to S2-2309747.
	Revised
	S2-2309747

	8.9
	S2-2309747
	CR
	23.247 CR0261R4 (Rel-17, 'F'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-17
	5MBS
	Revision of S2-2309716. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308465
	CR
	23.247 CR0262R2 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of (revised but unhandled) S2-2305386 from S2#156E. Incorrect CR Revision (1). Revised to S2-2309397
	Revised
	S2-2309397

	8.9
	S2-2309397
	CR
	23.247 CR0262R3 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308465. Revised to S2-2309563.
	Revised
	S2-2309563

	8.9
	S2-2309563
	CR
	23.247 CR0262R4 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2309397. Revised to S2-2309748.
	Revised
	S2-2309748

	8.9
	S2-2309748
	CR
	23.247 CR0262R5 (Rel-18, 'A'): Corrections related to indicating failure of establishing MBS broadcast transmission resources
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2309563. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308707
	CR
	23.247 CR0283 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revised to S2-2309564.
	Revised
	S2-2309564

	8.9
	S2-2309564
	CR
	23.247 CR0283R1 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2308707. Revised in parallel session to S2-2309719.
	Revised
	S2-2309719

	8.9
	S2-2309719
	CR
	23.247 CR0283R2 (Rel-17, 'F'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-17
	5MBS
	Revision of S2-2309564. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308708
	CR
	23.247 CR0284 (Rel-18, 'A'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-18
	5MBS
	Revised to S2-2309565.
	Revised
	S2-2309565

	8.9
	S2-2309565
	CR
	23.247 CR0284R1 (Rel-18, 'A'): Multicast over N6mb not applicable for location dependent MBS session
	Ericsson
	Rel-18
	5MBS
	Revision of S2-2308708. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308878
	CR
	23.247 CR0287 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revised to S2-2309566.
	Revised
	S2-2309566

	8.9
	S2-2309566
	CR
	23.247 CR0287R1 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revision of S2-2308878. Revised in parallel session to S2-2309717.
	Revised
	S2-2309717

	8.9
	S2-2309717
	CR
	23.247 CR0287R2 (Rel-17, 'F'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-17
	5MBS
	Revision of S2-2309566. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308879
	CR
	23.247 CR0288 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revised to S2-2309567.
	Revised
	S2-2309567

	8.9
	S2-2309567
	CR
	23.247 CR0288R1 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revision of S2-2308879. Revised in parallel session to S2-2309718.
	Revised
	S2-2309718

	8.9
	S2-2309718
	CR
	23.247 CR0288R2 (Rel-18, 'A'): On the step number correction of 5MBS
	Huawei, HiSilicon
	Rel-18
	5MBS
	Revision of S2-2309567. Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308931
	CR
	23.247 CR0291 (Rel-17, 'F'): Correcting the figure and term
	ZTE
	Rel-17
	5MBS
	Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308932
	CR
	23.247 CR0292 (Rel-18, 'A'): Correcting the figure and term
	ZTE
	Rel-18
	5MBS
	Agreed in parallel session. Block approved
	Agreed
	

	8.9
	S2-2308933
	CR
	23.247 CR0293 (Rel-17, 'F'): Clarification on the MBS Security function
	ZTE
	Rel-17
	5MBS
	Revised to S2-2309568.
	Revised
	S2-2309568

	8.9
	S2-2309568
	CR
	23.247 CR0293R1 (Rel-17, 'F'): Clarification on the MBS Security function
	ZTE
	Rel-17
	5MBS
	Revision of S2-2308933. Noted in parallel session
	Noted
	

	8.9
	S2-2308934
	CR
	23.247 CR0294 (Rel-18, 'A'): Clarification on the MBS Security function
	ZTE
	Rel-18
	5MBS
	Revised to S2-2309569.
	Revised
	S2-2309569

	8.9
	S2-2309569
	CR
	23.247 CR0294R1 (Rel-18, 'A'): Clarification on the MBS Security function
	ZTE
	Rel-18
	5MBS
	Revision of S2-2308934. Withdrawn
	Withdrawn
	

	8.9
	S2-2309275
	CR
	23.247 CR0274R1 (Rel-18, 'F'): Clarification of handling of downlink data at MB-UPF
	Qualcomm Incorporated
	Rel-18
	5MBS
	Revision of (unhandled) S2-2307319 from S2#157. Postponed
	Postponed
	

	8.11
	S2-2308370
	CR
	23.401 CR3736 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revised in parallel session to S2-2309723.
	Revised
	S2-2309723

	8.11
	S2-2309723
	CR
	23.401 CR3736R1 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revision of S2-2308370. Agreed. Block approved
	Agreed
	

	8.11
	S2-2308371
	CR
	23.501 CR4690 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revised in parallel session to S2-2309545.
	Revised
	S2-2309545

	8.11
	S2-2309545
	CR
	23.501 CR4690R1 (Rel-17, 'F'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-17
	5GSAT_ARCH
	Revision of S2-2308371. Agreed in parallel session. Block approved
	Agreed
	

	8.11
	S2-2308372
	CR
	23.401 CR3737 (Rel-18, 'A'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-18
	5GSAT_ARCH, TEI18
	Not Handled
	-
	

	8.11
	S2-2308373
	CR
	23.501 CR4691 (Rel-18, 'A'): UE capability for network verified location
	Qualcomm Incorporated
	Rel-18
	5GSAT_ARCH
	Not Handled
	-
	

	8.11
	S2-2308374
	DISCUSSION
	Network verified location UE capability
	Qualcomm
	Rel-17
	5GSAT_ARCH
	Noted in parallel session
	Noted
	

	8.11
	S2-2308730
	CR
	23.501 CR4774 (Rel-17, 'F'): Removal of Editor s note for NTN tracking area handling
	Ericsson
	Rel-17
	5GSAT_ARCH
	Agreed in parallel session. Block approved
	Agreed
	

	8.11
	S2-2308731
	CR
	23.501 CR4775 (Rel-18, 'A'): Removal of Editor s note for NTN tracking area handling
	Ericsson
	Rel-18
	5GSAT_ARCH
	Agreed in parallel session. Block approved
	Agreed
	

	8.11
	S2-2309133
	DISCUSSION
	Discussion on the issue of Network Verified UE Location for NTN
	Huawei, HiSilicon, Thales
	Rel-17
	5GSAT_ARCH
	Noted in parallel session
	Noted
	

	8.14
	S2-2308746
	CR
	23.273 CR0404 (Rel-17, 'F'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	Ericsson, AT&T, Verizon
	Rel-17
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-
	

	8.14
	S2-2308747
	CR
	23.273 CR0405 (Rel-18, 'A'): Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	Ericsson, AT&T, Verizon
	Rel-18
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-
	

	8.14
	S2-2309261
	CR
	23.273 CR0432 (Rel-17, 'F'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-17
	5G_eLCS_ph2
	Noted in parallel session
	Noted
	

	8.14
	S2-2309262
	CR
	23.273 CR0433 (Rel-18, 'A'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309528.
	Revised
	S2-2309528

	8.14
	S2-2309528
	CR
	23.273 CR0433R1 (Rel-18, 'A'): Clarification on RAT independent positioning integrity
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309262. Postponed in parallel session
	Postponed
	

	8.26
	S2-2309106
	CR
	23.501 CR4851 (Rel-17, 'F'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-17
	ARCH_NR_REDCAP
	Revised in parallel session to S2-2309546.
	Revised
	S2-2309546

	8.26
	S2-2309546
	CR
	23.501 CR4851R1 (Rel-17, 'F'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-17
	ARCH_NR_REDCAP
	Revision of S2-2309106. Agreed in parallel session. Block approved
	Agreed
	

	8.26
	S2-2309107
	CR
	23.501 CR4852 (Rel-18, 'A'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-18
	ARCH_NR_REDCAP
	Revised in parallel session to S2-2309547.
	Revised
	S2-2309547

	8.26
	S2-2309547
	CR
	23.501 CR4852R1 (Rel-18, 'A'): Clarification on eDRX support for power saving enhancement
	Huawei, HiSilicon
	Rel-18
	ARCH_NR_REDCAP
	Revision of S2-2309107. Agreed in parallel session. Block approved
	Agreed
	

	8.28
	S2-2308976
	CR
	23.501 CR4816 (Rel-17, 'F'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-17
	NSWO_5G
	Revised in parallel session to S2-2309548.
	Revised
	S2-2309548

	8.28
	S2-2309548
	CR
	23.501 CR4816R1 (Rel-17, 'F'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-17
	NSWO_5G
	Revision of S2-2308976. Agreed in parallel session. Block approved
	Agreed
	

	8.28
	S2-2308977
	CR
	23.501 CR4817 (Rel-18, 'A'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-18
	NSWO_5G
	Revised in parallel session to S2-2309549.
	Revised
	S2-2309549

	8.28
	S2-2309549
	CR
	23.501 CR4817R1 (Rel-18, 'A'): PLMN list for NSWO in roaming scenario
	Huawei, HiSilicon
	Rel-18
	NSWO_5G
	Revision of S2-2308977. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2308326
	LS In
	LS from RAN WG3: LS on time-based trigger condition in NG HO for NR NTN
	RAN WG3
	Rel-18
	NR_NTN_enh-Core
	Response drafted in S2-2309068. Final response in S2-2310013
	Replied to
	

	9.2.2
	S2-2309068
	LS OUT
	[DRAFT] Reply LS on time-based trigger condition in NG HO for NR NTN
	Samsung
	
	5GSAT_ARCH
	Response to S2-2308326. Revised in parallel session to S2-2310013.
	Revised
	S2-2310013

	9.2.2
	S2-2310013
	LS OUT
	Reply LS on time-based trigger condition in NG HO for NR NTN
	SA WG2
	
	5GSAT_ARCH
	Revision of S2-2309068. Agreed in parallel session. Block approved
	Approved
	

	9.2.2
	S2-2308293
	LS In
	LS from CT WG1: Reply LS on Overload Control in Support of Discontinuous Network Coverage
	CT WG1
	Rel-18
	5GSAT_Ph2
	Response drafted in S2-2309363. Final response in S2-2310016
	Replied to
	

	9.2.2
	S2-2309363
	LS OUT
	Reply LS on Overload Control in Support of Discontinuous Network Coverage
	China Mobile Com. Corporation
	Rel-18
	5GSAT_Ph2
	Response to S2-2308293. Revised in parallel session to S2-2310016.
	Revised
	S2-2310016

	9.2.2
	S2-2310016
	LS OUT
	Reply LS on Overload Control in Support of Discontinuous Network Coverage
	SA WG2
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309363. Agreed in parallel session. Block approved
	Approved
	

	9.2.2
	S2-2309077
	CR
	23.501 CR4843 (Rel-18, 'A'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Revised in parallel session to S2-2309663.
	Revised
	S2-2309663

	9.2.2
	S2-2309663
	CR
	23.501 CR4843R1 (Rel-18, 'F'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Revision of S2-2309077. Noted in parallel session
	Noted
	

	9.2.2
	S2-2309362
	CR
	23.501 CR4914 (Rel-18, 'F'): Maximum Time Offset during discontinuous coverage.
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309110
	CR
	23.501 CR4854 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309665.
	Revised
	S2-2309665

	9.2.2
	S2-2309665
	CR
	23.501 CR4854R1 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309110. Revised off-line to S2-2309973.
	Revised
	S2-2309973

	9.2.2
	S2-2309973
	CR
	23.501 CR4854R2 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309665. Revised in parallel session to S2-2309976.
	Revised
	S2-2309976

	9.2.2
	S2-2309976
	CR
	23.501 CR4854R3 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309973. Revised in parallel session to S2-2310014.
	Revised
	S2-2310014

	9.2.2
	S2-2310014
	CR
	23.501 CR4854R4 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support negotiation
	Xiaomi, China Telecom, Ericsson, China Mobile, OPPO, LG Electronics, Huawei, HiSilicon, CATT, Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309976. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2308513
	CR
	23.501 CR4718 (Rel-18, 'D'): 23501_CR_ correction on AMF reporting Loss of Connectivity time
	China Telecom
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308732
	CR
	23.501 CR4776 (Rel-18, 'F'): Updates to discontinous coverage to remove editor s note
	Ericsson
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308760
	CR
	23.501 CR4778 (Rel-18, 'F'): 5GSAT_Ph2 Overload Control Timer Handling
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308861
	CR
	23.501 CR4795 (Rel-18, 'F'): Resolve the EN on discontinuous coverage maximum wait time
	OPPO
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308871
	CR
	23.501 CR4797 (Rel-18, 'F'): Clarification and EN resolution for Discontinuous Coverage
	LG Electronics
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309109
	CR
	23.501 CR4853 (Rel-18, 'F'): Remove Editor s note in clause 5.4.13.5
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309111
	CR
	23.501 CR4855 (Rel-18, 'F'): Clarify on Discontinuous Coverage Support and power saving determination
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309130
	CR
	23.501 CR4860 (Rel-18, 'F'): Discontinuous coverage update to remove ENs and alignment
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309231
	CR
	23.501 CR4878 (Rel-18, 'F'): Update some indications and overload control timer for satellite discontinuous coverage
	CATT
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309377
	CR
	23.501 CR4916 (Rel-18, 'F'): Congestion and overload control
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309381
	CR
	23.501 CR4917 (Rel-18, 'F'): Clarification on UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309384
	CR
	23.501 CR4918 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309081
	CR
	23.502 CR4389 (Rel-18, 'A'): Time-based handover
	Samsung
	Rel-18
	5GSAT_ARCH
	Merged into S2-2309664
	Merged
	

	9.2.2
	S2-2308376
	CR
	23.502 CR4246 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revised in parallel session to S2-2309664, merging S2-2309081.
	Revised
	S2-2309664

	9.2.2
	S2-2309664
	CR
	23.502 CR4246R1 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revision of S2-2308376, merging S2-2309081. Revised in parallel session to S2-2309977.
	Revised
	S2-2309977

	9.2.2
	S2-2309977
	CR
	23.502 CR4246R2 (Rel-18, 'F'): Time based handover for NTN NR
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, NR_NTN_enh-Core
	Revision of S2-2309664. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2308503
	CR
	23.502 CR4273 (Rel-18, 'D'): 23502_CR_Editorial corrections on registration procedure
	China Telecom
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308506
	CR
	23.502 CR4274 (Rel-18, 'F'): 23502_CR_ correction on Deregistration procedure
	China Telecom
	Rel-18
	5GSAT_Ph2
	Noted
	Noted
	

	9.2.2
	S2-2308787
	CR
	23.502 CR4329 (Rel-18, 'F'): 5GSAT_Ph2 Adding Discontinuous coverage maximum NAS signalling wait time
	China Mobile
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308872
	CR
	23.502 CR4351 (Rel-18, 'F'): Corrections to Discontinuous Coverage related procedures
	LG Electronics
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309112
	CR
	23.502 CR4393 (Rel-18, 'F'): Editorial changes on procedures in TS 23.502
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309666.
	Revised
	S2-2309666

	9.2.2
	S2-2309666
	CR
	23.502 CR4393R1 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309112. Revised in parallel session to S2-2309978.
	Revised
	S2-2309978

	9.2.2
	S2-2309978
	CR
	23.502 CR4393R2 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309666. Revised in parallel session to S2-2310015.
	Revised
	S2-2310015

	9.2.2
	S2-2310015
	CR
	23.502 CR4393R3 (Rel-18, 'F'): Procedure alignment to 23.501 for supporting discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309978. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309131
	CR
	23.502 CR4398 (Rel-18, 'F'): Discontinuous coverage update to align with overview
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309232
	CR
	23.502 CR4416 (Rel-18, 'F'): Add the Maximum Waiting Time Offset
	CATT
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2309388
	CR
	23.502 CR4446 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309667.
	Revised
	S2-2309667

	9.2.2
	S2-2309667
	CR
	23.502 CR4446R1 (Rel-18, 'F'): Loss Of Connectivity event reporting to AF
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309388. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309389
	CR
	23.502 CR4447 (Rel-18, 'F'): Handling regarding unavailability period and start time
	Samsung
	Rel-18
	5GSAT_Ph2
	Not Handled
	-
	

	9.2.2
	S2-2308639
	CR
	23.401 CR3741 (Rel-18, 'C'): Satellite Coverage Availability Information IoT NTN
	MediaTek Inc., Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2308862
	CR
	23.401 CR3742 (Rel-18, 'F'): Alignment of discontinuous coverage maximum wait time
	OPPO
	Rel-18
	5GSAT_Ph2
	Noted in parallel session
	Noted
	

	9.2.2
	S2-2309113
	CR
	23.401 CR3743 (Rel-18, 'F'): Editorial changes on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309668.
	Revised
	S2-2309668

	9.2.2
	S2-2309668
	CR
	23.401 CR3743R1 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309113. Revised off-line to S2-2309974.
	Revised
	S2-2309974

	9.2.2
	S2-2309974
	CR
	23.401 CR3743R2 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309668. Revised in parallel session to S2-2309979.
	Revised
	S2-2309979

	9.2.2
	S2-2309979
	CR
	23.401 CR3743R3 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309974. Revised in parallel session to S2-2310017.
	Revised
	S2-2310017

	9.2.2
	S2-2310017
	CR
	23.401 CR3743R4 (Rel-18, 'F'): Clarification on satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309979. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309132
	CR
	23.401 CR3744 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309669.
	Revised
	S2-2309669

	9.2.2
	S2-2309669
	CR
	23.401 CR3744R1 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309132. Revised in parallel session to S2-2309980.
	Revised
	S2-2309980

	9.2.2
	S2-2309980
	CR
	23.401 CR3744R2 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309669. Revised in parallel session to S2-2310018.
	Revised
	S2-2310018

	9.2.2
	S2-2310018
	CR
	23.401 CR3744R3 (Rel-18, 'F'): Discontinuous coverage update to remove EN and alignments
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309980. Agreed in parallel session. Block approved
	Agreed
	

	9.2.2
	S2-2309390
	CR
	23.401 CR3745 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revised in parallel session to S2-2309670.
	Revised
	S2-2309670

	9.2.2
	S2-2309670
	CR
	23.401 CR3745R1 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309390. Revised in parallel session to S2-2309981.
	Revised
	S2-2309981

	9.2.2
	S2-2309981
	CR
	23.401 CR3745R2 (Rel-18, 'F'): Handling on congestion control and UE behaviour
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2309670. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309028
	DISCUSSION
	USRP reorganisation for PIN and 5WWC feature
	Huawei, HiSilicon
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309207
	DISCUSSION
	Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2309350
	DISCUSSION
	Discussion on PIN AF authorization.
	Xiaomi
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2308572
	CR
	23.501 CR4733 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309529, merging S2-2309338
	Revised
	S2-2309529

	9.3.2
	S2-2309529
	CR
	23.501 CR4733R1 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308572, merging S2-2309338. Revised to S2-2309709.
	Revised
	S2-2309709

	9.3.2
	S2-2309709
	CR
	23.501 CR4733R2 (Rel-18, 'F'): Correction on description about PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2309529. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2308652
	CR
	23.501 CR4757 (Rel-18, 'D'): PEGC subscription data correction
	Vivo
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2309338
	CR
	23.501 CR4904 (Rel-18, 'F'): Correction on PEGC subscription data
	Xiaomi
	Rel-18
	PIN
	Confirm CR Number - CR states <blank>! Merged into S2-2309529
	Merged
	

	9.3.2
	S2-2308573
	CR
	23.501 CR4734 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309532.
	Revised
	S2-2309532

	9.3.2
	S2-2309532
	CR
	23.501 CR4734R1 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308573. WITHDRAWN
	Withdrawn
	

	9.3.2
	S2-2308650
	CR
	23.501 CR4755 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309710, merging S2-2309708
	Revised
	S2-2309710

	9.3.2
	S2-2309749
	CR
	23.501 CR4755R3 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	vivo, Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revision of S2-2309710. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309533
	CR
	23.501 CR4755R1 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revision of S2-2308650, merging S2-2309708. Revised to S2-2309710.
	Revised
	S2-2309710

	9.3.2
	S2-2309710
	CR
	23.501 CR4755R2 (Rel-18, 'F'): PIN direct and indirect communication defination correction
	Vivo
	Rel-18
	PIN
	Revision of S2-2309533
	Revised
	S2-2309749

	9.3.2
	S2-2308726
	CR
	23.501 CR4773 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Wrong WI Code (5G_PIN). Revised to S2-2309380
	Revised
	S2-2309380

	9.3.2
	S2-2309380
	CR
	23.501 CR4773R1 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision ofS2-2308726. Revised in parallel session to S2-2309534.
	Revised
	S2-2309534

	9.3.2
	S2-2309534
	CR
	23.501 CR4773R2 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision of S2-2309380. Revised in parallel session to S2-2309711.
	Revised
	S2-2309711

	9.3.2
	S2-2309711
	CR
	23.501 CR4773R3 (Rel-18, 'F'): PIN description correction
	Ericsson
	Rel-18
	PIN
	Revision of S2-2309534. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309029
	CR
	23.501 CR4832 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revised in parallel session to S2-2309712.
	Revised
	S2-2309712

	9.3.2
	S2-2309758
	CR
	23.501 CR4832R3 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309712. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2309535
	CR
	23.501 CR4832R1 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309029. Revised to S2-2309712.
	Revised
	S2-2309712

	9.3.2
	S2-2309712
	CR
	23.501 CR4832R4 (Rel-18, 'F'): Terminology and specification of functinalties not applicable to PIN.
	Huawei, HiSilicon
	Rel-18
	PIN
	Revision of S2-2309535. Revised to S2-2309758
	Revised
	S2-2309758

	9.3.2
	S2-2308653
	CR
	23.501 CR4758 (Rel-18, 'F'): AF influence of PIN indirect communication
	Vivo
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2308663
	CR
	23.501 CR4763 (Rel-18, 'F'): Remove AF traffic influence for PIN-DN communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revised in parallel session to S2-2309536.
	Revised
	S2-2309536

	9.3.2
	S2-2309536
	CR
	23.501 CR4763R1 (Rel-18, 'F'): Remove AF traffic influence for PIN-DN communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Revision of S2-2308663. Postponed
	Postponed
	

	9.3.2
	S2-2309209
	CR
	23.501 CR4872 (Rel-18, 'F'): Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revised in parallel session to S2-2309537.
	Revised
	S2-2309537

	9.3.2
	S2-2309537
	CR
	23.501 CR4872R1 (Rel-18, 'F'): Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revision of S2-2309209. Noted in parallel session
	Noted
	

	9.3.2
	S2-2309335
	CR
	23.501 CR4902 (Rel-18, 'F'): Correction for PIN communication and connection
	Xiaomi
	Rel-18
	PIN
	Revised in parallel session to S2-2309708.
	Revised
	S2-2309708

	9.3.2
	S2-2309708
	CR
	23.501 CR4902R1 (Rel-18, 'F'): Correction for PIN communication and connection
	Xiaomi
	Rel-18
	PIN
	Revision of S2-2309335. Merged into S2-2309533
	Merged
	

	9.3.2
	S2-2308651
	CR
	23.501 CR4756 (Rel-18, 'F'): SMF and PCF handling (DNN, S-NSSAI) combination for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308654
	CR
	23.501 CR4759 (Rel-18, 'F'): Correct PDU Session Establishement for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308655
	CR
	23.501 CR4760 (Rel-18, 'D'): Enabling PEMC manage PIN via UPF local switch
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308656
	CR
	23.501 CR4761 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309539.
	Revised
	S2-2309539

	9.3.2
	S2-2309539
	CR
	23.501 CR4761R1 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revision of S2-2308656. Revised in parallel session to S2-2309713.
	Revised
	S2-2309713

	9.3.2
	S2-2309713
	CR
	23.501 CR4761R2 (Rel-18, 'F'): Make PIN ID unique in PLMN
	Vivo
	Rel-18
	PIN
	Revision of S2-2309539. Agreed in parallel session. Block approved
	Agreed
	

	9.3.2
	S2-2308661
	CR
	23.501 CR4762 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308833
	CR
	23.501 CR4790 (Rel-18, 'F'): Clarification on subscription information for PIN service
	CATT
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309030
	CR
	23.501 CR4833 (Rel-18, 'F'): N19 support for PIN
	Huawei, HiSilicon
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309333
	CR
	23.501 CR4901 (Rel-18, 'D'): Editorial change for terminoly alignment
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309339
	CR
	23.501 CR4905 (Rel-18, 'F'): Correction on PIN definition
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309347
	CR
	23.501 CR4677R1 (Rel-18, 'F'): Correction for Non-3GPP QoS Assistance Information
	Xiaomi
	Rel-18
	PIN
	Revision of (noted) S2-2307339 from S2#157 Not Handled
	-
	

	9.3.2
	S2-2309348
	CR
	23.501 CR4911 (Rel-18, 'F'): Correction for Non-3GPP delay budget
	Xiaomi
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308657
	CR
	23.502 CR4305 (Rel-18, 'F'): Complement of service parameters for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308658
	CR
	23.502 CR4306 (Rel-18, 'F'): Handling of service parameters with PIN ID
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308662
	CR
	23.502 CR4307 (Rel-18, 'F'): Correction to SMF behaviour for non-3GPP delay budget
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308664
	CR
	23.502 CR4308 (Rel-18, 'D'): Correction to procedure for PIN service
	Nokia, Nokia Shanghai Bell
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2308834
	CR
	23.502 CR4340 (Rel-18, 'F'): Clarification on subscribed S-NSSAI and DNN for PIN service
	CATT
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309349
	CR
	23.501 CR4912 (Rel-18, 'F'): Authorize the PIN AF
	Xiaomi
	Rel-18
	PIN
	Noted in parallel session
	Noted
	

	9.3.2
	S2-2309027
	CR
	23.503 CR1133 (Rel-18, 'F'): URSP for PIN,
	Huawei, HiSilicon
	Rel-18
	PIN
	Source missing! Confirm Spec version used - CR states 18.1.0! Not Handled
	-
	

	9.3.2
	S2-2308574
	CR
	23.503 CR1098 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revised in parallel session to S2-2309530.
	Revised
	S2-2309530

	9.3.2
	S2-2309530
	CR
	23.503 CR1098R1 (Rel-18, 'F'): Clarification on determining URSP for PEGC
	LG Electronics
	Rel-18
	PIN
	Revision of S2-2308574. Postponed
	Postponed
	

	9.3.2
	S2-2308659
	CR
	23.503 CR1108 (Rel-18, 'F'): Subscription data handling by PCF for PIN
	Vivo
	Rel-18
	PIN
	Revised in parallel session to S2-2309531.
	Revised
	S2-2309531

	9.3.2
	S2-2309531
	CR
	23.503 CR1108R1 (Rel-18, 'F'): Subscription data handling by PCF for PIN
	Vivo
	Rel-18
	PIN
	Revision of S2-2308659. Postponed
	Postponed
	

	9.3.2
	S2-2308660
	CR
	23.503 CR1109 (Rel-18, 'F'): URSP parameters applicable for PIN
	Vivo
	Rel-18
	PIN
	Not Handled
	-
	

	9.3.2
	S2-2309208
	CR
	23.503 CR1141 (Rel-18, 'F'): Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revised in parallel session to S2-2309538.
	Revised
	S2-2309538

	9.3.2
	S2-2309538
	CR
	23.503 CR1141R1 (Rel-18, 'F'): Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	InterDigital Inc.
	Rel-18
	PIN
	Revision of S2-2309208. Postponed
	Postponed
	

	9.3.2
	S2-2308346
	LS In
	LS from SA WG6: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	SA WG6
	Rel-18
	PINAPP / FS_PIN_Sec
	Postponed.
	Postponed
	

	9.3.2
	S2-2308353
	LS In
	LS from SA WG3: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	SA WG3
	Rel-18
	FS_PIN_Sec
	Postponed.
	Postponed
	

	9.3.2
	S2-2309352
	LS OUT
	[DRAFT] LS on PIN AF authorization
	Xiaomi Communications
	Rel-18
	PIN
	Postponed.
	Postponed
	

	9.5.2
	S2-2308284
	LS In
	LS from RAN WG1: Reply LS on RAN dependency for Ranging & Sidelink Positioning
	RAN WG1
	Rel-18
	NR_pos_enh2
	Revision of Postponed S2-2306316 from S2#157. Noted in parallel session
	Noted
	

	9.5.2
	S2-2308309
	LS In
	LS from RAN WG1: Reply LS on Sidelink positioning procedure
	RAN WG1
	Rel-18
	Ranging_SL
	Noted in parallel session
	Noted
	

	9.5.2
	S2-2309046
	DISCUSSION
	Discussion on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.5.2
	S2-2309044
	CR
	23.586 CR0030 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309484.
	Revised
	S2-2309484

	9.5.2
	S2-2309484
	CR
	23.586 CR0030R1 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309044. Revised in parallel session to S2-2309827 (withdrawn). Postponed.
	Postponed
	

	9.5.2
	S2-2309827
	CR
	23.586 CR0030R2 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309484. Revised in parallel session to S2-2309829 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.5.2
	S2-2309829
	CR
	23.586 CR0030R3 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309827. Withdrawn
	Withdrawn
	

	9.5.2
	S2-2309268
	CR
	23.586 CR0037 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the location results
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Agreed. Block approved
	Agreed
	

	9.5.2
	S2-2309045
	CR
	23.032 CR0024 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309485 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.5.2
	S2-2309485
	CR
	23.032 CR0024R1 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309045. Revised in parallel session to S2-2309828 (withdrawn). Postponed
	Postponed
	

	9.5.2
	S2-2309828
	CR
	23.032 CR0024R2 (Rel-18, 'F'): Update on relative velocity
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Revision of S2-2309485. Withdrawn
	Withdrawn
	

	9.5.2
	S2-2309281
	CR
	23.032 CR0025 (Rel-18, 'F'): Remove Editor s Note on feasiblity of the Relative Velocity with Uncertainty shape
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2308316
	LS In
	LS from RAN WG2: LS to SA2 on sidelink positioning agreements
	RAN WG2
	Rel-18
	
	Postponed
	Postponed
	

	9.5.2
	S2-2308633
	LS OUT
	[DRAFT] Reply LS on LS to SA WG2 on sidelink positioning agreements
	Xiaomi
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.5.2
	S2-2308354
	LS In
	LS from SA WG3: LS on UE Ranging/SL Positioning privacy profile
	SA WG3
	Rel-18
	
	Response drafted in S2-2309486. Final response in S2-2309830
	Replied to
	

	9.5.2
	S2-2309486
	LS OUT
	[DRAFT] Reply LS on UE Ranging/SL Positioning privacy profile
	Xiaomi
	-
	
	Created in parallel session. Response to S2-2308354. Revised in parallel session to S2-2309830.
	Revised
	S2-2309830

	9.5.2
	S2-2309830
	LS OUT
	Reply LS on LS on UE Ranging/SL Positioning privacy profile
	SA WG2
	Rel-18
	Ranging_SL
	Revision of S2-2309486. Agreed in parallel session. Block approved
	Approved
	

	9.5.2
	S2-2308321
	LS In
	LS from RAN WG3: Reply LS on Authorization and Provisioning for Ranging/SL positioning service
	RAN WG3
	Rel-18
	Ranging_SL, NR_pos_enh2
	Noted in parallel session
	Noted
	

	9.5.2
	S2-2308838
	CR
	23.586 CR0018 (Rel-18, 'F'): Correction on authorization information to NG-RAN
	CATT
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309487.
	Revised
	S2-2309487

	9.5.2
	S2-2309487
	CR
	23.586 CR0018R1 (Rel-18, 'F'): Correction on authorization information to NG-RAN
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2308838. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2308336
	LS In
	LS from SA WG3: Reply LS on security aspects for Ranging/Sidelink Positioning
	SA WG3
	Rel-18
	Ranging_SL
	Response drafted in S2-2309270. Final response in S2-2310025
	Replied to
	

	9.5.2
	S2-2308523
	CR
	23.586 CR0002 (Rel-18, 'F'): The mapping information between UE and it s Application layer ID
	Inspur
	Rel-18
	Ranging_SL
	Noted
	Noted
	

	9.5.2
	S2-2308622
	CR
	23.586 CR0004 (Rel-18, 'F'): Clarification on UE ID
	Xiaomi
	Rel-18
	Ranging_SL
	Agreed. Block approved
	Agreed
	

	9.5.2
	S2-2308741
	CR
	23.586 CR0013 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309488, merging S2-2309197
	Revised
	S2-2309488

	9.5.2
	S2-2309488
	CR
	23.586 CR0013R1 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2308741, merging S2-2309197. Revised in parallel session to S2-2309831.
	Revised
	S2-2309831

	9.5.2
	S2-2309831
	CR
	23.586 CR0013R2 (Rel-18, 'F'): Application Layer ID translation to GPSI
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2309488. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309194
	CR
	23.273 CR0426 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309489.
	Revised
	S2-2309489

	9.5.2
	S2-2309489
	CR
	23.273 CR0426R1 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revision of S2-2309194. Revised in parallel session to S2-2309832.
	Revised
	S2-2309832

	9.5.2
	S2-2309832
	CR
	23.273 CR0426R2 (Rel-18, 'F'): Cleanup about the usage of GPSI
	OPPO
	Rel-18
	Ranging_SL
	Revision of S2-2309489. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309197
	CR
	23.586 CR0036 (Rel-18, 'F'): Update to the GMLC functions about application layer ID mapping
	OPPO
	Rel-18
	Ranging_SL
	Merged into S2-2309488
	Merged
	

	9.5.2
	S2-2308742
	CR
	23.586 CR0014 (Rel-18, 'F'): Fix Ranging Architecture figures and interfaces
	Ericsson
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309490.
	Revised
	S2-2309490

	9.5.2
	S2-2309490
	CR
	23.586 CR0014R1 (Rel-18, 'F'): Fix Ranging Architecture figures and interfaces
	Ericsson
	Rel-18
	Ranging_SL
	Revision of S2-2308742. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2309270
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Response to S2-2308336. Revised in parallel session to S2-2309491.
	Revised
	S2-2309491

	9.5.2
	S2-2309491
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309270. Revised in parallel session to S2-2309833.
	Revised
	S2-2309833

	9.5.2
	S2-2309833
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309491. Revised in parallel session to S2-2309855.
	Revised
	S2-2309855

	9.5.2
	S2-2309855
	LS OUT
	[DRAFT] Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	Xiaomi EV Technology
	Rel-18
	Ranging_SL
	Revision of S2-2309833. Revised to S2-2310025.
	Revised
	S2-2310025

	9.5.2
	S2-2310025
	LS OUT
	Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	SA WG2
	Rel-18
	Ranging_SL
	Revision of S2-2309855. This LS OUT was approved
	Approved
	

	9.5.2
	S2-2308629
	CR
	23.586 CR0009 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309492, merging S2-2308989, S2-2308952 and S2-2308837
	Revised
	S2-2309492

	9.5.2
	S2-2309492
	CR
	23.586 CR0009R1 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revision of S2-2308629, merging S2-2308989, S2-2308952 and S2-2308837. Revised in parallel session to S2-2309834.
	Revised
	S2-2309834

	9.5.2
	S2-2309834
	CR
	23.586 CR0009R2 (Rel-18, 'F'): Editorial Changes
	Xiaomi
	Rel-18
	Ranging_SL
	Revision of S2-2309492. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2308837
	CR
	23.586 CR0017 (Rel-18, 'F'): Removal of Assistant UE descriptions
	CATT
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.5.2
	S2-2308952
	CR
	23.586 CR0023 (Rel-18, 'F'): Proposal on the Assistant UE
	ZTE
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.5.2
	S2-2308989
	CR
	23.586 CR0024 (Rel-18, 'F'): Alignments and corrections
	Sony
	Rel-18
	Ranging_SL
	Merged into S2-2309492
	Merged
	

	9.5.2
	S2-2309059
	CR
	23.586 CR0033 (Rel-18, 'F'): Updates to policy_functionalities_subscriptions
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308951
	CR
	23.586 CR0022 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309493, merging S2-2308621
	Revised
	S2-2309493

	9.5.2
	S2-2309493
	CR
	23.586 CR0022R1 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revision of S2-2308951, merging S2-2308621. Revised in parallel session to S2-2309835.
	Revised
	S2-2309835

	9.5.2
	S2-2309835
	CR
	23.586 CR0022R2 (Rel-18, 'F'): Clarification on the UE based SL Positioning and Network-assisted mode
	ZTE
	Rel-18
	Ranging_SL
	Revision of S2-2309493. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2308621
	CR
	23.586 CR0003 (Rel-18, 'F'): Clarification on Network-based Operation and Network-assisted Operation
	Xiaomi
	Rel-18
	Ranging_SL
	Merged into S2-2309493
	Merged
	

	9.5.2
	S2-2308839
	CR
	23.586 CR0019 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revised in parallel session to S2-2309494.
	Revised
	S2-2309494

	9.5.2
	S2-2309494
	CR
	23.586 CR0019R1 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2308839. Revised in parallel session to S2-2309836.
	Revised
	S2-2309836

	9.5.2
	S2-2309836
	CR
	23.586 CR0019R2 (Rel-18, 'F'): Correction on Ranging/SL Positioning Capability
	CATT
	Rel-18
	Ranging_SL
	Revision of S2-2309494. Agreed in parallel session. Block approved
	Agreed
	

	9.5.2
	S2-2308950
	CR
	23.586 CR0021 (Rel-18, 'F'): Clarification on the UE Ranging SL Positioning capability
	ZTE
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309042
	CR
	23.586 CR0029 (Rel-18, 'F'): Update on GMLC services for supporting ranging
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308995
	CR
	23.273 CR0417 (Rel-18, 'F'): Ranging and Sidelink Positioning feature corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308992
	CR
	23.273 CR0416 (Rel-18, 'F'): SL-MO-LR for Ranging and Sidelink Positioning corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309038
	CR
	23.273 CR0420 (Rel-18, 'F'): Update on Procedures of SL-MO-LR involving LMF
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309312
	CR
	23.273 CR0437 (Rel-18, 'F'): Update on SL-MO-LR
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309399
	CR
	23.273 CR0442 (Rel-18, 'F'): SL-MO-LR procedure updates
	Philips International B.V.
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309039
	CR
	23.273 CR0421 (Rel-18, 'F'): Update on 5GC-MT-LR Procedure using SL positioning
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308999
	CR
	23.273 CR0419 (Rel-18, 'F'): SL-MT-LR for Ranging and Sidelink Positioning corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309263
	CR
	23.273 CR0434 (Rel-18, 'F'): Solution update for ranging result in local coordinate
	Huawei
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309264
	CR
	23.273 CR0435 (Rel-18, 'F'): Solution update for ranging procedure
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308997
	CR
	23.273 CR0418 (Rel-18, 'F'): SL-MT-LR for periodic, triggered Location Events corrections
	Sony
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309195
	CR
	23.273 CR0427 (Rel-18, 'F'): Corrections to the figures in clause 6.20.3 and 6.20.4
	OPPO
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309056
	CR
	23.273 CR0423 (Rel-18, 'F'): Updates to MO and MT LR for SL positioning
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309369
	CR
	23.273 CR0441 (Rel-18, 'F'): LMF assistance to avoid unnecessary request in SL-MO-LR and 5GC-MO-LR with SL
	Nokia, Nokia Shanghai Bell
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308627
	DISCUSSION
	Discussion on Network based SL positioning for UE without NAS connection.
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308625
	CR
	23.586 CR0007 (Rel-18, 'F'): Network based SL positioning for UE without NAS connection
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309040
	CR
	23.586 CR0027 (Rel-18, 'F'): Update on Procedures for Network based SL positioning for UE without NAS connection
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308626
	CR
	23.273 CR0401 (Rel-18, 'F'): Updates to Procedures of SL-MO-LR involving LMF
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309037
	CR
	23.586 CR0026 (Rel-18, 'F'): Update on Procedures of Ranging/Sidelink Positioning control
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309060
	CR
	23.586 CR0034 (Rel-18, 'F'): Updates to the network assisted SL positioning
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309057
	CR
	23.586 CR0031 (Rel-18, 'F'): Updates to the UE-only operation procedure
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309403
	CR
	23.586 CR0042 (Rel-18, 'F'): Corrections to TS 23.586
	Philips International B.V.
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309283
	CR
	23.586 CR0038 (Rel-18, 'F'): Correction of the protocol between UE and LMF
	Qualcomm Incorporated
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308631
	CR
	23.586 CR0011 (Rel-18, 'F'): Updates to Protocols between UE and LMF
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309036
	CR
	23.586 CR0025 (Rel-18, 'F'): Update on Ranging SL Positioning UE direct discovery
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309061
	CR
	23.586 CR0035 (Rel-18, 'F'): Updates to the discovery procedure
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308624
	CR
	23.586 CR0006 (Rel-18, 'F'): Updates to Located UE Discovery & Selection
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309196
	CR
	23.273 CR0428 (Rel-18, 'F'): Updates about the discovery and selection of Located UE
	OPPO
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309368
	CR
	23.586 CR0041 (Rel-18, 'F'): Update Selection Criteria based on RAN agreement
	Nokia, Nokia Shanghai Bell
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308628
	CR
	23.586 CR0008 (Rel-18, 'F'): Updates to RangingSL Positioning service exposure though PC5
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309310
	CR
	23.586 CR0040 (Rel-18, 'F'): SL positioning operation with proximity indication
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308743
	CR
	23.586 CR0015 (Rel-18, 'F'): Remove Ranging/SL Positioning service exposure though 5GC network via NEF
	Ericsson
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308744
	CR
	23.586 CR0016 (Rel-18, 'F'): Clarify message request type to AMF in case of Exposure though 5GC network via control plane
	Ericsson
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308630
	CR
	23.586 CR0010 (Rel-18, 'F'): Updates to QoS Handling
	Xiaomi
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309058
	CR
	23.586 CR0032 (Rel-18, 'F'): QoS parameters clarification
	Vivo
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308840
	CR
	23.586 CR0020 (Rel-18, 'F'): Protocol stack for RSPP transport
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308522
	CR
	23.586 CR0001 (Rel-18, 'F'): User Plane Stack for Ranging/SL positioning service
	Inspur
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308835
	CR
	23.502 CR4341 (Rel-18, 'F'): Update on Ranging/SL Positioning subscription data and capability
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308836
	CR
	23.503 CR1122 (Rel-18, 'F'): Ranging/SL Positioning policy information
	CATT
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309309
	CR
	23.586 CR0039 (Rel-18, 'F'): Update on Parameter Provisioning for Ranging/SL Positioning
	InterDigital Communications
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2308953
	CR
	23.502 CR4364 (Rel-18, 'F'): Adding Ranging SL positioning to NRF service
	ZTE
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309041
	CR
	23.586 CR0028 (Rel-18, 'F'): Update on ranging by the assistance of another UE
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.5.2
	S2-2309043
	CR
	23.273 CR0422 (Rel-18, 'F'): Update on GMLC services for supporting ranging
	Huawei, HiSilicon
	Rel-18
	Ranging_SL
	Not Handled
	-
	

	9.6.2
	S2-2308313
	LS In
	LS from RAN WG2: LS to SA2 on reporting positioning measurements taken in RRC_IDLE
	RAN WG2
	Rel-18
	NR_pos_enh2
	Response drafted in S2-2309615. Final response in S2-2309926
	Replied to
	

	9.6.2
	S2-2309615
	LS OUT
	[DRAFT] Reply LS on reporting positioning measurements taken in RRC_IDLE
	SA WG2
	Rel-18
	NR_pos_enh2
	Created at meeting. Response to S2-2308313. Revised in parallel session to S2-2309926.
	Revised
	S2-2309926

	9.6.2
	S2-2309926
	LS OUT
	Response LS to RAN WG2 on reporting positioning measurements taken in RRC_IDLE
	SA WG2
	Rel-18
	NR_pos_enh2, 5G_eLCS_Ph3
	Revision of S2-2309615. Agreed in parallel session. Block approved
	Approved
	

	9.6.2
	S2-2308740
	CR
	23.273 CR0403 (Rel-18, 'F'): Fix Missing Interface between LMF and GMLC
	Ericsson
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309616, merging S2-2308983.
	Revised
	S2-2309616

	9.6.2
	S2-2309616
	CR
	23.273 CR0403R1 (Rel-18, 'F'): Fix Missing Interface between LMF and GMLC
	Ericsson
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308740, merging S2-2308983. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308983
	CR
	23.273 CR0413 (Rel-18, 'F'): Add a reference point between LMF and GMLC
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Merged in S2-2309616.
	Merged
	

	9.6.2
	S2-2308739
	CR
	23.273 CR0402 (Rel-18, 'F'): Fix Modification of User Plane Connection between UE and LMF
	Ericsson, Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309617.
	Revised
	S2-2309617

	9.6.2
	S2-2309617
	CR
	23.273 CR0402R1 (Rel-18, 'F'): Fix Modification of User Plane Connection between UE and LMF
	Ericsson, Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308739. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308948
	CR
	23.273 CR0406 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309618, merging S2-2309192.
	Revised
	S2-2309618

	9.6.2
	S2-2309618
	CR
	23.273 CR0406R1 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308948, merging S2-2309192. Revised in parallel session to S2-2309927.
	Revised
	S2-2309927

	9.6.2
	S2-2309927
	CR
	23.273 CR0406R2 (Rel-18, 'F'): Clarification on the UE user plane Positioning capability
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309618. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309192
	CR
	23.273 CR0425 (Rel-18, 'F'): Resolve the EN on user plane information transfer
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Merged in S2-2309618.
	Merged
	

	9.6.2
	S2-2308985
	CR
	23.273 CR0415 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309619.
	Revised
	S2-2309619

	9.6.2
	S2-2309619
	CR
	23.273 CR0415R1 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308985. Revised in parallel session to S2-2309928.
	Revised
	S2-2309928

	9.6.2
	S2-2309928
	CR
	23.273 CR0415R2 (Rel-18, 'F'): UE user plane positioning capability and URSP provision clarification
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309619. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308949
	CR
	23.273 CR0407 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309620.
	Revised
	S2-2309620

	9.6.2
	S2-2309620
	CR
	23.273 CR0407R1 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308949. Agreed in parallel session. Revised in parallel session to S2-2309929.
	Revised
	S2-2309929

	9.6.2
	S2-2309929
	CR
	23.273 CR0407R2 (Rel-18, 'F'): Clarification on the Nlmf_location_UP service operation
	ZTE
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309620. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308984
	CR
	23.273 CR0414 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309621, merging S2-2309313.
	Revised
	S2-2309621

	9.6.2
	S2-2309621
	CR
	23.273 CR0414R1 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308984, merging S2-2309313. Revised in parallel session to S2-2309930.
	Revised
	S2-2309930

	9.6.2
	S2-2309930
	CR
	23.273 CR0414R2 (Rel-18, 'F'): QoS flow identifier selection clarification for user plane positioning between UE and LMF
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309621. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309313
	CR
	23.273 CR0438 (Rel-18, 'F'): QoS handling for supplementary services messages and LPP messages over UP
	Xiaomi
	Rel-18
	5G_eLCS_Ph3
	Check Acronym (eLCS_Ph3)! Merged in S2-2309621.
	Merged
	

	9.6.2
	S2-2309337
	CR
	23.501 CR4903 (Rel-18, 'F'): 5QI for supplementary services messages and LPP messages over UP
	Xiaomi
	Rel-18
	5G_eLCS_Ph3
	Check Acronym (eLCS_Ph3)! Noted in parallel session
	Noted
	

	9.6.2
	S2-2309367
	CR
	23.273 CR0440 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309622.
	Revised
	S2-2309622

	9.6.2
	S2-2309622
	CR
	23.273 CR0440R1 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309367. Revised in parallel session to S2-2309931.
	Revised
	S2-2309931

	9.6.2
	S2-2309931
	CR
	23.273 CR0440R2 (Rel-18, 'F'): UE IP Address addition to GMLC and LMF sevices.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309622. Postponed
	Postponed
	

	9.6.2
	S2-2309373
	CR
	23.502 CR4442 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309623.
	Revised
	S2-2309623

	9.6.2
	S2-2309623
	CR
	23.502 CR4442R1 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309373. Revised in parallel session to S2-2309932.
	Revised
	S2-2309932

	9.6.2
	S2-2309932
	CR
	23.502 CR4442R2 (Rel-18, 'F'): UE IP Address addition to AMF service.
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309623. Postponed
	Postponed
	

	9.6.2
	S2-2309259
	CR
	23.273 CR0430 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309624.
	Revised
	S2-2309624

	9.6.2
	S2-2309624
	CR
	23.273 CR0430R1 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309259. Revised in parallel session to S2-2309933.
	Revised
	S2-2309933

	9.6.2
	S2-2309933
	CR
	23.273 CR0430R2 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309624. Revised in parallel session to S2-2309937.
	Revised
	S2-2309937

	9.6.2
	S2-2309937
	CR
	23.273 CR0430R3 (Rel-18, 'F'): Clarification on user plane positioning connection establishment
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309933. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309260
	CR
	23.273 CR0431 (Rel-18, 'F'): Clarification on determination to use UP positioning
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308982
	CR
	23.273 CR0412 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309625.
	Revised
	S2-2309625

	9.6.2
	S2-2309625
	CR
	23.273 CR0412R1 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308982. Revised in parallel session to S2-2309935.
	Revised
	S2-2309935

	9.6.2
	S2-2309934
	Other
	Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309625. WITHDRAWN
	Withdrawn
	

	9.6.2
	S2-2309935
	CR
	23.273 CR0412R2 (Rel-18, 'F'): Signaling optimization alignment for UE available location event
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309625. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308524
	CR
	23.273 CR0400 (Rel-18, 'F'): Update regulatory location service procedure with UE unaware indication
	Inspur
	Rel-18
	5G_eLCS_Ph3
	Noted in parallel session
	Noted
	

	9.6.2
	S2-2308521
	CR
	23.273 CR0399 (Rel-18, 'F'): Removing the PRU positioning capabilities
	Inspur
	Rel-18
	5G_eLCS_Ph3
	Noted in parallel session
	Noted
	

	9.6.2
	S2-2309265
	CR
	23.273 CR0436 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Confirm CR Number - CR states 0435! Revised in parallel session to S2-2309626.
	Revised
	S2-2309626

	9.6.2
	S2-2309626
	CR
	23.273 CR0436R1 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309265. Revised in parallel session to S2-2309936.
	Revised
	S2-2309936

	9.6.2
	S2-2309936
	CR
	23.273 CR0436R2 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309626. Agreed in parallel session. Revised off-line to S2-2309945.
	Revised
	S2-2309945

	9.6.2
	S2-2309945
	CR
	23.273 CR0436R3 (Rel-18, 'F'): Further clarification on PRU on/off states
	Huawei, HiSilicon
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309936. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2309191
	CR
	23.273 CR0424 (Rel-18, 'F'): Correction on PRU discovery
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309627.
	Revised
	S2-2309627

	9.6.2
	S2-2309627
	CR
	23.273 CR0424R1 (Rel-18, 'F'): Correction on PRU discovery
	OPPO
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309191. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308966
	CR
	23.273 CR0408 (Rel-18, 'F'): Clarification on NWDAF-assisted LCS services section
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revised in parallel session to S2-2309628.
	Revised
	S2-2309628

	9.6.2
	S2-2309628
	CR
	23.273 CR0408R1 (Rel-18, 'F'): Clarification on NWDAF-assisted LCS services section
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308966. Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308969
	CR
	23.273 CR0411 (Rel-18, 'F'): Indoor or outdoor indication addition on GMLC services.
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.6.2
	S2-2308970
	CR
	23.502 CR4370 (Rel-18, 'B'): LOS/NLOS measurement indication addition on AMF LCS services.
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-
	

	9.6.2
	S2-2308967
	CR
	23.273 CR0409 (Rel-18, 'F'): Clarification on the reporting indication
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-
	

	9.7.2
	S2-2308317
	LS In
	LS from RAN WG2: Reply LS on ProSe Authorization information related to UE-to-UE Relay operation
	RAN WG2
	Rel-18
	NR_SL_relay_enh-Core
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308502
	CR
	23.304 CR0306 (Rel-18, 'F'): ProSe Authorization info for Layer-2 U2U Relay operation
	LG Electronics
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309474, merging S2-2309073, S2-2308830 and S2-2308803
	Revised
	S2-2309474

	9.7.2
	S2-2309474
	CR
	23.304 CR0306R1 (Rel-18, 'F'): ProSe Authorization info for Layer-2 U2U Relay operation
	LG Electronics
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308502, merging S2-2309073, S2-2308830 and S2-2308803. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2308803
	CR
	23.304 CR0314 (Rel-18, 'F'): Update on 5G ProSe Authorised Information for NG_RAN
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.7.2
	S2-2308830
	CR
	23.304 CR0318 (Rel-18, 'F'): ProSe authorization information for UE-to-UE Relay
	CATT
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.7.2
	S2-2309053
	CR
	23.304 CR0329 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309475.
	Revised
	S2-2309475

	9.7.2
	S2-2309475
	CR
	23.304 CR0329R1 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309053. Revised in parallel session to S2-2309840.
	Revised
	S2-2309840

	9.7.2
	S2-2309840
	CR
	23.304 CR0329R2 (Rel-18, 'F'): U2U relay authorization updates
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309475. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309073
	CR
	23.304 CR0333 (Rel-18, 'F'): Authorization for U2U relay
	OPPO
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309474
	Merged
	

	9.7.2
	S2-2308292
	LS In
	LS from CT WG1: LS on additional parameters announcement procedure
	CT WG1
	Rel-18
	5G_ProSe
	Responses drafted in S2-2308649, S2-2309051. Final response in S2-2309841
	Replied to
	

	9.7.2
	S2-2308649
	LS OUT
	[DRAFT] Reply LS on 5G ProSe additional parameters announcement procedure
	MediaTek Inc.
	Rel-18
	5G_ProSe_Ph2
	Response to S2-2308292. Noted in parallel session
	Noted
	

	9.7.2
	S2-2309051
	LS OUT
	[DRAFT] Reply LS on additional parameters announcement procedure
	vivo
	Rel-18
	5G_ProSe_Ph2
	Response to S2-2308292. Revised in parallel session to S2-2309477.
	Revised
	S2-2309477

	9.7.2
	S2-2309477
	LS OUT
	[DRAFT] Reply LS on additional parameters announcement procedure
	vivo
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309051. Revised in parallel session to S2-2309841.
	Revised
	S2-2309841

	9.7.2
	S2-2309841
	LS OUT
	Reply LS on additional parameters announcement procedure
	SA WG2
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309477. Agreed in parallel session. Block approved
	Approved
	

	9.7.2
	S2-2308648
	CR
	23.304 CR0308 (Rel-18, 'F'): Clarification on 5G ProSe additional parameters announcement
	MediaTek Inc.
	Rel-18
	5G_ProSe_Ph2
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308804
	CR
	23.304 CR0315 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309476.
	Revised
	S2-2309476

	9.7.2
	S2-2309476
	CR
	23.304 CR0315R1 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308804. Revised in parallel session to S2-2309842.
	Revised
	S2-2309842

	9.7.2
	S2-2309842
	CR
	23.304 CR0315R2 (Rel-18, 'F'): Modification on Relay Discovery Additional Information Message
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309476. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2308314
	LS In
	LS from RAN WG2: LS on announcement of neighbor UEs
	RAN WG2
	Rel-18
	NR_SL_relay_enh-Core
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308802
	CR
	23.304 CR0313 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309478, merging S2-2309052
	Revised
	S2-2309478

	9.7.2
	S2-2309478
	CR
	23.304 CR0313R1 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308802, merging S2-2309052. Revised in parallel session to S2-2309843.
	Revised
	S2-2309843

	9.7.2
	S2-2309843
	CR
	23.304 CR0313R2 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	ZTE
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309478. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309052
	CR
	23.304 CR0328 (Rel-18, 'F'): Model A discovery with AS layer consideration
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309478
	Merged
	

	9.7.2
	S2-2309072
	CR
	23.304 CR0332 (Rel-18, 'F'): EN removal for L2 U2U QoS handling
	OPPO
	Rel-18
	5G_ProSe_Ph2
	Postponed in parallel session
	Postponed
	

	9.7.2
	S2-2309091
	CR
	23.304 CR0337 (Rel-18, 'F'): QoS handling for Layer-2 UE-to-UE Relay RAN alignment
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Postponed in parallel session
	Postponed
	

	9.7.2
	S2-2308634
	CR
	23.304 CR0307 (Rel-18, 'F'): Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309479.
	Revised
	S2-2309479

	9.7.2
	S2-2309479
	CR
	23.304 CR0307R1 (Rel-18, 'F'): Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308634. Noted in parallel session
	Noted
	

	9.7.2
	S2-2308994
	CR
	23.304 CR0322 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309480.
	Revised
	S2-2309480

	9.7.2
	S2-2309480
	CR
	23.304 CR0322R1 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308994. Revised in parallel session to S2-2309844.
	Revised
	S2-2309844

	9.7.2
	S2-2309844
	CR
	23.304 CR0322R2 (Rel-18, 'F'): Clarification on 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309480. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309002
	CR
	23.304 CR0326 (Rel-18, 'F'): Update to 5G ProSe UE-to-UE Relay Discovery procedures with the specific Layer-2 IDs
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2309088
	CR
	23.304 CR0334 (Rel-18, 'F'): Clarification on RSC usage during relay discovery and relay reselection
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309483.
	Revised
	S2-2309483

	9.7.2
	S2-2309483
	CR
	23.304 CR0334R1 (Rel-18, 'F'): Clarification on RSC usage during relay discovery and relay reselection
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309088. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309092
	CR
	23.304 CR0338 (Rel-18, 'F'): Clarifications on U2U Relay reselection relay discovery
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2309328
	CR
	23.304 CR0347 (Rel-18, 'F'): Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309845.
	Revised
	S2-2309845

	9.7.2
	S2-2309845
	CR
	23.304 CR0347R1 (Rel-18, 'F'): Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309328. Noted in parallel session
	Noted
	

	9.7.2
	S2-2309360
	CR
	23.304 CR0348 (Rel-18, 'F'): Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309481.
	Revised
	S2-2309481

	9.7.2
	S2-2309481
	CR
	23.304 CR0348R1 (Rel-18, 'F'): Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309360. Agreed in parallel session. Block approved
	Agreed
	

	9.7.2
	S2-2308867
	DISCUSSION
	Issues with UE-to-UE Relay Discovery .
	Apple
	
	
	Noted in parallel session
	Noted
	

	9.7.2
	S2-2308865
	CR
	23.304 CR0321 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revised in parallel session to S2-2309482, merging S2-2309302
	Revised
	S2-2309482

	9.7.2
	S2-2309482
	CR
	23.304 CR0321R1 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2308865, merging S2-2309302. Revised in parallel session to S2-2309846.
	Revised
	S2-2309846

	9.7.2
	S2-2309846
	CR
	23.304 CR0321R2 (Rel-18, 'F'): Corrections to UE-to-UE Relay Discovery
	Apple
	Rel-18
	5G_ProSe_Ph2
	Revision of S2-2309482. Objection from Xiaomi. Noted
	Noted
	

	9.7.2
	S2-2309023
	CR
	23.304 CR0327 (Rel-18, 'F'): Clarification on Relay Indication
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309302
	CR
	23.304 CR0344 (Rel-18, 'F'): Correct the 5G ProSe Direct Discovery procedure to remove relay_Indication
	Qualcomm Incorporated
	Rel-18
	5G_ProSe_Ph2
	Merged into S2-2309482
	Merged
	

	9.7.2
	S2-2308829
	CR
	23.304 CR0317 (Rel-18, 'F'): Correction on ProSe Communication via Layer-2 U2U Relay
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308831
	CR
	23.304 CR0319 (Rel-18, 'F'): Correction on Layer-2 U2U Relay Communication with integrated Discovery
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308832
	CR
	23.304 CR0320 (Rel-18, 'F'): Correction on Layer-3 U2U Relay link identifier update procedure
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309001
	CR
	23.304 CR0325 (Rel-18, 'F'): Update common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309089
	CR
	23.304 CR0335 (Rel-18, 'F'): Clarifications on U2U Relay and message handling
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309303
	CR
	23.304 CR0345 (Rel-18, 'F'): Parameter update for Link Modification with L3 U2U Relay
	InterDigital Communications
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308998
	CR
	23.304 CR0324 (Rel-18, 'F'): Correction on Policy/Parameter provisioning
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309054
	CR
	23.304 CR0330 (Rel-18, 'F'): U2U relay features complement
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2308996
	CR
	23.304 CR0323 (Rel-18, 'F'): Clarification on Terminologies
	Samsung
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309242
	CR
	23.304 CR0343 (Rel-18, 'F'): Term related to U2U Relay communication with integrated discovery
	China Telecom
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309096
	CR
	23.304 CR0340 (Rel-18, 'F'): Clarification on how path type is selected when switching between U2N relays
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309198
	CR
	23.304 CR0342 (Rel-18, 'F'): Minor correction to add access type in reselection during a path switch
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309055
	CR
	23.304 CR0331 (Rel-18, 'F'): Multi-path communication complement
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309050
	CR
	23.167 CR0373 (Rel-18, 'F'): Location validation for the L3 remote UE by the E-CSCF
	Vivo
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309090
	CR
	23.304 CR0336 (Rel-18, 'F'): Clarifications on Relay discovery for emergency service
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309147
	CR
	23.304 CR0341 (Rel-18, 'F'): Relay UE requirement to forward PWS messages
	Nokia, Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309148
	LS OUT
	[DRAFT] LS on Relay UE requirement to forward PWS messages
	Nokia. Nokia Shanghai Bell
	Rel-18
	5G_ProSe_Ph2
	Not Handled.
	Not Handled
	

	9.7.2
	S2-2308828
	CR
	23.304 CR0316 (Rel-18, 'F'): Some corrections to general descriptions
	CATT
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309093
	CR
	23.304 CR0339 (Rel-18, 'F'): Clarification on IPv6 only for policy control and session binding for L3 N3IWF Relay
	Huawei, HiSilicon
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309305
	CR
	23.304 CR0346 (Rel-18, 'F'): PDU session handling with SSC mode 3 for UE to NW Relay connection.
	InterDigital Communications
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-
	

	9.7.2
	S2-2309330
	CR
	23.502 CR4438 (Rel-18, 'F'): Correction for 5G ProSe subscription in UDM
	Xiaomi
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Not Handled
	-
	

	9.9.2
	S2-2308386
	CR
	23.501 CR4696 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309446, merging S2-2308823
	Revised
	S2-2309446

	9.9.2
	S2-2309446
	CR
	23.501 CR4696R1 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2308386, merging S2-2308823. Revised in parallel session to S2-2309504.
	Revised
	S2-2309504

	9.9.2
	S2-2309504
	CR
	23.501 CR4696R2 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2309446. Agreed in parallel session. Revised to S2-2310037.
	Revised
	S2-2310037

	9.9.2
	S2-2310037
	CR
	23.501 CR4696R3 (Rel-18, 'F'): Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2309504. This CR was agreed
	Agreed
	

	9.9.2
	S2-2308387
	CR
	23.502 CR4251 (Rel-18, 'F'): Updates to AI/ML procedures
	OPPO, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309447.
	Revised
	S2-2309447

	9.9.2
	S2-2309447
	CR
	23.502 CR4251R1 (Rel-18, 'F'): Updates to AI/ML procedures
	OPPO, Nokia, LG Electronics, MediaTek
	Rel-18
	AIMLsys
	Revision of S2-2308387. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308823
	CR
	23.501 CR4789 (Rel-18, 'F'): NEF address pre-configuration and NEF function update to support AIML operation
	Vivo
	Rel-18
	AIMLsys
	Merged into S2-2309446
	Merged
	

	9.9.2
	S2-2308956
	CR
	23.502 CR4367 (Rel-18, 'F'): Correction the UPF service operation
	Qualcomm Incorporated
	Rel-18
	AIMLsys
	Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308794
	CR
	23.502 CR4333 (Rel-18, 'D'): R18 AIMLsys_KI1_23502 CR for reference correction
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Merged into S2-2309448
	Merged
	

	9.9.2
	S2-2308924
	CR
	23.502 CR4361 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309448, merging S2-2308794
	Revised
	S2-2309448

	9.9.2
	S2-2309448
	CR
	23.502 CR4361R1 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2308924, merging S2-2308794. Revised in parallel session to S2-2309505.
	Revised
	S2-2309505

	9.9.2
	S2-2309505
	CR
	23.502 CR4361R2 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2309448. Revised in parallel session to S2-2309851.
	Revised
	S2-2309851

	9.9.2
	S2-2309851
	CR
	23.502 CR4361R3 (Rel-18, 'F'): Clarifications for procedures and services related to Multi-member AF session
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Revision of S2-2309505. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308972
	CR
	23.502 CR4372 (Rel-18, 'F'): Clarification for monitoring of consolidated data rate
	OPPO
	Rel-18
	AIMLsys
	Check Affected Clauses! Noted in parallel session
	Noted
	

	9.9.2
	S2-2308973
	CR
	23.502 CR4373 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309449.
	Revised
	S2-2309449

	9.9.2
	S2-2309449
	CR
	23.502 CR4373R1 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revision of S2-2308973. Revised in parallel session to S2-2309506.
	Revised
	S2-2309506

	9.9.2
	S2-2309506
	CR
	23.502 CR4373R2 (Rel-18, 'F'): Proposed definition for Multi-member AF Session With QoS
	OPPO
	Rel-18
	AIMLsys
	Revision of S2-2309449. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308577
	CR
	23.502 CR4292 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309450.
	Revised
	S2-2309450

	9.9.2
	S2-2309450
	CR
	23.502 CR4292R1 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2308577. Revised in parallel session to S2-2309507.
	Revised
	S2-2309507

	9.9.2
	S2-2309507
	CR
	23.502 CR4292R2 (Rel-18, 'F'): Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2309450. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308578
	CR
	23.501 CR4735 (Rel-18, 'F'): Enhancement to Core Network assisted RAN parameters tuning
	Lenovo
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309451.
	Revised
	S2-2309451

	9.9.2
	S2-2309451
	CR
	23.501 CR4735R1 (Rel-18, 'F'): Enhancement to Core Network assisted RAN parameters tuning
	Lenovo
	Rel-18
	AIMLsys
	Revision of S2-2308578. Postponed in parallel session
	Postponed
	

	9.9.2
	S2-2308673
	CR
	23.502 CR4312 (Rel-18, 'F'): Corrections to external parameter provisioning by AI/ML application
	Samsung, OPPO
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309452.
	Revised
	S2-2309452

	9.9.2
	S2-2309452
	CR
	23.502 CR4312R1 (Rel-18, 'F'): Corrections to external parameter provisioning by AI/ML application
	Samsung, OPPO
	Rel-18
	AIMLsys
	Revision of S2-2308673. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308791
	CR
	23.502 CR4330 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Noted in parallel session
	Noted
	

	9.9.2
	S2-2308792
	CR
	23.502 CR4331 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Noted in parallel session
	Noted
	

	9.9.2
	S2-2309356
	CR
	23.502 CR4441 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309453, merging S2-2308892
	Revised
	S2-2309453

	9.9.2
	S2-2309453
	CR
	23.502 CR4441R1 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309356, merging S2-2308892. Revised in parallel session to S2-2309508.
	Revised
	S2-2309508

	9.9.2
	S2-2309508
	CR
	23.502 CR4441R2 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309453. Revised in parallel session to S2-2309852.
	Revised
	S2-2309852

	9.9.2
	S2-2309852
	CR
	23.502 CR4441R3 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309508. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308892
	CR
	23.502 CR4355 (Rel-18, 'F'): Clarification on the PDTQ policy
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Merged into S2-2309453
	Merged
	

	9.9.2
	S2-2309358
	CR
	23.503 CR1152 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309454.
	Revised
	S2-2309454

	9.9.2
	S2-2309454
	CR
	23.503 CR1152R1 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309358. Revised in parallel session to S2-2309509.
	Revised
	S2-2309509

	9.9.2
	S2-2309509
	CR
	23.503 CR1152R2 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309454. Revised in parallel session to S2-2309853.
	Revised
	S2-2309853

	9.9.2
	S2-2309853
	CR
	23.503 CR1152R3 (Rel-18, 'F'): Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	Samsung
	Rel-18
	AIMLsys
	Revision of S2-2309509. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308388
	CR
	23.503 CR1083 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revised in parallel session to S2-2309455.
	Revised
	S2-2309455

	9.9.2
	S2-2309455
	CR
	23.503 CR1083R1 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revision of S2-2308388. Revised in parallel session to S2-2309510.
	Revised
	S2-2309510

	9.9.2
	S2-2309510
	CR
	23.503 CR1083R2 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to policies
	OPPO, NTT DOCOMO, LG Electronics, CATT
	Rel-18
	AIMLsys
	Revision of S2-2309455. Agreed in parallel session. Block approved
	Agreed
	

	9.9.2
	S2-2308575
	CR
	23.503 CR1099 (Rel-18, 'F'): PCC Rules modification to bind the AI/ML traffic to distinct QoS flow
	Lenovo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308576
	CR
	23.502 CR4291 (Rel-18, 'F'): Enable AF to provide AI/ML traffic information to PCF to bind the distinct QoS flow
	Lenovo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308793
	CR
	23.502 CR4332 (Rel-18, 'F'): R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308961
	CR
	23.502 CR4369 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission
	OPPO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2309357
	CR
	23.503 CR1151 (Rel-18, 'F'): Corrections on timing info for AF QoS
	Samsung, Nokia, Nokia Shanghai Bell
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308962
	CR
	23.503 CR1129 (Rel-18, 'F'): Clarification for adding timing info for FL data transmission
	OPPO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308672
	CR
	23.502 CR4311 (Rel-18, 'F'): Corrections on assistance for member UE selection
	Samsung
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308824
	CR
	23.502 CR4339 (Rel-18, 'F'): NWDAF provides service experience type to NEF for member selection
	Vivo
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308874
	CR
	23.502 CR4352 (Rel-18, 'F'): Corrections to Procedures for Member UE Selection Assistance
	LG Electronics
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308894
	CR
	23.502 CR4356 (Rel-18, 'F'): Clarification on the time window(s) for selecting the candidate UE(s)
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308435
	CR
	23.501 CR4703 (Rel-18, 'F'): Correction on Member UE selection assistance functionality
	China Mobile
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308389
	CR
	23.288 CR0851 (Rel-18, 'F'): Updates to AI/ML functionality descriptions related to analytics
	OPPO, NTT DOCOMO, LG Electronics, ETRI, CATT
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308396
	CR
	23.288 CR0856 (Rel-18, 'F'): Removing Editor s Note of the Output of the Network Performance Analytics
	NTT DOCOMO
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2308893
	CR
	23.288 CR0888 (Rel-18, 'F'): Remove the EN regarding Network Performance analytics
	Huawei, HiSilicon
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.9.2
	S2-2309359
	CR
	23.288 CR0912 (Rel-18, 'F'): Miscellaneous corrections on application AI/ML-related analytics
	Samsung
	Rel-18
	AIMLsys
	Not Handled
	-
	

	9.10.2
	S2-2309167
	CR
	23.247 CR0303 (Rel-18, 'D'): Editorial corrections
	CATT
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309604.
	Revised
	S2-2309604

	9.10.2
	S2-2309604
	CR
	23.247 CR0303R1 (Rel-18, 'D'): Editorial corrections
	CATT
	Rel-18
	5MBS_Ph2
	Revision of S2-2309167. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308463
	CR
	23.247 CR0277 (Rel-18, 'F'): Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Wrong CR Number (0777). Revised to S2-2309395.
	Revised
	S2-2309395

	9.10.2
	S2-2309395
	CR
	23.247 CR0277R1 (Rel-18, 'F'): Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS
	Revision of S2-2308463. Postponed in parallel session
	Postponed
	

	9.10.2
	S2-2308469
	CR
	23.247 CR0278 (Rel-18, 'F'): Providing MBS assistance information to gNB after handover.
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed
	

	9.10.2
	S2-2308940
	CR
	23.247 CR0299 (Rel-18, 'F'): Resolving the EN on whether MBS assistance information is transferred in Xn.
	ZTE
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed
	

	9.10.2
	S2-2308941
	CR
	23.247 CR0300 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309605.
	Revised
	S2-2309605

	9.10.2
	S2-2309605
	CR
	23.247 CR0300R1 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308941. Revised in parallel session to S2-2309720.
	Revised
	S2-2309720

	9.10.2
	S2-2309720
	CR
	23.247 CR0300R2 (Rel-18, 'F'): RRC INACTIVE UE Mobility within the same RNA
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2309605. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308615
	CR
	23.247 CR0280 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309606, merging S2-2309168 and S2-2308939
	Revised
	S2-2309606

	9.10.2
	S2-2309606
	CR
	23.247 CR0280R1 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2308615, merging S2-2309168 and S2-2308939. Revised in parallel session to S2-2309721.
	Revised
	S2-2309721

	9.10.2
	S2-2309721
	CR
	23.247 CR0280R2 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2309606. Revised to S2-2309756.
	Revised
	S2-2309756

	9.10.2
	S2-2309756
	CR
	23.247 CR0280R3 (Rel-18, 'F'): Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	Huawei, HiSilicon
	Rel-18
	5MBS_Ph2
	Revision of S2-2309721. Agreed. Block approved
	Agreed
	

	9.10.2
	S2-2308939
	CR
	23.247 CR0298 (Rel-18, 'F'): Clarifcation on the RAN notifying the UE receiving the multicast MBS data in the RRC Inactive during group paging.
	ZTE
	Rel-18
	5MBS_Ph2
	Merged into S2-2309606
	Merged
	

	9.10.2
	S2-2309168
	CR
	23.247 CR0304 (Rel-18, 'F'): Resolve EN on notifying the UE in RRC_INACTIVE state during MBS session activation
	CATT
	Rel-18
	5MBS_Ph2
	Merged into S2-2309606
	Merged
	

	9.10.2
	S2-2308709
	CR
	23.502 CR4321 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309607.
	Revised
	S2-2309607

	9.10.2
	S2-2309607
	CR
	23.502 CR4321R1 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308709. Revised in parallel session to S2-2309722.
	Revised
	S2-2309722

	9.10.2
	S2-2309722
	CR
	23.502 CR4321R2 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2309607. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308710
	CR
	23.247 CR0285 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309608.
	Revised
	S2-2309608

	9.10.2
	S2-2309608
	CR
	23.247 CR0285R1 (Rel-18, 'F'): Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308710. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308938
	CR
	23.247 CR0297 (Rel-18, 'F'): Resolving the EN on the RRC inactive assitant information
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309609.
	Revised
	S2-2309609

	9.10.2
	S2-2309609
	CR
	23.247 CR0297R1 (Rel-18, 'F'): Resolving the EN on the RRC inactive assitant information
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308938. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308942
	CR
	23.247 CR0301 (Rel-18, 'F'): Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	ZTE
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309610.
	Revised
	S2-2309610

	9.10.2
	S2-2309610
	CR
	23.247 CR0301R1 (Rel-18, 'F'): Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	ZTE
	Rel-18
	5MBS_Ph2
	Revision of S2-2308942. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308943
	CR
	23.247 CR0302 (Rel-18, 'F'): Proposal on the MBSBroadcast_ContextStatusNotify service operation
	ZTE
	Rel-18
	5MBS_Ph2
	Noted in parallel session
	Noted
	

	9.10.2
	S2-2308470
	CR
	23.247 CR0279 (Rel-18, 'F'): Corrections for support of MBS data reception for UEs using power saving functions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Revised in parallel session to S2-2309603.
	Revised
	S2-2309603

	9.10.2
	S2-2309603
	CR
	23.247 CR0279R1 (Rel-18, 'F'): Corrections for support of MBS data reception for UEs using power saving functions
	Nokia, Nokia Shanghai-Bell
	Rel-18
	5MBS_Ph2
	Revision of S2-2308470. Agreed in parallel session. Block approved
	Agreed
	

	9.10.2
	S2-2308711
	CR
	23.247 CR0286 (Rel-18, 'F'): Convertingthe requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revised to S2-2309383
	Revised
	S2-2309383

	9.10.2
	S2-2309383
	CR
	23.247 CR0286R1 (Rel-18, 'F'): Converting the requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2308711. Revised in parallel session to S2-2309611.
	Revised
	S2-2309611

	9.10.2
	S2-2309611
	CR
	23.247 CR0286R2 (Rel-18, 'F'): Converting the requiremnt of AF handling service announcement to a NOTE
	Ericsson
	Rel-18
	5MBS_Ph2
	Revision of S2-2309383. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2308322
	LS In
	LS from RAN WG3: Response to Reply LS on Support of network slices which have area of service not matching deployed tracking areas
	RAN WG3
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308763, S2-2309289. Postponed.
	Postponed
	

	9.11.2
	S2-2308511
	DISCUSSION
	On the identification of both the replaced and the Alternative S-NSSAI of sessions in the system .
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308512
	CR
	23.501 CR4717 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309516.
	Revised
	S2-2309516

	9.11.2
	S2-2309516
	CR
	23.501 CR4717R1 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2308512. Revised in parallel session to S2-2309688.
	Revised
	S2-2309688

	9.11.2
	S2-2309688
	CR
	23.501 CR4717R2 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309516. Revised in parallel session to S2-2309741.
	Revised
	S2-2309741

	9.11.2
	S2-2309741
	CR
	23.501 CR4717R3 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309688. Revised to S2-2309752.
	Revised
	S2-2309752

	9.11.2
	S2-2309752
	CR
	23.501 CR4717R4 (Rel-18, 'F'): Resolving open issues related to RAN resoruces handling in KI#1
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Revision of S2-2309741. Agreed
	Agreed
	

	9.11.2
	S2-2308762
	CR
	23.501 CR4582R2 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of (revised and postponed) S2-2306451 from S2#157. Revised in parallel session to S2-2309515.
	Revised
	S2-2309515

	9.11.2
	S2-2309515
	CR
	23.501 CR4582R3 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2308762. Revised in parallel session to S2-2309689.
	Revised
	S2-2309689

	9.11.2
	S2-2309689
	CR
	23.501 CR4582R4 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2309515. Revised in parallel session to S2-2309742.
	Revised
	S2-2309742

	9.11.2
	S2-2309742
	CR
	23.501 CR4582R5 (Rel-18, 'F'): NG-RAN resource usage for Alternative S-NSSAI
	Ericsson, ZTE, Apple
	Rel-18
	eNS_Ph3
	Revision of S2-2309689. Agreed. Block approved
	Agreed
	

	9.11.2
	S2-2308514
	CR
	23.502 CR4275 (Rel-18, 'F'): Clarification on the Support of slice replacement
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309298
	CR
	23.502 CR4434 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309517.
	Revised
	S2-2309517

	9.11.2
	S2-2309517
	CR
	23.502 CR4434R1 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309298. Revised in parallel session to S2-2309690.
	Revised
	S2-2309690

	9.11.2
	S2-2309690
	CR
	23.502 CR4434R2 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309517. Revised to S2-2309753.
	Revised
	S2-2309753

	9.11.2
	S2-2309753
	CR
	23.502 CR4434R3 (Rel-18, 'F'): Usage of existing NG-RAN resource of the replaced S-NSSAI
	ZTE, Apple, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309690. Agreed. Block approved
	Agreed
	

	9.11.2
	S2-2308763
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Response to S2-2308322. Revised in parallel session to S2-2309518, merging S2-2309289
	Revised
	S2-2309518

	9.11.2
	S2-2309518
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2308763, merging S2-2309289. Revised in parallel session to S2-2309691.
	Revised
	S2-2309691

	9.11.2
	S2-2309691
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309518. Revised in parallel session to S2-2309743 (withdrawn).
	Noted
	

	9.11.2
	S2-2309743
	LS OUT
	(DRAFT) Reply LS on Preparation of NG-RAN resources to serve the alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309691. Withdrawn
	Withdrawn
	

	9.11.2
	S2-2309289
	LS OUT
	[DRAFT] Further LS response on NG-RAN resource for alternative S-NSSAI
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308322. Merged into S2-2309518
	Merged
	

	9.11.2
	S2-2308338
	LS In
	LS from SA WG4: LS on network slice replacement procedure
	SA WG4
	Rel-18
	FS_MS_NS_Ph2
	Responses drafted in S2-2308537, S2-2308788, S2-2308848, S2-2309292, S2-2309329, S2-2309394. Final response in S2-2309692
	Replied to
	

	9.11.2
	S2-2308537
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Not Handled
	Not Handled
	

	9.11.2
	S2-2308788
	LS OUT
	[DRAFT] Reply LS on Network Slice Replacement Procedure
	Samsung
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Revised in parallel session to S2-2309520.
	Revised
	S2-2309520

	9.11.2
	S2-2309520
	LS OUT
	[DRAFT] Reply LS on Network Slice Replacement Procedure
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2308788. Revised in parallel session to S2-2309692, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848
	Revised
	S2-2309692

	9.11.2
	S2-2309692
	LS OUT
	Reply LS on network slice replacement procedure
	SA WG2
	Rel-18
	eNS_Ph3
	Revision of S2-2309520, merging S2-2309394, S2-2309329, S2-2309292 and S2-2308848. Agreed in parallel session. Block approved
	Approved
	

	9.11.2
	S2-2308848
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	LG Electronics
	Rel-18
	FS_MS_NS_Ph2, eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.11.2
	S2-2309292
	LS OUT
	[DRAFT] Response to LS on network slice replacement procedure
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.11.2
	S2-2309329
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	Qualcomm France
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.11.2
	S2-2309394
	LS OUT
	[DRAFT] Reply LS on network slice replacement procedure
	OPPO
	
	
	Response to S2-2308338. Merged into S2-2309692
	Merged
	

	9.11.2
	S2-2308845
	DISCUSSION
	Discussion on Network Slice Replacement event report to the AF.
	LG Electronics
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308846
	CR
	23.502 CR4345 (Rel-18, 'F'): Support of Network Slice Replacement event report to the AF
	LG Electronics
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308786
	CR
	23.502 CR4328 (Rel-18, 'F'): Support of network slice replacement event exposure
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308847
	CR
	23.503 CR1123 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309519, merging S2-2309300 and S2-2308538
	Revised
	S2-2309519

	9.11.2
	S2-2309519
	CR
	23.503 CR1123R1 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revision of S2-2308847, merging S2-2309300 and S2-2308538. Revised in parallel session to S2-2309693.
	Revised
	S2-2309693

	9.11.2
	S2-2309693
	CR
	23.503 CR1123R2 (Rel-18, 'F'): Update of Network Slice Replacement event report
	LG Electronics
	Rel-18
	eNS_Ph3
	Revision of S2-2309519. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2308538
	CR
	23.503 CR1095 (Rel-18, 'F'): Correction on PCF events
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Merged into S2-2309519
	Merged
	

	9.11.2
	S2-2309300
	CR
	23.503 CR1146 (Rel-18, 'F'): Clarification on network slice replacement
	ZTE
	Rel-18
	eNS_Ph3
	Merged into S2-2309519
	Merged
	

	9.11.2
	S2-2308500
	CR
	23.501 CR4713 (Rel-18, 'F'): Allowed NSSAI determination for Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308764
	CR
	23.501 CR4583R1 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2306452 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2308765
	CR
	23.502 CR4326 (Rel-18, 'F'): Congestion handling with Alternative S-NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308536
	CR
	23.502 CR4279 (Rel-18, 'F'): Support of network slice replacement for handover
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308785
	CR
	23.502 CR4203R2 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Revision of (postponed) S2-2306894 from S2#157. Confirm Spec version used - CR states 18.1.0! Not Handled
	-
	

	9.11.2
	S2-2308789
	CR
	23.501 CR4787 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309003
	CR
	23.502 CR4377 (Rel-18, 'F'): Number of PDU Session update for PDU Session on Alternative S-NSSAI
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308501
	CR
	23.501 CR4714 (Rel-18, 'F'): Session Management for Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308498
	CR
	23.501 CR4712 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308499
	CR
	23.502 CR4272 (Rel-18, 'F'): UE configuration update caused by Network Slice Replacement
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308315
	LS In
	LS from RAN WG2: Reply LS on NAS-AS interaction in terms of NS-AoS
	RAN WG2
	Rel-18
	eNS_Ph3
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308278
	LS In
	LS from CT WG1: LS on NAS-AS interaction in terms of NS-AoS
	CT WG1
	Rel-18
	eNS_Ph3
	Revision of Postponed S2-2306294 from S2#157. Noted in parallel session
	Noted
	

	9.11.2
	S2-2308508
	DISCUSSION
	Some issues identified in the normative text for KI#3.
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.11.2
	S2-2308510
	CR
	23.501 CR4716 (Rel-18, 'F'): Removing the support of non supporting UEs for NS-AoS not matching deployed TAs
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308539
	CR
	23.503 CR1096 (Rel-18, 'F'): URSP handling for legacy UEs
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308509
	CR
	23.501 CR4715 (Rel-18, 'F'): Resolving NSAC issues of KI#3
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed
	

	9.11.2
	S2-2308594
	CR
	23.501 CR4741 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309521.
	Revised
	S2-2309521

	9.11.2
	S2-2309521
	CR
	23.501 CR4741R1 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of S2-2308594. Revised in parallel session to S2-2309694.
	Revised
	S2-2309694

	9.11.2
	S2-2309694
	CR
	23.501 CR4741R2 (Rel-18, 'F'): UP resource deactivation when the UE moves outside the area of slice availability
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of S2-2309521. Agreed in parallel session. Block approved
	Agreed
	

	9.11.2
	S2-2308766
	CR
	23.501 CR4779 (Rel-18, 'F'): Updates on S-NSSAI Location Availability information
	Ericsson
	Rel-18
	eNS_Ph3
	Merged into S2-2309522
	Merged
	

	9.11.2
	S2-2309119
	CR
	23.501 CR4857 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revised in parallel session to S2-2309522, merging S2-2308766
	Revised
	S2-2309522

	9.11.2
	S2-2309522
	CR
	23.501 CR4857R1 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309119, merging S2-2308766. Revised in parallel session to S2-2309695.
	Revised
	S2-2309695

	9.11.2
	S2-2309695
	CR
	23.501 CR4857R2 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309522. Revised in parallel session to S2-2309744.
	Revised
	S2-2309744

	9.11.2
	S2-2309744
	CR
	23.501 CR4857R3 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309695. Revised to S2-2309754.
	Revised
	S2-2309754

	9.11.2
	S2-2309754
	CR
	23.501 CR4857R4 (Rel-18, 'F'): Downlink packet handling for UE when outside of slice support area
	Samsung, Ericsson
	Rel-18
	eNS_Ph3
	Revision of S2-2309744. Agreed. Block approved
	Agreed
	

	9.11.2
	S2-2308767
	CR
	23.501 CR4780 (Rel-18, 'F'): Handling at expiry of S-NSSAI validity time
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309076
	CR
	23.501 CR4489R4 (Rel-18, 'F'): Registration status after S-NSSAI removal based on S-NSSAI validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2307545 Not Handled
	-
	

	9.11.2
	S2-2308768
	CR
	23.501 CR4781 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308769
	CR
	23.502 CR4327 (Rel-18, 'F'): Handling of EPS interworking due to NS-AoS
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308541
	CR
	23.503 CR1097 (Rel-18, 'F'): Correction on RFSP index generation
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309104
	CR
	23.501 CR4850 (Rel-18, 'F'): Clarification for temporary slices having validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309108
	CR
	23.502 CR4392 (Rel-18, 'F'): Clarification for temporary slices having validity time information
	Samsung
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308302
	LS In
	LS from CT WG4: LS OUT on NSACF Role and NSAC Service Area
	CT WG4
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308517, S2-2308616, S2-2308866, S2-2309304. Postponed
	Postponed
	

	9.11.2
	S2-2308517
	LS OUT
	[DRAFT] Reply LS on NSACF Role and NSAC Service Area
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.11.2
	S2-2308616
	LS OUT
	[DRAFT] Response LS on NSACF Role and NSAC Service Area
	Huawei, HiSilicon,
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.11.2
	S2-2308866
	LS OUT
	[DRAFT] Reply LS on NSACF Role and NSAC Service Area
	Samsung
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.11.2
	S2-2309304
	LS OUT
	[DRAFT] Response to LS on NSACF Role and NSAC Service Area
	ZTE
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled
	

	9.11.2
	S2-2308596
	CR
	23.501 CR4742 (Rel-18, 'F'): Clarifications on the Hierarchical NSACF architecture
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308450
	CR
	23.501 CR4706 (Rel-18, 'F'): KI#4: Clarification on updated values returned from Primary NSACF
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308451
	CR
	23.501 CR4707 (Rel-18, 'F'): KI#4: Clarification of Admission Threshold
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308617
	CR
	23.501 CR4649R1 (Rel-18, 'F'): Clean Up of Hierarchical NSAC Architecture
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307065 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2308453
	CR
	23.502 CR4262 (Rel-18, 'F'): KI#4: Clarification on Hierarchical NSACF architecture procedures
	NSACF
	Rel-18
	eNS_Ph3
	Source should be Ericsson Not Handled
	-
	

	9.11.2
	S2-2308598
	CR
	23.502 CR4296 (Rel-18, 'F'): Clarification on the Hierarchical NSACF procedures
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308519
	CR
	23.502 CR4276 (Rel-18, 'F'): Clarification of the discovery and selection of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308323
	LS In
	LS from RAN WG3: Response LS on Partially Allowed/Rejected S-NSSAI
	RAN WG3
	Rel-18
	eNS_Ph3
	Postponed.
	Postponed
	

	9.11.2
	S2-2309334
	CR
	23.502 CR4439 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used at NGAP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309296
	CR
	23.502 CR4432 (Rel-18, 'F'): Partially Allowed/Rejected NSSAI over N2
	ZTE
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308770
	DISCUSSION
	Support of partially rejected, Partially Allowed NSSAI and Target NSSAI
	Ericsson, Deutsche Telecom
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308771
	CR
	23.501 CR4782 (Rel-18, 'F'): Support of Partially Allowed NSSAI and Target NSSAI
	Ericsson, Deutsche Telekom, Bell Mobility
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308772
	LS OUT
	(DRAFT) LS on Support of Partially Allowed NSSAI and Target NSSAI
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	Not Handled
	

	9.11.2
	S2-2308773
	CR
	23.501 CR4783 (Rel-18, 'F'): Partially Allowed NSSAI and S-NSSAIs used to determine RFSP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309151
	CR
	23.501 CR4863 (Rel-18, 'F'): Correction on RFSP index generation
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308774
	CR
	23.503 CR1118 (Rel-18, 'F'): S-NSSAIs used to determine RFSP
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308593
	CR
	23.501 CR4740 (Rel-18, 'F'): PDU Session management when the UE is outside the area of slice support or availability
	Lenovo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308595
	CR
	23.501 CR4350R2 (Rel-18, 'F'): Clarification on the list of TAs associated with S-NSSAI partially rejected in the RA
	Lenovo
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307248 from S2#157 Not Handled
	-
	

	9.11.2
	S2-2309026
	CR
	23.501 CR4631R2 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of (noted) S2-2307499 from S2#158. Withdrawn. Replaced by S2-2309034
	Withdrawn
	S2-2309034

	9.11.2
	S2-2309034
	CR
	23.501 CR4631R3 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of S2-2309026. Confirm CR Revision - CR states 2! Not Handled
	-
	

	9.11.2
	S2-2309048
	CR
	23.502 CR4122R3 (Rel-18, 'F'): Determination of partially allowed NSSAI by NSSF:KI#5
	NEC
	Rel-18
	eNS_Ph3
	Revision of (withdrawn) S2-2307500 from S2#157. Confirm CR Revision - CR states - ! Not Handled
	-
	

	9.11.2
	S2-2308279
	LS In
	LS from CT WG1: LS on UE implementing the de-registration inactivity timer
	CT WG1
	Rel-18
	eNS_Ph3
	Revision of Postponed S2-2306295 from S2#157. Response drafted in S2-2308868, S2-2309008. Postponed
	Postponed
	

	9.11.2
	S2-2308868
	LS OUT
	[DRAFT] Reply LS on UE implementing the de-registration inactivity timer
	Samsung
	Rel-18
	
	Response to S2-2308279. Not Handled
	Not Handled
	

	9.11.2
	S2-2309008
	LS OUT
	[DRAFT] Reply LS on UE implementing the de-registration inactivity timer
	vivo
	Rel-18
	eNS_Ph3
	Response to S2-2308279. Not Handled
	Not Handled
	

	9.11.2
	S2-2309009
	CR
	23.501 CR4822 (Rel-18, 'F'): CR 23.501 update for support of network slice usage control on deregistration inactivity timer
	Vivo
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308515
	CR
	23.503 CR1093 (Rel-18, 'F'): Clarification on handling of URSPs for on demand network slices
	Nokia, Nokia Shanghai Bell, Deutsche Telekom.
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308618
	CR
	23.501 CR4749 (Rel-18, 'F'): Network Slice usage control clarification
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308619
	CR
	23.502 CR4302 (Rel-18, 'F'): Network Slice usage control clarification
	Huawei, HiSilicon
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309301
	CR
	23.503 CR1147 (Rel-18, 'F'): PDU Session Inacitivity timer
	ZTE
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2308452
	CR
	23.503 CR1085 (Rel-18, 'F'): KI#4: PCF Support for Dynamic update to PDU Session Inactivity timer
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.11.2
	S2-2309078
	CR
	23.501 CR4480R2 (Rel-18, 'F'): PDU session inactivity timer for MAPDU session
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2307201 Not Handled
	-
	

	9.11.2
	S2-2308449
	CR
	23.502 CR4261 (Rel-18, 'F'): KI#6: Correction to Network control of slice use for home routed PDU Sessions
	Ericsson
	Rel-18
	eNS_Ph3
	Not Handled
	-
	

	9.12.2
	S2-2309341
	DISCUSSION
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB.
	Qualcomm Incorporated
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309011
	DISCUSSION
	KI#4KI#5_Discussion on PDU set handling at target NG-RAN for non-homogeneous case
	Lenovo
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309342
	CR
	23.501 CR4907 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revised in parallel session to S2-2309415, merging S2-2309387, S2-2309250, S2-2309245 and S2-2309244
	Revised
	S2-2309415

	9.12.2
	S2-2309415
	CR
	23.501 CR4907R1 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309342, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309806.
	Revised
	S2-2309806

	9.12.2
	S2-2309806
	CR
	23.501 CR4907R2 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309415, merging S2-2309012, S2-2308986, S2-2308916, S2-2308858, S2-2308604, S2-2308584 and S2-2308556. Revised in parallel session to S2-2309837.
	Revised
	S2-2309837

	9.12.2
	S2-2309837
	CR
	23.501 CR4907R3 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Revision of S2-2309806. Revised in parallel session to S2-2309860.
	Revised
	S2-2309860

	9.12.2
	S2-2309860
	CR
	23.501 CR4907R4 (Rel-18, 'F'): PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated, Xiaomi, DoCoMo, Google
	Rel-18
	XRM
	Revision of S2-2309837. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308584
	CR
	23.501 CR4738 (Rel-18, 'F'): Resolve ENs for non-homogenous PDU Set based handling and correct the PDU Set based handling
	Vivo
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308556
	CR
	23.501 CR4725 (Rel-18, 'F'): TS23.501 EN on PDU Set HO resolution
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308604
	CR
	23.501 CR4746 (Rel-18, 'F'): Corrections for non-homogenous support of PDU set based handling in NG-RAN
	China Mobile
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2309387
	CR
	23.501 CR4919 (Rel-18, 'F'): Resolve Editor s Note in Non-homogeneous support of NG-RAN for PDU Set Handling
	Google
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2309012
	CR
	23.501 CR4823 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308858
	CR
	23.501 CR4793 (Rel-18, 'F'): Resolve the EN on the Non-homogenous support of PDU set based handling
	OPPO
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2308916
	CR
	23.501 CR4808 (Rel-18, 'C'): Remove the EN on the Non-homogenous support of PDU Set based handling in NG-RAN
	CATT
	Rel-18
	XRM
	Check Affected Clauses! Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2309245
	CR
	23.501 CR4882 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow_Alternative 2
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2308986
	CR
	23.501 CR4820 (Rel-18, 'F'): Handover considering PDU set based handling
	Samsung
	Rel-18
	XRM
	Merged into S2-2309806
	Merged
	

	9.12.2
	S2-2309248
	CR
	23.501 CR4883 (Rel-18, 'F'): Clarification about the End Marker and PDU Set Handling
	Xiaomi
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309244
	CR
	23.501 CR4881 (Rel-18, 'F'): Remove the ENs of Mixed PDUs Handling within One QoS Flow
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2309020
	CR
	23.501 CR4828 (Rel-18, 'F'): Differentiated Charging for data wi/wo PDU set handling
	Lenovo
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308583
	CR
	23.501 CR4737 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revised in parallel session to S2-2309807.
	Revised
	S2-2309807

	9.12.2
	S2-2309807
	CR
	23.501 CR4737R1 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revision of S2-2308583. Postponed in parallel session
	Postponed
	

	9.12.2
	S2-2309250
	CR
	23.501 CR4884 (Rel-18, 'F'): Corrections of PDU Set Handling in 23.501
	Xiaomi
	Rel-18
	XRM
	Merged into S2-2309415
	Merged
	

	9.12.2
	S2-2308991
	CR
	23.502 CR4376 (Rel-18, 'F'): Handover procedure considering PDU set capability of NG-RAN
	Samsung
	Rel-18
	XRM
	Merged into S2-2309416
	Merged
	

	9.12.2
	S2-2309013
	CR
	23.502 CR4380 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revised in parallel session to S2-2309416, merging S2-2308991
	Revised
	S2-2309416

	9.12.2
	S2-2309416
	CR
	23.502 CR4380R1 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309013. Revised in parallel session to S2-2309808, merging S2-2308917.
	Revised
	S2-2309808

	9.12.2
	S2-2309808
	CR
	23.502 CR4380R2 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309416, merging S2-2308917. Revised in parallel session to S2-2309838.
	Revised
	S2-2309838

	9.12.2
	S2-2309838
	CR
	23.502 CR4380R3 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309808. Revised in parallel session to S2-2309861.
	Revised
	S2-2309861

	9.12.2
	S2-2309861
	CR
	23.502 CR4380R4 (Rel-18, 'F'): Non-homogeneous support of PDU set handling in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309838. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308917
	CR
	23.502 CR4360 (Rel-18, 'C'): Non-homogenous support of PDU Set based handling
	CATT
	Rel-18
	XRM
	Merged into S2-2309808
	Merged
	

	9.12.2
	S2-2308605
	CR
	23.502 CR4299 (Rel-18, 'B'): Non-homogenous support of PDU set based handling in NG-RAN
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308987
	CR
	23.502 CR4374 (Rel-18, 'F'): PDU Session establishment considering PDU set activation
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308988
	CR
	23.502 CR4375 (Rel-18, 'F'): PDU Session modification considering PDU set activation.
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309187
	CR
	23.502 CR4407 (Rel-18, 'F'): Procedure updates for non-homogenous support of PDU Set based handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309246
	CR
	23.502 CR4420 (Rel-18, 'F'): Update of HO Procedures to Support PDU Set Handling
	Xiaomi
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309299
	CR
	23.502 CR4435 (Rel-18, 'F'): Non-homogenous support of PDU set based handling in NG-RAN
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309343
	CR
	23.502 CR4440 (Rel-18, 'F'): Correction of PDU Set QoS handling: Race condition at mobility from supporting to non-supporting gNB
	Qualcomm Incorporated
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309374
	CR
	23.502 CR4443 (Rel-18, 'F'): Clarification on NG-RAN support for PDU Set Handling (non-handover case)
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309375
	CR
	23.502 CR4444 (Rel-18, 'F'): Non-homogeneous support of NG-RAN for PDU Set Handling
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309376
	CR
	23.502 CR4445 (Rel-18, 'F'): Clarification on Handover of a PDU Session between 3GPP and untrusted non-3GPP access
	Google
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309186
	CR
	23.501 CR4869 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revised in parallel session to S2-2309425.
	Revised
	S2-2309425

	9.12.2
	S2-2309425
	CR
	23.501 CR4869R1 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revision of S2-2309186. Revised in parallel session to S2-2309809.
	Revised
	S2-2309809

	9.12.2
	S2-2309809
	CR
	23.501 CR4869R2 (Rel-18, 'F'): Update on support of PDU Set handling
	Huawei, HiSilicon
	Rel-18
	XRM
	Revision of S2-2309425. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308599
	CR
	23.501 CR4744 (Rel-18, 'B'): PDU Set based QoS Handling for uplink transmission
	China Mobile
	Rel-18
	XRM
	Postponed in parallel session
	Postponed
	

	9.12.2
	S2-2308919
	CR
	23.501 CR4810 (Rel-18, 'C'): Remove the EN on UL PDU Set Handling
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309014
	CR
	23.501 CR4824 (Rel-18, 'F'): UL PDU set handling
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308645
	CR
	23.501 CR4753 (Rel-18, 'F'): Clarify the use of PDU Set QoS handling
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308600
	CR
	23.502 CR4297 (Rel-18, 'B'): PDU Set based QoS Handling for uplink direction
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308310
	LS In
	LS from RAN WG2: LS response to N6 PDU Set Identification
	RAN WG2
	Rel-18
	NR_XR_enh-Core
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309080
	CR
	23.501 CR4844 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revised in parallel session to S2-2309426, merging S2-2308557
	Revised
	S2-2309426

	9.12.2
	S2-2309426
	CR
	23.501 CR4844R1 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309080, merging S2-2308557. Revised in parallel session to S2-2309810.
	Revised
	S2-2309810

	9.12.2
	S2-2309810
	CR
	23.501 CR4844R2 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309426. Revised in parallel session to S2-2309862.
	Revised
	S2-2309862

	9.12.2
	S2-2309862
	CR
	23.501 CR4844R3 (Rel-18, 'F'): Corrections on Protocol Description
	NTT DOCOMO
	Rel-18
	XRM
	Revision of S2-2309810. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308557
	CR
	23.501 CR4726 (Rel-18, 'F'): TS23.501 Definition of Protocol Description
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Merged into S2-2309426
	Merged
	

	9.12.2
	S2-2308920
	CR
	23.501 CR4811 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revised in parallel session to S2-2309811.
	Revised
	S2-2309811

	9.12.2
	S2-2309811
	CR
	23.501 CR4811R1 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revision of S2-2308920. Revised in parallel session to S2-2309839.
	Revised
	S2-2309839

	9.12.2
	S2-2309839
	CR
	23.501 CR4811R2 (Rel-18, 'F'): Discontinuous or out of sequence or missing PDU Set Information
	CATT
	Rel-18
	XRM
	Revision of S2-2309811. Noted in parallel session
	Noted
	

	9.12.2
	S2-2308418
	CR
	23.501 CR4700 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revised in parallel session to S2-2309812.
	Revised
	S2-2309812

	9.12.2
	S2-2309812
	CR
	23.501 CR4700R1 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revision of S2-2308418. Revised in parallel session to S2-2309863.
	Revised
	S2-2309863

	9.12.2
	S2-2309863
	CR
	23.501 CR4700R2 (Rel-18, 'F'): Add support for UPF selection criteria in context of XRM
	Ericsson
	Rel-18
	XRM
	Revision of S2-2309812. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308606
	CR
	23.501 CR4747 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revised in parallel session to S2-2309427.
	Revised
	S2-2309427

	9.12.2
	S2-2309427
	CR
	23.501 CR4747R1 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2308606. Revised in parallel session to S2-2309813.
	Revised
	S2-2309813

	9.12.2
	S2-2309813
	CR
	23.501 CR4747R2 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2309427. Revised in parallel session to S2-2309864.
	Revised
	S2-2309864

	9.12.2
	S2-2309864
	CR
	23.501 CR4747R3 (Rel-18, 'F'): Clarification for GBR and non-GBR support of PDU set QoS parameters
	China Mobile
	Rel-18
	XRM
	Revision of S2-2309813. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2309047
	CR
	23.501 CR4835 (Rel-18, 'F'): Considerationon PDU Set handling during handover
	Samsung
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308859
	CR
	23.501 CR4794 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE
	OPPO
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2308813
	CR
	23.502 CR4335 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revised in parallel session to S2-2309428, merging S2-2308587
	Revised
	S2-2309428

	9.12.2
	S2-2309428
	CR
	23.502 CR4335R1 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2308813, merging S2-2308587. Revised in parallel session to S2-2309814.
	Revised
	S2-2309814

	9.12.2
	S2-2309814
	CR
	23.502 CR4335R2 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2309428. Revised in parallel session to S2-2309868.
	Revised
	S2-2309868

	9.12.2
	S2-2309868
	CR
	23.502 CR4335R3 (Rel-18, 'F'): Correction of PDU Set QoS parameters and Protocol Description
	KDDI, Futurewei
	Rel-18
	XRM
	Revision of S2-2309814. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308587
	CR
	23.502 CR4294 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Merged into S2-2309428
	Merged
	

	9.12.2
	S2-2308860
	CR
	23.502 CR4349 (Rel-18, 'F'): PDU Set based QoS Handling requested by UE
	OPPO
	Rel-18
	XRM
	Noted in parallel session
	Noted
	

	9.12.2
	S2-2309200
	CR
	23.503 CR1140 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revised in parallel session to S2-2309444, merging S2-2309249
	Revised
	S2-2309444

	9.12.2
	S2-2309444
	CR
	23.503 CR1140R1 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309200. Revised in parallel session to S2-2309815, merging S2-2309249.
	Revised
	S2-2309815

	9.12.2
	S2-2309815
	CR
	23.503 CR1140R2 (Rel-18, 'C'): Missing XRM parameters in various sections
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309444. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308585
	CR
	23.503 CR1102 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revised in parallel session to S2-2309430.
	Revised
	S2-2309430

	9.12.2
	S2-2309430
	CR
	23.503 CR1102R1 (Rel-18, 'F'): Update for PDU Set Based Handling
	Vivo
	Rel-18
	XRM
	Revision of S2-2308585. Noted in parallel session
	Noted
	

	9.12.2
	S2-2309249
	CR
	23.503 CR1143 (Rel-18, 'F'): Corrections of XR services in 23.503
	Xiaomi
	Rel-18
	XRM
	Revised in parallel session to S2-2309429 (withdrawn). Merged into S2-2309444
	Merged
	

	9.12.2
	S2-2309429
	CR
	23.503 CR1143R1 (Rel-18, 'F'): Corrections of XR services in 23.503
	Xiaomi
	Rel-18
	XRM
	Revision of S2-2309249. Withdrawn
	Withdrawn
	

	9.12.2
	S2-2308549
	CR
	23.501 CR4723 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revised in parallel session to S2-2309445, merging S2-2308870
	Revised
	S2-2309445

	9.12.2
	S2-2309445
	CR
	23.501 CR4723R1 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2308549, merging S2-2309017. Revised in parallel session to S2-2309816.
	Revised
	S2-2309816

	9.12.2
	S2-2309816
	CR
	23.501 CR4723R2 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2309445, merging S2-2309017. Revised in parallel session to S2-2309865.
	Revised
	S2-2309865

	9.12.2
	S2-2309865
	CR
	23.501 CR4723R3 (Rel-18, 'F'): PCC support for ECN marking for L4S
	Oracle, China Mobile
	Rel-18
	XRM
	Revision of S2-2309816. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308870
	CR
	23.501 CR4796 (Rel-18, 'F'): Notification to AF on status change of ECN marking for L4S
	Apple, Meta USA
	Rel-18
	XRM
	Check Affected Clauses! Merged into S2-2309445
	Merged
	

	9.12.2
	S2-2309017
	CR
	23.501 CR4826 (Rel-18, 'F'): Support of ECN marking for L4S in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revised in parallel session to S2-2309431 (withdrawn). Merged into S2-2309816
	Merged
	

	9.12.2
	S2-2309431
	CR
	23.501 CR4826R1 (Rel-18, 'F'): Support of ECN marking for L4S in NG-RAN
	Lenovo
	Rel-18
	XRM
	Revision of S2-2309017. Withdrawn
	Withdrawn
	

	9.12.2
	S2-2308913
	CR
	23.501 CR4643R1 (Rel-18, 'F'): Packet filter for the L4S traffic
	CATT
	Rel-18
	XRM
	Revision of (unhandled) S2-2307032 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2309273
	CR
	23.501 CR4889 (Rel-18, 'F'): Misbehaving networking with explicit L4S requested from AF
	Meta USA, Apple
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308601
	CR
	23.501 CR4745 (Rel-18, 'F'): Method to guarantee the L4S handling in UE
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309353
	DISCUSSION
	Discussion on UE indication of L4S capability
	Charter Communications, Inc
	Rel-18
	
	Not Handled
	-
	

	9.12.2
	S2-2308752
	CR
	23.501 CR4671R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities
	Charter Communications, Inc
	Rel-18
	XRM
	Revision of (unhandled) S2-2307286 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2308643
	CR
	23.501 CR4752 (Rel-18, 'F'): ECN marking for when L4S is no longer supported
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309016
	CR
	23.501 CR4825 (Rel-18, 'F'): ECN marking for L4S indicator
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309018
	CR
	23.501 CR4827 (Rel-18, 'F'): SMF provisioning of available UPF
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308555
	CR
	23.502 CR4284 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revised in parallel session to S2-2309432.
	Revised
	S2-2309432

	9.12.2
	S2-2309432
	CR
	23.502 CR4284R1 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2308555. Revised in parallel session to S2-2309817.
	Revised
	S2-2309817

	9.12.2
	S2-2309817
	CR
	23.502 CR4284R2 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309432. Revised in parallel session to S2-2309856.
	Revised
	S2-2309856

	9.12.2
	S2-2309856
	CR
	23.502 CR4284R3 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309817. Revised in parallel session to S2-2309866.
	Revised
	S2-2309866

	9.12.2
	S2-2309866
	CR
	23.502 CR4284R4 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309856. Agreed in parallel session. Revised to S2-2310038.
	Revised
	S2-2310038

	9.12.2
	S2-2310038
	CR
	23.502 CR4284R5 (Rel-18, 'F'): Support of ECN Marking Indication for L4S
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2309866. This CR was agreed
	Agreed
	

	9.12.2
	S2-2308416
	CR
	23.502 CR4257 (Rel-18, 'F'): Signaling procedures to support ECN marking for L4S.
	Ericsson
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309019
	CR
	23.502 CR4381 (Rel-18, 'F'): SMF provisioning of available UPF
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309033
	CR
	23.502 CR4384 (Rel-18, 'F'): Procedures for 5GS congestion exposure
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308869
	CR
	23.502 CR4350 (Rel-18, 'F'): AF request for ECN Marking
	Apple, Meta USA
	Rel-18
	XRM
	Check Affected Clauses! Not Handled
	-
	

	9.12.2
	S2-2309294
	CR
	23.502 CR4430 (Rel-18, 'F'): Procedures of ECN marking for L4S handling
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308602
	CR
	23.502 CR4298 (Rel-18, 'B'): Support of ECN marking for L4S
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308647
	CR
	23.502 CR4304 (Rel-18, 'F'): Clarify procedures to support ECN marking for L4S.
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308753
	CR
	23.502 CR4233R1 (Rel-18, 'F'): UE explicit indication of L4S Feedback Capabilities
	Charter Communications, Inc
	Rel-18
	XRM
	Revision of (unhandled) S2-2307296 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2309295
	CR
	23.502 CR4431 (Rel-18, 'F'): L4S marking during handover procedure
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309035
	CR
	23.502 CR4385 (Rel-18, 'F'): Procedures for UPF relocation considering congestion exposure
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308417
	CR
	23.503 CR1048R1 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of (APPROVED) S2-2306606 from S2#156E. Revised in parallel session to S2-2309433.
	Revised
	S2-2309433

	9.12.2
	S2-2309433
	CR
	23.503 CR1048R2 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of S2-2308417. Revised in parallel session to S2-2309867.
	Revised
	S2-2309867

	9.12.2
	S2-2309867
	CR
	23.503 CR1048R3 (Rel-18, 'F'): Notification of ECN marking for L4S support flows
	Ericsson
	Rel-18
	XRM
	Revision of S2-2309433. Agreed in parallel session. Block approved
	Agreed
	

	9.12.2
	S2-2308586
	CR
	23.503 CR1103 (Rel-18, 'F'): Correction on L4S
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308603
	CR
	23.503 CR1105 (Rel-18, 'B'): Indication of unsupported ECN marking for L4S
	China Mobile
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309184
	CR
	23.503 CR1138 (Rel-18, 'F'): Update on support of ECN marking for L4S
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308580
	CR
	23.501 CR4736 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308912
	CR
	23.501 CR4806 (Rel-18, 'F'): Clarification on QoS Monitoring related descriptions
	LG Electronics
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309340
	CR
	23.501 CR4906 (Rel-18, 'F'): Correction on Network Exposure of 5GS information
	Qualcomm Incorporated
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309185
	CR
	23.501 CR4868 (Rel-18, 'F'): Corrections on 5GS information exposure
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308581
	CR
	23.502 CR4293 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308644
	CR
	23.503 CR1107 (Rel-18, 'F'): Congestion information exposure to AF
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308582
	CR
	23.503 CR1101 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308857
	CR
	23.503 CR1124 (Rel-18, 'F'): Alignment of 5GS information exposure
	OPPO
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308925
	CR
	23.501 CR4812 (Rel-18, 'F'): Corrections for traffic characteristics parameters in Alternative QoS Profile
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309272
	CR
	23.503 CR1145 (Rel-18, 'F'): Support of extra traffic characteristics for alternative QoS profile
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC, XRM
	Not Handled
	-
	

	9.12.2
	S2-2308914
	CR
	23.501 CR4807 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309188
	CR
	23.501 CR4870 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309085
	CR
	23.501 CR4847 (Rel-18, 'F'): Update for control based on round-trip latency requirement
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309189
	CR
	23.503 CR1139 (Rel-18, 'F'): Update on support of coordinated UL and DL transmission
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308915
	CR
	23.503 CR1125 (Rel-18, 'F'): RT latency control and RT delay exposure for XR data flow
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309086
	CR
	23.503 CR1134 (Rel-18, 'F'): Update for control based on round-trip latency requirement
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309274
	CR
	23.501 CR4890 (Rel-18, 'F'): Clarifications on N6 Jitter information to RAN for configuring CDRX
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308588
	CR
	23.501 CR4739 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308646
	CR
	23.501 CR4754 (Rel-18, 'F'): Clarify power saving handing
	MediaTek
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308918
	CR
	23.501 CR4809 (Rel-18, 'F'): Correct the ideal Data Burst start time
	CATT
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308946
	CR
	23.501 CR4814 (Rel-18, 'F'): Clarification on the N6 jitter range, TSCAI and End of data burst
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309210
	CR
	23.501 CR4873 (Rel-18, 'F'): Correcting the Description of the N6 Traffic Parameter Measurement Report
	InterDigital Inc., NTT DOCOMO
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309225
	CR
	23.501 CR4646R1 (Rel-18, 'F'): Clarification of End of data burst handling
	Apple
	Rel-18
	XRM
	Revision of (unhandled) S2-2307049 from S2#157 Not Handled
	-
	

	9.12.2
	S2-2308589
	CR
	23.502 CR4295 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309175
	CR
	23.502 CR4403 (Rel-18, 'B'): Update Procedure for supporting UE power saving management
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308944
	CR
	23.502 CR4363 (Rel-18, 'F'): Clarification on the NEF service operation and procedure
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308590
	CR
	23.503 CR1104 (Rel-18, 'F'): Update for UE power saving management
	Vivo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308981
	CR
	23.503 CR1130 (Rel-18, 'F'): Add traffic parameter measurement into the QoS flow binding
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308579
	CR
	23.503 CR1100 (Rel-18, 'F'): Traffic Parameters Measurement generation issue regarding UL and/or DL periodicity
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309173
	CR
	23.503 CR1137 (Rel-18, 'B'): Update Procedure for supporting UE power saving management
	Samsung
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308945
	CR
	23.503 CR1128 (Rel-18, 'F'): Clarification on the AF Qos request
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308947
	CR
	23.501 CR4815 (Rel-18, 'F'): Modification to the Packet delay variation monitoring
	ZTE
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309190
	CR
	23.501 CR4871 (Rel-18, 'F'): Clarifications of policy control enhancements for multi-modal services
	Huawei, HiSilicon
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308419
	CR
	23.502 CR4258 (Rel-18, 'F'): Signaling procedures to support policy control enhancements for multi-modal services
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309247
	CR
	23.502 CR4421 (Rel-18, 'F'): Alignment update to support multi-modal flows
	Xiaomi
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309199
	CR
	23.502 CR4409 (Rel-18, 'C'): Clarifications on policy control enhancements for multi-modal services
	Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308930
	CR
	23.502 CR4362 (Rel-18, 'F'): Clarification on service operations for XRM service
	LG Electronics
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2308420
	CR
	23.503 CR1084 (Rel-18, 'F'): Support for delivery of multi-modal services
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	Rel-18
	XRM
	Not Handled
	-
	

	9.12.2
	S2-2309015
	CR
	23.503 CR1132 (Rel-18, 'F'): Support for delivery of Multi-modal services
	Lenovo
	Rel-18
	XRM
	Not Handled
	-
	

	9.14.2
	S2-2308308
	LS In
	LS from CT WG4: LS on clarification on IMS media services and media capabilities
	CT WG4
	Rel-18
	NG_RTC
	Response drafted in S2-2309634. Final response in S2-2309941
	Replied to
	

	9.14.2
	S2-2309634
	LS OUT
	[DRAFT] Reply LS on clarification on IMS media services and media capabilities
	SA WG2
	Rel-18
	NG_RTC
	Created at meeting. Response to S2-2308308. Revised in parallel session to S2-2309941.
	Revised
	S2-2309941

	9.14.2
	S2-2309941
	LS OUT
	Reply LS on clarification on IMS media services and media capabilities
	SA WG2
	Rel-18
	NG_RTC
	Revision of S2-2309634. Agreed in parallel session. Block approved
	Approved
	

	9.14.2
	S2-2308281
	LS In
	LS from SA WG4: LS on iRTCW signalling protocol
	SA WG4
	Rel-18
	iRTCW
	Revision of Postponed S2-2306306 from S2#157. Noted in parallel session
	Noted
	

	9.14.2
	S2-2308357
	LS In
	LS from CT WG6: Reply LS on UICC configuration for IMS Data Channel
	CT WG6
	Rel-18
	NG-RTC
	Postponed.
	Postponed
	

	9.14.2
	S2-2309139
	CR
	23.228 CR1351 (Rel-18, 'F'): Clarification of AS in annex AA.1.1
	China Mobile
	Rel-18
	NG_RTC
	Check Affected Clauses! This was covered by S2-2309154 and was noted.
	Noted
	

	9.14.2
	S2-2309154
	CR
	23.228 CR1356 (Rel-18, 'F'): Remove editor s note in clause AA.1.1
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309129
	CR
	23.228 CR1350 (Rel-18, 'F'): Local DCMF discovery
	NTT DOCOMO
	Rel-18
	NG_RTC
	Noted in parallel session
	Noted
	

	9.14.2
	S2-2309140
	CR
	23.228 CR1352 (Rel-18, 'F'): Removal of EN for MF registration
	China Mobile
	Rel-18
	NG_RTC
	M|erged into S2-2309635
	Merged
	

	9.14.2
	S2-2309155
	CR
	23.228 CR1357 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309635, merging S2-2309140.
	Revised
	S2-2309635

	9.14.2
	S2-2309635
	CR
	23.228 CR1357R1 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Revision of S2-2309155, merging S2-2309140. Revised in parallel session to S2-2310011.
	Revised
	S2-2310011

	9.14.2
	S2-2310011
	CR
	23.228 CR1357R2 (Rel-18, 'F'): DCM selection based on IP address and location
	Nokia, Nokia Shanghai Bell, China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309635. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309141
	CR
	23.502 CR4399 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309636.
	Revised
	S2-2309636

	9.14.2
	S2-2309636
	CR
	23.502 CR4399R1 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309141. Revised in parallel session to S2-2309942.
	Revised
	S2-2309942

	9.14.2
	S2-2309942
	CR
	23.502 CR4399R2 (Rel-18, 'F'): Clarification of IP address and IP range used for MF registration and discovery
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309636. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2308456
	CR
	23.228 CR1331 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309637.
	Revised
	S2-2309637

	9.14.2
	S2-2309637
	CR
	23.228 CR1331R1 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308456. Revised in parallel session to S2-2309938, merging S2-2309099.
	Revised
	S2-2309938

	9.14.2
	S2-2309938
	CR
	23.228 CR1331R2 (Rel-18, 'F'): Update to MF services
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2309637, merging S2-2309099. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2308799
	CR
	23.228 CR1337 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309638.
	Revised
	S2-2309638

	9.14.2
	S2-2309638
	CR
	23.228 CR1337R1 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revision of S2-2308799. Revised in parallel session to S2-2309943.
	Revised
	S2-2309943

	9.14.2
	S2-2309943
	CR
	23.228 CR1337R2 (Rel-18, 'F'): Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	ZTE
	Rel-18
	NG_RTC
	Revision of S2-2309638. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309082
	CR
	23.228 CR1342 (Rel-18, 'F'): Update of Nimsas_SessionEventControl_Notify for binding information
	Qualcomm Incorporated
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309153
	CR
	23.228 CR1355 (Rel-18, 'F'): Change media type value to DC
	Nokia, Nokia Shanghai Bell
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309099
	CR
	23.228 CR1344 (Rel-18, 'F'): 23.228 Annex AA Editorial Change on IMS AS and MF services
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309639 (withdrawn). Merged into S2-2309938
	Merged
	S2-2309639

	9.14.2
	S2-2309639
	CR
	23.228 CR1344R1 (Rel-18, 'F'): 23.228 Annex AA Editorial Change on IMS AS and MF services
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309099. WITHDRAWN
	Withdrawn
	

	9.14.2
	S2-2308457
	CR
	23.228 CR1332 (Rel-18, 'F'): Updates to DCSF - HSS interworking
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309640.
	Revised
	S2-2309640

	9.14.2
	S2-2309640
	CR
	23.228 CR1332R1 (Rel-18, 'F'): Updates to DCSF - HSS interworking
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308457. Noted in parallel session
	Noted
	

	9.14.2
	S2-2309102
	CR
	23.228 CR1347 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309641.
	Revised
	S2-2309641

	9.14.2
	S2-2309641
	CR
	23.228 CR1347R1 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309102. Revised in parallel session to S2-2309939.
	Revised
	S2-2309939

	9.14.2
	S2-2309939
	CR
	23.228 CR1347R2 (Rel-18, 'F'): Update general description of HSS service for data channel
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Revision of S2-2309641. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2308800
	CR
	23.228 CR1338 (Rel-18, 'F'): Modification of Bootstrap Data Channel Setup Signalling Procedure
	ZTE
	Rel-18
	NG_RTC
	Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309100
	CR
	23.228 CR1345 (Rel-18, 'F'): 23.228 Editorial change for the DC procedure
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Merged into S2-2309642
	Merged
	

	9.14.2
	S2-2308458
	CR
	23.228 CR1333 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309642, merging S2-2309100.
	Revised
	S2-2309642

	9.14.2
	S2-2309642
	CR
	23.228 CR1333R1 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2308458, merging S2-2309100. Revised in parallel session to S2-2309940.
	Revised
	S2-2309940

	9.14.2
	S2-2309940
	CR
	23.228 CR1333R2 (Rel-18, 'F'): Architecture alignment to replace DCMF with MF
	Ericsson
	Rel-18
	NG_RTC
	Revision of S2-2309642. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309143
	CR
	23.228 CR1354 (Rel-18, 'F'): Update to data channel setup procedures
	China Mobile
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309643.
	Revised
	S2-2309643

	9.14.2
	S2-2309643
	CR
	23.228 CR1354R1 (Rel-18, 'F'): Update to data channel setup procedures
	China Mobile
	Rel-18
	NG_RTC
	Revision of S2-2309143. Agreed in parallel session. Block approved
	Agreed
	

	9.14.2
	S2-2309127
	CR
	23.228 CR1348 (Rel-18, 'F'): Correction of the P2A2P procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Revised in parallel session to S2-2309644.
	Revised
	S2-2309644

	9.14.2
	S2-2309644
	CR
	23.228 CR1348R1 (Rel-18, 'F'): Correction of the P2A2P procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Revision of S2-2309127. WITHDRAWN
	Withdrawn
	

	9.14.2
	S2-2309004
	CR
	23.228 CR1340 (Rel-18, 'F'): KI#2_ Update AR communicate procedure
	Vivo
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309101
	CR
	23.228 CR1346 (Rel-18, 'F'): 23.228 Editorial change for AR procedure
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308797
	CR
	23.228 CR1335 (Rel-18, 'B'): Add Function Description for DCSF in AC.9.2
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308798
	CR
	23.228 CR1336 (Rel-18, 'B'): Add Function Description in AC.2.2
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308801
	CR
	23.228 CR1339 (Rel-18, 'F'): Update on IMS Data Channel Service Subscription
	ZTE
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309098
	CR
	23.228 CR1343 (Rel-18, 'F'): 23.228 Annex AC Editorial Change on align the MF, DCMF, ARMF term use
	Huawei, HiSilicon
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2308459
	CR
	23.228 CR1334 (Rel-18, 'F'): Clause Number Correction
	Ericsson
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309128
	CR
	23.228 CR1349 (Rel-18, 'F'): Editorial correction of the P2A procedure
	NTT DOCOMO
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.14.2
	S2-2309142
	CR
	23.228 CR1353 (Rel-18, 'F'): Editorial corrections to 23.228
	China Mobile
	Rel-18
	NG_RTC
	Check Affected Clauses! Not Handled
	-
	

	9.14.2
	S2-2309176
	CR
	23.502 CR4404 (Rel-18, 'F'): Correction of NRF services to support MF registration and discovery
	Samsung
	Rel-18
	NG_RTC
	Not Handled
	-
	

	9.15.2
	S2-2309236
	DISCUSSION
	GBR flow treatment in case of duplication suspension
	InterDigital
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.15.2
	S2-2309239
	CR
	23.501 CR4880 (Rel-18, 'F'): Duplication suspension notification to 5G-AN
	InterDigital Inc.
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.15.2
	S2-2308926
	CR
	23.501 CR4813 (Rel-18, 'F'): Clarifications on redundant steering mode for GBR QoS Flow
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309466 (withdrawn). Postponed in parallel session
	Postponed
	

	9.15.2
	S2-2309466
	CR
	23.501 CR4813R1 (Rel-18, 'F'): Clarifications on redundant steering mode for GBR QoS Flow
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308926. Withdrawn
	Withdrawn
	

	9.15.2
	S2-2309229
	CR
	23.501 CR4877 (Rel-18, 'F'): Access leg to use in case of duplication suspension
	InterDigital
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.15.2
	S2-2309156
	CR
	23.501 CR4864 (Rel-18, 'F'): Clarifications to the Redundant Steering Mode
	Nokia, Nokia Shanghai Bell
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308851
	CR
	23.502 CR4347 (Rel-18, 'F'): Removal of non-3GPP path switching capability between V-SMF and H-SMF
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309467.
	Revised
	S2-2309467

	9.15.2
	S2-2309467
	CR
	23.502 CR4347R1 (Rel-18, 'F'): Removal of non-3GPP path switching capability between V-SMF and H-SMF
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308851. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309116
	CR
	23.502 CR4395 (Rel-18, 'F'): Non-3GPP path switching in home routed scenario
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Noted in parallel session
	Noted
	

	9.15.2
	S2-2308850
	CR
	23.501 CR4791 (Rel-18, 'F'): Clarification on non-3GPP path switching capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308888
	CR
	23.502 CR4353 (Rel-18, 'F'): Clarification on the N3GPP path switching
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309468.
	Revised
	S2-2309468

	9.15.2
	S2-2309468
	CR
	23.502 CR4353R1 (Rel-18, 'F'): Clarification on the N3GPP path switching
	Huawei, HiSilicon
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308888. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308852
	CR
	23.502 CR4348 (Rel-18, 'F'): Clarification on status of PDU Sessions that are not requested to be moved to the new non-3GPP access
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308849
	CR
	23.502 CR4346 (Rel-18, 'F'): Removing UE capability report on non-3GPP access leg over EPC
	LG Electronics
	Rel-18
	ATSSS_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308759
	CR
	23.501 CR4777 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309469.
	Revised
	S2-2309469

	9.15.2
	S2-2309469
	CR
	23.501 CR4777R1 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308759. Revised in parallel session to S2-2309847.
	Revised
	S2-2309847

	9.15.2
	S2-2309847
	CR
	23.501 CR4777R2 (Rel-18, 'F'): ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	China Mobile
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309469. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308675
	CR
	23.501 CR4245R1 (Rel-18, 'F'): Clarifications on ATSSS-LL functionality support with respect to Redundant Steering Mode and MPQUIC functionality
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of (noted) S2-2304222 from S2#156E. Noted in parallel session
	Noted
	

	9.15.2
	S2-2308676
	CR
	23.501 CR4767 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309470.
	Revised
	S2-2309470

	9.15.2
	S2-2309470
	CR
	23.501 CR4767R1 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308676. Revised in parallel session to S2-2309849.
	Revised
	S2-2309849

	9.15.2
	S2-2309849
	CR
	23.501 CR4767R2 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309470. Revised in parallel session to S2-2309870.
	Revised
	S2-2309870

	9.15.2
	S2-2309870
	CR
	23.501 CR4767R3 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309849. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2308677
	CR
	23.502 CR4314 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309471.
	Revised
	S2-2309471

	9.15.2
	S2-2309471
	CR
	23.502 CR4314R1 (Rel-18, 'F'): Meaning of availability for 3GPP access
	Qualcomm Incorporated
	Rel-18
	ATSSS_Ph3
	Revision of S2-2308677. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309114
	CR
	23.501 CR4856 (Rel-18, 'F'): Editorial correction on ATSSS architecture
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309472.
	Revised
	S2-2309472

	9.15.2
	S2-2309472
	CR
	23.501 CR4856R1 (Rel-18, 'F'): Editorial correction on ATSSS architecture
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309114. Agreed in parallel session. Block approved
	Agreed
	

	9.15.2
	S2-2309115
	CR
	23.502 CR4394 (Rel-18, 'F'): Editorial changes on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309473.
	Revised
	S2-2309473

	9.15.2
	S2-2309473
	CR
	23.502 CR4394R1 (Rel-18, 'F'): Clarification on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309115. Revised in parallel session to S2-2309848.
	Revised
	S2-2309848

	9.15.2
	S2-2309848
	CR
	23.502 CR4394R2 (Rel-18, 'F'): Clarification on MA PDU session operation
	Xiaomi
	Rel-18
	ATSSS_Ph3
	Revision of S2-2309473. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308344
	LS In
	LS from SA WG6: Reply LS on Edge Configuration Server associated with or serves multiple PLMNs
	SA WG6
	Rel-18
	EDGEAPP_Ph2
	Noted in parallel session
	Noted
	

	9.17.2
	S2-2308356
	LS In
	LS from SA WG3: Reply LS on FS_eEDGEAPP Solution for Support of NAT deployed within the edge data network
	SA WG3
	Rel-18
	EDGEAPP_Ph2
	Noted in parallel session
	Noted
	

	9.17.2
	S2-2308429
	CR
	23.548 CR0160 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Check Affected Clauses! Revised in parallel session to S2-2309657, merging S2-2308610, S2-2308698 and S2-2309243.
	Revised
	S2-2309657

	9.17.2
	S2-2309657
	CR
	23.548 CR0160R1 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, China Mobile, Ericsson, Samsung
	Rel-18
	EDGE_Ph2
	Revision of S2-2308429, merging S2-2308610, S2-2308698 and S2-2309243. Revised in parallel session to S2-2309957.
	Revised
	S2-2309957

	9.17.2
	S2-2309957
	CR
	23.548 CR0160R2 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2309657. Revised in parallel session to S2-2310019.
	Revised
	S2-2310019

	9.17.2
	S2-2310019
	CR
	23.548 CR0160R3 (Rel-18, 'F'): How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2309957. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308610
	CR
	23.548 CR0166 (Rel-18, 'F'): Solving EN on same IP address
	China Mobile
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	9.17.2
	S2-2308698
	CR
	23.548 CR0168 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - resolving Overlapping UE IP EN
	Ericsson
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	9.17.2
	S2-2309243
	CR
	23.548 CR0183 (Rel-18, 'F'): DNS traffic routing between the UE and the V-EASDF for HR-SBO
	Samsung
	Rel-18
	EDGE_Ph2
	Merged into S2-2309657
	Merged
	

	9.17.2
	S2-2308609
	CR
	23.548 CR0165 (Rel-18, 'F'): Enforcement of VPLMN specific offloading information for IP range(s)
	China Mobile
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309658.
	Revised
	S2-2309658

	9.17.2
	S2-2309658
	CR
	23.548 CR0165R1 (Rel-18, 'F'): Enforcement of VPLMN specific offloading information for IP range(s)
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2308609. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308430
	CR
	23.548 CR0161 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309660, Merging S2-2309152 and S2-2309230.
	Revised
	S2-2309660

	9.17.2
	S2-2309660
	CR
	23.548 CR0161R1 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308430, Merging S2-2309152 and S2-2309230. Revised in parallel session to S2-2309958.
	Revised
	S2-2309958

	9.17.2
	S2-2309958
	CR
	23.548 CR0161R2 (Rel-18, 'F'): Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309660. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309178
	CR
	23.548 CR0179 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309659.
	Revised
	S2-2309659

	9.17.2
	S2-2309659
	CR
	23.548 CR0179R1 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309178. Revised in parallel session to S2-2309959.
	Revised
	S2-2309959

	9.17.2
	S2-2309959
	CR
	23.548 CR0179R2 (Rel-18, 'F'): Updates on EAS rediscovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309659. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309152
	CR
	23.548 CR0177 (Rel-18, 'F'): Clarification on Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility procedure supporting HR-SBO
	LG Electronics
	Rel-18
	EDGE_Ph2
	Merged into S2-2309660
	Merged
	

	9.17.2
	S2-2309230
	CR
	23.548 CR0182 (Rel-18, 'F'): Inter V-SMF Idle mode mobility in HR-SBO case
	Samsung
	Rel-18
	EDGE_Ph2
	Merged into S2-2309660
	Merged
	

	9.17.2
	S2-2309222
	CR
	23.548 CR0181 (Rel-18, 'D'): Editorial Fix in the Network triggered EAS change in HR-SBO context procedure
	InterDigital Inc.
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309120
	CR
	23.548 CR0173 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309801.
	Revised
	S2-2309801

	9.17.2
	S2-2309801
	CR
	23.548 CR0173R1 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309120. Revised in parallel session to S2-2309960.
	Revised
	S2-2309960

	9.17.2
	S2-2309960
	CR
	23.548 CR0173R2 (Rel-18, 'F'): Updates on EAS change procedure
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309801. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308552
	CR
	23.502 CR4283 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309661, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958
	Revised
	S2-2309661

	9.17.2
	S2-2309661
	CR
	23.502 CR4283R1 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308552, merging S2-2308694, S2-2309181, S2-2309193 and S2-2308958. Revised in parallel session to S2-2309961.
	Revised
	S2-2309961

	9.17.2
	S2-2309961
	CR
	23.502 CR4283R2 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309661. Revised in parallel session to S2-2310020.
	Revised
	S2-2310020

	9.17.2
	S2-2310020
	CR
	23.502 CR4283R3 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell, Oppo, Qualcomm, Ericsson, Huawei,
	Rel-18
	EDGE_Ph2
	Revision of S2-2309961. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308694
	CR
	23.502 CR4318 (Rel-18, 'F'): Corrections on handling the AF traffic influencing request for HR-SBO PDU Sessions
	Ericsson
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.17.2
	S2-2309181
	CR
	23.502 CR4406 (Rel-18, 'F'): KI#1 Update on AF Influence for HR-SBO PDU session
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.17.2
	S2-2308553
	CR
	23.548 CR0162 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309662.
	Revised
	S2-2309662

	9.17.2
	S2-2309662
	CR
	23.548 CR0162R1 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2308553. Revised in parallel session to S2-2309962.
	Revised
	S2-2309962

	9.17.2
	S2-2309962
	CR
	23.548 CR0162R2 (Rel-18, 'F'): NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2309662. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309193
	CR
	23.502 CR4408 (Rel-18, 'F'): Cleanup for handling AF requests in HR-SBO scenario
	OPPO
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.17.2
	S2-2308958
	CR
	23.502 CR4368 (Rel-18, 'F'): Update the Nnef_TrafficInfluenceCreate to support NAT function deployed in UPF
	Qualcomm Incorporated, Nokia, Nokia Shanghai-Bell
	Rel-18
	EDGE_Ph2
	Merged into S2-2309661
	Merged
	

	9.17.2
	S2-2308819
	CR
	23.548 CR0170 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Confirm Specification Number - CR states 23.502! New CR number will be needed if for 23.502. Revised in parallel session to S2-2309802.
	Revised
	S2-2309802

	9.17.2
	S2-2309802
	CR
	23.548 CR0170R1 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308819. Revised in parallel session to S2-2309963 (withdrawn). Postponed
	Postponed
	

	9.17.2
	S2-2309963
	CR
	23.548 CR0170R2 (Rel-18, 'F'): Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2309802. WITHDRAWN
	Withdrawn
	

	9.17.2
	S2-2309177
	CR
	23.548 CR0178 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309803.
	Revised
	S2-2309803

	9.17.2
	S2-2309803
	CR
	23.548 CR0178R1 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309177. Revised in parallel session to S2-2309964.
	Revised
	S2-2309964

	9.17.2
	S2-2309964
	CR
	23.548 CR0178R2 (Rel-18, 'F'): Clarification on EAS discovery procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309803. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308608
	CR
	23.548 CR0164 (Rel-18, 'F'): Enhancement on VPLMN specific offloading policy/information
	China Mobile
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2308697
	CR
	23.548 CR0112R5 (Rel-18, 'F'): Home Routed-Session Breakout (HR-SBO) - offload policy structure
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of (revised and APPROVED) S2-2306667 from S2#157 Not Handled
	-
	

	9.17.2
	S2-2308817
	CR
	23.502 CR4338 (Rel-18, 'F'): Configuration of ECS address in roaming
	Vivo
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309022
	CR
	23.502 CR4382 (Rel-18, 'F'): SMF service enhancement on offload policy identifier delivery
	China Mobile
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309179
	CR
	23.502 CR4405 (Rel-18, 'F'): Add Offload Identifier(s) into SMF service operations
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309158
	CR
	23.502 CR4401 (Rel-18, 'F'): HR-SBO request indication parameter to support mobility procedure supporting HR-SBO
	LG Electronics
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2309121
	CR
	23.502 CR4396 (Rel-18, 'F'): Update on SMF service operation
	CATT
	Rel-18
	EDGE_Ph2
	Not Handled
	-
	

	9.17.2
	S2-2308979
	CR
	23.501 CR4819 (Rel-18, 'F'): Clarification on Subscriber category in AF request
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308607
	CR
	23.548 CR0163 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309789.
	Revised
	S2-2309789

	9.17.2
	S2-2309789
	CR
	23.548 CR0163R1 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2308607. Revised in parallel session to S2-2309966.
	Revised
	S2-2309966

	9.17.2
	S2-2309966
	CR
	23.548 CR0163R2 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2309789. Revised in parallel session to S2-2310021.
	Revised
	S2-2310021

	9.17.2
	S2-2310021
	CR
	23.548 CR0163R3 (Rel-18, 'F'): Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	Revision of S2-2309966. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309965
	OTHER
	Clarification on common DNAI selection with local DNS server
	China Mobile
	Rel-18
	EDGE_Ph2
	WITHDRAWN
	Withdrawn
	

	9.17.2
	S2-2308820
	CR
	23.548 CR0171 (Rel-18, 'F'): DNS server reselection based on common DNAI
	Vivo
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309790.
	Revised
	S2-2309790

	9.17.2
	S2-2309790
	CR
	23.548 CR0171R1 (Rel-18, 'F'): DNS server reselection based on common DNAI
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308820. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309122
	CR
	23.548 CR0174 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309791.
	Revised
	S2-2309791

	9.17.2
	S2-2309791
	CR
	23.548 CR0174R1 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309122. Revised in parallel session to S2-2309967.
	Revised
	S2-2309967

	9.17.2
	S2-2309967
	CR
	23.548 CR0174R2 (Rel-18, 'F'): Updates on common DNAI selection with Local DNS Server/Resolver
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309791. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308693
	CR
	23.501 CR4769 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309792.
	Revised
	S2-2309792

	9.17.2
	S2-2309792
	CR
	23.501 CR4769R1 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2308693. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308695
	CR
	23.502 CR4319 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309793.
	Revised
	S2-2309793

	9.17.2
	S2-2309793
	CR
	23.502 CR4319R1 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2308695. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308696
	CR
	23.548 CR0167 (Rel-18, 'F'): Service correction related to traffic correlation
	Ericsson
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309180
	CR
	23.548 CR0180 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309794.
	Revised
	S2-2309794

	9.17.2
	S2-2309794
	CR
	23.548 CR0180R1 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309180. Revised in parallel session to S2-2309968.
	Revised
	S2-2309968

	9.17.2
	S2-2309968
	CR
	23.548 CR0180R2 (Rel-18, 'F'): KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309794. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308980
	CR
	23.548 CR0172 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309795.
	Revised
	S2-2309795

	9.17.2
	S2-2309795
	CR
	23.548 CR0172R1 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2308980. Revised in parallel session to S2-2309969.
	Revised
	S2-2309969

	9.17.2
	S2-2309969
	CR
	23.548 CR0172R2 (Rel-18, 'F'): Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2309795. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309123
	CR
	23.548 CR0175 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309796.
	Revised
	S2-2309796

	9.17.2
	S2-2309796
	CR
	23.548 CR0175R1 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309123. Revised in parallel session to S2-2309970.
	Revised
	S2-2309970

	9.17.2
	S2-2309970
	CR
	23.548 CR0175R2 (Rel-18, 'F'): Updates on coordination among SMFs for common EAS/DNAI determination
	CATT
	Rel-18
	EDGE_Ph2
	Revision of S2-2309796. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2308818
	CR
	23.548 CR0169 (Rel-18, 'F'): Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	Vivo
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309797.
	Revised
	S2-2309797

	9.17.2
	S2-2309797
	CR
	23.548 CR0169R1 (Rel-18, 'F'): Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	Vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2308818. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309150
	CR
	23.548 CR0176 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309798.
	Revised
	S2-2309798

	9.17.2
	S2-2309798
	CR
	23.548 CR0176R1 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309150. Revised in parallel session to S2-2309971.
	Revised
	S2-2309971

	9.17.2
	S2-2309971
	CR
	23.548 CR0176R2 (Rel-18, 'F'): Clarification and editorial regarding common EAS/DNAI
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309798. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309097
	CR
	23.501 CR4849 (Rel-18, 'F'): Selection of Common DNAI
	NTT DOCOMO
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309799.
	Revised
	S2-2309799

	9.17.2
	S2-2309799
	CR
	23.501 CR4849R1 (Rel-18, 'F'): Selection of Common DNAI
	NTT DOCOMO
	Rel-18
	EDGE_Ph2
	Revision of S2-2309097. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309149
	CR
	23.501 CR4862 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revised in parallel session to S2-2309800.
	Revised
	S2-2309800

	9.17.2
	S2-2309800
	CR
	23.501 CR4862R1 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309149. Revised in parallel session to S2-2309972.
	Revised
	S2-2309972

	9.17.2
	S2-2309972
	CR
	23.501 CR4862R2 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309800. Revised in parallel session to S2-2310022.
	Revised
	S2-2310022

	9.17.2
	S2-2310022
	CR
	23.501 CR4862R3 (Rel-18, 'F'): Clarification and editorial on the AF request influence on traffic routing for set of UEs
	LG Electronics
	Rel-18
	EDGE_Ph2
	Revision of S2-2309972. Agreed in parallel session. Block approved
	Agreed
	

	9.17.2
	S2-2309124
	CR
	23.501 CR4858 (Rel-18, 'F'): Update on NEF functionality
	CATT
	Rel-18
	EDGE_Ph2
	Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2308328
	LS In
	Response to Reply LS on Proposed method for Time Synchronization status reporting to UE(s)
	SA WG1
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.18.2
	S2-2308351
	LS In
	LS from CT WG4: Support of Time Sensitive Networking (TSN) enabled Transport Network (TN)
	CT WG4
	Rel-18
	TRS_URLLC
	Postponed in parallel session
	Postponed
	

	9.18.2
	S2-2308559
	CR
	23.501 CR4727 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309434.
	Revised
	S2-2309434

	9.18.2
	S2-2309434
	CR
	23.501 CR4727R1 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2308559. Revised in parallel session to S2-2309818.
	Revised
	S2-2309818

	9.18.2
	S2-2309818
	CR
	23.501 CR4727R2 (Rel-18, 'F'): Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2309434. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2308560
	CR
	23.502 CR4286 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309435.
	Revised
	S2-2309435

	9.18.2
	S2-2309435
	CR
	23.502 CR4286R1 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2308560. Revised in parallel session to S2-2309819.
	Revised
	S2-2309819

	9.18.2
	S2-2309819
	CR
	23.502 CR4286R2 (Rel-18, 'F'): Updates on the procedures for the support of network timng synchronization status and reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Revision of S2-2309435. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309256
	CR
	23.501 CR4887 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309436.
	Revised
	S2-2309436

	9.18.2
	S2-2309436
	CR
	23.501 CR4887R1 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309256. Revised in parallel session to S2-2309820.
	Revised
	S2-2309820

	9.18.2
	S2-2309820
	CR
	23.501 CR4887R2 (Rel-18, 'F'): Clarification for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309436. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309257
	CR
	23.502 CR4423 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309437, merging S2-2309267
	Revised
	S2-2309437

	9.18.2
	S2-2309437
	CR
	23.502 CR4423R1 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309257, merging S2-2309267. Revised in parallel session to S2-2309821.
	Revised
	S2-2309821

	9.18.2
	S2-2309821
	CR
	23.502 CR4423R2 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309437. Revised in parallel session to S2-2309826.
	Revised
	S2-2309826

	9.18.2
	S2-2309826
	CR
	23.502 CR4423R3 (Rel-18, 'F'): Update the procedures for time synchronization service monitoring
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Revision of S2-2309821. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2308954
	CR
	23.502 CR4365 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309438.
	Revised
	S2-2309438

	9.18.2
	S2-2309438
	CR
	23.502 CR4365R1 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2308954. Revised in parallel session to S2-2309822.
	Revised
	S2-2309822

	9.18.2
	S2-2309822
	CR
	23.502 CR4365R2 (Rel-18, 'F'): Clarificaion on the time synchronization status reporting related procedure
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309438. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309251
	CR
	23.501 CR4885 (Rel-18, 'F'): Time sync status monitoring issue on the CQRCI check and reference id report
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309439.
	Revised
	S2-2309439

	9.18.2
	S2-2309439
	CR
	23.501 CR4885R1 (Rel-18, 'F'): Time sync status monitoring issue on the CQRCI check and reference id report
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309251. Noted in parallel session
	Noted
	

	9.18.2
	S2-2309255
	CR
	23.501 CR4886 (Rel-18, 'F'): Corrections on timing synchronization status reporting
	NTT DOCOMO
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.18.2
	S2-2309267
	CR
	23.502 CR4424 (Rel-18, 'F'): Corrections on timing synchronization status reporting
	NTT DOCOMO
	Rel-18
	TRS_URLLC
	Merged into S2-2309437
	Merged
	

	9.18.2
	S2-2309125
	CR
	23.501 CR4859 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309440.
	Revised
	S2-2309440

	9.18.2
	S2-2309440
	CR
	23.501 CR4859R1 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309125. Revised in parallel session to S2-2309823.
	Revised
	S2-2309823

	9.18.2
	S2-2309823
	CR
	23.501 CR4859R2 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309440. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309126
	CR
	23.502 CR4397 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309441.
	Revised
	S2-2309441

	9.18.2
	S2-2309441
	CR
	23.502 CR4397R1 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309126. Revised in parallel session to S2-2309824.
	Revised
	S2-2309824

	9.18.2
	S2-2309824
	CR
	23.502 CR4397R2 (Rel-18, 'F'): Updates on timing synchronization status reporting
	CATT
	Rel-18
	TRS_URLLC
	Revision of S2-2309441. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309252
	CR
	23.502 CR4422 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309442.
	Revised
	S2-2309442

	9.18.2
	S2-2309442
	CR
	23.502 CR4422R1 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309252. Revised in parallel session to S2-2309825.
	Revised
	S2-2309825

	9.18.2
	S2-2309825
	CR
	23.502 CR4422R2 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309442. Revised in parallel session to S2-2309869.
	Revised
	S2-2309869

	9.18.2
	S2-2309869
	CR
	23.502 CR4422R3 (Rel-18, 'F'): Modification to AMF and TSCTSF service operation for time synchrozization
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2309825. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2309258
	CR
	23.503 CR1144 (Rel-18, 'F'): Clarification for timing synchronization service related policy control
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Noted in parallel session
	Noted
	

	9.18.2
	S2-2309049
	CR
	23.501 CR4836 (Rel-18, 'F'): Adjust AoI
	Samsung
	Rel-18
	TRS_URLLC
	Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2308955
	CR
	23.502 CR4366 (Rel-18, 'F'): Clarification on time synchronization service based on the subscription
	ZTE
	Rel-18
	TRS_URLLC
	Revised in parallel session to S2-2309443.
	Revised
	S2-2309443

	9.18.2
	S2-2309443
	CR
	23.502 CR4366R1 (Rel-18, 'F'): Clarification on time synchronization service based on the subscription
	ZTE
	Rel-18
	TRS_URLLC
	Revision of S2-2308955. Agreed in parallel session. Block approved
	Agreed
	

	9.18.2
	S2-2308544
	CR
	23.501 CR4722 (Rel-18, 'F'): Correction on the interaction between SMF and TLs
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308545
	CR
	23.502 CR4281 (Rel-18, 'F'): Correction on the procedure between SMF and TLs
	Huawei, HiSilicon
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308680
	CR
	23.501 CR4768 (Rel-18, 'F'): Minor corrections on KI#5 TL-Container parameters and exchange, to align with IEEE
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308561
	CR
	23.501 CR4728 (Rel-18, 'F'): Clarification regarding RAN Feedback applicability to roaming and I-SMF scenarios
	Nokia, Nokia Shanghai Bell
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308910
	CR
	23.501 CR4805 (Rel-18, 'F'): Updating TRS_URLLC aspects in the general clause for User Plane Direct 5GS Information Exposure
	LG Electronics
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2308441
	CR
	23.501 CR4705 (Rel-18, 'D'): Adding reference for the AF request to control the time synchronization service
	New H3C, Spreadtrum Communications
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2309062
	CR
	23.501 CR4837 (Rel-18, 'F'): Timing synchronization status
	Samsung
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.18.2
	S2-2309063
	CR
	23.501 CR4838 (Rel-18, 'F'): TSCTSF Authorization Reference
	Samsung
	Rel-18
	TRS_URLLC
	Not Handled
	-
	

	9.19.2
	S2-2309254
	CR
	23.273 CR0429 (Rel-18, 'F'): Modification of the Location Services involving Mobile Base Station Relay
	Xiaomi
	Rel-18
	VMR
	Confirm CR Number - CR states xx! Not Handled
	-
	

	9.23.2
	S2-2308397
	CR
	23.288 CR0857 (Rel-18, 'F'): Number of Inferences in Nnwdaf_MLModelMonitor_Notify service operation
	NTT DOCOMO, Vivo
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308413
	CR
	23.288 CR0862 (Rel-18, 'F'): Corrections to Analytics Subset
	Ericsson
	Rel-18
	eNA_Ph3
	Revised to S2-2309570.
	Revised
	S2-2309570

	9.23.2
	S2-2309570
	CR
	23.288 CR0862R1 (Rel-18, 'F'): Corrections to Analytics Subset
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308413. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308525
	CR
	23.288 CR0868 (Rel-18, 'F'): Clarifications on determining accuracy of analytics
	Lenovo
	Rel-18
	eNA_Ph3
	Revised to S2-2309571.
	Revised
	S2-2309571

	9.23.2
	S2-2309571
	CR
	23.288 CR0868R1 (Rel-18, 'F'): Clarifications on determining accuracy of analytics
	Lenovo
	Rel-18
	eNA_Ph3
	Revision of S2-2308525. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308534
	CR
	23.288 CR0871 (Rel-18, 'F'): Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309572.
	Revised
	S2-2309572

	9.23.2
	S2-2309572
	CR
	23.288 CR0871R1 (Rel-18, 'F'): Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308534. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308535
	CR
	23.288 CR0872 (Rel-18, 'F'): Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309573.
	Revised
	S2-2309573

	9.23.2
	S2-2309573
	CR
	23.288 CR0872R1 (Rel-18, 'F'): Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308535. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308755
	CR
	23.288 CR0874 (Rel-18, 'F'): Update to procedure for Rating untrusted AF data sources
	Intel
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308757
	CR
	23.288 CR0876 (Rel-18, 'F'): Correction to ML Model Accuracy information support
	Intel
	Rel-18
	eNA_Ph3
	Revised to S2-2309574 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309574
	CR
	23.288 CR0876R1 (Rel-18, 'F'): Correction to ML Model Accuracy information support
	Intel
	Rel-18
	eNA_Ph3
	Revision of S2-2308757. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2308825
	CR
	23.288 CR0884 (Rel-18, 'F'): Correction on MLModelInfo service
	Vivo
	Rel-18
	eNA_Ph3
	Noted
	Noted
	

	9.23.2
	S2-2308826
	CR
	23.288 CR0885 (Rel-18, 'F'): Corrections on AnLF-assisted MTLF monitoring procedure
	Vivo
	Rel-18
	eNA_Ph3
	Revised to S2-2309575.
	Revised
	S2-2309575

	9.23.2
	S2-2309575
	CR
	23.288 CR0885R1 (Rel-18, 'F'): Corrections on AnLF-assisted MTLF monitoring procedure
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308826. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308827
	CR
	23.288 CR0886 (Rel-18, 'F'): Corrections on MTLF based ML Model Monitoring
	Vivo
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308907
	CR
	23.288 CR0898 (Rel-18, 'F'): Remove EN in Network Performance analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308908
	CR
	23.288 CR0899 (Rel-18, 'F'): Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309576.
	Revised
	S2-2309576

	9.23.2
	S2-2309576
	CR
	23.288 CR0899R1 (Rel-18, 'F'): Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308908. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309170
	CR
	23.288 CR0909 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revised to S2-2309577.
	Revised
	S2-2309577

	9.23.2
	S2-2309577
	CR
	23.288 CR0909R1 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309170. Revised in parallel session to S2-2309730.
	Revised
	S2-2309730

	9.23.2
	S2-2309730
	CR
	23.288 CR0909R2 (Rel-18, 'F'): Clarification on multiple ML Models provisioning
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309577. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309228
	CR
	23.501 CR4876 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revised to S2-2309578.
	Revised
	S2-2309578

	9.23.2
	S2-2309578
	CR
	23.501 CR4876R1 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309228. Revised in parallel session to S2-2309731.
	Revised
	S2-2309731

	9.23.2
	S2-2309731
	CR
	23.501 CR4876R2 (Rel-18, 'F'): Clarification on NWDAF functionalities and NF profile in TS 23.501
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309578. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308414
	CR
	23.501 CR4699 (Rel-18, 'F'): Corrections on NEF(PFDF) support NWDAF-assisted application detection
	Ericsson
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309727, merging S2-2308928
	Revised
	S2-2309727

	9.23.2
	S2-2309727
	CR
	23.501 CR4699R1 (Rel-18, 'F'): Corrections on NEF(PFDF) support NWDAF-assisted application detection
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308414, merging S2-2308928. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308415
	CR
	23.502 CR4256 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revised to S2-2309580, merging S2-2308929
	Revised
	S2-2309580

	9.23.2
	S2-2309580
	CR
	23.502 CR4256R1 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2308415, merging S2-2308929. Revised in parallel session to S2-2309732.
	Revised
	S2-2309732

	9.23.2
	S2-2309732
	CR
	23.502 CR4256R2 (Rel-18, 'F'): Correct PFD management based on PFD Determination analytics
	Ericsson
	Rel-18
	eNA_Ph3
	Revision of S2-2309580. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308493
	CR
	23.288 CR0867 (Rel-18, 'F'): PFD determination Analytics Confidence level
	Ericsson
	Rel-18
	eNA_Ph3
	Noted
	Noted
	

	9.23.2
	S2-2308927
	CR
	23.503 CR1127 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised to S2-2309579.
	Revised
	S2-2309579

	9.23.2
	S2-2309579
	CR
	23.503 CR1127R1 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308927. Revised in parallel session to S2-2309733, merging S2-2309324
	Revised
	S2-2309733

	9.23.2
	S2-2309733
	CR
	23.503 CR1127R2 (Rel-18, 'F'): Clarifications on NWDAF-asssisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2309579, merging S2-2309324. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308928
	CR
	23.501 CR4630R1 (Rel-18, 'F'): Removal of duplicated statement on NEF (PFDF) subscribing to NWDAF for PFD determination analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306874 from S2#157. Merged into S2-2309727
	Merged
	

	9.23.2
	S2-2308929
	CR
	23.502 CR4202R1 (Rel-18, 'F'): Corrections for NWDAF-assisted PFD management
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306875 from S2#157. Merged into S2-2309580
	Merged
	

	9.23.2
	S2-2309317
	CR
	23.503 CR1148 (Rel-18, 'F'): Correction on NEF for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309320
	CR
	23.288 CR0910 (Rel-18, 'F'): Parameters for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Revised to S2-2309581 (withdrawn). Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2309581
	CR
	23.288 CR0910R1 (Rel-18, 'F'): Parameters for PFD Determination
	Samsung
	Rel-18
	eNA_Ph3
	Revision of S2-2309320. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2309324
	CR
	23.503 CR1071R1 (Rel-18, 'F'): PFD management based on NWDAF analytics
	Samsung, SK Telecom
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2307242 from S2#157. Merged into S2-2309733
	Merged
	

	9.23.2
	S2-2308393
	CR
	23.288 CR0853 (Rel-18, 'F'): Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309582, merging S2-2309163
	Revised
	S2-2309582

	9.23.2
	S2-2309582
	CR
	23.288 CR0853R1 (Rel-18, 'F'): Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revision of S2-2308393. Agreed in parallel session, merging S2-2309163. Block approved
	Agreed
	

	9.23.2
	S2-2308438
	CR
	23.288 CR0865 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309583, merging S2-2309398 and S2-2308898
	Revised
	S2-2309583

	9.23.2
	S2-2309583
	CR
	23.288 CR0865R1 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2308438, merging S2-2309398 and S2-2308898. Revised in parallel session to S2-2309734.
	Revised
	S2-2309734

	9.23.2
	S2-2309734
	CR
	23.288 CR0865R2 (Rel-18, 'F'): Resolving EN on analytics and data exchange in roaming scenario
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309583. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308807
	CR
	23.288 CR0878 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309584.
	Revised
	S2-2309584

	9.23.2
	S2-2309584
	CR
	23.288 CR0878R1 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308807. Revised in parallel session to S2-2309735.
	Revised
	S2-2309735

	9.23.2
	S2-2309735
	CR
	23.288 CR0878R2 (Rel-18, 'F'): Clarification for roaming exchange capability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309584. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308897
	CR
	23.288 CR0889 (Rel-18, 'F'): Clarification on the analytics exposure in roaming case
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Noted in parallel session
	Noted
	

	9.23.2
	S2-2308898
	CR
	23.288 CR0890 (Rel-18, 'F'): Remove the EN in roaming architecture
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Merged into S2-2309583
	Merged
	

	9.23.2
	S2-2309163
	CR
	23.288 CR0907 (Rel-18, 'F'): Corrections to data and analytics exchange in roaming scenarios
	CATT
	Rel-18
	eNA_Ph3
	Merged into S2-2309582
	Merged
	

	9.23.2
	S2-2309398
	CR
	23.247 CR0305 (Rel-18, 'F'): Remove EN related to GSMA feedback related to Data and analytics exchange between HPLMN and VPLMN
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Merged into S2-2309583
	Merged
	

	9.23.2
	S2-2309401
	CR
	23.247 CR0306 (Rel-18, 'F'): Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309585.
	Revised
	S2-2309585

	9.23.2
	S2-2309585
	CR
	23.247 CR0306R1 (Rel-18, 'F'): Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	Nokia, Nokia Shanghai-Bell
	Rel-18
	eNA_Ph3
	Revision of S2-2309401. Agreed in parallel session. Block approved. This CR is written to the wrong TS and cannot be implemented. Postponed
	AgreedPostponed
	

	9.23.2
	S2-2308301
	LS In
	LS from CT WG3: LS on Issues on SMF event exposure and muting enhancements
	CT WG3
	Rel-18
	eNA_Ph3, AIMLsys
	Responses drafted in S2-2308895, S2-2309166. Final response in S2-2309736
	Replied to
	

	9.23.2
	S2-2308895
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3, AIMLsys
	Response to S2-2308301. Merged into S2-2309587
	Merged
	

	9.23.2
	S2-2309166
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3, AIMLsys
	Response to S2-2308301. Revised in parallel session to S2-2309587, merging S2-2308895
	Revised
	S2-2309587

	9.23.2
	S2-2309587
	LS OUT
	[DRAFT] Reply LS on Issues on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3, AIMLsys
	Revision of S2-2309166, merging S2-2308895. Revised in parallel session to S2-2309736.
	Revised
	S2-2309736

	9.23.2
	S2-2309736
	LS OUT
	Reply LS on Issues on SMF event exposure and muting enhancements
	SA WG2
	Rel-18
	eNA_Ph3, AIMLsys
	Revision of S2-2309587. Agreed in parallel session. Block approved
	Approved
	

	9.23.2
	S2-2308394
	CR
	23.288 CR0854 (Rel-18, 'F'): Resolving issues in ADRF ML Model Storage services
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309588.
	Revised
	S2-2309588

	9.23.2
	S2-2309588
	CR
	23.288 CR0854R1 (Rel-18, 'F'): Resolving issues in ADRF ML Model Storage services
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Revision of S2-2308394. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308409
	CR
	23.288 CR0859 (Rel-18, 'F'): List of allowed NFs in ADRF service to store ML models
	Ericsson
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308758
	CR
	23.288 CR0877 (Rel-18, 'F'): Correction to MLModelManagement_Delete service operation
	Intel
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309589 (withdrawn). Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309589
	CR
	23.288 CR0877R1 (Rel-18, 'F'): Correction to MLModelManagement_Delete service operation
	Intel
	Rel-18
	eNA_Ph3
	Revision of S2-2308758. WITHDRAWN
	Withdrawn
	

	9.23.2
	S2-2308808
	CR
	23.288 CR0879 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309590.
	Revised
	S2-2309590

	9.23.2
	S2-2309590
	CR
	23.288 CR0879R1 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308808. Revised in parallel session to S2-2309737.
	Revised
	S2-2309737

	9.23.2
	S2-2309737
	CR
	23.288 CR0879R2 (Rel-18, 'F'): Modification for ADRF ML Model storage and retrieval
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309590. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308809
	CR
	23.288 CR0880 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309591.
	Revised
	S2-2309591

	9.23.2
	S2-2309591
	CR
	23.288 CR0880R1 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2308809. Revised in parallel session to S2-2309738.
	Revised
	S2-2309738

	9.23.2
	S2-2309738
	CR
	23.288 CR0880R2 (Rel-18, 'F'): Refinement for ML Model information for KI#4
	Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2309591. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308896
	CR
	23.502 CR4357 (Rel-18, 'F'): Clarification on the SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309586, merging S2-2309165
	Revised
	S2-2309586

	9.23.2
	S2-2309586
	CR
	23.502 CR4357R1 (Rel-18, 'F'): Clarification on the SMF event exposure and muting enhancements
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308896, merging S2-2309165. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308903
	CR
	23.288 CR0894 (Rel-18, 'F'): Update the description about Data collection profile registration
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309739.
	Revised
	S2-2309739

	9.23.2
	S2-2309739
	CR
	23.288 CR0894R1 (Rel-18, 'F'): Update the description about Data collection profile registration
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Revision of S2-2308903. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308904
	CR
	23.288 CR0895 (Rel-18, 'F'): Update the general description of ADRF
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309165
	CR
	23.502 CR4402 (Rel-18, 'F'): Clarification on SMF event exposure and muting enhancements
	CATT
	Rel-18
	eNA_Ph3
	Merged into S2-2309586
	Merged
	

	9.23.2
	S2-2309226
	CR
	23.502 CR4415 (Rel-18, 'F'): Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	China Mobile
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309592.
	Revised
	S2-2309592

	9.23.2
	S2-2309592
	CR
	23.502 CR4415R1 (Rel-18, 'F'): Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	China Mobile
	Rel-18
	eNA_Ph3
	Revision of S2-2309226. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308875
	CR
	23.501 CR4798 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309593.
	Revised
	S2-2309593

	9.23.2
	S2-2309593
	CR
	23.501 CR4798R1 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revision of S2-2308875. Revised in parallel session to S2-2309740.
	Revised
	S2-2309740

	9.23.2
	S2-2309740
	CR
	23.501 CR4798R2 (Rel-18, 'F'): Interoperability Indicator for NWDAF discovery and selection
	LG Electronics
	Rel-18
	eNA_Ph3
	Revision of S2-2309593. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2309160
	CR
	23.288 CR0905 (Rel-18, 'F'): Clarification on ML Model interoperability
	CATT
	Rel-18
	eNA_Ph3
	Revised in parallel session to S2-2309594.
	Revised
	S2-2309594

	9.23.2
	S2-2309594
	CR
	23.288 CR0905R1 (Rel-18, 'F'): Clarification on ML Model interoperability
	CATT
	Rel-18
	eNA_Ph3
	Revision of S2-2309160. Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308392
	CR
	23.288 CR0852 (Rel-18, 'F'): Clarification on enhanced OSE analytics
	LG Electronics
	Rel-18
	eNA_Ph3
	Agreed in parallel session. Block approved
	Agreed
	

	9.23.2
	S2-2308971
	CR
	23.502 CR4371 (Rel-18, 'F'): New UPF service for UE public IP address request
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308905
	CR
	23.288 CR0896 (Rel-18, 'F'): Update the description of QoS Sustainability analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308965
	CR
	23.288 CR0825R1 (Rel-18, 'F'): Correction on input data collection of QoS sustainability
	Vivo
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306599 from S2#157. Postponed in parallel session
	Postponed
	

	9.23.2
	S2-2308395
	CR
	23.288 CR0855 (Rel-18, 'F'): Clarification of federated learning procedure
	NTT DOCOMO
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308410
	CR
	23.288 CR0860 (Rel-18, 'F'): Update to Nnwdaf_MLModelTraining Service
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308411
	CR
	23.288 CR0861 (Rel-18, 'F'): Update to Procedures of Federated Learning
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308412
	CR
	23.501 CR4698 (Rel-18, 'F'): Missing Nnwdaf_MLModelTraining services in clause 7.2.12
	Ericsson
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308436
	CR
	23.288 CR0863 (Rel-18, 'F'): Clarification on Federated Learning among Multiple NWDAFs procedure
	China Mobile
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308437
	CR
	23.288 CR0864 (Rel-18, 'F'): Correction on the FL consumer
	China Mobile
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308756
	CR
	23.288 CR0875 (Rel-18, 'F'): Correction to include extended maximum response time
	Intel
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308806
	CR
	23.501 CR4788 (Rel-18, 'F'): Add FL capability and ML model training related services
	CMCC, Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308810
	CR
	23.288 CR0881 (Rel-18, 'F'): Modification to Federated Learning feature description and call flow
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308811
	CR
	23.288 CR0882 (Rel-18, 'F'): Updates for ML Model provisioning related procedures and services
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308812
	CR
	23.288 CR0883 (Rel-18, 'F'): Updates for ML Model training related procedures and services
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308876
	CR
	23.288 CR0887 (Rel-18, 'F'): Alignment of parameters for Federated Learning operation
	LG Electronics
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308899
	CR
	23.501 CR4804 (Rel-18, 'F'): Updates for registration and discovery for FL entity
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308900
	CR
	23.288 CR0891 (Rel-18, 'F'): Clarification on registration and discovery procedure for FL
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308901
	CR
	23.288 CR0892 (Rel-18, 'F'): Clarificaiton on the ML model metric for FL
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308974
	CR
	23.288 CR0903 (Rel-18, 'F'): Update the consumer of ML Model Provisioning services
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309066
	CR
	23.288 CR0904 (Rel-18, 'F'): Correction on status report of FL Training
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309161
	CR
	23.288 CR0906 (Rel-18, 'F'): Clarification on Federated Learning between NWDAFs
	CATT
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308442
	CR
	23.288 CR0866 (Rel-18, 'F'): Correction of the procedure for movement behaviour analytics
	KDDI
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308526
	CR
	23.288 CR0869 (Rel-18, 'F'): Alignment on terminology on obtaining location data from LCS
	Lenovo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308902
	CR
	23.288 CR0893 (Rel-18, 'F'): Update data collected by NWDAF for location Accuracy Analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308906
	CR
	23.288 CR0897 (Rel-18, 'F'): Add the velocity estimation to the input data for relative proximity analytics
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308963
	CR
	23.288 CR0901 (Rel-18, 'F'): Movement behavior analytics updates
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308964
	CR
	23.288 CR0902 (Rel-18, 'F'): Terminology alignments regarding location granularity
	Vivo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309164
	CR
	23.288 CR0908 (Rel-18, 'F'): Terminology alignment for finer location information
	CATT
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2309332
	CR
	23.288 CR0911 (Rel-18, 'F'): Replace the below the cell level with longitude and latitude level
	ZTE
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308527
	CR
	23.288 CR0870 (Rel-18, 'F'): Clarifications on obtaining analytics information from MDAF
	Lenovo
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308276
	LS In
	LS from SA WG5: LS on the provisioning services specified in SA WG5
	SA WG5
	Rel-18
	FS_MANWDAF
	Revision of Postponed S2-2306283 from S2#157. Response drafted in S2-2308975. Postponed.
	Postponed
	

	9.23.2
	S2-2308975
	LS OUT
	[DRAFT] Reply LS on the provisioning services specified in SA WG5
	QUALCOMM Europe Inc. - Italy
	Rel-18
	eNA_Ph3
	Response to S2-2308276. Not Handled
	Not Handled
	

	9.23.2
	S2-2308959
	DISCUSSION
	Enhancement to support NAT in eNA.
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.23.2
	S2-2308960
	CR
	23.288 CR0900 (Rel-18, 'F'): Support NAT for UE data collection procedure
	Qualcomm Incorporated
	Rel-18
	eNA_Ph3
	Not Handled
	-
	

	9.24.2
	S2-2308355
	LS In
	LS from SA WG3: LS on NSWO support in SNPN using CH AAA server
	SA WG3
	Rel-18
	
	Postponed
	Postponed
	

	9.24.2
	S2-2308277
	LS In
	LS from CT WG1: LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	CT WG1
	Rel-18
	eNPN_Ph2
	Revision of Postponed S2-2306292 from S2#157. Response drafted in S2-2308777. Postponed
	Postponed
	

	9.24.2
	S2-2308329
	LS In
	LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	SA WG1
	Rel-18
	eNPN_Ph2, PALS
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308776
	DISCUSSION
	SNPN reselection mechanisms during automatic network selection for localized service
	Ericsson
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308777
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Response to S2-2308277. Revised in parallel session to S2-2309672.
	Revised
	S2-2309672

	9.24.2
	S2-2309672
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308777. Revised in parallel session to S2-2309992.
	Revised
	S2-2309992

	9.24.2
	S2-2309992
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2309672. Revised in parallel session to S2-2310023.
	Revised
	S2-2310023

	9.24.2
	S2-2310023
	LS OUT
	(DRAFT) Reply LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2309992. Huawei objection to sending this LS. Noted
	Noted
	

	9.24.2
	S2-2308291
	LS In
	LS from CT WG1: Reply LS on issues related to SNPN selection for localized services
	CT WG1
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308782
	CR
	23.501 CR4786 (Rel-18, 'F'): SNPN N3WIF FQDN terminology alignment with stage 3
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309673.
	Revised
	S2-2309673

	9.24.2
	S2-2309673
	CR
	23.501 CR4786R1 (Rel-18, 'F'): SNPN N3WIF FQDN terminology alignment with stage 3
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308782. Endorsed this as a basis for further work. Postponed
	Postponed
	

	9.24.2
	S2-2308887
	CR
	23.501 CR4801 (Rel-18, 'F'): Clarification on the N3IWF FQDN
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Merged into S2-2309673
	Merged
	

	9.24.2
	S2-2308783
	LS OUT
	[DRAFT] LS on SNPN Identifier based N3IWF FQDN
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309674.
	Revised
	S2-2309674

	9.24.2
	S2-2309674
	LS OUT
	[DRAFT] LS on SNPN Identifier based N3IWF FQDN
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308783. Revised in parallel session to S2-2309993.
	Revised
	S2-2309993

	9.24.2
	S2-2309993
	LS OUT
	LS on SNPN Identifier based N3IWF FQDN
	SA WG2
	Rel-18
	eNPN_Ph2
	Revision of S2-2309674. Agreed in parallel session. Block approved
	Approved
	

	9.24.2
	S2-2308635
	DISCUSSION
	Discussion on Equivalent SNPN used by UE for Localized Services
	MediaTek Inc.
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308636
	CR
	23.501 CR4750 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309675, merging S2-2308669.
	Revised
	S2-2309675

	9.24.2
	S2-2309675
	CR
	23.501 CR4750R1 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revision of S2-2308636, merging S2-2308669. Revised in parallel session to S2-2309994.
	Revised
	S2-2309994

	9.24.2
	S2-2309994
	CR
	23.501 CR4750R2 (Rel-18, 'F'): Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Revision of S2-2309675. Agreed in parallel session. Block approved
	Agreed
	

	9.24.2
	S2-2308637
	CR
	23.501 CR4751 (Rel-18, 'F'): Alt. 2 for the equivalent SNPN used by the UE for Localized Services
	MediaTek Inc.
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308669
	CR
	23.501 CR4764 (Rel-18, 'F'): Equivalent SNPN for Localised Services
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Merged into S2-2309675
	Merged
	

	9.24.2
	S2-2308885
	CR
	23.501 CR4799 (Rel-18, 'F'): Clarification on the validity information of equivalent SNPN
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309005
	CR
	23.501 CR4821 (Rel-18, 'F'): CR 23.501 Clarification on Equivalent SNPN for localized service
	Vivo
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309031
	CR
	23.501 CR4834 (Rel-18, 'F'): Validity information of Equivalent SNPNs for accessing Localized Services
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309071
	CR
	23.501 CR4841 (Rel-18, 'F'): Resolving editor s note for UE for localized services
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309325
	CR
	23.501 CR4898 (Rel-18, 'F'): Handling of equivalent SNPN selection for access to localized service
	InterDigital Inc.
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309370
	CR
	23.501 CR4915 (Rel-18, 'F'): Resolving EN on ESNPN
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308440
	CR
	23.501 CR4704 (Rel-18, 'B'): Removal of Editor s Notes
	IPLOOK
	Rel-18
	eNPN_Ph2
	Check Acronym (eNPN)! Not Handled
	-
	

	9.24.2
	S2-2308670
	CR
	23.501 CR4765 (Rel-18, 'F'): Remove EN from Annex N.6
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Merged into S2-2309676
	Merged
	

	9.24.2
	S2-2308778
	CR
	23.501 CR4784 (Rel-18, 'F'): Method for exchange info to determine SNPN selection
	Ericsson
	Rel-18
	eNPN_Ph2
	Revised in parallel session to S2-2309676, merging S2-2308670 and S2-2308886.
	Revised
	S2-2309676

	9.24.2
	S2-2309676
	CR
	23.501 CR4784R1 (Rel-18, 'F'): Method for exchange info to determine SNPN selection
	Ericsson
	Rel-18
	eNPN_Ph2
	Revision of S2-2308778, merging S2-2308670 and S2-2308886. Agreed in parallel session. Block approved
	Agreed
	

	9.24.2
	S2-2308886
	CR
	23.501 CR4800 (Rel-18, 'F'): Clarification on the exchange of configuration information for SNPN selection
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Merged into S2-2309676
	Merged
	

	9.24.2
	S2-2309006
	CR
	23.502 CR4378 (Rel-18, 'F'): Clarification of external parameter provisioning triggered SoR procedure
	Vivo, Huawei, HiSilicon, China Telecom
	Rel-18
	eNPN_Ph2
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308671
	CR
	23.501 CR4766 (Rel-18, 'F'): Remove time validity check from UDM in the credential holder for UE registering to SNPN providing access to localised services
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308853
	CR
	23.501 CR4792 (Rel-18, 'F'): Clarification on network access control when a UE attemps to access SNPN
	LG Electronics
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308978
	CR
	23.501 CR4818 (Rel-18, 'F'): SNPN list for NSWO in CH scenario
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308779
	CR
	23.501 CR4785 (Rel-18, 'F'): ENPN_Ph2 general clean up
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308890
	CR
	23.501 CR4803 (Rel-18, 'F'): Clarification on NAI format in NSWO scenario
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309361
	DISCUSSION
	NSWO support in SNPN using CH AAA server.
	CableLabs
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.24.2
	S2-2308780
	CR
	23.503 CR1119 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308781
	CR
	23.402 CR3001 (Rel-18, 'F'): Provisioning of WLANSP rules to SNPN-enabled UE
	Ericsson
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309392
	CR
	23.316 CR2110 (Rel-18, 'F'): SUPI and SUCI for 5G-CRG and FN-CRG support
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309400
	CR
	23.316 CR2111 (Rel-18, 'F'): SUPI and SUCI for FN-BRG support for PLMN and SNPN
	OPPO
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309157
	CR
	23.501 CR4865 (Rel-18, 'F'): Correction to AMF selection for SNPN onboarding
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309271
	CR
	23.501 CR4888 (Rel-18, 'F'): Clarification on LADN support in SNPN
	InterDigital Inc.
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309311
	CR
	23.501 CR4894 (Rel-18, 'F'): Clarification for onboarding procedure for localized services
	Samsung
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-
	

	9.24.2
	S2-2309025
	CR
	23.501 CR4831 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309032
	CR
	23.502 CR4383 (Rel-18, 'F'): Clarification on Validity Information in UE configuration and subscription
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2308889
	CR
	23.501 CR4802 (Rel-18, 'F'): Clarification on network selection for accessing localized services
	Huawei, HiSilicon
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309327
	CR
	23.501 CR4900 (Rel-18, 'F'): Correction on equivalent SNPNs for subscribed SNPN
	Xiaomi
	Rel-18
	eNPN_Ph2
	Check Acronym (PIN)! Not Handled
	-
	

	9.24.2
	S2-2309323
	CR
	23.501 CR4897 (Rel-18, 'F'): Correction on periodically reselection for SNPN
	Xiaomi
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309326
	CR
	23.501 CR4899 (Rel-18, 'F'): Correction on SNPN reselection when validity information changes from not met to met
	Xiaomi
	Rel-18
	eNPN_Ph2
	Check Acronym (NPN)! Not Handled
	-
	

	9.24.2
	S2-2309007
	CR
	23.503 CR1131 (Rel-18, 'F'): CR 23.503 USRP rules update to support localized service
	Vivo
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.24.2
	S2-2309316
	CR
	23.501 CR4895 (Rel-18, 'F'): Clarifications for Enabling Access to Localized Services
	Samsung
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-
	

	9.24.2
	S2-2309024
	CR
	23.501 CR4830 (Rel-18, 'D'): Editorial update to Stand-alone Non-Public Networks
	Samsung
	Rel-18
	eNPN_Ph2
	Not Handled
	-
	

	9.25.2
	S2-2308490
	CR
	23.502 CR4271 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309417.
	Revised
	S2-2309417

	9.25.2
	S2-2309417
	CR
	23.502 CR4271R1 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308490. Revised in parallel session to S2-2309496.
	Revised
	S2-2309496

	9.25.2
	S2-2309496
	CR
	23.502 CR4271R2 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309417. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308491
	CR
	23.503 CR1089 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309418.
	Revised
	S2-2309418

	9.25.2
	S2-2309418
	CR
	23.503 CR1089R1 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308491. Revised in parallel session to S2-2309497, merging S2-2308668 and S2-2309424
	Revised
	S2-2309497

	9.25.2
	S2-2309497
	CR
	23.503 CR1089R2 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309418, merging S2-2308668 and S2-2309424. Revised in parallel session to S2-2309854.
	Revised
	S2-2309854

	9.25.2
	S2-2309854
	CR
	23.503 CR1089R3 (Rel-18, 'F'): Provision VPLMN specific URSP rules
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309497. This CR was agreed
	Agreed
	

	9.25.2
	S2-2308492
	CR
	23.503 CR1090 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309419.
	Revised
	S2-2309419

	9.25.2
	S2-2309419
	CR
	23.503 CR1090R1 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2308492. Revised in parallel session to S2-2309498.
	Revised
	S2-2309498

	9.25.2
	S2-2309498
	CR
	23.503 CR1090R2 (Rel-18, 'F'): Corrections related to KI#1 and KI#4
	Ericsson
	Rel-18
	eUEPO
	Revision of S2-2309419. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308528
	CR
	23.503 CR1094 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309420.
	Revised
	S2-2309420

	9.25.2
	S2-2309420
	CR
	23.503 CR1094R1 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2308528. Revised in parallel session to S2-2309499.
	Revised
	S2-2309499

	9.25.2
	S2-2309499
	CR
	23.503 CR1094R2 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309420. Revised in parallel session to S2-2309859.
	Revised
	S2-2309859

	9.25.2
	S2-2309859
	CR
	23.503 CR1094R3 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309499. Revised to S2-2310026.
	Revised
	S2-2310026

	9.25.2
	S2-2310026
	CR
	23.503 CR1094R4 (Rel-18, 'F'): Clarification on UE applying URSP rules when registering to a VPLMN
	Lenovo
	Rel-18
	eUEPO
	Revision of S2-2309859. This CR was agreed
	Agreed
	

	9.25.2
	S2-2308638
	CR
	23.503 CR1106 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309421.
	Revised
	S2-2309421

	9.25.2
	S2-2309421
	CR
	23.503 CR1106R1 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2308638. Revised in parallel session to S2-2309500.
	Revised
	S2-2309500

	9.25.2
	S2-2309500
	CR
	23.503 CR1106R2 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2309421. Revised in parallel session to S2-2309850.
	Revised
	S2-2309850

	9.25.2
	S2-2309850
	CR
	23.503 CR1106R3 (Rel-18, 'F'): The clarifications for the usage of VPLMN specific URSP rules
	MediaTek Inc.
	Rel-18
	eUEPO
	Revision of S2-2309500. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308668
	CR
	23.503 CR1111 (Rel-18, 'F'): Correction to AF guidance on URSP Rule determination to the VPLMN
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Merged into S2-2309497
	Merged
	

	9.25.2
	S2-2308681
	CR
	23.502 CR4315 (Rel-18, 'F'): Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309502.
	Revised
	S2-2309502

	9.25.2
	S2-2309502
	CR
	23.502 CR4315R1 (Rel-18, 'F'): Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308681. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308682
	CR
	23.503 CR1114 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309422.
	Revised
	S2-2309422

	9.25.2
	S2-2309422
	CR
	23.503 CR1114R1 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308682. Revised in parallel session to S2-2309501.
	Revised
	S2-2309501

	9.25.2
	S2-2309501
	CR
	23.503 CR1114R2 (Rel-18, 'F'): Corrections related to LBO information as part of SMF Selection Data
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2309422. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2308683
	CR
	23.503 CR1115 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309423.
	Revised
	S2-2309423

	9.25.2
	S2-2309423
	CR
	23.503 CR1115R1 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2308683. Revised in parallel session to S2-2309503
	Revised
	S2-2309503

	9.25.2
	S2-2309503
	CR
	23.503 CR1115R2 (Rel-18, 'F'): Minor corrections related to VPLMN ID details
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Revision of S2-2309423. Agreed in parallel session. Block approved
	Agreed
	

	9.25.2
	S2-2309211
	CR
	23.503 CR1142 (Rel-18, 'F'): Corrections in the description of VPLMM Specific URSP Rules
	InterDigital Inc.
	Rel-18
	eUEPO
	Revised in parallel session to S2-2309424.
	Revised
	S2-2309424

	9.25.2
	S2-2309424
	CR
	23.503 CR1142R1 (Rel-18, 'F'): Corrections in the description of VPLMM Specific URSP Rules
	InterDigital Inc.
	Rel-18
	eUEPO
	Revision of S2-2309211. Merged into S2-2309497
	Merged
	

	9.25.2
	S2-2308403
	CR
	23.288 CR0858 (Rel-18, 'F'): Correction of the procedure for PDU Session traffic analytics
	KDDI
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308488
	CR
	23.502 CR4270 (Rel-18, 'F'): URSP Rule Enforcement
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308489
	CR
	23.503 CR1088 (Rel-18, 'F'): URSP Rule Enforcement
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308494
	CR
	23.503 CR1091 (Rel-18, 'F'): Add missing indication of UE capability of reporting URSP rule enforcement in Table 6.2-1
	Intel
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308495
	CR
	23.503 CR1092 (Rel-18, 'D'): Clarification on UE Capability of reporting URSP rule enforcement
	Intel
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308665
	CR
	23.503 CR1110 (Rel-18, 'F'): Correction to Policy control decisions based on awareness of URSP rule enforcement
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308666
	CR
	23.502 CR4309 (Rel-18, 'F'): Correction to UE or network requested PDU Session Modification procedure for URSP rule enforcement reporting
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308667
	CR
	23.502 CR4310 (Rel-18, 'F'): Correction to Forwarding of URSP Rule Enforcement Information
	Nokia, Nokia Shanghai Bell
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308687
	DISCUSSION
	Discussion paper on interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308688
	CR
	23.502 CR4316 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308689
	CR
	23.503 CR1116 (Rel-18, 'F'): Interaction between SM-PCF and UE-PCF for PCC rule generation
	Huawei, HiSilicon
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308814
	CR
	23.502 CR4336 (Rel-18, 'F'): Correction of PCF for session receives PCF (PCF for UE) binding information
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308815
	CR
	23.502 CR4337 (Rel-18, 'F'): URSP rule enforcement from roaming UE
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308816
	CR
	23.503 CR1120 (Rel-18, 'F'): Not reporting URSP rule enforcement other then connection capability
	Vivo
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2309212
	CR
	23.502 CR4413 (Rel-18, 'F'): Update to the PDU Session Modification Procedure for PCC Rule Generation when Connection Capabilities are Reported
	InterDigital Inc.
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2309240
	CR
	23.502 CR4419 (Rel-18, 'F'): Forwarding of URSP Rule Enforcement Information for LBO roaming
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308398
	CR
	23.502 CR4252 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS
	China Telecom
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308399
	CR
	23.501 CR4697 (Rel-18, 'F'): Cleaning up the term of SMF used in URSP Provisioning in EPS
	China Telecom
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308486
	CR
	23.501 CR4711 (Rel-18, 'F'): URSP delivery via 5GC/non-3GPP to EPS-attached UE
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308487
	CR
	23.502 CR4269 (Rel-18, 'F'): URSP rule delivery via EPS
	Ericsson
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308554
	DISCUSSION
	Discussion about URSP over EPS (eUEPO)
	Oracle
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2308550
	CR
	23.501 CR4724 (Rel-18, 'F'): Adding URSP delivery over EPS capability in PCF profile in NRF
	Oracle, Ericsson
	Rel-18
	eUEPO
	Revised to S2-2308761
	Revised
	S2-2308761

	9.25.2
	S2-2308761
	CR
	23.501 CR4724R1 (Rel-18, 'F'): Adding URSP delivery over EPS capability in PCF profile in NRF
	Oracle, Ericsson, Verizon UK Ltd
	Rel-18
	eUEPO
	Revision of S2-2308550 Not Handled
	-
	

	9.25.2
	S2-2308551
	CR
	23.502 CR4282 (Rel-18, 'F'): UE-PCF stores indication of support of URSP delivery in EPS in UDR
	Oracle, Ericsson
	Rel-18
	eUEPO
	Revised to S2-2308775
	Revised
	S2-2308775

	9.25.2
	S2-2308775
	CR
	23.502 CR4282R1 (Rel-18, 'F'): UE-PCF stores indication of support of URSP delivery in EPS in UDR
	Oracle, Ericsson, Verizon UK Ltd
	Rel-18
	eUEPO
	Revision of S2-2308551 Not Handled
	-
	

	9.25.2
	S2-2309321
	CR
	23.502 CR4437 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2309322
	CR
	23.503 CR1149 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.25.2
	S2-2309351
	CR
	23.501 CR4913 (Rel-18, 'F'): URSP delivery via EPS
	Samsung
	Rel-18
	eUEPO
	Not Handled
	-
	

	9.29
	S2-2308968
	CR
	23.273 CR0410 (Rel-18, 'F'): Updates on functionalities on supporting multiple location reports
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revised to S2-2309456.
	Revised
	S2-2309456

	9.29
	S2-2309456
	CR
	23.273 CR0410R1 (Rel-18, 'F'): Updates on functionalities on supporting multiple location reports
	Vivo
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2308968. Agreed in parallel session. Block approved
	Agreed
	

	9.30
	S2-2308738
	CR
	23.502 CR4325 (Rel-18, 'F'): Correction of EAP-based secondary authentication in EPC
	Ericsson
	Rel-18
	TEI18_SDNAEPC
	Revised to S2-2309457.
	Revised
	S2-2309457

	9.30
	S2-2309457
	CR
	23.502 CR4325R1 (Rel-18, 'F'): Correction of EAP-based secondary authentication in EPC
	Ericsson
	Rel-18
	TEI18_SDNAEPC
	Revision of S2-2308738. Agreed in parallel session. Block approved
	Agreed
	

	9.31
	S2-2308504
	CR
	23.287 CR0190 (Rel-18, 'D'): Editorial fixes related to MBS for V2X
	LG Electronics
	Rel-18
	TEI18_MBS4V2X
	Agreed in parallel session. Block approved
	Agreed
	

	9.32
	S2-2308690
	LS OUT
	[DRAFT] Reply LS (S5-232244) on CHF Logic Realization wrt/ Spending Limits functionality
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revised to S2-2309458.
	Revised
	S2-2309458

	9.32
	S2-2309458
	LS OUT
	[DRAFT] Reply LS (S5-232244) on CHF Logic Realization wrt/ Spending Limits functionality
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2308690. Revised in parallel session to S2-2309511.
	Revised
	S2-2309511

	9.32
	S2-2309511
	LS OUT
	Reply LS on CHF Logic Realization wrt/ Spending Limits functionality
	SA WG2
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2309458. Agreed in parallel session. Block approved
	Approved
	

	9.32
	S2-2308691
	CR
	23.502 CR4317 (Rel-18, 'F'): Correction on SLAMUP procedure
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revised to S2-2309459.
	Revised
	S2-2309459

	9.32
	S2-2309459
	CR
	23.502 CR4317R1 (Rel-18, 'F'): Correction on SLAMUP procedure
	Huawei, HiSilicon
	Rel-18
	TEI18_SLAMUP
	Revision of S2-2308691. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2308306
	LS In
	LS from CT WG4: LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	CT WG4
	Rel-18
	eNSAC
	Responses drafted in S2-2308516, S2-2308864, S2-2309290, S2-2309393. Final response in S2-2310036
	Replied to
	

	9.36
	S2-2308516
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	
	Response to S2-2308306. Revised to S2-2309465, merging S2-2309393, S2-2309290 and S2-2308864
	Revised
	S2-2309465

	9.36
	S2-2309465
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	-
	Revision of S2-2308516, merging S2-2309393, S2-2309290 and S2-2308864. Revised in parallel session to S2-2309512.
	Revised
	S2-2309512

	9.36
	S2-2309512
	LS OUT
	Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Nokia, Nokia Shanghai Bell
	Rel-18
	-
	Revision of S2-2309465. Agreed in parallel session. Revised to S2-2310036.
	Revised
	S2-2310036

	9.36
	S2-2310036
	LS OUT
	Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	SA WG2
	Rel-18
	-
	Revision of S2-2309512. This LS OUT was approved
	Approved
	

	9.36
	S2-2308864
	LS OUT
	[DRAFT] Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	Samsung
	Rel-18
	
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.36
	S2-2309290
	LS OUT
	[DRAFT] LS response to LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	ZTE
	Rel-18
	eNSAC
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.36
	S2-2309393
	LS OUT
	[DRAFT] Reply LS on NSAC procedure for counting of UEs with at least one PDU session/PDN connection
	OPPO
	
	
	Response to S2-2308306. Merged into S2-2309465
	Merged
	

	9.36
	S2-2308454
	CR
	23.501 CR4708 (Rel-18, 'F'): Restricting NSAC EPC IWK procedures.
	Ericsson
	Rel-18
	eNSAC
	Revised to S2-2309460.
	Revised
	S2-2309460

	9.36
	S2-2309460
	CR
	23.501 CR4708R1 (Rel-18, 'F'): Restricting NSAC EPC IWK procedures.
	Ericsson
	Rel-18
	eNSAC
	Revision of S2-2308454. Noted in parallel session
	Noted
	

	9.36
	S2-2308518
	CR
	23.501 CR4719 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revised to S2-2309461.
	Revised
	S2-2309461

	9.36
	S2-2309461
	CR
	23.501 CR4719R1 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revision of S2-2308518. Revised in parallel session to S2-2309495.
	Revised
	S2-2309495

	9.36
	S2-2309495
	CR
	23.501 CR4719R2 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell
	Rel-18
	eNSAC
	Revision of S2-2309461. Revised in parallel session to S2-2309513.
	Revised
	S2-2309513

	9.36
	S2-2309513
	CR
	23.501 CR4719R3 (Rel-18, 'F'): Clarification of the discovery and seletion of NSACF
	Nokia, Nokia Shanghai Bell, Samsung
	Rel-18
	eNSAC
	Revision of S2-2309495. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2309064
	CR
	23.501 CR4839 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revised to S2-2309462.
	Revised
	S2-2309462

	9.36
	S2-2309462
	CR
	23.501 CR4839R1 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309064. Revised in parallel session to S2-2309514.
	Revised
	S2-2309514

	9.36
	S2-2309514
	CR
	23.501 CR4839R2 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNS_Ph3
	Revision of S2-2309462. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2308455
	CR
	23.502 CR4263 (Rel-18, 'F'): Correction to Counting of UEs with at least one PDU Session/Connection
	Ericsson
	Rel-18
	eNSAC
	Merged into S2-2309464
	Merged
	

	9.36
	S2-2308620
	CR
	23.502 CR4303 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revised to S2-2309463.
	Revised
	S2-2309463

	9.36
	S2-2309463
	CR
	23.502 CR4303R1 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2308620. Revised in parallel session to S2-2309804.
	Revised
	S2-2309804

	9.36
	S2-2309804
	CR
	23.502 CR4303R2 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2309463. Revised in parallel session to S2-2309857.
	Revised
	S2-2309857

	9.36
	S2-2309857
	CR
	23.502 CR4303R3 (Rel-18, 'F'): Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	Huawei, HiSilicon
	Rel-18
	eNSAC
	Revision of S2-2309804. Agreed in parallel session. Block approved
	Agreed
	

	9.36
	S2-2309065
	CR
	23.502 CR4386 (Rel-18, 'F'): Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	Samsung
	Rel-18
	eNSAC
	Merged into S2-2309464
	Merged
	

	9.36
	S2-2309293
	CR
	23.502 CR4429 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revised to S2-2309464, merging S2-2309065 and S2-2308455
	Revised
	S2-2309464

	9.36
	S2-2309464
	CR
	23.502 CR4429R1 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309293, merging S2-2309065 and S2-2308455. Revised in parallel session to S2-2309805.
	Revised
	S2-2309805

	9.36
	S2-2309805
	CR
	23.502 CR4429R2 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309464. Revised in parallel session to S2-2309858.
	Revised
	S2-2309858

	9.36
	S2-2309858
	CR
	23.502 CR4429R3 (Rel-18, 'F'): Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	ZTE
	Rel-18
	eNSAC
	Revision of S2-2309805. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2308298
	LS In
	LS from CT WG3: LS on Issues on QoS monitoring for satellite backhaul
	CT WG3
	Rel-18
	5GSATB
	Responses drafted in S2-2308736, S2-2309145, S2-2309182, S2-2309234, S2-2309354. Final response in S2-2310012
	Replied to
	

	9.37
	S2-2309145
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Response to S2-2308298. Revised in parallel session to S2-2309681, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354.
	Revised
	S2-2309681

	9.37
	S2-2309681
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309145, merging S2-2308736, S2-2309182, S2-2309234 and S2-2309354. Revised in parallel session to S2-2309995.
	Revised
	S2-2309995

	9.37
	S2-2309995
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Nokia. Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309681. Revised in parallel session to S2-2310012.
	Revised
	S2-2310012

	9.37
	S2-2310012
	LS OUT
	Reply LS on Issues on QoS monitoring for satellite backhaul
	SA WG2
	Rel-18
	5GSATB
	Revision of S2-2309995. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2308736
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	Ericsson
	Rel-18
	5GSATB
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309182
	LS OUT
	[DRAFT] LS reply on issues on QoS monitoring for satellite backhaul
	Huawei, Hisilicon
	Rel-18
	5GSATB
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309234
	LS OUT
	[DRAFT] Reply LS on Issues on QoS monitoring for satellite backhaul
	CATT
	Rel-18
	
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309354
	LS OUT
	[DRAFT] Reply LS to LS on Issues on QoS monitoring for satellite backhaul
	China Mobile Com. Corporation
	Rel-18
	
	Response to S2-2308298. Merged into S2-2309681
	Merged
	

	9.37
	S2-2309146
	CR
	23.501 CR4861 (Rel-18, 'F'): QoS monitoring
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revised in parallel session to S2-2309682, merging S2-2309183 and S2-2309233.
	Revised
	S2-2309682

	9.37
	S2-2309682
	CR
	23.501 CR4861R1 (Rel-18, 'F'): QoS monitoring
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309146, merging S2-2309183 and S2-2309233. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2309183
	CR
	23.501 CR4867 (Rel-18, 'F'): Clarification on QoS Monitoring in case of dynamic satellite backhaul
	Huawei, HiSilicon
	Rel-18
	5GSATB
	Merged into S2-2309682
	Merged
	

	9.37
	S2-2309233
	CR
	23.501 CR4879 (Rel-18, 'F'): QoS monitoring trigger conditions update
	CATT
	Rel-18
	5GSATB
	Merged into S2-2309682
	Merged
	

	9.37
	S2-2309355
	CR
	23.503 CR1150 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile
	Rel-18
	5GSATB
	Revised in parallel session to S2-2309683, merging S2-2308737.
	Revised
	S2-2309683

	9.37
	S2-2309683
	CR
	23.503 CR1150R1 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile
	Rel-18
	5GSATB
	Revision of S2-2309355, merging S2-2308737. Revised to add supporting company  to S2-2309991.
	Revised
	S2-2309991

	9.37
	S2-2309991
	CR
	23.503 CR1150R2 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309683. Revised in parallel session to S2-2309996.
	Revised
	S2-2309996

	9.37
	S2-2309996
	CR
	23.503 CR1150R3 (Rel-18, 'F'): Update QoS policy control for supporting satellite backhaul
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	5GSATB
	Revision of S2-2309991. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2308737
	CR
	23.503 CR1117 (Rel-18, 'F'): Triggering of QoS monitoring in case of satellite backhaul
	Ericsson
	Rel-18
	5GSATB
	Merged into S2-2309683
	Merged
	

	9.37
	S2-2308294
	LS In
	LS from CT WG1: LS on the Applicability of the Unavailability Period during Network congestion
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308642, S2-2308727, S2-2308854, S2-2309075, S2-2309217, S2-2309372. Final response in S2-2309997
	Replied to
	

	9.37
	S2-2309217
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308294. Revised in parallel session to S2-2309684.
	Revised
	S2-2309684

	9.37
	S2-2309684
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	InterDigital Inc.
	Rel-18
	SUECR
	Revision of S2-2309217. Revised in parallel session to S2-2309997.
	Revised
	S2-2309997

	9.37
	S2-2309997
	LS OUT
	Reply LS on the Applicability of the Unavailability Period during Network congestion
	SA WG2
	Rel-18
	SUECR
	Revision of S2-2309684. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2308642
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2308727
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period during Network congestion
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2308854
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2309075
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	OPPO
	Rel-18
	
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2309372
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period during Network congestion
	Samsung
	Rel-18
	SUECR
	Response to S2-2308294. Merged in S2-2309684
	Merged
	

	9.37
	S2-2309074
	CR
	23.501 CR4842 (Rel-18, 'F'): Applicability of the Unavailability Period during Network congestion
	OPPO
	Rel-18
	SUECR
	Noted in parallel session
	Noted
	

	9.37
	S2-2309216
	CR
	23.501 CR4875 (Rel-18, 'C'): Support for the Unavailability Period Feature when a MM Back-off Timer is Running
	InterDigital Inc.
	Rel-18
	SUECR
	Noted in parallel session
	Noted
	

	9.37
	S2-2308318
	LS In
	LS from RAN WG3: LS on CAG solution for mobile IAB
	RAN WG2
	Rel-18
	NR_mobile_IAB-Core
	Responses drafted in S2-2308725, S2-2308841, S2-2309315. Final response in S2-2309998
	Replied to
	

	9.37
	S2-2308725
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	Ericsson
	Rel-18
	VMR, NR_mobile_IAB-Core
	Response to S2-2308318. Revised in parallel session to S2-2309686.
	Revised
	S2-2309686

	9.37
	S2-2309686
	LS OUT
	Reply LS CAG solution for mobile IAB
	Ericsson
	Rel-18
	VMR, NR_mobile_IAB-Core
	Revision of S2-2308725. Revised in parallel session to S2-2309998.
	Revised
	S2-2309998

	9.37
	S2-2309998
	LS OUT
	Reply LS CAG solution for mobile IAB
	SA WG2
	Rel-18
	VMR, NR_mobile_IAB-Core
	Revision of S2-2309686. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2308841
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	LG Electronics
	Rel-18
	NR_mobile_IAB-Core, VMR
	Response to S2-2308318. Merged into S2-2309686
	Merged
	

	9.37
	S2-2309315
	LS OUT
	[DRAFT] Reply LS on CAG solution for mobile IAB
	Qualcomm Incorporated
	Rel-18
	VMR
	Response to S2-2308318. Merged into S2-2309686
	Merged
	

	9.37
	S2-2308724
	CR
	23.501 CR4772 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revised in parallel session to S2-2309685.
	Revised
	S2-2309685

	9.37
	S2-2309685
	CR
	23.501 CR4772R1 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revision of S2-2308724. Revised in parallel session to S2-2309999.
	Revised
	S2-2309999

	9.37
	S2-2309999
	CR
	23.501 CR4772R2 (Rel-18, 'F'): CAG application for MBSR
	Ericsson
	Rel-18
	VMR
	Revision of S2-2309685. Agreed in parallel session. Block approved
	Agreed
	

	9.37
	S2-2308327
	LS In
	LS from TSG RAN: LS on support of no-transmit zones for UAVs
	TSG RAN
	Rel-19
	
	Responses drafted in S2-2309000, S2-2309171. Final response in S2-2310000
	Replied to
	

	9.37
	S2-2309000
	LS OUT
	[DRAFT] Reply LS on support of no-transmit zones for UAVs
	LG Electronics
	Rel-18
	UAS_Ph2
	Response to S2-2308327. Revised in parallel session to S2-2309687, merging S2-2309171
	Revised
	S2-2309687

	9.37
	S2-2309687
	LS OUT
	[DRAFT] Reply LS on support of no-transmit zones for UAVs
	LG Electronics
	Rel-18
	UAS_Ph2
	Revision of S2-2309000, merging S2-2309171. Revised in parallel session to S2-2310000.
	Revised
	S2-2310000

	9.37
	S2-2310000
	LS OUT
	Reply LS on support of no-transmit zones for UAVs
	SA WG2
	Rel-18
	UAS_Ph2
	Revision of S2-2309687. Agreed in parallel session. Block approved
	Approved
	

	9.37
	S2-2309171
	LS OUT
	[DRAFT] Reply LS to RAN on Support of no-transmit zones for UAVs
	Nokia, Nokia Shanghai Bell
	Rel-18
	NR_UAV-Core, UAS_Ph2
	Response to S2-2308327. Merged into S2-2309687
	Merged
	

	9.37
	S2-2308289
	LS In
	LS from CT WG1: LS on the Applicability of the Unavailability Period for Dual Registered UEs
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308640, S2-2308728, S2-2308855, S2-2309220, S2-2309371. Postponed
	Postponed
	

	9.37
	S2-2308375
	LS OUT
	[DRAFT] LS Response on Unavailability period support in non-3GPP access and Applicability of the Unavailability Period for Dual Registered UEs
	Qualcomm
	Rel-18
	SUECR
	Response to S2-2308289, S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2308640
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEes
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308728
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period for Dual Registered UEs
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308855
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2309220
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered Ues
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2309371
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period for Dual Registered UEs
	Samsung
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled
	

	9.37
	S2-2308369
	CR
	23.501 CR4689 (Rel-18, 'F'): Unavailability period EPC interworking aspects and support over non-3GPP access
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2, SUECR
	Not Handled
	-
	

	9.37
	S2-2309219
	CR
	23.502 CR4414 (Rel-18, 'C'): Support for the Unavailability Period Feature for Dual Registered UEs
	InterDigital Inc.
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309218
	DISCUSSION
	Unavailability period support for Dual Registered Ues
	InterDigital Inc.
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2308290
	LS In
	LS from CT WG1: LS on Unavailability period support in non-3GPP
	CT WG1
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308641, S2-2308729, S2-2308856, S2-2309215. Postponed
	Postponed
	

	9.37
	S2-2308641
	LS OUT
	[DRAFT] Reply LS on the Applicability of the Unavailability Period support in non-3GPP
	MediaTek Inc.
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2308729
	LS OUT
	[DRAFT] Reply LS on Applicability of the Unavailability Period support in non-3GPP
	Ericsson
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2308856
	LS OUT
	[DRAFT] Reply LS on Unavailability period support in non-3GPP
	LG Electronics
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2309215
	LS OUT
	[DRAFT] Reply LS on Unavailability period support in non-3GPP
	InterDigital Inc.
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled
	

	9.37
	S2-2309213
	DISCUSSION
	Unavailability period support with non-3GPP Access
	InterDigital Inc., Samsung
	Rel-18
	SUECR
	Not Handled
	-
	

	9.37
	S2-2309214
	CR
	23.501 CR4874 (Rel-18, 'C'): Support for the Unavailability Period Feature over non-3GPP Access
	InterDigital Inc., Samsung
	Rel-18
	SUECR
	Not Handled
	-
	

	9.38
	S2-2308477
	WID NEW
	Support of MT SDT for REDCAP UE in RRC Inactive with long Edrx.
	China Mobile
	Rel-18
	
	Revised in parallel session to S2-2309600 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.38
	S2-2309600
	WID NEW
	Support of MT SDT for REDCAP UE in RRC Inactive with long Edrx.
	China Mobile
	Rel-18
	-
	Revision of S2-2308477. Withdrawn
	Withdrawn
	

	9.38
	S2-2308439
	DISCUSSION
	Discussion on Support of MT SDT for MT communications.
	China Mobile
	Rel-18
	
	Noted in parallel session
	Noted
	

	9.38
	S2-2308718
	DISCUSSION
	DP_Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Not Handled
	-
	

	9.38
	S2-2309297
	CR
	23.502 CR4433 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revised in parallel session to S2-2309598.
	Revised
	S2-2309598

	9.38
	S2-2309598
	CR
	23.502 CR4433R1 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309297. Revised in parallel session to S2-2309725.
	Revised
	S2-2309725

	9.38
	S2-2309725
	CR
	23.502 CR4433R2 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309598. Revised to S2-2309750.
	Revised
	S2-2309750

	9.38
	S2-2309750
	CR
	23.502 CR4433R3 (Rel-18, 'F'): Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2309725. Agreed. Block approved
	Agreed
	

	9.38
	S2-2308475
	CR
	23.501 CR4710 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Check Acronym (REDCAP_SDT)! Revised in parallel session to S2-2309596 (withdrawn). WITHDRAWN
	Withdrawn
	

	9.38
	S2-2309596
	CR
	23.501 CR4710R1 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Revision of S2-2308475. Withdrawn
	Withdrawn
	

	9.38
	S2-2308476
	CR
	23.502 CR4264 (Rel-18, 'B'): Support of MT SDT for MT communications
	China Mobile
	Rel-18
	NR_REDCAP_Ph2
	Check Acronym (REDCAP_SDT)! Not Handled
	-
	

	9.38
	S2-2309276
	CR
	23.502 CR4425 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revised in parallel session to S2-2309597.
	Revised
	S2-2309597

	9.38
	S2-2309597
	CR
	23.502 CR4425R1 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revision of S2-2309276. Revised in parallel session to S2-2309726.
	Revised
	S2-2309726

	9.38
	S2-2309726
	CR
	23.502 CR4425R2 (Rel-18, 'F'): Indication of DL data size and signalling indication in DL Notification message
	Qualcomm Incorporated
	Rel-18
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revision of S2-2309597. Noted in parallel session
	Noted
	

	9.38
	S2-2308719
	CR
	23.501 CR4771 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-
	

	9.38
	S2-2308720
	CR
	23.502 CR4323 (Rel-18, 'B'): Support of RRC_INACTIVE with MT-SDT
	Ericsson
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-
	

	9.38
	S2-2308320
	LS In
	LS from RAN WG3: Reply LS on INACTIVE eDRX above 10.24sec and SDT
	RAN WG3
	Rel-18
	NR_RedCap_Ph2, NR_redcap_enh-Core
	Responses drafted in S2-2308721, S2-2309105, S2-2309279, S2-2309282, S2-2309291. Final response in S2-2309757
	Replied to
	

	9.38
	S2-2308721
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Response to S2-2308320. Revised in parallel session to S2-2309599.
	Revised
	S2-2309599

	9.38
	S2-2309599
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2308721. Revised in parallel session to S2-2309724.
	Revised
	S2-2309724

	9.38
	S2-2309724
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309599. Revised to S2-2309751.
	Revised
	S2-2309751

	9.38
	S2-2309751
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Ericsson
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309724. Revised to S2-2309757.
	Revised
	S2-2309757

	9.38
	S2-2309757
	LS OUT
	Reply LS on INACTIVE eDRX above 10.24sec and SDT
	SA WG2
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core, NR_MT_SDT-Core
	Revision of S2-2309751. Agreed. Block approved
	Approved
	

	9.38
	S2-2309105
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Huawei, HiSilicon
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.38
	S2-2309279
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Qualcomm
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.38
	S2-2309282
	LS OUT
	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
	Intel
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.38
	S2-2309291
	LS OUT
	[DRAFT] Further LS response on INACTIVE eDRX above 10.24sec and SDT
	ZTE
	Rel-18
	NR_REDCAP_Ph2
	Response to S2-2308320. Not Handled
	Not Handled
	

	9.38
	S2-2308716
	CR
	23.501 CR4770 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised in parallel session to S2-2309601.
	Revised
	S2-2309601

	9.38
	S2-2309601
	CR
	23.501 CR4770R1 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revision of S2-2308716. Agreed in parallel session. Block approved
	Agreed
	

	9.38
	S2-2308717
	CR
	23.502 CR4322 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised in parallel session to S2-2309602.
	Revised
	S2-2309602

	9.38
	S2-2309602
	CR
	23.502 CR4322R1 (Rel-18, 'F'): Provision of eDRX for RRC_INACTIVE with PTW
	Ericsson
	Rel-18
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revision of S2-2308717. Agreed in parallel session. Block approved
	Agreed
	

	10
	S2-2308367
	OTHER
	Proposed withdrawal of old unprogressed TRs
	MCC
	
	
	Not Handled
	-
	

	10.5
	S2-2309409
	DISCUSSION
	Rel-19 content discussions
	SA WG2 Chair
	Rel-19
	
	Noted
	Noted
	

	10.5
	S2-2308444
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revised to S2-2309630.
	Revised
	S2-2309630

	10.5
	S2-2309630
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2308444. Revised to S2-2310003.
	Revised
	S2-2310003

	10.5
	S2-2310003
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2309630. Revised to S2-2310031.
	Revised
	S2-2310031

	10.5
	S2-2310031
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Revision of S2-2310003. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2308445
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revised to S2-2309631.
	Revised
	S2-2309631

	10.5
	S2-2309631
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revision of S2-2308445. Revised to S2-2310027.
	Revised
	S2-2310027

	10.5
	S2-2310027
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	Rel-19
	
	Revision of S2-2309631. Endorsed as a basis for further work. Uploaded late, so noted.
	EndorsedNoted
	

	10.5
	S2-2308562
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revised to S2-2309632.
	Revised
	S2-2309632

	10.5
	S2-2309632
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2308562. Revised to S2-2310004.
	Revised
	S2-2310004

	10.5
	S2-2310004
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2309632. Revised to S2-2310035.
	Revised
	S2-2310035

	10.5
	S2-2310035
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Revision of S2-2310004. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2308471
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revised to S2-2309633.
	Revised
	S2-2309633

	10.5
	S2-2309633
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2308471. Revised to S2-2310002.
	Revised
	S2-2310002

	10.5
	S2-2310002
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2309633. Revised to S2-2310034.
	Revised
	S2-2310034

	10.5
	S2-2310034
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	Rel-19
	
	Revision of S2-2310002. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2308447
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revised to S2-2309677.
	Revised
	S2-2309677

	10.5
	S2-2309677
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2308447. Revised to S2-2310001.
	Revised
	S2-2310001

	10.5
	S2-2310001
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2309677. Revised to S2-2310033.
	Revised
	S2-2310033

	10.5
	S2-2310033
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Revision of S2-2310001. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2309135
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revised to S2-2309678.
	Revised
	S2-2309678

	10.5
	S2-2309678
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revision of S2-2309135. Revised to S2-2310028.
	Revised
	S2-2310028

	10.5
	S2-2310028
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	Rel-19
	
	Revision of S2-2309678. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2309137
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revised to S2-2309679.
	Revised
	S2-2309679

	10.5
	S2-2309679
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309137. Revised off-line to S2-2309975.
	Revised
	S2-2309975

	10.5
	S2-2309975
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309679. Revised to S2-2310029.
	Revised
	S2-2310029

	10.5
	S2-2310029
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	
	Revision of S2-2309975. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2309138
	SID NEW
	New SID on enhancing Emergency Services when there is no alternative Circuit Switched network
	China Mobile
	
	
	Noted
	Noted
	

	10.5
	S2-2309406
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revised to S2-2309680.
	Revised
	S2-2309680

	10.5
	S2-2309680
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309406. Revised off-line to S2-2309944.
	Revised
	S2-2309944

	10.5
	S2-2309944
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309680. Revised to S2-2310030.
	Revised
	S2-2310030

	10.5
	S2-2310030
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2309944. Revised to S2-2310032.
	Revised
	S2-2310032

	10.5
	S2-2310032
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	Rel-19
	
	Revision of S2-2310030. Endorsed as a basis for further work
	Endorsed
	

	10.5
	S2-2308391
	SID NEW
	New SID on Phase 3 for UAS, UAV and UAM
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Revised to S2-2309914.
	Revised
	S2-2309914

	10.5
	S2-2309914
	SID NEW
	New SID on Phase 3 for UAS, UAV and UAM
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Revision of S2-2308391. Noted
	Noted
	

	10.5
	S2-2308402
	SID NEW
	New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Revised to S2-2309915.
	Revised
	S2-2309915

	10.5
	S2-2309915
	SID NEW
	New SID on System Enhancement for Proximity-based Services in 5GS - Phase 3
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Revision of S2-2308402. Noted
	Noted
	

	10.5
	S2-2308422
	SID NEW
	New SID on Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Revised to S2-2309916.
	Revised
	S2-2309916

	10.5
	S2-2309916
	SID NEW
	New SID on Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Revision of S2-2308422. Noted
	Noted
	

	10.5
	S2-2308474
	SID NEW
	New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2
	vivo Mobile Communication Co.,
	
	
	Revised to S2-2309917.
	Revised
	S2-2309917

	10.5
	S2-2309917
	SID NEW
	New SID on Architecture Enhancements for Vehicle Mounted Relays (VMR) Phase 2
	vivo Mobile Communication Co.,
	
	
	Revision of S2-2308474. WITHDRAWN
	Withdrawn
	

	10.5
	S2-2308496
	SID NEW
	Study on Enhancement of support for Edge Computing in 5G Core network - phase 3
	Intel
	Rel-19
	
	Revised to S2-2309920.
	Revised
	S2-2309920

	10.5
	S2-2309920
	SID NEW
	Study on Enhancement of support for Edge Computing in 5G Core network - phase 3
	Intel
	Rel-19
	
	Revision of S2-2308496. Noted
	Noted
	

	10.5
	S2-2308547
	SID NEW
	New WID on study on Side link time synchronization
	Huawei (Moderator)
	
	
	Revised to S2-2309918.
	Revised
	S2-2309918

	10.5
	S2-2309918
	SID NEW
	New WID on study on Side link time synchronization
	Huawei (Moderator)
	
	
	Revision of S2-2308547. Noted
	Noted
	

	10.5
	S2-2308548
	SID NEW
	New WID on Study on enhancement of Timing Resiliency, TSC&URLLC, and LAN
	Huawei (Moderator)
	
	
	Revised to S2-2309919.
	Revised
	S2-2309919

	10.5
	S2-2309919
	SID NEW
	New WID on Study on enhancement of Timing Resiliency, TSC&URLLC, and LAN
	Huawei (Moderator)
	
	
	Revision of S2-2308548. Noted
	Noted
	

	10.5
	S2-2308751
	SID NEW
	Study on Network Sharing Enhancement_Ph1
	Ericsson (Moderator)
	Rel-19
	
	Revised to S2-2309921 (withdrawn). Noted
	RevisedNoted
	S2-2309921

	10.5
	S2-2309921
	SID NEW
	Study on Network Sharing Enhancement_Ph1
	Ericsson (Moderator)
	Rel-19
	
	Revision of S2-2308751. NotedWithdrawn
	NotedWithdrawn
	

	10.5
	S2-2308754
	SID NEW
	Study on 5G support for Femto
	NTT DOCOMO (Moderator)
	Rel-19
	
	Revised to S2-2309922.
	Revised
	S2-2309922

	10.5
	S2-2309922
	SID NEW
	Study on 5G support for Femto
	NTT DOCOMO (Moderator)
	Rel-19
	
	Revision of S2-2308754. Noted
	Noted
	

	10.5
	S2-2309285
	SID NEW
	Study on UPF enhancement for Exposure and SBA Phase 2.
	ZTE
	Rel-19
	
	Revised to S2-2309923.
	Revised
	S2-2309923

	10.5
	S2-2309923
	SID NEW
	Study on UPF enhancement for Exposure and SBA Phase 2.
	ZTE
	Rel-19
	
	Revision of S2-2309285. Noted
	Noted
	

	10.5
	S2-2309221
	SID NEW
	New Study on Enhancement of Usage of User Identifiers in the 5G System .
	InterDigital Inc.
	Rel-19
	
	Revised to S2-2309924.
	Revised
	S2-2309924

	10.5
	S2-2309924
	SID NEW
	New Study on Enhancement of Usage of User Identifiers in the 5G System .
	InterDigital Inc.
	Rel-19
	
	Revision of S2-2309221. Noted
	Noted
	

	10.5
	S2-2308505
	REPORT
	Rel-19 23Q3 Moderated Discussion: Multi-access (Dual 3GPP + ATSSS Enh)
	Apple (Moderator)
	Rel-19
	
	Revised to S2-2308883
	Revised
	S2-2308883

	10.5
	S2-2308883
	REPORT
	Rel-19 23Q3 Moderated Discussion: Multi-access (Dual 3GPP + ATSSS Enh)
	Apple (Moderator)
	Rel-19
	
	Revision of S2-2308505 Not Handled
	-
	

	10.5
	S2-2308400
	DISCUSSION
	SA WG2 Rel-19 AI/ML Moderator Report
	Qualcomm France
	
	
	Not Handled
	-
	

	10.5
	S2-2308390
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - UAS enhancements
	LG Electronics (Moderator for Rel-19 UAS)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309136
	REPORT
	Summary of moderated discussion on IMS and NG_RTC enhancements
	China Mobile
	
	
	Not Handled
	-
	

	10.5
	S2-2308401
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - Proximity Services enhancements
	MediaTek Inc. (Moderator of Rel-19 ProSe)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309284
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - UPEAS_Ph2
	ZTE (Moderator for Rel-19 UPEAS_Ph2)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308408
	REPORT
	Rel-19 23Q3 moderated discussion-Network Sharing enhancements
	Ericsson Inc.
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308421
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - Integrated Sensing and Communication
	Xiaomi EV Technology
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308443
	REPORT
	Report of Rel-19 23Q3 moderated discussion - Energy Efficiency / Energy Saving as a Service
	Samsung (Moderator)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308446
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion Ambient IoT
	OPPO (Moderator of Ambient IoT)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308448
	DISCUSSION
	SA WG2 Rel. 19 SID, Satellite architecture enhancement Q3 NWM discussion moderator report
	THALES
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308468
	REPORT
	Rel-19 23Q3 Moderated Discussion User Identities
	InterDigital Inc. (Moderator)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308472
	REPORT
	Rel-19 23Q3 Moderated Discussion - 5G Femto
	NTT DOCOMO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308473
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - VMR_Enhancements
	vivo Mobile Communication Co.,
	
	
	Not Handled
	-
	

	10.5
	S2-2308497
	DISCUSSION
	SA WG2 Rel 19 23Q3 moderated discussion - Edge Computing Enhancement v0.0.3
	Intel (Moderator)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308546
	DISCUSSION
	Moderate report on TRS&URLLC&TSC
	Huawei (Moderator)
	
	
	Not Handled
	-
	

	10.5
	S2-2309408
	REPORT
	Report of SA WG2 Rel-19 23Q3 moderated discussion - XRM
	Nokia (Moderator)
	Rel-19
	
	LATE DOC: Rx: 15/08, 14:00 Not Handled
	-
	

	10.5
	S2-2308592
	DISCUSSION
	Discussion on Enhancement for Supporting 5G Indirect Network Sharing in R19
	China Unicom
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308684
	WID NEW
	Non Home Network Data Services
	Nokia, Nokia Shanghai Bell, AT&T
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308685
	WID NEW
	URSP Update based on unsuccessful Secondary Authentication
	Nokia, Nokia Shanghai Bell
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308692
	DISCUSSION
	Discussion on the update of the AIML SID
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308735
	SID NEW
	New SID on MASQUE for Enhanced Traffic Management.
	Ericsson
	
	
	Not Handled
	-
	

	10.5
	S2-2308750
	WID NEW
	TEI19-MINPA: Minimize the number of Policy Associations
	Ericsson, AT&T, Verizon, Oracle
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308520
	DISCUSSION
	A pervasive computing service in 5G-A System
	INSPUR
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308784
	DISCUSSION
	Observations and views on Network Sharing Enhancements moderated discussion as requested by the moderator
	Comcast
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308796
	DISCUSSION
	The Discussion on the study on AIML enhancements
	China Mobile
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308805
	DISCUSSION
	The Discussion on Architecture Enhancement for Integrated Sensing and Communication
	China Mobile
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308873
	DISCUSSION
	Discussion on R-19 signalling storm and NF operational use cases way forward.
	OPPO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308957
	DISCUSSION
	Discussion on locally traffic routing for MA PDU session.
	China Telecom
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2308993
	DISCUSSION
	Discussion on the study of the satellite access Phase 3
	Spreadtrum Communications, New H3C
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309117
	DISCUSSION
	Motivations for Transfer Learning and Cross-domain Collaborative AI Training
	OPPO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309118
	DISCUSSION
	Discussion on Roaming UEs to Access the Subscribed Network Using 5G Indirect Network Sharing
	China Telecom Corporation Ltd.
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309159
	DISCUSSION
	Considerations for Model Interoperability Approach in Rel-19 AI/ML
	OPPO
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309174
	WID NEW
	Enhancement on SMF selection for MBS service.
	China Mobile
	
	
	Not Handled
	-
	

	10.5
	S2-2309224
	WID NEW
	New WID: TEI19_5MBS_Roam; Adding support for Roaming UEs to receive 5MBS.
	Nokia, Nokia Shanghai Bell (Rapporteur)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309227
	DISCUSSION
	Discussion on use case of ProSe benefits from NWDAF reporting
	China Telecommunications, CATT
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309237
	DISCUSSION
	Motivation on study to support ProSe direct/indirect communication for TSC communications and private networks
	Lenovo, Siemens
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309241
	SID NEW
	New SID (for information) on Supporting ProSe for TSC communication.
	Lenovo, Siemens
	
	
	Not Handled
	-
	

	10.5
	S2-2309266
	DISCUSSION
	R19 SA WG2 Ambient IoT workplan proposal
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309269
	DISCUSSION
	Considerations on DualSteer SID
	Huawei, HiSilicon
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309286
	SID NEW
	New SID on Operational Improvements of Network Slicing.
	ZTE, Nokia, Nokia Shanghai Bell, NEC
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309307
	DISCUSSION
	Motivation on studying Analytics Framework Enhancements to Enable Policy Recommendations
	Lenovo
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309331
	OTHER
	MBS Roaming
	Nokia, Nokia Shanghai-Bell
	Rel-19
	
	Draft CR to 23.247 Not Handled
	-
	

	10.5
	S2-2309336
	DISCUSSION
	Proposal to add objective related to trustworthy AIML to AIML SID
	Nokia; Nokia Shanghai-Bell
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309364
	DISCUSSION
	Discussion on enhancing Emergency capability when CS is not supported
	T-Mobile USA INC
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309378
	WID NEW
	Draft TEI19 WID on Discovery and Selection of Target NF in Target PLMN
	Nokia, Nokia Shanghai Bell (Rapporteur)
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309382
	DRAFTCR
	NF discovery and selection by target PLMN
	Nokia, Nokia Shanghai-Bell
	Rel-19
	TEI19
	Not Handled
	-
	

	10.5
	S2-2309385
	DRAFTCR
	NF discovery and selection by target PLMN
	Nokia, Nokia Shanghai-Bell
	Rel-19
	TEI19
	Not Handled
	-
	

	10.5
	S2-2309386
	DISCUSSION
	Discussion for TSC enhancements in Rel-19
	Siemens AG
	Rel-19
	
	Not Handled
	-
	

	10.5
	S2-2309391
	SID NEW
	New SID: Study on improvements of priority services.
	Samsung
	Rel-18
	
	Not Handled
	-
	

	10.5
	S2-2309402
	WID NEW
	Draft TEI19 WID on support of Access Traffic Steering, Switching, Splitting and Aggregation of all Traffic Types by single MPDCCP based Steering functionality
	Vodafone, Deutsche Telekom, BT, Huawei, Xiaomi, InterDigital
	Rel-19
	
	Not Handled
	-
	

	10.6
	S2-2309206
	WORK PLAN
	SA WG2 Work Planning
	SA WG2 Chair
	
	
	Revised to S2-2309925 (withdrawn). Noted
	Noted
	S2-2309925

	10.6
	S2-2309925
	WORK PLAN
	SA WG2 Work Planning
	SA WG2 Chair
	
	
	Revision of S2-2309206. WITHDRAWN
	Withdrawn
	

	10.6
	S2-2309223
	WORK PLAN
	SA WG2 Work Plan - TU planning
	SA WG2 Chair
	
	
	Noted
	Noted
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Table B.1: List of agreed CRs from meeting S2#158
	Spec
	CR
	R
	Rel
	Subject
	Cat
	Vsn
	Mtg
	TD
	Source
	Work Item
	Status

	23.032
	0025
	-
	Rel-18
	Remove Editor s Note on feasiblity of the Relative Velocity with Uncertainty shape
	F
	18.0.0
	S2-158
	S2-2309281
	Qualcomm Incorporated
	Ranging_SL
	Agreed

	23.228
	1331
	2
	Rel-18
	Update to MF services
	F
	18.2.0
	S2-158
	S2-2309938
	Ericsson
	NG_RTC
	Agreed

	23.228
	1333
	2
	Rel-18
	Architecture alignment to replace DCMF with MF
	F
	18.2.0
	S2-158
	S2-2309940
	Ericsson
	NG_RTC
	Agreed

	23.228
	1337
	2
	Rel-18
	Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	F
	18.2.0
	S2-158
	S2-2309943
	ZTE
	NG_RTC
	Agreed

	23.228
	1338
	-
	Rel-18
	Modification of Bootstrap Data Channel Setup Signalling Procedure
	F
	18.2.0
	S2-158
	S2-2308800
	ZTE
	NG_RTC
	Agreed

	23.228
	1342
	-
	Rel-18
	Update of Nimsas_SessionEventControl_Notify for binding information
	F
	18.2.0
	S2-158
	S2-2309082
	Qualcomm Incorporated
	NG_RTC
	Agreed

	23.228
	1347
	2
	Rel-18
	Update general description of HSS service for data channel
	F
	18.2.0
	S2-158
	S2-2309939
	Huawei, HiSilicon
	NG_RTC
	Agreed

	23.228
	1354
	1
	Rel-18
	Update to data channel setup procedures
	F
	18.2.0
	S2-158
	S2-2309643
	China Mobile
	NG_RTC
	Agreed

	23.228
	1355
	-
	Rel-18
	Change media type value to DC
	F
	18.2.0
	S2-158
	S2-2309153
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Agreed

	23.228
	1356
	-
	Rel-18
	Remove editor s note in clause AA.1.1
	F
	18.2.0
	S2-158
	S2-2309154
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Agreed

	23.228
	1357
	2
	Rel-18
	DCM selection based on IP address and location
	F
	18.2.0
	S2-158
	S2-2310011
	Nokia, Nokia Shanghai Bell, China Mobile
	NG_RTC
	Agreed

	23.247
	0261
	4
	Rel-17
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	F
	17.7.0
	S2-158
	S2-2309747
	Nokia, Nokia Shanghai-Bell
	5MBS
	Agreed

	23.247
	0262
	5
	Rel-18
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	A
	18.2.0
	S2-158
	S2-2309748
	Nokia, Nokia Shanghai-Bell
	5MBS
	Agreed

	23.247
	0279
	1
	Rel-18
	Corrections for support of MBS data reception for UEs using power saving functions
	F
	18.2.0
	S2-158
	S2-2309603
	Nokia, Nokia Shanghai-Bell
	5MBS_Ph2
	Agreed

	23.247
	0280
	3
	Rel-18
	Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	F
	18.2.0
	S2-158
	S2-2309756
	Huawei, HiSilicon
	5MBS_Ph2
	Agreed

	23.247
	0283
	2
	Rel-17
	Multicast over N6mb not applicable for location dependent MBS session
	F
	17.7.0
	S2-158
	S2-2309719
	Ericsson
	5MBS
	Agreed

	23.247
	0284
	1
	Rel-18
	Multicast over N6mb not applicable for location dependent MBS session
	A
	18.2.0
	S2-158
	S2-2309565
	Ericsson
	5MBS
	Agreed

	23.247
	0285
	1
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	F
	18.2.0
	S2-158
	S2-2309608
	Ericsson
	5MBS_Ph2
	Agreed

	23.247
	0286
	2
	Rel-18
	Converting the requiremnt of AF handling service announcement to a NOTE
	F
	18.2.0
	S2-158
	S2-2309611
	Ericsson
	5MBS_Ph2
	Agreed

	23.247
	0287
	2
	Rel-17
	On the step number correction of 5MBS
	F
	17.7.0
	S2-158
	S2-2309717
	Huawei, HiSilicon
	5MBS
	Agreed

	23.247
	0288
	2
	Rel-18
	On the step number correction of 5MBS
	A
	18.2.0
	S2-158
	S2-2309718
	Huawei, HiSilicon
	5MBS
	Agreed

	23.247
	0291
	-
	Rel-17
	Correcting the figure and term
	F
	17.7.0
	S2-158
	S2-2308931
	ZTE
	5MBS
	Agreed

	23.247
	0292
	-
	Rel-18
	Correcting the figure and term
	A
	18.2.0
	S2-158
	S2-2308932
	ZTE
	5MBS
	Agreed

	23.247
	0297
	1
	Rel-18
	Resolving the EN on the RRC inactive assitant information
	F
	18.2.0
	S2-158
	S2-2309609
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0300
	2
	Rel-18
	RRC INACTIVE UE Mobility within the same RNA
	F
	18.2.0
	S2-158
	S2-2309720
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0301
	1
	Rel-18
	Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	F
	18.2.0
	S2-158
	S2-2309610
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0303
	1
	Rel-18
	Editorial corrections
	D
	18.2.0
	S2-158
	S2-2309604
	CATT
	5MBS_Ph2
	Agreed

	23.247
	0306
	1
	Rel-18
	Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	F
	18.2.0
	S2-158
	S2-2309585
	Nokia, Nokia Shanghai-Bell
	eNA_Ph3
	Agreed

	23.273
	0402
	1
	Rel-18
	Fix Modification of User Plane Connection between UE and LMF
	F
	18.2.0
	S2-158
	S2-2309617
	Ericsson, Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0403
	1
	Rel-18
	Fix Missing Interface between LMF and GMLC
	F
	18.2.0
	S2-158
	S2-2309616
	Ericsson
	5G_eLCS_Ph3
	Agreed

	23.273
	0406
	2
	Rel-18
	Clarification on the UE user plane Positioning capability
	F
	18.2.0
	S2-158
	S2-2309927
	ZTE
	5G_eLCS_Ph3
	Agreed

	23.273
	0407
	2
	Rel-18
	Clarification on the Nlmf_location_UP service operation
	F
	18.2.0
	S2-158
	S2-2309929
	ZTE
	5G_eLCS_Ph3
	Agreed

	23.273
	0408
	1
	Rel-18
	Clarification on NWDAF-assisted LCS services section
	F
	18.2.0
	S2-158
	S2-2309628
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0410
	1
	Rel-18
	Updates on functionalities on supporting multiple location reports
	F
	18.2.0
	S2-158
	S2-2309456
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0411
	-
	Rel-18
	Indoor or outdoor indication addition on GMLC services.
	F
	18.2.0
	S2-158
	S2-2308969
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0412
	2
	Rel-18
	Signaling optimization alignment for UE available location event
	F
	18.2.0
	S2-158
	S2-2309935
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0414
	2
	Rel-18
	QoS flow identifier selection clarification for user plane positioning between UE and LMF
	F
	18.2.0
	S2-158
	S2-2309930
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0415
	2
	Rel-18
	UE user plane positioning capability and URSP provision clarification
	F
	18.2.0
	S2-158
	S2-2309928
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0424
	1
	Rel-18
	Correction on PRU discovery
	F
	18.2.0
	S2-158
	S2-2309627
	OPPO
	5G_eLCS_Ph3
	Agreed

	23.273
	0426
	2
	Rel-18
	Cleanup about the usage of GPSI
	F
	18.2.0
	S2-158
	S2-2309832
	OPPO
	Ranging_SL
	Agreed

	23.273
	0430
	3
	Rel-18
	Clarification on user plane positioning connection establishment
	F
	18.2.0
	S2-158
	S2-2309937
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0431
	-
	Rel-18
	Clarification on determination to use UP positioning
	F
	18.2.0
	S2-158
	S2-2309260
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0436
	3
	Rel-18
	Further clarification on PRU on/off states
	F
	18.2.0
	S2-158
	S2-2309945
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.287
	0190
	-
	Rel-18
	Editorial fixes related to MBS for V2X
	D
	18.0.0
	S2-158
	S2-2308504
	LG Electronics
	TEI18_MBS4V2X
	Agreed

	23.288
	0852
	-
	Rel-18
	Clarification on enhanced OSE analytics
	F
	18.2.0
	S2-158
	S2-2308392
	LG Electronics
	eNA_Ph3
	Agreed

	23.288
	0853
	1
	Rel-18
	Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	F
	18.2.0
	S2-158
	S2-2309582
	NTT DOCOMO
	eNA_Ph3
	Agreed

	23.288
	0854
	1
	Rel-18
	Resolving issues in ADRF ML Model Storage services
	F
	18.2.0
	S2-158
	S2-2309588
	NTT DOCOMO
	eNA_Ph3
	Agreed

	23.288
	0857
	-
	Rel-18
	Number of Inferences in Nnwdaf_MLModelMonitor_Notify service operation
	F
	18.2.0
	S2-158
	S2-2308397
	NTT DOCOMO, Vivo
	eNA_Ph3
	Agreed

	23.288
	0862
	1
	Rel-18
	Corrections to Analytics Subset
	F
	18.2.0
	S2-158
	S2-2309570
	Ericsson
	eNA_Ph3
	Agreed

	23.288
	0865
	2
	Rel-18
	Resolving EN on analytics and data exchange in roaming scenario
	F
	18.2.0
	S2-158
	S2-2309734
	China Mobile
	eNA_Ph3
	Agreed

	23.288
	0868
	1
	Rel-18
	Clarifications on determining accuracy of analytics
	F
	18.2.0
	S2-158
	S2-2309571
	Lenovo
	eNA_Ph3
	Agreed

	23.288
	0871
	1
	Rel-18
	Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	F
	18.2.0
	S2-158
	S2-2309572
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0872
	1
	Rel-18
	Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2309573
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0874
	-
	Rel-18
	Update to procedure for Rating untrusted AF data sources
	F
	18.2.0
	S2-158
	S2-2308755
	Intel
	eNA_Ph3
	Agreed

	23.288
	0876
	-
	Rel-18
	Correction to ML Model Accuracy information support
	F
	18.2.0
	S2-158
	S2-2308757
	Intel
	eNA_Ph3
	Agreed

	23.288
	0877
	-
	Rel-18
	Correction to MLModelManagement_Delete service operation
	F
	18.2.0
	S2-158
	S2-2308758
	Intel
	eNA_Ph3
	Agreed

	23.288
	0878
	2
	Rel-18
	Clarification for roaming exchange capability
	F
	18.2.0
	S2-158
	S2-2309735
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0879
	2
	Rel-18
	Modification for ADRF ML Model storage and retrieval
	F
	18.2.0
	S2-158
	S2-2309737
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0880
	2
	Rel-18
	Refinement for ML Model information for KI#4
	F
	18.2.0
	S2-158
	S2-2309738
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0885
	1
	Rel-18
	Corrections on AnLF-assisted MTLF monitoring procedure
	F
	18.2.0
	S2-158
	S2-2309575
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0886
	-
	Rel-18
	Corrections on MTLF based ML Model Monitoring
	F
	18.2.0
	S2-158
	S2-2308827
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0894
	1
	Rel-18
	Update the description about Data collection profile registration
	F
	18.2.0
	S2-158
	S2-2309739
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0895
	-
	Rel-18
	Update the general description of ADRF
	F
	18.2.0
	S2-158
	S2-2308904
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0898
	-
	Rel-18
	Remove EN in Network Performance analytics
	F
	18.2.0
	S2-158
	S2-2308907
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0899
	1
	Rel-18
	Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2309576
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0905
	1
	Rel-18
	Clarification on ML Model interoperability
	F
	18.2.0
	S2-158
	S2-2309594
	CATT
	eNA_Ph3
	Agreed

	23.288
	0909
	2
	Rel-18
	Clarification on multiple ML Models provisioning
	F
	18.2.0
	S2-158
	S2-2309730
	CATT
	eNA_Ph3
	Agreed

	23.304
	0306
	1
	Rel-18
	ProSe Authorization info for Layer-2 U2U Relay operation
	F
	18.2.0
	S2-158
	S2-2309474
	LG Electronics
	5G_ProSe_Ph2
	Agreed

	23.304
	0309
	2
	Rel-17
	Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	F
	17.7.0
	S2-158
	S2-2309703
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0310
	1
	Rel-17
	Reference point alignment with TS33.503
	F
	17.7.0
	S2-158
	S2-2309541
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0311
	1
	Rel-18
	Reference point alignment with TS33.503
	A
	18.2.0
	S2-158
	S2-2309542
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0313
	2
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	F
	18.2.0
	S2-158
	S2-2309843
	ZTE
	5G_ProSe_Ph2
	Agreed

	23.304
	0315
	2
	Rel-18
	Modification on Relay Discovery Additional Information Message
	F
	18.2.0
	S2-158
	S2-2309842
	ZTE
	5G_ProSe_Ph2
	Agreed

	23.304
	0322
	2
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309844
	Samsung
	5G_ProSe_Ph2
	Agreed

	23.304
	0329
	2
	Rel-18
	U2U relay authorization updates
	F
	18.2.0
	S2-158
	S2-2309840
	Vivo
	5G_ProSe_Ph2
	Agreed

	23.304
	0334
	1
	Rel-18
	Clarification on RSC usage during relay discovery and relay reselection
	F
	18.2.0
	S2-158
	S2-2309483
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Agreed

	23.304
	0338
	-
	Rel-18
	Clarifications on U2U Relay reselection relay discovery
	F
	18.2.0
	S2-158
	S2-2309092
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Agreed

	23.304
	0348
	1
	Rel-18
	Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309481
	Samsung
	5G_ProSe_Ph2
	Agreed

	23.316
	2106
	-
	Rel-17
	RFCs related to DHCPv6 are obsoleted by RFC 8415
	F
	17.4.0
	S2-158
	S2-2308425
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	5GProtoc17-non3GPP, 5WWC, TEI17
	Agreed

	23.316
	2107
	-
	Rel-18
	RFCs related to DHCPv6 are obsoleted by RFC 8415
	A
	18.2.0
	S2-158
	S2-2308426
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	5GProtoc17-non3GPP, 5WWC, TEI17
	Agreed

	23.316
	2108
	1
	Rel-17
	Correction of PDU Session Release for 5G-RG
	A
	17.4.0
	S2-158
	S2-2309655
	Ericsson
	5WWC
	Agreed

	23.316
	2109
	1
	Rel-18
	Correction of PDU Session Release for 5G-RG
	A
	18.2.0
	S2-158
	S2-2309656
	Ericsson
	5WWC
	Agreed

	23.316
	2112
	-
	Rel-16
	Correction of PDU Session Release for 5G-RG
	F
	16.8.0
	S2-158
	S2-2309654
	Ericsson
	5WWC
	Agreed

	23.401
	3736
	1
	Rel-17
	UE capability for network verified location
	F
	17.8.0
	S2-158
	S2-2309723
	Qualcomm Incorporated
	5GSAT_ARCH
	Agreed

	23.401
	3738
	-
	Rel-17
	Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	F
	17.8.0
	S2-158
	S2-2308433
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	SAES, TEI17
	Agreed

	23.401
	3739
	-
	Rel-18
	Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	A
	18.2.0
	S2-158
	S2-2308434
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	SAES, TEI17
	Agreed

	23.401
	3741
	-
	Rel-18
	Satellite Coverage Availability Information IoT NTN
	C
	18.2.0
	S2-158
	S2-2308639
	MediaTek Inc., Qualcomm Incorporated
	5GSAT_Ph2
	Agreed

	23.401
	3743
	4
	Rel-18
	Clarification on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2310017
	Xiaomi
	5GSAT_Ph2
	Agreed

	23.401
	3744
	3
	Rel-18
	Discontinuous coverage update to remove EN and alignments
	F
	18.2.0
	S2-158
	S2-2310018
	Huawei, HiSilicon
	5GSAT_Ph2
	Agreed

	23.401
	3745
	2
	Rel-18
	Handling on congestion control and UE behaviour
	F
	18.2.0
	S2-158
	S2-2309981
	Samsung
	5GSAT_Ph2
	Agreed

	23.501
	4582
	5
	Rel-18
	NG-RAN resource usage for Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2309742
	Ericsson, ZTE, Apple
	eNS_Ph3
	Agreed

	23.501
	4647
	3
	Rel-18
	Capability signalling enhancement for Reflective QoS
	F
	18.2.2
	S2-158
	S2-2310010
	Apple
	5GS_Ph1, TEI18
	Agreed

	23.501
	4690
	1
	Rel-17
	UE capability for network verified location
	F
	17.9.0
	S2-158
	S2-2309545
	Qualcomm Incorporated
	5GSAT_ARCH
	Agreed

	23.501
	4693
	2
	Rel-16
	Update of subscribed NSSAI when UE is not registered in network
	F
	16.17.0
	S2-158
	S2-2310005
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	5GS_Ph1
	Agreed

	23.501
	4694
	1
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	A
	17.9.0
	S2-158
	S2-2310006
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.501
	4695
	1
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.2
	S2-158
	S2-2310007
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.501
	4696
	3
	Rel-18
	Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	F
	18.2.2
	S2-158
	S2-2310037
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	AIMLsys
	Agreed

	23.501
	4699
	1
	Rel-18
	Corrections on NEF(PFDF) support NWDAF-assisted application detection
	F
	18.2.2
	S2-158
	S2-2309727
	Ericsson
	eNA_Ph3
	Agreed

	23.501
	4700
	2
	Rel-18
	Add support for UPF selection criteria in context of XRM
	F
	18.2.2
	S2-158
	S2-2309863
	Ericsson
	XRM
	Agreed

	23.501
	4701
	-
	Rel-17
	Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	F
	17.9.0
	S2-158
	S2-2308431
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.501
	4702
	-
	Rel-18
	Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	A
	18.2.2
	S2-158
	S2-2308432
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.501
	4709
	1
	Rel-18
	Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	F
	18.2.2
	S2-158
	S2-2309904
	Nokia, Nokia Shanghai-Bell
	5GS_Ph1, TEI18
	Agreed

	23.501
	4717
	4
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2309752
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Agreed

	23.501
	4719
	3
	Rel-18
	Clarification of the discovery and seletion of NSACF
	F
	18.2.2
	S2-158
	S2-2309513
	Nokia, Nokia Shanghai Bell, Samsung
	eNSAC
	Agreed

	23.501
	4720
	1
	Rel-17
	Move PMIC and UMIC into Annex
	F
	17.9.0
	S2-158
	S2-2309550
	Huawei, HiSilicon
	IIoT
	Agreed

	23.501
	4721
	-
	Rel-18
	Move PMIC and UMIC into Annex
	A
	18.2.2
	S2-158
	S2-2308543
	Huawei, HiSilicon
	IIoT
	Agreed

	23.501
	4723
	3
	Rel-18
	PCC support for ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2309865
	Oracle, China Mobile
	XRM
	Agreed

	23.501
	4727
	2
	Rel-18
	Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	F
	18.2.2
	S2-158
	S2-2309818
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Agreed

	23.501
	4733
	2
	Rel-18
	Correction on description about PEGC
	F
	18.2.2
	S2-158
	S2-2309709
	LG Electronics
	PIN
	Agreed

	23.501
	4741
	2
	Rel-18
	UP resource deactivation when the UE moves outside the area of slice availability
	F
	18.2.2
	S2-158
	S2-2309694
	Lenovo
	eNS_Ph3
	Agreed

	23.501
	4747
	3
	Rel-18
	Clarification for GBR and non-GBR support of PDU set QoS parameters
	F
	18.2.2
	S2-158
	S2-2309864
	China Mobile
	XRM
	Agreed

	23.501
	4748
	1
	Rel-18
	General corrections and alignment for TS23.501
	F
	18.2.2
	S2-158
	S2-2309412
	China Mobile
	5GS_Ph1
	Agreed

	23.501
	4750
	2
	Rel-18
	Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	F
	18.2.2
	S2-158
	S2-2309994
	MediaTek Inc.
	eNPN_Ph2
	Agreed

	23.501
	4755
	3
	Rel-18
	PIN direct and indirect communication defination correction
	F
	18.2.2
	S2-158
	S2-2309749
	vivo, Nokia, Nokia Shanghai Bell
	PIN
	Agreed

	23.501
	4761
	2
	Rel-18
	Make PIN ID unique in PLMN
	F
	18.2.2
	S2-158
	S2-2309713
	Vivo
	PIN
	Agreed

	23.501
	4767
	3
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.2
	S2-158
	S2-2309870
	Qualcomm Incorporated
	ATSSS_Ph3
	Agreed

	23.501
	4769
	1
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.2
	S2-158
	S2-2309792
	Ericsson
	EDGE_Ph2
	Agreed

	23.501
	4770
	1
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.2
	S2-158
	S2-2309601
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Agreed

	23.501
	4772
	2
	Rel-18
	CAG application for MBSR
	F
	18.2.2
	S2-158
	S2-2309999
	Ericsson
	VMR
	Agreed

	23.501
	4773
	3
	Rel-18
	PIN description correction
	F
	18.2.2
	S2-158
	S2-2309711
	Ericsson
	PIN
	Agreed

	23.501
	4774
	-
	Rel-17
	Removal of Editor s note for NTN tracking area handling
	F
	17.9.0
	S2-158
	S2-2308730
	Ericsson
	5GSAT_ARCH
	Agreed

	23.501
	4775
	-
	Rel-18
	Removal of Editor s note for NTN tracking area handling
	A
	18.2.2
	S2-158
	S2-2308731
	Ericsson
	5GSAT_ARCH
	Agreed

	23.501
	4777
	2
	Rel-18
	ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	F
	18.2.2
	S2-158
	S2-2309847
	China Mobile
	ATSSS_Ph3
	Agreed

	23.501
	4784
	1
	Rel-18
	Method for exchange info to determine SNPN selection
	F
	18.2.2
	S2-158
	S2-2309676
	Ericsson
	eNPN_Ph2
	Agreed

	23.501
	4791
	-
	Rel-18
	Clarification on non-3GPP path switching capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses
	F
	18.2.2
	S2-158
	S2-2308850
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.501
	4798
	2
	Rel-18
	Interoperability Indicator for NWDAF discovery and selection
	F
	18.2.2
	S2-158
	S2-2309740
	LG Electronics
	eNA_Ph3
	Agreed

	23.501
	4816
	1
	Rel-17
	PLMN list for NSWO in roaming scenario
	F
	17.9.0
	S2-158
	S2-2309548
	Huawei, HiSilicon
	NSWO_5G
	Agreed

	23.501
	4817
	1
	Rel-18
	PLMN list for NSWO in roaming scenario
	A
	18.2.2
	S2-158
	S2-2309549
	Huawei, HiSilicon
	NSWO_5G
	Agreed

	23.501
	4819
	-
	Rel-18
	Clarification on Subscriber category in AF request
	F
	18.2.2
	S2-158
	S2-2308979
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.501
	4829
	3
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.2
	S2-158
	S2-2310009
	Samsung, Ericsson
	5G_CIoT
	Agreed

	23.501
	4832
	3
	Rel-18
	Terminology and specification of functinalties not applicable to PIN.
	F
	18.2.0
	S2-158
	S2-2309758
	Huawei, HiSilicon
	PIN
	Agreed

	23.501
	4836
	-
	Rel-18
	Adjust AoI
	F
	18.2.2
	S2-158
	S2-2309049
	Samsung
	TRS_URLLC
	Agreed

	23.501
	4839
	2
	Rel-18
	Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	F
	18.2.2
	S2-158
	S2-2309514
	Samsung
	eNS_Ph3
	Agreed

	23.501
	4844
	3
	Rel-18
	Corrections on Protocol Description
	F
	18.2.2
	S2-158
	S2-2309862
	NTT DOCOMO
	XRM
	Agreed

	23.501
	4848
	1
	Rel-18
	UE Mobility Reference
	A
	18.2.2
	S2-158
	S2-2309651
	Samsung
	5GS_Ph1
	Agreed

	23.501
	4849
	1
	Rel-18
	Selection of Common DNAI
	F
	18.2.2
	S2-158
	S2-2309799
	NTT DOCOMO
	EDGE_Ph2
	Agreed

	23.501
	4851
	1
	Rel-17
	Clarification on eDRX support for power saving enhancement
	F
	17.9.0
	S2-158
	S2-2309546
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Agreed

	23.501
	4852
	1
	Rel-18
	Clarification on eDRX support for power saving enhancement
	A
	18.2.2
	S2-158
	S2-2309547
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Agreed

	23.501
	4854
	4
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2310014
	Xiaomi, China Telecom, Ericsson, China Mobile, OPPO, LG Electronics, Huawei, HiSilicon, CATT, Samsung
	5GSAT_Ph2
	Agreed

	23.501
	4856
	1
	Rel-18
	Editorial correction on ATSSS architecture
	F
	18.2.2
	S2-158
	S2-2309472
	Xiaomi
	ATSSS_Ph3
	Agreed

	23.501
	4857
	4
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309754
	Samsung, Ericsson
	eNS_Ph3
	Agreed

	23.501
	4858
	-
	Rel-18
	Update on NEF functionality
	F
	18.2.0
	S2-158
	S2-2309124
	CATT
	EDGE_Ph2
	Agreed

	23.501
	4859
	2
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309823
	CATT
	TRS_URLLC
	Agreed

	23.501
	4861
	1
	Rel-18
	QoS monitoring
	F
	18.2.2
	S2-158
	S2-2309682
	Nokia, Nokia Shanghai Bell
	5GSATB
	Agreed

	23.501
	4862
	3
	Rel-18
	Clarification and editorial on the AF request influence on traffic routing for set of UEs
	F
	18.2.2
	S2-158
	S2-2310022
	LG Electronics
	EDGE_Ph2
	Agreed

	23.501
	4864
	-
	Rel-18
	Clarifications to the Redundant Steering Mode
	F
	18.2.2
	S2-158
	S2-2309156
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	Agreed

	23.501
	4869
	2
	Rel-18
	Update on support of PDU Set handling
	F
	18.2.2
	S2-158
	S2-2309809
	Huawei, HiSilicon
	XRM
	Agreed

	23.501
	4876
	2
	Rel-18
	Clarification on NWDAF functionalities and NF profile in TS 23.501
	F
	18.2.2
	S2-158
	S2-2309731
	China Mobile
	eNA_Ph3
	Agreed

	23.501
	4887
	2
	Rel-18
	Clarification for time synchronization service monitoring
	F
	18.2.2
	S2-158
	S2-2309820
	Huawei, HiSilicon
	TRS_URLLC
	Agreed

	23.501
	4891
	2
	Rel-18
	Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	F
	18.2.2
	S2-158
	S2-2310024
	ZTE
	5GS_Ph1, TEI18
	Agreed

	23.501
	4892
	1
	Rel-17
	Aligning secure DNS with SA WG3 specifications
	F
	17.9.0
	S2-158
	S2-2309523
	Sony
	eEDGE_5GC
	Agreed

	23.501
	4893
	2
	Rel-18
	Aligning secure DNS with SA WG3 specifications
	A
	18.2.2
	S2-158
	S2-2309699
	Sony
	eEDGE_5GC
	Agreed

	23.501
	4907
	4
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309860
	Qualcomm Incorporated, Xiaomi, DoCoMo, Google
	XRM
	Agreed

	23.501
	4920
	1
	Rel-18
	NSAC back-off timer correction
	F
	18.2.2
	S2-158
	S2-2309700
	NEC
	eNS_Ph2
	Agreed

	23.502
	4076
	3
	Rel-17
	Clarification of invocation of TSCTSF
	F
	17.9.0
	S2-158
	S2-2309706
	Huawei, HiSilicon
	IIoT
	Agreed

	23.502
	4077
	3
	Rel-18
	Clarification of invocation of TSCTSF
	A
	18.2.0
	S2-158
	S2-2309707
	Huawei, HiSilicon
	IIoT
	Agreed

	23.502
	4246
	2
	Rel-18
	Time based handover for NTN NR
	F
	18.2.0
	S2-158
	S2-2309977
	Qualcomm Incorporated
	5GSAT_Ph2, NR_NTN_enh-Core
	Agreed

	23.502
	4249
	2
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	F
	17.9.0
	S2-158
	S2-2309951
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.502
	4250
	1
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.0
	S2-158
	S2-2309954
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.502
	4251
	1
	Rel-18
	Updates to AI/ML procedures
	F
	18.2.0
	S2-158
	S2-2309447
	OPPO, Nokia, LG Electronics, MediaTek
	AIMLsys
	Agreed

	23.502
	4256
	2
	Rel-18
	Correct PFD management based on PFD Determination analytics
	F
	18.2.0
	S2-158
	S2-2309732
	Ericsson
	eNA_Ph3
	Agreed

	23.502
	4265
	3
	Rel-17
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309987
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.502
	4266
	1
	Rel-18
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2309989
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.502
	4271
	2
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309496
	Ericsson
	eUEPO
	Agreed

	23.502
	4283
	3
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2310020
	Nokia, Nokia Shanghai Bell, Oppo, Qualcomm, Ericsson, Huawei,
	EDGE_Ph2
	Agreed

	23.502
	4284
	5
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2310038
	Nokia, Nokia Shanghai Bell
	XRM
	Agreed

	23.502
	4286
	2
	Rel-18
	Updates on the procedures for the support of network timng synchronization status and reporting
	F
	18.2.0
	S2-158
	S2-2309819
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Agreed

	23.502
	4292
	2
	Rel-18
	Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	F
	18.2.0
	S2-158
	S2-2309507
	Lenovo
	AIMLsys
	Agreed

	23.502
	4300
	1
	Rel-18
	General corrections and alignment for TS23.502
	F
	18.2.0
	S2-158
	S2-2309413
	China Mobile
	5GS_Ph1
	Agreed

	23.502
	4303
	3
	Rel-18
	Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	F
	18.2.0
	S2-158
	S2-2309857
	Huawei, HiSilicon
	eNSAC
	Agreed

	23.502
	4312
	1
	Rel-18
	Corrections to external parameter provisioning by AI/ML application
	F
	18.2.0
	S2-158
	S2-2309452
	Samsung, OPPO
	AIMLsys
	Agreed

	23.502
	4314
	1
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.0
	S2-158
	S2-2309471
	Qualcomm Incorporated
	ATSSS_Ph3
	Agreed

	23.502
	4315
	1
	Rel-18
	Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	F
	18.2.0
	S2-158
	S2-2309502
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.502
	4317
	1
	Rel-18
	Correction on SLAMUP procedure
	F
	18.2.0
	S2-158
	S2-2309459
	Huawei, HiSilicon
	TEI18_SLAMUP
	Agreed

	23.502
	4319
	1
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.0
	S2-158
	S2-2309793
	Ericsson
	EDGE_Ph2
	Agreed

	23.502
	4320
	2
	Rel-15
	AF influence data key correction
	F
	15.16.0
	S2-158
	S2-2309946
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4321
	2
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	F
	18.2.0
	S2-158
	S2-2309722
	Ericsson
	5MBS_Ph2
	Agreed

	23.502
	4322
	1
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.0
	S2-158
	S2-2309602
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Agreed

	23.502
	4324
	2
	Rel-18
	SMF service operations for SR procedure in Suspend mode
	F
	18.2.0
	S2-158
	S2-2309982
	Ericsson
	5G_CIoT, TEI18
	Agreed

	23.502
	4325
	1
	Rel-18
	Correction of EAP-based secondary authentication in EPC
	F
	18.2.0
	S2-158
	S2-2309457
	Ericsson
	TEI18_SDNAEPC
	Agreed

	23.502
	4335
	3
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2309868
	KDDI, Futurewei
	XRM
	Agreed

	23.502
	4344
	2
	Rel-18
	Clarification on network initiated Service Request procedure for MA PDU Session
	F
	18.2.0
	S2-158
	S2-2309956
	LG Electronics
	ATSSS
	Agreed

	23.502
	4346
	-
	Rel-18
	Removing UE capability report on non-3GPP access leg over EPC
	F
	18.2.0
	S2-158
	S2-2308849
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4347
	1
	Rel-18
	Removal of non-3GPP path switching capability between V-SMF and H-SMF
	F
	18.2.0
	S2-158
	S2-2309467
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4348
	-
	Rel-18
	Clarification on status of PDU Sessions that are not requested to be moved to the new non-3GPP access
	F
	18.2.0
	S2-158
	S2-2308852
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4353
	1
	Rel-18
	Clarification on the N3GPP path switching
	F
	18.2.0
	S2-158
	S2-2309468
	Huawei, HiSilicon
	ATSSS_Ph3
	Agreed

	23.502
	4357
	1
	Rel-18
	Clarification on the SMF event exposure and muting enhancements
	F
	18.2.0
	S2-158
	S2-2309586
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.502
	4361
	3
	Rel-18
	Clarifications for procedures and services related to Multi-member AF session
	F
	18.2.0
	S2-158
	S2-2309851
	Huawei, HiSilicon
	AIMLsys
	Agreed

	23.502
	4365
	2
	Rel-18
	Clarificaion on the time synchronization status reporting related procedure
	F
	18.2.0
	S2-158
	S2-2309822
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4366
	1
	Rel-18
	Clarification on time synchronization service based on the subscription
	F
	18.2.0
	S2-158
	S2-2309443
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4367
	-
	Rel-18
	Correction the UPF service operation
	F
	18.2.0
	S2-158
	S2-2308956
	Qualcomm Incorporated
	AIMLsys
	Agreed

	23.502
	4373
	2
	Rel-18
	Proposed definition for Multi-member AF Session With QoS
	F
	18.2.0
	S2-158
	S2-2309506
	OPPO
	AIMLsys
	Agreed

	23.502
	4380
	4
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309861
	Lenovo
	XRM
	Agreed

	23.502
	4390
	3
	Rel-17
	Clarification on subscription for ProSe roles
	F
	17.9.0
	S2-158
	S2-2309728
	Huawei, HiSilicon
	5G_ProSe
	Agreed

	23.502
	4391
	4
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309745
	Huawei, HiSilicon
	5G_ProSe
	Agreed

	23.502
	4393
	3
	Rel-18
	Procedure alignment to 23.501 for supporting discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2310015
	Xiaomi
	5GSAT_Ph2
	Agreed

	23.502
	4394
	2
	Rel-18
	Clarification on MA PDU session operation
	F
	18.2.0
	S2-158
	S2-2309848
	Xiaomi
	ATSSS_Ph3
	Agreed

	23.502
	4397
	2
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309824
	CATT
	TRS_URLLC
	Agreed

	23.502
	4399
	2
	Rel-18
	Clarification of IP address and IP range used for MF registration and discovery
	F
	18.2.0
	S2-158
	S2-2309942
	China Mobile
	NG_RTC
	Agreed

	23.502
	4400
	1
	Rel-18
	Nudr parameter correction
	F
	18.2.0
	S2-158
	S2-2309653
	Nokia, Nokia Shanghai Bell
	5GS_Ph1, TEI18
	Agreed

	23.502
	4410
	2
	Rel-16
	AF influence data key correction
	A
	16.16.0
	S2-158
	S2-2309947
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4411
	2
	Rel-17
	AF influence data key correction
	A
	17.9.0
	S2-158
	S2-2309948
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4412
	2
	Rel-18
	AF influence data key correction
	A
	18.2.0
	S2-158
	S2-2309949
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4415
	1
	Rel-18
	Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	F
	18.2.0
	S2-158
	S2-2309592
	China Mobile
	eNA_Ph3
	Agreed

	23.502
	4418
	2
	Rel-18
	NSAC back-off timer correction
	F
	18.2.0
	S2-158
	S2-2309701
	NEC
	eNS_Ph2
	Agreed

	23.502
	4422
	3
	Rel-18
	Modification to AMF and TSCTSF service operation for time synchrozization
	F
	18.2.0
	S2-158
	S2-2309869
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4423
	3
	Rel-18
	Update the procedures for time synchronization service monitoring
	F
	18.2.0
	S2-158
	S2-2309826
	Huawei, HiSilicon
	TRS_URLLC
	Agreed

	23.502
	4428
	2
	Rel-18
	Clarifications for N2 inter-PLMN handover
	A
	18.2.0
	S2-158
	S2-2309955
	KPN N.V., TNO
	5GS_Ph1
	Agreed

	23.502
	4429
	3
	Rel-18
	Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	F
	18.2.0
	S2-158
	S2-2309858
	ZTE
	eNSAC
	Agreed

	23.502
	4433
	3
	Rel-18
	Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	F
	18.2.0
	S2-158
	S2-2309750
	ZTE
	NR_REDCAP_Ph2
	Agreed

	23.502
	4434
	3
	Rel-18
	Usage of existing NG-RAN resource of the replaced S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309753
	ZTE, Apple, Ericsson
	eNS_Ph3
	Agreed

	23.502
	4441
	3
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309852
	Samsung
	AIMLsys
	Agreed

	23.502
	4446
	1
	Rel-18
	Loss Of Connectivity event reporting to AF
	F
	18.2.0
	S2-158
	S2-2309667
	Samsung
	5GSAT_Ph2
	Agreed

	23.503
	1048
	3
	Rel-18
	Notification of ECN marking for L4S support flows
	F
	18.2.0
	S2-158
	S2-2309867
	Ericsson
	XRM
	Agreed

	23.503
	1083
	2
	Rel-18
	Updates to AI/ML functionality descriptions related to policies
	F
	18.2.0
	S2-158
	S2-2309510
	OPPO, NTT DOCOMO, LG Electronics, CATT
	AIMLsys
	Agreed

	23.503
	1086
	3
	Rel-17
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309988
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.503
	1087
	1
	Rel-18
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2309990
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.503
	1089
	3
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309854
	Ericsson
	eUEPO
	Agreed

	23.503
	1090
	2
	Rel-18
	Corrections related to KI#1 and KI#4
	F
	18.2.0
	S2-158
	S2-2309498
	Ericsson
	eUEPO
	Agreed

	23.503
	1094
	4
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2310026
	Lenovo
	eUEPO
	Agreed

	23.503
	1106
	3
	Rel-18
	The clarifications for the usage of VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309850
	MediaTek Inc.
	eUEPO
	Agreed

	23.503
	1114
	2
	Rel-18
	Corrections related to LBO information as part of SMF Selection Data
	F
	18.2.0
	S2-158
	S2-2309501
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.503
	1115
	2
	Rel-18
	Minor corrections related to VPLMN ID details
	F
	18.2.0
	S2-158
	S2-2309503
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.503
	1123
	2
	Rel-18
	Update of Network Slice Replacement event report
	F
	18.2.0
	S2-158
	S2-2309693
	LG Electronics
	eNS_Ph3
	Agreed

	23.503
	1126
	1
	Rel-18
	Clarification for clause 6.2.1.2
	D
	18.2.0
	S2-158
	S2-2309909
	Huawei, HiSilicon
	5GS_Ph1, TEI18
	Agreed

	23.503
	1127
	2
	Rel-18
	Clarifications on NWDAF-asssisted PFD management
	F
	18.2.0
	S2-158
	S2-2309733
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.503
	1140
	2
	Rel-18
	Missing XRM parameters in various sections
	C
	18.2.0
	S2-158
	S2-2309815
	Nokia, Nokia Shanghai Bell
	XRM
	Agreed

	23.503
	1148
	-
	Rel-18
	Correction on NEF for PFD Determination
	F
	18.2.0
	S2-158
	S2-2309317
	Samsung
	eNA_Ph3
	Agreed

	23.503
	1150
	3
	Rel-18
	Update QoS policy control for supporting satellite backhaul
	F
	18.2.0
	S2-158
	S2-2309996
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	5GSATB
	Agreed

	23.503
	1152
	3
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309853
	Samsung
	AIMLsys
	Agreed

	23.548
	0160
	3
	Rel-18
	How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	F
	18.2.0
	S2-158
	S2-2310019
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	EDGE_Ph2
	Agreed

	23.548
	0161
	2
	Rel-18
	Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	F
	18.2.0
	S2-158
	S2-2309958
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Agreed

	23.548
	0162
	2
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2309962
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Agreed

	23.548
	0163
	3
	Rel-18
	Clarification on common DNAI selection with local DNS server
	F
	18.2.0
	S2-158
	S2-2310021
	China Mobile
	EDGE_Ph2
	Agreed

	23.548
	0165
	1
	Rel-18
	Enforcement of VPLMN specific offloading information for IP range(s)
	F
	18.2.0
	S2-158
	S2-2309658
	China Mobile
	EDGE_Ph2
	Agreed

	23.548
	0167
	-
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.0
	S2-158
	S2-2308696
	Ericsson
	EDGE_Ph2
	Agreed

	23.548
	0169
	1
	Rel-18
	Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	F
	18.2.0
	S2-158
	S2-2309797
	Vivo
	EDGE_Ph2
	Agreed

	23.548
	0171
	1
	Rel-18
	DNS server reselection based on common DNAI
	F
	18.2.0
	S2-158
	S2-2309790
	Vivo
	EDGE_Ph2
	Agreed

	23.548
	0172
	2
	Rel-18
	Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	F
	18.2.0
	S2-158
	S2-2309969
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0173
	2
	Rel-18
	Updates on EAS change procedure
	F
	18.2.0
	S2-158
	S2-2309960
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0174
	2
	Rel-18
	Updates on common DNAI selection with Local DNS Server/Resolver
	F
	18.2.0
	S2-158
	S2-2309967
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0175
	2
	Rel-18
	Updates on coordination among SMFs for common EAS/DNAI determination
	F
	18.2.0
	S2-158
	S2-2309970
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0176
	2
	Rel-18
	Clarification and editorial regarding common EAS/DNAI
	F
	18.2.0
	S2-158
	S2-2309971
	LG Electronics
	EDGE_Ph2
	Agreed

	23.548
	0178
	2
	Rel-18
	Clarification on EAS discovery procedure
	F
	18.2.0
	S2-158
	S2-2309964
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0179
	2
	Rel-18
	Updates on EAS rediscovery procedure
	F
	18.2.0
	S2-158
	S2-2309959
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0180
	2
	Rel-18
	KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	F
	18.2.0
	S2-158
	S2-2309968
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0181
	-
	Rel-18
	Editorial Fix in the Network triggered EAS change in HR-SBO context procedure
	D
	18.2.0
	S2-158
	S2-2309222
	InterDigital Inc.
	EDGE_Ph2
	Agreed

	23.586
	0004
	-
	Rel-18
	Clarification on UE ID
	F
	18.0.0
	S2-158
	S2-2308622
	Xiaomi
	Ranging_SL
	Agreed

	23.586
	0009
	2
	Rel-18
	Editorial Changes
	F
	18.0.0
	S2-158
	S2-2309834
	Xiaomi
	Ranging_SL
	Agreed

	23.586
	0013
	2
	Rel-18
	Application Layer ID translation to GPSI
	F
	18.0.0
	S2-158
	S2-2309831
	Ericsson
	Ranging_SL
	Agreed

	23.586
	0014
	1
	Rel-18
	Fix Ranging Architecture figures and interfaces
	F
	18.0.0
	S2-158
	S2-2309490
	Ericsson
	Ranging_SL
	Agreed

	23.586
	0018
	1
	Rel-18
	Correction on authorization information to NG-RAN
	F
	18.0.0
	S2-158
	S2-2309487
	CATT
	Ranging_SL
	Agreed

	23.586
	0019
	2
	Rel-18
	Correction on Ranging/SL Positioning Capability
	F
	18.0.0
	S2-158
	S2-2309836
	CATT
	Ranging_SL
	Agreed

	23.586
	0022
	2
	Rel-18
	Clarification on the UE based SL Positioning and Network-assisted mode
	F
	18.0.0
	S2-158
	S2-2309835
	ZTE
	Ranging_SL
	Agreed

	23.586
	0037
	-
	Rel-18
	Remove Editor s Note on feasiblity of the location results
	F
	18.0.0
	S2-158
	S2-2309268
	Qualcomm Incorporated
	Ranging_SL
	Agreed
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	23.032
	0024
	-
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309045
	Huawei, HiSilicon
	Ranging_SL
	Withdrawn

	23.032
	0024
	1
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309485
	Huawei, HiSilicon
	Ranging_SL
	Postponed

	23.032
	0024
	2
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309828
	Huawei, HiSilicon
	Ranging_SL
	Withdrawn

	23.032
	0025
	-
	Rel-18
	Remove Editor s Note on feasiblity of the Relative Velocity with Uncertainty shape
	F
	18.0.0
	S2-158
	S2-2309281
	Qualcomm Incorporated
	Ranging_SL
	Agreed

	23.167
	0373
	-
	Rel-18
	Location validation for the L3 remote UE by the E-CSCF
	F
	18.1.0
	S2-158
	S2-2309050
	Vivo
	5G_ProSe_Ph2
	-

	23.216
	0376
	1
	Rel-17
	Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	F
	17.1.0
	S2-158
	S2-2308423
	Nokia, Nokia Shanghai Bell
	5G_SRVCC, TEI17
	Withdrawn

	23.216
	0377
	-
	Rel-18
	Cancelling AMF location at 5G-SRVCC from NG-RAN to 3GPP UTRAN
	A
	18.0.0
	S2-158
	S2-2308424
	Nokia, Nokia Shanghai Bell
	5G_SRVCC, TEI17
	Withdrawn

	23.228
	1331
	-
	Rel-18
	Update to MF services
	F
	18.2.0
	S2-158
	S2-2308456
	Ericsson
	NG_RTC
	Revised

	23.228
	1331
	1
	Rel-18
	Update to MF services
	F
	18.2.0
	S2-158
	S2-2309637
	Ericsson
	NG_RTC
	Revised

	23.228
	1331
	2
	Rel-18
	Update to MF services
	F
	18.2.0
	S2-158
	S2-2309938
	Ericsson
	NG_RTC
	Agreed

	23.228
	1332
	-
	Rel-18
	Updates to DCSF - HSS interworking
	F
	18.2.0
	S2-158
	S2-2308457
	Ericsson
	NG_RTC
	Revised

	23.228
	1332
	1
	Rel-18
	Updates to DCSF - HSS interworking
	F
	18.2.0
	S2-158
	S2-2309640
	Ericsson
	NG_RTC
	Noted

	23.228
	1333
	-
	Rel-18
	Architecture alignment to replace DCMF with MF
	F
	18.2.0
	S2-158
	S2-2308458
	Ericsson
	NG_RTC
	Revised

	23.228
	1333
	1
	Rel-18
	Architecture alignment to replace DCMF with MF
	F
	18.2.0
	S2-158
	S2-2309642
	Ericsson
	NG_RTC
	Revised

	23.228
	1333
	2
	Rel-18
	Architecture alignment to replace DCMF with MF
	F
	18.2.0
	S2-158
	S2-2309940
	Ericsson
	NG_RTC
	Agreed

	23.228
	1334
	-
	Rel-18
	Clause Number Correction
	F
	18.2.0
	S2-158
	S2-2308459
	Ericsson
	NG_RTC
	-

	23.228
	1335
	-
	Rel-18
	Add Function Description for DCSF in AC.9.2
	B
	18.2.0
	S2-158
	S2-2308797
	ZTE
	NG_RTC
	-

	23.228
	1336
	-
	Rel-18
	Add Function Description in AC.2.2
	B
	18.2.0
	S2-158
	S2-2308798
	ZTE
	NG_RTC
	-

	23.228
	1337
	-
	Rel-18
	Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	F
	18.2.0
	S2-158
	S2-2308799
	ZTE
	NG_RTC
	Revised

	23.228
	1337
	1
	Rel-18
	Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	F
	18.2.0
	S2-158
	S2-2309638
	ZTE
	NG_RTC
	Revised

	23.228
	1337
	2
	Rel-18
	Update on Nimsas_SessionEventControl_Notify Service Operation Parameters
	F
	18.2.0
	S2-158
	S2-2309943
	ZTE
	NG_RTC
	Agreed

	23.228
	1338
	-
	Rel-18
	Modification of Bootstrap Data Channel Setup Signalling Procedure
	F
	18.2.0
	S2-158
	S2-2308800
	ZTE
	NG_RTC
	Agreed

	23.228
	1339
	-
	Rel-18
	Update on IMS Data Channel Service Subscription
	F
	18.2.0
	S2-158
	S2-2308801
	ZTE
	NG_RTC
	-

	23.228
	1340
	-
	Rel-18
	KI#2_ Update AR communicate procedure
	F
	18.2.0
	S2-158
	S2-2309004
	Vivo
	NG_RTC
	-

	23.228
	1341
	-
	Rel-18
	Update of Nimsas_SessionEventControl_Notify for binding information
	F
	18.2.0
	S2-158
	S2-2309069
	Qualcomm Incorporated
	NG_RTC
	Withdrawn

	23.228
	1342
	-
	Rel-18
	Update of Nimsas_SessionEventControl_Notify for binding information
	F
	18.2.0
	S2-158
	S2-2309082
	Qualcomm Incorporated
	NG_RTC
	Agreed

	23.228
	1343
	-
	Rel-18
	23.228 Annex AC Editorial Change on align the MF, DCMF, ARMF term use
	F
	18.2.0
	S2-158
	S2-2309098
	Huawei, HiSilicon
	NG_RTC
	-

	23.228
	1344
	-
	Rel-18
	23.228 Annex AA Editorial Change on IMS AS and MF services
	F
	18.2.0
	S2-158
	S2-2309099
	Huawei, HiSilicon
	NG_RTC
	Merged

	23.228
	1344
	1
	Rel-18
	23.228 Annex AA Editorial Change on IMS AS and MF services
	F
	18.2.0
	S2-158
	S2-2309639
	Huawei, HiSilicon
	NG_RTC
	Withdrawn

	23.228
	1345
	-
	Rel-18
	23.228 Editorial change for the DC procedure
	F
	18.2.0
	S2-158
	S2-2309100
	Huawei, HiSilicon
	NG_RTC
	Merged

	23.228
	1346
	-
	Rel-18
	23.228 Editorial change for AR procedure
	F
	18.2.0
	S2-158
	S2-2309101
	Huawei, HiSilicon
	NG_RTC
	-

	23.228
	1347
	-
	Rel-18
	Update general description of HSS service for data channel
	F
	18.2.0
	S2-158
	S2-2309102
	Huawei, HiSilicon
	NG_RTC
	Revised

	23.228
	1347
	1
	Rel-18
	Update general description of HSS service for data channel
	F
	18.2.0
	S2-158
	S2-2309641
	Huawei, HiSilicon
	NG_RTC
	Revised

	23.228
	1347
	2
	Rel-18
	Update general description of HSS service for data channel
	F
	18.2.0
	S2-158
	S2-2309939
	Huawei, HiSilicon
	NG_RTC
	Agreed

	23.228
	1348
	-
	Rel-18
	Correction of the P2A2P procedure
	F
	18.2.0
	S2-158
	S2-2309127
	NTT DOCOMO
	NG_RTC
	Revised

	23.228
	1348
	1
	Rel-18
	Correction of the P2A2P procedure
	F
	18.2.0
	S2-158
	S2-2309644
	NTT DOCOMO
	NG_RTC
	Withdrawn

	23.228
	1349
	-
	Rel-18
	Editorial correction of the P2A procedure
	F
	18.2.0
	S2-158
	S2-2309128
	NTT DOCOMO
	NG_RTC
	-

	23.228
	1350
	-
	Rel-18
	Local DCMF discovery
	F
	18.2.0
	S2-158
	S2-2309129
	NTT DOCOMO
	NG_RTC
	Noted

	23.228
	1351
	-
	Rel-18
	Clarification of AS in annex AA.1.1
	F
	18.2.0
	S2-158
	S2-2309139
	China Mobile
	NG_RTC
	Noted

	23.228
	1352
	-
	Rel-18
	Removal of EN for MF registration
	F
	18.2.0
	S2-158
	S2-2309140
	China Mobile
	NG_RTC
	Merged

	23.228
	1353
	-
	Rel-18
	Editorial corrections to 23.228
	F
	18.2.0
	S2-158
	S2-2309142
	China Mobile
	NG_RTC
	-

	23.228
	1354
	-
	Rel-18
	Update to data channel setup procedures
	F
	18.2.0
	S2-158
	S2-2309143
	China Mobile
	NG_RTC
	Revised

	23.228
	1354
	1
	Rel-18
	Update to data channel setup procedures
	F
	18.2.0
	S2-158
	S2-2309643
	China Mobile
	NG_RTC
	Agreed

	23.228
	1355
	-
	Rel-18
	Change media type value to DC
	F
	18.2.0
	S2-158
	S2-2309153
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Agreed

	23.228
	1356
	-
	Rel-18
	Remove editor s note in clause AA.1.1
	F
	18.2.0
	S2-158
	S2-2309154
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Agreed

	23.228
	1357
	-
	Rel-18
	DCM selection based on IP address and location
	F
	18.2.0
	S2-158
	S2-2309155
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Revised

	23.228
	1357
	1
	Rel-18
	DCM selection based on IP address and location
	F
	18.2.0
	S2-158
	S2-2309635
	Nokia, Nokia Shanghai Bell
	NG_RTC
	Revised

	23.228
	1357
	2
	Rel-18
	DCM selection based on IP address and location
	F
	18.2.0
	S2-158
	S2-2310011
	Nokia, Nokia Shanghai Bell, China Mobile
	NG_RTC
	Agreed

	23.228
	1358
	-
	Rel-18
	Replace the below the cell level with longitude and latitude level
	F
	18.2.0
	S2-158
	S2-2309288
	ZTE
	eNA_Ph3
	Withdrawn

	23.247
	0200
	1
	Rel-17
	Correction to PCC procedures for location dependent MBS service
	F
	17.7.0
	S2-158
	S2-2308705
	Ericsson
	5MBS
	PostponedRevised

	23.247
	0200
	2
	Rel-17
	Correction to PCC procedures for location dependent MBS service
	F
	17.7.0
	S2-158
	S2-2309560
	Ericsson
	5MBS
	PostponedWithdrawn

	23.247
	0201
	1
	Rel-18
	Correction to PCC procedures for location dependent MBS service
	A
	18.2.0
	S2-158
	S2-2308706
	Ericsson
	5MBS
	PostponedRevised

	23.247
	0201
	2
	Rel-18
	Correction to PCC procedures for location dependent MBS service
	A
	18.2.0
	S2-158
	S2-2309561
	Ericsson
	5MBS
	PostponedWithdrawn

	23.247
	0261
	1
	Rel-17
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	F
	17.7.0
	S2-158
	S2-2308464
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0261
	2
	Rel-17
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	F
	17.7.0
	S2-158
	S2-2309562
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0261
	3
	Rel-17
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	F
	17.7.0
	S2-158
	S2-2309716
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0261
	4
	Rel-17
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	F
	17.7.0
	S2-158
	S2-2309747
	Nokia, Nokia Shanghai-Bell
	5MBS
	Agreed

	23.247
	0262
	2
	Rel-18
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	A
	18.2.0
	S2-158
	S2-2308465
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0262
	3
	Rel-18
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	A
	18.2.0
	S2-158
	S2-2309397
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0262
	4
	Rel-18
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	A
	18.2.0
	S2-158
	S2-2309563
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0262
	5
	Rel-18
	Corrections related to indicating failure of establishing MBS broadcast transmission resources
	A
	18.2.0
	S2-158
	S2-2309748
	Nokia, Nokia Shanghai-Bell
	5MBS
	Agreed

	23.247
	0274
	1
	Rel-18
	Clarification of handling of downlink data at MB-UPF
	F
	18.2.0
	S2-158
	S2-2309275
	Qualcomm Incorporated
	5MBS
	Postponed

	23.247
	0275
	-
	Rel-17
	Handling of unsupported MBS service area
	F
	17.7.0
	S2-158
	S2-2308460
	Nokia, Nokia Shanghai-Bell
	5MBS
	Postponed

	23.247
	0275
	1
	Rel-17
	Handling of unsupported MBS service area
	F
	17.7.0
	S2-158
	S2-2309556
	Nokia, Nokia Shanghai-Bell
	5MBS
	Withdrawn

	23.247
	0276
	-
	Rel-18
	Handling of unsupported MBS service area
	A
	18.2.0
	S2-158
	S2-2308461
	Nokia, Nokia Shanghai-Bell
	5MBS
	Postponed

	23.247
	0276
	1
	Rel-18
	Handling of unsupported MBS service area
	A
	18.2.0
	S2-158
	S2-2309557
	Nokia, Nokia Shanghai-Bell
	5MBS
	Withdrawn

	23.247
	0277
	-
	Rel-18
	Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	F
	18.2.0
	S2-158
	S2-2308463
	Nokia, Nokia Shanghai-Bell
	5MBS
	Revised

	23.247
	0277
	1
	Rel-18
	Avoiding packet loss during multicast MBS delivery due to deactivated MBS sessions
	F
	18.2.0
	S2-158
	S2-2309395
	Nokia, Nokia Shanghai-Bell
	5MBS
	Postponed

	23.247
	0278
	-
	Rel-18
	Providing MBS assistance information to gNB after handover.
	F
	18.2.0
	S2-158
	S2-2308469
	Nokia, Nokia Shanghai-Bell
	5MBS_Ph2
	Postponed

	23.247
	0279
	-
	Rel-18
	Corrections for support of MBS data reception for UEs using power saving functions
	F
	18.2.0
	S2-158
	S2-2308470
	Nokia, Nokia Shanghai-Bell
	5MBS_Ph2
	Revised

	23.247
	0279
	1
	Rel-18
	Corrections for support of MBS data reception for UEs using power saving functions
	F
	18.2.0
	S2-158
	S2-2309603
	Nokia, Nokia Shanghai-Bell
	5MBS_Ph2
	Agreed

	23.247
	0280
	-
	Rel-18
	Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	F
	18.2.0
	S2-158
	S2-2308615
	Huawei, HiSilicon
	5MBS_Ph2
	Revised

	23.247
	0280
	1
	Rel-18
	Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	F
	18.2.0
	S2-158
	S2-2309606
	Huawei, HiSilicon
	5MBS_Ph2
	Revised

	23.247
	0280
	2
	Rel-18
	Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	F
	18.2.0
	S2-158
	S2-2309721
	Huawei, HiSilicon
	5MBS_Ph2
	Revised

	23.247
	0280
	3
	Rel-18
	Group Paging for Multicast MBS session data reception in RRC_INACTIVE state
	F
	18.2.0
	S2-158
	S2-2309756
	Huawei, HiSilicon
	5MBS_Ph2
	Agreed

	23.247
	0281
	-
	Rel-17
	Correction to Local MBS service and Location MBS Service
	F
	17.7.0
	S2-158
	S2-2308701
	Ericsson
	5MBS
	Revised

	23.247
	0281
	1
	Rel-17
	Correction to Local MBS service and Location MBS Service
	F
	17.7.0
	S2-158
	S2-2309558
	Ericsson
	5MBS
	Postponed

	23.247
	0282
	-
	Rel-18
	Correction to Local MBS service and Location MBS Service
	A
	18.2.0
	S2-158
	S2-2308702
	Ericsson
	5MBS
	Postponed

	23.247
	0282
	1
	Rel-18
	Correction to Local MBS service and Location MBS Service
	A
	18.2.0
	S2-158
	S2-2309559
	Ericsson
	5MBS
	Withdrawn

	23.247
	0283
	-
	Rel-17
	Multicast over N6mb not applicable for location dependent MBS session
	F
	17.7.0
	S2-158
	S2-2308707
	Ericsson
	5MBS
	Revised

	23.247
	0283
	1
	Rel-17
	Multicast over N6mb not applicable for location dependent MBS session
	F
	17.7.0
	S2-158
	S2-2309564
	Ericsson
	5MBS
	Revised

	23.247
	0283
	2
	Rel-17
	Multicast over N6mb not applicable for location dependent MBS session
	F
	17.7.0
	S2-158
	S2-2309719
	Ericsson
	5MBS
	Agreed

	23.247
	0284
	-
	Rel-18
	Multicast over N6mb not applicable for location dependent MBS session
	A
	18.2.0
	S2-158
	S2-2308708
	Ericsson
	5MBS
	Revised

	23.247
	0284
	1
	Rel-18
	Multicast over N6mb not applicable for location dependent MBS session
	A
	18.2.0
	S2-158
	S2-2309565
	Ericsson
	5MBS
	Agreed

	23.247
	0285
	-
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	F
	18.2.0
	S2-158
	S2-2308710
	Ericsson
	5MBS_Ph2
	Revised

	23.247
	0285
	1
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Information
	F
	18.2.0
	S2-158
	S2-2309608
	Ericsson
	5MBS_Ph2
	Agreed

	23.247
	0286
	-
	Rel-18
	Convertingthe requiremnt of AF handling service announcement to a NOTE
	F
	18.2.0
	S2-158
	S2-2308711
	Ericsson
	5MBS_Ph2
	Revised

	23.247
	0286
	1
	Rel-18
	Converting the requiremnt of AF handling service announcement to a NOTE
	F
	18.2.0
	S2-158
	S2-2309383
	Ericsson
	5MBS_Ph2
	Revised

	23.247
	0286
	2
	Rel-18
	Converting the requiremnt of AF handling service announcement to a NOTE
	F
	18.2.0
	S2-158
	S2-2309611
	Ericsson
	5MBS_Ph2
	Agreed

	23.247
	0287
	-
	Rel-17
	On the step number correction of 5MBS
	F
	17.7.0
	S2-158
	S2-2308878
	Huawei, HiSilicon
	5MBS
	Revised

	23.247
	0287
	1
	Rel-17
	On the step number correction of 5MBS
	F
	17.7.0
	S2-158
	S2-2309566
	Huawei, HiSilicon
	5MBS
	Revised

	23.247
	0287
	2
	Rel-17
	On the step number correction of 5MBS
	F
	17.7.0
	S2-158
	S2-2309717
	Huawei, HiSilicon
	5MBS
	Agreed

	23.247
	0288
	-
	Rel-18
	On the step number correction of 5MBS
	A
	18.2.0
	S2-158
	S2-2308879
	Huawei, HiSilicon
	5MBS
	Revised

	23.247
	0288
	1
	Rel-18
	On the step number correction of 5MBS
	A
	18.2.0
	S2-158
	S2-2309567
	Huawei, HiSilicon
	5MBS
	Revised

	23.247
	0288
	2
	Rel-18
	On the step number correction of 5MBS
	A
	18.2.0
	S2-158
	S2-2309718
	Huawei, HiSilicon
	5MBS
	Agreed

	23.247
	0289
	-
	Rel-17
	On the update of MBS service area and MB-SMF in 23.247
	F
	17.7.0
	S2-158
	S2-2308880
	Huawei, HiSilicon
	5MBS
	-

	23.247
	0290
	-
	Rel-18
	On the update of MBS service area and MB-SMF in 23.247
	A
	18.2.0
	S2-158
	S2-2308881
	Huawei, HiSilicon
	5MBS
	-

	23.247
	0291
	-
	Rel-17
	Correcting the figure and term
	F
	17.7.0
	S2-158
	S2-2308931
	ZTE
	5MBS
	Agreed

	23.247
	0292
	-
	Rel-18
	Correcting the figure and term
	A
	18.2.0
	S2-158
	S2-2308932
	ZTE
	5MBS
	Agreed

	23.247
	0293
	-
	Rel-17
	Clarification on the MBS Security function
	F
	17.7.0
	S2-158
	S2-2308933
	ZTE
	5MBS
	Revised

	23.247
	0293
	1
	Rel-17
	Clarification on the MBS Security function
	F
	17.7.0
	S2-158
	S2-2309568
	ZTE
	5MBS
	Noted

	23.247
	0294
	-
	Rel-18
	Clarification on the MBS Security function
	A
	18.2.0
	S2-158
	S2-2308934
	ZTE
	5MBS
	Revised

	23.247
	0294
	1
	Rel-18
	Clarification on the MBS Security function
	A
	18.2.0
	S2-158
	S2-2309569
	ZTE
	5MBS
	Withdrawn

	23.247
	0295
	-
	Rel-17
	Clarification on MBS service area update failure
	F
	17.7.0
	S2-158
	S2-2308936
	ZTE
	5MBS
	-

	23.247
	0296
	-
	Rel-18
	Clarification on MBS service area update failure
	A
	18.2.0
	S2-158
	S2-2308937
	ZTE
	5MBS
	-

	23.247
	0297
	-
	Rel-18
	Resolving the EN on the RRC inactive assitant information
	F
	18.2.0
	S2-158
	S2-2308938
	ZTE
	5MBS_Ph2
	Revised

	23.247
	0297
	1
	Rel-18
	Resolving the EN on the RRC inactive assitant information
	F
	18.2.0
	S2-158
	S2-2309609
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0298
	-
	Rel-18
	Clarifcation on the RAN notifying the UE receiving the multicast MBS data in the RRC Inactive during group paging.
	F
	18.2.0
	S2-158
	S2-2308939
	ZTE
	5MBS_Ph2
	Merged

	23.247
	0299
	-
	Rel-18
	Resolving the EN on whether MBS assistance information is transferred in Xn.
	F
	18.2.0
	S2-158
	S2-2308940
	ZTE
	5MBS_Ph2
	Postponed

	23.247
	0300
	-
	Rel-18
	RRC INACTIVE UE Mobility within the same RNA
	F
	18.2.0
	S2-158
	S2-2308941
	ZTE
	5MBS_Ph2
	Revised

	23.247
	0300
	1
	Rel-18
	RRC INACTIVE UE Mobility within the same RNA
	F
	18.2.0
	S2-158
	S2-2309605
	ZTE
	5MBS_Ph2
	Revised

	23.247
	0300
	2
	Rel-18
	RRC INACTIVE UE Mobility within the same RNA
	F
	18.2.0
	S2-158
	S2-2309720
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0301
	-
	Rel-18
	Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	F
	18.2.0
	S2-158
	S2-2308942
	ZTE
	5MBS_Ph2
	Revised

	23.247
	0301
	1
	Rel-18
	Clarification on the Resource sharing across broadcast MBS Sessions in MOCN
	F
	18.2.0
	S2-158
	S2-2309610
	ZTE
	5MBS_Ph2
	Agreed

	23.247
	0302
	-
	Rel-18
	Proposal on the MBSBroadcast_ContextStatusNotify service operation
	F
	18.2.0
	S2-158
	S2-2308943
	ZTE
	5MBS_Ph2
	Noted

	23.247
	0303
	-
	Rel-18
	Editorial corrections
	D
	18.2.0
	S2-158
	S2-2309167
	CATT
	5MBS_Ph2
	Revised

	23.247
	0303
	1
	Rel-18
	Editorial corrections
	D
	18.2.0
	S2-158
	S2-2309604
	CATT
	5MBS_Ph2
	Agreed

	23.247
	0304
	-
	Rel-18
	Resolve EN on notifying the UE in RRC_INACTIVE state during MBS session activation
	F
	18.2.0
	S2-158
	S2-2309168
	CATT
	5MBS_Ph2
	Merged

	23.247
	0305
	-
	Rel-18
	Remove EN related to GSMA feedback related to Data and analytics exchange between HPLMN and VPLMN
	F
	18.2.0
	S2-158
	S2-2309398
	Nokia, Nokia Shanghai-Bell
	eNA_Ph3
	Merged

	23.247
	0306
	-
	Rel-18
	Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	F
	18.2.0
	S2-158
	S2-2309401
	Nokia, Nokia Shanghai-Bell
	eNA_Ph3
	Revised

	23.247
	0306
	1
	Rel-18
	Remove EN related to parmeters of Nnwdaf_RoamingData_Subscribe service operation
	F
	18.2.0
	S2-158
	S2-2309585
	Nokia, Nokia Shanghai-Bell
	eNA_Ph3
	PostponedAgreed

	23.256
	0104
	-
	Rel-17
	Correction and Alignment on UUAA Invocation determinations at SMF
	F
	17.6.0
	S2-158
	S2-2308530
	Lenovo
	ID_UAS
	Noted

	23.256
	0105
	-
	Rel-18
	Correction and Alignment on UUAA Invocation determinations at SMF
	A
	18.1.0
	S2-158
	S2-2308531
	Lenovo
	ID_UAS
	-

	23.256
	0106
	-
	Rel-17
	Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	F
	17.6.0
	S2-158
	S2-2308748
	Ericsson, AT&T, Verizon
	5G_eLCS_Ph2, ID_UAS
	-

	23.256
	0107
	-
	Rel-18
	Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	A
	18.1.0
	S2-158
	S2-2308749
	Ericsson, AT&T, Verizon
	5G_eLCS_Ph2, ID_UAS
	Revised

	23.256
	0107
	1
	Rel-18
	Indication of Network Assisted Positioning method combined with UE-based positioning method for UAV positioning
	A
	18.1.0
	S2-158
	S2-2309379
	Ericsson, AT&T, Verizon
	5G_eLCS_Ph2, ID_UAS
	-

	23.273
	0399
	-
	Rel-18
	Removing the PRU positioning capabilities
	F
	18.2.0
	S2-158
	S2-2308521
	Inspur
	5G_eLCS_Ph3
	Noted

	23.273
	0400
	-
	Rel-18
	Update regulatory location service procedure with UE unaware indication
	F
	18.2.0
	S2-158
	S2-2308524
	Inspur
	5G_eLCS_Ph3
	Noted

	23.273
	0401
	-
	Rel-18
	Updates to Procedures of SL-MO-LR involving LMF
	F
	18.2.0
	S2-158
	S2-2308626
	Xiaomi
	Ranging_SL
	-

	23.273
	0402
	-
	Rel-18
	Fix Modification of User Plane Connection between UE and LMF
	F
	18.2.0
	S2-158
	S2-2308739
	Ericsson, Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0402
	1
	Rel-18
	Fix Modification of User Plane Connection between UE and LMF
	F
	18.2.0
	S2-158
	S2-2309617
	Ericsson, Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0403
	-
	Rel-18
	Fix Missing Interface between LMF and GMLC
	F
	18.2.0
	S2-158
	S2-2308740
	Ericsson
	5G_eLCS_Ph3
	Revised

	23.273
	0403
	1
	Rel-18
	Fix Missing Interface between LMF and GMLC
	F
	18.2.0
	S2-158
	S2-2309616
	Ericsson
	5G_eLCS_Ph3
	Agreed

	23.273
	0404
	-
	Rel-17
	Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	F
	17.8.0
	S2-158
	S2-2308746
	Ericsson, AT&T, Verizon
	5G_eLCS_ph2, ID_UAS
	-

	23.273
	0405
	-
	Rel-18
	Support for reliable location information as a combined report of a UE-provided precise location information and a network verified NG-RAN-based location information
	A
	18.2.0
	S2-158
	S2-2308747
	Ericsson, AT&T, Verizon
	5G_eLCS_ph2, ID_UAS
	-

	23.273
	0406
	-
	Rel-18
	Clarification on the UE user plane Positioning capability
	F
	18.2.0
	S2-158
	S2-2308948
	ZTE
	5G_eLCS_Ph3
	Revised

	23.273
	0406
	1
	Rel-18
	Clarification on the UE user plane Positioning capability
	F
	18.2.0
	S2-158
	S2-2309618
	ZTE
	5G_eLCS_Ph3
	Revised

	23.273
	0406
	2
	Rel-18
	Clarification on the UE user plane Positioning capability
	F
	18.2.0
	S2-158
	S2-2309927
	ZTE
	5G_eLCS_Ph3
	Agreed

	23.273
	0407
	-
	Rel-18
	Clarification on the Nlmf_location_UP service operation
	F
	18.2.0
	S2-158
	S2-2308949
	ZTE
	5G_eLCS_Ph3
	Revised

	23.273
	0407
	1
	Rel-18
	Clarification on the Nlmf_location_UP service operation
	F
	18.2.0
	S2-158
	S2-2309620
	ZTE
	5G_eLCS_Ph3
	Revised

	23.273
	0407
	2
	Rel-18
	Clarification on the Nlmf_location_UP service operation
	F
	18.2.0
	S2-158
	S2-2309929
	ZTE
	5G_eLCS_Ph3
	Agreed

	23.273
	0408
	-
	Rel-18
	Clarification on NWDAF-assisted LCS services section
	F
	18.2.0
	S2-158
	S2-2308966
	Vivo
	5G_eLCS_Ph3
	Revised

	23.273
	0408
	1
	Rel-18
	Clarification on NWDAF-assisted LCS services section
	F
	18.2.0
	S2-158
	S2-2309628
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0409
	-
	Rel-18
	Clarification on the reporting indication
	F
	18.2.0
	S2-158
	S2-2308967
	Vivo
	5G_eLCS_Ph3
	-

	23.273
	0410
	-
	Rel-18
	Updates on functionalities on supporting multiple location reports
	F
	18.2.0
	S2-158
	S2-2308968
	Vivo
	5G_eLCS_Ph3
	Revised

	23.273
	0410
	1
	Rel-18
	Updates on functionalities on supporting multiple location reports
	F
	18.2.0
	S2-158
	S2-2309456
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0411
	-
	Rel-18
	Indoor or outdoor indication addition on GMLC services.
	F
	18.2.0
	S2-158
	S2-2308969
	Vivo
	5G_eLCS_Ph3
	Agreed

	23.273
	0412
	-
	Rel-18
	Signaling optimization alignment for UE available location event
	F
	18.2.0
	S2-158
	S2-2308982
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0412
	1
	Rel-18
	Signaling optimization alignment for UE available location event
	F
	18.2.0
	S2-158
	S2-2309625
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0412
	2
	Rel-18
	Signaling optimization alignment for UE available location event
	F
	18.2.0
	S2-158
	S2-2309935
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0413
	-
	Rel-18
	Add a reference point between LMF and GMLC
	F
	18.2.0
	S2-158
	S2-2308983
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Merged

	23.273
	0414
	-
	Rel-18
	QoS flow identifier selection clarification for user plane positioning between UE and LMF
	F
	18.2.0
	S2-158
	S2-2308984
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0414
	1
	Rel-18
	QoS flow identifier selection clarification for user plane positioning between UE and LMF
	F
	18.2.0
	S2-158
	S2-2309621
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0414
	2
	Rel-18
	QoS flow identifier selection clarification for user plane positioning between UE and LMF
	F
	18.2.0
	S2-158
	S2-2309930
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0415
	-
	Rel-18
	UE user plane positioning capability and URSP provision clarification
	F
	18.2.0
	S2-158
	S2-2308985
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0415
	1
	Rel-18
	UE user plane positioning capability and URSP provision clarification
	F
	18.2.0
	S2-158
	S2-2309619
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0415
	2
	Rel-18
	UE user plane positioning capability and URSP provision clarification
	F
	18.2.0
	S2-158
	S2-2309928
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0416
	-
	Rel-18
	SL-MO-LR for Ranging and Sidelink Positioning corrections
	F
	18.2.0
	S2-158
	S2-2308992
	Sony
	Ranging_SL
	-

	23.273
	0417
	-
	Rel-18
	Ranging and Sidelink Positioning feature corrections
	F
	18.2.0
	S2-158
	S2-2308995
	Sony
	Ranging_SL
	-

	23.273
	0418
	-
	Rel-18
	SL-MT-LR for periodic, triggered Location Events corrections
	F
	18.2.0
	S2-158
	S2-2308997
	Sony
	Ranging_SL
	-

	23.273
	0419
	-
	Rel-18
	SL-MT-LR for Ranging and Sidelink Positioning corrections
	F
	18.2.0
	S2-158
	S2-2308999
	Sony
	Ranging_SL
	-

	23.273
	0420
	-
	Rel-18
	Update on Procedures of SL-MO-LR involving LMF
	F
	18.2.0
	S2-158
	S2-2309038
	Huawei, HiSilicon
	Ranging_SL
	-

	23.273
	0421
	-
	Rel-18
	Update on 5GC-MT-LR Procedure using SL positioning
	F
	18.2.0
	S2-158
	S2-2309039
	Huawei, HiSilicon
	Ranging_SL
	-

	23.273
	0422
	-
	Rel-18
	Update on GMLC services for supporting ranging
	F
	18.2.0
	S2-158
	S2-2309043
	Huawei, HiSilicon
	Ranging_SL
	-

	23.273
	0423
	-
	Rel-18
	Updates to MO and MT LR for SL positioning
	F
	18.2.0
	S2-158
	S2-2309056
	Vivo
	Ranging_SL
	-

	23.273
	0424
	-
	Rel-18
	Correction on PRU discovery
	F
	18.2.0
	S2-158
	S2-2309191
	OPPO
	5G_eLCS_Ph3
	Revised

	23.273
	0424
	1
	Rel-18
	Correction on PRU discovery
	F
	18.2.0
	S2-158
	S2-2309627
	OPPO
	5G_eLCS_Ph3
	Agreed

	23.273
	0425
	-
	Rel-18
	Resolve the EN on user plane information transfer
	F
	18.2.0
	S2-158
	S2-2309192
	OPPO
	5G_eLCS_Ph3
	Merged

	23.273
	0426
	-
	Rel-18
	Cleanup about the usage of GPSI
	F
	18.2.0
	S2-158
	S2-2309194
	OPPO
	Ranging_SL
	Revised

	23.273
	0426
	1
	Rel-18
	Cleanup about the usage of GPSI
	F
	18.2.0
	S2-158
	S2-2309489
	OPPO
	Ranging_SL
	Revised

	23.273
	0426
	2
	Rel-18
	Cleanup about the usage of GPSI
	F
	18.2.0
	S2-158
	S2-2309832
	OPPO
	Ranging_SL
	Agreed

	23.273
	0427
	-
	Rel-18
	Corrections to the figures in clause 6.20.3 and 6.20.4
	F
	18.2.0
	S2-158
	S2-2309195
	OPPO
	Ranging_SL
	-

	23.273
	0428
	-
	Rel-18
	Updates about the discovery and selection of Located UE
	F
	18.2.0
	S2-158
	S2-2309196
	OPPO
	Ranging_SL
	-

	23.273
	0429
	-
	Rel-18
	Modification of the Location Services involving Mobile Base Station Relay
	F
	18.2.0
	S2-158
	S2-2309254
	Xiaomi
	VMR
	-

	23.273
	0430
	-
	Rel-18
	Clarification on user plane positioning connection establishment
	F
	18.2.0
	S2-158
	S2-2309259
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0430
	1
	Rel-18
	Clarification on user plane positioning connection establishment
	F
	18.2.0
	S2-158
	S2-2309624
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0430
	2
	Rel-18
	Clarification on user plane positioning connection establishment
	F
	18.2.0
	S2-158
	S2-2309933
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0430
	3
	Rel-18
	Clarification on user plane positioning connection establishment
	F
	18.2.0
	S2-158
	S2-2309937
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0431
	-
	Rel-18
	Clarification on determination to use UP positioning
	F
	18.2.0
	S2-158
	S2-2309260
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0432
	-
	Rel-17
	Clarification on RAT independent positioning integrity
	F
	17.8.0
	S2-158
	S2-2309261
	Huawei, HiSilicon
	5G_eLCS_ph2
	Noted

	23.273
	0433
	-
	Rel-18
	Clarification on RAT independent positioning integrity
	A
	18.2.0
	S2-158
	S2-2309262
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0433
	1
	Rel-18
	Clarification on RAT independent positioning integrity
	A
	18.2.0
	S2-158
	S2-2309528
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Postponed

	23.273
	0434
	-
	Rel-18
	Solution update for ranging result in local coordinate
	F
	18.2.0
	S2-158
	S2-2309263
	Huawei
	Ranging_SL
	-

	23.273
	0435
	-
	Rel-18
	Solution update for ranging procedure
	F
	18.2.0
	S2-158
	S2-2309264
	Huawei, HiSilicon
	Ranging_SL
	-

	23.273
	0436
	-
	Rel-18
	Further clarification on PRU on/off states
	F
	18.2.0
	S2-158
	S2-2309265
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0436
	1
	Rel-18
	Further clarification on PRU on/off states
	F
	18.2.0
	S2-158
	S2-2309626
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0436
	2
	Rel-18
	Further clarification on PRU on/off states
	F
	18.2.0
	S2-158
	S2-2309936
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Revised

	23.273
	0436
	3
	Rel-18
	Further clarification on PRU on/off states
	F
	18.2.0
	S2-158
	S2-2309945
	Huawei, HiSilicon
	5G_eLCS_Ph3
	Agreed

	23.273
	0437
	-
	Rel-18
	Update on SL-MO-LR
	F
	18.2.0
	S2-158
	S2-2309312
	InterDigital Communications
	Ranging_SL
	-

	23.273
	0438
	-
	Rel-18
	QoS handling for supplementary services messages and LPP messages over UP
	F
	18.2.0
	S2-158
	S2-2309313
	Xiaomi
	5G_eLCS_Ph3
	Merged

	23.273
	0439
	-
	Rel-18
	UE IP Address addition to AMF services
	F
	18.2.0
	S2-158
	S2-2309366
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Withdrawn

	23.273
	0440
	-
	Rel-18
	UE IP Address addition to GMLC and LMF sevices.
	F
	18.2.0
	S2-158
	S2-2309367
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Revised

	23.273
	0440
	1
	Rel-18
	UE IP Address addition to GMLC and LMF sevices.
	F
	18.2.0
	S2-158
	S2-2309622
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Revised

	23.273
	0440
	2
	Rel-18
	UE IP Address addition to GMLC and LMF sevices.
	F
	18.2.0
	S2-158
	S2-2309931
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Postponed

	23.273
	0441
	-
	Rel-18
	LMF assistance to avoid unnecessary request in SL-MO-LR and 5GC-MO-LR with SL
	F
	18.2.0
	S2-158
	S2-2309369
	Nokia, Nokia Shanghai Bell
	Ranging_SL
	-

	23.273
	0442
	-
	Rel-18
	SL-MO-LR procedure updates
	F
	18.2.0
	S2-158
	S2-2309399
	Philips International B.V.
	Ranging_SL
	-

	23.287
	0190
	-
	Rel-18
	Editorial fixes related to MBS for V2X
	D
	18.0.0
	S2-158
	S2-2308504
	LG Electronics
	TEI18_MBS4V2X
	Agreed

	23.288
	0825
	1
	Rel-18
	Correction on input data collection of QoS sustainability
	F
	18.2.0
	S2-158
	S2-2308965
	Vivo
	eNA_Ph3
	Postponed

	23.288
	0851
	-
	Rel-18
	Updates to AI/ML functionality descriptions related to analytics
	F
	18.2.0
	S2-158
	S2-2308389
	OPPO, NTT DOCOMO, LG Electronics, ETRI, CATT
	AIMLsys
	-

	23.288
	0852
	-
	Rel-18
	Clarification on enhanced OSE analytics
	F
	18.2.0
	S2-158
	S2-2308392
	LG Electronics
	eNA_Ph3
	Agreed

	23.288
	0853
	-
	Rel-18
	Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	F
	18.2.0
	S2-158
	S2-2308393
	NTT DOCOMO
	eNA_Ph3
	Revised

	23.288
	0853
	1
	Rel-18
	Unifying NWDAF roaming exchange terminology and removing EN of the roaming architecture
	F
	18.2.0
	S2-158
	S2-2309582
	NTT DOCOMO
	eNA_Ph3
	Agreed

	23.288
	0854
	-
	Rel-18
	Resolving issues in ADRF ML Model Storage services
	F
	18.2.0
	S2-158
	S2-2308394
	NTT DOCOMO
	eNA_Ph3
	Revised

	23.288
	0854
	1
	Rel-18
	Resolving issues in ADRF ML Model Storage services
	F
	18.2.0
	S2-158
	S2-2309588
	NTT DOCOMO
	eNA_Ph3
	Agreed

	23.288
	0855
	-
	Rel-18
	Clarification of federated learning procedure
	F
	18.2.0
	S2-158
	S2-2308395
	NTT DOCOMO
	eNA_Ph3
	-

	23.288
	0856
	-
	Rel-18
	Removing Editor s Note of the Output of the Network Performance Analytics
	F
	18.2.0
	S2-158
	S2-2308396
	NTT DOCOMO
	AIMLsys
	-

	23.288
	0857
	-
	Rel-18
	Number of Inferences in Nnwdaf_MLModelMonitor_Notify service operation
	F
	18.2.0
	S2-158
	S2-2308397
	NTT DOCOMO, Vivo
	eNA_Ph3
	Agreed

	23.288
	0858
	-
	Rel-18
	Correction of the procedure for PDU Session traffic analytics
	F
	18.2.0
	S2-158
	S2-2308403
	KDDI
	eUEPO
	-

	23.288
	0859
	-
	Rel-18
	List of allowed NFs in ADRF service to store ML models
	F
	18.2.0
	S2-158
	S2-2308409
	Ericsson
	eNA_Ph3
	Postponed

	23.288
	0860
	-
	Rel-18
	Update to Nnwdaf_MLModelTraining Service
	F
	18.2.0
	S2-158
	S2-2308410
	Ericsson
	eNA_Ph3
	-

	23.288
	0861
	-
	Rel-18
	Update to Procedures of Federated Learning
	F
	18.2.0
	S2-158
	S2-2308411
	Ericsson
	eNA_Ph3
	-

	23.288
	0862
	-
	Rel-18
	Corrections to Analytics Subset
	F
	18.2.0
	S2-158
	S2-2308413
	Ericsson
	eNA_Ph3
	Revised

	23.288
	0862
	1
	Rel-18
	Corrections to Analytics Subset
	F
	18.2.0
	S2-158
	S2-2309570
	Ericsson
	eNA_Ph3
	Agreed

	23.288
	0863
	-
	Rel-18
	Clarification on Federated Learning among Multiple NWDAFs procedure
	F
	18.2.0
	S2-158
	S2-2308436
	China Mobile
	eNA_Ph3
	-

	23.288
	0864
	-
	Rel-18
	Correction on the FL consumer
	F
	18.2.0
	S2-158
	S2-2308437
	China Mobile
	eNA_Ph3
	-

	23.288
	0865
	-
	Rel-18
	Resolving EN on analytics and data exchange in roaming scenario
	F
	18.2.0
	S2-158
	S2-2308438
	China Mobile
	eNA_Ph3
	Revised

	23.288
	0865
	1
	Rel-18
	Resolving EN on analytics and data exchange in roaming scenario
	F
	18.2.0
	S2-158
	S2-2309583
	China Mobile
	eNA_Ph3
	Revised

	23.288
	0865
	2
	Rel-18
	Resolving EN on analytics and data exchange in roaming scenario
	F
	18.2.0
	S2-158
	S2-2309734
	China Mobile
	eNA_Ph3
	Agreed

	23.288
	0866
	-
	Rel-18
	Correction of the procedure for movement behaviour analytics
	F
	18.2.0
	S2-158
	S2-2308442
	KDDI
	eNA_Ph3
	-

	23.288
	0867
	-
	Rel-18
	PFD determination Analytics Confidence level
	F
	18.2.0
	S2-158
	S2-2308493
	Ericsson
	eNA_Ph3
	Noted

	23.288
	0868
	-
	Rel-18
	Clarifications on determining accuracy of analytics
	F
	18.2.0
	S2-158
	S2-2308525
	Lenovo
	eNA_Ph3
	Revised

	23.288
	0868
	1
	Rel-18
	Clarifications on determining accuracy of analytics
	F
	18.2.0
	S2-158
	S2-2309571
	Lenovo
	eNA_Ph3
	Agreed

	23.288
	0869
	-
	Rel-18
	Alignment on terminology on obtaining location data from LCS
	F
	18.2.0
	S2-158
	S2-2308526
	Lenovo
	eNA_Ph3
	-

	23.288
	0870
	-
	Rel-18
	Clarifications on obtaining analytics information from MDAF
	F
	18.2.0
	S2-158
	S2-2308527
	Lenovo
	eNA_Ph3
	-

	23.288
	0871
	-
	Rel-18
	Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	F
	18.2.0
	S2-158
	S2-2308534
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.288
	0871
	1
	Rel-18
	Analytics Transfer Impact in ML Model Accuracy Consumption by NWDAF containing MTLF
	F
	18.2.0
	S2-158
	S2-2309572
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0872
	-
	Rel-18
	Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2308535
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.288
	0872
	1
	Rel-18
	Update the DataSetTag in procedure of MTLF-based ML Model Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2309573
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0873
	-
	Rel-18
	Miscellaneous corrections on application AI/ML-related analytics
	F
	18.2.0
	S2-158
	S2-2308686
	Samsung
	AIMLsys
	Withdrawn

	23.288
	0874
	-
	Rel-18
	Update to procedure for Rating untrusted AF data sources
	F
	18.2.0
	S2-158
	S2-2308755
	Intel
	eNA_Ph3
	Agreed

	23.288
	0875
	-
	Rel-18
	Correction to include extended maximum response time
	F
	18.2.0
	S2-158
	S2-2308756
	Intel
	eNA_Ph3
	-

	23.288
	0876
	-
	Rel-18
	Correction to ML Model Accuracy information support
	F
	18.2.0
	S2-158
	S2-2308757
	Intel
	eNA_Ph3
	Agreed

	23.288
	0876
	1
	Rel-18
	Correction to ML Model Accuracy information support
	F
	18.2.0
	S2-158
	S2-2309574
	Intel
	eNA_Ph3
	Withdrawn

	23.288
	0877
	-
	Rel-18
	Correction to MLModelManagement_Delete service operation
	F
	18.2.0
	S2-158
	S2-2308758
	Intel
	eNA_Ph3
	Agreed

	23.288
	0877
	1
	Rel-18
	Correction to MLModelManagement_Delete service operation
	F
	18.2.0
	S2-158
	S2-2309589
	Intel
	eNA_Ph3
	Withdrawn

	23.288
	0878
	-
	Rel-18
	Clarification for roaming exchange capability
	F
	18.2.0
	S2-158
	S2-2308807
	Vivo
	eNA_Ph3
	Revised

	23.288
	0878
	1
	Rel-18
	Clarification for roaming exchange capability
	F
	18.2.0
	S2-158
	S2-2309584
	Vivo
	eNA_Ph3
	Revised

	23.288
	0878
	2
	Rel-18
	Clarification for roaming exchange capability
	F
	18.2.0
	S2-158
	S2-2309735
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0879
	-
	Rel-18
	Modification for ADRF ML Model storage and retrieval
	F
	18.2.0
	S2-158
	S2-2308808
	Vivo
	eNA_Ph3
	Revised

	23.288
	0879
	1
	Rel-18
	Modification for ADRF ML Model storage and retrieval
	F
	18.2.0
	S2-158
	S2-2309590
	Vivo
	eNA_Ph3
	Revised

	23.288
	0879
	2
	Rel-18
	Modification for ADRF ML Model storage and retrieval
	F
	18.2.0
	S2-158
	S2-2309737
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0880
	-
	Rel-18
	Refinement for ML Model information for KI#4
	F
	18.2.0
	S2-158
	S2-2308809
	Vivo
	eNA_Ph3
	Revised

	23.288
	0880
	1
	Rel-18
	Refinement for ML Model information for KI#4
	F
	18.2.0
	S2-158
	S2-2309591
	Vivo
	eNA_Ph3
	Revised

	23.288
	0880
	2
	Rel-18
	Refinement for ML Model information for KI#4
	F
	18.2.0
	S2-158
	S2-2309738
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0881
	-
	Rel-18
	Modification to Federated Learning feature description and call flow
	F
	18.2.0
	S2-158
	S2-2308810
	Vivo
	eNA_Ph3
	-

	23.288
	0882
	-
	Rel-18
	Updates for ML Model provisioning related procedures and services
	F
	18.2.0
	S2-158
	S2-2308811
	Vivo
	eNA_Ph3
	-

	23.288
	0883
	-
	Rel-18
	Updates for ML Model training related procedures and services
	F
	18.2.0
	S2-158
	S2-2308812
	Vivo
	eNA_Ph3
	-

	23.288
	0884
	-
	Rel-18
	Correction on MLModelInfo service
	F
	18.2.0
	S2-158
	S2-2308825
	Vivo
	eNA_Ph3
	Noted

	23.288
	0885
	-
	Rel-18
	Corrections on AnLF-assisted MTLF monitoring procedure
	F
	18.2.0
	S2-158
	S2-2308826
	Vivo
	eNA_Ph3
	Revised

	23.288
	0885
	1
	Rel-18
	Corrections on AnLF-assisted MTLF monitoring procedure
	F
	18.2.0
	S2-158
	S2-2309575
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0886
	-
	Rel-18
	Corrections on MTLF based ML Model Monitoring
	F
	18.2.0
	S2-158
	S2-2308827
	Vivo
	eNA_Ph3
	Agreed

	23.288
	0887
	-
	Rel-18
	Alignment of parameters for Federated Learning operation
	F
	18.2.0
	S2-158
	S2-2308876
	LG Electronics
	eNA_Ph3
	-

	23.288
	0888
	-
	Rel-18
	Remove the EN regarding Network Performance analytics
	F
	18.2.0
	S2-158
	S2-2308893
	Huawei, HiSilicon
	AIMLsys
	-

	23.288
	0889
	-
	Rel-18
	Clarification on the analytics exposure in roaming case
	F
	18.2.0
	S2-158
	S2-2308897
	Huawei, HiSilicon
	eNA_Ph3
	Noted

	23.288
	0890
	-
	Rel-18
	Remove the EN in roaming architecture
	F
	18.2.0
	S2-158
	S2-2308898
	Huawei, HiSilicon
	eNA_Ph3
	Merged

	23.288
	0891
	-
	Rel-18
	Clarification on registration and discovery procedure for FL
	F
	18.2.0
	S2-158
	S2-2308900
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.288
	0892
	-
	Rel-18
	Clarificaiton on the ML model metric for FL
	F
	18.2.0
	S2-158
	S2-2308901
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.288
	0893
	-
	Rel-18
	Update data collected by NWDAF for location Accuracy Analytics
	F
	18.2.0
	S2-158
	S2-2308902
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.288
	0894
	-
	Rel-18
	Update the description about Data collection profile registration
	F
	18.2.0
	S2-158
	S2-2308903
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.288
	0894
	1
	Rel-18
	Update the description about Data collection profile registration
	F
	18.2.0
	S2-158
	S2-2309739
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0895
	-
	Rel-18
	Update the general description of ADRF
	F
	18.2.0
	S2-158
	S2-2308904
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0896
	-
	Rel-18
	Update the description of QoS Sustainability analytics
	F
	18.2.0
	S2-158
	S2-2308905
	Huawei, HiSilicon
	eNA_Ph3
	Postponed

	23.288
	0897
	-
	Rel-18
	Add the velocity estimation to the input data for relative proximity analytics
	F
	18.2.0
	S2-158
	S2-2308906
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.288
	0898
	-
	Rel-18
	Remove EN in Network Performance analytics
	F
	18.2.0
	S2-158
	S2-2308907
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0899
	-
	Rel-18
	Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2308908
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.288
	0899
	1
	Rel-18
	Editorial changes of the parameter used for AnLF Analytics Accuracy Monitoring
	F
	18.2.0
	S2-158
	S2-2309576
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.288
	0900
	-
	Rel-18
	Support NAT for UE data collection procedure
	F
	18.2.0
	S2-158
	S2-2308960
	Qualcomm Incorporated
	eNA_Ph3
	-

	23.288
	0901
	-
	Rel-18
	Movement behavior analytics updates
	F
	18.2.0
	S2-158
	S2-2308963
	Vivo
	eNA_Ph3
	-

	23.288
	0902
	-
	Rel-18
	Terminology alignments regarding location granularity
	F
	18.2.0
	S2-158
	S2-2308964
	Vivo
	eNA_Ph3
	-

	23.288
	0903
	-
	Rel-18
	Update the consumer of ML Model Provisioning services
	F
	18.2.0
	S2-158
	S2-2308974
	Qualcomm Incorporated
	eNA_Ph3
	-

	23.288
	0904
	-
	Rel-18
	Correction on status report of FL Training
	F
	18.2.0
	S2-158
	S2-2309066
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.288
	0905
	-
	Rel-18
	Clarification on ML Model interoperability
	F
	18.2.0
	S2-158
	S2-2309160
	CATT
	eNA_Ph3
	Revised

	23.288
	0905
	1
	Rel-18
	Clarification on ML Model interoperability
	F
	18.2.0
	S2-158
	S2-2309594
	CATT
	eNA_Ph3
	Agreed

	23.288
	0906
	-
	Rel-18
	Clarification on Federated Learning between NWDAFs
	F
	18.2.0
	S2-158
	S2-2309161
	CATT
	eNA_Ph3
	-

	23.288
	0907
	-
	Rel-18
	Corrections to data and analytics exchange in roaming scenarios
	F
	18.2.0
	S2-158
	S2-2309163
	CATT
	eNA_Ph3
	Merged

	23.288
	0908
	-
	Rel-18
	Terminology alignment for finer location information
	F
	18.2.0
	S2-158
	S2-2309164
	CATT
	eNA_Ph3
	-

	23.288
	0909
	-
	Rel-18
	Clarification on multiple ML Models provisioning
	F
	18.2.0
	S2-158
	S2-2309170
	CATT
	eNA_Ph3
	Revised

	23.288
	0909
	1
	Rel-18
	Clarification on multiple ML Models provisioning
	F
	18.2.0
	S2-158
	S2-2309577
	CATT
	eNA_Ph3
	Revised

	23.288
	0909
	2
	Rel-18
	Clarification on multiple ML Models provisioning
	F
	18.2.0
	S2-158
	S2-2309730
	CATT
	eNA_Ph3
	Agreed

	23.288
	0910
	-
	Rel-18
	Parameters for PFD Determination
	F
	18.2.0
	S2-158
	S2-2309320
	Samsung
	eNA_Ph3
	Postponed

	23.288
	0910
	1
	Rel-18
	Parameters for PFD Determination
	F
	18.2.0
	S2-158
	S2-2309581
	Samsung
	eNA_Ph3
	Withdrawn

	23.288
	0911
	-
	Rel-18
	Replace the below the cell level with longitude and latitude level
	F
	18.2.0
	S2-158
	S2-2309332
	ZTE
	eNA_Ph3
	-

	23.288
	0912
	-
	Rel-18
	Miscellaneous corrections on application AI/ML-related analytics
	F
	18.2.0
	S2-158
	S2-2309359
	Samsung
	AIMLsys
	-

	23.304
	0306
	-
	Rel-18
	ProSe Authorization info for Layer-2 U2U Relay operation
	F
	18.2.0
	S2-158
	S2-2308502
	LG Electronics
	5G_ProSe_Ph2
	Revised

	23.304
	0306
	1
	Rel-18
	ProSe Authorization info for Layer-2 U2U Relay operation
	F
	18.2.0
	S2-158
	S2-2309474
	LG Electronics
	5G_ProSe_Ph2
	Agreed

	23.304
	0307
	-
	Rel-18
	Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	F
	18.2.0
	S2-158
	S2-2308634
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	Revised

	23.304
	0307
	1
	Rel-18
	Relay selection during path switch between 5G ProSe direct to 5G ProSe UE-to-UE Relay communication
	F
	18.2.0
	S2-158
	S2-2309479
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	Noted

	23.304
	0308
	-
	Rel-18
	Clarification on 5G ProSe additional parameters announcement
	F
	18.2.0
	S2-158
	S2-2308648
	MediaTek Inc.
	5G_ProSe_Ph2
	Noted

	23.304
	0309
	-
	Rel-17
	Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	F
	17.7.0
	S2-158
	S2-2308712
	Ericsson
	5G_ProSe
	Revised

	23.304
	0309
	1
	Rel-17
	Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	F
	17.7.0
	S2-158
	S2-2309540
	Ericsson
	5G_ProSe
	Revised

	23.304
	0309
	2
	Rel-17
	Policy control of Remote UEs behind a 5G ProSe Layer-3 UE-Network Relay and IPv4
	F
	17.7.0
	S2-158
	S2-2309703
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0310
	-
	Rel-17
	Reference point alignment with TS33.503
	F
	17.7.0
	S2-158
	S2-2308713
	Ericsson
	5G_ProSe
	Revised

	23.304
	0310
	1
	Rel-17
	Reference point alignment with TS33.503
	F
	17.7.0
	S2-158
	S2-2309541
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0311
	-
	Rel-18
	Reference point alignment with TS33.503
	A
	18.2.0
	S2-158
	S2-2308714
	Ericsson
	5G_ProSe
	Revised

	23.304
	0311
	1
	Rel-18
	Reference point alignment with TS33.503
	A
	18.2.0
	S2-158
	S2-2309542
	Ericsson
	5G_ProSe
	Agreed

	23.304
	0312
	-
	Rel-18
	Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2308790
	Samsung
	5G_ProSe_Ph2
	Withdrawn

	23.304
	0313
	-
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	F
	18.2.0
	S2-158
	S2-2308802
	ZTE
	5G_ProSe_Ph2
	Revised

	23.304
	0313
	1
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	F
	18.2.0
	S2-158
	S2-2309478
	ZTE
	5G_ProSe_Ph2
	Revised

	23.304
	0313
	2
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery with Model A
	F
	18.2.0
	S2-158
	S2-2309843
	ZTE
	5G_ProSe_Ph2
	Agreed

	23.304
	0314
	-
	Rel-18
	Update on 5G ProSe Authorised Information for NG_RAN
	F
	18.2.0
	S2-158
	S2-2308803
	ZTE
	5G_ProSe_Ph2
	Merged

	23.304
	0315
	-
	Rel-18
	Modification on Relay Discovery Additional Information Message
	F
	18.2.0
	S2-158
	S2-2308804
	ZTE
	5G_ProSe_Ph2
	Revised

	23.304
	0315
	1
	Rel-18
	Modification on Relay Discovery Additional Information Message
	F
	18.2.0
	S2-158
	S2-2309476
	ZTE
	5G_ProSe_Ph2
	Revised

	23.304
	0315
	2
	Rel-18
	Modification on Relay Discovery Additional Information Message
	F
	18.2.0
	S2-158
	S2-2309842
	ZTE
	5G_ProSe_Ph2
	Agreed

	23.304
	0316
	-
	Rel-18
	Some corrections to general descriptions
	F
	18.2.0
	S2-158
	S2-2308828
	CATT
	5G_ProSe_Ph2
	-

	23.304
	0317
	-
	Rel-18
	Correction on ProSe Communication via Layer-2 U2U Relay
	F
	18.2.0
	S2-158
	S2-2308829
	CATT
	5G_ProSe_Ph2
	-

	23.304
	0318
	-
	Rel-18
	ProSe authorization information for UE-to-UE Relay
	F
	18.2.0
	S2-158
	S2-2308830
	CATT
	5G_ProSe_Ph2
	Merged

	23.304
	0319
	-
	Rel-18
	Correction on Layer-2 U2U Relay Communication with integrated Discovery
	F
	18.2.0
	S2-158
	S2-2308831
	CATT
	5G_ProSe_Ph2
	-

	23.304
	0320
	-
	Rel-18
	Correction on Layer-3 U2U Relay link identifier update procedure
	F
	18.2.0
	S2-158
	S2-2308832
	CATT
	5G_ProSe_Ph2
	-

	23.304
	0321
	-
	Rel-18
	Corrections to UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2308865
	Apple
	5G_ProSe_Ph2
	Revised

	23.304
	0321
	1
	Rel-18
	Corrections to UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309482
	Apple
	5G_ProSe_Ph2
	Revised

	23.304
	0321
	2
	Rel-18
	Corrections to UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309846
	Apple
	5G_ProSe_Ph2
	Noted

	23.304
	0322
	-
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2308994
	Samsung
	5G_ProSe_Ph2
	Revised

	23.304
	0322
	1
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309480
	Samsung
	5G_ProSe_Ph2
	Revised

	23.304
	0322
	2
	Rel-18
	Clarification on 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309844
	Samsung
	5G_ProSe_Ph2
	Agreed

	23.304
	0323
	-
	Rel-18
	Clarification on Terminologies
	F
	18.2.0
	S2-158
	S2-2308996
	Samsung
	5G_ProSe_Ph2
	-

	23.304
	0324
	-
	Rel-18
	Correction on Policy/Parameter provisioning
	F
	18.2.0
	S2-158
	S2-2308998
	Samsung
	5G_ProSe_Ph2
	-

	23.304
	0325
	-
	Rel-18
	Update common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay
	F
	18.2.0
	S2-158
	S2-2309001
	Samsung
	5G_ProSe_Ph2
	-

	23.304
	0326
	-
	Rel-18
	Update to 5G ProSe UE-to-UE Relay Discovery procedures with the specific Layer-2 IDs
	F
	18.2.0
	S2-158
	S2-2309002
	Samsung
	5G_ProSe_Ph2
	Noted

	23.304
	0327
	-
	Rel-18
	Clarification on Relay Indication
	F
	18.2.0
	S2-158
	S2-2309023
	Samsung
	5G_ProSe_Ph2
	-

	23.304
	0328
	-
	Rel-18
	Model A discovery with AS layer consideration
	F
	18.2.0
	S2-158
	S2-2309052
	Vivo
	5G_ProSe_Ph2
	Merged

	23.304
	0329
	-
	Rel-18
	U2U relay authorization updates
	F
	18.2.0
	S2-158
	S2-2309053
	Vivo
	5G_ProSe_Ph2
	Revised

	23.304
	0329
	1
	Rel-18
	U2U relay authorization updates
	F
	18.2.0
	S2-158
	S2-2309475
	Vivo
	5G_ProSe_Ph2
	Revised

	23.304
	0329
	2
	Rel-18
	U2U relay authorization updates
	F
	18.2.0
	S2-158
	S2-2309840
	Vivo
	5G_ProSe_Ph2
	Agreed

	23.304
	0330
	-
	Rel-18
	U2U relay features complement
	F
	18.2.0
	S2-158
	S2-2309054
	Vivo
	5G_ProSe_Ph2
	-

	23.304
	0331
	-
	Rel-18
	Multi-path communication complement
	F
	18.2.0
	S2-158
	S2-2309055
	Vivo
	5G_ProSe_Ph2
	-

	23.304
	0332
	-
	Rel-18
	EN removal for L2 U2U QoS handling
	F
	18.2.0
	S2-158
	S2-2309072
	OPPO
	5G_ProSe_Ph2
	Postponed

	23.304
	0333
	-
	Rel-18
	Authorization for U2U relay
	F
	18.2.0
	S2-158
	S2-2309073
	OPPO
	5G_ProSe_Ph2
	Merged

	23.304
	0334
	-
	Rel-18
	Clarification on RSC usage during relay discovery and relay reselection
	F
	18.2.0
	S2-158
	S2-2309088
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Revised

	23.304
	0334
	1
	Rel-18
	Clarification on RSC usage during relay discovery and relay reselection
	F
	18.2.0
	S2-158
	S2-2309483
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Agreed

	23.304
	0335
	-
	Rel-18
	Clarifications on U2U Relay and message handling
	F
	18.2.0
	S2-158
	S2-2309089
	Huawei, HiSilicon
	5G_ProSe_Ph2
	-

	23.304
	0336
	-
	Rel-18
	Clarifications on Relay discovery for emergency service
	F
	18.2.0
	S2-158
	S2-2309090
	Huawei, HiSilicon
	5G_ProSe_Ph2
	-

	23.304
	0337
	-
	Rel-18
	QoS handling for Layer-2 UE-to-UE Relay RAN alignment
	F
	18.2.0
	S2-158
	S2-2309091
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Postponed

	23.304
	0338
	-
	Rel-18
	Clarifications on U2U Relay reselection relay discovery
	F
	18.2.0
	S2-158
	S2-2309092
	Huawei, HiSilicon
	5G_ProSe_Ph2
	Agreed

	23.304
	0339
	-
	Rel-18
	Clarification on IPv6 only for policy control and session binding for L3 N3IWF Relay
	F
	18.2.0
	S2-158
	S2-2309093
	Huawei, HiSilicon
	5G_ProSe_Ph2
	-

	23.304
	0340
	-
	Rel-18
	Clarification on how path type is selected when switching between U2N relays
	F
	18.2.0
	S2-158
	S2-2309096
	Huawei, HiSilicon
	5G_ProSe_Ph2
	-

	23.304
	0341
	-
	Rel-18
	Relay UE requirement to forward PWS messages
	F
	18.2.0
	S2-158
	S2-2309147
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	-

	23.304
	0342
	-
	Rel-18
	Minor correction to add access type in reselection during a path switch
	F
	18.2.0
	S2-158
	S2-2309198
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	-

	23.304
	0343
	-
	Rel-18
	Term related to U2U Relay communication with integrated discovery
	F
	18.2.0
	S2-158
	S2-2309242
	China Telecom
	5G_ProSe_Ph2
	-

	23.304
	0344
	-
	Rel-18
	Correct the 5G ProSe Direct Discovery procedure to remove relay_Indication
	F
	18.2.0
	S2-158
	S2-2309302
	Qualcomm Incorporated
	5G_ProSe_Ph2
	Merged

	23.304
	0345
	-
	Rel-18
	Parameter update for Link Modification with L3 U2U Relay
	F
	18.2.0
	S2-158
	S2-2309303
	InterDigital Communications
	5G_ProSe_Ph2
	-

	23.304
	0346
	-
	Rel-18
	PDU session handling with SSC mode 3 for UE to NW Relay connection.
	F
	18.2.0
	S2-158
	S2-2309305
	InterDigital Communications
	5G_ProSe_Ph2
	-

	23.304
	0347
	-
	Rel-18
	Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309328
	Xiaomi
	5G_ProSe_Ph2
	Revised

	23.304
	0347
	1
	Rel-18
	Clarificaion for Candidate 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309845
	Xiaomi
	5G_ProSe_Ph2
	Noted

	23.304
	0348
	-
	Rel-18
	Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309360
	Samsung
	5G_ProSe_Ph2
	Revised

	23.304
	0348
	1
	Rel-18
	Corrections on procedures for 5G ProSe UE-to-UE Relay Discovery
	F
	18.2.0
	S2-158
	S2-2309481
	Samsung
	5G_ProSe_Ph2
	Agreed

	23.316
	2106
	-
	Rel-17
	RFCs related to DHCPv6 are obsoleted by RFC 8415
	F
	17.4.0
	S2-158
	S2-2308425
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	5GProtoc17-non3GPP, 5WWC, TEI17
	Agreed

	23.316
	2107
	-
	Rel-18
	RFCs related to DHCPv6 are obsoleted by RFC 8415
	A
	18.2.0
	S2-158
	S2-2308426
	Nokia, Nokia Shanghai Bell, LG Electronics, Ericsson
	5GProtoc17-non3GPP, 5WWC, TEI17
	Agreed

	23.316
	2108
	-
	Rel-17
	Correction of PDU Session Release for 5G-RG
	F
	17.4.0
	S2-158
	S2-2308733
	Ericsson
	5WWC
	Revised

	23.316
	2108
	1
	Rel-17
	Correction of PDU Session Release for 5G-RG
	A
	17.4.0
	S2-158
	S2-2309655
	Ericsson
	5WWC
	Agreed

	23.316
	2109
	-
	Rel-18
	Correction of PDU Session Release for 5G-RG
	A
	18.2.0
	S2-158
	S2-2308734
	Ericsson
	5WWC
	Revised

	23.316
	2109
	1
	Rel-18
	Correction of PDU Session Release for 5G-RG
	A
	18.2.0
	S2-158
	S2-2309656
	Ericsson
	5WWC
	Agreed

	23.316
	2110
	-
	Rel-18
	SUPI and SUCI for 5G-CRG and FN-CRG support
	F
	18.2.0
	S2-158
	S2-2309392
	OPPO
	eNPN_Ph2
	-

	23.316
	2111
	-
	Rel-18
	SUPI and SUCI for FN-BRG support for PLMN and SNPN
	F
	18.2.0
	S2-158
	S2-2309400
	OPPO
	eNPN_Ph2
	-

	23.316
	2112
	-
	Rel-16
	Correction of PDU Session Release for 5G-RG
	F
	16.8.0
	S2-158
	S2-2309654
	Ericsson
	5WWC
	Agreed

	23.401
	3735
	-
	Rel-18
	Introduce informative annex for SCAI
	F
	18.2.0
	S2-158
	S2-2308368
	Qualcomm
	5GSAT_Ph2
	Withdrawn

	23.401
	3736
	-
	Rel-17
	UE capability for network verified location
	F
	17.8.0
	S2-158
	S2-2308370
	Qualcomm Incorporated
	5GSAT_ARCH
	Revised

	23.401
	3736
	1
	Rel-17
	UE capability for network verified location
	F
	17.8.0
	S2-158
	S2-2309723
	Qualcomm Incorporated
	5GSAT_ARCH
	Agreed

	23.401
	3737
	-
	Rel-18
	UE capability for network verified location
	A
	18.2.0
	S2-158
	S2-2308372
	Qualcomm Incorporated
	5GSAT_ARCH, TEI18
	-

	23.401
	3738
	-
	Rel-17
	Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	F
	17.8.0
	S2-158
	S2-2308433
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	SAES, TEI17
	Agreed

	23.401
	3739
	-
	Rel-18
	Replacing obsoleted RFCs related to DHCPv6 with RFC 8415
	A
	18.2.0
	S2-158
	S2-2308434
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	SAES, TEI17
	Agreed

	23.401
	3740
	-
	Rel-18
	Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	F
	18.2.0
	S2-158
	S2-2308507
	Nokia, Nokia Shanghai Bell, UScellular
	SAES-St2, TEI18
	Revised

	23.401
	3740
	1
	Rel-18
	Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	F
	18.2.0
	S2-158
	S2-2309629
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	SAES-St2, TEI18
	Revised

	23.401
	3740
	2
	Rel-18
	Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	F
	18.2.0
	S2-158
	S2-2309645
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	SAES-St2, TEI18
	Postponed

	23.401
	3741
	-
	Rel-18
	Satellite Coverage Availability Information IoT NTN
	C
	18.2.0
	S2-158
	S2-2308639
	MediaTek Inc., Qualcomm Incorporated
	5GSAT_Ph2
	Agreed

	23.401
	3742
	-
	Rel-18
	Alignment of discontinuous coverage maximum wait time
	F
	18.2.0
	S2-158
	S2-2308862
	OPPO
	5GSAT_Ph2
	Noted

	23.401
	3743
	-
	Rel-18
	Editorial changes on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309113
	Xiaomi
	5GSAT_Ph2
	Revised

	23.401
	3743
	1
	Rel-18
	Clarification on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309668
	Xiaomi
	5GSAT_Ph2
	Revised

	23.401
	3743
	2
	Rel-18
	Clarification on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309974
	Xiaomi
	5GSAT_Ph2
	Revised

	23.401
	3743
	3
	Rel-18
	Clarification on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309979
	Xiaomi
	5GSAT_Ph2
	Revised

	23.401
	3743
	4
	Rel-18
	Clarification on satellite discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2310017
	Xiaomi
	5GSAT_Ph2
	Agreed

	23.401
	3744
	-
	Rel-18
	Discontinuous coverage update to remove EN and alignments
	F
	18.2.0
	S2-158
	S2-2309132
	Huawei, HiSilicon
	5GSAT_Ph2
	Revised

	23.401
	3744
	1
	Rel-18
	Discontinuous coverage update to remove EN and alignments
	F
	18.2.0
	S2-158
	S2-2309669
	Huawei, HiSilicon
	5GSAT_Ph2
	Revised

	23.401
	3744
	2
	Rel-18
	Discontinuous coverage update to remove EN and alignments
	F
	18.2.0
	S2-158
	S2-2309980
	Huawei, HiSilicon
	5GSAT_Ph2
	Revised

	23.401
	3744
	3
	Rel-18
	Discontinuous coverage update to remove EN and alignments
	F
	18.2.0
	S2-158
	S2-2310018
	Huawei, HiSilicon
	5GSAT_Ph2
	Agreed

	23.401
	3745
	-
	Rel-18
	Handling on congestion control and UE behaviour
	F
	18.2.0
	S2-158
	S2-2309390
	Samsung
	5GSAT_Ph2
	Revised

	23.401
	3745
	1
	Rel-18
	Handling on congestion control and UE behaviour
	F
	18.2.0
	S2-158
	S2-2309670
	Samsung
	5GSAT_Ph2
	Revised

	23.401
	3745
	2
	Rel-18
	Handling on congestion control and UE behaviour
	F
	18.2.0
	S2-158
	S2-2309981
	Samsung
	5GSAT_Ph2
	Agreed

	23.401
	3746
	-
	Rel-18
	Condition when to indicate the Tracking Area Update is for a 'UE radio capability update'
	F
	18.2.0
	S2-158
	S2-2309407
	Apple
	RACS, TEI18
	-

	23.402
	3001
	-
	Rel-18
	Provisioning of WLANSP rules to SNPN-enabled UE
	F
	18.2.0
	S2-158
	S2-2308781
	Ericsson
	eNPN_Ph2
	-

	23.501
	3741
	2
	Rel-17
	Correction to the Target NSSAI feature in RRC redirection
	F
	17.9.0
	S2-158
	S2-2309169
	NEC
	eNS_Ph2
	Noted

	23.501
	4245
	1
	Rel-18
	Clarifications on ATSSS-LL functionality support with respect to Redundant Steering Mode and MPQUIC functionality
	F
	18.2.2
	S2-158
	S2-2308675
	Qualcomm Incorporated
	ATSSS_Ph3
	Noted

	23.501
	4350
	2
	Rel-18
	Clarification on the list of TAs associated with S-NSSAI partially rejected in the RA
	F
	18.2.2
	S2-158
	S2-2308595
	Lenovo
	eNS_Ph3
	-

	23.501
	4480
	2
	Rel-18
	PDU session inactivity timer for MAPDU session
	F
	18.2.2
	S2-158
	S2-2309078
	Samsung
	eNS_Ph3
	-

	23.501
	4489
	4
	Rel-18
	Registration status after S-NSSAI removal based on S-NSSAI validity time information
	F
	18.2.2
	S2-158
	S2-2309076
	Samsung
	eNS_Ph3
	-

	23.501
	4582
	2
	Rel-18
	NG-RAN resource usage for Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2308762
	Ericsson, ZTE, Apple
	eNS_Ph3
	Revised

	23.501
	4582
	3
	Rel-18
	NG-RAN resource usage for Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2309515
	Ericsson, ZTE, Apple
	eNS_Ph3
	Revised

	23.501
	4582
	4
	Rel-18
	NG-RAN resource usage for Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2309689
	Ericsson, ZTE, Apple
	eNS_Ph3
	Revised

	23.501
	4582
	5
	Rel-18
	NG-RAN resource usage for Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2309742
	Ericsson, ZTE, Apple
	eNS_Ph3
	Agreed

	23.501
	4583
	1
	Rel-18
	Congestion handling with Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2308764
	Ericsson
	eNS_Ph3
	-

	23.501
	4630
	1
	Rel-18
	Removal of duplicated statement on NEF (PFDF) subscribing to NWDAF for PFD determination analytics
	F
	18.2.2
	S2-158
	S2-2308928
	Huawei, HiSilicon
	eNA_Ph3
	Merged

	23.501
	4631
	2
	Rel-18
	Determination of partially allowed NSSAI by NSSF:KI#5
	F
	18.2.2
	S2-158
	S2-2309026
	NEC
	eNS_Ph3
	Withdrawn

	23.501
	4631
	3
	Rel-18
	Determination of partially allowed NSSAI by NSSF:KI#5
	F
	18.2.2
	S2-158
	S2-2309034
	NEC
	eNS_Ph3
	-

	23.501
	4643
	1
	Rel-18
	Packet filter for the L4S traffic
	F
	18.2.2
	S2-158
	S2-2308913
	CATT
	XRM
	-

	23.501
	4646
	1
	Rel-18
	Clarification of End of data burst handling
	F
	18.2.2
	S2-158
	S2-2309225
	Apple
	XRM
	-

	23.501
	4647
	1
	Rel-18
	Capability signalling enhancement for Reflective QoS
	F
	18.2.2
	S2-158
	S2-2308884
	Apple
	5GS_Ph1, TEI18
	Revised

	23.501
	4647
	2
	Rel-18
	Capability signalling enhancement for Reflective QoS
	F
	18.2.2
	S2-158
	S2-2309905
	Apple
	5GS_Ph1, TEI18
	Revised

	23.501
	4647
	3
	Rel-18
	Capability signalling enhancement for Reflective QoS
	F
	18.2.2
	S2-158
	S2-2310010
	Apple
	5GS_Ph1, TEI18
	Agreed

	23.501
	4649
	1
	Rel-18
	Clean Up of Hierarchical NSAC Architecture
	F
	18.2.2
	S2-158
	S2-2308617
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.501
	4671
	1
	Rel-18
	UE explicit indication of L4S Feedback Capabilities
	F
	18.2.2
	S2-158
	S2-2308752
	Charter Communications, Inc
	XRM
	-

	23.501
	4677
	1
	Rel-18
	Correction for Non-3GPP QoS Assistance Information
	F
	18.2.2
	S2-158
	S2-2309347
	Xiaomi
	PIN
	-

	23.501
	4682
	1
	Rel-18
	Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	F
	18.2.2
	S2-158
	S2-2309404
	Apple
	5GS_Ph1, TEI18
	Revised

	23.501
	4682
	2
	Rel-18
	Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	F
	18.2.2
	S2-158
	S2-2309405
	Apple
	5GS_Ph1, TEI18
	Revised

	23.501
	4682
	3
	Rel-18
	Clarification on Packet Filters for UDP or TCP encapsulated IPSec packets
	F
	18.2.2
	S2-158
	S2-2309906
	Apple
	5GS_Ph1, TEI18
	Noted

	23.501
	4689
	-
	Rel-18
	Unavailability period EPC interworking aspects and support over non-3GPP access
	F
	18.2.2
	S2-158
	S2-2308369
	Qualcomm Incorporated
	5GSAT_Ph2, SUECR
	-

	23.501
	4690
	-
	Rel-17
	UE capability for network verified location
	F
	17.9.0
	S2-158
	S2-2308371
	Qualcomm Incorporated
	5GSAT_ARCH
	Revised

	23.501
	4690
	1
	Rel-17
	UE capability for network verified location
	F
	17.9.0
	S2-158
	S2-2309545
	Qualcomm Incorporated
	5GSAT_ARCH
	Agreed

	23.501
	4691
	-
	Rel-18
	UE capability for network verified location
	A
	18.2.2
	S2-158
	S2-2308373
	Qualcomm Incorporated
	5GSAT_ARCH
	-

	23.501
	4692
	-
	Rel-15
	Update of subscribed NSSAI when UE is not registered in network
	F
	15.13.0
	S2-158
	S2-2308378
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Noted

	23.501
	4692
	1
	Rel-15
	Update of subscribed NSSAI when UE is not registered in network
	F
	15.13.0
	S2-158
	S2-2309671
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Withdrawn

	23.501
	4693
	-
	Rel-16
	Update of subscribed NSSAI when UE is not registered in network
	A
	16.17.0
	S2-158
	S2-2308380
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.501
	4693
	1
	Rel-16
	Update of subscribed NSSAI when UE is not registered in network
	F
	16.17.0
	S2-158
	S2-2309950
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	5GS_Ph1
	Revised

	23.501
	4693
	2
	Rel-16
	Update of subscribed NSSAI when UE is not registered in network
	F
	16.17.0
	S2-158
	S2-2310005
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI, Telefonica, Verizon, Vodafone, Ericsson, BT, Orange, T-Mobile USA, China Mobile
	5GS_Ph1
	Agreed

	23.501
	4694
	-
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	A
	17.9.0
	S2-158
	S2-2308382
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.501
	4694
	1
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	A
	17.9.0
	S2-158
	S2-2310006
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.501
	4695
	-
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.2
	S2-158
	S2-2308384
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.501
	4695
	1
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.2
	S2-158
	S2-2310007
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.501
	4696
	-
	Rel-18
	Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	F
	18.2.2
	S2-158
	S2-2308386
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	AIMLsys
	Revised

	23.501
	4696
	1
	Rel-18
	Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	F
	18.2.2
	S2-158
	S2-2309446
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	AIMLsys
	Revised

	23.501
	4696
	2
	Rel-18
	Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	F
	18.2.2
	S2-158
	S2-2309504
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	AIMLsys
	Revised

	23.501
	4696
	3
	Rel-18
	Updates to application AI/ML assistance functionality descriptions related to Member UE selection
	F
	18.2.2
	S2-158
	S2-2310037
	OPPO, Samsung, Nokia, LG Electronics, MediaTek
	AIMLsys
	Agreed

	23.501
	4697
	-
	Rel-18
	Cleaning up the term of SMF used in URSP Provisioning in EPS
	F
	18.2.2
	S2-158
	S2-2308399
	China Telecom
	eUEPO
	-

	23.501
	4698
	-
	Rel-18
	Missing Nnwdaf_MLModelTraining services in clause 7.2.12
	F
	18.2.2
	S2-158
	S2-2308412
	Ericsson
	eNA_Ph3
	-

	23.501
	4699
	-
	Rel-18
	Corrections on NEF(PFDF) support NWDAF-assisted application detection
	F
	18.2.2
	S2-158
	S2-2308414
	Ericsson
	eNA_Ph3
	Revised

	23.501
	4699
	1
	Rel-18
	Corrections on NEF(PFDF) support NWDAF-assisted application detection
	F
	18.2.2
	S2-158
	S2-2309727
	Ericsson
	eNA_Ph3
	Agreed

	23.501
	4700
	-
	Rel-18
	Add support for UPF selection criteria in context of XRM
	F
	18.2.2
	S2-158
	S2-2308418
	Ericsson
	XRM
	Revised

	23.501
	4700
	1
	Rel-18
	Add support for UPF selection criteria in context of XRM
	F
	18.2.2
	S2-158
	S2-2309812
	Ericsson
	XRM
	Revised

	23.501
	4700
	2
	Rel-18
	Add support for UPF selection criteria in context of XRM
	F
	18.2.2
	S2-158
	S2-2309863
	Ericsson
	XRM
	Agreed

	23.501
	4701
	-
	Rel-17
	Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	F
	17.9.0
	S2-158
	S2-2308431
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.501
	4702
	-
	Rel-18
	Replacing obsoleted RFC related to DHCPv6 with RFC 8415
	A
	18.2.2
	S2-158
	S2-2308432
	LG Electronics, Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.501
	4703
	-
	Rel-18
	Correction on Member UE selection assistance functionality
	F
	18.2.2
	S2-158
	S2-2308435
	China Mobile
	AIMLsys
	-

	23.501
	4704
	-
	Rel-18
	Removal of Editor s Notes
	B
	18.2.2
	S2-158
	S2-2308440
	IPLOOK
	eNPN_Ph2
	-

	23.501
	4705
	-
	Rel-18
	Adding reference for the AF request to control the time synchronization service
	D
	18.2.2
	S2-158
	S2-2308441
	New H3C, Spreadtrum Communications
	TRS_URLLC
	-

	23.501
	4706
	-
	Rel-18
	KI#4: Clarification on updated values returned from Primary NSACF
	F
	18.2.2
	S2-158
	S2-2308450
	Ericsson
	eNS_Ph3
	-

	23.501
	4707
	-
	Rel-18
	KI#4: Clarification of Admission Threshold
	F
	18.2.2
	S2-158
	S2-2308451
	Ericsson
	eNS_Ph3
	-

	23.501
	4708
	-
	Rel-18
	Restricting NSAC EPC IWK procedures.
	F
	18.2.2
	S2-158
	S2-2308454
	Ericsson
	eNSAC
	Revised

	23.501
	4708
	1
	Rel-18
	Restricting NSAC EPC IWK procedures.
	F
	18.2.2
	S2-158
	S2-2309460
	Ericsson
	eNSAC
	Noted

	23.501
	4709
	-
	Rel-18
	Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	F
	18.2.2
	S2-158
	S2-2308466
	Nokia, Nokia Shanghai-Bell
	5GS_Ph1, TEI18
	Revised

	23.501
	4709
	1
	Rel-18
	Relaxation of 5QI delay requirements for first packets should also apply for RRC-INACTIVE mode.
	F
	18.2.2
	S2-158
	S2-2309904
	Nokia, Nokia Shanghai-Bell
	5GS_Ph1, TEI18
	Agreed

	23.501
	4710
	-
	Rel-18
	Support of MT SDT for MT communications
	B
	18.2.2
	S2-158
	S2-2308475
	China Mobile
	NR_REDCAP_Ph2
	Withdrawn

	23.501
	4710
	1
	Rel-18
	Support of MT SDT for MT communications
	B
	18.2.2
	S2-158
	S2-2309596
	China Mobile
	NR_REDCAP_Ph2
	Withdrawn

	23.501
	4711
	-
	Rel-18
	URSP delivery via 5GC/non-3GPP to EPS-attached UE
	F
	18.2.2
	S2-158
	S2-2308486
	Ericsson
	eUEPO
	-

	23.501
	4712
	-
	Rel-18
	UE configuration update caused by Network Slice Replacement
	F
	18.2.2
	S2-158
	S2-2308498
	Samsung
	eNS_Ph3
	-

	23.501
	4713
	-
	Rel-18
	Allowed NSSAI determination for Network Slice Replacement
	F
	18.2.2
	S2-158
	S2-2308500
	Samsung
	eNS_Ph3
	-

	23.501
	4714
	-
	Rel-18
	Session Management for Network Slice Replacement
	F
	18.2.2
	S2-158
	S2-2308501
	Samsung
	eNS_Ph3
	-

	23.501
	4715
	-
	Rel-18
	Resolving NSAC issues of KI#3
	F
	18.2.2
	S2-158
	S2-2308509
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Postponed

	23.501
	4716
	-
	Rel-18
	Removing the support of non supporting UEs for NS-AoS not matching deployed TAs
	F
	18.2.2
	S2-158
	S2-2308510
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Postponed

	23.501
	4717
	-
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2308512
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Revised

	23.501
	4717
	1
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2309516
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Revised

	23.501
	4717
	2
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2309688
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Revised

	23.501
	4717
	3
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2309741
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Revised

	23.501
	4717
	4
	Rel-18
	Resolving open issues related to RAN resoruces handling in KI#1
	F
	18.2.2
	S2-158
	S2-2309752
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	Agreed

	23.501
	4718
	-
	Rel-18
	23501_CR_ correction on AMF reporting Loss of Connectivity time
	D
	18.2.2
	S2-158
	S2-2308513
	China Telecom
	5GSAT_Ph2
	-

	23.501
	4719
	-
	Rel-18
	Clarification of the discovery and seletion of NSACF
	F
	18.2.2
	S2-158
	S2-2308518
	Nokia, Nokia Shanghai Bell
	eNSAC
	Revised

	23.501
	4719
	1
	Rel-18
	Clarification of the discovery and seletion of NSACF
	F
	18.2.2
	S2-158
	S2-2309461
	Nokia, Nokia Shanghai Bell
	eNSAC
	Revised

	23.501
	4719
	2
	Rel-18
	Clarification of the discovery and seletion of NSACF
	F
	18.2.2
	S2-158
	S2-2309495
	Nokia, Nokia Shanghai Bell
	eNSAC
	Revised

	23.501
	4719
	3
	Rel-18
	Clarification of the discovery and seletion of NSACF
	F
	18.2.2
	S2-158
	S2-2309513
	Nokia, Nokia Shanghai Bell, Samsung
	eNSAC
	Agreed

	23.501
	4720
	-
	Rel-17
	Move PMIC and UMIC into Annex
	F
	17.9.0
	S2-158
	S2-2308542
	Huawei, HiSilicon
	IIoT
	Revised

	23.501
	4720
	1
	Rel-17
	Move PMIC and UMIC into Annex
	F
	17.9.0
	S2-158
	S2-2309550
	Huawei, HiSilicon
	IIoT
	Agreed

	23.501
	4721
	-
	Rel-18
	Move PMIC and UMIC into Annex
	A
	18.2.2
	S2-158
	S2-2308543
	Huawei, HiSilicon
	IIoT
	Agreed

	23.501
	4721
	1
	Rel-18
	Move PMIC and UMIC into Annex
	A
	18.2.2
	S2-158
	S2-2309551
	Huawei, HiSilicon
	IIoT
	Withdrawn

	23.501
	4722
	-
	Rel-18
	Correction on the interaction between SMF and TLs
	F
	18.2.2
	S2-158
	S2-2308544
	Huawei, HiSilicon
	TRS_URLLC
	-

	23.501
	4723
	-
	Rel-18
	PCC support for ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2308549
	Oracle, China Mobile
	XRM
	Revised

	23.501
	4723
	1
	Rel-18
	PCC support for ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2309445
	Oracle, China Mobile
	XRM
	Revised

	23.501
	4723
	2
	Rel-18
	PCC support for ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2309816
	Oracle, China Mobile
	XRM
	Revised

	23.501
	4723
	3
	Rel-18
	PCC support for ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2309865
	Oracle, China Mobile
	XRM
	Agreed

	23.501
	4724
	-
	Rel-18
	Adding URSP delivery over EPS capability in PCF profile in NRF
	F
	18.2.2
	S2-158
	S2-2308550
	Oracle, Ericsson
	eUEPO
	Revised

	23.501
	4724
	1
	Rel-18
	Adding URSP delivery over EPS capability in PCF profile in NRF
	F
	18.2.2
	S2-158
	S2-2308761
	Oracle, Ericsson, Verizon UK Ltd
	eUEPO
	-

	23.501
	4725
	-
	Rel-18
	TS23.501 EN on PDU Set HO resolution
	F
	18.2.2
	S2-158
	S2-2308556
	Nokia, Nokia Shanghai Bell
	XRM
	Merged

	23.501
	4726
	-
	Rel-18
	TS23.501 Definition of Protocol Description
	F
	18.2.2
	S2-158
	S2-2308557
	Nokia, Nokia Shanghai Bell
	XRM
	Merged

	23.501
	4727
	-
	Rel-18
	Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	F
	18.2.2
	S2-158
	S2-2308559
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Revised

	23.501
	4727
	1
	Rel-18
	Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	F
	18.2.2
	S2-158
	S2-2309434
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Revised

	23.501
	4727
	2
	Rel-18
	Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	F
	18.2.2
	S2-158
	S2-2309818
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Agreed

	23.501
	4728
	-
	Rel-18
	Clarification regarding RAN Feedback applicability to roaming and I-SMF scenarios
	F
	18.2.2
	S2-158
	S2-2308561
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	-

	23.501
	4729
	-
	Rel-18
	TS23.501 EN on PDU Set HO resolution
	F
	18.2.2
	S2-158
	S2-2308564
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.501
	4730
	-
	Rel-18
	TS23.501 Definition of Protocol Description
	F
	18.2.2
	S2-158
	S2-2308565
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.501
	4731
	-
	Rel-18
	Clarification on the support for TSCTSF subscribing to AMF notifications for TRS
	F
	18.2.2
	S2-158
	S2-2308567
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Withdrawn

	23.501
	4732
	-
	Rel-18
	Clarification regarding RAN Feedback applicability to roaming and I-SMF scenarios
	F
	18.2.2
	S2-158
	S2-2308569
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Withdrawn

	23.501
	4733
	-
	Rel-18
	Correction on description about PEGC
	F
	18.2.2
	S2-158
	S2-2308572
	LG Electronics
	PIN
	Revised

	23.501
	4733
	1
	Rel-18
	Correction on description about PEGC
	F
	18.2.2
	S2-158
	S2-2309529
	LG Electronics
	PIN
	Revised

	23.501
	4733
	2
	Rel-18
	Correction on description about PEGC
	F
	18.2.2
	S2-158
	S2-2309709
	LG Electronics
	PIN
	Agreed

	23.501
	4734
	-
	Rel-18
	Clarification on determining URSP for PEGC
	F
	18.2.2
	S2-158
	S2-2308573
	LG Electronics
	PIN
	Revised

	23.501
	4734
	1
	Rel-18
	Clarification on determining URSP for PEGC
	F
	18.2.2
	S2-158
	S2-2309532
	LG Electronics
	PIN
	Withdrawn

	23.501
	4735
	-
	Rel-18
	Enhancement to Core Network assisted RAN parameters tuning
	F
	18.2.2
	S2-158
	S2-2308578
	Lenovo
	AIMLsys
	Revised

	23.501
	4735
	1
	Rel-18
	Enhancement to Core Network assisted RAN parameters tuning
	F
	18.2.2
	S2-158
	S2-2309451
	Lenovo
	AIMLsys
	Postponed

	23.501
	4736
	-
	Rel-18
	Update for QoS monitoring and network exposure
	F
	18.2.1
	S2-158
	S2-2308580
	Vivo
	XRM
	-

	23.501
	4737
	-
	Rel-18
	Update for PDU Set Based Handling
	F
	18.2.1
	S2-158
	S2-2308583
	Vivo
	XRM
	Revised

	23.501
	4737
	1
	Rel-18
	Update for PDU Set Based Handling
	F
	18.2.1
	S2-158
	S2-2309807
	Vivo
	XRM
	Postponed

	23.501
	4738
	-
	Rel-18
	Resolve ENs for non-homogenous PDU Set based handling and correct the PDU Set based handling
	F
	18.2.1
	S2-158
	S2-2308584
	Vivo
	XRM
	Merged

	23.501
	4739
	-
	Rel-18
	Update for UE power saving management
	F
	18.2.1
	S2-158
	S2-2308588
	Vivo
	XRM
	-

	23.501
	4740
	-
	Rel-18
	PDU Session management when the UE is outside the area of slice support or availability
	F
	18.2.2
	S2-158
	S2-2308593
	Lenovo
	eNS_Ph3
	-

	23.501
	4741
	-
	Rel-18
	UP resource deactivation when the UE moves outside the area of slice availability
	F
	18.2.2
	S2-158
	S2-2308594
	Lenovo
	eNS_Ph3
	Revised

	23.501
	4741
	1
	Rel-18
	UP resource deactivation when the UE moves outside the area of slice availability
	F
	18.2.2
	S2-158
	S2-2309521
	Lenovo
	eNS_Ph3
	Revised

	23.501
	4741
	2
	Rel-18
	UP resource deactivation when the UE moves outside the area of slice availability
	F
	18.2.2
	S2-158
	S2-2309694
	Lenovo
	eNS_Ph3
	Agreed

	23.501
	4742
	-
	Rel-18
	Clarifications on the Hierarchical NSACF architecture
	F
	18.2.2
	S2-158
	S2-2308596
	Lenovo
	eNS_Ph3
	-

	23.501
	4743
	-
	Rel-18
	Clarification on the Hierarchical NSACF procedures
	F
	18.2.2
	S2-158
	S2-2308597
	Lenovo
	eNS_Ph3
	Withdrawn

	23.501
	4744
	-
	Rel-18
	PDU Set based QoS Handling for uplink transmission
	B
	18.2.2
	S2-158
	S2-2308599
	China Mobile
	XRM
	Postponed

	23.501
	4745
	-
	Rel-18
	Method to guarantee the L4S handling in UE
	F
	18.2.2
	S2-158
	S2-2308601
	China Mobile
	XRM
	-

	23.501
	4746
	-
	Rel-18
	Corrections for non-homogenous support of PDU set based handling in NG-RAN
	F
	18.2.2
	S2-158
	S2-2308604
	China Mobile
	XRM
	Merged

	23.501
	4747
	-
	Rel-18
	Clarification for GBR and non-GBR support of PDU set QoS parameters
	F
	18.2.2
	S2-158
	S2-2308606
	China Mobile
	XRM
	Revised

	23.501
	4747
	1
	Rel-18
	Clarification for GBR and non-GBR support of PDU set QoS parameters
	F
	18.2.2
	S2-158
	S2-2309427
	China Mobile
	XRM
	Revised

	23.501
	4747
	2
	Rel-18
	Clarification for GBR and non-GBR support of PDU set QoS parameters
	F
	18.2.2
	S2-158
	S2-2309813
	China Mobile
	XRM
	Revised

	23.501
	4747
	3
	Rel-18
	Clarification for GBR and non-GBR support of PDU set QoS parameters
	F
	18.2.2
	S2-158
	S2-2309864
	China Mobile
	XRM
	Agreed

	23.501
	4748
	-
	Rel-18
	General corrections and alignment for TS23.501
	F
	18.2.2
	S2-158
	S2-2308611
	China Mobile
	5GS_Ph1
	Revised

	23.501
	4748
	1
	Rel-18
	General corrections and alignment for TS23.501
	F
	18.2.2
	S2-158
	S2-2309412
	China Mobile
	5GS_Ph1
	Agreed

	23.501
	4749
	-
	Rel-18
	Network Slice usage control clarification
	F
	18.2.2
	S2-158
	S2-2308618
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.501
	4750
	-
	Rel-18
	Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	F
	18.2.2
	S2-158
	S2-2308636
	MediaTek Inc.
	eNPN_Ph2
	Revised

	23.501
	4750
	1
	Rel-18
	Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	F
	18.2.2
	S2-158
	S2-2309675
	MediaTek Inc.
	eNPN_Ph2
	Revised

	23.501
	4750
	2
	Rel-18
	Alt. 1 for the equivalent SNPN used by the UE for Localized Services
	F
	18.2.2
	S2-158
	S2-2309994
	MediaTek Inc.
	eNPN_Ph2
	Agreed

	23.501
	4751
	-
	Rel-18
	Alt. 2 for the equivalent SNPN used by the UE for Localized Services
	F
	18.2.2
	S2-158
	S2-2308637
	MediaTek Inc.
	eNPN_Ph2
	Noted

	23.501
	4752
	-
	Rel-18
	ECN marking for when L4S is no longer supported
	F
	18.2.2
	S2-158
	S2-2308643
	MediaTek
	XRM
	-

	23.501
	4753
	-
	Rel-18
	Clarify the use of PDU Set QoS handling
	F
	18.2.2
	S2-158
	S2-2308645
	MediaTek
	XRM
	-

	23.501
	4754
	-
	Rel-18
	Clarify power saving handing
	F
	18.2.2
	S2-158
	S2-2308646
	MediaTek
	XRM
	-

	23.501
	4755
	-
	Rel-18
	PIN direct and indirect communication defination correction
	F
	18.2.2
	S2-158
	S2-2308650
	Vivo
	PIN
	Revised

	23.501
	4755
	1
	Rel-18
	PIN direct and indirect communication defination correction
	F
	18.2.2
	S2-158
	S2-2309533
	Vivo
	PIN
	Revised

	23.501
	4755
	2
	Rel-18
	PIN direct and indirect communication defination correction
	F
	18.2.2
	S2-158
	S2-2309710
	Vivo
	PIN
	Revised

	23.501
	4755
	3
	Rel-18
	PIN direct and indirect communication defination correction
	F
	18.2.2
	S2-158
	S2-2309749
	vivo, Nokia, Nokia Shanghai Bell
	PIN
	Agreed

	23.501
	4756
	-
	Rel-18
	SMF and PCF handling (DNN, S-NSSAI) combination for PIN
	F
	18.2.2
	S2-158
	S2-2308651
	Vivo
	PIN
	-

	23.501
	4757
	-
	Rel-18
	PEGC subscription data correction
	D
	18.2.2
	S2-158
	S2-2308652
	Vivo
	PIN
	Noted

	23.501
	4758
	-
	Rel-18
	AF influence of PIN indirect communication
	F
	18.2.2
	S2-158
	S2-2308653
	Vivo
	PIN
	Noted

	23.501
	4759
	-
	Rel-18
	Correct PDU Session Establishement for PIN
	F
	18.2.2
	S2-158
	S2-2308654
	Vivo
	PIN
	-

	23.501
	4760
	-
	Rel-18
	Enabling PEMC manage PIN via UPF local switch
	D
	18.2.2
	S2-158
	S2-2308655
	Vivo
	PIN
	-

	23.501
	4761
	-
	Rel-18
	Make PIN ID unique in PLMN
	F
	18.2.2
	S2-158
	S2-2308656
	Vivo
	PIN
	Revised

	23.501
	4761
	1
	Rel-18
	Make PIN ID unique in PLMN
	F
	18.2.2
	S2-158
	S2-2309539
	Vivo
	PIN
	Revised

	23.501
	4761
	2
	Rel-18
	Make PIN ID unique in PLMN
	F
	18.2.2
	S2-158
	S2-2309713
	Vivo
	PIN
	Agreed

	23.501
	4762
	-
	Rel-18
	Correction to SMF behaviour for non-3GPP delay budget
	F
	18.2.2
	S2-158
	S2-2308661
	Nokia, Nokia Shanghai Bell
	PIN
	-

	23.501
	4763
	-
	Rel-18
	Remove AF traffic influence for PIN-DN communication
	F
	18.2.2
	S2-158
	S2-2308663
	Nokia, Nokia Shanghai Bell
	PIN
	Revised

	23.501
	4763
	1
	Rel-18
	Remove AF traffic influence for PIN-DN communication
	F
	18.2.2
	S2-158
	S2-2309536
	Nokia, Nokia Shanghai Bell
	PIN
	Postponed

	23.501
	4764
	-
	Rel-18
	Equivalent SNPN for Localised Services
	F
	18.2.2
	S2-158
	S2-2308669
	Nokia, Nokia Shanghai Bell
	eNPN_Ph2
	Merged

	23.501
	4765
	-
	Rel-18
	Remove EN from Annex N.6
	F
	18.2.2
	S2-158
	S2-2308670
	Nokia, Nokia Shanghai Bell
	eNPN_Ph2
	Merged

	23.501
	4766
	-
	Rel-18
	Remove time validity check from UDM in the credential holder for UE registering to SNPN providing access to localised services
	F
	18.2.2
	S2-158
	S2-2308671
	Nokia, Nokia Shanghai Bell
	eNPN_Ph2
	-

	23.501
	4767
	-
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.2
	S2-158
	S2-2308676
	Qualcomm Incorporated
	ATSSS_Ph3
	Revised

	23.501
	4767
	1
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.2
	S2-158
	S2-2309470
	Qualcomm Incorporated
	ATSSS_Ph3
	Revised

	23.501
	4767
	2
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.2
	S2-158
	S2-2309849
	Qualcomm Incorporated
	ATSSS_Ph3
	Revised

	23.501
	4767
	3
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.2
	S2-158
	S2-2309870
	Qualcomm Incorporated
	ATSSS_Ph3
	Agreed

	23.501
	4768
	-
	Rel-18
	Minor corrections on KI#5 TL-Container parameters and exchange, to align with IEEE
	F
	18.2.2
	S2-158
	S2-2308680
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	-

	23.501
	4769
	-
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.2
	S2-158
	S2-2308693
	Ericsson
	EDGE_Ph2
	Revised

	23.501
	4769
	1
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.2
	S2-158
	S2-2309792
	Ericsson
	EDGE_Ph2
	Agreed

	23.501
	4770
	-
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.2
	S2-158
	S2-2308716
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised

	23.501
	4770
	1
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.2
	S2-158
	S2-2309601
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Agreed

	23.501
	4771
	-
	Rel-18
	Support of RRC_INACTIVE with MT-SDT
	B
	18.2.2
	S2-158
	S2-2308719
	Ericsson
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	-

	23.501
	4772
	-
	Rel-18
	CAG application for MBSR
	F
	18.2.2
	S2-158
	S2-2308724
	Ericsson
	VMR
	Revised

	23.501
	4772
	1
	Rel-18
	CAG application for MBSR
	F
	18.2.2
	S2-158
	S2-2309685
	Ericsson
	VMR
	Revised

	23.501
	4772
	2
	Rel-18
	CAG application for MBSR
	F
	18.2.2
	S2-158
	S2-2309999
	Ericsson
	VMR
	Agreed

	23.501
	4773
	-
	Rel-18
	PIN description correction
	F
	18.2.2
	S2-158
	S2-2308726
	Ericsson
	PIN
	Revised

	23.501
	4773
	1
	Rel-18
	PIN description correction
	F
	18.2.2
	S2-158
	S2-2309380
	Ericsson
	PIN
	Revised

	23.501
	4773
	2
	Rel-18
	PIN description correction
	F
	18.2.2
	S2-158
	S2-2309534
	Ericsson
	PIN
	Revised

	23.501
	4773
	3
	Rel-18
	PIN description correction
	F
	18.2.2
	S2-158
	S2-2309711
	Ericsson
	PIN
	Agreed

	23.501
	4774
	-
	Rel-17
	Removal of Editor s note for NTN tracking area handling
	F
	17.9.0
	S2-158
	S2-2308730
	Ericsson
	5GSAT_ARCH
	Agreed

	23.501
	4775
	-
	Rel-18
	Removal of Editor s note for NTN tracking area handling
	A
	18.2.2
	S2-158
	S2-2308731
	Ericsson
	5GSAT_ARCH
	Agreed

	23.501
	4776
	-
	Rel-18
	Updates to discontinous coverage to remove editor s note
	F
	18.2.2
	S2-158
	S2-2308732
	Ericsson
	5GSAT_Ph2
	-

	23.501
	4777
	-
	Rel-18
	ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	F
	18.2.2
	S2-158
	S2-2308759
	China Mobile
	ATSSS_Ph3
	Revised

	23.501
	4777
	1
	Rel-18
	ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	F
	18.2.2
	S2-158
	S2-2309469
	China Mobile
	ATSSS_Ph3
	Revised

	23.501
	4777
	2
	Rel-18
	ATSSS_Ph3 Enhanced Considerations of MPQUIC Multi-layer Stack Parameter Settings & Logics
	F
	18.2.2
	S2-158
	S2-2309847
	China Mobile
	ATSSS_Ph3
	Agreed

	23.501
	4778
	-
	Rel-18
	5GSAT_Ph2 Overload Control Timer Handling
	F
	18.2.2
	S2-158
	S2-2308760
	China Mobile
	5GSAT_Ph2
	-

	23.501
	4779
	-
	Rel-18
	Updates on S-NSSAI Location Availability information
	F
	18.2.2
	S2-158
	S2-2308766
	Ericsson
	eNS_Ph3
	Merged

	23.501
	4780
	-
	Rel-18
	Handling at expiry of S-NSSAI validity time
	F
	18.2.2
	S2-158
	S2-2308767
	Ericsson
	eNS_Ph3
	-

	23.501
	4781
	-
	Rel-18
	Handling of EPS interworking due to NS-AoS
	F
	18.2.2
	S2-158
	S2-2308768
	Ericsson
	eNS_Ph3
	-

	23.501
	4782
	-
	Rel-18
	Support of Partially Allowed NSSAI and Target NSSAI
	F
	18.2.2
	S2-158
	S2-2308771
	Ericsson, Deutsche Telekom, Bell Mobility
	eNS_Ph3
	-

	23.501
	4783
	-
	Rel-18
	Partially Allowed NSSAI and S-NSSAIs used to determine RFSP
	F
	18.2.2
	S2-158
	S2-2308773
	Ericsson
	eNS_Ph3
	-

	23.501
	4784
	-
	Rel-18
	Method for exchange info to determine SNPN selection
	F
	18.2.2
	S2-158
	S2-2308778
	Ericsson
	eNPN_Ph2
	Revised

	23.501
	4784
	1
	Rel-18
	Method for exchange info to determine SNPN selection
	F
	18.2.2
	S2-158
	S2-2309676
	Ericsson
	eNPN_Ph2
	Agreed

	23.501
	4785
	-
	Rel-18
	ENPN_Ph2 general clean up
	F
	18.2.2
	S2-158
	S2-2308779
	Ericsson
	eNPN_Ph2
	-

	23.501
	4786
	-
	Rel-18
	SNPN N3WIF FQDN terminology alignment with stage 3
	F
	18.2.2
	S2-158
	S2-2308782
	Ericsson
	eNPN_Ph2
	Revised

	23.501
	4786
	1
	Rel-18
	SNPN N3WIF FQDN terminology alignment with stage 3
	F
	18.2.2
	S2-158
	S2-2309673
	Ericsson
	eNPN_Ph2
	Postponed

	23.501
	4787
	-
	Rel-18
	Number of PDU Session update for PDU Session on Alternative S-NSSAI
	F
	18.2.2
	S2-158
	S2-2308789
	Samsung
	eNS_Ph3
	-

	23.501
	4788
	-
	Rel-18
	Add FL capability and ML model training related services
	F
	18.2.2
	S2-158
	S2-2308806
	CMCC, Huawei, HiSilicon
	eNA_Ph3
	-

	23.501
	4789
	-
	Rel-18
	NEF address pre-configuration and NEF function update to support AIML operation
	F
	18.2.0
	S2-158
	S2-2308823
	Vivo
	AIMLsys
	Merged

	23.501
	4790
	-
	Rel-18
	Clarification on subscription information for PIN service
	F
	18.2.0
	S2-158
	S2-2308833
	CATT
	PIN
	-

	23.501
	4791
	-
	Rel-18
	Clarification on non-3GPP path switching capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses
	F
	18.2.2
	S2-158
	S2-2308850
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.501
	4792
	-
	Rel-18
	Clarification on network access control when a UE attemps to access SNPN
	F
	18.2.2
	S2-158
	S2-2308853
	LG Electronics
	eNPN_Ph2
	-

	23.501
	4793
	-
	Rel-18
	Resolve the EN on the Non-homogenous support of PDU set based handling
	F
	18.2.2
	S2-158
	S2-2308858
	OPPO
	XRM
	Merged

	23.501
	4794
	-
	Rel-18
	PDU Set based QoS Handling requested by UE
	F
	18.2.2
	S2-158
	S2-2308859
	OPPO
	XRM
	Noted

	23.501
	4795
	-
	Rel-18
	Resolve the EN on discontinuous coverage maximum wait time
	F
	18.2.2
	S2-158
	S2-2308861
	OPPO
	5GSAT_Ph2
	-

	23.501
	4796
	-
	Rel-18
	Notification to AF on status change of ECN marking for L4S
	F
	18.2.2
	S2-158
	S2-2308870
	Apple, Meta USA
	XRM
	Merged

	23.501
	4797
	-
	Rel-18
	Clarification and EN resolution for Discontinuous Coverage
	F
	18.2.2
	S2-158
	S2-2308871
	LG Electronics
	5GSAT_Ph2
	-

	23.501
	4798
	-
	Rel-18
	Interoperability Indicator for NWDAF discovery and selection
	F
	18.2.2
	S2-158
	S2-2308875
	LG Electronics
	eNA_Ph3
	Revised

	23.501
	4798
	1
	Rel-18
	Interoperability Indicator for NWDAF discovery and selection
	F
	18.2.2
	S2-158
	S2-2309593
	LG Electronics
	eNA_Ph3
	Revised

	23.501
	4798
	2
	Rel-18
	Interoperability Indicator for NWDAF discovery and selection
	F
	18.2.2
	S2-158
	S2-2309740
	LG Electronics
	eNA_Ph3
	Agreed

	23.501
	4799
	-
	Rel-18
	Clarification on the validity information of equivalent SNPN
	F
	18.2.2
	S2-158
	S2-2308885
	Huawei, HiSilicon
	eNPN_Ph2
	-

	23.501
	4800
	-
	Rel-18
	Clarification on the exchange of configuration information for SNPN selection
	F
	18.2.2
	S2-158
	S2-2308886
	Huawei, HiSilicon
	eNPN_Ph2
	Merged

	23.501
	4801
	-
	Rel-18
	Clarification on the N3IWF FQDN
	F
	18.2.2
	S2-158
	S2-2308887
	Huawei, HiSilicon
	eNPN_Ph2
	Merged

	23.501
	4802
	-
	Rel-18
	Clarification on network selection for accessing localized services
	F
	18.2.2
	S2-158
	S2-2308889
	Huawei, HiSilicon
	eNPN_Ph2
	-

	23.501
	4803
	-
	Rel-18
	Clarification on NAI format in NSWO scenario
	F
	18.2.2
	S2-158
	S2-2308890
	Huawei, HiSilicon
	eNPN_Ph2
	-

	23.501
	4804
	-
	Rel-18
	Updates for registration and discovery for FL entity
	F
	18.2.2
	S2-158
	S2-2308899
	Huawei, HiSilicon
	eNA_Ph3
	-

	23.501
	4805
	-
	Rel-18
	Updating TRS_URLLC aspects in the general clause for User Plane Direct 5GS Information Exposure
	F
	18.2.2
	S2-158
	S2-2308910
	LG Electronics
	TRS_URLLC
	-

	23.501
	4806
	-
	Rel-18
	Clarification on QoS Monitoring related descriptions
	F
	18.2.2
	S2-158
	S2-2308912
	LG Electronics
	XRM
	-

	23.501
	4807
	-
	Rel-18
	RT latency control and RT delay exposure for XR data flow
	F
	18.2.2
	S2-158
	S2-2308914
	CATT
	XRM
	-

	23.501
	4808
	-
	Rel-18
	Remove the EN on the Non-homogenous support of PDU Set based handling in NG-RAN
	C
	18.2.2
	S2-158
	S2-2308916
	CATT
	XRM
	Merged

	23.501
	4809
	-
	Rel-18
	Correct the ideal Data Burst start time
	F
	18.2.2
	S2-158
	S2-2308918
	CATT
	XRM
	-

	23.501
	4810
	-
	Rel-18
	Remove the EN on UL PDU Set Handling
	C
	18.2.2
	S2-158
	S2-2308919
	CATT
	XRM
	-

	23.501
	4811
	-
	Rel-18
	Discontinuous or out of sequence or missing PDU Set Information
	F
	18.2.2
	S2-158
	S2-2308920
	CATT
	XRM
	Revised

	23.501
	4811
	1
	Rel-18
	Discontinuous or out of sequence or missing PDU Set Information
	F
	18.2.2
	S2-158
	S2-2309811
	CATT
	XRM
	Revised

	23.501
	4811
	2
	Rel-18
	Discontinuous or out of sequence or missing PDU Set Information
	F
	18.2.2
	S2-158
	S2-2309839
	CATT
	XRM
	Noted

	23.501
	4812
	-
	Rel-18
	Corrections for traffic characteristics parameters in Alternative QoS Profile
	F
	18.2.2
	S2-158
	S2-2308925
	Huawei, HiSilicon
	XRM
	-

	23.501
	4813
	-
	Rel-18
	Clarifications on redundant steering mode for GBR QoS Flow
	F
	18.2.2
	S2-158
	S2-2308926
	Huawei, HiSilicon
	ATSSS_Ph3
	Postponed

	23.501
	4813
	1
	Rel-18
	Clarifications on redundant steering mode for GBR QoS Flow
	F
	18.2.2
	S2-158
	S2-2309466
	Huawei, HiSilicon
	ATSSS_Ph3
	Withdrawn

	23.501
	4814
	-
	Rel-18
	Clarification on the N6 jitter range, TSCAI and End of data burst
	F
	18.2.2
	S2-158
	S2-2308946
	ZTE
	XRM
	-

	23.501
	4815
	-
	Rel-18
	Modification to the Packet delay variation monitoring
	F
	18.2.2
	S2-158
	S2-2308947
	ZTE
	XRM
	-

	23.501
	4816
	-
	Rel-17
	PLMN list for NSWO in roaming scenario
	F
	17.9.0
	S2-158
	S2-2308976
	Huawei, HiSilicon
	NSWO_5G
	Revised

	23.501
	4816
	1
	Rel-17
	PLMN list for NSWO in roaming scenario
	F
	17.9.0
	S2-158
	S2-2309548
	Huawei, HiSilicon
	NSWO_5G
	Agreed

	23.501
	4817
	-
	Rel-18
	PLMN list for NSWO in roaming scenario
	A
	18.2.2
	S2-158
	S2-2308977
	Huawei, HiSilicon
	NSWO_5G
	Revised

	23.501
	4817
	1
	Rel-18
	PLMN list for NSWO in roaming scenario
	A
	18.2.2
	S2-158
	S2-2309549
	Huawei, HiSilicon
	NSWO_5G
	Agreed

	23.501
	4818
	-
	Rel-18
	SNPN list for NSWO in CH scenario
	F
	18.2.2
	S2-158
	S2-2308978
	Huawei, HiSilicon
	eNPN_Ph2
	-

	23.501
	4819
	-
	Rel-18
	Clarification on Subscriber category in AF request
	F
	18.2.2
	S2-158
	S2-2308979
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.501
	4820
	-
	Rel-18
	Handover considering PDU set based handling
	F
	18.2.2
	S2-158
	S2-2308986
	Samsung
	XRM
	Merged

	23.501
	4821
	-
	Rel-18
	CR 23.501 Clarification on Equivalent SNPN for localized service
	F
	18.2.2
	S2-158
	S2-2309005
	Vivo
	eNPN_Ph2
	-

	23.501
	4822
	-
	Rel-18
	CR 23.501 update for support of network slice usage control on deregistration inactivity timer
	F
	18.2.2
	S2-158
	S2-2309009
	Vivo
	eNS_Ph3
	-

	23.501
	4823
	-
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.2
	S2-158
	S2-2309012
	Lenovo
	XRM
	Merged

	23.501
	4824
	-
	Rel-18
	UL PDU set handling
	F
	18.2.2
	S2-158
	S2-2309014
	Lenovo
	XRM
	-

	23.501
	4825
	-
	Rel-18
	ECN marking for L4S indicator
	F
	18.2.2
	S2-158
	S2-2309016
	Lenovo
	XRM
	-

	23.501
	4826
	-
	Rel-18
	Support of ECN marking for L4S in NG-RAN
	F
	18.2.2
	S2-158
	S2-2309017
	Lenovo
	XRM
	Merged

	23.501
	4826
	1
	Rel-18
	Support of ECN marking for L4S in NG-RAN
	F
	18.2.2
	S2-158
	S2-2309431
	Lenovo
	XRM
	Withdrawn

	23.501
	4827
	-
	Rel-18
	SMF provisioning of available UPF
	F
	18.2.2
	S2-158
	S2-2309018
	Lenovo
	XRM
	-

	23.501
	4828
	-
	Rel-18
	Differentiated Charging for data wi/wo PDU set handling
	F
	18.2.2
	S2-158
	S2-2309020
	Lenovo
	XRM
	Noted

	23.501
	4829
	-
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.2
	S2-158
	S2-2309021
	Samsung
	5G_CIoT
	Revised

	23.501
	4829
	1
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.2
	S2-158
	S2-2309912
	Samsung
	5G_CIoT
	Revised

	23.501
	4829
	2
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.2
	S2-158
	S2-2309983
	Samsung, Ericsson
	5G_CIoT
	Revised

	23.501
	4829
	3
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.2
	S2-158
	S2-2310009
	Samsung, Ericsson
	5G_CIoT
	Agreed

	23.501
	4830
	-
	Rel-18
	Editorial update to Stand-alone Non-Public Networks
	D
	18.2.2
	S2-158
	S2-2309024
	Samsung
	eNPN_Ph2
	-

	23.501
	4831
	-
	Rel-18
	Clarification on Validity Information in UE configuration and subscription
	F
	18.2.2
	S2-158
	S2-2309025
	Samsung
	eNPN_Ph2
	-

	23.501
	4832
	-
	Rel-18
	Terminology and specification of functinalties not applicable to PIN.
	F
	18.2.0
	S2-158
	S2-2309029
	Huawei, HiSilicon
	PIN
	Revised

	23.501
	4832
	1
	Rel-18
	Terminology and specification of functinalties not applicable to PIN.
	F
	18.2.0
	S2-158
	S2-2309535
	Huawei, HiSilicon
	PIN
	Revised

	23.501
	4832
	2
	Rel-18
	Terminology and specification of functinalties not applicable to PIN.
	F
	18.2.0
	S2-158
	S2-2309712
	Huawei, HiSilicon
	PIN
	Revised

	23.501
	4832
	3
	Rel-18
	Terminology and specification of functinalties not applicable to PIN.
	F
	18.2.0
	S2-158
	S2-2309758
	Huawei, HiSilicon
	PIN
	Agreed

	23.501
	4833
	-
	Rel-18
	N19 support for PIN
	F
	18.2.0
	S2-158
	S2-2309030
	Huawei, HiSilicon
	PIN
	-

	23.501
	4834
	-
	Rel-18
	Validity information of Equivalent SNPNs for accessing Localized Services
	F
	18.2.2
	S2-158
	S2-2309031
	Samsung
	eNPN_Ph2
	-

	23.501
	4835
	-
	Rel-18
	Considerationon PDU Set handling during handover
	F
	18.2.2
	S2-158
	S2-2309047
	Samsung
	XRM
	Noted

	23.501
	4836
	-
	Rel-18
	Adjust AoI
	F
	18.2.2
	S2-158
	S2-2309049
	Samsung
	TRS_URLLC
	Agreed

	23.501
	4837
	-
	Rel-18
	Timing synchronization status
	F
	18.2.2
	S2-158
	S2-2309062
	Samsung
	TRS_URLLC
	-

	23.501
	4838
	-
	Rel-18
	TSCTSF Authorization Reference
	F
	18.2.2
	S2-158
	S2-2309063
	Samsung
	TRS_URLLC
	-

	23.501
	4839
	-
	Rel-18
	Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	F
	18.2.2
	S2-158
	S2-2309064
	Samsung
	eNS_Ph3
	Revised

	23.501
	4839
	1
	Rel-18
	Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	F
	18.2.2
	S2-158
	S2-2309462
	Samsung
	eNS_Ph3
	Revised

	23.501
	4839
	2
	Rel-18
	Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	F
	18.2.2
	S2-158
	S2-2309514
	Samsung
	eNS_Ph3
	Agreed

	23.501
	4840
	-
	Rel-17
	Time-based handover
	F
	17.9.0
	S2-158
	S2-2309070
	Samsung
	5GSAT_ARCH
	Withdrawn

	23.501
	4841
	-
	Rel-18
	Resolving editor s note for UE for localized services
	F
	18.2.2
	S2-158
	S2-2309071
	OPPO
	eNPN_Ph2
	-

	23.501
	4842
	-
	Rel-18
	Applicability of the Unavailability Period during Network congestion
	F
	18.2.2
	S2-158
	S2-2309074
	OPPO
	SUECR
	Noted

	23.501
	4843
	-
	Rel-18
	Time-based handover
	A
	18.2.2
	S2-158
	S2-2309077
	Samsung
	5GSAT_ARCH
	Revised

	23.501
	4843
	1
	Rel-18
	Time-based handover
	F
	18.2.2
	S2-158
	S2-2309663
	Samsung
	5GSAT_ARCH
	Noted

	23.501
	4844
	-
	Rel-18
	Corrections on Protocol Description
	F
	18.2.2
	S2-158
	S2-2309080
	NTT DOCOMO
	XRM
	Revised

	23.501
	4844
	1
	Rel-18
	Corrections on Protocol Description
	F
	18.2.2
	S2-158
	S2-2309426
	NTT DOCOMO
	XRM
	Revised

	23.501
	4844
	2
	Rel-18
	Corrections on Protocol Description
	F
	18.2.2
	S2-158
	S2-2309810
	NTT DOCOMO
	XRM
	Revised

	23.501
	4844
	3
	Rel-18
	Corrections on Protocol Description
	F
	18.2.2
	S2-158
	S2-2309862
	NTT DOCOMO
	XRM
	Agreed

	23.501
	4845
	-
	Rel-16
	UE Mobility Reference
	F
	16.17.0
	S2-158
	S2-2309083
	Samsung
	5GS_Ph1
	Noted

	23.501
	4846
	-
	Rel-17
	UE Mobility Reference
	A
	17.9.0
	S2-158
	S2-2309084
	Samsung
	5GS_Ph1
	Noted

	23.501
	4847
	-
	Rel-18
	Update for control based on round-trip latency requirement
	F
	18.2.1
	S2-158
	S2-2309085
	Vivo
	XRM
	-

	23.501
	4848
	-
	Rel-18
	UE Mobility Reference
	A
	18.2.2
	S2-158
	S2-2309087
	Samsung
	5GS_Ph1
	Revised

	23.501
	4848
	1
	Rel-18
	UE Mobility Reference
	A
	18.2.2
	S2-158
	S2-2309651
	Samsung
	5GS_Ph1
	Agreed

	23.501
	4849
	-
	Rel-18
	Selection of Common DNAI
	F
	18.2.2
	S2-158
	S2-2309097
	NTT DOCOMO
	EDGE_Ph2
	Revised

	23.501
	4849
	1
	Rel-18
	Selection of Common DNAI
	F
	18.2.2
	S2-158
	S2-2309799
	NTT DOCOMO
	EDGE_Ph2
	Agreed

	23.501
	4850
	-
	Rel-18
	Clarification for temporary slices having validity time information
	F
	18.2.2
	S2-158
	S2-2309104
	Samsung
	eNS_Ph3
	-

	23.501
	4851
	-
	Rel-17
	Clarification on eDRX support for power saving enhancement
	F
	17.9.0
	S2-158
	S2-2309106
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Revised

	23.501
	4851
	1
	Rel-17
	Clarification on eDRX support for power saving enhancement
	F
	17.9.0
	S2-158
	S2-2309546
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Agreed

	23.501
	4852
	-
	Rel-18
	Clarification on eDRX support for power saving enhancement
	A
	18.2.2
	S2-158
	S2-2309107
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Revised

	23.501
	4852
	1
	Rel-18
	Clarification on eDRX support for power saving enhancement
	A
	18.2.2
	S2-158
	S2-2309547
	Huawei, HiSilicon
	ARCH_NR_REDCAP
	Agreed

	23.501
	4853
	-
	Rel-18
	Remove Editor s note in clause 5.4.13.5
	F
	18.2.2
	S2-158
	S2-2309109
	Xiaomi
	5GSAT_Ph2
	-

	23.501
	4854
	-
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2309110
	Xiaomi
	5GSAT_Ph2
	Revised

	23.501
	4854
	1
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2309665
	Xiaomi
	5GSAT_Ph2
	Revised

	23.501
	4854
	2
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2309973
	Xiaomi
	5GSAT_Ph2
	Revised

	23.501
	4854
	3
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2309976
	Xiaomi
	5GSAT_Ph2
	Revised

	23.501
	4854
	4
	Rel-18
	Clarify on Discontinuous Coverage Support negotiation
	F
	18.2.2
	S2-158
	S2-2310014
	Xiaomi, China Telecom, Ericsson, China Mobile, OPPO, LG Electronics, Huawei, HiSilicon, CATT, Samsung
	5GSAT_Ph2
	Agreed

	23.501
	4855
	-
	Rel-18
	Clarify on Discontinuous Coverage Support and power saving determination
	F
	18.2.2
	S2-158
	S2-2309111
	Xiaomi
	5GSAT_Ph2
	-

	23.501
	4856
	-
	Rel-18
	Editorial correction on ATSSS architecture
	F
	18.2.2
	S2-158
	S2-2309114
	Xiaomi
	ATSSS_Ph3
	Revised

	23.501
	4856
	1
	Rel-18
	Editorial correction on ATSSS architecture
	F
	18.2.2
	S2-158
	S2-2309472
	Xiaomi
	ATSSS_Ph3
	Agreed

	23.501
	4857
	-
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309119
	Samsung
	eNS_Ph3
	Revised

	23.501
	4857
	1
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309522
	Samsung
	eNS_Ph3
	Revised

	23.501
	4857
	2
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309695
	Samsung
	eNS_Ph3
	Revised

	23.501
	4857
	3
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309744
	Samsung
	eNS_Ph3
	Revised

	23.501
	4857
	4
	Rel-18
	Downlink packet handling for UE when outside of slice support area
	F
	18.2.2
	S2-158
	S2-2309754
	Samsung, Ericsson
	eNS_Ph3
	Agreed

	23.501
	4858
	-
	Rel-18
	Update on NEF functionality
	F
	18.2.0
	S2-158
	S2-2309124
	CATT
	EDGE_Ph2
	Agreed

	23.501
	4859
	-
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309125
	CATT
	TRS_URLLC
	Revised

	23.501
	4859
	1
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309440
	CATT
	TRS_URLLC
	Revised

	23.501
	4859
	2
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309823
	CATT
	TRS_URLLC
	Agreed

	23.501
	4860
	-
	Rel-18
	Discontinuous coverage update to remove ENs and alignment
	F
	18.2.2
	S2-158
	S2-2309130
	Huawei, HiSilicon
	5GSAT_Ph2
	-

	23.501
	4861
	-
	Rel-18
	QoS monitoring
	F
	18.2.2
	S2-158
	S2-2309146
	Nokia, Nokia Shanghai Bell
	5GSATB
	Revised

	23.501
	4861
	1
	Rel-18
	QoS monitoring
	F
	18.2.2
	S2-158
	S2-2309682
	Nokia, Nokia Shanghai Bell
	5GSATB
	Agreed

	23.501
	4862
	-
	Rel-18
	Clarification and editorial on the AF request influence on traffic routing for set of UEs
	F
	18.2.2
	S2-158
	S2-2309149
	LG Electronics
	EDGE_Ph2
	Revised

	23.501
	4862
	1
	Rel-18
	Clarification and editorial on the AF request influence on traffic routing for set of UEs
	F
	18.2.2
	S2-158
	S2-2309800
	LG Electronics
	EDGE_Ph2
	Revised

	23.501
	4862
	2
	Rel-18
	Clarification and editorial on the AF request influence on traffic routing for set of UEs
	F
	18.2.2
	S2-158
	S2-2309972
	LG Electronics
	EDGE_Ph2
	Revised

	23.501
	4862
	3
	Rel-18
	Clarification and editorial on the AF request influence on traffic routing for set of UEs
	F
	18.2.2
	S2-158
	S2-2310022
	LG Electronics
	EDGE_Ph2
	Agreed

	23.501
	4863
	-
	Rel-18
	Correction on RFSP index generation
	F
	18.2.2
	S2-158
	S2-2309151
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.501
	4864
	-
	Rel-18
	Clarifications to the Redundant Steering Mode
	F
	18.2.2
	S2-158
	S2-2309156
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	Agreed

	23.501
	4865
	-
	Rel-18
	Correction to AMF selection for SNPN onboarding
	F
	18.2.2
	S2-158
	S2-2309157
	Nokia, Nokia Shanghai Bell
	eNPN_Ph2
	-

	23.501
	4866
	-
	Rel-18
	Correction to the Target NSSAI feature in RRC redirection
	A
	18.2.2
	S2-158
	S2-2309172
	NEC
	eNS_Ph2
	Noted

	23.501
	4867
	-
	Rel-18
	Clarification on QoS Monitoring in case of dynamic satellite backhaul
	F
	18.2.2
	S2-158
	S2-2309183
	Huawei, HiSilicon
	5GSATB
	Merged

	23.501
	4868
	-
	Rel-18
	Corrections on 5GS information exposure
	F
	18.2.2
	S2-158
	S2-2309185
	Huawei, HiSilicon
	XRM
	-

	23.501
	4869
	-
	Rel-18
	Update on support of PDU Set handling
	F
	18.2.2
	S2-158
	S2-2309186
	Huawei, HiSilicon
	XRM
	Revised

	23.501
	4869
	1
	Rel-18
	Update on support of PDU Set handling
	F
	18.2.2
	S2-158
	S2-2309425
	Huawei, HiSilicon
	XRM
	Revised

	23.501
	4869
	2
	Rel-18
	Update on support of PDU Set handling
	F
	18.2.2
	S2-158
	S2-2309809
	Huawei, HiSilicon
	XRM
	Agreed

	23.501
	4870
	-
	Rel-18
	Update on support of coordinated UL and DL transmission
	F
	18.2.2
	S2-158
	S2-2309188
	Huawei, HiSilicon
	XRM
	-

	23.501
	4871
	-
	Rel-18
	Clarifications of policy control enhancements for multi-modal services
	F
	18.2.2
	S2-158
	S2-2309190
	Huawei, HiSilicon
	XRM
	-

	23.501
	4872
	-
	Rel-18
	Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	F
	18.2.2
	S2-158
	S2-2309209
	InterDigital Inc.
	PIN
	Revised

	23.501
	4872
	1
	Rel-18
	Grouping and Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	F
	18.2.2
	S2-158
	S2-2309537
	InterDigital Inc.
	PIN
	Noted

	23.501
	4873
	-
	Rel-18
	Correcting the Description of the N6 Traffic Parameter Measurement Report
	F
	18.2.2
	S2-158
	S2-2309210
	InterDigital Inc., NTT DOCOMO
	XRM
	-

	23.501
	4874
	-
	Rel-18
	Support for the Unavailability Period Feature over non-3GPP Access
	C
	18.2.2
	S2-158
	S2-2309214
	InterDigital Inc., Samsung
	SUECR
	-

	23.501
	4875
	-
	Rel-18
	Support for the Unavailability Period Feature when a MM Back-off Timer is Running
	C
	18.2.2
	S2-158
	S2-2309216
	InterDigital Inc.
	SUECR
	Noted

	23.501
	4876
	-
	Rel-18
	Clarification on NWDAF functionalities and NF profile in TS 23.501
	F
	18.2.2
	S2-158
	S2-2309228
	China Mobile
	eNA_Ph3
	Revised

	23.501
	4876
	1
	Rel-18
	Clarification on NWDAF functionalities and NF profile in TS 23.501
	F
	18.2.2
	S2-158
	S2-2309578
	China Mobile
	eNA_Ph3
	Revised

	23.501
	4876
	2
	Rel-18
	Clarification on NWDAF functionalities and NF profile in TS 23.501
	F
	18.2.2
	S2-158
	S2-2309731
	China Mobile
	eNA_Ph3
	Agreed

	23.501
	4877
	-
	Rel-18
	Access leg to use in case of duplication suspension
	F
	18.2.2
	S2-158
	S2-2309229
	InterDigital
	ATSSS_Ph3
	Noted

	23.501
	4878
	-
	Rel-18
	Update some indications and overload control timer for satellite discontinuous coverage
	F
	18.2.2
	S2-158
	S2-2309231
	CATT
	5GSAT_Ph2
	-

	23.501
	4879
	-
	Rel-18
	QoS monitoring trigger conditions update
	F
	18.2.2
	S2-158
	S2-2309233
	CATT
	5GSATB
	Merged

	23.501
	4880
	-
	Rel-18
	Duplication suspension notification to 5G-AN
	F
	18.2.2
	S2-158
	S2-2309239
	InterDigital Inc.
	ATSSS_Ph3
	Noted

	23.501
	4881
	-
	Rel-18
	Remove the ENs of Mixed PDUs Handling within One QoS Flow
	F
	18.2.2
	S2-158
	S2-2309244
	Xiaomi
	XRM
	Merged

	23.501
	4882
	-
	Rel-18
	Remove the ENs of Mixed PDUs Handling within One QoS Flow_Alternative 2
	F
	18.2.2
	S2-158
	S2-2309245
	Xiaomi
	XRM
	Merged

	23.501
	4883
	-
	Rel-18
	Clarification about the End Marker and PDU Set Handling
	F
	18.2.2
	S2-158
	S2-2309248
	Xiaomi
	XRM
	Noted

	23.501
	4884
	-
	Rel-18
	Corrections of PDU Set Handling in 23.501
	F
	18.2.2
	S2-158
	S2-2309250
	Xiaomi
	XRM
	Merged

	23.501
	4885
	-
	Rel-18
	Time sync status monitoring issue on the CQRCI check and reference id report
	F
	18.2.2
	S2-158
	S2-2309251
	ZTE
	TRS_URLLC
	Revised

	23.501
	4885
	1
	Rel-18
	Time sync status monitoring issue on the CQRCI check and reference id report
	F
	18.2.2
	S2-158
	S2-2309439
	ZTE
	TRS_URLLC
	Noted

	23.501
	4886
	-
	Rel-18
	Corrections on timing synchronization status reporting
	F
	18.2.2
	S2-158
	S2-2309255
	NTT DOCOMO
	TRS_URLLC
	Noted

	23.501
	4887
	-
	Rel-18
	Clarification for time synchronization service monitoring
	F
	18.2.2
	S2-158
	S2-2309256
	Huawei, HiSilicon
	TRS_URLLC
	Revised

	23.501
	4887
	1
	Rel-18
	Clarification for time synchronization service monitoring
	F
	18.2.2
	S2-158
	S2-2309436
	Huawei, HiSilicon
	TRS_URLLC
	Revised

	23.501
	4887
	2
	Rel-18
	Clarification for time synchronization service monitoring
	F
	18.2.2
	S2-158
	S2-2309820
	Huawei, HiSilicon
	TRS_URLLC
	Agreed

	23.501
	4888
	-
	Rel-18
	Clarification on LADN support in SNPN
	F
	18.2.2
	S2-158
	S2-2309271
	InterDigital Inc.
	eNPN_Ph2
	-

	23.501
	4889
	-
	Rel-18
	Misbehaving networking with explicit L4S requested from AF
	F
	18.2.2
	S2-158
	S2-2309273
	Meta USA, Apple
	XRM
	-

	23.501
	4890
	-
	Rel-18
	Clarifications on N6 Jitter information to RAN for configuring CDRX
	F
	18.2.2
	S2-158
	S2-2309274
	Huawei, HiSilicon
	XRM
	-

	23.501
	4891
	-
	Rel-18
	Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	F
	18.2.2
	S2-158
	S2-2309287
	ZTE
	5GS_Ph1, TEI18
	Revised

	23.501
	4891
	1
	Rel-18
	Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	F
	18.2.2
	S2-158
	S2-2309414
	ZTE
	5GS_Ph1, TEI18
	Revised

	23.501
	4891
	2
	Rel-18
	Further clarification on transfer of emergency PDU session from non-3GPP to 3GPP access
	F
	18.2.2
	S2-158
	S2-2310024
	ZTE
	5GS_Ph1, TEI18
	Agreed

	23.501
	4892
	-
	Rel-17
	Aligning secure DNS with SA WG3 specifications
	F
	17.9.0
	S2-158
	S2-2309306
	Sony
	eEDGE_5GC
	Revised

	23.501
	4892
	1
	Rel-17
	Aligning secure DNS with SA WG3 specifications
	F
	17.9.0
	S2-158
	S2-2309523
	Sony
	eEDGE_5GC
	Agreed

	23.501
	4893
	-
	Rel-18
	Aligning secure DNS with SA WG3 specifications
	A
	18.2.2
	S2-158
	S2-2309308
	Sony
	eEDGE_5GC
	Revised

	23.501
	4893
	1
	Rel-18
	Aligning secure DNS with SA WG3 specifications
	A
	18.2.2
	S2-158
	S2-2309524
	Sony
	eEDGE_5GC
	Revised

	23.501
	4893
	2
	Rel-18
	Aligning secure DNS with SA WG3 specifications
	A
	18.2.2
	S2-158
	S2-2309699
	Sony
	eEDGE_5GC
	Agreed

	23.501
	4894
	-
	Rel-18
	Clarification for onboarding procedure for localized services
	F
	18.2.2
	S2-158
	S2-2309311
	Samsung
	eNPN_Ph2
	-

	23.501
	4895
	-
	Rel-18
	Clarifications for Enabling Access to Localized Services
	F
	18.2.2
	S2-158
	S2-2309316
	Samsung
	eNPN_Ph2
	-

	23.501
	4896
	-
	Rel-18
	Correction to IAB authorization operation description
	F
	18.2.2
	S2-158
	S2-2309319
	Qualcomm Incorporated
	IABARC, TEI18
	-

	23.501
	4897
	-
	Rel-18
	Correction on periodically reselection for SNPN
	F
	18.2.2
	S2-158
	S2-2309323
	Xiaomi
	eNPN_Ph2
	-

	23.501
	4898
	-
	Rel-18
	Handling of equivalent SNPN selection for access to localized service
	F
	18.2.2
	S2-158
	S2-2309325
	InterDigital Inc.
	eNPN_Ph2
	-

	23.501
	4899
	-
	Rel-18
	Correction on SNPN reselection when validity information changes from not met to met
	F
	18.2.2
	S2-158
	S2-2309326
	Xiaomi
	eNPN_Ph2
	-

	23.501
	4900
	-
	Rel-18
	Correction on equivalent SNPNs for subscribed SNPN
	F
	18.2.2
	S2-158
	S2-2309327
	Xiaomi
	eNPN_Ph2
	-

	23.501
	4901
	-
	Rel-18
	Editorial change for terminoly alignment
	D
	18.2.2
	S2-158
	S2-2309333
	Xiaomi
	PIN
	-

	23.501
	4902
	-
	Rel-18
	Correction for PIN communication and connection
	F
	18.2.2
	S2-158
	S2-2309335
	Xiaomi
	PIN
	Revised

	23.501
	4902
	1
	Rel-18
	Correction for PIN communication and connection
	F
	18.2.2
	S2-158
	S2-2309708
	Xiaomi
	PIN
	Merged

	23.501
	4903
	-
	Rel-18
	5QI for supplementary services messages and LPP messages over UP
	F
	18.2.2
	S2-158
	S2-2309337
	Xiaomi
	5G_eLCS_Ph3
	Noted

	23.501
	4904
	-
	Rel-18
	Correction on PEGC subscription data
	F
	18.2.2
	S2-158
	S2-2309338
	Xiaomi
	PIN
	Merged

	23.501
	4905
	-
	Rel-18
	Correction on PIN definition
	F
	18.2.2
	S2-158
	S2-2309339
	Xiaomi
	PIN
	-

	23.501
	4906
	-
	Rel-18
	Correction on Network Exposure of 5GS information
	F
	18.2.2
	S2-158
	S2-2309340
	Qualcomm Incorporated
	XRM
	-

	23.501
	4907
	-
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309342
	Qualcomm Incorporated
	XRM
	Revised

	23.501
	4907
	1
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309415
	Qualcomm Incorporated
	XRM
	Revised

	23.501
	4907
	2
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309806
	Qualcomm Incorporated
	XRM
	Revised

	23.501
	4907
	3
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309837
	Qualcomm Incorporated
	XRM
	Revised

	23.501
	4907
	4
	Rel-18
	PDU Set QoS handling: Race conditions at mobility from supporting to non-supporting gNB
	F
	18.2.2
	S2-158
	S2-2309860
	Qualcomm Incorporated, Xiaomi, DoCoMo, Google
	XRM
	Agreed

	23.501
	4908
	-
	Rel-16
	Add missing gate control information
	F
	16.17.0
	S2-158
	S2-2309344
	Qualcomm Incorporated, Ericsson
	Vertical_LAN
	-

	23.501
	4909
	-
	Rel-17
	Add missing gate control information
	A
	17.9.0
	S2-158
	S2-2309345
	Qualcomm Incorporated, Ericsson
	Vertical_LAN
	-

	23.501
	4910
	-
	Rel-18
	Add missing gate control information
	A
	18.2.2
	S2-158
	S2-2309346
	Qualcomm Incorporated, Ericsson
	Vertical_LAN
	-

	23.501
	4911
	-
	Rel-18
	Correction for Non-3GPP delay budget
	F
	18.2.2
	S2-158
	S2-2309348
	Xiaomi
	PIN
	-

	23.501
	4912
	-
	Rel-18
	Authorize the PIN AF
	F
	18.2.2
	S2-158
	S2-2309349
	Xiaomi
	PIN
	Noted

	23.501
	4913
	-
	Rel-18
	URSP delivery via EPS
	F
	18.2.2
	S2-158
	S2-2309351
	Samsung
	eUEPO
	-

	23.501
	4914
	-
	Rel-18
	Maximum Time Offset during discontinuous coverage.
	F
	18.2.2
	S2-158
	S2-2309362
	China Mobile
	5GSAT_Ph2
	-

	23.501
	4915
	-
	Rel-18
	Resolving EN on ESNPN
	F
	18.2.2
	S2-158
	S2-2309370
	Samsung
	eNPN_Ph2
	-

	23.501
	4916
	-
	Rel-18
	Congestion and overload control
	F
	18.2.2
	S2-158
	S2-2309377
	Samsung
	5GSAT_Ph2
	-

	23.501
	4917
	-
	Rel-18
	Clarification on UE behaviour
	F
	18.2.2
	S2-158
	S2-2309381
	Samsung
	5GSAT_Ph2
	-

	23.501
	4918
	-
	Rel-18
	Loss Of Connectivity event reporting to AF
	F
	18.2.2
	S2-158
	S2-2309384
	Samsung
	5GSAT_Ph2
	-

	23.501
	4919
	-
	Rel-18
	Resolve Editor s Note in Non-homogeneous support of NG-RAN for PDU Set Handling
	F
	18.2.2
	S2-158
	S2-2309387
	Google
	XRM
	Merged

	23.501
	4920
	-
	Rel-18
	NSAC back-off timer correction
	F
	18.2.2
	S2-158
	S2-2309612
	NEC
	eNS_Ph2
	Revised

	23.501
	4920
	1
	Rel-18
	NSAC back-off timer correction
	F
	18.2.2
	S2-158
	S2-2309700
	NEC
	eNS_Ph2
	Agreed

	23.502
	4076
	1
	Rel-17
	Clarification of invocation of TSCTSF
	F
	17.9.0
	S2-158
	S2-2308922
	Huawei, HiSilicon
	IIoT
	Revised

	23.502
	4076
	2
	Rel-17
	Clarification of invocation of TSCTSF
	F
	17.9.0
	S2-158
	S2-2309553
	Huawei, HiSilicon
	IIoT
	Revised

	23.502
	4076
	3
	Rel-17
	Clarification of invocation of TSCTSF
	F
	17.9.0
	S2-158
	S2-2309706
	Huawei, HiSilicon
	IIoT
	Agreed

	23.502
	4077
	1
	Rel-18
	Clarification of invocation of TSCTSF
	A
	18.2.0
	S2-158
	S2-2308923
	Huawei, HiSilicon
	IIoT
	Revised

	23.502
	4077
	2
	Rel-18
	Clarification of invocation of TSCTSF
	A
	18.2.0
	S2-158
	S2-2309554
	Huawei, HiSilicon
	IIoT
	Revised

	23.502
	4077
	3
	Rel-18
	Clarification of invocation of TSCTSF
	A
	18.2.0
	S2-158
	S2-2309707
	Huawei, HiSilicon
	IIoT
	Agreed

	23.502
	4122
	3
	Rel-18
	Determination of partially allowed NSSAI by NSSF:KI#5
	F
	18.2.0
	S2-158
	S2-2309048
	NEC
	eNS_Ph3
	-

	23.502
	4202
	1
	Rel-18
	Corrections for NWDAF-assisted PFD management
	F
	18.2.0
	S2-158
	S2-2308929
	Huawei, HiSilicon
	eNA_Ph3
	Merged

	23.502
	4203
	2
	Rel-18
	Number of PDU Session update for PDU Session on Alternative S-NSSAI
	F
	18.2.0
	S2-158
	S2-2308785
	Samsung
	eNS_Ph3
	-

	23.502
	4233
	1
	Rel-18
	UE explicit indication of L4S Feedback Capabilities
	F
	18.2.0
	S2-158
	S2-2308753
	Charter Communications, Inc
	XRM
	-

	23.502
	4246
	-
	Rel-18
	Time based handover for NTN NR
	F
	18.2.0
	S2-158
	S2-2308376
	Qualcomm Incorporated
	5GSAT_Ph2, NR_NTN_enh-Core
	Revised

	23.502
	4246
	1
	Rel-18
	Time based handover for NTN NR
	F
	18.2.0
	S2-158
	S2-2309664
	Qualcomm Incorporated
	5GSAT_Ph2, NR_NTN_enh-Core
	Revised

	23.502
	4246
	2
	Rel-18
	Time based handover for NTN NR
	F
	18.2.0
	S2-158
	S2-2309977
	Qualcomm Incorporated
	5GSAT_Ph2, NR_NTN_enh-Core
	Agreed

	23.502
	4247
	-
	Rel-15
	Update of subscribed NSSAI when UE is not registered in network
	F
	15.16.0
	S2-158
	S2-2308379
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Noted

	23.502
	4248
	-
	Rel-16
	Update of subscribed NSSAI when UE is not registered in network
	A
	16.16.0
	S2-158
	S2-2308381
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Noted

	23.502
	4249
	-
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	A
	17.9.0
	S2-158
	S2-2308383
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.502
	4249
	1
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	A
	17.9.0
	S2-158
	S2-2309650
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.502
	4249
	2
	Rel-17
	Update of subscribed NSSAI when UE is not registered in network
	F
	17.9.0
	S2-158
	S2-2309951
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.502
	4250
	-
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.0
	S2-158
	S2-2308385
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Revised

	23.502
	4250
	1
	Rel-18
	Update of subscribed NSSAI when UE is not registered in network
	A
	18.2.0
	S2-158
	S2-2309954
	Deutsche Telekom, Mavenir, Nokia, Nokia Shanghai Bell, KDDI
	5GS_Ph1
	Agreed

	23.502
	4251
	-
	Rel-18
	Updates to AI/ML procedures
	F
	18.2.0
	S2-158
	S2-2308387
	OPPO, Nokia, LG Electronics, MediaTek
	AIMLsys
	Revised

	23.502
	4251
	1
	Rel-18
	Updates to AI/ML procedures
	F
	18.2.0
	S2-158
	S2-2309447
	OPPO, Nokia, LG Electronics, MediaTek
	AIMLsys
	Agreed

	23.502
	4252
	-
	Rel-18
	Cleaning up the term of SMF used in URSP Provisioning in EPS
	F
	18.2.0
	S2-158
	S2-2308398
	China Telecom
	eUEPO
	-

	23.502
	4253
	-
	Rel-16
	Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	F
	16.16.0
	S2-158
	S2-2308405
	Intel
	5G_CIoT
	-

	23.502
	4254
	-
	Rel-17
	Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	A
	17.9.0
	S2-158
	S2-2308406
	Intel
	5G_CIoT
	-

	23.502
	4255
	-
	Rel-18
	Correction to UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation
	A
	18.2.0
	S2-158
	S2-2308407
	Intel
	5G_CIoT
	-

	23.502
	4256
	-
	Rel-18
	Correct PFD management based on PFD Determination analytics
	F
	18.2.0
	S2-158
	S2-2308415
	Ericsson
	eNA_Ph3
	Revised

	23.502
	4256
	1
	Rel-18
	Correct PFD management based on PFD Determination analytics
	F
	18.2.0
	S2-158
	S2-2309580
	Ericsson
	eNA_Ph3
	Revised

	23.502
	4256
	2
	Rel-18
	Correct PFD management based on PFD Determination analytics
	F
	18.2.0
	S2-158
	S2-2309732
	Ericsson
	eNA_Ph3
	Agreed

	23.502
	4257
	-
	Rel-18
	Signaling procedures to support ECN marking for L4S.
	F
	18.2.0
	S2-158
	S2-2308416
	Ericsson
	XRM
	-

	23.502
	4258
	-
	Rel-18
	Signaling procedures to support policy control enhancements for multi-modal services
	F
	18.2.0
	S2-158
	S2-2308419
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	XRM
	-

	23.502
	4259
	-
	Rel-17
	Aligning between 38.413 and 23.502 for UE Capability Check
	F
	17.9.0
	S2-158
	S2-2308427
	Nokia, Nokia Shanghai Bell
	5GS_Ph1, TEI17
	Noted

	23.502
	4260
	-
	Rel-18
	Aligning between 38.413 and 23.502 for UE Capability Check
	A
	18.2.0
	S2-158
	S2-2308428
	Nokia, Nokia Shanghai Bell
	5GS_Ph1, TEI17
	Noted

	23.502
	4261
	-
	Rel-18
	KI#6: Correction to Network control of slice use for home routed PDU Sessions
	F
	18.2.0
	S2-158
	S2-2308449
	Ericsson
	eNS_Ph3
	-

	23.502
	4262
	-
	Rel-18
	KI#4: Clarification on Hierarchical NSACF architecture procedures
	F
	18.2.0
	S2-158
	S2-2308453
	NSACF
	eNS_Ph3
	-

	23.502
	4263
	-
	Rel-18
	Correction to Counting of UEs with at least one PDU Session/Connection
	F
	18.2.0
	S2-158
	S2-2308455
	Ericsson
	eNSAC
	Merged

	23.502
	4264
	-
	Rel-18
	Support of MT SDT for MT communications
	B
	18.2.0
	S2-158
	S2-2308476
	China Mobile
	NR_REDCAP_Ph2
	-

	23.502
	4265
	-
	Rel-17
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2308479
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.502
	4265
	1
	Rel-17
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309907
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.502
	4265
	2
	Rel-17
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309985
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.502
	4265
	3
	Rel-17
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309987
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.502
	4266
	-
	Rel-18
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2308480
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.502
	4266
	1
	Rel-18
	UE Policy Association(s) for 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2309989
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.502
	4267
	-
	Rel-17
	UE Policy determination at AMF relocation with PCF change
	F
	17.9.0
	S2-158
	S2-2308484
	Ericsson, Oracle
	5GS_Ph1, TEI17
	-

	23.502
	4268
	-
	Rel-18
	UE Policy determination at AMF relocation with PCF change
	A
	18.2.0
	S2-158
	S2-2308485
	Ericsson, Oracle
	5GS_Ph1, eUEPO, TEI17
	-

	23.502
	4269
	-
	Rel-18
	URSP rule delivery via EPS
	F
	18.2.0
	S2-158
	S2-2308487
	Ericsson
	eUEPO
	-

	23.502
	4270
	-
	Rel-18
	URSP Rule Enforcement
	F
	18.2.0
	S2-158
	S2-2308488
	Ericsson
	eUEPO
	-

	23.502
	4271
	-
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2308490
	Ericsson
	eUEPO
	Revised

	23.502
	4271
	1
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309417
	Ericsson
	eUEPO
	Revised

	23.502
	4271
	2
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309496
	Ericsson
	eUEPO
	Agreed

	23.502
	4272
	-
	Rel-18
	UE configuration update caused by Network Slice Replacement
	F
	18.2.0
	S2-158
	S2-2308499
	Samsung
	eNS_Ph3
	-

	23.502
	4273
	-
	Rel-18
	23502_CR_Editorial corrections on registration procedure
	D
	18.2.0
	S2-158
	S2-2308503
	China Telecom
	5GSAT_Ph2
	-

	23.502
	4274
	-
	Rel-18
	23502_CR_ correction on Deregistration procedure
	F
	18.2.0
	S2-158
	S2-2308506
	China Telecom
	5GSAT_Ph2
	Noted

	23.502
	4275
	-
	Rel-18
	Clarification on the Support of slice replacement
	F
	18.2.0
	S2-158
	S2-2308514
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	-

	23.502
	4276
	-
	Rel-18
	Clarification of the discovery and selection of NSACF
	F
	18.2.0
	S2-158
	S2-2308519
	Nokia, Nokia Shanghai Bell
	eNS_Ph3
	-

	23.502
	4277
	-
	Rel-17
	UUAA clarification at AMF
	F
	17.9.0
	S2-158
	S2-2308532
	Lenovo
	ID_UAS
	-

	23.502
	4278
	-
	Rel-18
	AMF providing successfull UUAA indication to SMF
	A
	18.2.0
	S2-158
	S2-2308533
	Lenovo
	ID_UAS
	-

	23.502
	4279
	-
	Rel-18
	Support of network slice replacement for handover
	F
	18.2.0
	S2-158
	S2-2308536
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.502
	4280
	-
	Rel-18
	Correction on RFSP index generation
	F
	18.2.0
	S2-158
	S2-2308540
	Huawei, HiSilicon
	eNS_Ph3
	Withdrawn

	23.502
	4281
	-
	Rel-18
	Correction on the procedure between SMF and TLs
	F
	18.2.0
	S2-158
	S2-2308545
	Huawei, HiSilicon
	TRS_URLLC
	-

	23.502
	4282
	-
	Rel-18
	UE-PCF stores indication of support of URSP delivery in EPS in UDR
	F
	18.2.0
	S2-158
	S2-2308551
	Oracle, Ericsson
	eUEPO
	Revised

	23.502
	4282
	1
	Rel-18
	UE-PCF stores indication of support of URSP delivery in EPS in UDR
	F
	18.2.0
	S2-158
	S2-2308775
	Oracle, Ericsson, Verizon UK Ltd
	eUEPO
	-

	23.502
	4283
	-
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2308552
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.502
	4283
	1
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2309661
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.502
	4283
	2
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2309961
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.502
	4283
	3
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2310020
	Nokia, Nokia Shanghai Bell, Oppo, Qualcomm, Ericsson, Huawei,
	EDGE_Ph2
	Agreed

	23.502
	4284
	-
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2308555
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.502
	4284
	1
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2309432
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.502
	4284
	2
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2309817
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.502
	4284
	3
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2309856
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.502
	4284
	4
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2309866
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.502
	4284
	5
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2310038
	Nokia, Nokia Shanghai Bell
	XRM
	Agreed

	23.502
	4285
	-
	Rel-18
	Support of extra traffic characteristics for alternative QoS profile
	F
	18.2.0
	S2-158
	S2-2308558
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.502
	4286
	-
	Rel-18
	Updates on the procedures for the support of network timng synchronization status and reporting
	F
	18.2.0
	S2-158
	S2-2308560
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Revised

	23.502
	4286
	1
	Rel-18
	Updates on the procedures for the support of network timng synchronization status and reporting
	F
	18.2.0
	S2-158
	S2-2309435
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Revised

	23.502
	4286
	2
	Rel-18
	Updates on the procedures for the support of network timng synchronization status and reporting
	F
	18.2.0
	S2-158
	S2-2309819
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Agreed

	23.502
	4287
	-
	Rel-18
	Support of ECN Marking Indication for L4S
	F
	18.2.0
	S2-158
	S2-2308563
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.502
	4288
	-
	Rel-18
	Support of extra traffic characteristics for alternative QoS profile
	F
	18.2.0
	S2-158
	S2-2308566
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.502
	4289
	-
	Rel-18
	Updates on the procedures for the support of network timng synchronization status and reporting
	F
	18.2.0
	S2-158
	S2-2308568
	Nokia, Nokia Shanghai Bell
	TRS_URLLC
	Withdrawn

	23.502
	4290
	-
	Rel-18
	Support of extra traffic characteristics for alternative QoS profile
	F
	18.2.0
	S2-158
	S2-2308571
	Nokia, Nokia Shanghai Bell
	XRM
	Withdrawn

	23.502
	4291
	-
	Rel-18
	Enable AF to provide AI/ML traffic information to PCF to bind the distinct QoS flow
	F
	18.2.0
	S2-158
	S2-2308576
	Lenovo
	AIMLsys
	-

	23.502
	4292
	-
	Rel-18
	Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	F
	18.2.0
	S2-158
	S2-2308577
	Lenovo
	AIMLsys
	Revised

	23.502
	4292
	1
	Rel-18
	Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	F
	18.2.0
	S2-158
	S2-2309450
	Lenovo
	AIMLsys
	Revised

	23.502
	4292
	2
	Rel-18
	Support for confidence and/or accuracy level associated with Application-Specific Expected UE Behaviour
	F
	18.2.0
	S2-158
	S2-2309507
	Lenovo
	AIMLsys
	Agreed

	23.502
	4293
	-
	Rel-18
	Update for QoS monitoring and network exposure
	F
	18.2.0
	S2-158
	S2-2308581
	Vivo
	XRM
	-

	23.502
	4294
	-
	Rel-18
	Update for PDU Set Based Handling
	F
	18.2.0
	S2-158
	S2-2308587
	Vivo
	XRM
	Merged

	23.502
	4295
	-
	Rel-18
	Update for UE power saving management
	F
	18.2.0
	S2-158
	S2-2308589
	Vivo
	XRM
	-

	23.502
	4296
	-
	Rel-18
	Clarification on the Hierarchical NSACF procedures
	F
	18.2.0
	S2-158
	S2-2308598
	Lenovo
	eNS_Ph3
	-

	23.502
	4297
	-
	Rel-18
	PDU Set based QoS Handling for uplink direction
	B
	18.2.0
	S2-158
	S2-2308600
	China Mobile
	XRM
	-

	23.502
	4298
	-
	Rel-18
	Support of ECN marking for L4S
	B
	18.2.0
	S2-158
	S2-2308602
	China Mobile
	XRM
	-

	23.502
	4299
	-
	Rel-18
	Non-homogenous support of PDU set based handling in NG-RAN
	B
	18.2.0
	S2-158
	S2-2308605
	China Mobile
	XRM
	-

	23.502
	4300
	-
	Rel-18
	General corrections and alignment for TS23.502
	F
	18.2.0
	S2-158
	S2-2308612
	China Mobile
	5GS_Ph1
	Revised

	23.502
	4300
	1
	Rel-18
	General corrections and alignment for TS23.502
	F
	18.2.0
	S2-158
	S2-2309413
	China Mobile
	5GS_Ph1
	Agreed

	23.502
	4301
	-
	Rel-18
	N3 and N9 tunnel change due to slice change after handover from EPS to 5GS
	F
	18.2.0
	S2-158
	S2-2308614
	Huawei, HiSilicon
	5GS_Ph1, TEI18
	Postponed

	23.502
	4302
	-
	Rel-18
	Network Slice usage control clarification
	F
	18.2.0
	S2-158
	S2-2308619
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.502
	4303
	-
	Rel-18
	Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	F
	18.2.0
	S2-158
	S2-2308620
	Huawei, HiSilicon
	eNSAC
	Revised

	23.502
	4303
	1
	Rel-18
	Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	F
	18.2.0
	S2-158
	S2-2309463
	Huawei, HiSilicon
	eNSAC
	Revised

	23.502
	4303
	2
	Rel-18
	Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	F
	18.2.0
	S2-158
	S2-2309804
	Huawei, HiSilicon
	eNSAC
	Revised

	23.502
	4303
	3
	Rel-18
	Handling UE number with at least one PDU Session under Hierarchical NSAC architecture
	F
	18.2.0
	S2-158
	S2-2309857
	Huawei, HiSilicon
	eNSAC
	Agreed

	23.502
	4304
	-
	Rel-18
	Clarify procedures to support ECN marking for L4S.
	F
	18.2.0
	S2-158
	S2-2308647
	MediaTek
	XRM
	-

	23.502
	4305
	-
	Rel-18
	Complement of service parameters for PIN
	F
	18.2.0
	S2-158
	S2-2308657
	Vivo
	PIN
	-

	23.502
	4306
	-
	Rel-18
	Handling of service parameters with PIN ID
	F
	18.2.0
	S2-158
	S2-2308658
	Vivo
	PIN
	-

	23.502
	4307
	-
	Rel-18
	Correction to SMF behaviour for non-3GPP delay budget
	F
	18.2.0
	S2-158
	S2-2308662
	Nokia, Nokia Shanghai Bell
	PIN
	-

	23.502
	4308
	-
	Rel-18
	Correction to procedure for PIN service
	D
	18.2.0
	S2-158
	S2-2308664
	Nokia, Nokia Shanghai Bell
	PIN
	-

	23.502
	4309
	-
	Rel-18
	Correction to UE or network requested PDU Session Modification procedure for URSP rule enforcement reporting
	F
	18.2.0
	S2-158
	S2-2308666
	Nokia, Nokia Shanghai Bell
	eUEPO
	-

	23.502
	4310
	-
	Rel-18
	Correction to Forwarding of URSP Rule Enforcement Information
	F
	18.2.0
	S2-158
	S2-2308667
	Nokia, Nokia Shanghai Bell
	eUEPO
	-

	23.502
	4311
	-
	Rel-18
	Corrections on assistance for member UE selection
	F
	18.2.0
	S2-158
	S2-2308672
	Samsung
	AIMLsys
	-

	23.502
	4312
	-
	Rel-18
	Corrections to external parameter provisioning by AI/ML application
	F
	18.2.0
	S2-158
	S2-2308673
	Samsung, OPPO
	AIMLsys
	Revised

	23.502
	4312
	1
	Rel-18
	Corrections to external parameter provisioning by AI/ML application
	F
	18.2.0
	S2-158
	S2-2309452
	Samsung, OPPO
	AIMLsys
	Agreed

	23.502
	4313
	-
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2308674
	Samsung
	AIMLsys
	Withdrawn

	23.502
	4314
	-
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.0
	S2-158
	S2-2308677
	Qualcomm Incorporated
	ATSSS_Ph3
	Revised

	23.502
	4314
	1
	Rel-18
	Meaning of availability for 3GPP access
	F
	18.2.0
	S2-158
	S2-2309471
	Qualcomm Incorporated
	ATSSS_Ph3
	Agreed

	23.502
	4315
	-
	Rel-18
	Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	F
	18.2.0
	S2-158
	S2-2308681
	Nokia, Nokia Shanghai Bell
	eUEPO
	Revised

	23.502
	4315
	1
	Rel-18
	Alignment of 23.502 with regards to LBO information exchange between AMF and PCF
	F
	18.2.0
	S2-158
	S2-2309502
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.502
	4316
	-
	Rel-18
	Interaction between SM-PCF and UE-PCF for PCC rule generation
	F
	18.2.0
	S2-158
	S2-2308688
	Huawei, HiSilicon
	eUEPO
	-

	23.502
	4317
	-
	Rel-18
	Correction on SLAMUP procedure
	F
	18.2.0
	S2-158
	S2-2308691
	Huawei, HiSilicon
	TEI18_SLAMUP
	Revised

	23.502
	4317
	1
	Rel-18
	Correction on SLAMUP procedure
	F
	18.2.0
	S2-158
	S2-2309459
	Huawei, HiSilicon
	TEI18_SLAMUP
	Agreed

	23.502
	4318
	-
	Rel-18
	Corrections on handling the AF traffic influencing request for HR-SBO PDU Sessions
	F
	18.2.0
	S2-158
	S2-2308694
	Ericsson
	EDGE_Ph2
	Merged

	23.502
	4319
	-
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.0
	S2-158
	S2-2308695
	Ericsson
	EDGE_Ph2
	Revised

	23.502
	4319
	1
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.0
	S2-158
	S2-2309793
	Ericsson
	EDGE_Ph2
	Agreed

	23.502
	4320
	-
	Rel-15
	AF influence data key correction
	F
	15.16.0
	S2-158
	S2-2308699
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4320
	1
	Rel-15
	AF influence data key correction
	F
	15.16.0
	S2-158
	S2-2309646
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4320
	2
	Rel-15
	AF influence data key correction
	F
	15.16.0
	S2-158
	S2-2309946
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4321
	-
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	F
	18.2.0
	S2-158
	S2-2308709
	Ericsson
	5MBS_Ph2
	Revised

	23.502
	4321
	1
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	F
	18.2.0
	S2-158
	S2-2309607
	Ericsson
	5MBS_Ph2
	Revised

	23.502
	4321
	2
	Rel-18
	Alignment with stage 3 on Parameter Provisioning of MBS Assistance Infomation
	F
	18.2.0
	S2-158
	S2-2309722
	Ericsson
	5MBS_Ph2
	Agreed

	23.502
	4322
	-
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.0
	S2-158
	S2-2308717
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Revised

	23.502
	4322
	1
	Rel-18
	Provision of eDRX for RRC_INACTIVE with PTW
	F
	18.2.0
	S2-158
	S2-2309602
	Ericsson
	NR_redcap_enh-Core, NR_REDCAP_Ph2
	Agreed

	23.502
	4323
	-
	Rel-18
	Support of RRC_INACTIVE with MT-SDT
	B
	18.2.0
	S2-158
	S2-2308720
	Ericsson
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	-

	23.502
	4324
	-
	Rel-18
	SMF service operations for SR procedure in Suspend mode
	F
	18.2.0
	S2-158
	S2-2308722
	Ericsson
	5G_CIoT, TEI18
	Revised

	23.502
	4324
	1
	Rel-18
	SMF service operations for SR procedure in Suspend mode
	F
	18.2.0
	S2-158
	S2-2309910
	Ericsson
	5G_CIoT, TEI18
	Revised

	23.502
	4324
	2
	Rel-18
	SMF service operations for SR procedure in Suspend mode
	F
	18.2.0
	S2-158
	S2-2309982
	Ericsson
	5G_CIoT, TEI18
	Agreed

	23.502
	4325
	-
	Rel-18
	Correction of EAP-based secondary authentication in EPC
	F
	18.2.0
	S2-158
	S2-2308738
	Ericsson
	TEI18_SDNAEPC
	Revised

	23.502
	4325
	1
	Rel-18
	Correction of EAP-based secondary authentication in EPC
	F
	18.2.0
	S2-158
	S2-2309457
	Ericsson
	TEI18_SDNAEPC
	Agreed

	23.502
	4326
	-
	Rel-18
	Congestion handling with Alternative S-NSSAI
	F
	18.2.0
	S2-158
	S2-2308765
	Ericsson
	eNS_Ph3
	-

	23.502
	4327
	-
	Rel-18
	Handling of EPS interworking due to NS-AoS
	F
	18.2.0
	S2-158
	S2-2308769
	Ericsson
	eNS_Ph3
	-

	23.502
	4328
	-
	Rel-18
	Support of network slice replacement event exposure
	F
	18.2.0
	S2-158
	S2-2308786
	Samsung
	eNS_Ph3
	-

	23.502
	4329
	-
	Rel-18
	5GSAT_Ph2 Adding Discontinuous coverage maximum NAS signalling wait time
	F
	18.2.0
	S2-158
	S2-2308787
	China Mobile
	5GSAT_Ph2
	-

	23.502
	4330
	-
	Rel-18
	R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	F
	18.2.0
	S2-158
	S2-2308791
	Nokia, Nokia Shanghai Bell
	AIMLsys
	Noted

	23.502
	4331
	-
	Rel-18
	R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	F
	18.2.0
	S2-158
	S2-2308792
	Nokia, Nokia Shanghai Bell
	AIMLsys
	Noted

	23.502
	4332
	-
	Rel-18
	R18 AIMLsys_KI4_23502 CR for clarification on expected UE behavior parameter provisioning
	F
	18.2.0
	S2-158
	S2-2308793
	Nokia, Nokia Shanghai Bell
	AIMLsys
	-

	23.502
	4333
	-
	Rel-18
	R18 AIMLsys_KI1_23502 CR for reference correction
	D
	18.2.0
	S2-158
	S2-2308794
	Nokia, Nokia Shanghai Bell
	AIMLsys
	Merged

	23.502
	4334
	-
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2308795
	KDDI, Futurewei
	XRM
	Withdrawn

	23.502
	4335
	-
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2308813
	KDDI, Futurewei
	XRM
	Revised

	23.502
	4335
	1
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2309428
	KDDI, Futurewei
	XRM
	Revised

	23.502
	4335
	2
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2309814
	KDDI, Futurewei
	XRM
	Revised

	23.502
	4335
	3
	Rel-18
	Correction of PDU Set QoS parameters and Protocol Description
	F
	18.2.0
	S2-158
	S2-2309868
	KDDI, Futurewei
	XRM
	Agreed

	23.502
	4336
	-
	Rel-18
	Correction of PCF for session receives PCF (PCF for UE) binding information
	F
	18.2.0
	S2-158
	S2-2308814
	Vivo
	eUEPO
	-

	23.502
	4337
	-
	Rel-18
	URSP rule enforcement from roaming UE
	F
	18.2.0
	S2-158
	S2-2308815
	Vivo
	eUEPO
	-

	23.502
	4338
	-
	Rel-18
	Configuration of ECS address in roaming
	F
	18.2.0
	S2-158
	S2-2308817
	Vivo
	EDGE_Ph2
	-

	23.502
	4339
	-
	Rel-18
	NWDAF provides service experience type to NEF for member selection
	F
	18.2.0
	S2-158
	S2-2308824
	Vivo
	AIMLsys
	-

	23.502
	4340
	-
	Rel-18
	Clarification on subscribed S-NSSAI and DNN for PIN service
	F
	18.2.0
	S2-158
	S2-2308834
	CATT
	PIN
	-

	23.502
	4341
	-
	Rel-18
	Update on Ranging/SL Positioning subscription data and capability
	F
	18.2.0
	S2-158
	S2-2308835
	CATT
	Ranging_SL
	-

	23.502
	4342
	-
	Rel-16
	Clarification on network initiated Service Request procedure for MA PDU Session
	F
	16.16.0
	S2-158
	S2-2308842
	LG Electronics
	ATSSS
	Noted

	23.502
	4343
	-
	Rel-17
	Clarification on network initiated Service Request procedure for MA PDU Session
	A
	17.9.0
	S2-158
	S2-2308843
	LG Electronics
	ATSSS
	Noted

	23.502
	4344
	-
	Rel-18
	Clarification on network initiated Service Request procedure for MA PDU Session
	A
	18.2.0
	S2-158
	S2-2308844
	LG Electronics
	ATSSS
	Revised

	23.502
	4344
	1
	Rel-18
	Clarification on network initiated Service Request procedure for MA PDU Session
	F
	18.2.0
	S2-158
	S2-2309913
	LG Electronics
	ATSSS
	Revised

	23.502
	4344
	2
	Rel-18
	Clarification on network initiated Service Request procedure for MA PDU Session
	F
	18.2.0
	S2-158
	S2-2309956
	LG Electronics
	ATSSS
	Agreed

	23.502
	4345
	-
	Rel-18
	Support of Network Slice Replacement event report to the AF
	F
	18.2.0
	S2-158
	S2-2308846
	LG Electronics
	eNS_Ph3
	-

	23.502
	4346
	-
	Rel-18
	Removing UE capability report on non-3GPP access leg over EPC
	F
	18.2.0
	S2-158
	S2-2308849
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4347
	-
	Rel-18
	Removal of non-3GPP path switching capability between V-SMF and H-SMF
	F
	18.2.0
	S2-158
	S2-2308851
	LG Electronics
	ATSSS_Ph3
	Revised

	23.502
	4347
	1
	Rel-18
	Removal of non-3GPP path switching capability between V-SMF and H-SMF
	F
	18.2.0
	S2-158
	S2-2309467
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4348
	-
	Rel-18
	Clarification on status of PDU Sessions that are not requested to be moved to the new non-3GPP access
	F
	18.2.0
	S2-158
	S2-2308852
	LG Electronics
	ATSSS_Ph3
	Agreed

	23.502
	4349
	-
	Rel-18
	PDU Set based QoS Handling requested by UE
	F
	18.2.0
	S2-158
	S2-2308860
	OPPO
	XRM
	Noted

	23.502
	4350
	-
	Rel-18
	AF request for ECN Marking
	F
	18.2.0
	S2-158
	S2-2308869
	Apple, Meta USA
	XRM
	-

	23.502
	4351
	-
	Rel-18
	Corrections to Discontinuous Coverage related procedures
	F
	18.2.0
	S2-158
	S2-2308872
	LG Electronics
	5GSAT_Ph2
	-

	23.502
	4352
	-
	Rel-18
	Corrections to Procedures for Member UE Selection Assistance
	F
	18.2.0
	S2-158
	S2-2308874
	LG Electronics
	AIMLsys
	-

	23.502
	4353
	-
	Rel-18
	Clarification on the N3GPP path switching
	F
	18.2.0
	S2-158
	S2-2308888
	Huawei, HiSilicon
	ATSSS_Ph3
	Revised

	23.502
	4353
	1
	Rel-18
	Clarification on the N3GPP path switching
	F
	18.2.0
	S2-158
	S2-2309468
	Huawei, HiSilicon
	ATSSS_Ph3
	Agreed

	23.502
	4354
	-
	Rel-17
	ATSSS_Secondary re-auth for MAPDU session
	F
	17.9.0
	S2-158
	S2-2308891
	Samsung
	ATSSS, TEI17
	-

	23.502
	4355
	-
	Rel-18
	Clarification on the PDTQ policy
	F
	18.2.0
	S2-158
	S2-2308892
	Huawei, HiSilicon
	AIMLsys
	Merged

	23.502
	4356
	-
	Rel-18
	Clarification on the time window(s) for selecting the candidate UE(s)
	F
	18.2.0
	S2-158
	S2-2308894
	Huawei, HiSilicon
	AIMLsys
	-

	23.502
	4357
	-
	Rel-18
	Clarification on the SMF event exposure and muting enhancements
	F
	18.2.0
	S2-158
	S2-2308896
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.502
	4357
	1
	Rel-18
	Clarification on the SMF event exposure and muting enhancements
	F
	18.2.0
	S2-158
	S2-2309586
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.502
	4358
	-
	Rel-18
	ATSSS_Secondary re-auth for MAPDU session -Rel17
	A
	18.2.0
	S2-158
	S2-2308909
	Samsung
	ATSSS, TEI17
	-

	23.502
	4359
	-
	Rel-18
	ATSSS_Secondary re-auth for MAPDU session when one access is in 5GC and other in EPC
	F
	18.2.0
	S2-158
	S2-2308911
	Samsung
	ATSSS_Ph3
	Merged

	23.502
	4360
	-
	Rel-18
	Non-homogenous support of PDU Set based handling
	C
	18.2.0
	S2-158
	S2-2308917
	CATT
	XRM
	Merged

	23.502
	4361
	-
	Rel-18
	Clarifications for procedures and services related to Multi-member AF session
	F
	18.2.0
	S2-158
	S2-2308924
	Huawei, HiSilicon
	AIMLsys
	Revised

	23.502
	4361
	1
	Rel-18
	Clarifications for procedures and services related to Multi-member AF session
	F
	18.2.0
	S2-158
	S2-2309448
	Huawei, HiSilicon
	AIMLsys
	Revised

	23.502
	4361
	2
	Rel-18
	Clarifications for procedures and services related to Multi-member AF session
	F
	18.2.0
	S2-158
	S2-2309505
	Huawei, HiSilicon
	AIMLsys
	Revised

	23.502
	4361
	3
	Rel-18
	Clarifications for procedures and services related to Multi-member AF session
	F
	18.2.0
	S2-158
	S2-2309851
	Huawei, HiSilicon
	AIMLsys
	Agreed

	23.502
	4362
	-
	Rel-18
	Clarification on service operations for XRM service
	F
	18.2.0
	S2-158
	S2-2308930
	LG Electronics
	XRM
	-

	23.502
	4363
	-
	Rel-18
	Clarification on the NEF service operation and procedure
	F
	18.2.0
	S2-158
	S2-2308944
	ZTE
	XRM
	-

	23.502
	4364
	-
	Rel-18
	Adding Ranging SL positioning to NRF service
	F
	18.2.0
	S2-158
	S2-2308953
	ZTE
	Ranging_SL
	-

	23.502
	4365
	-
	Rel-18
	Clarificaion on the time synchronization status reporting related procedure
	F
	18.2.0
	S2-158
	S2-2308954
	ZTE
	TRS_URLLC
	Revised

	23.502
	4365
	1
	Rel-18
	Clarificaion on the time synchronization status reporting related procedure
	F
	18.2.0
	S2-158
	S2-2309438
	ZTE
	TRS_URLLC
	Revised

	23.502
	4365
	2
	Rel-18
	Clarificaion on the time synchronization status reporting related procedure
	F
	18.2.0
	S2-158
	S2-2309822
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4366
	-
	Rel-18
	Clarification on time synchronization service based on the subscription
	F
	18.2.0
	S2-158
	S2-2308955
	ZTE
	TRS_URLLC
	Revised

	23.502
	4366
	1
	Rel-18
	Clarification on time synchronization service based on the subscription
	F
	18.2.0
	S2-158
	S2-2309443
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4367
	-
	Rel-18
	Correction the UPF service operation
	F
	18.2.0
	S2-158
	S2-2308956
	Qualcomm Incorporated
	AIMLsys
	Agreed

	23.502
	4368
	-
	Rel-18
	Update the Nnef_TrafficInfluenceCreate to support NAT function deployed in UPF
	F
	18.2.0
	S2-158
	S2-2308958
	Qualcomm Incorporated, Nokia, Nokia Shanghai-Bell
	EDGE_Ph2
	Merged

	23.502
	4369
	-
	Rel-18
	Clarification for adding timing info for FL data transmission
	F
	18.2.0
	S2-158
	S2-2308961
	OPPO
	AIMLsys
	-

	23.502
	4370
	-
	Rel-18
	LOS/NLOS measurement indication addition on AMF LCS services.
	B
	18.2.0
	S2-158
	S2-2308970
	Vivo
	5G_eLCS_Ph3
	-

	23.502
	4371
	-
	Rel-18
	New UPF service for UE public IP address request
	F
	18.2.0
	S2-158
	S2-2308971
	Qualcomm Incorporated
	eNA_Ph3
	-

	23.502
	4372
	-
	Rel-18
	Clarification for monitoring of consolidated data rate
	F
	18.2.0
	S2-158
	S2-2308972
	OPPO
	AIMLsys
	Noted

	23.502
	4373
	-
	Rel-18
	Proposed definition for Multi-member AF Session With QoS
	F
	18.2.0
	S2-158
	S2-2308973
	OPPO
	AIMLsys
	Revised

	23.502
	4373
	1
	Rel-18
	Proposed definition for Multi-member AF Session With QoS
	F
	18.2.0
	S2-158
	S2-2309449
	OPPO
	AIMLsys
	Revised

	23.502
	4373
	2
	Rel-18
	Proposed definition for Multi-member AF Session With QoS
	F
	18.2.0
	S2-158
	S2-2309506
	OPPO
	AIMLsys
	Agreed

	23.502
	4374
	-
	Rel-18
	PDU Session establishment considering PDU set activation
	F
	18.2.0
	S2-158
	S2-2308987
	Samsung
	XRM
	-

	23.502
	4375
	-
	Rel-18
	PDU Session modification considering PDU set activation.
	F
	18.2.0
	S2-158
	S2-2308988
	Samsung
	XRM
	-

	23.502
	4376
	-
	Rel-18
	Handover procedure considering PDU set capability of NG-RAN
	F
	18.2.0
	S2-158
	S2-2308991
	Samsung
	XRM
	Merged

	23.502
	4377
	-
	Rel-18
	Number of PDU Session update for PDU Session on Alternative S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309003
	Samsung
	eNS_Ph3
	-

	23.502
	4378
	-
	Rel-18
	Clarification of external parameter provisioning triggered SoR procedure
	F
	18.2.0
	S2-158
	S2-2309006
	Vivo, Huawei, HiSilicon, China Telecom
	eNPN_Ph2
	Noted

	23.502
	4379
	-
	Rel-18
	Update to Network Triggered Service Request for UE in CM_IDLE with Connection Suspend
	F
	18.2.0
	S2-158
	S2-2309010
	Samsung
	5G_CIoT
	Merged

	23.502
	4380
	-
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309013
	Lenovo
	XRM
	Revised

	23.502
	4380
	1
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309416
	Lenovo
	XRM
	Revised

	23.502
	4380
	2
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309808
	Lenovo
	XRM
	Revised

	23.502
	4380
	3
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309838
	Lenovo
	XRM
	Revised

	23.502
	4380
	4
	Rel-18
	Non-homogeneous support of PDU set handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309861
	Lenovo
	XRM
	Agreed

	23.502
	4381
	-
	Rel-18
	SMF provisioning of available UPF
	F
	18.2.0
	S2-158
	S2-2309019
	Lenovo
	XRM
	-

	23.502
	4382
	-
	Rel-18
	SMF service enhancement on offload policy identifier delivery
	F
	18.2.0
	S2-158
	S2-2309022
	China Mobile
	EDGE_Ph2
	-

	23.502
	4383
	-
	Rel-18
	Clarification on Validity Information in UE configuration and subscription
	F
	18.2.0
	S2-158
	S2-2309032
	Samsung
	eNPN_Ph2
	-

	23.502
	4384
	-
	Rel-18
	Procedures for 5GS congestion exposure
	F
	18.2.0
	S2-158
	S2-2309033
	Samsung
	XRM
	-

	23.502
	4385
	-
	Rel-18
	Procedures for UPF relocation considering congestion exposure
	F
	18.2.0
	S2-158
	S2-2309035
	Samsung
	XRM
	-

	23.502
	4386
	-
	Rel-18
	Clarifications on NSAC for maximum number of UEs with at least one PDU SessionPDN Connection
	F
	18.2.0
	S2-158
	S2-2309065
	Samsung
	eNSAC
	Merged

	23.502
	4387
	-
	Rel-18
	Clarifications on Network initiated service request procedure
	F
	18.2.0
	S2-158
	S2-2309067
	China Telecom
	ATSSS_Ph3
	Merged

	23.502
	4388
	-
	Rel-17
	Time-based handover
	F
	17.9.0
	S2-158
	S2-2309079
	Samsung
	5GSAT_ARCH
	Withdrawn

	23.502
	4389
	-
	Rel-18
	Time-based handover
	A
	18.2.0
	S2-158
	S2-2309081
	Samsung
	5GSAT_ARCH
	Merged

	23.502
	4390
	-
	Rel-17
	Clarification on subscription for ProSe roles
	F
	17.9.0
	S2-158
	S2-2309094
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4390
	1
	Rel-17
	Clarification on subscription for ProSe roles
	F
	17.9.0
	S2-158
	S2-2309543
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4390
	2
	Rel-17
	Clarification on subscription for ProSe roles
	F
	17.9.0
	S2-158
	S2-2309704
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4390
	3
	Rel-17
	Clarification on subscription for ProSe roles
	F
	17.9.0
	S2-158
	S2-2309728
	Huawei, HiSilicon
	5G_ProSe
	Agreed

	23.502
	4391
	-
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309095
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4391
	1
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309544
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4391
	2
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309705
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4391
	3
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309729
	Huawei, HiSilicon
	5G_ProSe
	Revised

	23.502
	4391
	4
	Rel-18
	Clarification on subscription for ProSe roles
	F
	18.2.0
	S2-158
	S2-2309745
	Huawei, HiSilicon
	5G_ProSe
	Agreed

	23.502
	4392
	-
	Rel-18
	Clarification for temporary slices having validity time information
	F
	18.2.0
	S2-158
	S2-2309108
	Samsung
	eNS_Ph3
	-

	23.502
	4393
	-
	Rel-18
	Editorial changes on procedures in TS 23.502
	F
	18.2.0
	S2-158
	S2-2309112
	Xiaomi
	5GSAT_Ph2
	Revised

	23.502
	4393
	1
	Rel-18
	Procedure alignment to 23.501 for supporting discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309666
	Xiaomi
	5GSAT_Ph2
	Revised

	23.502
	4393
	2
	Rel-18
	Procedure alignment to 23.501 for supporting discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2309978
	Xiaomi
	5GSAT_Ph2
	Revised

	23.502
	4393
	3
	Rel-18
	Procedure alignment to 23.501 for supporting discontinuous coverage
	F
	18.2.0
	S2-158
	S2-2310015
	Xiaomi
	5GSAT_Ph2
	Agreed

	23.502
	4394
	-
	Rel-18
	Editorial changes on MA PDU session operation
	F
	18.2.0
	S2-158
	S2-2309115
	Xiaomi
	ATSSS_Ph3
	Revised

	23.502
	4394
	1
	Rel-18
	Clarification on MA PDU session operation
	F
	18.2.0
	S2-158
	S2-2309473
	Xiaomi
	ATSSS_Ph3
	Revised

	23.502
	4394
	2
	Rel-18
	Clarification on MA PDU session operation
	F
	18.2.0
	S2-158
	S2-2309848
	Xiaomi
	ATSSS_Ph3
	Agreed

	23.502
	4395
	-
	Rel-18
	Non-3GPP path switching in home routed scenario
	F
	18.2.0
	S2-158
	S2-2309116
	Xiaomi
	ATSSS_Ph3
	Noted

	23.502
	4396
	-
	Rel-18
	Update on SMF service operation
	F
	18.2.0
	S2-158
	S2-2309121
	CATT
	EDGE_Ph2
	-

	23.502
	4397
	-
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309126
	CATT
	TRS_URLLC
	Revised

	23.502
	4397
	1
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309441
	CATT
	TRS_URLLC
	Revised

	23.502
	4397
	2
	Rel-18
	Updates on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309824
	CATT
	TRS_URLLC
	Agreed

	23.502
	4398
	-
	Rel-18
	Discontinuous coverage update to align with overview
	F
	18.2.0
	S2-158
	S2-2309131
	Huawei, HiSilicon
	5GSAT_Ph2
	-

	23.502
	4399
	-
	Rel-18
	Clarification of IP address and IP range used for MF registration and discovery
	F
	18.2.0
	S2-158
	S2-2309141
	China Mobile
	NG_RTC
	Revised

	23.502
	4399
	1
	Rel-18
	Clarification of IP address and IP range used for MF registration and discovery
	F
	18.2.0
	S2-158
	S2-2309636
	China Mobile
	NG_RTC
	Revised

	23.502
	4399
	2
	Rel-18
	Clarification of IP address and IP range used for MF registration and discovery
	F
	18.2.0
	S2-158
	S2-2309942
	China Mobile
	NG_RTC
	Agreed

	23.502
	4400
	-
	Rel-18
	Nudr parameter correction
	F
	18.2.0
	S2-158
	S2-2309144
	Nokia, Nokia Shanghai Bell
	5GS_Ph1, TEI18
	Revised

	23.502
	4400
	1
	Rel-18
	Nudr parameter correction
	F
	18.2.0
	S2-158
	S2-2309653
	Nokia, Nokia Shanghai Bell
	5GS_Ph1, TEI18
	Agreed

	23.502
	4401
	-
	Rel-18
	HR-SBO request indication parameter to support mobility procedure supporting HR-SBO
	F
	18.2.0
	S2-158
	S2-2309158
	LG Electronics
	EDGE_Ph2
	-

	23.502
	4402
	-
	Rel-18
	Clarification on SMF event exposure and muting enhancements
	F
	18.2.0
	S2-158
	S2-2309165
	CATT
	eNA_Ph3
	Merged

	23.502
	4403
	-
	Rel-18
	Update Procedure for supporting UE power saving management
	B
	18.2.0
	S2-158
	S2-2309175
	Samsung
	XRM
	-

	23.502
	4404
	-
	Rel-18
	Correction of NRF services to support MF registration and discovery
	F
	18.2.0
	S2-158
	S2-2309176
	Samsung
	NG_RTC
	-

	23.502
	4405
	-
	Rel-18
	Add Offload Identifier(s) into SMF service operations
	F
	18.2.0
	S2-158
	S2-2309179
	Huawei, HiSilicon
	EDGE_Ph2
	-

	23.502
	4406
	-
	Rel-18
	KI#1 Update on AF Influence for HR-SBO PDU session
	F
	18.2.0
	S2-158
	S2-2309181
	Huawei, HiSilicon
	EDGE_Ph2
	Merged

	23.502
	4407
	-
	Rel-18
	Procedure updates for non-homogenous support of PDU Set based handling
	F
	18.2.0
	S2-158
	S2-2309187
	Huawei, HiSilicon
	XRM
	-

	23.502
	4408
	-
	Rel-18
	Cleanup for handling AF requests in HR-SBO scenario
	F
	18.2.0
	S2-158
	S2-2309193
	OPPO
	EDGE_Ph2
	Merged

	23.502
	4409
	-
	Rel-18
	Clarifications on policy control enhancements for multi-modal services
	C
	18.2.0
	S2-158
	S2-2309199
	Nokia, Nokia Shanghai Bell
	XRM
	-

	23.502
	4410
	-
	Rel-16
	AF influence data key correction
	A
	16.16.0
	S2-158
	S2-2309202
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4410
	1
	Rel-16
	AF influence data key correction
	A
	16.16.0
	S2-158
	S2-2309647
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4410
	2
	Rel-16
	AF influence data key correction
	A
	16.16.0
	S2-158
	S2-2309947
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4411
	-
	Rel-17
	AF influence data key correction
	A
	17.9.0
	S2-158
	S2-2309203
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4411
	1
	Rel-17
	AF influence data key correction
	A
	17.9.0
	S2-158
	S2-2309648
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4411
	2
	Rel-17
	AF influence data key correction
	A
	17.9.0
	S2-158
	S2-2309948
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4412
	-
	Rel-18
	AF influence data key correction
	A
	18.2.0
	S2-158
	S2-2309204
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4412
	1
	Rel-18
	AF influence data key correction
	A
	18.2.0
	S2-158
	S2-2309649
	Ericsson
	5GS_Ph1
	Revised

	23.502
	4412
	2
	Rel-18
	AF influence data key correction
	A
	18.2.0
	S2-158
	S2-2309949
	Ericsson
	5GS_Ph1
	Agreed

	23.502
	4413
	-
	Rel-18
	Update to the PDU Session Modification Procedure for PCC Rule Generation when Connection Capabilities are Reported
	F
	18.2.0
	S2-158
	S2-2309212
	InterDigital Inc.
	eUEPO
	-

	23.502
	4414
	-
	Rel-18
	Support for the Unavailability Period Feature for Dual Registered UEs
	C
	18.2.0
	S2-158
	S2-2309219
	InterDigital Inc.
	SUECR
	-

	23.502
	4415
	-
	Rel-18
	Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	F
	18.2.0
	S2-158
	S2-2309226
	China Mobile
	eNA_Ph3
	Revised

	23.502
	4415
	1
	Rel-18
	Clarification on the capability of NWDAF and ADRF in NRF service operation in TS 23.502
	F
	18.2.0
	S2-158
	S2-2309592
	China Mobile
	eNA_Ph3
	Agreed

	23.502
	4416
	-
	Rel-18
	Add the Maximum Waiting Time Offset
	F
	18.2.0
	S2-158
	S2-2309232
	CATT
	5GSAT_Ph2
	-

	23.502
	4417
	-
	Rel-17
	NSAC back-off timer correction
	F
	17.9.0
	S2-158
	S2-2309235
	NEC
	eNS_Ph2
	Noted

	23.502
	4418
	-
	Rel-18
	NSAC back-off timer correction
	A
	18.2.0
	S2-158
	S2-2309238
	NEC
	eNS_Ph2
	Revised

	23.502
	4418
	1
	Rel-18
	NSAC back-off timer correction
	F
	18.2.0
	S2-158
	S2-2309525
	NEC
	eNS_Ph2
	Revised

	23.502
	4418
	2
	Rel-18
	NSAC back-off timer correction
	F
	18.2.0
	S2-158
	S2-2309701
	NEC
	eNS_Ph2
	Agreed

	23.502
	4419
	-
	Rel-18
	Forwarding of URSP Rule Enforcement Information for LBO roaming
	F
	18.2.0
	S2-158
	S2-2309240
	Samsung
	eUEPO
	-

	23.502
	4420
	-
	Rel-18
	Update of HO Procedures to Support PDU Set Handling
	F
	18.2.0
	S2-158
	S2-2309246
	Xiaomi
	XRM
	-

	23.502
	4421
	-
	Rel-18
	Alignment update to support multi-modal flows
	F
	18.2.0
	S2-158
	S2-2309247
	Xiaomi
	XRM
	-

	23.502
	4422
	-
	Rel-18
	Modification to AMF and TSCTSF service operation for time synchrozization
	F
	18.2.0
	S2-158
	S2-2309252
	ZTE
	TRS_URLLC
	Revised

	23.502
	4422
	1
	Rel-18
	Modification to AMF and TSCTSF service operation for time synchrozization
	F
	18.2.0
	S2-158
	S2-2309442
	ZTE
	TRS_URLLC
	Revised

	23.502
	4422
	2
	Rel-18
	Modification to AMF and TSCTSF service operation for time synchrozization
	F
	18.2.0
	S2-158
	S2-2309825
	ZTE
	TRS_URLLC
	Revised

	23.502
	4422
	3
	Rel-18
	Modification to AMF and TSCTSF service operation for time synchrozization
	F
	18.2.0
	S2-158
	S2-2309869
	ZTE
	TRS_URLLC
	Agreed

	23.502
	4423
	-
	Rel-18
	Update the procedures for time synchronization service monitoring
	F
	18.2.0
	S2-158
	S2-2309257
	Huawei, HiSilicon
	TRS_URLLC
	Revised

	23.502
	4423
	1
	Rel-18
	Update the procedures for time synchronization service monitoring
	F
	18.2.0
	S2-158
	S2-2309437
	Huawei, HiSilicon
	TRS_URLLC
	Revised

	23.502
	4423
	2
	Rel-18
	Update the procedures for time synchronization service monitoring
	F
	18.2.0
	S2-158
	S2-2309821
	Huawei, HiSilicon
	TRS_URLLC
	Revised

	23.502
	4423
	3
	Rel-18
	Update the procedures for time synchronization service monitoring
	F
	18.2.0
	S2-158
	S2-2309826
	Huawei, HiSilicon
	TRS_URLLC
	Agreed

	23.502
	4424
	-
	Rel-18
	Corrections on timing synchronization status reporting
	F
	18.2.0
	S2-158
	S2-2309267
	NTT DOCOMO
	TRS_URLLC
	Merged

	23.502
	4425
	-
	Rel-18
	Indication of DL data size and signalling indication in DL Notification message
	F
	18.2.0
	S2-158
	S2-2309276
	Qualcomm Incorporated
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revised

	23.502
	4425
	1
	Rel-18
	Indication of DL data size and signalling indication in DL Notification message
	F
	18.2.0
	S2-158
	S2-2309597
	Qualcomm Incorporated
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Revised

	23.502
	4425
	2
	Rel-18
	Indication of DL data size and signalling indication in DL Notification message
	F
	18.2.0
	S2-158
	S2-2309726
	Qualcomm Incorporated
	NR_redcap_enh-Core, NR_RedCap_Ph2, TEI18
	Noted

	23.502
	4426
	-
	Rel-16
	Clarifications for N2 inter-PLMN handover
	F
	16.16.0
	S2-158
	S2-2309277
	KPN N.V., TNO
	5GS_Ph1
	Noted

	23.502
	4427
	-
	Rel-17
	Clarifications for N2 inter-PLMN handover
	A
	17.9.0
	S2-158
	S2-2309278
	KPN N.V., TNO
	5GS_Ph1
	Noted

	23.502
	4428
	-
	Rel-18
	Clarifications for N2 inter-PLMN handover
	A
	18.2.0
	S2-158
	S2-2309280
	KPN N.V., TNO
	5GS_Ph1
	Revised

	23.502
	4428
	1
	Rel-18
	Clarifications for N2 inter-PLMN handover
	A
	18.2.0
	S2-158
	S2-2309652
	KPN N.V., TNO
	5GS_Ph1
	Revised

	23.502
	4428
	2
	Rel-18
	Clarifications for N2 inter-PLMN handover
	A
	18.2.0
	S2-158
	S2-2309955
	KPN N.V., TNO
	5GS_Ph1
	Agreed

	23.502
	4429
	-
	Rel-18
	Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	F
	18.2.0
	S2-158
	S2-2309293
	ZTE
	eNSAC
	Revised

	23.502
	4429
	1
	Rel-18
	Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	F
	18.2.0
	S2-158
	S2-2309464
	ZTE
	eNSAC
	Revised

	23.502
	4429
	2
	Rel-18
	Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	F
	18.2.0
	S2-158
	S2-2309805
	ZTE
	eNSAC
	Revised

	23.502
	4429
	3
	Rel-18
	Clarification on NSAC for maximum number of UE with at least one PDU session/PDN connection
	F
	18.2.0
	S2-158
	S2-2309858
	ZTE
	eNSAC
	Agreed

	23.502
	4430
	-
	Rel-18
	Procedures of ECN marking for L4S handling
	F
	18.2.0
	S2-158
	S2-2309294
	ZTE
	XRM
	-

	23.502
	4431
	-
	Rel-18
	L4S marking during handover procedure
	F
	18.2.0
	S2-158
	S2-2309295
	ZTE
	XRM
	-

	23.502
	4432
	-
	Rel-18
	Partially Allowed/Rejected NSSAI over N2
	F
	18.2.0
	S2-158
	S2-2309296
	ZTE
	eNS_Ph3
	-

	23.502
	4433
	-
	Rel-18
	Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	F
	18.2.0
	S2-158
	S2-2309297
	ZTE
	NR_REDCAP_Ph2
	Revised

	23.502
	4433
	1
	Rel-18
	Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	F
	18.2.0
	S2-158
	S2-2309598
	ZTE
	NR_REDCAP_Ph2
	Revised

	23.502
	4433
	2
	Rel-18
	Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	F
	18.2.0
	S2-158
	S2-2309725
	ZTE
	NR_REDCAP_Ph2
	Revised

	23.502
	4433
	3
	Rel-18
	Small Data Transmission for Redcap UE in RRC inactive with eDRX>10.24s
	F
	18.2.0
	S2-158
	S2-2309750
	ZTE
	NR_REDCAP_Ph2
	Agreed

	23.502
	4434
	-
	Rel-18
	Usage of existing NG-RAN resource of the replaced S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309298
	ZTE, Apple, Ericsson
	eNS_Ph3
	Revised

	23.502
	4434
	1
	Rel-18
	Usage of existing NG-RAN resource of the replaced S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309517
	ZTE, Apple, Ericsson
	eNS_Ph3
	Revised

	23.502
	4434
	2
	Rel-18
	Usage of existing NG-RAN resource of the replaced S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309690
	ZTE, Apple, Ericsson
	eNS_Ph3
	Revised

	23.502
	4434
	3
	Rel-18
	Usage of existing NG-RAN resource of the replaced S-NSSAI
	F
	18.2.0
	S2-158
	S2-2309753
	ZTE, Apple, Ericsson
	eNS_Ph3
	Agreed

	23.502
	4435
	-
	Rel-18
	Non-homogenous support of PDU set based handling in NG-RAN
	F
	18.2.0
	S2-158
	S2-2309299
	ZTE
	XRM
	-

	23.502
	4436
	-
	Rel-18
	Clarification for onboarding procedure for localized services
	F
	18.2.0
	S2-158
	S2-2309314
	Samsung
	eNPN_Ph2, eNPN_Ph2
	Withdrawn

	23.502
	4437
	-
	Rel-18
	URSP delivery via EPS
	F
	18.2.0
	S2-158
	S2-2309321
	Samsung
	eUEPO
	-

	23.502
	4438
	-
	Rel-18
	Correction for 5G ProSe subscription in UDM
	F
	18.2.0
	S2-158
	S2-2309330
	Xiaomi
	5G_ProSe_Ph2
	-

	23.502
	4439
	-
	Rel-18
	Partially Allowed NSSAI and S-NSSAIs used at NGAP
	F
	18.2.0
	S2-158
	S2-2309334
	Ericsson
	eNS_Ph3
	-

	23.502
	4440
	-
	Rel-18
	Correction of PDU Set QoS handling: Race condition at mobility from supporting to non-supporting gNB
	F
	18.2.0
	S2-158
	S2-2309343
	Qualcomm Incorporated
	XRM
	-

	23.502
	4441
	-
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309356
	Samsung
	AIMLsys
	Revised

	23.502
	4441
	1
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309453
	Samsung
	AIMLsys
	Revised

	23.502
	4441
	2
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309508
	Samsung
	AIMLsys
	Revised

	23.502
	4441
	3
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309852
	Samsung
	AIMLsys
	Agreed

	23.502
	4442
	-
	Rel-18
	UE IP Address addition to AMF service.
	F
	18.2.0
	S2-158
	S2-2309373
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Revised

	23.502
	4442
	1
	Rel-18
	UE IP Address addition to AMF service.
	F
	18.2.0
	S2-158
	S2-2309623
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Revised

	23.502
	4442
	2
	Rel-18
	UE IP Address addition to AMF service.
	F
	18.2.0
	S2-158
	S2-2309932
	Nokia, Nokia Shanghai Bell
	5G_eLCS_Ph3
	Postponed

	23.502
	4443
	-
	Rel-18
	Clarification on NG-RAN support for PDU Set Handling (non-handover case)
	F
	18.2.0
	S2-158
	S2-2309374
	Google
	XRM
	-

	23.502
	4444
	-
	Rel-18
	Non-homogeneous support of NG-RAN for PDU Set Handling
	F
	18.2.0
	S2-158
	S2-2309375
	Google
	XRM
	-

	23.502
	4445
	-
	Rel-18
	Clarification on Handover of a PDU Session between 3GPP and untrusted non-3GPP access
	F
	18.2.0
	S2-158
	S2-2309376
	Google
	XRM
	-

	23.502
	4446
	-
	Rel-18
	Loss Of Connectivity event reporting to AF
	F
	18.2.0
	S2-158
	S2-2309388
	Samsung
	5GSAT_Ph2
	Revised

	23.502
	4446
	1
	Rel-18
	Loss Of Connectivity event reporting to AF
	F
	18.2.0
	S2-158
	S2-2309667
	Samsung
	5GSAT_Ph2
	Agreed

	23.502
	4447
	-
	Rel-18
	Handling regarding unavailability period and start time
	F
	18.2.0
	S2-158
	S2-2309389
	Samsung
	5GSAT_Ph2
	-

	23.503
	1048
	1
	Rel-18
	Notification of ECN marking for L4S support flows
	F
	18.2.0
	S2-158
	S2-2308417
	Ericsson
	XRM
	Revised

	23.503
	1048
	2
	Rel-18
	Notification of ECN marking for L4S support flows
	F
	18.2.0
	S2-158
	S2-2309433
	Ericsson
	XRM
	Revised

	23.503
	1048
	3
	Rel-18
	Notification of ECN marking for L4S support flows
	F
	18.2.0
	S2-158
	S2-2309867
	Ericsson
	XRM
	Agreed

	23.503
	1071
	1
	Rel-18
	PFD management based on NWDAF analytics
	F
	18.2.0
	S2-158
	S2-2309324
	Samsung, SK Telecom
	eNA_Ph3
	Merged

	23.503
	1083
	-
	Rel-18
	Updates to AI/ML functionality descriptions related to policies
	F
	18.2.0
	S2-158
	S2-2308388
	OPPO, NTT DOCOMO, LG Electronics, CATT
	AIMLsys
	Revised

	23.503
	1083
	1
	Rel-18
	Updates to AI/ML functionality descriptions related to policies
	F
	18.2.0
	S2-158
	S2-2309455
	OPPO, NTT DOCOMO, LG Electronics, CATT
	AIMLsys
	Revised

	23.503
	1083
	2
	Rel-18
	Updates to AI/ML functionality descriptions related to policies
	F
	18.2.0
	S2-158
	S2-2309510
	OPPO, NTT DOCOMO, LG Electronics, CATT
	AIMLsys
	Agreed

	23.503
	1084
	-
	Rel-18
	Support for delivery of multi-modal services
	F
	18.2.0
	S2-158
	S2-2308420
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	XRM
	-

	23.503
	1085
	-
	Rel-18
	KI#4: PCF Support for Dynamic update to PDU Session Inactivity timer
	F
	18.2.0
	S2-158
	S2-2308452
	Ericsson
	eNS_Ph3
	-

	23.503
	1086
	-
	Rel-17
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2308481
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.503
	1086
	1
	Rel-17
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309908
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.503
	1086
	2
	Rel-17
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309986
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.503
	1086
	3
	Rel-17
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	F
	17.9.0
	S2-158
	S2-2309988
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.503
	1087
	-
	Rel-18
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2308482
	Ericsson
	5GS_Ph1, TEI17
	Revised

	23.503
	1087
	1
	Rel-18
	Same UE Policy Association shared by 3GPP and non-3GPP accesses
	A
	18.2.0
	S2-158
	S2-2309990
	Ericsson
	5GS_Ph1, TEI17
	Agreed

	23.503
	1088
	-
	Rel-18
	URSP Rule Enforcement
	F
	18.2.0
	S2-158
	S2-2308489
	Ericsson
	eUEPO
	-

	23.503
	1089
	-
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2308491
	Ericsson
	eUEPO
	Revised

	23.503
	1089
	1
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309418
	Ericsson
	eUEPO
	Revised

	23.503
	1089
	2
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309497
	Ericsson
	eUEPO
	Revised

	23.503
	1089
	3
	Rel-18
	Provision VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309854
	Ericsson
	eUEPO
	Agreed

	23.503
	1090
	-
	Rel-18
	Corrections related to KI#1 and KI#4
	F
	18.2.0
	S2-158
	S2-2308492
	Ericsson
	eUEPO
	Revised

	23.503
	1090
	1
	Rel-18
	Corrections related to KI#1 and KI#4
	F
	18.2.0
	S2-158
	S2-2309419
	Ericsson
	eUEPO
	Revised

	23.503
	1090
	2
	Rel-18
	Corrections related to KI#1 and KI#4
	F
	18.2.0
	S2-158
	S2-2309498
	Ericsson
	eUEPO
	Agreed

	23.503
	1091
	-
	Rel-18
	Add missing indication of UE capability of reporting URSP rule enforcement in Table 6.2-1
	F
	18.2.0
	S2-158
	S2-2308494
	Intel
	eUEPO
	-

	23.503
	1092
	-
	Rel-18
	Clarification on UE Capability of reporting URSP rule enforcement
	D
	18.2.0
	S2-158
	S2-2308495
	Intel
	eUEPO
	-

	23.503
	1093
	-
	Rel-18
	Clarification on handling of URSPs for on demand network slices
	F
	18.2.0
	S2-158
	S2-2308515
	Nokia, Nokia Shanghai Bell, Deutsche Telekom.
	eNS_Ph3
	-

	23.503
	1094
	-
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2308528
	Lenovo
	eUEPO
	Revised

	23.503
	1094
	1
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2309420
	Lenovo
	eUEPO
	Revised

	23.503
	1094
	2
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2309499
	Lenovo
	eUEPO
	Revised

	23.503
	1094
	3
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2309859
	Lenovo
	eUEPO
	Revised

	23.503
	1094
	4
	Rel-18
	Clarification on UE applying URSP rules when registering to a VPLMN
	F
	18.2.0
	S2-158
	S2-2310026
	Lenovo
	eUEPO
	Agreed

	23.503
	1095
	-
	Rel-18
	Correction on PCF events
	F
	18.2.0
	S2-158
	S2-2308538
	Huawei, HiSilicon
	eNS_Ph3
	Merged

	23.503
	1096
	-
	Rel-18
	URSP handling for legacy UEs
	F
	18.2.0
	S2-158
	S2-2308539
	Huawei, HiSilicon
	eNS_Ph3
	Postponed

	23.503
	1097
	-
	Rel-18
	Correction on RFSP index generation
	F
	18.2.0
	S2-158
	S2-2308541
	Huawei, HiSilicon
	eNS_Ph3
	-

	23.503
	1098
	-
	Rel-18
	Clarification on determining URSP for PEGC
	F
	18.2.0
	S2-158
	S2-2308574
	LG Electronics
	PIN
	Revised

	23.503
	1098
	1
	Rel-18
	Clarification on determining URSP for PEGC
	F
	18.2.0
	S2-158
	S2-2309530
	LG Electronics
	PIN
	Postponed

	23.503
	1099
	-
	Rel-18
	PCC Rules modification to bind the AI/ML traffic to distinct QoS flow
	F
	18.2.0
	S2-158
	S2-2308575
	Lenovo
	AIMLsys
	-

	23.503
	1100
	-
	Rel-18
	Traffic Parameters Measurement generation issue regarding UL and/or DL periodicity
	F
	18.2.0
	S2-158
	S2-2308579
	Lenovo
	XRM
	-

	23.503
	1101
	-
	Rel-18
	Update for QoS monitoring and network exposure
	F
	18.2.0
	S2-158
	S2-2308582
	Vivo
	XRM
	-

	23.503
	1102
	-
	Rel-18
	Update for PDU Set Based Handling
	F
	18.2.0
	S2-158
	S2-2308585
	Vivo
	XRM
	Revised

	23.503
	1102
	1
	Rel-18
	Update for PDU Set Based Handling
	F
	18.2.0
	S2-158
	S2-2309430
	Vivo
	XRM
	Noted

	23.503
	1103
	-
	Rel-18
	Correction on L4S
	F
	18.2.0
	S2-158
	S2-2308586
	Vivo
	XRM
	-

	23.503
	1104
	-
	Rel-18
	Update for UE power saving management
	F
	18.2.0
	S2-158
	S2-2308590
	Vivo
	XRM
	-

	23.503
	1105
	-
	Rel-18
	Indication of unsupported ECN marking for L4S
	B
	18.2.0
	S2-158
	S2-2308603
	China Mobile
	XRM
	-

	23.503
	1106
	-
	Rel-18
	The clarifications for the usage of VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2308638
	MediaTek Inc.
	eUEPO
	Revised

	23.503
	1106
	1
	Rel-18
	The clarifications for the usage of VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309421
	MediaTek Inc.
	eUEPO
	Revised

	23.503
	1106
	2
	Rel-18
	The clarifications for the usage of VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309500
	MediaTek Inc.
	eUEPO
	Revised

	23.503
	1106
	3
	Rel-18
	The clarifications for the usage of VPLMN specific URSP rules
	F
	18.2.0
	S2-158
	S2-2309850
	MediaTek Inc.
	eUEPO
	Agreed

	23.503
	1107
	-
	Rel-18
	Congestion information exposure to AF
	F
	18.2.0
	S2-158
	S2-2308644
	MediaTek
	XRM
	-

	23.503
	1108
	-
	Rel-18
	Subscription data handling by PCF for PIN
	F
	18.2.0
	S2-158
	S2-2308659
	Vivo
	PIN
	Revised

	23.503
	1108
	1
	Rel-18
	Subscription data handling by PCF for PIN
	F
	18.2.0
	S2-158
	S2-2309531
	Vivo
	PIN
	Postponed

	23.503
	1109
	-
	Rel-18
	URSP parameters applicable for PIN
	F
	18.2.0
	S2-158
	S2-2308660
	Vivo
	PIN
	-

	23.503
	1110
	-
	Rel-18
	Correction to Policy control decisions based on awareness of URSP rule enforcement
	F
	18.2.0
	S2-158
	S2-2308665
	Nokia, Nokia Shanghai Bell
	eUEPO
	-

	23.503
	1111
	-
	Rel-18
	Correction to AF guidance on URSP Rule determination to the VPLMN
	F
	18.2.0
	S2-158
	S2-2308668
	Nokia, Nokia Shanghai Bell
	eUEPO
	Merged

	23.503
	1112
	-
	Rel-18
	Corrections on timing info for AF QoS
	F
	18.2.0
	S2-158
	S2-2308678
	Samsung, Nokia, Nokia Shanghai Bell
	AIMLsys
	Withdrawn

	23.503
	1113
	-
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2308679
	Samsung
	AIMLsys
	Withdrawn

	23.503
	1114
	-
	Rel-18
	Corrections related to LBO information as part of SMF Selection Data
	F
	18.2.0
	S2-158
	S2-2308682
	Nokia, Nokia Shanghai Bell
	eUEPO
	Revised

	23.503
	1114
	1
	Rel-18
	Corrections related to LBO information as part of SMF Selection Data
	F
	18.2.0
	S2-158
	S2-2309422
	Nokia, Nokia Shanghai Bell
	eUEPO
	Revised

	23.503
	1114
	2
	Rel-18
	Corrections related to LBO information as part of SMF Selection Data
	F
	18.2.0
	S2-158
	S2-2309501
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.503
	1115
	-
	Rel-18
	Minor corrections related to VPLMN ID details
	F
	18.2.0
	S2-158
	S2-2308683
	Nokia, Nokia Shanghai Bell
	eUEPO
	Revised

	23.503
	1115
	1
	Rel-18
	Minor corrections related to VPLMN ID details
	F
	18.2.0
	S2-158
	S2-2309423
	Nokia, Nokia Shanghai Bell
	eUEPO
	Revised

	23.503
	1115
	2
	Rel-18
	Minor corrections related to VPLMN ID details
	F
	18.2.0
	S2-158
	S2-2309503
	Nokia, Nokia Shanghai Bell
	eUEPO
	Agreed

	23.503
	1116
	-
	Rel-18
	Interaction between SM-PCF and UE-PCF for PCC rule generation
	F
	18.2.0
	S2-158
	S2-2308689
	Huawei, HiSilicon
	eUEPO
	-

	23.503
	1117
	-
	Rel-18
	Triggering of QoS monitoring in case of satellite backhaul
	F
	18.2.0
	S2-158
	S2-2308737
	Ericsson
	5GSATB
	Merged

	23.503
	1118
	-
	Rel-18
	S-NSSAIs used to determine RFSP
	F
	18.2.0
	S2-158
	S2-2308774
	Ericsson
	eNS_Ph3
	-

	23.503
	1119
	-
	Rel-18
	Provisioning of WLANSP rules to SNPN-enabled UE
	F
	18.2.0
	S2-158
	S2-2308780
	Ericsson
	eNPN_Ph2
	-

	23.503
	1120
	-
	Rel-18
	Not reporting URSP rule enforcement other then connection capability
	F
	18.2.0
	S2-158
	S2-2308816
	Vivo
	eUEPO
	-

	23.503
	1121
	-
	Rel-17
	UE Policy determination during PCF relocation
	F
	17.9.0
	S2-158
	S2-2308822
	Vivo
	5GS_Ph1, TEI17
	-

	23.503
	1122
	-
	Rel-18
	Ranging/SL Positioning policy information
	F
	18.2.0
	S2-158
	S2-2308836
	CATT
	Ranging_SL
	-

	23.503
	1123
	-
	Rel-18
	Update of Network Slice Replacement event report
	F
	18.2.0
	S2-158
	S2-2308847
	LG Electronics
	eNS_Ph3
	Revised

	23.503
	1123
	1
	Rel-18
	Update of Network Slice Replacement event report
	F
	18.2.0
	S2-158
	S2-2309519
	LG Electronics
	eNS_Ph3
	Revised

	23.503
	1123
	2
	Rel-18
	Update of Network Slice Replacement event report
	F
	18.2.0
	S2-158
	S2-2309693
	LG Electronics
	eNS_Ph3
	Agreed

	23.503
	1124
	-
	Rel-18
	Alignment of 5GS information exposure
	F
	18.2.0
	S2-158
	S2-2308857
	OPPO
	XRM
	-

	23.503
	1125
	-
	Rel-18
	RT latency control and RT delay exposure for XR data flow
	F
	18.2.0
	S2-158
	S2-2308915
	CATT
	XRM
	-

	23.503
	1126
	-
	Rel-18
	Clarification for clause 6.2.1.2
	F
	18.2.0
	S2-158
	S2-2308921
	Huawei, HiSilicon
	5GS_Ph1, TEI18
	Revised

	23.503
	1126
	1
	Rel-18
	Clarification for clause 6.2.1.2
	D
	18.2.0
	S2-158
	S2-2309909
	Huawei, HiSilicon
	5GS_Ph1, TEI18
	Agreed

	23.503
	1127
	-
	Rel-18
	Clarifications on NWDAF-asssisted PFD management
	F
	18.2.0
	S2-158
	S2-2308927
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.503
	1127
	1
	Rel-18
	Clarifications on NWDAF-asssisted PFD management
	F
	18.2.0
	S2-158
	S2-2309579
	Huawei, HiSilicon
	eNA_Ph3
	Revised

	23.503
	1127
	2
	Rel-18
	Clarifications on NWDAF-asssisted PFD management
	F
	18.2.0
	S2-158
	S2-2309733
	Huawei, HiSilicon
	eNA_Ph3
	Agreed

	23.503
	1128
	-
	Rel-18
	Clarification on the AF Qos request
	F
	18.2.0
	S2-158
	S2-2308945
	ZTE
	XRM
	-

	23.503
	1129
	-
	Rel-18
	Clarification for adding timing info for FL data transmission
	F
	18.2.0
	S2-158
	S2-2308962
	OPPO
	AIMLsys
	-

	23.503
	1130
	-
	Rel-18
	Add traffic parameter measurement into the QoS flow binding
	F
	18.2.0
	S2-158
	S2-2308981
	Huawei, HiSilicon
	XRM
	-

	23.503
	1131
	-
	Rel-18
	CR 23.503 USRP rules update to support localized service
	F
	18.2.0
	S2-158
	S2-2309007
	Vivo
	eNPN_Ph2
	-

	23.503
	1132
	-
	Rel-18
	Support for delivery of Multi-modal services
	F
	18.2.0
	S2-158
	S2-2309015
	Lenovo
	XRM
	-

	23.503
	1133
	-
	Rel-18
	URSP for PIN,
	F
	18.2.0
	S2-158
	S2-2309027
	Huawei, HiSilicon
	PIN
	-

	23.503
	1134
	-
	Rel-18
	Update for control based on round-trip latency requirement
	F
	18.2.0
	S2-158
	S2-2309086
	Vivo
	XRM
	-

	23.503
	1135
	-
	Rel-18
	UE Policy determination during PCF relocation
	F
	18.2.0
	S2-158
	S2-2309103
	Vivo
	5GS_Ph1, eUEPO, TEI17
	-

	23.503
	1136
	-
	Rel-18
	Clarification on multiple ML Models provisioning
	F
	18.2.0
	S2-158
	S2-2309162
	CATT
	eNA_Ph3
	Withdrawn

	23.503
	1137
	-
	Rel-18
	Update Procedure for supporting UE power saving management
	B
	18.2.0
	S2-158
	S2-2309173
	Samsung
	XRM
	-

	23.503
	1138
	-
	Rel-18
	Update on support of ECN marking for L4S
	F
	18.2.0
	S2-158
	S2-2309184
	Huawei, HiSilicon
	XRM
	-

	23.503
	1139
	-
	Rel-18
	Update on support of coordinated UL and DL transmission
	F
	18.2.0
	S2-158
	S2-2309189
	Huawei, HiSilicon
	XRM
	-

	23.503
	1140
	-
	Rel-18
	Missing XRM parameters in various sections
	C
	18.2.0
	S2-158
	S2-2309200
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.503
	1140
	1
	Rel-18
	Missing XRM parameters in various sections
	C
	18.2.0
	S2-158
	S2-2309444
	Nokia, Nokia Shanghai Bell
	XRM
	Revised

	23.503
	1140
	2
	Rel-18
	Missing XRM parameters in various sections
	C
	18.2.0
	S2-158
	S2-2309815
	Nokia, Nokia Shanghai Bell
	XRM
	Agreed

	23.503
	1141
	-
	Rel-18
	Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	F
	18.2.0
	S2-158
	S2-2309208
	InterDigital Inc.
	PIN
	Revised

	23.503
	1141
	1
	Rel-18
	Handling of Traffic from UEs that host PIN Management Clients and PIN Gateway Clients
	F
	18.2.0
	S2-158
	S2-2309538
	InterDigital Inc.
	PIN
	Postponed

	23.503
	1142
	-
	Rel-18
	Corrections in the description of VPLMM Specific URSP Rules
	F
	18.2.0
	S2-158
	S2-2309211
	InterDigital Inc.
	eUEPO
	Revised

	23.503
	1142
	1
	Rel-18
	Corrections in the description of VPLMM Specific URSP Rules
	F
	18.2.0
	S2-158
	S2-2309424
	InterDigital Inc.
	eUEPO
	Merged

	23.503
	1143
	-
	Rel-18
	Corrections of XR services in 23.503
	F
	18.2.0
	S2-158
	S2-2309249
	Xiaomi
	XRM
	Merged

	23.503
	1143
	1
	Rel-18
	Corrections of XR services in 23.503
	F
	18.2.0
	S2-158
	S2-2309429
	Xiaomi
	XRM
	Withdrawn

	23.503
	1144
	-
	Rel-18
	Clarification for timing synchronization service related policy control
	F
	18.2.0
	S2-158
	S2-2309258
	Huawei, HiSilicon
	TRS_URLLC
	Noted

	23.503
	1145
	-
	Rel-18
	Support of extra traffic characteristics for alternative QoS profile
	F
	18.2.0
	S2-158
	S2-2309272
	Nokia, Nokia Shanghai Bell
	TRS_URLLC, XRM
	-

	23.503
	1146
	-
	Rel-18
	Clarification on network slice replacement
	F
	18.2.0
	S2-158
	S2-2309300
	ZTE
	eNS_Ph3
	Merged

	23.503
	1147
	-
	Rel-18
	PDU Session Inacitivity timer
	F
	18.2.0
	S2-158
	S2-2309301
	ZTE
	eNS_Ph3
	-

	23.503
	1148
	-
	Rel-18
	Correction on NEF for PFD Determination
	F
	18.2.0
	S2-158
	S2-2309317
	Samsung
	eNA_Ph3
	Agreed

	23.503
	1149
	-
	Rel-18
	URSP delivery via EPS
	F
	18.2.0
	S2-158
	S2-2309322
	Samsung
	eUEPO
	-

	23.503
	1150
	-
	Rel-18
	Update QoS policy control for supporting satellite backhaul
	F
	18.2.0
	S2-158
	S2-2309355
	China Mobile
	5GSATB
	Revised

	23.503
	1150
	1
	Rel-18
	Update QoS policy control for supporting satellite backhaul
	F
	18.2.0
	S2-158
	S2-2309683
	China Mobile
	5GSATB
	Revised

	23.503
	1150
	2
	Rel-18
	Update QoS policy control for supporting satellite backhaul
	F
	18.2.0
	S2-158
	S2-2309991
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	5GSATB
	Revised

	23.503
	1150
	3
	Rel-18
	Update QoS policy control for supporting satellite backhaul
	F
	18.2.0
	S2-158
	S2-2309996
	China Mobile,Samsung, Ericsson, Nokia, Nokia Shanghai Bell
	5GSATB
	Agreed

	23.503
	1151
	-
	Rel-18
	Corrections on timing info for AF QoS
	F
	18.2.0
	S2-158
	S2-2309357
	Samsung, Nokia, Nokia Shanghai Bell
	AIMLsys
	-

	23.503
	1152
	-
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309358
	Samsung
	AIMLsys
	Revised

	23.503
	1152
	1
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309454
	Samsung
	AIMLsys
	Revised

	23.503
	1152
	2
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309509
	Samsung
	AIMLsys
	Revised

	23.503
	1152
	3
	Rel-18
	Corrections on Planned Data Transfer with QoS (PDTQ) Policy
	F
	18.2.0
	S2-158
	S2-2309853
	Samsung
	AIMLsys
	Agreed

	23.548
	0112
	5
	Rel-18
	Home Routed-Session Breakout (HR-SBO) - offload policy structure
	F
	18.2.0
	S2-158
	S2-2308697
	Ericsson
	EDGE_Ph2
	-

	23.548
	0160
	-
	Rel-18
	How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	F
	18.2.0
	S2-158
	S2-2308429
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.548
	0160
	1
	Rel-18
	How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	F
	18.2.0
	S2-158
	S2-2309657
	Nokia, Nokia Shanghai Bell, China Mobile, Ericsson, Samsung
	EDGE_Ph2
	Revised

	23.548
	0160
	2
	Rel-18
	How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	F
	18.2.0
	S2-158
	S2-2309957
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	EDGE_Ph2
	Revised

	23.548
	0160
	3
	Rel-18
	How to route the DNS traffic between the UE and the V-EASDF where multiple DNN networks with the same IP address range are deployed
	F
	18.2.0
	S2-158
	S2-2310019
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson
	EDGE_Ph2
	Agreed

	23.548
	0161
	-
	Rel-18
	Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	F
	18.2.0
	S2-158
	S2-2308430
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.548
	0161
	1
	Rel-18
	Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	F
	18.2.0
	S2-158
	S2-2309660
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.548
	0161
	2
	Rel-18
	Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility in HR-SBO case
	F
	18.2.0
	S2-158
	S2-2309958
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Agreed

	23.548
	0162
	-
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2308553
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.548
	0162
	1
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2309662
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Revised

	23.548
	0162
	2
	Rel-18
	NEF determination of the HR-SBO condition when receiving an AF request targeting an individual UE address
	F
	18.2.0
	S2-158
	S2-2309962
	Nokia, Nokia Shanghai Bell
	EDGE_Ph2
	Agreed

	23.548
	0163
	-
	Rel-18
	Clarification on common DNAI selection with local DNS server
	F
	18.2.0
	S2-158
	S2-2308607
	China Mobile
	EDGE_Ph2
	Revised

	23.548
	0163
	1
	Rel-18
	Clarification on common DNAI selection with local DNS server
	F
	18.2.0
	S2-158
	S2-2309789
	China Mobile
	EDGE_Ph2
	Revised

	23.548
	0163
	2
	Rel-18
	Clarification on common DNAI selection with local DNS server
	F
	18.2.0
	S2-158
	S2-2309966
	China Mobile
	EDGE_Ph2
	Revised

	23.548
	0163
	3
	Rel-18
	Clarification on common DNAI selection with local DNS server
	F
	18.2.0
	S2-158
	S2-2310021
	China Mobile
	EDGE_Ph2
	Agreed

	23.548
	0164
	-
	Rel-18
	Enhancement on VPLMN specific offloading policy/information
	F
	18.2.0
	S2-158
	S2-2308608
	China Mobile
	EDGE_Ph2
	-

	23.548
	0165
	-
	Rel-18
	Enforcement of VPLMN specific offloading information for IP range(s)
	F
	18.2.0
	S2-158
	S2-2308609
	China Mobile
	EDGE_Ph2
	Revised

	23.548
	0165
	1
	Rel-18
	Enforcement of VPLMN specific offloading information for IP range(s)
	F
	18.2.0
	S2-158
	S2-2309658
	China Mobile
	EDGE_Ph2
	Agreed

	23.548
	0166
	-
	Rel-18
	Solving EN on same IP address
	F
	18.2.0
	S2-158
	S2-2308610
	China Mobile
	EDGE_Ph2
	Merged

	23.548
	0167
	-
	Rel-18
	Service correction related to traffic correlation
	F
	18.2.0
	S2-158
	S2-2308696
	Ericsson
	EDGE_Ph2
	Agreed

	23.548
	0168
	-
	Rel-18
	Home Routed-Session Breakout (HR-SBO) - resolving Overlapping UE IP EN
	F
	18.2.0
	S2-158
	S2-2308698
	Ericsson
	EDGE_Ph2
	Merged

	23.548
	0169
	-
	Rel-18
	Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	F
	18.2.0
	S2-158
	S2-2308818
	Vivo
	EDGE_Ph2
	Revised

	23.548
	0169
	1
	Rel-18
	Clarification of SMF behaviour if no common EAS IP address present in PCC rule
	F
	18.2.0
	S2-158
	S2-2309797
	Vivo
	EDGE_Ph2
	Agreed

	23.548
	0170
	-
	Rel-18
	Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	F
	18.2.0
	S2-158
	S2-2308819
	Vivo
	EDGE_Ph2
	Revised

	23.548
	0170
	1
	Rel-18
	Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	F
	18.2.0
	S2-158
	S2-2309802
	Vivo
	EDGE_Ph2
	Postponed

	23.548
	0170
	2
	Rel-18
	Correction of IP replacement to 'Outer Header Creation' and 'Outer Header Removal'
	F
	18.2.0
	S2-158
	S2-2309963
	Vivo
	EDGE_Ph2
	Withdrawn

	23.548
	0171
	-
	Rel-18
	DNS server reselection based on common DNAI
	F
	18.2.0
	S2-158
	S2-2308820
	Vivo
	EDGE_Ph2
	Revised

	23.548
	0171
	1
	Rel-18
	DNS server reselection based on common DNAI
	F
	18.2.0
	S2-158
	S2-2309790
	Vivo
	EDGE_Ph2
	Agreed

	23.548
	0172
	-
	Rel-18
	Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	F
	18.2.0
	S2-158
	S2-2308980
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0172
	1
	Rel-18
	Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	F
	18.2.0
	S2-158
	S2-2309795
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0172
	2
	Rel-18
	Clarification on procedure of Handling of Common EAS, CommonDNAI for set of UEs
	F
	18.2.0
	S2-158
	S2-2309969
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0173
	-
	Rel-18
	Updates on EAS change procedure
	F
	18.2.0
	S2-158
	S2-2309120
	CATT
	EDGE_Ph2
	Revised

	23.548
	0173
	1
	Rel-18
	Updates on EAS change procedure
	F
	18.2.0
	S2-158
	S2-2309801
	CATT
	EDGE_Ph2
	Revised

	23.548
	0173
	2
	Rel-18
	Updates on EAS change procedure
	F
	18.2.0
	S2-158
	S2-2309960
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0174
	-
	Rel-18
	Updates on common DNAI selection with Local DNS Server/Resolver
	F
	18.2.0
	S2-158
	S2-2309122
	CATT
	EDGE_Ph2
	Revised

	23.548
	0174
	1
	Rel-18
	Updates on common DNAI selection with Local DNS Server/Resolver
	F
	18.2.0
	S2-158
	S2-2309791
	CATT
	EDGE_Ph2
	Revised

	23.548
	0174
	2
	Rel-18
	Updates on common DNAI selection with Local DNS Server/Resolver
	F
	18.2.0
	S2-158
	S2-2309967
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0175
	-
	Rel-18
	Updates on coordination among SMFs for common EAS/DNAI determination
	F
	18.2.0
	S2-158
	S2-2309123
	CATT
	EDGE_Ph2
	Revised

	23.548
	0175
	1
	Rel-18
	Updates on coordination among SMFs for common EAS/DNAI determination
	F
	18.2.0
	S2-158
	S2-2309796
	CATT
	EDGE_Ph2
	Revised

	23.548
	0175
	2
	Rel-18
	Updates on coordination among SMFs for common EAS/DNAI determination
	F
	18.2.0
	S2-158
	S2-2309970
	CATT
	EDGE_Ph2
	Agreed

	23.548
	0176
	-
	Rel-18
	Clarification and editorial regarding common EAS/DNAI
	F
	18.2.0
	S2-158
	S2-2309150
	LG Electronics
	EDGE_Ph2
	Revised

	23.548
	0176
	1
	Rel-18
	Clarification and editorial regarding common EAS/DNAI
	F
	18.2.0
	S2-158
	S2-2309798
	LG Electronics
	EDGE_Ph2
	Revised

	23.548
	0176
	2
	Rel-18
	Clarification and editorial regarding common EAS/DNAI
	F
	18.2.0
	S2-158
	S2-2309971
	LG Electronics
	EDGE_Ph2
	Agreed

	23.548
	0177
	-
	Rel-18
	Clarification on Inter V-SMF (intra-VPLMN and inter-PLMN) Idle mode mobility procedure supporting HR-SBO
	F
	18.2.0
	S2-158
	S2-2309152
	LG Electronics
	EDGE_Ph2
	Merged

	23.548
	0178
	-
	Rel-18
	Clarification on EAS discovery procedure
	F
	18.2.0
	S2-158
	S2-2309177
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0178
	1
	Rel-18
	Clarification on EAS discovery procedure
	F
	18.2.0
	S2-158
	S2-2309803
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0178
	2
	Rel-18
	Clarification on EAS discovery procedure
	F
	18.2.0
	S2-158
	S2-2309964
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0179
	-
	Rel-18
	Updates on EAS rediscovery procedure
	F
	18.2.0
	S2-158
	S2-2309178
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0179
	1
	Rel-18
	Updates on EAS rediscovery procedure
	F
	18.2.0
	S2-158
	S2-2309659
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0179
	2
	Rel-18
	Updates on EAS rediscovery procedure
	F
	18.2.0
	S2-158
	S2-2309959
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0180
	-
	Rel-18
	KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	F
	18.2.0
	S2-158
	S2-2309180
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0180
	1
	Rel-18
	KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	F
	18.2.0
	S2-158
	S2-2309794
	Huawei, HiSilicon
	EDGE_Ph2
	Revised

	23.548
	0180
	2
	Rel-18
	KI#4 DNS cache refresh triggered by UE quitting or joining UE set
	F
	18.2.0
	S2-158
	S2-2309968
	Huawei, HiSilicon
	EDGE_Ph2
	Agreed

	23.548
	0181
	-
	Rel-18
	Editorial Fix in the Network triggered EAS change in HR-SBO context procedure
	D
	18.2.0
	S2-158
	S2-2309222
	InterDigital Inc.
	EDGE_Ph2
	Agreed

	23.548
	0182
	-
	Rel-18
	Inter V-SMF Idle mode mobility in HR-SBO case
	F
	18.2.0
	S2-158
	S2-2309230
	Samsung
	EDGE_Ph2
	Merged

	23.548
	0183
	-
	Rel-18
	DNS traffic routing between the UE and the V-EASDF for HR-SBO
	F
	18.2.0
	S2-158
	S2-2309243
	Samsung
	EDGE_Ph2
	Merged

	23.586
	0001
	-
	Rel-18
	User Plane Stack for Ranging/SL positioning service
	F
	18.0.0
	S2-158
	S2-2308522
	Inspur
	Ranging_SL
	-

	23.586
	0002
	-
	Rel-18
	The mapping information between UE and it s Application layer ID
	F
	18.0.0
	S2-158
	S2-2308523
	Inspur
	Ranging_SL
	Noted

	23.586
	0003
	-
	Rel-18
	Clarification on Network-based Operation and Network-assisted Operation
	F
	18.0.0
	S2-158
	S2-2308621
	Xiaomi
	Ranging_SL
	Merged

	23.586
	0004
	-
	Rel-18
	Clarification on UE ID
	F
	18.0.0
	S2-158
	S2-2308622
	Xiaomi
	Ranging_SL
	Agreed

	23.586
	0005
	-
	Rel-18
	Application of discovery type
	F
	18.0.0
	S2-158
	S2-2308623
	Xiaomi
	Ranging_SL
	Withdrawn

	23.586
	0006
	-
	Rel-18
	Updates to Located UE Discovery & Selection
	F
	18.0.0
	S2-158
	S2-2308624
	Xiaomi
	Ranging_SL
	-

	23.586
	0007
	-
	Rel-18
	Network based SL positioning for UE without NAS connection
	F
	18.0.0
	S2-158
	S2-2308625
	Xiaomi
	Ranging_SL
	-

	23.586
	0008
	-
	Rel-18
	Updates to RangingSL Positioning service exposure though PC5
	F
	18.0.0
	S2-158
	S2-2308628
	Xiaomi
	Ranging_SL
	-

	23.586
	0009
	-
	Rel-18
	Editorial Changes
	F
	18.0.0
	S2-158
	S2-2308629
	Xiaomi
	Ranging_SL
	Revised

	23.586
	0009
	1
	Rel-18
	Editorial Changes
	F
	18.0.0
	S2-158
	S2-2309492
	Xiaomi
	Ranging_SL
	Revised

	23.586
	0009
	2
	Rel-18
	Editorial Changes
	F
	18.0.0
	S2-158
	S2-2309834
	Xiaomi
	Ranging_SL
	Agreed

	23.586
	0010
	-
	Rel-18
	Updates to QoS Handling
	F
	18.0.0
	S2-158
	S2-2308630
	Xiaomi
	Ranging_SL
	-

	23.586
	0011
	-
	Rel-18
	Updates to Protocols between UE and LMF
	F
	18.0.0
	S2-158
	S2-2308631
	Xiaomi
	Ranging_SL
	-

	23.586
	0012
	-
	Rel-18
	Handling of LPP transport QoS
	F
	18.0.0
	S2-158
	S2-2308632
	Xiaomi
	Ranging_SL
	Withdrawn

	23.586
	0013
	-
	Rel-18
	Application Layer ID translation to GPSI
	F
	18.0.0
	S2-158
	S2-2308741
	Ericsson
	Ranging_SL
	Revised

	23.586
	0013
	1
	Rel-18
	Application Layer ID translation to GPSI
	F
	18.0.0
	S2-158
	S2-2309488
	Ericsson
	Ranging_SL
	Revised

	23.586
	0013
	2
	Rel-18
	Application Layer ID translation to GPSI
	F
	18.0.0
	S2-158
	S2-2309831
	Ericsson
	Ranging_SL
	Agreed

	23.586
	0014
	-
	Rel-18
	Fix Ranging Architecture figures and interfaces
	F
	18.0.0
	S2-158
	S2-2308742
	Ericsson
	Ranging_SL
	Revised

	23.586
	0014
	1
	Rel-18
	Fix Ranging Architecture figures and interfaces
	F
	18.0.0
	S2-158
	S2-2309490
	Ericsson
	Ranging_SL
	Agreed

	23.586
	0015
	-
	Rel-18
	Remove Ranging/SL Positioning service exposure though 5GC network via NEF
	F
	18.0.0
	S2-158
	S2-2308743
	Ericsson
	Ranging_SL
	-

	23.586
	0016
	-
	Rel-18
	Clarify message request type to AMF in case of Exposure though 5GC network via control plane
	F
	18.0.0
	S2-158
	S2-2308744
	Ericsson
	Ranging_SL
	-

	23.586
	0017
	-
	Rel-18
	Removal of Assistant UE descriptions
	F
	18.0.0
	S2-158
	S2-2308837
	CATT
	Ranging_SL
	Merged

	23.586
	0018
	-
	Rel-18
	Correction on authorization information to NG-RAN
	F
	18.0.0
	S2-158
	S2-2308838
	CATT
	Ranging_SL
	Revised

	23.586
	0018
	1
	Rel-18
	Correction on authorization information to NG-RAN
	F
	18.0.0
	S2-158
	S2-2309487
	CATT
	Ranging_SL
	Agreed

	23.586
	0019
	-
	Rel-18
	Correction on Ranging/SL Positioning Capability
	F
	18.0.0
	S2-158
	S2-2308839
	CATT
	Ranging_SL
	Revised

	23.586
	0019
	1
	Rel-18
	Correction on Ranging/SL Positioning Capability
	F
	18.0.0
	S2-158
	S2-2309494
	CATT
	Ranging_SL
	Revised

	23.586
	0019
	2
	Rel-18
	Correction on Ranging/SL Positioning Capability
	F
	18.0.0
	S2-158
	S2-2309836
	CATT
	Ranging_SL
	Agreed

	23.586
	0020
	-
	Rel-18
	Protocol stack for RSPP transport
	F
	18.0.0
	S2-158
	S2-2308840
	CATT
	Ranging_SL
	-

	23.586
	0021
	-
	Rel-18
	Clarification on the UE Ranging SL Positioning capability
	F
	18.0.0
	S2-158
	S2-2308950
	ZTE
	Ranging_SL
	-

	23.586
	0022
	-
	Rel-18
	Clarification on the UE based SL Positioning and Network-assisted mode
	F
	18.0.0
	S2-158
	S2-2308951
	ZTE
	Ranging_SL
	Revised

	23.586
	0022
	1
	Rel-18
	Clarification on the UE based SL Positioning and Network-assisted mode
	F
	18.0.0
	S2-158
	S2-2309493
	ZTE
	Ranging_SL
	Revised

	23.586
	0022
	2
	Rel-18
	Clarification on the UE based SL Positioning and Network-assisted mode
	F
	18.0.0
	S2-158
	S2-2309835
	ZTE
	Ranging_SL
	Agreed

	23.586
	0023
	-
	Rel-18
	Proposal on the Assistant UE
	F
	18.0.0
	S2-158
	S2-2308952
	ZTE
	Ranging_SL
	Merged

	23.586
	0024
	-
	Rel-18
	Alignments and corrections
	F
	18.0.0
	S2-158
	S2-2308989
	Sony
	Ranging_SL
	Merged

	23.586
	0025
	-
	Rel-18
	Update on Ranging SL Positioning UE direct discovery
	F
	18.0.0
	S2-158
	S2-2309036
	Huawei, HiSilicon
	Ranging_SL
	-

	23.586
	0026
	-
	Rel-18
	Update on Procedures of Ranging/Sidelink Positioning control
	F
	18.0.0
	S2-158
	S2-2309037
	Huawei, HiSilicon
	Ranging_SL
	-

	23.586
	0027
	-
	Rel-18
	Update on Procedures for Network based SL positioning for UE without NAS connection
	F
	18.0.0
	S2-158
	S2-2309040
	Huawei, HiSilicon
	Ranging_SL
	-

	23.586
	0028
	-
	Rel-18
	Update on ranging by the assistance of another UE
	F
	18.0.0
	S2-158
	S2-2309041
	Huawei, HiSilicon
	Ranging_SL
	-

	23.586
	0029
	-
	Rel-18
	Update on GMLC services for supporting ranging
	F
	18.0.0
	S2-158
	S2-2309042
	Huawei, HiSilicon
	Ranging_SL
	-

	23.586
	0030
	-
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309044
	Huawei, HiSilicon
	Ranging_SL
	Revised

	23.586
	0030
	1
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309484
	Huawei, HiSilicon
	Ranging_SL
	Postponed

	23.586
	0030
	2
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309827
	Huawei, HiSilicon
	Ranging_SL
	Withdrawn

	23.586
	0030
	3
	Rel-18
	Update on relative velocity
	F
	18.0.0
	S2-158
	S2-2309829
	Huawei, HiSilicon
	Ranging_SL
	Withdrawn

	23.586
	0031
	-
	Rel-18
	Updates to the UE-only operation procedure
	F
	18.0.0
	S2-158
	S2-2309057
	Vivo
	Ranging_SL
	-

	23.586
	0032
	-
	Rel-18
	QoS parameters clarification
	F
	18.0.0
	S2-158
	S2-2309058
	Vivo
	Ranging_SL
	-

	23.586
	0033
	-
	Rel-18
	Updates to policy_functionalities_subscriptions
	F
	18.0.0
	S2-158
	S2-2309059
	Vivo
	Ranging_SL
	-

	23.586
	0034
	-
	Rel-18
	Updates to the network assisted SL positioning
	F
	18.0.0
	S2-158
	S2-2309060
	Vivo
	Ranging_SL
	-

	23.586
	0035
	-
	Rel-18
	Updates to the discovery procedure
	F
	18.0.0
	S2-158
	S2-2309061
	Vivo
	Ranging_SL
	-

	23.586
	0036
	-
	Rel-18
	Update to the GMLC functions about application layer ID mapping
	F
	18.0.0
	S2-158
	S2-2309197
	OPPO
	Ranging_SL
	Merged

	23.586
	0037
	-
	Rel-18
	Remove Editor s Note on feasiblity of the location results
	F
	18.0.0
	S2-158
	S2-2309268
	Qualcomm Incorporated
	Ranging_SL
	Agreed

	23.586
	0038
	-
	Rel-18
	Correction of the protocol between UE and LMF
	F
	18.0.0
	S2-158
	S2-2309283
	Qualcomm Incorporated
	Ranging_SL
	-

	23.586
	0039
	-
	Rel-18
	Update on Parameter Provisioning for Ranging/SL Positioning
	F
	18.0.0
	S2-158
	S2-2309309
	InterDigital Communications
	Ranging_SL
	-

	23.586
	0040
	-
	Rel-18
	SL positioning operation with proximity indication
	F
	18.0.0
	S2-158
	S2-2309310
	InterDigital Communications
	Ranging_SL
	-

	23.586
	0041
	-
	Rel-18
	Update Selection Criteria based on RAN agreement
	F
	18.0.0
	S2-158
	S2-2309368
	Nokia, Nokia Shanghai Bell
	Ranging_SL
	-

	23.586
	0042
	-
	Rel-18
	Corrections to TS 23.586
	F
	18.0.0
	S2-158
	S2-2309403
	Philips International B.V.
	Ranging_SL
	-
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	TD
	From
	Title
	Orig_TD
	To
	CC
	Attachments
	Reply TD
	Status

	S2-2308269
	BBF
	LS from BBF: BBF answer to your liaison S2-2207761 solutions for 5WWC_Ph2 Key Issue 1
	LIAISE-562-05
	SA WG2
	CableLabs
	
	S2-2306583
	Postponed

	S2-2308270
	CableLabs
	LS from CableLabs: Feedbacks on solutions for 5WWC_Ph2 Key Issue 1
	CableLabs LS Response on 3GPP Rel-18 5WWC_Ph2
	SA WG2
	BBF
	
	
	Postponed

	S2-2308271
	GSMA 5GMRR
	LS from GSMA 5GMRR: LS to 3GPP on IPX Requirements for 5GS Roaming
	5GMRR#41 Doc 38r2
	SA WG1, SA WG2, SA WG3
	TSG SA, CT WG4
	
	
	Noted

	S2-2308272
	GSMA 5GMRR
	LS from GSMA 5GMRR: LS Roaming Value Added Service Requirements
	5GMRR Doc 41_39r2
	SA WG1, SA WG2, SA WG3
	TSG SA, CT WG4
	
	
	Noted

	S2-2308273
	GSMA 5GMRR
	LS from GSMA 5GMRR: LS with Roaming Hubbing requirements and LS response to 3GPP SA3 LS (S3-214456) on 5GS Roaming Hubbing
	5GMRR Doc 41_40r4
	SA WG1, SA WG2, SA WG3
	TSG SA, CT WG4
	
	
	Noted

	S2-2308274
	GSMA 5GMRR
	LS from GSMA 5GMRR: LS on GSMA 5GMRR Working solution assumption on L-PRINS and Data Session Control
	5GMRR Doc 41_41r3
	SA WG2, SA WG3, CT WG4
	TSG SA, SA WG1
	
	
	Noted

	S2-2308275
	RAN WG3
	LS from RAN WG3: LS on IAB Authorization
	R3-231010
	SA WG2
	CT WG1
	
	
	Postponed

	S2-2308276
	SA WG5
	LS from SA WG5: LS on the provisioning services specified in SA WG5
	S5-232774
	SA WG2
	
	
	
	Postponed

	S2-2308277
	CT WG1
	LS from CT WG1: LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	C1-232888
	SA WG1
	SA WG2
	
	
	Postponed

	S2-2308278
	CT WG1
	LS from CT WG1: LS on NAS-AS interaction in terms of NS-AoS
	C1-232944
	RAN WG2
	SA WG2
	
	
	Noted

	S2-2308279
	CT WG1
	LS from CT WG1: LS on UE implementing the de-registration inactivity timer
	C1-232970
	SA WG2
	
	
	
	Postponed

	S2-2308280
	CT WG4
	LS from CT WG4: Reply LS on Proposed new draft Recommendation Signalling requirements and procedures for bypassing network elements of IMS
	C4-231396
	ITU-T Study Group 11, SA WG2
	ITU-T Study Group 2, CT WG1
	
	
	Postponed

	S2-2308281
	SA WG4
	LS from SA WG4: LS on iRTCW signalling protocol
	S4-230667
	CT WG4, CT WG3, CT WG1
	SA WG2
	S4-230590
	
	Noted

	S2-2308282
	SA WG4
	LS from SA WG4: Reply LS on the reuse of EVEX as specified in TS 26.531
	S4-230683
	SA WG6
	SA WG2, CT WG3
	TS 26.531 Rel-17 CR0005
	
	Noted

	S2-2308283
	ITU-T SG13
	LS from ITU-T SG13: LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	SG13-LS80
	SA WG2, SA WG5, GSMA
	
	SG13-LS80_att
	
	Noted

	S2-2308284
	RAN WG1
	LS from RAN WG1: Reply LS on RAN dependency for Ranging & Sidelink Positioning
	R1-2304152
	RAN WG2
	SA WG2
	
	
	Noted

	S2-2308285
	SA WG6
	LS from SA WG6: LS on MBS service area update clarification
	S6-231606
	SA WG2, CT WG4, CT WG3
	
	
	S2-2309746
	Replied to

	S2-2308286
	GSMA 5GMRR
	LS from GSMA 5GMRR: LS to 3GPP on the introduction of the domain 'ipxnetwork.org' in addition to '3gppnetwork.org'
	5GMRR Doc 42a_04r2
	SA WG2, SA WG3, CT WG4
	5GMRR, NRG, DESS
	
	
	Noted

	S2-2308287
	ITU-T SG11
	LS from ITU-T SG11: LS on initiation of new work item Q.FMSC-SA 'Signalling architecture of fixed, mobile and satellite convergence for IMT-2020 networks and beyond'
	SG11-LS70
	ITU-T SG13, SA WG2
	
	SG11-LS70_att.pdf
	
	Noted

	S2-2308288
	TSG SA
	LS from TSG SA: Reply LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	SP-230763
	GSMA 5GMRR
	SA WG1, SA WG2, SA WG3, SA WG5, CT WG4
	
	
	Noted

	S2-2308289
	CT WG1
	LS from CT WG1: LS on the Applicability of the Unavailability Period for Dual Registered UEs
	C1-233275
	SA WG2
	CT WG4
	
	
	Postponed

	S2-2308290
	CT WG1
	LS from CT WG1: LS on Unavailability period support in non-3GPP
	C1-233533
	SA WG2
	
	
	
	Postponed

	S2-2308291
	CT WG1
	LS from CT WG1: Reply LS on issues related to SNPN selection for localized services
	C1-234302
	SA WG2
	SA WG1, CT WG4
	
	
	Noted

	S2-2308292
	CT WG1
	LS from CT WG1: LS on additional parameters announcement procedure
	C1-234304
	SA WG2
	
	C1-234039 (TS 24.554 CR 0350)
	S2-2309841
	Replied to

	S2-2308293
	CT WG1
	LS from CT WG1: Reply LS on Overload Control in Support of Discontinuous Network Coverage
	C1-234361
	SA WG2
	
	C1-233990 - TS 24.501 CR5240
	S2-2310016
	Replied to

	S2-2308294
	CT WG1
	LS from CT WG1: LS on the Applicability of the Unavailability Period during Network congestion
	C1-234364
	SA WG2
	
	
	S2-2309997
	Replied to

	S2-2308295
	CT WG1
	LS from CT WG1: Reply LS on UPSI handling at the UE
	C1-234389
	SA WG2
	CT WG3
	
	
	Postponed

	S2-2308296
	CT WG3
	LS from CT WG3: Reply LS on removal of unspecified QoS monitoring control option
	C3-232192
	SA WG2
	CT WG4
	
	
	Postponed

	S2-2308297
	CT WG3
	LS from CT WG3: Reply LS on MBS service area update clarification
	C3-232410
	SA WG6, SA WG2, CT WG4
	
	CR#0961 (TS 29.522, C3-232413)
	
	Noted

	S2-2308298
	CT WG3
	LS from CT WG3: LS on Issues on QoS monitoring for satellite backhaul
	C3-2324695
	SA WG2
	
	
	S2-2310012
	Replied to

	S2-2308299
	CT WG3
	LS from CT WG3: LS on Support of multiple UEs in Northbound APIs
	C3-232510
	SA WG2, SA WG6
	
	
	
	Postponed

	S2-2308300
	CT WG3
	LS from CT WG3: LS on AKMA service restrictions in Rel-17
	C3-232563
	SA WG3
	SA WG2
	
	
	Noted

	S2-2308301
	CT WG3
	LS from CT WG3: LS on Issues on SMF event exposure and muting enhancements
	C3-232578
	SA WG2
	
	
	S2-2309736
	Replied to

	S2-2308302
	CT WG4
	LS from CT WG4: LS OUT on NSACF Role and NSAC Service Area
	C4-232359
	SA WG2
	
	
	
	Postponed

	S2-2308303
	CT WG4
	LS from CT WG4: Reply LS on Network Triggered Service Request for a UE in Suspend State
	C4-232397
	SA WG2
	RAN WG3	
	
	S2-2309984
	Replied to

	S2-2308304
	CT WG4
	LS from CT WG4: LS on Security Context Transfer between MBSF and MBSTF
	C4-232462
	SA WG3, SA WG4
	CT WG3, SA WG2
	
	
	Noted

	S2-2308305
	CT WG4
	LS from CT WG4: Reply LS on MBS service area update clarification
	C4-232466
	SA WG6
	SA WG2, CT WG3
	C4-232459
	
	Noted

	S2-2308306
	CT WG4
	LS from CT WG4: LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	C4-232530
	SA WG2
	CT WG3
	
	S2-2310036
	Replied to

	S2-2308307
	CT WG4
	LS from CT WG4: Reply LS on the maximum length of Routing ID
	C4-232623
	RAN WG3
	SA WG2
	
	
	Noted

	S2-2308308
	CT WG4
	LS from CT WG4: LS on clarification on IMS media services and media capabilities
	C4-232628
	SA WG2
	
	
	S2-2309941
	Replied to

	S2-2308309
	RAN WG1
	LS from RAN WG1: Reply LS on Sidelink positioning procedure
	R1-2306208
	SA WG2
	RAN WG2
	
	
	Noted

	S2-2308310
	RAN WG2
	LS from RAN WG2: LS response to N6 PDU Set Identification
	R2-2306572
	SA WG4, SA WG2
	RAN WG1
	
	
	Noted

	S2-2308311
	RAN WG2
	LS from RAN WG2: LS on applicability of UAC for Network Controlled Repeater
	R2-2306611
	CT WG1
	SA WG2
	
	
	Noted

	S2-2308312
	RAN WG2
	LS from RAN WG2: Reply LS on GNSS integrity parameters
	R2-2306681
	CT WG4
	SA WG2
	
	
	Noted

	S2-2308313
	RAN WG2
	LS from RAN WG2: LS to SA2 on reporting positioning measurements taken in RRC_IDLE
	R2-2306695
	SA WG2
	RAN WG1
	
	S2-2309926
	Replied to

	S2-2308314
	RAN WG2
	LS from RAN WG2: LS on announcement of neighbor UEs
	R2-2306697
	SA WG2
	
	
	
	Noted

	S2-2308315
	RAN WG2
	LS from RAN WG2: Reply LS on NAS-AS interaction in terms of NS-AoS
	R2-2306821
	CT WG1
	SA WG2
	
	
	Noted

	S2-2308316
	RAN WG2
	LS from RAN WG2: LS to SA2 on sidelink positioning agreements
	R2-2306842
	SA WG2
	RAN WG1, SA WG3
	
	
	Postponed

	S2-2308317
	RAN WG2
	LS from RAN WG2: Reply LS on ProSe Authorization information related to UE-to-UE Relay operation
	R2-2306889
	SA WG2
	RAN WG3
	
	
	Noted

	S2-2308318
	RAN WG2
	LS from RAN WG3: LS on CAG solution for mobile IAB
	R2-2306895
	SA WG2
	RAN WG3
	
	S2-2309998
	Replied to

	S2-2308319
	RAN WG3
	LS from RAN WG3: Reply LS on the use of PEI during an Emergency PDU Session
	R3-233313
	RAN WG2
	CT WG1, SA WG2
	
	
	Noted

	S2-2308320
	RAN WG3
	LS from RAN WG3: Reply LS on INACTIVE eDRX above 10.24sec and SDT
	R3-233347
	SA WG2, CT WG4
	RAN WG2
	
	S2-2309757
	Replied to

	S2-2308321
	RAN WG3
	LS from RAN WG3: Reply LS on Authorization and Provisioning for Ranging/SL positioning service
	R3-233424
	SA WG2
	RAN WG1, RAN WG2
	
	
	Noted

	S2-2308322
	RAN WG3
	LS from RAN WG3: Response to Reply LS on Support of network slices which have area of service not matching deployed tracking areas
	R3-233432
	SA WG2
	SA WG5
	
	S2-2308763
	Postponed

	S2-2308323
	RAN WG3
	LS from RAN WG3: Response LS on Partially Allowed/Rejected S-NSSAI
	R3-233433
	SA WG2
	RAN WG2, CT WG1
	R3-233429
	
	Postponed

	S2-2308324
	RAN WG3
	LS from RAN WG3: LS on Multiple Trace/MDT configurations
	R3-233481
	SA WG5
	SA WG2
	
	
	Noted

	S2-2308325
	RAN WG3
	Reply LS to RAN2 on flightpath information forwarding for UAV
	R3-233493
	RAN WG2
	SA WG2
	R3-233467, R3-233492
	
	Noted

	S2-2308326
	RAN WG3
	LS from RAN WG3: LS on time-based trigger condition in NG HO for NR NTN
	R3-233527
	SA WG2
	RAN WG2
	R3-233494, R3-233526, R3-233454, R3-233455
	S2-2310013
	Replied to

	S2-2308327
	TSG RAN
	LS from TSG RAN: LS on support of no-transmit zones for UAVs
	RP-231485
	SA WG2
	TSG SA
	
	S2-2310000
	Replied to

	S2-2308328
	SA WG1
	Response to Reply LS on Proposed method for Time Synchronization status reporting to UE(s)
	S1-231285
	RAN WG2, CT WG1
	RAN WG3, SA WG2
	
	
	Noted

	S2-2308329
	SA WG1
	LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled
	S1-231752
	CT WG1
	SA WG2
	
	
	Noted

	S2-2308330
	SA WG1
	LS from SA WG1: LS on GSMA requirements regarding intermediaries in the roaming ecosystem and related LSs
	S1-231776
	TSG SA, SA WG3
	SA WG2, CT WG4
	
	
	Noted

	S2-2308331
	SA WG1
	Reply LS on 3GPP work on Energy Efficiency
	S1-231805
	SA WG5
	CT WG4, CT WG3, RAN WG4, RAN WG3, RAN WG2, RAN WG1, SA WG6, SA WG4, SA WG3, SA WG2, SA WG1, TSG CT, TSG RAN, TSG SA
	
	
	Noted

	S2-2308332
	SA WG3
	LS from SA WG3: Reply LS on Security architecture for 5G multicast/broadcast services
	S3-233139
	SA WG2
	SA WG4, CT WG4
	S3-233165
	
	Noted

	S2-2308333
	SA WG3
	Reply LS on AFId parameter value in EES invocation of Nnef_UEId_Get service
	S3-233140
	SA WG6
	SA WG2
	
	
	Noted

	S2-2308334
	SA WG3
	LS from SA WG3: LS on Further input to address GSMA LS on requirements for intermediaries in the roaming ecosystem (S3-232344)
	S3-233308
	TSG SA
	SA WG1, SA WG2, CT WG4
	S3-233349
	
	Noted

	S2-2308335
	SA WG3
	LS from SA WG3: LS on Clarification on Removal of the Indicator of UUAA result from AMF
	S3-233322
	SA WG2
	CT WG4
	
	S2-2309698
	Replied to

	S2-2308336
	SA WG3
	LS from SA WG3: Reply LS on security aspects for Ranging/Sidelink Positioning
	S3-233438
	SA WG2
	
	
	S2-2310025
	Replied to

	S2-2308337
	SA WG3
	LS from SA WG3: Reply LS on security architecture for 5G multicast–broadcast services
	S3-233439
	SA WG4
	SA WG2, CT WG4
	S3-233165
	
	Noted

	S2-2308338
	SA WG4
	LS from SA WG4: LS on network slice replacement procedure
	S4-231048
	SA WG2
	
	
	S2-2309692
	Replied to

	S2-2308339
	SA WG4
	LS from SA WG4: Reply LS on alignment of activities on UE data collection, reporting and event exposure
	S4-231092
	TSG SA
	SA WG2, SA WG6
	
	
	Noted

	S2-2308340
	SA WG4
	Reply LS on the reuse of EVEX as specified in TS 26.531
	S4-231109
	SA WG6
	CT WG3, SA WG2
	
	
	Noted

	S2-2308341
	SA WG4
	LS on 3GPP work on Energy Efficiency
	S4-231111
	TSG CT, TSG RAN, TSG SA, SA WG5
	CT WG4, CT WG3, CT WG1, RAN WG4, RAN WG3, RAN WG2, RAN WG1, SA WG6, SA WG3, SA WG2, SA WG1
	
	
	Noted

	S2-2308342
	SA WG5
	LS from SA WG5: LS on Slice based (wholesale) differentiation and charging in roaming
	S5-234453
	GSMA NG ENSWI
	SA WG2, TSG SA, GSMA NRG, GSMA IDS, GSMA WAS
	S5-234455
	
	Noted

	S2-2308343
	SA WG5
	LS from SA WG5: Reply LS to LS on Y.3159 'Framework for classifying network slice level in future networks including IMT-2020'
	S5-234651
	ITUT SG13/Q21
	SA WG2, GSMA
	
	
	Noted

	S2-2308344
	SA WG6
	LS from SA WG6: Reply LS on Edge Configuration Server associated with or serves multiple PLMNs
	S6-231999
	SA WG2
	CT WG1
	S6-232019
	
	Noted

	S2-2308345
	SA WG6
	LS from SA WG6: Reply LS on the reuse of EVEX as specified in TS 26.531
	S6-232001
	SA WG4
	CT WG3, SA WG2
	
	
	Noted

	S2-2308346
	SA WG6
	LS from SA WG6: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	S6-232076
	SA WG3
	SA WG2
	
	
	Postponed

	S2-2308347
	SA WG6
	LS from SA WG6: LS to GSMA on publication of GSMA OPG and OPAG documents
	S6-232145
	GSMA OPG, OPAG
	SA WG2, SA WG5
	TS 23.435 v1.2.0
	
	Noted

	S2-2308348
	GSMA OPG
	LS from GSMA OPG: LS on GSMA OPG PRDs publication and document name change
	OPG_142_Doc_03
	SA WG2, SA WG5, SA WG6, ETSI ISG MEC, ETSI ISG NFV
	TSG SA
	
	
	Noted

	S2-2308349
	GSMA TSGUEWIFI
	LS from GSMA TSGUEWIFI: LS reply to SA WG2 on 3GPP and non-3GPP interworking information in VoWiFi
	UEWIFI11_005
	SA WG2
	
	
	
	Postponed

	S2-2308350
	SA WG3
	LS from SA WG3: LS-Reply on Introduction of the domain 'ipxnetwork.org'
	S3-233786
	GSMA 5GMRR, SA WG1
	SA WG2, CT WG4
	
	
	Noted

	S2-2308351
	CT WG4
	LS from CT WG4: Support of Time Sensitive Networking (TSN) enabled Transport Network (TN)
	C4-233170
	SA WG2
	RAN WG3
	
	
	Postponed

	S2-2308352
	SA WG3
	LS from SA WG3: Reply LS on Security Context Transfer between MBSF and MBSTF
	S3-234155
	CT WG4, SA WG4
	SA WG2, CT WG3
	
	
	Noted

	S2-2308353
	SA WG3
	LS from SA WG3: Reply LS on Alignment of SA3 security aspects for Personal IoT Networks
	S3‑234158
	SA WG6
	SA WG2
	
	
	Postponed

	S2-2308354
	SA WG3
	LS from SA WG3: LS on UE Ranging/SL Positioning privacy profile
	S3-234270
	SA WG2
	
	
	S2-2309830
	Replied to

	S2-2308355
	SA WG3
	LS from SA WG3: LS on NSWO support in SNPN using CH AAA server
	S3-234291
	SA WG2
	
	S3-234290
	
	Postponed

	S2-2308356
	SA WG3
	LS from SA WG3: Reply LS on FS_eEDGEAPP Solution for Support of NAT deployed within the edge data network
	S3-234309
	SA WG6
	SA WG2
	
	
	Noted

	S2-2308357
	CT WG6
	LS from CT WG6: Reply LS on UICC configuration for IMS Data Channel
	C6-230469
	SA WG2
	CT WG1
	
	
	Postponed
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[bookmark: _Toc144097346]C.2	Approved Outgoing liaison statements
Table C.2: Approved Outgoing liaison statements
	TD
	Title
	To
	CC
	Attachments
	Reply to TD
	Status

	S2-2309511
	Reply LS on CHF Logic Realization wrt/ Spending Limits functionality
	SA WG5
	
	
	
	Approved

	S2-2309692
	Reply LS on network slice replacement procedure
	SA WG4
	
	
	S2-2308338 (S4-231048)
	Approved

	S2-2309697
	Reply LS on Clarification on Removal of the Indicator of UUAA result from AMF
	SA WG3
	CT WG4
	
	S2-2308335 (S3-233322)
	Approved

	S2-2309698
	Clarification related to reliable location
	SA WG3
	
	
	S2-2308335 (S3-233322)
	Approved

	S2-2309702
	LS on moving PMIC and UMIC into Annex
	CT WG1, CT WG3, CT WG4
	
	TS 23.501 CR 4720 (S2-2309550), TS 23.501 CR 4721 (S2-2308543)
	
	Approved

	S2-2309736
	Reply LS on Issues on SMF event exposure and muting enhancements
	CT WG3
	
	S2-2309586
	S2-2308301 (C3-232578)
	Approved

	S2-2309746
	Reply LS on MBS service area update clarification
	SA WG6
	CT WG3, CT WG4
	
	S2-2308285 (S6-231606)
	Approved

	S2-2309757
	Reply LS on INACTIVE eDRX above 10.24sec and SDT
	RAN WG3, CT WG4
	RAN WG2
	TS 23.501 CR 4770 (S2-2309601), TS 23.502 CR 4322 (S2-2309602)
	S2-2308320 (R3-233347)
	Approved

	S2-2309830
	Reply LS on LS on UE Ranging/SL Positioning privacy profile
	SA WG3
	
	
	S2-2308354 (S3-234270)
	Approved

	S2-2309841
	Reply LS on additional parameters announcement procedure
	CT WG1
	
	TS 23.304 CR 0315 (S2-2309842)
	S2-2308292 (C1-234304)
	Approved

	S2-2309926
	Response LS to RAN WG2 on reporting positioning measurements taken in RRC_IDLE
	RAN WG2
	RAN WG1
	
	S2-2308313 (R2-2306695)
	Approved

	S2-2309941
	Reply LS on clarification on IMS media services and media capabilities
	CT WG4
	
	
	S2-2308308 (C4-232628)
	Approved

	S2-2309953
	LS on Update of subscribed NSSAI when UE is not registered in network
	CT WG4
	CT WG1
	TS 23.502 CR 4249 (S2-2309951)
	
	Approved

	S2-2309984
	Reply LS Network Triggered Service Request for a UE in Suspend State
	CT WG4
	RAN WG3
	TS 23.502 CR 4324 (S2-2309982)
	S2-2308303 (C4-232397)
	Approved

	S2-2309993
	LS on SNPN Identifier based N3IWF FQDN
	CT WG4
	
	S2-2309673
	
	Approved

	S2-2309997
	Reply LS on the Applicability of the Unavailability Period during Network congestion
	CT WG1
	
	
	S2-2308294 (C1-234364)
	Approved

	S2-2309998
	Reply LS CAG solution for mobile IAB
	RAN WG2
	RAN WG3
	23.501 CR 4772 (S2-2309999)
	S2-2308318 (R2-2306895)
	Approved

	S2-2310000
	Reply LS on support of no-transmit zones for UAVs
	TSG RAN
	TSG SA
	
	S2-2308327 (RP-231485)
	Approved

	S2-2310008
	LS on Update of subscribed NSSAI when UE is not registered in network
	TSG CT, TSG SA
	
	TS 23.501 CR 4693 (S2-2310005)
	
	Approved

	S2-2310012
	Reply LS on Issues on QoS monitoring for satellite backhaul
	CT WG3
	
	TS 23.501 CR 4861 (S2-2309682), TS 23.503 CR1150 (S2-2309996)
	S2-2308298 (C3-2324695)
	Approved

	S2-2310013
	Reply LS on time-based trigger condition in NG HO for NR NTN
	RAN WG3
	RAN WG2
	S2-2309977 (23.502 CR4246)
	S2-2308326 (R3-233527)
	Approved

	S2-2310016
	Reply LS on Overload Control in Support of Discontinuous Network Coverage
	CT WG1
	
	TS 23.501 CR4914 (S2-2310014), TS 23.502 CR4329 (S2-2310015)
	S2-2308293 (C1-234361)
	Approved

	S2-2310025
	Reply LS on Reply LS on security aspects for Ranging/Sidelink Positioning
	SA WG3
	RAN WG2
	
	S2-2308336 (S3-233438)
	Approved

	S2-2310036
	Reply LS on Clarification on NSAC procedure for counting of UEs with at least one PDU session or PDN connection
	CT WG4
	
	
	S2-2308306 (C4-232530)
	Approved
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[bookmark: _Toc144097348]D.1	List of agreed Endorsed New WIDs and Study WIDs
Table D.1: List of agreed New WIDs and Study WIDs
	TD
	Type
	Title
	Source
	Work Item
	Comment
	Status

	S2-2310027
	SID NEW
	New SID on Study on Integration of satellite components in the 5G architecture Phase III
	THALES (moderator, Q3 NWM process)
	
	Revision of S2-2309631. Endorsed as a basis for further work. Uploaded late, so noted.
	Noted

	S2-2310028
	SID NEW
	New SID: Study on system architecture for next generation real time communication services phase 2
	China Mobile
	
	Revision of S2-2309678. Endorsed as a basis for further work
	Endorsed

	S2-2310029
	SID NEW
	New SID: Study on enhancements of IMS SMS and Messaging services
	China Mobile
	
	Revision of S2-2309975. Endorsed as a basis for further work
	Endorsed

	S2-2310031
	SID NEW
	New SID on 5G System Enhancement for Energy Efficiency and Energy Saving as a Service
	Samsung (Moderator)
	
	Revision of S2-2310003. Endorsed as a basis for further work
	Endorsed

	S2-2310032
	SID NEW
	New SID on Multi-Access (Dual 3GPP + ATSSS Enhancements)
	Apple (Moderator for Multi-Access)
	
	Revision of S2-2310030. Endorsed as a basis for further work
	Endorsed

	S2-2310033
	SID NEW
	New SID: Study on Architecture enhancement of Ambient power-enabled Internet of Things
	OPPO (Moderator of Ambient IoT)
	
	Revision of S2-2310001. Endorsed as a basis for further work
	Endorsed

	S2-2310034
	SID NEW
	New SID on Artificial Intelligence (AI)/Machine Learning (ML) for 5GS Service to enable 5GC and Air interface Intelligence.
	Qualcomm (Moderator for Rel-19 AI/ML)
	
	Revision of S2-2310002. Endorsed as a basis for further work
	Endorsed

	S2-2310035
	SID NEW
	New SID on 5GS XR enh
	Nokia, Nokia Shanghai Bell
	
	Revision of S2-2310004. Endorsed as a basis for further work
	Endorsed
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[bookmark: _Toc144097349]D.2	List of agreed Revised WIDs and Study WIDs
No entries found.



[bookmark: _Toc144097350]ANNEX E	List of draft Technical Specifications and Reports
[bookmark: _Toc144097351]E.1	List of draft Technical Specifications and Reports (draft TS/TR)
No entries found.
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[bookmark: _Toc144097353]ANNEX F	Postponed and unhandled documents
Table Annex F: Postponed and unhandled documents
	TD
	Type
	Subject
	Source
	Spec
	CR
	R
	Rel
	Work Item
	Comment
	Status

	S2-2308269
	LS In
	Common issues and Incoming LSs
	BBF
	
	-
	-
	
	
	Revision of Postponed S2-2306266 from S2#157. Postponed
	Postponed

	S2-2308270
	LS In
	Common issues and Incoming LSs
	CableLabs
	
	-
	-
	
	
	Revision of Postponed S2-2306267 from S2#157. Postponed
	Postponed

	S2-2308275
	LS In
	Architecture enhancements for the support of Integrated access and backhaul (IABARC)
	RAN WG3
	
	-
	-
	Rel-16
	NR_IAB-Core
	Revision of Postponed S2-2306278 from S2#157. Response drafted in S2-2309318. Postponed
	Postponed

	S2-2308276
	LS In
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	SA WG5
	
	-
	-
	Rel-18
	FS_MANWDAF
	Revision of Postponed S2-2306283 from S2#157. Response drafted in S2-2308975. Postponed.
	Postponed

	S2-2308277
	LS In
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	CT WG1
	
	-
	-
	Rel-18
	eNPN_Ph2
	Revision of Postponed S2-2306292 from S2#157. Response drafted in S2-2308777. Postponed
	Postponed

	S2-2308279
	LS In
	Network Slicing Phase 3 (eNS_Ph3)
	CT WG1
	
	-
	-
	Rel-18
	eNS_Ph3
	Revision of Postponed S2-2306295 from S2#157. Response drafted in S2-2308868, S2-2309008. Postponed
	Postponed

	S2-2308280
	LS In
	Common issues and Incoming LSs
	CT WG4
	
	-
	-
	
	
	Revision of Postponed S2-2306301 from S2#157. Response drafted in S2-2309411 (withdrawn). Postponed
	Postponed

	S2-2308289
	LS In
	Generic Rel-18 LSs
	CT WG1
	
	-
	-
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308640, S2-2308728, S2-2308855, S2-2309220, S2-2309371. Postponed
	Postponed

	S2-2308290
	LS In
	Generic Rel-18 LSs
	CT WG1
	
	-
	-
	Rel-18
	SUECR
	Responses drafted in S2-2308375, S2-2308641, S2-2308729, S2-2308856, S2-2309215. Postponed
	Postponed

	S2-2308295
	LS In
	Policy and charging control
	CT WG1
	
	-
	-
	Rel-18
	5GS_Ph1-CT, 5GProtoc16, 5GProtoc17, 5GProtoc18
	Responses drafted in S2-2308483, S2-2308821. Postponed
	Postponed

	S2-2308296
	LS In
	Enhancement of URLLC supporting in 5GC (5G_URLLC)
	CT WG3
	
	-
	-
	Rel-16
	5G_URLLC
	Postponed.
	Postponed

	S2-2308299
	LS In
	Common issues and Incoming LSs
	CT WG3
	
	-
	-
	Rel-18
	NBI18
	Response drafted in S2-2308613. This was Postponed.
	Postponed

	S2-2308302
	LS In
	Network Slicing Phase 3 (eNS_Ph3)
	CT WG4
	
	-
	-
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308517, S2-2308616, S2-2308866, S2-2309304. Postponed
	Postponed

	S2-2308316
	LS In
	Ranging based services and sidelink positioning (Ranging_SL)
	RAN WG2
	
	-
	-
	Rel-18
	
	Postponed
	Postponed

	S2-2308322
	LS In
	Network Slicing Phase 3 (eNS_Ph3)
	RAN WG3
	
	-
	-
	Rel-18
	eNS_Ph3
	Responses drafted in S2-2308763, S2-2309289. Postponed.
	Postponed

	S2-2308323
	LS In
	Network Slicing Phase 3 (eNS_Ph3)
	RAN WG3
	
	-
	-
	Rel-18
	eNS_Ph3
	Postponed.
	Postponed

	S2-2308346
	LS In
	Personal IoT Networks (5G_PIN)
	SA WG6
	
	-
	-
	Rel-18
	PINAPP / FS_PIN_Sec
	Postponed.
	Postponed

	S2-2308349
	LS In
	Common issues and Incoming LSs
	GSMA TSGUEWIFI
	
	-
	-
	
	
	Postponed
	Postponed

	S2-2308351
	LS In
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	CT WG4
	
	-
	-
	Rel-18
	TRS_URLLC
	Postponed in parallel session
	Postponed

	S2-2308353
	LS In
	Personal IoT Networks (5G_PIN)
	SA WG3
	
	-
	-
	Rel-18
	FS_PIN_Sec
	Postponed.
	Postponed

	S2-2308355
	LS In
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	SA WG3
	
	-
	-
	Rel-18
	
	Postponed
	Postponed

	S2-2308357
	LS In
	Evolution of IMS multimedia telephony service (NG_RTC)
	CT WG6
	
	-
	-
	Rel-18
	NG-RTC
	Postponed.
	Postponed

	S2-2308369
	CR
	Generic Rel-18 LSs
	Qualcomm Incorporated
	23.501
	4689
	-
	Rel-18
	5GSAT_Ph2, SUECR
	Not Handled
	-

	S2-2308372
	CR
	Architecture aspects for using satellite access in 5G (5GSAT_ARCH)
	Qualcomm Incorporated
	23.401
	3737
	-
	Rel-18
	5GSAT_ARCH, TEI18
	Not Handled
	-

	S2-2308373
	CR
	Architecture aspects for using satellite access in 5G (5GSAT_ARCH)
	Qualcomm Incorporated
	23.501
	4691
	-
	Rel-18
	5GSAT_ARCH
	Not Handled
	-

	S2-2308375
	LS OUT
	Generic Rel-18 LSs
	Qualcomm
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289, S2-2308290. Not Handled
	Not Handled

	S2-2308389
	CR
	System Support for AI/ML-based Services (AIMLsys)
	OPPO, NTT DOCOMO, LG Electronics, ETRI, CATT
	23.288
	0851
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308395
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	NTT DOCOMO
	23.288
	0855
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308396
	CR
	System Support for AI/ML-based Services (AIMLsys)
	NTT DOCOMO
	23.288
	0856
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308398
	CR
	Enhancement of 5G UE Policy (eUEPO)
	China Telecom
	23.502
	4252
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308399
	CR
	Enhancement of 5G UE Policy (eUEPO)
	China Telecom
	23.501
	4697
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308403
	CR
	Enhancement of 5G UE Policy (eUEPO)
	KDDI
	23.288
	0858
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308405
	CR
	Cellular IoT support and evolution for the 5G System (5G_CIoT)
	Intel
	23.502
	4253
	-
	Rel-16
	5G_CIoT
	Not Handled
	-

	S2-2308406
	CR
	Cellular IoT support and evolution for the 5G System (5G_CIoT)
	Intel
	23.502
	4254
	-
	Rel-17
	5G_CIoT
	Not Handled
	-

	S2-2308407
	CR
	Cellular IoT support and evolution for the 5G System (5G_CIoT)
	Intel
	23.502
	4255
	-
	Rel-18
	5G_CIoT
	Not Handled
	-

	S2-2308409
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Ericsson
	23.288
	0859
	-
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed

	S2-2308410
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Ericsson
	23.288
	0860
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308411
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Ericsson
	23.288
	0861
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308412
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Ericsson
	23.501
	4698
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308416
	CR
	XR (Extended Reality) and media services (XRM)
	Ericsson
	23.502
	4257
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308419
	CR
	XR (Extended Reality) and media services (XRM)
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	23.502
	4258
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308420
	CR
	XR (Extended Reality) and media services (XRM)
	Ericsson, [China Telecom, Tencent, Samsung, Nokia, Nokia Shanghai Bell]
	23.503
	1084
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308435
	CR
	System Support for AI/ML-based Services (AIMLsys)
	China Mobile
	23.501
	4703
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308436
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	China Mobile
	23.288
	0863
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308437
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	China Mobile
	23.288
	0864
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308440
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	IPLOOK
	23.501
	4704
	-
	Rel-18
	eNPN_Ph2
	Check Acronym (eNPN)! Not Handled
	-

	S2-2308441
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	New H3C, Spreadtrum Communications
	23.501
	4705
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308442
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	KDDI
	23.288
	0866
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308449
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.502
	4261
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308450
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4706
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308451
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4707
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308452
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.503
	1085
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308453
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	NSACF
	23.502
	4262
	-
	Rel-18
	eNS_Ph3
	Source should be Ericsson Not Handled
	-

	S2-2308459
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	Ericsson
	23.228
	1334
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2308460
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Nokia, Nokia Shanghai-Bell
	23.247
	0275
	-
	Rel-17
	5MBS
	Revised to S2-2309556 (withdrawn). Postponed in parallel session
	Postponed

	S2-2308461
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Nokia, Nokia Shanghai-Bell
	23.247
	0276
	-
	Rel-18
	5MBS
	Revised to S2-2309557 (withdrawn). Postponed in parallel session
	Postponed

	S2-2308469
	CR
	5G multicast-broadcast services Phase 2 (5MBS_Ph2)
	Nokia, Nokia Shanghai-Bell
	23.247
	0278
	-
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed

	S2-2308476
	CR
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	China Mobile
	23.502
	4264
	-
	Rel-18
	NR_REDCAP_Ph2
	Check Acronym (REDCAP_SDT)! Not Handled
	-

	S2-2308484
	CR
	Policy and charging control
	Ericsson, Oracle
	23.502
	4267
	-
	Rel-17
	5GS_Ph1, TEI17
	Not Handled
	-

	S2-2308485
	CR
	Policy and charging control
	Ericsson, Oracle
	23.502
	4268
	-
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Not Handled
	-

	S2-2308486
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Ericsson
	23.501
	4711
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308487
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Ericsson
	23.502
	4269
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308488
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Ericsson
	23.502
	4270
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308489
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Ericsson
	23.503
	1088
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308494
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Intel
	23.503
	1091
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308495
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Intel
	23.503
	1092
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308498
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4712
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308499
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.502
	4272
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308500
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4713
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308501
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4714
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308503
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	China Telecom
	23.502
	4273
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308509
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.501
	4715
	-
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed

	S2-2308510
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.501
	4716
	-
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed

	S2-2308513
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	China Telecom
	23.501
	4718
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308514
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.502
	4275
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308515
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell, Deutsche Telekom.
	23.503
	1093
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308517
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell
	
	-
	-
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled

	S2-2308519
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.502
	4276
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308522
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Inspur
	23.586
	0001
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308526
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Lenovo
	23.288
	0869
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308527
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Lenovo
	23.288
	0870
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308531
	CR
	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
	Lenovo
	23.256
	0105
	-
	Rel-18
	ID_UAS
	Not Handled
	-

	S2-2308532
	CR
	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
	Lenovo
	23.502
	4277
	-
	Rel-17
	ID_UAS
	Not Handled
	-

	S2-2308533
	CR
	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
	Lenovo
	23.502
	4278
	-
	Rel-18
	ID_UAS
	Incorrect Release used (Rel-17)! Not Handled
	-

	S2-2308536
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.502
	4279
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308537
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	
	-
	-
	Rel-18
	eNS_Ph3
	Response to S2-2308338. Not Handled
	Not Handled

	S2-2308539
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.503
	1096
	-
	Rel-18
	eNS_Ph3
	Postponed in parallel session
	Postponed

	S2-2308541
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.503
	1097
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308544
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Huawei, HiSilicon
	23.501
	4722
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308545
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Huawei, HiSilicon
	23.502
	4281
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308561
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Nokia, Nokia Shanghai Bell
	23.501
	4728
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308575
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Lenovo
	23.503
	1099
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308576
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Lenovo
	23.502
	4291
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308579
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.503
	1100
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308580
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.501
	4736
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308581
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.502
	4293
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308582
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.503
	1101
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308586
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.503
	1103
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308588
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.501
	4739
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308589
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.502
	4295
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308590
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.503
	1104
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308593
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Lenovo
	23.501
	4740
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308595
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Lenovo
	23.501
	4350
	2
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307248 from S2#157 Not Handled
	-

	S2-2308596
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Lenovo
	23.501
	4742
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308598
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Lenovo
	23.502
	4296
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308599
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.501
	4744
	-
	Rel-18
	XRM
	Postponed in parallel session
	Postponed

	S2-2308600
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.502
	4297
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308601
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.501
	4745
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308602
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.502
	4298
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308603
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.503
	1105
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308605
	CR
	XR (Extended Reality) and media services (XRM)
	China Mobile
	23.502
	4299
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308608
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	China Mobile
	23.548
	0164
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2308614
	CR
	Interworking and Migration
	Huawei, HiSilicon
	23.502
	4301
	-
	Rel-18
	5GS_Ph1, TEI18
	Postponed
	Postponed

	S2-2308616
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon,
	
	-
	-
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled

	S2-2308617
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.501
	4649
	1
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2307065 from S2#157 Not Handled
	-

	S2-2308618
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.501
	4749
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308619
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.502
	4302
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308624
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.586
	0006
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308625
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.586
	0007
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308626
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.273
	0401
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308628
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.586
	0008
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308630
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.586
	0010
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308631
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Xiaomi
	23.586
	0011
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308640
	LS OUT
	Generic Rel-18 LSs
	MediaTek Inc.
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled

	S2-2308641
	LS OUT
	Generic Rel-18 LSs
	MediaTek Inc.
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled

	S2-2308643
	CR
	XR (Extended Reality) and media services (XRM)
	MediaTek
	23.501
	4752
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308644
	CR
	XR (Extended Reality) and media services (XRM)
	MediaTek
	23.503
	1107
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308645
	CR
	XR (Extended Reality) and media services (XRM)
	MediaTek
	23.501
	4753
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308646
	CR
	XR (Extended Reality) and media services (XRM)
	MediaTek
	23.501
	4754
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308647
	CR
	XR (Extended Reality) and media services (XRM)
	MediaTek
	23.502
	4304
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308651
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.501
	4756
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308654
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.501
	4759
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308655
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.501
	4760
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308657
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.502
	4305
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308658
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.502
	4306
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308660
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.503
	1109
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308661
	CR
	Personal IoT Networks (5G_PIN)
	Nokia, Nokia Shanghai Bell
	23.501
	4762
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308662
	CR
	Personal IoT Networks (5G_PIN)
	Nokia, Nokia Shanghai Bell
	23.502
	4307
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308664
	CR
	Personal IoT Networks (5G_PIN)
	Nokia, Nokia Shanghai Bell
	23.502
	4308
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308665
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Nokia, Nokia Shanghai Bell
	23.503
	1110
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308666
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Nokia, Nokia Shanghai Bell
	23.502
	4309
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308667
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Nokia, Nokia Shanghai Bell
	23.502
	4310
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308671
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Nokia, Nokia Shanghai Bell
	23.501
	4766
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308672
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Samsung
	23.502
	4311
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308680
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Nokia, Nokia Shanghai Bell
	23.501
	4768
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308688
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Huawei, HiSilicon
	23.502
	4316
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308689
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Huawei, HiSilicon
	23.503
	1116
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308697
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	Ericsson
	23.548
	0112
	5
	Rel-18
	EDGE_Ph2
	Revision of (revised and APPROVED) S2-2306667 from S2#157 Not Handled
	-

	S2-2308702
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0282
	-
	Rel-18
	5MBS
	Revised to S2-2309559 (withdrawn). Postponed in parallel session
	Postponed

	S2-2308705
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0200
	1
	Rel-17
	5MBS
	Revision of (postponed) S2-2304139 from S2#157. Revised to S2-2309560 (withdrawn). Postponed
	Postponed

	S2-2308706
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0201
	1
	Rel-18
	5MBS
	Revision of (postponed) S2-2304140 from S2#157. Revised to S2-2309561 (withdrawn). Postponed
	Postponed

	S2-2308719
	CR
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	Ericsson
	23.501
	4771
	-
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-

	S2-2308720
	CR
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	Ericsson
	23.502
	4323
	-
	Rel-18
	NR_MT_SDT-Core, NR_redcap_enh-Core, NR_REDCAP_Ph2
	Not Handled
	-

	S2-2308728
	LS OUT
	Generic Rel-18 LSs
	Ericsson
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled

	S2-2308729
	LS OUT
	Generic Rel-18 LSs
	Ericsson
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled

	S2-2308732
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Ericsson
	23.501
	4776
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308743
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Ericsson
	23.586
	0015
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308744
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Ericsson
	23.586
	0016
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308746
	CR
	Enhancement to the 5GC LoCation Services-Phase 2 (5G_eLCS_Ph2)
	Ericsson, AT&T, Verizon
	23.273
	0404
	-
	Rel-17
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-

	S2-2308747
	CR
	Enhancement to the 5GC LoCation Services-Phase 2 (5G_eLCS_Ph2)
	Ericsson, AT&T, Verizon
	23.273
	0405
	-
	Rel-18
	5G_eLCS_ph2, ID_UAS
	Not Handled
	-

	S2-2308748
	CR
	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
	Ericsson, AT&T, Verizon
	23.256
	0106
	-
	Rel-17
	5G_eLCS_Ph2, ID_UAS
	Not Handled
	-

	S2-2308752
	CR
	XR (Extended Reality) and media services (XRM)
	Charter Communications, Inc
	23.501
	4671
	1
	Rel-18
	XRM
	Revision of (unhandled) S2-2307286 from S2#157 Not Handled
	-

	S2-2308753
	CR
	XR (Extended Reality) and media services (XRM)
	Charter Communications, Inc
	23.502
	4233
	1
	Rel-18
	XRM
	Revision of (unhandled) S2-2307296 from S2#157 Not Handled
	-

	S2-2308756
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Intel
	23.288
	0875
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308760
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	China Mobile
	23.501
	4778
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308761
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Oracle, Ericsson, Verizon UK Ltd
	23.501
	4724
	1
	Rel-18
	eUEPO
	Revision of S2-2308550 Not Handled
	-

	S2-2308764
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4583
	1
	Rel-18
	eNS_Ph3
	Revision of (unhandled) S2-2306452 from S2#157 Not Handled
	-

	S2-2308765
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.502
	4326
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308767
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4780
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308768
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4781
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308769
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.502
	4327
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308771
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson, Deutsche Telekom, Bell Mobility
	23.501
	4782
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308772
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	
	-
	-
	Rel-18
	eNS_Ph3
	Not Handled
	Not Handled

	S2-2308773
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.501
	4783
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308774
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.503
	1118
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308775
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Oracle, Ericsson, Verizon UK Ltd
	23.502
	4282
	1
	Rel-18
	eUEPO
	Revision of S2-2308551 Not Handled
	-

	S2-2308779
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Ericsson
	23.501
	4785
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308780
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Ericsson
	23.503
	1119
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308781
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Ericsson
	23.402
	3001
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308785
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.502
	4203
	2
	Rel-18
	eNS_Ph3
	Revision of (postponed) S2-2306894 from S2#157. Confirm Spec version used - CR states 18.1.0! Not Handled
	-

	S2-2308786
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.502
	4328
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308787
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	China Mobile
	23.502
	4329
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308789
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4787
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308793
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Nokia, Nokia Shanghai Bell
	23.502
	4332
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308797
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	ZTE
	23.228
	1335
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2308798
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	ZTE
	23.228
	1336
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2308801
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	ZTE
	23.228
	1339
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2308806
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	CMCC, Huawei, HiSilicon
	23.501
	4788
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308810
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0881
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308811
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0882
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308812
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0883
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308814
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Vivo
	23.502
	4336
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308815
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Vivo
	23.502
	4337
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308816
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Vivo
	23.503
	1120
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2308817
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	Vivo
	23.502
	4338
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2308822
	CR
	Policy and charging control
	Vivo
	23.503
	1121
	-
	Rel-17
	5GS_Ph1, TEI17
	Check Acronym (5GS_Ph1, TEI-17)! Not Handled
	-

	S2-2308824
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Vivo
	23.502
	4339
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308828
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	CATT
	23.304
	0316
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308829
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	CATT
	23.304
	0317
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308831
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	CATT
	23.304
	0319
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308832
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	CATT
	23.304
	0320
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308833
	CR
	Personal IoT Networks (5G_PIN)
	CATT
	23.501
	4790
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308834
	CR
	Personal IoT Networks (5G_PIN)
	CATT
	23.502
	4340
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2308835
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	CATT
	23.502
	4341
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308836
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	CATT
	23.503
	1122
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308840
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	CATT
	23.586
	0020
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308846
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	LG Electronics
	23.502
	4345
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2308853
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	LG Electronics
	23.501
	4792
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308855
	LS OUT
	Generic Rel-18 LSs
	LG Electronics
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled

	S2-2308856
	LS OUT
	Generic Rel-18 LSs
	LG Electronics
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled

	S2-2308857
	CR
	XR (Extended Reality) and media services (XRM)
	OPPO
	23.503
	1124
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308861
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	OPPO
	23.501
	4795
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308866
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	
	-
	-
	Rel-18
	
	Response to S2-2308302. Not Handled
	Not Handled

	S2-2308868
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	
	-
	-
	Rel-18
	
	Response to S2-2308279. Not Handled
	Not Handled

	S2-2308869
	CR
	XR (Extended Reality) and media services (XRM)
	Apple, Meta USA
	23.502
	4350
	-
	Rel-18
	XRM
	Check Affected Clauses! Not Handled
	-

	S2-2308871
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	LG Electronics
	23.501
	4797
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308872
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	LG Electronics
	23.502
	4351
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2308874
	CR
	System Support for AI/ML-based Services (AIMLsys)
	LG Electronics
	23.502
	4352
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308876
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	LG Electronics
	23.288
	0887
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308880
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Huawei, HiSilicon
	23.247
	0289
	-
	Rel-17
	5MBS
	Not Handled
	-

	S2-2308881
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Huawei, HiSilicon
	23.247
	0290
	-
	Rel-18
	5MBS
	Not Handled
	-

	S2-2308885
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Huawei, HiSilicon
	23.501
	4799
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308889
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Huawei, HiSilicon
	23.501
	4802
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308890
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Huawei, HiSilicon
	23.501
	4803
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308891
	CR
	Access Traffic Steering, Switch and Splitting support in the 5G system architecture (ATSSS)
	Samsung
	23.502
	4354
	-
	Rel-17
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-

	S2-2308893
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Huawei, HiSilicon
	23.288
	0888
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308894
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Huawei, HiSilicon
	23.502
	4356
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308899
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.501
	4804
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308900
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0891
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308901
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0892
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308902
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0893
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308905
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0896
	-
	Rel-18
	eNA_Ph3
	Postponed in parallel session
	Postponed

	S2-2308906
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0897
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308909
	CR
	Access Traffic Steering, Switch and Splitting support in the 5G system architecture (ATSSS)
	Samsung
	23.502
	4358
	-
	Rel-18
	ATSSS, TEI17
	Check Acronym (ATSSS, TEI-17)! Not Handled
	-

	S2-2308910
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	LG Electronics
	23.501
	4805
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2308912
	CR
	XR (Extended Reality) and media services (XRM)
	LG Electronics
	23.501
	4806
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308913
	CR
	XR (Extended Reality) and media services (XRM)
	CATT
	23.501
	4643
	1
	Rel-18
	XRM
	Revision of (unhandled) S2-2307032 from S2#157 Not Handled
	-

	S2-2308914
	CR
	XR (Extended Reality) and media services (XRM)
	CATT
	23.501
	4807
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308915
	CR
	XR (Extended Reality) and media services (XRM)
	CATT
	23.503
	1125
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308918
	CR
	XR (Extended Reality) and media services (XRM)
	CATT
	23.501
	4809
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308919
	CR
	XR (Extended Reality) and media services (XRM)
	CATT
	23.501
	4810
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308925
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.501
	4812
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308926
	CR
	Access Traffic Steering, Switching and Splitting support in the 5GS; Phase 3 (ATSSS_Ph3)
	Huawei, HiSilicon
	23.501
	4813
	-
	Rel-18
	ATSSS_Ph3
	Revised in parallel session to S2-2309466 (withdrawn). Postponed in parallel session
	Postponed

	S2-2308930
	CR
	XR (Extended Reality) and media services (XRM)
	LG Electronics
	23.502
	4362
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308936
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	ZTE
	23.247
	0295
	-
	Rel-17
	5MBS
	Not Handled
	-

	S2-2308937
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	ZTE
	23.247
	0296
	-
	Rel-18
	5MBS
	Not Handled
	-

	S2-2308940
	CR
	5G multicast-broadcast services Phase 2 (5MBS_Ph2)
	ZTE
	23.247
	0299
	-
	Rel-18
	5MBS_Ph2
	Postponed in parallel session
	Postponed

	S2-2308944
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.502
	4363
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308945
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.503
	1128
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308946
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.501
	4814
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308947
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.501
	4815
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308950
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	ZTE
	23.586
	0021
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308953
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	ZTE
	23.502
	4364
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308960
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Qualcomm Incorporated
	23.288
	0900
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308961
	CR
	System Support for AI/ML-based Services (AIMLsys)
	OPPO
	23.502
	4369
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308962
	CR
	System Support for AI/ML-based Services (AIMLsys)
	OPPO
	23.503
	1129
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2308963
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0901
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308964
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0902
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308965
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Vivo
	23.288
	0825
	1
	Rel-18
	eNA_Ph3
	Revision of (unhandled) S2-2306599 from S2#157. Postponed in parallel session
	Postponed

	S2-2308967
	CR
	5GC LoCation Services Phase 3 (eLCS_Ph3)
	Vivo
	23.273
	0409
	-
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-

	S2-2308970
	CR
	5GC LoCation Services Phase 3 (eLCS_Ph3)
	Vivo
	23.502
	4370
	-
	Rel-18
	5G_eLCS_Ph3
	Not Handled
	-

	S2-2308971
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Qualcomm Incorporated
	23.502
	4371
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308974
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Qualcomm Incorporated
	23.288
	0903
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2308975
	LS OUT
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	QUALCOMM Europe Inc. - Italy
	
	-
	-
	Rel-18
	eNA_Ph3
	Response to S2-2308276. Not Handled
	Not Handled

	S2-2308978
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Huawei, HiSilicon
	23.501
	4818
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2308981
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.503
	1130
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308987
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.502
	4374
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308988
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.502
	4375
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2308992
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Sony
	23.273
	0416
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308995
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Sony
	23.273
	0417
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308996
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Samsung
	23.304
	0323
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308997
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Sony
	23.273
	0418
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2308998
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Samsung
	23.304
	0324
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2308999
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Sony
	23.273
	0419
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309001
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Samsung
	23.304
	0325
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309003
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.502
	4377
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309004
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	Vivo
	23.228
	1340
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2309005
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Vivo
	23.501
	4821
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309007
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Vivo
	23.503
	1131
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309008
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	vivo
	
	-
	-
	Rel-18
	eNS_Ph3
	Response to S2-2308279. Not Handled
	Not Handled

	S2-2309009
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Vivo
	23.501
	4822
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309014
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.501
	4824
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309015
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.503
	1132
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309016
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.501
	4825
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309018
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.501
	4827
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309019
	CR
	XR (Extended Reality) and media services (XRM)
	Lenovo
	23.502
	4381
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309022
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	China Mobile
	23.502
	4382
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2309023
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Samsung
	23.304
	0327
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309024
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4830
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309025
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4831
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309027
	CR
	Personal IoT Networks (5G_PIN)
	Huawei, HiSilicon
	23.503
	1133
	-
	Rel-18
	PIN
	Source missing! Confirm Spec version used - CR states 18.1.0! Not Handled
	-

	S2-2309030
	CR
	Personal IoT Networks (5G_PIN)
	Huawei, HiSilicon
	23.501
	4833
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2309031
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4834
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309032
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.502
	4383
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309033
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.502
	4384
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309034
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	NEC
	23.501
	4631
	3
	Rel-18
	eNS_Ph3
	Revision of S2-2309026. Confirm CR Revision - CR states 2! Not Handled
	-

	S2-2309035
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.502
	4385
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309036
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0025
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309037
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0026
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309038
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.273
	0420
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309039
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.273
	0421
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309040
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0027
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309041
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0028
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309042
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0029
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309043
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.273
	0422
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309048
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	NEC
	23.502
	4122
	3
	Rel-18
	eNS_Ph3
	Revision of (withdrawn) S2-2307500 from S2#157. Confirm CR Revision - CR states - ! Not Handled
	-

	S2-2309050
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Vivo
	23.167
	0373
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309054
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Vivo
	23.304
	0330
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309055
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Vivo
	23.304
	0331
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309056
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.273
	0423
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309057
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.586
	0031
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309058
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.586
	0032
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309059
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.586
	0033
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309060
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.586
	0034
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309061
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Vivo
	23.586
	0035
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309062
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Samsung
	23.501
	4837
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2309063
	CR
	5G Timing Resiliency and TSC & URLLC enhancements (5TRS_URLLC)
	Samsung
	23.501
	4838
	-
	Rel-18
	TRS_URLLC
	Not Handled
	-

	S2-2309066
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Huawei, HiSilicon
	23.288
	0904
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2309071
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	OPPO
	23.501
	4841
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309072
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	OPPO
	23.304
	0332
	-
	Rel-18
	5G_ProSe_Ph2
	Postponed in parallel session
	Postponed

	S2-2309076
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4489
	4
	Rel-18
	eNS_Ph3
	Revision of S2-2307545 Not Handled
	-

	S2-2309078
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4480
	2
	Rel-18
	eNS_Ph3
	Revision of S2-2307201 Not Handled
	-

	S2-2309085
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.501
	4847
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309086
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.503
	1134
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309089
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Huawei, HiSilicon
	23.304
	0335
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309090
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Huawei, HiSilicon
	23.304
	0336
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309091
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Huawei, HiSilicon
	23.304
	0337
	-
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Postponed in parallel session
	Postponed

	S2-2309093
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Huawei, HiSilicon
	23.304
	0339
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309096
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Huawei, HiSilicon
	23.304
	0340
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309098
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	Huawei, HiSilicon
	23.228
	1343
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2309101
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	Huawei, HiSilicon
	23.228
	1346
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2309103
	CR
	Policy and charging control
	Vivo
	23.503
	1135
	-
	Rel-18
	5GS_Ph1, eUEPO, TEI17
	Check Acronym (5GS_Ph1, eUEPO, TEI-17)! Not Handled
	-

	S2-2309104
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.501
	4850
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309105
	LS OUT
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	Huawei, HiSilicon
	
	-
	-
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled

	S2-2309108
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Samsung
	23.502
	4392
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309109
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Xiaomi
	23.501
	4853
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309111
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Xiaomi
	23.501
	4855
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309121
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	CATT
	23.502
	4396
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2309128
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	NTT DOCOMO
	23.228
	1349
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2309130
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Huawei, HiSilicon
	23.501
	4860
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309131
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Huawei, HiSilicon
	23.502
	4398
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309142
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	China Mobile
	23.228
	1353
	-
	Rel-18
	NG_RTC
	Check Affected Clauses! Not Handled
	-

	S2-2309147
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Nokia, Nokia Shanghai Bell
	23.304
	0341
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309148
	LS OUT
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Nokia. Nokia Shanghai Bell
	
	-
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled.
	Not Handled

	S2-2309151
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Huawei, HiSilicon
	23.501
	4863
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309157
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Nokia, Nokia Shanghai Bell
	23.501
	4865
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309158
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	LG Electronics
	23.502
	4401
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2309161
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	CATT
	23.288
	0906
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2309164
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	CATT
	23.288
	0908
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2309173
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.503
	1137
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309175
	CR
	XR (Extended Reality) and media services (XRM)
	Samsung
	23.502
	4403
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309176
	CR
	Evolution of IMS multimedia telephony service (NG_RTC)
	Samsung
	23.502
	4404
	-
	Rel-18
	NG_RTC
	Not Handled
	-

	S2-2309179
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	Huawei, HiSilicon
	23.502
	4405
	-
	Rel-18
	EDGE_Ph2
	Not Handled
	-

	S2-2309184
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.503
	1138
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309185
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.501
	4868
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309187
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.502
	4407
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309188
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.501
	4870
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309189
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.503
	1139
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309190
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.501
	4871
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309195
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	OPPO
	23.273
	0427
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309196
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	OPPO
	23.273
	0428
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309198
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Nokia, Nokia Shanghai Bell
	23.304
	0342
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309199
	CR
	XR (Extended Reality) and media services (XRM)
	Nokia, Nokia Shanghai Bell
	23.502
	4409
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309201
	LS OUT
	Common issues and Incoming LSs
	Huawei, HiSilicon
	
	-
	-
	Rel-18
	5WWC_Ph2
	Revision of (unhandled) S2-2306862 from S2#158. Postponed
	Postponed

	S2-2309210
	CR
	XR (Extended Reality) and media services (XRM)
	InterDigital Inc., NTT DOCOMO
	23.501
	4873
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309212
	CR
	Enhancement of 5G UE Policy (eUEPO)
	InterDigital Inc.
	23.502
	4413
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2309214
	CR
	Generic Rel-18 LSs
	InterDigital Inc., Samsung
	23.501
	4874
	-
	Rel-18
	SUECR
	Not Handled
	-

	S2-2309215
	LS OUT
	Generic Rel-18 LSs
	InterDigital Inc.
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308290. Not Handled
	Not Handled

	S2-2309219
	CR
	Generic Rel-18 LSs
	InterDigital Inc.
	23.502
	4414
	-
	Rel-18
	SUECR
	Not Handled
	-

	S2-2309220
	LS OUT
	Generic Rel-18 LSs
	InterDigital Inc.
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled

	S2-2309225
	CR
	XR (Extended Reality) and media services (XRM)
	Apple
	23.501
	4646
	1
	Rel-18
	XRM
	Revision of (unhandled) S2-2307049 from S2#157 Not Handled
	-

	S2-2309231
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	CATT
	23.501
	4878
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309232
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	CATT
	23.502
	4416
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309240
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Samsung
	23.502
	4419
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2309242
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	China Telecom
	23.304
	0343
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309246
	CR
	XR (Extended Reality) and media services (XRM)
	Xiaomi
	23.502
	4420
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309247
	CR
	XR (Extended Reality) and media services (XRM)
	Xiaomi
	23.502
	4421
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309254
	CR
	Vehicle Mounted Relays (VMR)
	Xiaomi
	23.273
	0429
	-
	Rel-18
	VMR
	Confirm CR Number - CR states xx! Not Handled
	-

	S2-2309263
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei
	23.273
	0434
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309264
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.273
	0435
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309271
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	InterDigital Inc.
	23.501
	4888
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309272
	CR
	XR (Extended Reality) and media services (XRM)
	Nokia, Nokia Shanghai Bell
	23.503
	1145
	-
	Rel-18
	TRS_URLLC, XRM
	Not Handled
	-

	S2-2309273
	CR
	XR (Extended Reality) and media services (XRM)
	Meta USA, Apple
	23.501
	4889
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309274
	CR
	XR (Extended Reality) and media services (XRM)
	Huawei, HiSilicon
	23.501
	4890
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309275
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Qualcomm Incorporated
	23.247
	0274
	1
	Rel-18
	5MBS
	Revision of (unhandled) S2-2307319 from S2#157. Postponed
	Postponed

	S2-2309279
	LS OUT
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	Qualcomm
	
	-
	-
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled

	S2-2309282
	LS OUT
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	Intel
	
	-
	-
	Rel-18
	NR_REDCAP_Ph2, NR_redcap_enh-Core
	Response to S2-2308320. Not Handled
	Not Handled

	S2-2309283
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Qualcomm Incorporated
	23.586
	0038
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309291
	LS OUT
	Rel-18 CAT B/C alignment CR(s) due to the work led by other 3GPP Working Groups
	ZTE
	
	-
	-
	Rel-18
	NR_REDCAP_Ph2
	Response to S2-2308320. Not Handled
	Not Handled

	S2-2309294
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.502
	4430
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309295
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.502
	4431
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309296
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	ZTE
	23.502
	4432
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309299
	CR
	XR (Extended Reality) and media services (XRM)
	ZTE
	23.502
	4435
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309301
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	ZTE
	23.503
	1147
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309303
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	InterDigital Communications
	23.304
	0345
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309304
	LS OUT
	Network Slicing Phase 3 (eNS_Ph3)
	ZTE
	
	-
	-
	Rel-18
	eNS_Ph3
	Response to S2-2308302. Not Handled
	Not Handled

	S2-2309305
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	InterDigital Communications
	23.304
	0346
	-
	Rel-18
	5G_ProSe_Ph2
	Not Handled
	-

	S2-2309309
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	InterDigital Communications
	23.586
	0039
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309310
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	InterDigital Communications
	23.586
	0040
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309311
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4894
	-
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-

	S2-2309312
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	InterDigital Communications
	23.273
	0437
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309316
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4895
	-
	Rel-18
	eNPN_Ph2
	Check Affected Clauses! Not Handled
	-

	S2-2309318
	LS OUT
	Architecture enhancements for the support of Integrated access and backhaul (IABARC)
	Qualcomm Incorporated
	
	-
	-
	Rel-16
	IABARC
	Response to S2-2308275. Not Handled
	Not Handled

	S2-2309319
	CR
	Architecture enhancements for the support of Integrated access and backhaul (IABARC)
	Qualcomm Incorporated
	23.501
	4896
	-
	Rel-18
	IABARC, TEI18
	Moved to 7.9. Not Handled
	-

	S2-2309320
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	Samsung
	23.288
	0910
	-
	Rel-18
	eNA_Ph3
	Revised to S2-2309581 (withdrawn). Postponed in parallel session
	Postponed

	S2-2309321
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Samsung
	23.502
	4437
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2309322
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Samsung
	23.503
	1149
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2309323
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Xiaomi
	23.501
	4897
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309325
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	InterDigital Inc.
	23.501
	4898
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309326
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Xiaomi
	23.501
	4899
	-
	Rel-18
	eNPN_Ph2
	Check Acronym (NPN)! Not Handled
	-

	S2-2309327
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Xiaomi
	23.501
	4900
	-
	Rel-18
	eNPN_Ph2
	Check Acronym (PIN)! Not Handled
	-

	S2-2309330
	CR
	Proximity-based Services in 5GS Phase 2 (5G_ProSe_Ph2)
	Xiaomi
	23.502
	4438
	-
	Rel-18
	5G_ProSe_Ph2
	Check Affected Clauses! Not Handled
	-

	S2-2309332
	CR
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	ZTE
	23.288
	0911
	-
	Rel-18
	eNA_Ph3
	Not Handled
	-

	S2-2309333
	CR
	Personal IoT Networks (5G_PIN)
	Xiaomi
	23.501
	4901
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2309334
	CR
	Network Slicing Phase 3 (eNS_Ph3)
	Ericsson
	23.502
	4439
	-
	Rel-18
	eNS_Ph3
	Not Handled
	-

	S2-2309339
	CR
	Personal IoT Networks (5G_PIN)
	Xiaomi
	23.501
	4905
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2309340
	CR
	XR (Extended Reality) and media services (XRM)
	Qualcomm Incorporated
	23.501
	4906
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309343
	CR
	XR (Extended Reality) and media services (XRM)
	Qualcomm Incorporated
	23.502
	4440
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309344
	CR
	5GS Enhanced support of Vertical and LAN Services (Vertical_LAN)
	Qualcomm Incorporated, Ericsson
	23.501
	4908
	-
	Rel-16
	Vertical_LAN
	Not Handled
	-

	S2-2309345
	CR
	5GS Enhanced support of Vertical and LAN Services (Vertical_LAN)
	Qualcomm Incorporated, Ericsson
	23.501
	4909
	-
	Rel-17
	Vertical_LAN
	Not Handled
	-

	S2-2309346
	CR
	5GS Enhanced support of Vertical and LAN Services (Vertical_LAN)
	Qualcomm Incorporated, Ericsson
	23.501
	4910
	-
	Rel-18
	Vertical_LAN
	Not Handled
	-

	S2-2309347
	CR
	Personal IoT Networks (5G_PIN)
	Xiaomi
	23.501
	4677
	1
	Rel-18
	PIN
	Revision of (noted) S2-2307339 from S2#157 Not Handled
	-

	S2-2309348
	CR
	Personal IoT Networks (5G_PIN)
	Xiaomi
	23.501
	4911
	-
	Rel-18
	PIN
	Not Handled
	-

	S2-2309351
	CR
	Enhancement of 5G UE Policy (eUEPO)
	Samsung
	23.501
	4913
	-
	Rel-18
	eUEPO
	Not Handled
	-

	S2-2309352
	LS OUT
	Personal IoT Networks (5G_PIN)
	Xiaomi Communications
	
	-
	-
	Rel-18
	PIN
	Postponed.
	Postponed

	S2-2309357
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Samsung, Nokia, Nokia Shanghai Bell
	23.503
	1151
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2309359
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Samsung
	23.288
	0912
	-
	Rel-18
	AIMLsys
	Not Handled
	-

	S2-2309362
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	China Mobile
	23.501
	4914
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309368
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Nokia, Nokia Shanghai Bell
	23.586
	0041
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309369
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Nokia, Nokia Shanghai Bell
	23.273
	0441
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309370
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Samsung
	23.501
	4915
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309371
	LS OUT
	Generic Rel-18 LSs
	Samsung
	
	-
	-
	Rel-18
	SUECR
	Response to S2-2308289. Not Handled
	Not Handled

	S2-2309374
	CR
	XR (Extended Reality) and media services (XRM)
	Google
	23.502
	4443
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309375
	CR
	XR (Extended Reality) and media services (XRM)
	Google
	23.502
	4444
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309376
	CR
	XR (Extended Reality) and media services (XRM)
	Google
	23.502
	4445
	-
	Rel-18
	XRM
	Not Handled
	-

	S2-2309377
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Samsung
	23.501
	4916
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309379
	CR
	Support of Aerial Systems Connectivity, Identification, and Tracking (ID_UAS)
	Ericsson, AT&T, Verizon
	23.256
	0107
	1
	Rel-18
	5G_eLCS_Ph2, ID_UAS
	Revision ofS2-2308749 Not Handled
	-

	S2-2309381
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Samsung
	23.501
	4917
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309384
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Samsung
	23.501
	4918
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309389
	CR
	Satellite access Phase 2 (5GSAT_Ph2)
	Samsung
	23.502
	4447
	-
	Rel-18
	5GSAT_Ph2
	Not Handled
	-

	S2-2309392
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	OPPO
	23.316
	2110
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309395
	CR
	5G multicast-broadcast services Phase 2 (5MBS_Ph2)
	Nokia, Nokia Shanghai-Bell
	23.247
	0277
	1
	Rel-18
	5MBS
	Revision of S2-2308463. Postponed in parallel session
	Postponed

	S2-2309399
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Philips International B.V.
	23.273
	0442
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309400
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	OPPO
	23.316
	2111
	-
	Rel-18
	eNPN_Ph2
	Not Handled
	-

	S2-2309403
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Philips International B.V.
	23.586
	0042
	-
	Rel-18
	Ranging_SL
	Not Handled
	-

	S2-2309407
	CR
	Optimisations on UE radio capability signalling (RACS)
	Apple
	23.401
	3746
	-
	Rel-18
	RACS, TEI18
	Not Handled
	-

	S2-2309451
	CR
	System Support for AI/ML-based Services (AIMLsys)
	Lenovo
	23.501
	4735
	1
	Rel-18
	AIMLsys
	Revision of S2-2308578. Postponed in parallel session
	Postponed

	S2-2309484
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.586
	0030
	1
	Rel-18
	Ranging_SL
	Revision of S2-2309044. Revised in parallel session to S2-2309827 (withdrawn). Postponed.
	Postponed

	S2-2309485
	CR
	Ranging based services and sidelink positioning (Ranging_SL)
	Huawei, HiSilicon
	23.032
	0024
	1
	Rel-18
	Ranging_SL
	Revision of S2-2309045. Revised in parallel session to S2-2309828 (withdrawn). Postponed
	Postponed

	S2-2309528
	CR
	Enhancement to the 5GC LoCation Services-Phase 2 (5G_eLCS_Ph2)
	Huawei, HiSilicon
	23.273
	0433
	1
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309262. Postponed in parallel session
	Postponed

	S2-2309530
	CR
	Personal IoT Networks (5G_PIN)
	LG Electronics
	23.503
	1098
	1
	Rel-18
	PIN
	Revision of S2-2308574. Postponed
	Postponed

	S2-2309531
	CR
	Personal IoT Networks (5G_PIN)
	Vivo
	23.503
	1108
	1
	Rel-18
	PIN
	Revision of S2-2308659. Postponed
	Postponed

	S2-2309536
	CR
	Personal IoT Networks (5G_PIN)
	Nokia, Nokia Shanghai Bell
	23.501
	4763
	1
	Rel-18
	PIN
	Revision of S2-2308663. Postponed
	Postponed

	S2-2309538
	CR
	Personal IoT Networks (5G_PIN)
	InterDigital Inc.
	23.503
	1141
	1
	Rel-18
	PIN
	Revision of S2-2309208. Postponed
	Postponed

	S2-2309558
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0281
	1
	Rel-17
	5MBS
	Revision of S2-2308701. Postponed in parallel session
	Postponed

	S2-2309560
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0200
	2
	Rel-17
	5MBS
	Revision of S2-2308705. Postponed in parallel session
	Postponed

	S2-2309561
	CR
	Architectural enhancements for 5G multicast-broadcast services (5MBS)
	Ericsson
	23.247
	0201
	2
	Rel-18
	5MBS
	Revision of S2-2308706. Postponed in parallel session
	Postponed

	S2-2309645
	CR
	3GPP Packet Access Maintenance
	Nokia, Nokia Shanghai Bell, Uscellular, Vodafone
	23.401
	3740
	2
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2309629. Postponed
	Postponed

	S2-2309673
	CR
	Enhanced support of Non-Public Networks phase 2 (eNPN_Ph2)
	Ericsson
	23.501
	4786
	1
	Rel-18
	eNPN_Ph2
	Revision of S2-2308782. Endorsed this as a basis for further work. Postponed
	Postponed

	S2-2309802
	CR
	Edge Computing Phase 2 (EDGE_Ph2)
	Vivo
	23.548
	0170
	1
	Rel-18
	EDGE_Ph2
	Revision of S2-2308819. Revised in parallel session to S2-2309963 (withdrawn). Postponed
	Postponed

	S2-2309807
	CR
	XR (Extended Reality) and media services (XRM)
	Vivo
	23.501
	4737
	1
	Rel-18
	XRM
	Revision of S2-2308583. Postponed in parallel session
	Postponed

	S2-2309931
	CR
	5GC LoCation Services Phase 3 (eLCS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.273
	0440
	2
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309622. Postponed
	Postponed

	S2-2309932
	CR
	5GC LoCation Services Phase 3 (eLCS_Ph3)
	Nokia, Nokia Shanghai Bell
	23.502
	4442
	2
	Rel-18
	5G_eLCS_Ph3
	Revision of S2-2309623. Postponed
	Postponed
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	China Unicom
	CCSA
	3GPPMEMBER

	Mr.
	Xiong
	Chunshan
	Datang Linktester Technology
	CCSA
	3GPPMEMBER

	Mrs.
	Xu
	Ling
	ZTE Japan K.K.
	ARIB
	3GPPMEMBER

	Mr.
	Xu
	Weijie
	Hangzhou Mengyuxiang
	CCSA
	3GPPMEMBER

	Mr.
	Xu
	Yang
	OPPO (chongqing) Intelligence
	CCSA
	3GPPMEMBER

	Ms.
	Xu
	Yishan
	Huawei Device Co., Ltd
	CCSA
	3GPPMEMBER

	Mr.
	Yamamoto
	Kenichi
	KDDI Corporation
	ARIB
	3GPPMEMBER

	Mr.
	Yamauchi
	Kenta
	DOCOMO Beijing Labs
	CCSA
	3GPPMEMBER

	Miss
	Yan
	Xiaojian
	ZTE Korea Limited
	TTA
	3GPPMEMBER

	Miss
	Yang
	Haorui
	Hangzhou Douku
	CCSA
	3GPPMEMBER

	Dr.
	Yang
	Hyun-Koo
	Samsung Research America
	ATIS
	3GPPMEMBER

	Dr.
	Yao
	Ge
	VSENS
	CCSA
	3GPPMEMBER

	Mr.
	Yao
	Yizhi
	Intel Technology Poland SP Zoo
	ETSI
	3GPPMEMBER

	Dr.
	Yi
	Yunjung
	CableLabs
	ETSI
	3GPPMEMBER

	Mr.
	Yip
	Eric
	Harman GmbH
	ETSI
	3GPPMEMBER

	Mr.
	Youn
	Myungjune
	LG Electronics Finland
	ETSI
	3GPPMEMBER

	Mr.
	Yu
	Hang
	vivo Mobile Com. (Chongqing)
	CCSA
	3GPPMEMBER

	Dr.
	YUE
	JING
	Ericsson Hungary Ltd
	ETSI
	3GPPMEMBER

	Dr.
	Zhang
	Amy
	vivo Japan KK
	ARIB
	3GPPMEMBER

	Miss
	Zhang
	Juan
	QUALCOMM Europe Inc. - Italy
	ETSI
	3GPPMEMBER

	Mr.
	ZHANG
	Kefeng
	QUALCOMM Europe Inc. - Spain
	ETSI
	3GPPMEMBER

	Ms.
	Zhang
	Ling
	Siemens AG
	ETSI
	3GPPMEMBER

	Mr.
	Zhang
	Wanqiang
	HuaWei Technologies Co., Ltd
	CCSA
	3GPPMEMBER

	Miss
	Zhang
	Yuying
	Esurfing IoT
	CCSA
	3GPPMEMBER

	Miss
	ZHAO
	HUAN
	Unicom Broadband Online
	CCSA
	3GPPMEMBER

	Mr.
	Zhao
	Song
	China Telecomunication Corp.
	CCSA
	3GPPMEMBER

	Dr.
	Zheng
	Lizhuo
	Motorola Mobile Com Technology
	CCSA
	3GPPMEMBER

	Mr.
	Zhou
	Runze
	HiSilicon Technologies Co. Ltd
	CCSA
	3GPPMEMBER

	Miss
	Zhou
	Xingyue
	ZTE Corporation.
	CCSA
	3GPPMEMBER

	Mr.
	Zhu
	Fenqin
	HUAWEI Technologies Japan K.K.
	ARIB
	3GPPMEMBER

	Mr.
	Zhu
	Jinguo
	ZTE JAPAN K.K.
	TTC
	3GPPMEMBER

	Mr.
	Zhu
	Qianghua
	Huawei Technologies (Korea)
	TTA
	3GPPMEMBER

	Mrs.
	Zhu
	Wenruo
	Huawei Technologies (Korea)
	TTA
	3GPPMEMBER

	Mr.
	Zhu
	Zengbao
	BUPT
	CCSA
	3GPPMEMBER

	Dr.
	Zia
	Waqar
	Apple Switzerland AG
	ETSI
	3GPPMEMBER

	Mr.
	Zisimopoulos
	Haris
	Qualcomm India Pvt Ltd
	TSDSI
	3GPPMEMBER

	Mr.
	Zwingmann
	Holger
	umlaut
	ETSI
	3GPPMEMBER
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	Title
	Famiy Name
	First Name
	Representing
	Partner
	Member Status

	Mr.
	Achter
	Johannes
	T-Mobile Austria GmbH
	ETSI
	3GPPMEMBER

	Dr.
	An
	JongGwan
	ETRI
	TTA
	3GPPMEMBER

	Mr.
	Aoyagi
	Kenichiro
	Rakuten Mobile, Inc
	ARIB
	3GPPMEMBER

	Miss
	Bai
	Xueqian
	China Mobile Com. Corporation
	CCSA
	3GPPMEMBER

	Dr.
	Bakhshi
	Bahador
	DOCOMO Communications Lab.
	ETSI
	3GPPMEMBER

	Mr.
	Bhangu
	Manmeet
	Rakuten Mobile, Inc
	ARIB
	3GPPMEMBER

	Ms.
	Chen
	Chao
	China Mobile Com. Corporation
	CCSA
	3GPPMEMBER

	Ms.
	Chen
	Zhuoyi
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Mr.
	Cheng
	Sihan
	vivo Mobile Communication Co.,
	CCSA
	3GPPMEMBER

	Dr.
	Chiba
	Tsunehiko
	VIAVI Solutions
	ETSI
	3GPPMEMBER

	Mr.
	Choi
	Seunghan
	TTA
	TTA
	3GPPORG_REP

	Mr.
	Choksi
	Ojas
	Comcast
	ATIS
	3GPPMEMBER

	Mr.
	DHARMADHIKARI
	OMKAR
	CableLabs
	ETSI
	3GPPMEMBER

	Mr.
	DOU
	Fenghui
	Huawei Device Co., Ltd
	CCSA
	3GPPMEMBER

	Mr.
	Feder
	Peretz
	Verizon Switzerland AG
	ETSI
	3GPPMEMBER

	Mr.
	Feng
	Yuang
	ZTE Corporation
	ETSI
	3GPPMEMBER

	Mr.
	Fernandes
	Francis
	Bell Mobility
	ETSI
	3GPPMEMBER

	Mr.
	Gaur
	Ratnesh
	Tejas Networks Ltd.
	TSDSI
	3GPPMEMBER

	Dr.
	Grotz
	Joel
	SES S.A.
	ETSI
	3GPPMEMBER

	Ms.
	Guo
	Yali
	Shenzhen Heytap
	CCSA
	3GPPMEMBER

	Mrs.
	haiyan
	luo
	Lenovo Information Technology
	CCSA
	3GPPMEMBER

	Mr.
	Han
	Lufeng
	Spreadtrum Communications
	CCSA
	3GPPMEMBER

	Mr.
	Haojin
	Li
	Sony Group Corporation
	ARIB
	3GPPMEMBER

	Mr.
	Harper
	Colby
	Pivotal Commware
	ATIS
	3GPPMEMBER

	Mr.
	Huang
	Changzheng
	China Telecommunications
	ETSI
	3GPPMEMBER

	Dr.
	Huang
	Zhenglei
	China Mobile (Suzhou) Software
	CCSA
	3GPPMEMBER

	Mr.
	Ihamouine
	Raphael
	Inmarsat
	ETSI
	3GPPMEMBER

	Mr.
	Ing
	John
	Public Safety Canada
	ETSI
	3GPPMEMBER

	Mr.
	Itahara
	Sohei
	KDDI Corporation
	ARIB
	3GPPMEMBER

	Mr.
	Ito
	Ko
	KDDI Corporation
	ARIB
	3GPPMEMBER

	Mr.
	Izumi
	Masaki
	SHARP Corporation
	ARIB
	3GPPMEMBER

	Miss
	Jain
	Monika
	IIT Bombay
	TSDSI
	3GPPMEMBER

	Mr.
	Jha
	Pranav
	IIT Bombay
	TSDSI
	3GPPMEMBER

	Miss
	Jia
	Jing
	China Telecommunications
	ETSI
	3GPPMEMBER

	Miss
	JIA
	XIAOQIAN
	China Telecommunications
	ETSI
	3GPPMEMBER

	Miss
	Jian
	Mengzhen
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Mr.
	jiang
	yong
	INSPUR
	CCSA
	3GPPMEMBER

	Mr.
	Jin
	James
	GUANGDONG GENIUS TECHNOLOGY CO
	CCSA
	3GPPMEMBER

	Dr.
	Kaliyammal Thiruvasagam
	Prabhu
	NEC Telecom MODUS Ltd.
	ETSI
	3GPPMEMBER

	Dr.
	Kamran
	Rashmi
	IIT Bombay
	TSDSI
	3GPPMEMBER

	Mr.
	Karaki
	Abbas
	SES S.A.
	ETSI
	3GPPMEMBER

	Dr.
	Kim
	Hyesung
	Samsung Electronics Iberia SA
	ETSI
	3GPPMEMBER

	Ms.
	Kiran
	Shwetha
	IIT Bombay
	TSDSI
	3GPPMEMBER

	Dr.
	Kweon
	Kisuk
	Samsung Research America
	ATIS
	3GPPMEMBER

	Mr.
	Larson
	Gregg
	Sensus UK
	ETSI
	3GPPMEMBER

	Dr.
	Lee
	DongJin
	SK Telecom
	TTA
	3GPPMEMBER

	Ms.
	Lee
	Hyeonsoo
	SK Telecom
	TTA
	3GPPMEMBER

	Mr.
	Leisse
	Volker
	CableLabs
	ETSI
	3GPPMEMBER

	Mr.
	Li
	hui
	New H3C Technologies Co., Ltd.
	CCSA
	3GPPMEMBER

	Miss
	LI
	Jiahui
	China Telecommunications
	ETSI
	3GPPMEMBER

	Mr.
	Li
	Jianzhao
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Ms.
	Li
	Yan
	China Telecomunication Corp.
	CCSA
	3GPPMEMBER

	Dr.
	Lin
	Chih-Kuang
	Collins Aerospace Ireland
	ETSI
	3GPPGUEST

	Miss
	Liu
	Jie
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Dr.
	Liu
	Mengmeng
	Zhejiang Lab
	CCSA
	3GPPMEMBER

	Miss
	Liu
	Siyang
	China Telecommunications
	ETSI
	3GPPMEMBER

	Miss
	Liu
	Yubing
	China Telecomunication Corp.
	CCSA
	3GPPMEMBER

	Mr.
	Long
	Biao
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Mr.
	M Nair
	Prathap
	General Electric
	ATIS
	3GPPGUEST

	Mr.
	MALIK
	ALI
	Verizon Sweden
	ETSI
	3GPPMEMBER

	Mr.
	Masal
	Abhijeet
	CEWiT
	TSDSI
	3GPPMEMBER

	Mrs.
	Masuda
	Hiroyo
	Fujitsu Limited
	TTC
	3GPPMEMBER

	Mr.
	Methenni
	Achref
	InterDigital Communications
	ATIS
	3GPPMEMBER

	Mr.
	Miklós
	György
	Ericsson Hungary Ltd
	ETSI
	3GPPMEMBER

	Dr.
	Mohammed Mikaeil
	Ahmed
	TCL
	CCSA
	3GPPMEMBER

	Mr.
	Mouquet
	Antoine
	Orange
	ETSI
	3GPPMEMBER

	Dr.
	Murphy
	Sandra
	Comcast
	ATIS
	3GPPMEMBER

	Mr.
	Mysore Annaiah
	Mahesh Nayaka
	Reliance Jio
	TSDSI
	3GPPMEMBER

	Mr.
	Nadaf
	Salman
	Nokia Germany
	ETSI
	3GPPMEMBER

	Ms.
	Neira
	Elena
	MITRE Corporation
	ETSI
	3GPPMEMBER

	Ms.
	Niu
	Yuxia
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Mr.
	Norton
	Mark
	U.S. Department of Defense
	ATIS
	3GPPMEMBER

	Dr.
	Nuggehalli
	Pavan
	Google Inc.
	ATIS
	3GPPMEMBER

	Mr.
	Otaka
	Masaru
	Honda Motor Co., Ltd
	ARIB
	3GPPMEMBER

	Mr.
	Pan
	Lider
	ASUSTEK COMPUTER (SHANGHAI)
	CCSA
	3GPPMEMBER

	Miss
	Pentakota
	Hema
	ETSI
	ETSI
	3GPPORG_REP

	Mr.
	Pudney
	Chris
	VODAFONE Group Plc
	ETSI
	3GPPMEMBER

	Mr.
	Rath
	Paresh
	U.S. Department of Defense
	ATIS
	3GPPMEMBER

	Mr.
	Ren
	Chi
	China Unicom
	CCSA
	3GPPMEMBER

	Mr.
	Rossbach
	Ralf
	Apple GmbH
	ETSI
	3GPPMEMBER

	Mr.
	Saboorian
	Tony
	Futurewei Technologies
	ATIS
	3GPPMEMBER

	Miss
	Singh
	Vishakha
	CEWiT
	TSDSI
	3GPPMEMBER

	Mrs.
	T R
	Ramya
	CEWiT
	TSDSI
	3GPPMEMBER

	Mr.
	Takakura
	Tsuyoshi
	NTT DOCOMO INC.
	TTC
	3GPPMEMBER

	Dr.
	Wang
	Shuo
	Sony Group Corporation
	ARIB
	3GPPMEMBER

	Mr.
	Watts
	Simon
	Avanti
	ETSI
	3GPPMEMBER

	Ms.
	Xiang
	Pingye
	Pengcheng laboratory
	CCSA
	3GPPMEMBER

	Miss
	Xiong
	Jiaqi
	China Telecommunications
	ETSI
	3GPPMEMBER

	Mr.
	Xu
	Qi
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER

	Mr.
	Younus
	Jalal
	TELUS
	ATIS
	3GPPMEMBER

	Mr.
	Yun
	Andy
	TELUS
	ATIS
	3GPPMEMBER

	Dr.
	Zaus
	Robert
	Apple (UK) Limited
	ETSI
	3GPPMEMBER

	Miss
	Zhang
	Di
	China Telecommunications
	ETSI
	3GPPMEMBER

	Mr.
	Zhang
	Pengfei
	China Mobile Com. Corporation
	CCSA
	3GPPMEMBER

	Miss
	ZHANG
	RUI
	China Telecom Corporation Ltd.
	CCSA
	3GPPMEMBER


95 Entries

