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[bookmark: _Toc145931782]6.4.3.7.1	Common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay
For the 5G ProSe Communication via 5G ProSe UE-to-UE Relay as described in clause 6.7.1 and clause 6.7.2:
-	The Direct Communication Request message over the first hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE: the identity of the source 5G ProSe End UE requesting relay operation (i.e. User Info ID).
-	User Info ID of 5G ProSe UE-to-UE Relay: the identity of the UE-to-UE Relay provided to the source 5G ProSe End UE during 5G ProSe UE-to-UE Relay Discovery procedure (i.e. User Info ID).
-	User Info ID of target 5G ProSe End UE: the identity of the target 5G ProSe End UE provided to the source 5G ProSe End UE during UE-to-UE Relay Discovery procedure (i.e. User Info ID).
-	(optional) Destination Layer-2 ID of target 5G ProSe End UE: the unicast destination Layer-2 ID of the target 5G ProSe End UE determined by the source 5G ProSe End UE as specified in clause 5.8.2.4.
-	ProSe Service Info: the information about the ProSe identifier(s) requesting Layer-2 link establishment.
-	RSC: the connectivity service provided by the 5G ProSe UE-to-UE Relay as requested by the source 5G ProSe End UE.
-	Security Information: the information for the establishment of security for the first hop PC5 link establishment.
NOTE 1:	The Security Information is defined by SA WG3.
The Direct Communication Request message over the second hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE.
-	User Info ID of target 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay.
-	ProSe Service Info: the information about the ProSe identifier(s).
-	RSC: the connectivity service provided by the 5G ProSe UE-to-UE Relay as requested by the source 5G ProSe End UE.
-	Security Information: the information for the establishment of security for the second hop PC5 link establishment.
NOTE 2:	The Security Information is defined by SA WG3.
The Direct Communication Accept message over the second hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
The Direct Communication Accept message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay.
The Link Modification Request message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE: the identity of the target 5G ProSe End UE provided to the source 5G ProSe End UE during UE-to-UE Relay Discovery procedure.
-	(optional) Destination Layer-2 ID of target 5G ProSe End UE: the unicast destination Layer-2 ID of the target 5G ProSe End UE determined by the source 5G ProSe End UE as specified in clause 5.8.2.4.
The Link Modification Request message over the second hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE.
-	User Info ID of target 5G ProSe End UE.
The Link Modification Accept message over the second hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
The Link Modification Accept message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
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