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1 Overall description
SA2 thanks to CT3 for the LS. SA2 discussed the questions and reaches the following consensus:
Question 1:	"Estimated bandwidth for 5QI may be exposed by NWDAF" is only described in clause 5.37.4 of TS 23.501, whether the 5QI and/or the SDF(s) of the XRM service should be the input data for the analytics?
Question 2:	Whether the Crossed Reporting Threshold(s) is the output for the estimated bandwidth for 5QI as described in Table 6.9.3-1 and Table 6.9.3-2 of TS 23.288.
Question 3:	If the 5QI is provided by the AF in the subscription request for the analytics, how can the AF obtain the 5QI, so that the AF can apply the estimated bandwidth for 5QI exposed by NWDAF to a specific service data flow?
After discussion, SA2 has decided to remove the following text in clause 5.37.4 of TS 23.501：
Estimated bandwidth for 5QI may be exposed by NWDAF (according to information described in clause 6.9.2 of TS 23.288 [86]) to AF.
Please see the attached document S2-2310250.
2 Actions
To CT3:
ACTION: 	SA2 kindly asks CT3 to take the above reply into account.
3	Dates of next TSG SA2 meetings
3GPP TSG SA2#160	13th – 17th November, 2023	Chicago, USA
3GPP TSG SA2#Ad hoc  22th-26th January, 2024             Online

