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	1. The feature of Procedures for Multi-path communication via Uu and via 5G ProSe UE-to-Network Relay is missiing in UE function.
2. The current precondition for the Multi-path communication via direct Uu path and via 5G ProSe Layer-3 UE-to-Network Relay in clause 6.9.2 is not exact. Because the precondition reads that the UE has accessed the nework via a L3 relay first. Actually there is possible that the UE has no any path before mutipath indication being evaluated.
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	1. Add the the Procedures for Multi-path communication via Uu and via 5G ProSe UE-to-Network Relay in UE function.
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Any 5G ProSe-enabled UE may support the following functions:
-	Exchange of information for 5G ProSe Direct Discovery between 5G ProSe-enabled UE and the 5G DDNMF over PC3a reference point.
-	Procedures for 5G ProSe Direct Discovery of other 5G ProSe-enabled UEs over PC5 reference point.
-	Procedures for 5G ProSe Direct Communication over PC5 reference point, including Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication.
-	Procedures to act as a 5G ProSe Layer-2 UE-to-Network Relay.
-	Procedures to act as a 5G ProSe Layer-3 UE-to-Network Relay.
-	Procedures to act as a 5G ProSe Layer-2 Remote UE.
-	Procedures to act as a 5G ProSe Layer-3 Remote UE.
-	Procedures to act as a 5G ProSe Layer-2 UE-to-UE Relay.
-	Procedures to act as a 5G ProSe Layer-3 UE-to-UE Relay.
-	Procedures to act as a 5G ProSe Layer-2 End UE.
-	Procedures to act as a 5G ProSe Layer-3 End UE.
-	Procedures for communication path switching between PC5 and Uu reference points.
-	Procedures for Multi-path communication via Uu and via 5G ProSe UE-to-Network Relay.
-	Indicating UE Policy Provisioning Request in UE Policy Container for UE triggered 5G ProSe Policy provisioning, which requests one or multiple types of policies/parameters as listed below:
-	Policy/parameters for 5G ProSe Direct Discovery;
-	Policy/parameters for 5G ProSe Direct Communication;
-	Policy/parameters for 5G ProSe Layer-2 Remote UE;
-	Policy/parameters for 5G ProSe Layer-3 Remote UE;
-	Policy/parameters for 5G ProSe Layer-2 UE-to-Network Relay;
-	Policy/parameters for 5G ProSe Layer-3 UE-to-Network Relay;
-	Policy/parameters for 5G ProSe Layer-2 End UE;
-	Policy/parameters for 5G ProSe Layer-3 End UE;
-	Policy/parameters for 5G ProSe Layer-2 UE-to-UE Relay;
-	Policy/parameters for 5G ProSe Layer-3 UE-to-UE Relay.
-	Receiving the 5G ProSe Policy from 5GC over N1 reference point.
-	Configuration of parameters for 5G ProSe Direct Discovery, 5G ProSe Direct Communication, 5G ProSe UE-to-Network Relay (e.g. including IP addresses, ProSe Layer-2 Group IDs, see clause 5.1) and 5G ProSe UE-to-UE Relay. These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over PC1 reference point from the ProSe Application Server.
-	Reporting the following capabilities to 5GC over the N1 reference point:
-	5G ProSe Capability.

* * * * Next change * * * *

[bookmark: _Toc138254941]6.9.2	Multi-path communication via direct Uu path and via 5G ProSe Layer-3 UE-to-Network Relay
When a 5G ProSe Layer-3 Remote UE accesses the network via a 5G ProSe Layer-3 UE-to-Network Relay without N3IWF, if theenabled UE decides to establish multi-path via direct Uu path and via the UE-to-Network Relay based on "ProSe Multi-path Preference" in the selected RSD of the matched URSP rule for the application traffic as specified in clause 6.5.4, the following is performed:
-	The UE may establish a new PDU Session as specified in clause 4.3.2 of TS 23.502 [5] or modify an existing PDU Session as specified in clause 4.3.3 of TS 23.502 [5] for the direct Uu path.
-	The Remote UE may establish 5G ProSe Communication via 5G ProSe Layer-3 UE-to-Network Relay without N3IWF as specified in clause 6.5.1.1 or may modify an existing PC5 connection with a 5G ProSe Layer-3 UE-to-Network Relay as specified in clause 6.4.3.6.
NOTE 1:	How to make use of the multi-path communication via direct Uu path and via a 5G ProSe Layer-3 UE-to-Network Relay for redundant or split traffic delivery is out of scope of this specifications.
When a 5G ProSe enabledLayer-3 Remote UE accesses the network via a 5G ProSe Layer-3 UE-to-Network Relay with N3IWF, if the UE decides to establish multi-path via direct Uu path and via the UE-to-Network Relay based on the "multi-access" Access Type of the selected RSD, the UE establishes a MA PDU Session as specified in clause 4.22 of TS 23.502 [5], the following is performed:
-	The UE sets up path over Uu by establishing a MA PDU session using the procedures for 3GPP access in clause 4.22 of TS 23.502 [5].
-	The Remote UE, if not connected and registered to the network via a Layer-3 UE-to-Network Relay with N3IWF, performs Relay (re)selection and performs registration with 5GC as specified in clause 6.5.1.2, and then performs MA PDU Session Establishment procedure or adds the user plane resources over the path via 5G ProSe Layer-3 UE-to-Network Relay with N3IWF using the procedures for non-3GPP access in clause 4.22 of TS 23.502 [5].
NOTE 2:	Remote UE may establish MA PDU session over the path via 5G ProSe Layer-3 UE-to-Network Relay with N3IWF before the direct Uu path. The sequence could be arbitrary.
* * * * End of Change * * * *

