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[bookmark: _Hlk87257355]1	Discussion  

The Phase III study on integration of satellite components in 5G architecture was agreed in SP-231199. This study aims to further investigate 3GPP core network function enhancements to accommodate the regenerative payload generic architecture, parameters, and enhancements required for both Store and Forward (S&F) satellite operations and UE-satellite-UE communication.

The study's objective aligns with the anticipation of findings from the RAN study, ensuring that SA2 initiates work on topics independent of RAN and concludes it in alignment with the outcomes of the RAN study. 

Considering the objectives of this study and RAN alignment, specific architectural assumptions and principles should include,
· Presence of eNB/gNB embedded on the satellite. 
· The 5GS architecture specified in TS 23.501, TS 23.502 and TS 23.503 is used as a baseline. 
· The EPS architecture as defined in TS 23.401 is used as a baseline. 



2	Proposal
[bookmark: _Hlk513714389]Approve the proposed Architecture Assumptions and Principles for TR 23.700-29 as follows.

Start of Changes
[bookmark: _Toc22214902][bookmark: _Toc23254035][bookmark: _Hlk91782751][bookmark: _Toc22214903][bookmark: _Toc23254036]4	Architectural Assumptions and Principles
Editor's note:  This clause will document any architectural assumptions and principles for the study
The study focuses on exploring enhancements to 5GS/EPS to support satellite integration. The following architectural assumptions and principles apply in this study,
-	eNB/gNB on board.
-	The 5GS architecture specified in TS 23.501 [2], TS 23.502 [3] and TS 23.503 [4] is used as a baseline.
-	The EPS architecture as defined in TS 23.401 [6] is used as a baseline.
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