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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc145927704]6.X	Support of Broadcast MBS data reception for Redcap UEs
MBS may deliver data over Broadcast MBS Session to Redcap UEs. The frequency resource to be allocated for Redcap UE and normal UE may be different. The NG-RAN allocate the resource according to the target UE capability of Broadcast MBS service (i.e. normal UE or Redcap UE are receiving the Broadcast MBS data).
NOTE 1:	The NG-RAN does not know which UE is receiving the Broadcast MBS data.
The NG-RAN determines target UE capability of Broadcast MBS service in one of the following ways:
-	Based on the PLMN specific 5QI.
-	Based on the MBS session Redcap indication which is provided by AF to NG-RAN via 5GC.
NOTE 2:	When the PLMN specific 5QI is pre-configured in the NG-RAN, there is no requirement on the AF to provide MBS session Redcap indication.

Next CHANGE

[bookmark: _Toc20204633][bookmark: _Toc27895339][bookmark: _Toc36192442][bookmark: _Toc45193545][bookmark: _Toc47593177][bookmark: _Toc51835264][bookmark: _Toc59101090][bookmark: _Toc145927810]9.1.3.6	Nmbsmf_MBSSession_Create service operation
Service operation name: Nmbsmf_MBSSession_Create
Description: Create a new multicast session or broadcast session, or for a location dependent MBS session, the part of the MBS session within a service area. Optionally subscribe to notifications for this MBS session.
Input, Required: MBS Session ID (SSM or TMGI) or TMGI allocation request, MBS Service Type (multicast or broadcast).
Input, Optional: DNN, S-NSSAI, MBS service area, MBS Service Information (as defined in clause 6.14), Input Transport Address Request, MBS start time, MBS termination time. For a multicast session, indication that any UE may join, multicast session security context. For a broadcast session, MBS FSA ID(s). For subscription to notifications event ID(s), Notification Target Address, Request for location dependent MBS session, Associated Session ID for resource sharing across broadcast MBS Sessions during network sharing, MBS session Redcap indication.
Output, Required: Result Indication.
Output, Optional: TMGI, NID, Expiry Time of the TMGI, Cause, MB-UPF tunnel info, MBS FSA ID(s), Area Session ID.

Next CHANGE

[bookmark: _Toc145927833]9.3.2.2	Namf_MBSBroadcast_ContextCreate service operation
Service operation name: Namf_MBSBroadcast_ContextCreate
Description: This service operation is used to create the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID, Broadcast service area, N2 container (e.g. MBS Session ID, MBS QoS profile, Broadcast service area).
Inputs, Optional: Area Session ID, Optional parameters in the N2 container (MBS IP Multicast Tunnel Info, Area Session ID, MBS FSA ID(s), Associated Session ID for resource sharing across broadcast MBS Sessions during network sharing, MBS session Redcap indication).
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, Area Session ID, NG-RAN MBS Tunnel Info).


Next CHANGE

[bookmark: _Toc145927849]9.4.3.2	Nnef_MBSSession_Create service operation
Service operation name: Nnef_MBSSession_Create
Description: Create a new multicast session or broadcast session, or for a location dependent MBS session, the part of the MBS session within a service area. Optionally implicitly subscribe to notifications for this MBS session.
Input, Required: MBS Session ID (SSM or TMGI) or TMGI allocation request, MBS Service Type (broadcast or multicast).
Input, Optional: MBS service area (mandatory for broadcast. Can be Cell ID list and/or TAI list, or geographical area information, or civic address information), MBS start time, MBS stop time, MBS Service Information (as defined in clause 6.14), Input Transport Address Request, session state (Active/Inactive), for subscription to notifications notification target address. For a multicast session, indication that any UE may join the multicast session. Request for location dependent MBS session. For a broadcast session, MBS FSA ID(s), Associated Session ID for resource sharing across broadcast MBS Sessions during network sharing, MBS session Redcap indication.
Output, Required: Result Indication.
Output, Optional: TMGI, NID, Cause, MB-UPF tunnel info, MBS FSA ID(s), Area Session ID.
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