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*******Start of changes*******
[bookmark: _Toc138309689]5.37.5.3	Non-homogenous support of PDU set based handling in NG-RAN
By sending at least one PDU Set QoS parameter to the NG-RAN, the SMF requests the NG-RAN to activate PDU Set QoS handling for a given QoS flow and the NG-RAN provides the SMF with an indication of whether the PDU Set based handling is supported. Based on this, SMF may activate the PDU Set identification and marking in the PSA UPF. in the following scenarios:
· 5GS registration
· UE’s access type is 3GPP access
· PDU Session Request type indicates as initial registration or existing registration
· IP PDU Session Type
· non-roaming and local breakout 
· UE state transition, e.g. from CM-IDLE/CM-IDLE with Suspend to CM- CONNECTED states, and from RRC-INACTVE with CM-CONNECTED to RRC- CONNECTED with CM- CONNECTED States.
For the handover procedures that result in the change of the PDU Set based handling capability in a registered access network, e.g. Aat NG-RAN Xn handover,  and N2 handover, handover of a PDU Session between 3GPP and non-3GPP access, handover between 5GS and EPS, the target NG-RAN provides to the SMF with an indication of whether the target NG-RAN node supports PDU Set based handling, as specified in TS 38.413 [34]. Based on the NG-RAN indication, the SMF may, upon completion of the handover procedure, initiate the PDU Session modification procedure to provide PDU Set QoS parameters to NG-RAN and configure the PSA UPF to activate/deactivate the PDU Set identification and marking.
In the case where the PSA UPF identifies and marks PDUs with PDU Set information in GTP-U header it shall start doing so from a complete PDU Set.
*******End of changes*******
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